Page 1



3GPP TSG-RAN WG3 Meeting #76 
(
 R3-121075
Prague, Czech Republic, May 21 - 25, 2012
	CR-Form-v10

	CHANGE REQUEST

	

	(

	25.433
	CR
	1937
	(

rev
	-
	(

Current version:
	10.5.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/Change-Requests.

	


	Proposed change affects: (

	UICC apps(

	
	ME
	
	Radio Access Network
	x
	Core Network
	


	

	Title:
(

	Clarification of the enhanced TS0 capability for 1.28Mcps TDD

	
	

	Source to WG:
(

	CATT, TD-TECH, ZTE

	Source to TSG:
(

	R3

	
	

	Work item code:
(

	TEI10
	
	Date: (

	2012-05-11

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-10

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(

	Enhanced TS0 operation for 1.28Mcps TDD was introduced in Realese 9.

In TS 25.306, the enhanced TS0 capability is defined as below:

Support of Enhanced TS0

Defines whether the UE supports DPCH, HS-PDSCH, HS-SCCH, E-AGCH and E-HICH reception in timeslot 0 on the secondary carriers.
For enhanced TS0 operation, the Node B needs to know the UE’s TS0 capability so as to allocate the related downlink resource defined in TS 25.306. However, in the current NBAP specification, the UE’s TS0 capability is only contained in the HSDPA-relaed IEs, such as HS-DSCH Information IE, HS-DSCH Information To Modify IE and HS-DSCH Information To Modify Unsynchronised IE. This means that in case that HSUPA is configured for the uplink while no HSDPA is configured for downlink(e.g. DPCH is configured for downlink), since the HSDPA related IEs will not be present in this case, the Node B will have no way to get the UE’s TS0 capability. This will cause problem for the Node B’s resource allocation operation.
This CR intends to solve the problem above.

	
	

	Summary of change:
(

	The changes are summarized as below:
·    Add the UE TS0 Capability LCR IE in the E-DCH TDD Information LCR IE and E-DCH TDD Information to Modify IE.
·    Add the description of the inter-operation between the new capability IE and the existing capability IE.

·    Related ASN.1 modification.
Impact analysis:
Impact assessment towards the previous release of the specification: 


This CR has isolated impact towards the previous release of the specification because the feature is Rel10. 
Impact assessment towards the previous version of the specification (same release): 

This CR has isolated impact towards the previous version of the specification (same release) because it only affects the interpretation of the UE’s TS0 capability in  Radio Link Setup, Radio Link Addition, Synchronised Radio Link Reconfiguration Preparation and Unsynchronised Radio Link Reconfiguration procedures for 1.28 Mcps TDD.

	
	

	Consequences if 
(

not approved:
	The enhanced TS0 operation can not be successfully achieved in some configuration case.

	
	

	Clauses affected:
(

	8.2.17.2, 8.3.1.2, 8.3.2.2, 8.3.5.2, 9.2.3.49a, 9.2.3.52, 9.3.4

	
	

	
	Y
	N
	
	

	Other specs
(

	x
	
	 Other core specifications
(

	TS/TR 25.423 CR 1742

	affected:
	
	x
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	x
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
(

	


	< Start of Change>


8.2.17
Radio Link Setup

8.2.17.1
General

This procedure is used for establishing the necessary resources for a new Node B Communication Context in the Node B.

[FDD - The Radio Link Setup procedure is used to establish one or more radio links. The procedure establishes one or more DCHs on all radio links, and in addition, it can include the establishment of an HS-DSCH on one radio link and it can include the establishment of an E-DCH on one or more radio links.]

[TDD - The Radio Link Setup procedure is used to establish one radio link including one or more transport channels. The transport channels can be a mix of DCHs, DSCHs, and USCHs, or DCHs and an HS-DSCH, or DCHs, an HS-DSCH and an E-DCH, including also combinations where one or more transport channel types are not present.]

8.2.17.2
Successful Operation

	< Sections Omitted >


[TDD - E-DCH]:

[TDD - If the [3.84Mcps TDD - E-DCH Information IE] [1.28Mcps TDD - E-DCH Information 1.28Mcps IE][7.68Mcps TDD - E-DCH Information 7.68Mcps IE]is present in the RADIO LINK SETUP REQUEST message:]

-
[TDD - The Node B shall setup the requested E-DCH resources on the Radio Link indicated by the E-DCH Serving RL IE.]

-
[TDD - If the TNL QoS IE is included in the E-DCH MAC-d Flows Information TDD IE for an E-DCH MAC-d flow and if ALCAP is not used, the TNL QoS IE may be used by the Node B to determine the transport bearer characteristics to apply in the uplink for the related MAC-d flow.]

-
[TDD - If the RADIO LINK SETUP REQUEST message includes the Transport Layer Address IE and Binding ID IE in the E-DCH MAC-d Flows Information TDD IE for an E-DCH MAC-d flow, then the Node B may use the transport layer address and the binding identifier received from the CRNC when establishing a transport bearer for the concerned E-DCH MAC-d flow.]

-
[TDD - If the RADIO LINK SETUP REQUEST message includes the E-DCH MAC-d Flow Multiplexing List IE for an E-DCH MAC-d flow in the E-DCH MAC-d Flows Information TDD IE, the Node B shall use this information for the related resource allocation operation.]

-
[TDD - If in the RADIO LINK SETUP REQUEST message the E-DCH Grant Type IE in the E-DCH MAC-d Flows Information TDD IE is set to "Non-scheduled" for an E-DCH MAC-d flow the Node B shall assume non-scheduled grants are configured for that E-DCH MAC-d flow and shall use the information within the [3.84Mcps - E-DCH Non-scheduled Grant Information TDD IE] [1.28Mcps - E-DCH Non-scheduled Grant Information LCR TDD IE] [7.68Mcps - E-DCH Non-scheduled Grant Information 7.68Mcps TDD IE], if included, for the related resource allocation operation.]

-
[TDD - If in the RADIO LINK SETUP REQUEST message the E-DCH Grant Type IE in the E-DCH MAC-d Flows Information TDD IE is set to "Scheduled" the Node B shall assume that it may issue scheduled grants for the concerned E-DCH MAC-d flow.]

-
[TDD - If the RADIO LINK SETUP REQUEST message includes the MAC-es Guaranteed Bit Rate IE in the E-DCH Logical Channel Information IE in the E-DCH MAC-d Flows Information TDD IE, then the Node B shall use this information to optimise MAC-e scheduling decisions for the related queue.]

-
[1.28Mcps TDD - If the RADIO LINK SETUP REQUEST message includes the MAC-es Maximum Bit Rate LCR IE in the E-DCH Logical Channel Information IE in the E-DCH MAC-d Flows Information TDD IE, the Node B shall use this information for the related resource allocation operation, and when applicable, for E-DCH scheduling.]
-
[TDD - If the RADIO LINK SETUP REQUEST message includes the Maximum MAC-d PDU Size Extended IE for a E-DCH Logical Channel in the E-DCH MAC-d Flows Information TDD IE in the E-DCH Information IE, then the Node B shall ignore the MAC-d PDU Size IE in the MAC-d PDU Size List IE and use Maximum MAC-d PDU Size Extended IE to optimise capacity allocation for the related E-DCH Logical Channel and use the indicated format in user plane frame structure for E-DCH channels (TS 25.435 [24]) and MAC (TS 25.321 [32]).]

-
[3.84Mcps TDD - If the RADIO LINK SETUP REQUEST message includes the E-DCH TDD Maximum Bitrate IE in the E-DCH TDD Information IE for an E-DCH, the Node B shall use this information for the related resource allocation operation, and when applicable, for E-DCH scheduling.]

-
[1.28Mcps TDD - If the RADIO LINK SETUP REQUEST message includes the E-DCH Physical Layer Category LCR IE or Extended E-DCH Physical Layer Category LCR IE in the E-DCH TDD Information LCR IE for an E-DCH, the Node B shall use this information for the related resource allocation operation, and when applicable, for E-DCH scheduling.]

-
[7.68Mcps TDD - If the RADIO LINK SETUP REQUEST message includes the E-DCH TDD Maximum Bitrate 7.68Mcps IE in the E-DCH TDD Information 7.68Mcps IE for an E-DCH, the Node B shall use this information for the related resource allocation operation, and when applicable, for E-DCH scheduling.]

-
[TDD - If the RADIO LINK SETUP REQUEST message includes the E-DCH Processing Overload Level IE in the [3.84Mcps TDD - E-DCH TDD Information IE] [7.68Mcps TDD - E-DCH TDD Information 7.68Mcps IE][1.28Mcps TDD - E-DCH TDD Information LCR IE], then if the Node B could not decode the E-PUCH for the last consecutive number of TTIs, indicated in the E-DCH Processing Overload Level IE, because of processing issue, the Node B shall notify the RNC by initiating the Radio Link Failure procedure.]

-
[TDD - If the RADIO LINK SETUP REQUEST message includes the E-DCH Power Offset for Scheduling Info IE in the [3.84Mcps TDD - E-DCH TDD Information IE] [1.28Mcps TDD - E-DCH TDD Information LCR IE] [7.68Mcps TDD - E-DCH TDD Information 7.68Mcps IE], then the Node B shall use this value as a power offset for the transmission of scheduling information without any MAC-d PDUs.]

-
[1.28Mcps TDD - If the RADIO LINK SETUP REQUEST message includes the Maximum Number of Retransmission for Scheduling Info LCR IE and the E-DCH Retransmission timer for Scheduling Info LCR IE in the E-DCH TDD Information LCR IE, then the Node B shall use these parameters for the transmission of scheduling information without any MAC-d PDUs.]

-
[3.84Mcps TDD and 7.68Mcps TDD - The Node B shall allocate an E-RNTI identifier and include the E-RNTI identifier and the E-AGCH(s), [1.28Mcps - E-HICHs] assigned in the E-DCH Information Response IE in the RADIO LINK SETUP RESPONSE message.]

-
1.28Mcps TDD - If the RADIO LINK SETUP REQUEST message includes the Multi-Carrier E-DCH Physical Layer Category LCR IE in the E-DCH TDD Information LCR IE, the Node B shall use this information for the related resource allocation operation, and when applicable, for multi-carrier E-DCH scheduling.]
-
 [1.28Mcps TDD - If the UE TS0 Capability LCR IE in the UE Capabilities Information IE in the HS-DSCH Information IE is not present and if the RADIO LINK SETUP REQUEST message includes the UE TS0 Capability LCR IE in the E-DCH TDD Information LCR IE, the Node B can use this information to allocate the downlink resources for the UE according to TS 25.306 [33].]
	< Sections Omitted >


8.3.1
Radio Link Addition

8.3.1.1
General

This procedure is used for establishing the necessary resources in the Node B for one or more additional RLs towards a UE when there is already a Node B Communication Context for this UE in the Node B.

The Radio Link Addition procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

8.3.1.2
Successful Operation

	< Sections Omitted >


[TDD - E-DCH]:

[TDD - If the [3.84Mcps TDD - E-DCH Information IE][1.28Mcps TDD - E-DCH Information 1.28Mcps IE] [7.68Mcps TDD - E-DCH Information 7.68Mcps IE] is present in the RADIO LINK ADDITION REQUEST message:]

-
[TDD - The Node B shall setup the requested E-DCH resources on the Radio Link indicated by the E-DCH Serving RL IE.]

-
[TDD - If the TNL QoS IE is included in the E-DCH MAC-d Flows Information TDD IE for an E-DCH MAC-d flow and if ALCAP is not used, the TNL QoS IE may be used by the Node B to determine the transport bearer characteristics to apply in the uplink for the related MAC-d flow.]

-
[TDD - If the RADIO LINK ADDITION REQUEST message includes the Transport Layer Address IE and Binding ID IE in the E-DCH MAC-d Flows Information TDD IE for an E-DCH MAC-d flow, then the Node B may use the transport layer address and the binding identifier received from the CRNC when establishing a transport bearer for the concerned E-DCH MAC-d flow.]

-
[TDD - If the RADIO LINK ADDITION REQUEST message includes the E-DCH MAC-d Flow Multiplexing List IE for an E-DCH MAC-d flow in the E-DCH MAC-d Flows Information TDD IE, the Node B shall use this information for the related resource allocation operation.]

-
[TDD - If in the RADIO LINK ADDITION REQUEST message the E-DCH Grant Type IE in the E-DCH MAC-d Flows Information TDD IE is set to "Non-scheduled" for an E-DCH MAC-d flow the Node B shall assume non-scheduled grants are configured for that E-DCH MAC-d flow and shall use the information within the [3.84Mcps TDD - E-DCH Non-scheduled Grant Information TDD IE] [1.28Mcps TDD - E-DCH Non-scheduled Grant Information LCR TDD IE] [7.68Mcps TDD - E-DCH Non-scheduled Grant Information 7.68Mcps TDD IE], if included, for the related resource allocation operation.]

-
[TDD - If in the RADIO LINK ADDITION REQUEST message the E-DCH Grant Type IE in the E-DCH MAC-d Flows Information TDD IE is set to "Scheduled" the Node B shall assume that it may issue scheduled grants for the concerned E-DCH MAC-d flow.]

-
[TDD - If the RADIO LINK ADDITION REQUEST message includes the MAC-es Guaranteed Bit Rate IE in the E-DCH Logical Channel Information IE in the E-DCH MAC-d Flows Information TDD IE, then the Node B shall use this information to optimise MAC-e scheduling decisions for the related queue.]

-
[1.28Mcps TDD - If the RADIO LINK ADDITION REQUEST message includes the MAC-es Maximum Bit Rate LCR IE in the E-DCH Logical Channel Information IE in the E-DCH MAC-d Flows Information TDD IE, the Node B shall use this information for the related resource allocation operation, and when applicable, for E-DCH scheduling.]
-
[TDD - If the RADIO LINK ADDITION REQUEST message includes the Maximum MAC-d PDU Size Extended IE for a E-DCH Logical Channel in the E-DCH MAC-d Flows Information TDD IE in the E-DCH Information IE, then the Node B shall ignore the MAC-d PDU Size IE in the MAC-d PDU Size List IE and use Maximum MAC-d PDU Size Extended IE to optimise capacity allocation for the related E-DCH Logical Channel and use the indicated format in user plane frame structure for E-DCH channels (TS 25.435 [24]) and MAC (TS 25.321 [32]).]

-
[3.84Mcps TDD - If the RADIO LINK ADDITION REQUEST message includes the E-DCH TDD Maximum Bitrate IE in the E-DCH TDD Information IE for an E-DCH, the Node B shall use this information for the related resource allocation operation, and when applicable, for E-DCH scheduling.]

-
[1.28Mcps TDD - If the RADIO LINK ADDITION REQUEST message includes the E-DCH Physical Layer Category LCR IE or Extended E-DCH Physical Layer Category LCR IE in the E-DCH TDD Information LCR IE for an E-DCH, the Node B shall use this information for the related resource allocation operation, and when applicable, for E-DCH scheduling.]

-
[7.68Mcps TDD - If the RADIO LINK ADDITION REQUEST message includes the E-DCH TDD Maximum Bitrate 7.68Mcps IE in the E-DCH TDD Information 7.68Mcps IE for an E-DCH, the Node B shall use this information for the related resource allocation operation, and when applicable, for E-DCH scheduling.]

-
[TDD - If the RADIO LINK ADDITION REQUEST message includes the E-DCH Processing Overload Level IE in the [3.84Mcps TDD - E-DCH TDD Information IE] [7.68Mcps TDD - E-DCH TDD Information 7.68Mcps IE] [1.28Mcps TDD - E-DCH TDD Information LCR IE], then if the Node B could not decode the E-PUCH for the last consecutive number of TTIs, indicated in the E-DCH Processing Overload Level IE, because of processing issue, the Node B shall notify the RNC by initiating the Radio Link Failure procedure.]

-
[TDD - If the RADIO LINK ADDITION REQUEST message includes the E-DCH Power Offset for Scheduling Info IE in the [3.84Mcps TDD - E-DCH TDD Information IE] [1.28Mcps TDD - E-DCH TDD Information LCR IE] [7.68Mcps TDD - E-DCH TDD Information 7.68Mcps IE], then the Node B shall use this value as a power offset for the transmission of scheduling information without any MAC-d PDUs.]

-
[1.28Mcps TDD - If the RADIO LINK ADDITION REQUEST message includes the Maximum Number of Retransmission for Scheduling Info LCR IE and the E-DCH Retransmission timer for Scheduling Info LCR IE in the E-DCH TDD Information LCR IE, then the Node B shall use these parameters for the transmission of scheduling information without any MAC-d PDUs.]

-
[TDD - The Node B shall allocate an E-RNTI identifier and include the E-RNTI identifier and the E-AGCH(s) assigned in the E-DCH Information Response IE in the RADIO LINK ADDITION RESPONSE message.]

-
[1.28Mcps TDD - If the RADIO LINK ADDITION REQUEST message includes the Multi-Carrier E-DCH Physical Layer Category LCR IE in the E-DCH TDD Information LCR IE, the Node B shall use this information for the related resource allocation operation, and when applicable, for multi-carrier E-DCH scheduling.]
-
[1.28Mcps TDD - If the UE TS0 Capability LCR IE in the UE Capabilities Information IE in the HS-DSCH Information IE is not present and if the RADIO LINK ADDITION REQUEST message includes the UE TS0 Capability LCR IE in the E-DCH TDD Information LCR IE, the Node B can use this information to allocate the downlink resources for the UE according to TS 25.306 [33].]
	< Sections Omitted >


8.3.2
Synchronised Radio Link Reconfiguration Preparation

8.3.2.1
General

The Synchronised Radio Link Reconfiguration Preparation procedure is used to prepare a new configuration of Radio Link(s) related to one Node B Communication Context.

The Synchronised Radio Link Reconfiguration Preparation procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

8.3.2.2
Successful Operation

	< Sections Omitted >


[1.28Mcps TDD - E-DCH Setup]:

[1.28Mcps TDD - the radio link may be reconfigured to support E-DCH by including the appropriate E-DCH information elements: E-DCH Serving RL IE, E-PUCH Information LCR IE, E-TFCS Information TDD IE, E-DCH MAC-d Flows to Add IE, E-DCH TDD Information LCR IE and E-DCH Non-scheduled Grant Information LCR TDD IE if there are to be non-scheduled grants.]
[1.28Mcps TDD - If the UE TS0 Capability LCR IE in the UE Capabilities Information IE in the HS-DSCH Information To Modify IE is not present, or if the UE TS0 Capability LCR IE in the UE Capabilities Information IE in the HS-DSCH Information IE is not present, and if the RADIO LINK RECONFIGURATION PREPARE message includes the UE TS0 Capability LCR IE in the E-DCH TDD Information LCR IE, the Node B can use this information to allocate the downlink resources for the UE according to TS 25.306 [33].]
[7.68Mcps TDD - E-DCH Setup]:

[7.68Mcps TDD - the radio link may be reconfigured to support E-DCH by including the appropriate E-DCH information elements: E-DCH Serving RL IE, E-PUCH Information IE, E-TFCS Information TDD IE, E-DCH MAC-d Flows to Add IE, E-DCH TDD Information 7.68Mcps IE and E-DCH Non-scheduled Grant Information 7.68Mcps TDD IE if there are to be non-scheduled grants.]

[TDD - E-DCH MAC-d Flow Addition/Deletion:]

[TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes any E-DCH MAC-d Flows To Add or E-DCH MAC-d Flows To Delete IEs, then the Node B shall use this information to add/delete the indicated E-DCH MAC-d flows. When an E-DCH MAC-d flow is deleted, all its associated configuration data shall also be removed.]

[TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the Maximum MAC-d PDU Size Extended IE for a E-DCH Logical Channel in the E-DCH MAC-d Flows Information TDD IE in the E-DCH MAC-d Flows To Add IE, then the Node B shall ignore the MAC-d PDU Size IE in the MAC-d PDU Size List IE and use Maximum MAC-d PDU Size Extended IE to optimise capacity allocation for the related E-DCH Logical Channel.]

[TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes an E-DCH MAC-d Flows To Delete IE requesting the deletion of all remaining E-DCH MAC-d flows for the Node B Communication Context, then the Node B shall delete the E-DCH configuration from the Node B Communication Context and release the E-DCH resources.]

[TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes an E-DCH MAC-d Flows To Delete IE requesting the deletion of all remaining non-scheduled E-DCH MAC-d flows for the Node B Communication Context, then the Node B shall delete the non-scheduled E-DCH configuration from the Node B Communication Context and release the non-scheduled E-DCH resources [1.28 Mcps TDD - and the related Signature Sequence of the Non-scheduled E-HICH].]

[TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH MAC-d Flows To Add IE, then:]

-
[TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the MAC-es Guaranteed Bit Rate IE in the E-DCH MAC-d Flows To Add IE, the Node B shall use this information to optimise MAC-e scheduling decisions.]
-
[1.28Mcps TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the MAC-es Maximum Bit Rate LCR IE in the E-DCH Logical Channel Information IE in the E-DCH MAC-d Flows To Add IE, the Node B shall use this information for the related resource allocation operation, and when applicable, for E-DCH scheduling.]
[3.84Mcps TDD - E-DCH Non-scheduled allocations:]

[3.84Mcps TDD - If the E-DCH Non-scheduled Grant Information TDD IE is present in the RADIO LINK RECONFIGURATION PREPARE message the Node B shall assume that non-scheduled transmissions will take place according to the parameters in the information element.]

[1.28Mcps TDD - E-DCH Non-scheduled allocations:]

[1.28Mcps TDD - If the E-DCH Non-scheduled Grant Information LCR TDD IE is present in the RADIO LINK RECONFIGURATION PREPARE message the Node B shall assume that non-scheduled transmissions will take place according to the parameters in the information element.]

[7.68Mcps TDD - E-DCH Non-scheduled allocations:]

[7.68Mcps TDD - If the E-DCH Non-scheduled Grant Information 7.68Mcps TDD IE is present in the RADIO LINK RECONFIGURATION PREPARE message the Node B shall assume that non-scheduled transmissions will take place according to the parameters in the information element.]

[TDD - E-DCH Modification:]

[TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the Maximum MAC-d PDU Size Extended IE for a E-DCH Logical Channel in the E-DCH MAC-d Flows Information IE in the E-DCH TDD Information To Modify IE, then the Node B shall ignore the MAC-d PDU Size IE in the MAC-d PDU Size List IE and use Maximum MAC-d PDU Size Extended IE to optimise capacity allocation for the related E-DCH Logical Channel.]

[TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH MAC-d PDU Size Format IE in the E-DCH TDD Information To Modify IE, then the Node B shall use the indicated format in user plane frame structure for E-DCH channels (TS 25.435 [24]) and MAC (TS 25.321 [32]).]
[TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the [3.84Mcps TDD - E-DCH TDD Information  IE][1.28Mcps TDD - E-DCH TDD Information LCR IE][7.68Mcps TDD - E-DCH TDD Information 7.68Mcps IE], then:]

-
[3.84Mcps TDD - If the E-DCH TDD Information IE includes the E-DCH TDD Maximum Bitrate IE for an E-DCH, the Node B shall use this information for the related resource allocation operation, and when applicable, for E-DCH scheduling.] 

-
[1.28Mcps TDD - If the E-DCH TDD Information LCR IE includes the E-DCH Physical Layer Category LCR  IE or Extended E-DCH Physical Layer Category LCR IE for an E-DCH, the Node B shall use this information for the related resource allocation operation, and when applicable, for E-DCH scheduling.]

-
[7.68Mcps TDD - If the E-DCH TDD Information 7.68Mcps IE includes the E-DCH TDD Maximum Bitrate 7.68Mcps IE for an E-DCH, the Node B shall use this information for the related resource allocation operation, and when applicable, for E-DCH scheduling.] 

-
[TDD - If the [3.84Mcps TDD - E-DCH TDD Information IE] [7.68Mcps TDD - E-DCH TDD Information 7.68Mcps IE] [1.28Mcps TDD - E-DCH TDD Information LCR IE] includes the E-DCH Processing Overload Level IE, then if the Node B could not decode the E-PUCH for the last consecutive number of TTIs, indicated in the E-DCH Processing Overload Level IE, because of processing issue, the Node B shall notify the RNC by initiating the Radio Link Failure procedure.]

-
[TDD - If the [3.84Mcps TDD - E-DCH TDD Information IE] [1.28Mcps TDD - E-DCH TDD Information LCR IE] [7.68Mcps TDD - E-DCH TDD Information 7.68Mcps IE]includes the E-DCH Power Offset for Scheduling Info IE, then the Node B shall use this value as a power offset for the transmission of scheduling information without any MAC-d PDUs.]
-
[1.28Mcps TDD - If the E-DCH TDD Information LCR IE includes the Maximum Number of Retransmission for Scheduling Info LCR IE and the E-DCH Retransmission timer for Scheduling Info LCR IE, then the Node B shall use these parameters for the transmission of scheduling information without any MAC-d PDUs.]
-
[1.28Mcps TDD - If the UE TS0 Capability LCR IE in the UE Capabilities Information IE in the HS-DSCH Information To Modify IE is not present, or if the UE TS0 Capability LCR IE in the UE Capabilities Information IE in the HS-DSCH Information IE is not present, and if the RADIO LINK RECONFIGURATION PREPARE message includes the UE TS0 Capability LCR IE in the E-DCH TDD Information to Modify IE, the Node B can use this information to allocate the downlink resources for the UE according to TS 25.306 [33].]
-
[1.28Mcps TDD - If the E-DCH TDD Information LCR IE includes the Multi-Carrier E-DCH Physical Layer Category LCR IE, the Node B shall use this information for the related resource allocation operation, and when applicable, for multi-carrier E-DCH scheduling.][TDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the E-DCH TDD Information To Modify IE, then:]

-
[TDD - If the E-DCH TDD Information To Modify IE contains a E-DCH MAC-d Flow Specific Information IE which includes the Allocation/Retention Priority IE, the Node B shall apply the new Allocation/Retention Priority to this E-DCH in the new configuration according to Annex A.]

-
[TDD - If the E-DCH TDD Information To Modify IE message includes the Maximum Number of Retransmissions for E-DCH IE for an E-DCH MAC-d flow then the Node B shall use this information to report if the maximum number of retransmissions has been exceeded.]
-
[1.28Mcps TDD - If the E-DCH TDD Information To Modify IE message includes the E-DCH MAC-d Flow Retransmission Timer IE for an E-DCH MAC-d flow then the Node B shall use this information to set the retransmission timer.]
-
[TDD - If  the E-DCH TDD Information To Modify IE message includes the E-DCH HARQ Power Offset TDD IE for an E-DCH MAC-d flow the Node B shall use this new power offset value.]

-
[TDD - If the E-DCH TDD Information To Modify IE includes the E-DCH MAC-d Flow Multiplexing List IE for an E-DCH MAC-d flow the Node B shall use this information for the related resource allocation operation.]

-
[TDD - If the E-DCH TDD Information To Modify IE includes the E-DCH Grant Type IE, the Node B shall treat the E-DCH MAC-d flow as Scheduled or Non-scheduled accordingly.]

-
[TDD - If the E-DCH TDD Information To Modify IE includes the E-DCH Logical Channel To Add or E-DCH Logical Channel To Delete IEs, the Node B shall use this information to add/delete the indicated logical channels. When a logical channel is deleted, all its associated configuration data shall also removed.]
-
[TDD - If the E-DCH TDD Information To Modify IE includes the E-DCH Logical Channel To Modify IE, the Node B shall use this information to modify the indicated logical channels:]

-
[TDD - If the E-DCH Logical Channel To Modify IE includes Scheduling Priority Indicator IE, the Node B shall apply the values in the new configuration.]

-
[TDD - If the E-DCH Logical Channel To Modify IE includes Scheduling Information IE, the Node B shall apply the values in the new configuration.]

-
[TDD - If the E-DCH Logical Channel To Modify IE includes MAC-es Guaranteed Bit Rate IE, the Node B shall apply the values in the new configuration.]

-
[1.28Mcps TDD - If the E-DCH Logical Channel To Modify IE includes MAC-es Maximum Bit Rate LCR IE, the Node B shall use this information for the related resource allocation operation, and when applicable, for E-DCH scheduling.]
-
[TDD - If the E-DCH Logical Channel To Modify IE includes E-DCH DDI Value IE, the Node B shall apply the values in the new configuration.]

-
[TDD - If the E-DCH Logical Channel To Modify IE includes the Maximum MAC-d PDU Size Extended IE, the Node B shall apply the value in the new configuration.]

-
[TDD - If the E-DCH TDD Information To Modify IE includes the MAC-e Reset Indicator IE in the E-DCH TDD Information To Modify IE, then the Node B shall use this value to determine whether MAC-e (or MAC-i) Reset is performed in the UE for sending the HARQ Failure Indication.]
	< Sections Omitted >


8.3.5
Unsynchronised Radio Link Reconfiguration

8.3.5.1
General

The Unsynchronised Radio Link Reconfiguration procedure is used to reconfigure Radio Link(s) related to one UE-UTRAN connection within a Node B.

The Unsynchronised Radio Link Reconfiguration procedure is used when there is no need to synchronise the time of the switching from the old to the new configuration in one Node B used for a UE-UTRAN connection with any other Node B also used for the UE–UTRAN connection.

The Unsynchronised Radio Link Reconfiguration procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

8.3.5.2
Successful Operation
	< Sections Omitted >


[1.28Mcps TDD - E-DCH Setup]:

[1.28Mcps TDD - the radio link may be reconfigured to support E-DCH by including the appropriate E-DCH information elements: E-DCH Serving RL IE, E-PUCH Information LCR IE, E-TFCS Information TDD IE, E-DCH MAC-d Flows to Add IE, E-DCH TDD Information LCR IE and E-DCH Non-scheduled Grant Information LCR TDD IE if there are to be non-scheduled grants.]
[1.28Mcps TDD - If the UE TS0 Capability LCR IE in the UE Capabilities Information IE in the HS-DSCH Information To Modify IE is not present, or if the UE TS0 Capability LCR IE in the UE Capabilities Information IE in the HS-DSCH Information IE is not present, and if the RADIO LINK RECONFIGURATION REQUEST message includes the UE TS0 Capability LCR IE in the E-DCH TDD Information LCR IE, the Node B can use this information to allocate the downlink resources for the UE according to TS 25.306 [33].]
[7.68Mcps TDD - E-DCH Setup]:

[7.68Mcps TDD - the radio link may be reconfigured to support E-DCH by including the appropriate E-DCH information elements: E-DCH Serving RL IE, E-PUCH Information IE, E-TFCS Information TDD IE, E-DCH MAC-d Flows to Add IE, E-DCH TDD Information 7.68Mcps IE and E-DCH Non-scheduled Grant Information 7.68Mcps TDD IE if there are to be non-scheduled grants.]

[TDD - E-DCH MAC-d Flow Addition/Deletion:]

[TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes any E-DCH MAC-d Flows To Add or E-DCH MAC-d Flows To Delete IEs, then the Node B shall use this information to add/delete the indicated E-DCH MAC-d flows. When an E-DCH MAC-d flow is deleted, all its associated configuration data shall also be removed.]

[TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the Maximum MAC-d PDU Size Extended IE for a E-DCH Logical Channel in the E-DCH MAC-d Flows Information IE in the E-DCH MAC-d Flows To Add IE, then the Node B shall ignore the MAC-d PDU Size IE in the MAC-d PDU Size List IE and use Maximum MAC-d PDU Size Extended IE to optimise capacity allocation for the related E-DCH Logical Channel.]

[TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes an E-DCH MAC-d Flows To Delete IE requesting the deletion of all remaining E-DCH MAC-d flows for the Node B Communication Context, then the Node B shall delete the E-DCH configuration from the Node B Communication Context and release the E-DCH resources.]

[TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes an E-DCH MAC-d Flows To Delete IE requesting the deletion of all remaining non-scheduled E-DCH MAC-d flows for the Node B Communication Context, then the Node B shall delete the non-scheduled E-DCH configuration from the Node B Communication Context and release the non-scheduled E-DCH resources [1.28 Mcps TDD - and the related Signature Sequence of the Non-scheduled E-HICH].]

[TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH MAC-d Flows To Add IE, then if the RADIO LINK RECONFIGURATION REQUEST message includes the MAC-es Guaranteed Bit Rate IE in the E-DCH MAC-d Flows To Add IE, the Node B shall use this information to optimise MAC-e scheduling decisions.]
[1.28Mcps TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the MAC-es Maximum Bit Rate LCR IE in the E-DCH Logical Channel Information IE in the E-DCH MAC-d Flows To Add IE, the Node B shall use this information for the related resource allocation operation, and when applicable, for E-DCH scheduling.]
[3.84Mcps TDD - E-DCH Non-scheduled allocations:]

[3.84Mcps TDD - If the E-DCH Non-scheduled Grant Information TDD IE is present in the RADIO LINK RECONFIGURATION REQUEST message the Node B shall assume that non-scheduled transmissions will take place according to the parameters in the information element.]

[1.28Mcps TDD - E-DCH Non-scheduled allocations:]

[1.28Mcps TDD - If the E-DCH Non-scheduled Grant Information LCR TDD IE is present in the RADIO LINK RECONFIGURATION REQUEST message the Node B shall assume that non-scheduled transmissions will take place according to the parameters in the information element.]

[7.68Mcps TDD - E-DCH Non-scheduled allocations:]

[7.68Mcps TDD - If the E-DCH Non-scheduled Grant Information 7.68Mcps TDD IE is present in the RADIO LINK RECONFIGURATION REQUEST message the Node B shall assume that non-scheduled transmissions will take place according to the parameters in the information element.]

[TDD - E-DCH Modification:]

[TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the [3.84Mcps TDD - E-DCH TDD Information  IE] [1.28Mcps TDD - E-DCH TDD Information LCR IE] [7.68Mcps TDD - E-DCH TDD Information 7.68Mcps IE], then:]

-
[3.84Mcps TDD - If the E-DCH TDD Information IE includes the E-DCH TDD Maximum Bitrate IE for an E-DCH, the Node B shall use this information for the related resource allocation operation, and when applicable, for E-DCH scheduling.]

-
[1.28Mcps TDD - If the E-DCH TDD Information LCR IE includes the E-DCH Physical Layer Category LCR IE or Extended E-DCH Physical Layer Category LCR IE for an E-DCH, the Node B shall use this information for the related resource allocation operation, and when applicable, for E-DCH scheduling.]

-
[7.68Mcps TDD - If the E-DCH TDD Information 7.68Mcps IE includes the E-DCH TDD Maximum Bitrate 7.68Mcps IE for an E-DCH, the Node B shall use this information for the related resource allocation operation, and when applicable, for E-DCH scheduling.]

-
[TDD - If the [3.84Mcps TDD - E-DCH TDD Information IE] [7.68Mcps TDD - E-DCH TDD Information 7.68Mcps IE] [1.28Mcps TDD - E-DCH TDD Information LCR IE] includes the E-DCH Processing Overload Level IE, then if the Node B could not decode the E-PUCH for the last consecutive number of TTIs, indicated in the E-DCH Processing Overload Level IE, because of processing issue, the Node B shall notify the RNC by initiating the Radio Link Failure procedure.]

-
[TDD - If the [3.84Mcps TDD - E-DCH TDD Information IE] [1.28Mcps TDD - E-DCH TDD Information LCR IE] [7.68Mcps TDD - E-DCH TDD Information 7.68McpsIE]includes the E-DCH Power Offset for Scheduling Info IE, then the Node B shall use this value as a power offset for the transmission of scheduling information without any MAC-d PDUs.]

-
[1.28Mcps TDD - If the E-DCH TDD Information LCR IE includes the Maximum Number of Retransmission for Scheduling Info LCR IE and the E-DCH Retransmission timer for Scheduling Info LCR IE, then the Node B shall use these parameters for the transmission of scheduling information without any MAC-d PDUs.]

[1.28Mcps TDD - If the E-DCH TDD Information LCR IE includes the Multi-Carrier E-DCH Physical Layer Category LCR IE, the Node B shall use this information for the related resource allocation operation, and when applicable, for multi-carrier E-DCH scheduling.][TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the E-DCH TDD Information To Modify IE, then:]

-
[TDD - If the E-DCH TDD Information To Modify IE contains a E-DCH MAC-d Flow Specific Information IE which includes the Allocation/Retention Priority IE, the Node B shall apply the new Allocation/Retention Priority to this E-DCH in the new configuration according to Annex A.]

-
[TDD - If the E-DCH TDD Information To Modify IE message includes the Maximum Number of Retransmissions for E-DCH IE for an E-DCH MAC-d flow then the Node B shall use this information to report if the maximum number of retransmissions has been exceeded.]

-
[1.28Mcps TDD - If the E-DCH TDD Information To Modify IE message includes the E-DCH MAC-d Flow Retransmission Timer IE for an E-DCH MAC-d flow then the Node B shall use this information to set the retransmissions timer.]
-
[TDD - If  the E-DCH TDD Information To Modify IE message includes the E-DCH HARQ Power Offset TDD IE for an E-DCH MAC-d flow the Node B shall use this new power offset value.]

-
[TDD - If the E-DCH TDD Information To Modify IE includes the E-DCH MAC-d Flow Multiplexing List IE for an E-DCH MAC-d flow the Node B shall use this information for the related resource allocation operation.]

-
[TDD - If the E-DCH TDD Information To Modify IE includes the E-DCH Grant Type IE, the Node B shall treat the E-DCH MAC-d flow as Scheduled or Non-scheduled accordingly.]

-
[TDD - If the E-DCH TDD Information To Modify IE includes the E-DCH Logical Channel To Add or E-DCH Logical Channel To Delete IEs, the Node B shall use this information to add/delete the indicated logical channels. When a logical channel is deleted, all its associated configuration data shall also removed.]
-
[TDD - If the E-DCH TDD Information To Modify IE includes the E-DCH Logical Channel To Modify IE, the Node B shall use this information to modify the indicated logical channels:]

-
[TDD - If the E-DCH Logical Channel To Modify IE includes Scheduling Priority Indicator IE, the Node B shall apply the values in the new configuration.]

-
[TDD - If the E-DCH Logical Channel To Modify IE includes Scheduling Information IE, the Node B shall apply the values in the new configuration.]

-
[TDD - If the E-DCH Logical Channel To Modify IE includes MAC-es Guaranteed Bit Rate IE, the Node B shall apply the values in the new configuration.]

-
[1.28Mcps TDD - If the E-DCH Logical Channel To Modify IE includes MAC-es Maximum Bit Rate LCR IE, the Node B shall use this information for the related resource allocation operation, and when applicable, for E-DCH scheduling.]

-
[TDD - If the E-DCH Logical Channel To Modify IE includes E-DCH DDI Value IE, the Node B shall apply the values in the new configuration.]

-
[TDD - If the E-DCH Logical Channel To Modify IE includes the Maximum MAC-d PDU Size Extended IE, the Node B shall apply the value in the new configuration.]

-
[TDD - If the E-DCH TDD Information To Modify IE includes the MAC-e Reset Indicator IE in the E-DCH TDD Information To Modify IE, then the Node B shall use this value to determine whether MAC-e (or MAC-i) Reset is performed in the UE for sending the HARQ Failure Indication.]
-
[1.28Mcps TDD - If the UE TS0 Capability LCR IE in the UE Capabilities Information IE in the HS-DSCH Information To Modify IE is not present, or if the UE TS0 Capability LCR IE in the UE Capabilities Information IE in the HS-DSCH Information IE is not present, and if the RADIO LINK RECONFIGURATION REQUEST message includes the UE TS0 Capability LCR IE in the E-DCH TDD Information to Modify IE, the Node B can use this information to allocate the downlink resources for the UE according to TS 25.306 [33].]
	< Sections Omitted >


9.2.3.49a
E-DCH TDD Information LCR

Only for 1.28Mcps TDD. The E-DCH TDD Information LCR IE specifies the details of the UE physical layer category, Node B processing overload level and power offset, Maximum Number of Retransmission and E-DCH Retransmission timer for scheduling info. The E-AGCH Inactivity Monitor Threshold IE is used for E-AGCH channel monitoring control for scheduled transmission.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	E-DCH Physical Layer Category LCR
	O
	
	9.2.3.67
	If the Extended E-DCH Physical Layer Category LCR IE is included in the E-DCH TDD Information LCR IE, the E-DCH Physical Layer Category LCR IE shall be ignored.

In case of multi-carrier E-DCH, this IE indicates the capability for each carrier.
	–
	

	E-DCH Processing Overload Level
	O
	
	9.2.1.79
	
	–
	

	E-DCH Power Offset for Scheduling Info
	O
	
	9.2.1.85
	
	–
	

	Extended E-DCH Physical Layer Category LCR
	O
	
	9.2.3.67A
	The Extended E-DCH Physical Layer Category LCR IE shall be used if the E-DCH Physical Layer Category has a value larger than 5.

In case of multi-carrier E-DCH, this IE indicates the capability for each carrier.
	YES
	reject

	Maximum Number of Retransmission for Scheduling Info LCR
	O
	
	Maximum Number of Retransmissions for E-DCH

9.2.1.81
	
	YES
	ignore

	E-DCH Retransmission timer for Scheduling Info LCR
	O
	
	E-DCH MAC-d Flow Retransmission Timer

9.2.3.61a
	
	YES
	ignore

	E-AGCH Inactivity Monitor Threshold
	O
	
	Enumerated (0, 1, 2, 4, 8, 16, 32, 64, 128, 256, 512, spare5, …, infinity)
	Units of subframes.

	YES
	ignore

	SNPL Carrier Group Indicator
	O
	
	INTEGER 

(1..3)
	Applicable to 1.28Mcps TDD in multi-carrier E-DCH operation only. 
Indicate which SNPL carrier group the carrier indicated by the UARFCN IE in the RL Information IE belongs to.

The absence of this IE indicates the corresponding frequency belongs to a separate SNPL carrier group which only contains this carrier. Shall be ignored if Multi-Carrier E-DCH Information is not configured.
	YES
	ignore

	Multi-Carrier E-DCH Physical Layer Category LCR
	O
	
	9.2.3.67B
	Applicable to 1.28Mcps TDD in multi-carrier E-DCH operation only.
	YES
	reject

	UE TS0 Capability LCR
	O
	
	9.2.3.110
	Applicable to 1.28Mcps TDD only.
	YES
	ignore


	< Sections Omitted >


9.2.3.52
E-DCH TDD Information to Modify

The E-DCH TDD Information to Modify IE is used for the modification of an E-DCH. 

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	E-DCH MAC-d Flow Specific Information
	
	0..<maxnoofEDCHMACdFlows>
	
	
	–
	

	>E-DCH MAC-d Flow ID
	M
	
	9.2.1.74
	
	–
	

	>Allocation/Retention Priority
	O
	
	9.2.1.1A
	
	–
	

	>Transport Bearer Request Indicator
	M
	
	9.2.1.62A
	
	–
	

	>Binding ID
	O
	
	9.2.1.4
	Shall be ignored if bearer establishment with ALCAP.
	–
	

	>Transport Layer Address
	O
	
	9.2.1.63
	Shall be ignored if bearer establishment with ALCAP.
	–
	

	>TNL QoS
	O
	
	9.2.1.58A
	
	–
	

	>Maximum Number Of Retransmissions for E-DCH
	O
	
	9.2.1.81
	
	–
	

	>E-DCH HARQ Power Offset TDD
	O
	
	9.2.3.61
	
	–
	

	>E-DCH MAC-d Flow Multiplexing  List
	O
	
	9.2.1.69
	
	–
	

	>E-DCH Grant Type
	O
	
	9.2.3.53
	
	–
	

	>E-DCH Logical Channel To Add
	O
	
	E-DCH Logical Channel Information

9.2.1.71
	
	–
	

	>E-DCH Logical Channel To Modify
	O
	
	9.2.1.72
	
	–
	

	>E-DCH Logical Channel To Delete 
	
	0..<maxnooflogicalchannels>
	
	
	–
	

	>>Logical Channel ID
	M
	
	9.2.1.80
	
	–
	

	>E-DCH MAC-d Flow Retransmission Timer
	O
	
	9.2.3.61a
	LCR TDD only.
	–
	

	MAC-e Reset Indicator
	O
	
	9.2.1.83
	
	–
	

	E-DCH MAC-d PDU Size Format
	O
	
	9.2.1.74B
	
	YES
	reject

	UE TS0 Capability LCR
	O
	
	9.2.3.110
	Applicable to 1.28Mcps TDD only.
	YES
	ignore


	Range Bound
	Explanation

	maxnoofEDCHMACdFlows
	Maximum number of E-DCH MAC-d flows

	maxnooflogicalchannels
	Maximum number of logical channels


	< Sections Omitted >


9.3.4
Information Elements Definitions

	< Sections Omitted >


-- ==========================================

--
E

-- ==========================================

E-AGCH-Table-Choice ::= ENUMERATED{table16B, table16B-1, ...}

E-AGCH-FDD-Code-Information ::= CHOICE {


replace




E-AGCH-FDD-Code-List,


remove




NULL,


...

}

E-AGCH-FDD-Code-List ::= SEQUENCE (SIZE (1..maxNrOfE-AGCHs)) OF FDD-DL-ChannelisationCodeNumber

E-AI-Capability ::= ENUMERATED {

e-AI-capable,


e-AI-non-capable

}

E-AI-Indicator ::= BOOLEAN
E-DCH-Capability ::= ENUMERATED {

e-DCH-capable,


e-DCH-non-capable

}

E-DCHCapacityConsumptionLaw ::= SEQUENCE {



e-DCH-SF-allocation 
E-DCH-SF-allocation, 



dl-Cost-1



INTEGER (0..65535)













OPTIONAL,



dl-Cost-2



INTEGER (0..65535)













OPTIONAL,



iE-Extensions


ProtocolExtensionContainer { { E-DCHCapacityConsumptionLaw-ExtIEs } }

OPTIONAL,


...

}

E-DCHCapacityConsumptionLaw-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

E-DCH-TDD-CapacityConsumptionLaw ::= SEQUENCE {



ul-Cost



INTEGER (0..65535),



dl-Cost



INTEGER (0..65535)













OPTIONAL,



iE-Extensions


ProtocolExtensionContainer { { E-DCH-TDD-CapacityConsumptionLaw-ExtIEs } }

OPTIONAL,


...

}

E-DCH-TDD-CapacityConsumptionLaw-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

E-DCH-SF-allocation ::= SEQUENCE ( SIZE(1..maxNrOfCombEDPDCH) ) OF


SEQUENCE {



ul-Cost-1

INTEGER (0..65535),



ul-Cost-2

INTEGER (0..65535),



iE-Extensions

ProtocolExtensionContainer { { E-DCH-SF-allocation-ExtIEs } }

OPTIONAL,


...

}

E-DCH-SF-allocation-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

E-DCH-TTI2ms-Capability ::= BOOLEAN 

-- True = TTI 10ms and 2ms supported for E-DCH False = only TTI 10ms supported for E-DCH

E-DCH-SF-Capability ::= ENUMERATED {

sf64, 


sf32, 


sf16, 


sf8, 


sf4, 


sf4x2, 


sf2x2, 


sf4x2-and-sf2x2,


...

}
E-DCH-HARQ-Combining-Capability ::= ENUMERATED {

iR-Combining-capable,


chase-Combining-capable,


iR-and-Chase-Combining-capable

}
E-DCH-DDI-Value ::= INTEGER (0..62)

E-DCH-FDD-DL-Control-Channel-Information ::= SEQUENCE {


e-AGCH-And-E-RGCH-E-HICH-FDD-Scrambling-Code
DL-ScramblingCode














OPTIONAL,


e-AGCH-Channelisation-Code





FDD-DL-ChannelisationCodeNumber











OPTIONAL,


primary-e-RNTI








E-RNTI

















OPTIONAL,


secondary-e-RNTI







E-RNTI

















OPTIONAL,


e-RGCH-E-HICH-Channelisation-Code



FDD-DL-ChannelisationCodeNumber











OPTIONAL,


e-RGCH-Signature-Sequence





E-RGCH-Signature-Sequence












OPTIONAL,


e-HICH-Signature-Sequence





E-HICH-Signature-Sequence












OPTIONAL,

serving-Grant-Value







E-Serving-Grant-Value













OPTIONAL,

primary-Secondary-Grant-Selector



E-Primary-Secondary-Grant-Selector










OPTIONAL,


e-RGCH-Release-Indicator





E-RGCH-Release-Indicator













OPTIONAL,


iE-Extensions








ProtocolExtensionContainer { { E-DCH-FDD-DL-Control-Channel-Information-ExtIEs} }

OPTIONAL,


...

}

E-DCH-FDD-DL-Control-Channel-Information-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-Default-Serving-Grant-in-DTX-Cycle2

CRITICALITY ignore

EXTENSION E-Serving-Grant-Value


PRESENCE optional },

...

}

E-DCH-FDD-Information ::= SEQUENCE {


e-DCH-MACdFlows-Information





E-DCH-MACdFlows-Information,


hARQ-Process-Allocation-Scheduled-2ms-EDCH

HARQ-Process-Allocation-2ms-EDCH










OPTIONAL,


e-DCH-Maximum-Bitrate






E-DCH-Maximum-Bitrate













OPTIONAL,


e-DCH-Processing-Overload-Level




E-DCH-Processing-Overload-Level











OPTIONAL,


e-DCH-Reference-Power-Offset




E-DCH-Reference-Power-Offset











OPTIONAL,


iE-Extensions








ProtocolExtensionContainer { { E-DCH-FDD-Information-ExtIEs} }







OPTIONAL,


...

}

E-DCH-FDD-Information-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-E-DCH-PowerOffset-for-SchedulingInfo

CRITICALITY ignore
EXTENSION
E-DCH-PowerOffset-for-SchedulingInfo

PRESENCE optional}|

{ ID id-SixteenQAM-UL-Operation-Indicator


CRITICALITY reject
EXTENSION
SixteenQAM-UL-Operation-Indicator


PRESENCE optional}|

{ ID id-E-AGCH-Table-Choice






CRITICALITY ignore
EXTENSION
E-AGCH-Table-Choice



PRESENCE conditional},

-- The IE shall be present if the SixteenQAM UL Operation Indicator IE is set to “Activate”--


...

}

E-DCH-FDD-Information-Response ::= SEQUENCE {


e-DCH-MACdFlow-Specific-InformationResp


E-DCH-MACdFlow-Specific-InformationResp









OPTIONAL,


hARQ-Process-Allocation-Scheduled-2ms-EDCH

HARQ-Process-Allocation-2ms-EDCH
















OPTIONAL,


iE-Extensions








ProtocolExtensionContainer { { E-DCH-FDD-Information-Response-ExtIEs } }




OPTIONAL,


...

}

E-DCH-FDD-Information-Response-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

E-DCH-FDD-Information-to-Modify ::= SEQUENCE {


e-DCH-MACdFlow-Specific-Info-to-Modify


E-DCH-MACdFlow-Specific-InfoList-to-Modify














OPTIONAL,


hARQ-Process-Allocation-Scheduled-2ms-EDCH

HARQ-Process-Allocation-2ms-EDCH
















OPTIONAL,


e-DCH-Maximum-Bitrate






E-DCH-Maximum-Bitrate



















OPTIONAL,


e-DCH-Processing-Overload-Level




E-DCH-Processing-Overload-Level

















OPTIONAL,


e-DCH-Reference-Power-Offset




E-DCH-Reference-Power-Offset











OPTIONAL,


mACeReset-Indicator







MACeReset-Indicator














OPTIONAL,


iE-Extensions








ProtocolExtensionContainer { { E-DCH-FDD-Information-to-Modify-ExtIEs} }




OPTIONAL,


...

}

E-DCH-FDD-Information-to-Modify-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-E-DCH-PowerOffset-for-SchedulingInfo

CRITICALITY ignore
EXTENSION
E-DCH-PowerOffset-for-SchedulingInfo






PRESENCE optional}|

{ ID id-SixteenQAM-UL-Operation-Indicator


CRITICALITY reject
EXTENSION
SixteenQAM-UL-Operation-Indicator







PRESENCE optional}|


{ ID id-E-DCH-MACdPDUSizeFormat 




CRITICALITY reject
EXTENSION
E-DCH-MACdPDUSizeFormat 









PRESENCE optional}|

{ ID id-E-DCH-DL-Control-Channel-Grant-Information
CRITICALITY ignore
EXTENSION
E-DCH-DL-Control-Channel-Grant-Information





PRESENCE optional}|

{ ID id-E-AGCH-Table-Choice






CRITICALITY ignore
EXTENSION
E-AGCH-Table-Choice









PRESENCE conditional},

-- The IE shall be present if the SixteenQAM UL Operation Indicator IE is set to “Activate”--


...

}

E-DCH-FDD-Update-Information ::= SEQUENCE {


e-DCH-MACdFlow-Specific-UpdateInformation

E-DCH-MACdFlow-Specific-UpdateInformation








OPTIONAL,


hARQ-Process-Allocation-Scheduled-2ms-EDCH

HARQ-Process-Allocation-2ms-EDCH
















OPTIONAL,


iE-Extensions








ProtocolExtensionContainer { { E-DCH-FDD-Update-Information-ExtIEs } }




OPTIONAL,


...

}

E-DCH-FDD-Update-Information-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-E-DCH-DL-Control-Channel-Change-Information


CRITICALITY ignore
EXTENSION
E-DCH-DL-Control-Channel-Change-Information


PRESENCE optional},

...

}

E-DCH-MACdFlow-Specific-UpdateInformation ::= SEQUENCE (SIZE (1..maxNrOfEDCHMACdFlows)) OF E-DCH-MACdFlow-Specific-UpdateInformation-Item

E-DCH-MACdFlow-Specific-UpdateInformation-Item ::= SEQUENCE {


e-DCH-MACdFlow-ID







E-DCH-MACdFlow-ID,


hARQ-Process-Allocation-NonSched-2ms-EDCH

HARQ-Process-Allocation-2ms-EDCH
















OPTIONAL,


iE-Extensions








ProtocolExtensionContainer { { E-DCH-MACdFlow-Specific-UpdateInformation-Item-ExtIEs} }
OPTIONAL,


...

}

E-DCH-MACdFlow-Specific-UpdateInformation-Item-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

E-DCH-DL-Control-Channel-Change-Information ::= SEQUENCE (SIZE (1..maxNrOfEDCHRLs)) OF E-DCH-DL-Control-Channel-Change-Information-Item

E-DCH-DL-Control-Channel-Change-Information-Item ::= SEQUENCE {


e-DCH-RL-ID







RL-ID,


iE-Extensions






ProtocolExtensionContainer { { E-DCH-DL-Control-Channel-Change-Information-Item-ExtIEs} }
OPTIONAL,


...

}

E-DCH-DL-Control-Channel-Change-Information-Item-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

E-DCH-DL-Control-Channel-Grant-Information ::= SEQUENCE (SIZE (1..maxNrOfEDCHRLs)) OF E-DCH-DL-Control-Channel-Grant-Information-Item

E-DCH-DL-Control-Channel-Grant-Information-Item ::= SEQUENCE {


e-DCH-RL-ID







RL-ID,


iE-Extensions






ProtocolExtensionContainer { { E-DCH-DL-Control-Channel-Grant-Information-Item-ExtIEs} }
OPTIONAL,


...

}

E-DCH-DL-Control-Channel-Grant-Information-Item-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

E-DCH-Grant-Type-Information ::= CHOICE {


e-DCH-Non-Scheduled-Transmission-Grant

E-DCH-Non-Scheduled-Transmission-Grant-Items,


e-DCH-Scheduled-Transmission-Grant


NULL,


...

}

E-DCH-LogicalChannelInformation ::= SEQUENCE (SIZE (1..maxNoOfLogicalChannels)) OF E-DCH-LogicalChannelInformationItem

E-DCH-LogicalChannelInformationItem ::= SEQUENCE {


logicalChannelId



LogicalChannelID,


schedulingPriorityIndicator

SchedulingPriorityIndicator,


schedulingInformation


SchedulingInformation,


mACesGuaranteedBitRate


MACesGuaranteedBitRate

OPTIONAL,


e-DCH-DDI-Value




E-DCH-DDI-Value,


mACd-PDU-Size-List



E-DCH-MACdPDU-SizeList,


iE-Extensions




ProtocolExtensionContainer { { E-DCH-LogicalChannelInformationItem-ExtIEs } }


OPTIONAL,


...

}

E-DCH-LogicalChannelInformationItem-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-MaximumMACdPDU-SizeExtended 
CRITICALITY reject

EXTENSION
MAC-PDU-SizeExtended 

PRESENCE optional}|


{ ID id-MACes-Maximum-Bitrate-LCR

CRITICALITY ignore

EXTENSION
MACes-Maximum-Bitrate-LCR

PRESENCE optional}| --1.28Mcps TDD only

{ ID id-UE-AggregateMaximumBitRate-Enforcement-Indicator
CRITICALITY ignore
EXTENSION
UE-AggregateMaximumBitRate-Enforcement-Indicator
PRESENCE optional}, 


...

}
E-DCH-Maximum-Bitrate ::= INTEGER (0..5742,...,5743..11498)

E-DCH-PowerOffset-for-SchedulingInfo ::= INTEGER (0.. maxNrOfEDCH-HARQ-PO-QUANTSTEPs)
E-DCH-Processing-Overload-Level ::= INTEGER (0..10,...)

E-DCH-Reference-Power-Offset ::= INTEGER (0.. maxNrOfEDCH-HARQ-PO-QUANTSTEPs)
E-DCH-MACdPDU-SizeList ::= SEQUENCE (SIZE (1.. maxNrOfMACdPDUSize)) OF E-DCH-MACdPDU-SizeListItem

E-DCH-MACdPDU-SizeListItem ::= SEQUENCE {


mACdPDU-Size




MACdPDU-Size,


iE-Extensions




ProtocolExtensionContainer { { E-DCH-MACdPDU-SizeListItem-ExtIEs } }


OPTIONAL,


...

}

E-DCH-MACdPDU-SizeListItem-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

E-DCH-MACdPDU-SizeCapability ::= ENUMERATED {


fixedSizeCapable,


flexibleSizeCapable
}

E-DCH-MACdPDUSizeFormat ::= ENUMERATED {


fixedMACdPDU-Size,


flexibleMACdPDU-Size
}

E-DCH-LogicalChannelToModify ::= SEQUENCE (SIZE (1..maxNoOfLogicalChannels)) OF E-DCH-LogicalChannelToModifyItem

E-DCH-LogicalChannelToModifyItem ::= SEQUENCE {


logicalChannelId



LogicalChannelID,


schedulingPriorityIndicator

SchedulingPriorityIndicator

OPTIONAL,


schedulingInformation


SchedulingInformation

OPTIONAL,


mACesGuaranteedBitRate


MACesGuaranteedBitRate

OPTIONAL,


e-DCH-DDI-Value




E-DCH-DDI-Value




OPTIONAL,


mACd-PDU-Size-List



E-DCH-MACdPDU-SizeToModifyList, 


iE-Extensions




ProtocolExtensionContainer { { E-DCH-LogicalChannelToModifyItem-ExtIEs } }


OPTIONAL,


...

}

E-DCH-LogicalChannelToModifyItem-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-MaximumMACdPDU-SizeExtended 
CRITICALITY reject

EXTENSION
MAC-PDU-SizeExtended 
PRESENCE optional}|


{ ID id-MACes-Maximum-Bitrate-LCR

CRITICALITY ignore

EXTENSION
MACes-Maximum-Bitrate-LCR

PRESENCE optional}, --1.28Mcps TDD only

...

}
E-DCH-MACdPDU-SizeToModifyList ::= SEQUENCE (SIZE (0.. maxNrOfMACdPDUSize)) OF E-DCH-MACdPDU-SizeListItem

E-DCH-LogicalChannelToDelete ::= SEQUENCE (SIZE (1..maxNoOfLogicalChannels)) OF E-DCH-LogicalChannelToDeleteItem

E-DCH-LogicalChannelToDeleteItem ::= SEQUENCE {


logicalChannelId



LogicalChannelID,


iE-Extensions




ProtocolExtensionContainer { { E-DCH-LogicalChannelToDeleteItem-ExtIEs } }


OPTIONAL,


...

}

E-DCH-LogicalChannelToDeleteItem-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
LogicalChannelID ::= INTEGER (1..15)

E-DCH-HARQ-PO-FDD ::= INTEGER (0.. maxNrOfEDCH-HARQ-PO-QUANTSTEPs)
E-DCH-MACdFlow-ID ::= INTEGER (0..maxNrOfEDCHMACdFlows-1)

E-DCH-MACdFlows-Information ::= SEQUENCE {


e-DCH-MACdFlow-Specific-Info




E-DCH-MACdFlow-Specific-InfoList,


iE-Extensions








ProtocolExtensionContainer { { E-DCH-MACdFlows-Information-ExtIEs} }





OPTIONAL,


...

}

E-DCH-MACdFlows-Information-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

E-DCH-MACdFlow-Multiplexing-List ::= BIT STRING ( SIZE(maxNrOfEDCHMACdFlows) )

E-DCH-MACdFlow-Specific-InfoList ::= SEQUENCE (SIZE (1..maxNrOfEDCHMACdFlows)) OF E-DCH-MACdFlow-Specific-InfoItem

E-DCH-MACdFlow-Specific-InfoItem ::= SEQUENCE {


e-DCH-MACdFlow-ID







E-DCH-MACdFlow-ID,


allocationRetentionPriority





AllocationRetentionPriority,


tnlQos










TnlQos

















OPTIONAL,

payloadCRC-PresenceIndicator




PayloadCRC-PresenceIndicator,


maximum-Number-of-Retransmissions-For-E-DCH

Maximum-Number-of-Retransmissions-For-E-DCH,


eDCH-HARQ-PO-FDD







E-DCH-HARQ-PO-FDD,


eDCH-MACdFlow-Multiplexing-List




E-DCH-MACdFlow-Multiplexing-List
















OPTIONAL,


eDCH-Grant-Type-Information





E-DCH-Grant-Type-Information,


bundlingModeIndicator






BundlingModeIndicator













OPTIONAL,


eDCHLogicalChannelInformation




E-DCH-LogicalChannelInformation,


iE-Extensions








ProtocolExtensionContainer { { E-DCH-MACdFlow-Specific-InfoItem-ExtIEs} }



OPTIONAL,


...

}

E-DCH-MACdFlow-Specific-InfoItem-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-TransportBearerNotRequestedIndicator
CRITICALITY ignore
EXTENSION TransportBearerNotRequestedIndicator

PRESENCE optional
},


...

}

E-DCH-MACdFlow-Specific-InformationResp ::= SEQUENCE (SIZE (1..maxNrOfEDCHMACdFlows)) OF E-DCH-MACdFlow-Specific-InformationResp-Item

E-DCH-MACdFlow-Specific-InformationResp-Item ::= SEQUENCE {


e-DCH-MACdFlow-ID







E-DCH-MACdFlow-ID,


bindingID









BindingID
















OPTIONAL,


transportLayerAddress






TransportLayerAddress













OPTIONAL,


hARQ-Process-Allocation-NonSched-2ms-EDCH

HARQ-Process-Allocation-2ms-EDCH
















OPTIONAL,


iE-Extensions








ProtocolExtensionContainer { { E-DCH-MACdFlow-Specific-InformationResp-Item-ExtIEs} }
OPTIONAL,


...

}

E-DCH-MACdFlow-Specific-InformationResp-Item-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-TransportBearerNotSetupIndicator
CRITICALITY ignore
EXTENSION TransportBearerNotSetupIndicator

PRESENCE optional
}, -- FDD only


...

}

E-DCH-MACdFlow-Specific-InfoList-to-Modify ::= SEQUENCE (SIZE (1..maxNrOfEDCHMACdFlows)) OF E-DCH-MACdFlow-Specific-InfoItem-to-Modify

E-DCH-MACdFlow-Specific-InfoItem-to-Modify ::= SEQUENCE {


e-DCH-MACdFlow-ID







E-DCH-MACdFlow-ID,


allocationRetentionPriority





AllocationRetentionPriority












OPTIONAL,


transportBearerRequestIndicator




TransportBearerRequestIndicator,


tnlQos










TnlQos

















OPTIONAL,


maximum-Number-of-Retransmissions-For-E-DCH

Maximum-Number-of-Retransmissions-For-E-DCH








OPTIONAL,


eDCH-HARQ-PO-FDD







E-DCH-HARQ-PO-FDD




















OPTIONAL,


eDCH-MACdFlow-Multiplexing-List




E-DCH-MACdFlow-Multiplexing-List
















OPTIONAL,


eDCH-Grant-Type-Information





E-DCH-Grant-Type-Information

















OPTIONAL,


bundlingModeIndicator






BundlingModeIndicator



















OPTIONAL,


eDCH-LogicalChannelToAdd





E-DCH-LogicalChannelInformation

















OPTIONAL,


eDCH-LogicalChannelToModify





E-DCH-LogicalChannelToModify

















OPTIONAL,


eDCH-LogicalChannelToDelete





E-DCH-LogicalChannelToDelete

















OPTIONAL,


iE-Extensions








ProtocolExtensionContainer { { E-DCH-MACdFlow-Specific-InfoItem-to-Modify-ExtIEs} }

OPTIONAL,


...

}

E-DCH-MACdFlow-Specific-InfoItem-to-Modify-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

E-DCH-MACdFlows-to-Delete ::= SEQUENCE (SIZE (1..maxNrOfEDCHMACdFlows)) OF E-DCH-MACdFlow-to-Delete-Item

E-DCH-MACdFlow-to-Delete-Item ::= SEQUENCE {


e-DCH-MACdFlow-ID







E-DCH-MACdFlow-ID,


iE-Extensions








ProtocolExtensionContainer { { E-DCH-MACdFlow-to-Delete-Item-ExtIEs} }




OPTIONAL,


...

}

E-DCH-MACdFlow-to-Delete-Item-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

E-DCH-Non-Scheduled-Transmission-Grant-Items ::= SEQUENCE {


-- The following IE shall be ignored if id-Ext-Max-Bits-MACe-PDU-non-scheduled is present in E-DCH-Non-Scheduled-Transmission-Grant-Items-ExtIEs


maxBits-MACe-PDU-non-scheduled



Max-Bits-MACe-PDU-non-scheduled,


hARQ-Process-Allocation-NonSched-2ms

HARQ-Process-Allocation-2ms-EDCH











OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { { E-DCH-Non-Scheduled-Transmission-Grant-Items-ExtIEs} }

OPTIONAL,


...

}

E-DCH-Non-Scheduled-Transmission-Grant-Items-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


-- The following IE shall be present if the maximum number of bits to be signalled exceeds maxNrOfBits-MACe-PDU-non-scheduled

{ ID id-Ext-Max-Bits-MACe-PDU-non-scheduled

CRITICALITY reject

EXTENSION
Ext-Max-Bits-MACe-PDU-non-scheduled

PRESENCE optional},

...

}

E-DCH-Non-serving-Relative-Grant-Down-Commands ::= INTEGER (0..100,...)
E-DCHProvidedBitRateValue ::= INTEGER(0..16777215,...,16777216..256000000)

-- Unit bit/s, Range 0..2^24-1..2^24..256,000,000, Step 1 bit

Maximum-Target-ReceivedTotalWideBandPower ::= INTEGER (0..621)

-- mapping as for RTWP measurement value, as specified in TS 25.133 [22]
Target-NonServing-EDCH-To-Total-EDCH-Power-Ratio ::= INTEGER (0..100)

-- Unit %, Range 0..100%, Step 1%
E-DCH-RL-Indication ::= ENUMERATED {

e-DCH,


non-e-DCH

}
E-DCH-Serving-Cell-Change-Info-Response ::= SEQUENCE {


e-DCH-serving-cell-choice

E-DCH-serving-cell-choice,


iE-Extensions




ProtocolExtensionContainer { { E-DCH-serving-cell-informationResponse-ExtIEs} } OPTIONAL,


...

}

E-DCH-serving-cell-informationResponse-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

E-DCH-serving-cell-choice ::= CHOICE {


e-DCH-serving-cell-change-successful

E-DCH-serving-cell-change-successful,


e-DCH-serving-cell-change-unsuccessful

E-DCH-serving-cell-change-unsuccessful,


...

}

E-DCH-serving-cell-change-successful ::= SEQUENCE {


e-DCH-RL-InformationList-Rsp


E-DCH-RL-InformationList-Rsp,


iE-Extensions





ProtocolExtensionContainer { { E-DCH-serving-cell-change-successful-ExtIEs} } OPTIONAL,


...

}

E-DCH-RL-InformationList-Rsp ::= SEQUENCE (SIZE (0..maxNrOfRLs)) OF E-DCH-RL-InformationList-Rsp-Item 

E-DCH-RL-InformationList-Rsp-Item ::= SEQUENCE {


rl-ID







RL-ID,


e-DCH-FDD-DL-Control-Channel-Info
E-DCH-FDD-DL-Control-Channel-Information,


iE-Extensions








ProtocolExtensionContainer { { E-DCH-RL-InformationList-Rsp-Item-ExtIEs} }
OPTIONAL,


...

}

E-DCH-serving-cell-change-successful-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

E-DCH-RL-InformationList-Rsp-Item-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

E-DCH-serving-cell-change-unsuccessful ::= SEQUENCE {


cause






Cause,


iE-Extensions




ProtocolExtensionContainer { { E-DCH-serving-cell-change-unsuccessful-ExtIEs} } OPTIONAL,


...

}

E-DCH-serving-cell-change-unsuccessful-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- The maximum repetitions should be limited to 1 so that this information is reported only once for a cell.
EDCH-RACH-Report-Value ::= SEQUENCE (SIZE(1.. maxNrOfCommonEDCH)) OF


SEQUENCE {



granted-EDCH-RACH-resources

Granted-EDCH-RACH-Resources-Value,



denied-EDCH-RACH-resources

Denied-EDCH-RACH-Resources-Value,



iE-Extensions

ProtocolExtensionContainer { { EDCH-RACH-Report-Value-ExtIEs } }
OPTIONAL,



...

}

EDCH-RACH-Report-Value-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

E-DCH-TFCI-Table-Index ::= INTEGER (0..1,...,2..7)

E-DCH-TTI-Length ::= CHOICE {


two-ms

DTX-Cycle-2ms-Items,


ten-ms

DTX-Cycle-10ms-Items,


...

}

E-DCH-TTI-Length-to-Modify ::= CHOICE {


two-ms

DTX-Cycle-2ms-to-Modify-Items,


ten-ms

DTX-Cycle-10ms-to-Modify-Items,


...

}

E-DPCCH-PO ::= INTEGER (0..maxNrOfEDPCCH-PO-QUANTSTEPs)
E-DPDCH-PowerInterpolation ::= BOOLEAN

E-Primary-Secondary-Grant-Selector ::= ENUMERATED {


primary,


secondary

}
E-DCH-MACdFlow-ID-LCR ::= INTEGER (0..maxNrOfEDCHMACdFlowsLCR-1)

E-DCH-MACdFlows-to-DeleteLCR ::= SEQUENCE (SIZE (1..maxNrOfEDCHMACdFlowsLCR)) OF E-DCH-MACdFlow-to-Delete-ItemLCR

E-DCH-MACdFlow-to-Delete-ItemLCR ::= SEQUENCE {


e-DCH-MACdFlow-ID-LCR






E-DCH-MACdFlow-ID-LCR,


iE-Extensions








ProtocolExtensionContainer { { E-DCH-MACdFlow-to-Delete-ItemLCR-ExtIEs} }




OPTIONAL,


...

}

E-DCH-MACdFlow-to-Delete-ItemLCR-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

Enhanced-UE-DRX-InformationLCR  ::= SEQUENCE {


t321









T321,


hS-DSCH-DRX-Cycle-FACH





HS-DSCH-DRX-Cycle-FACH,


hS-DSCH-RX-Burst-FACH





HS-DSCH-RX-Burst-FACH,


iE-Extensions







ProtocolExtensionContainer { { Enhanced-UE-DRX-InformationLCR-ExtIEs } }

OPTIONAL,


...

}

Enhanced-UE-DRX-InformationLCR-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
E-HICH-ID-LCR ::= INTEGER(0..255)

E-HICH-Signature-Sequence ::= INTEGER (0..maxNrofSigSeqRGHI-1)

End-Of-Audit-Sequence-Indicator ::= ENUMERATED {

end-of-audit-sequence,


not-end-of-audit-sequence

}
E-Serving-Grant-Value ::= INTEGER (0..38)
E-RGCH-2-IndexStepThreshold ::= INTEGER (0..37)
E-RGCH-3-IndexStepThreshold ::= INTEGER (0..37)
E-RGCH-E-HICH-FDD-Code-Information ::= CHOICE {


replace




E-RGCH-E-HICH-FDD-Code-List,


remove




NULL,


...

}

E-RGCH-E-HICH-FDD-Code-List ::= SEQUENCE (SIZE (1..maxNrOfE-RGCHs-E-HICHs)) OF FDD-DL-ChannelisationCodeNumber

E-RGCH-Release-Indicator ::= ENUMERATED {e-RGCHreleased}

E-RGCH-Signature-Sequence ::= INTEGER (0..maxNrofSigSeqRGHI-1)

E-RNTI ::= INTEGER (0..65535)

E-TFCI ::= INTEGER (0..127)

E-TFCI-BetaEC-Boost ::= INTEGER (0..127,...)

E-TFCI-Boost-Information ::= SEQUENCE {


e-TFCI-BetaEC-Boost







E-TFCI-BetaEC-Boost,


uL-Delta-T2TP








UL-Delta-T2TP


OPTIONAL,


-- This IE shall be present if the E-TFCI BetaEC Boost IE value is not set to 127.

iE-Extensions








ProtocolExtensionContainer { { E-TFCI-Boost-Information-ExtIEs} }

OPTIONAL,


...

}

E-TFCI-Boost-Information-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

E-TFCS-Information ::= SEQUENCE {


e-DCH-TFCI-Table-Index







E-DCH-TFCI-Table-Index,


e-DCH-Min-Set-E-TFCI






E-TFCI


OPTIONAL,


reference-E-TFCI-Information




Reference-E-TFCI-Information,


iE-Extensions








ProtocolExtensionContainer { {E-TFCS-Information-ExtIEs} }

OPTIONAL,


...

}

E-TFCS-Information-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-E-TFCI-Boost-Information

CRITICALITY reject

EXTENSION
E-TFCI-Boost-Information

PRESENCE optional}|

{ ID id-E-DPDCH-PowerInterpolation
CRITICALITY reject

EXTENSION
E-DPDCH-PowerInterpolation 
PRESENCE optional},

...

}

E-TTI ::= ENUMERATED {


e-TTI-2ms,


e-TTI-10ms

}

E-DCHProvidedBitRate ::= SEQUENCE (SIZE (1..maxNrOfPriorityClasses)) OF E-DCHProvidedBitRate-Item

E-DCHProvidedBitRate-Item ::= SEQUENCE {


schedulingPriorityIndicator


SchedulingPriorityIndicator,


e-DCHProvidedBitRateValue


E-DCHProvidedBitRateValue,


iE-Extensions





ProtocolExtensionContainer { { E-DCHProvidedBitRate-Item-ExtIEs} }

OPTIONAL,


...

}

E-DCHProvidedBitRate-Item-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

E-DCHProvidedBitRateValueInformation-For-CellPortion ::= SEQUENCE (SIZE (1..maxNrOfCellPortionsPerCellLCR)) OF E-DCHProvidedBitRateValueInformation-For-CellPortion-Item

E-DCHProvidedBitRateValueInformation-For-CellPortion-Item ::= SEQUENCE{


cellPortionLCRID




CellPortionLCRID,

e-DCHProvidedBitRateValue

E-DCHProvidedBitRate,


iE-Extensions




ProtocolExtensionContainer { {E-DCHProvidedBitRateValueInformation-For-CellPortion-Item-ExtIEs} }
OPTIONAL,


...

}

E-DCHProvidedBitRateValueInformation-For-CellPortion-Item-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
E-AGCH-PowerOffset ::= INTEGER (0..255,...)

-- PowerOffset = -32 + offset * 0.25

-- Unit dB, Range -32dB .. +31.75dB, Step +0.25dB

E-RGCH-PowerOffset ::= INTEGER (0..255,...)

-- PowerOffset = -32 + offset * 0.25

-- Unit dB, Range -32dB .. +31.75dB, Step +0.25dB

E-HICH-PowerOffset ::= INTEGER (0..255,...) 
-- PowerOffset = -32 + offset * 0.25

-- Unit dB, Range -32dB .. +31.75dB, Step +0.25dB

E-HICH-TimeOffset ::= INTEGER (4..44)
E-HICH-TimeOffsetLCR ::= INTEGER (4..15)
E-DCH-Information ::= SEQUENCE {


e-PUCH-Information 






E-PUCH-Information,


e-TFCS-Information-TDD 





E-TFCS-Information-TDD,


e-DCH-MACdFlows-Information-TDD



E-DCH-MACdFlows-Information-TDD,


e-DCH-Non-Scheduled-Grant-Info 



E-DCH-Non-Scheduled-Grant-Info
OPTIONAL,


e-DCH-TDD-Information





E-DCH-TDD-Information,


iE-Extensions







ProtocolExtensionContainer { { E-DCH-Information-ExtIEs} }

OPTIONAL,


...

}

E-DCH-Information-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

E-PUCH-Information  ::= SEQUENCE {


minCR









CodeRate,


maxCR









CodeRate,


harqInfo








HARQ-Info-for-E-DCH,


n-E-UCCH








N-E-UCCH,


iE-Extensions







ProtocolExtensionContainer { { E-PUCH-Information-ExtIEs } }

OPTIONAL,


...

}

E-PUCH-Information-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

E-TFCS-Information-TDD  ::= SEQUENCE {


e-DCH-QPSK-RefBetaInfo 





E-DCH-QPSK-RefBetaInfo,


e-DCH-sixteenQAM-RefBetaInfo



E-DCH-sixteenQAM-RefBetaInfo,


iE-Extensions







ProtocolExtensionContainer { { E-TFCS-Information-TDD-ExtIEs } }

OPTIONAL,


...

}

E-TFCS-Information-TDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

E-DCH-QPSK-RefBetaInfo ::= SEQUENCE (SIZE (1..maxNrOfRefBetas)) OF E-DCH-RefBeta-Item

E-DCH-sixteenQAM-RefBetaInfo ::= SEQUENCE (SIZE (1..maxNrOfRefBetas)) OF E-DCH-RefBeta-Item

E-DCH-RefBeta-Item  ::= SEQUENCE {


refCodeRate



CodeRate-short,


refBeta




RefBeta

}

E-DCH-MACdFlows-Information-TDD  ::= SEQUENCE (SIZE (1..maxNrOfEDCHMACdFlows)) OF E-DCH-MACdFlow-InfoTDDItem

E-DCH-MACdFlow-InfoTDDItem ::= SEQUENCE {


e-DCH-MACdFlow-ID







E-DCH-MACdFlow-ID,


allocationRetentionPriority





AllocationRetentionPriority,


tnlQos










TnlQos





OPTIONAL,


bindingID









BindingID




OPTIONAL,


transportLayerAddress






TransportLayerAddress

OPTIONAL,


payloadCRC-PresenceIndicator




PayloadCRC-PresenceIndicator,


maximum-Number-of-Retransmissions-For-E-DCH

Maximum-Number-of-Retransmissions-For-E-DCH,


eDCH-HARQ-PO-TDD







E-DCH-HARQ-PO-TDD,


eDCH-MACdFlow-Multiplexing-List




E-DCH-MACdFlow-Multiplexing-List






OPTIONAL,


eDCH-Grant-TypeTDD







E-DCH-Grant-TypeTDD,


eDCHLogicalChannelInformation




E-DCH-LogicalChannelInformation,

eDCH-MACdFlow-Retransmission-Timer



E-DCH-MACdFlow-Retransmission-Timer

OPTIONAL,

-- Mandatory for LCR TDD,Not applicable for 3.84Mcps TDD and 7.68Mcps TDD


iE-Extensions








ProtocolExtensionContainer { { E-DCH-MACdFlow-InfoTDDItem-ExtIEs} }



OPTIONAL,


...

}

E-DCH-MACdFlow-InfoTDDItem-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {

...

}
E-DCH-MACdFlow-Retransmission-Timer ::= ENUMERATED {


ms10, ms15, ms20, ms25, ms30, ms35, ms40, ms45, ms50, ms55, ms60, ms65,


ms70, ms75, ms80, ms85, ms90, ms95, ms100, ms110, ms120, ms140, ms160,

ms200, ms240, ms280, ms320, ms400, ms480, ms560,...
}

E-DCH-HARQ-PO-TDD ::= INTEGER (0..6)

E-DCH-Grant-TypeTDD ::= ENUMERATED {


scheduled,


non-scheduled

}

E-DCH-Non-Scheduled-Grant-Info  ::= SEQUENCE {


timeslotResource






E-DCH-TimeslotResource,


powerResource







E-DCH-PowerResource,


repetitionPeriod






RepetitionPeriod,


repetitionLength






RepetitionLength,


tddE-PUCH-Offset






TddE-PUCH-Offset,


tdd-ChannelisationCode





TDD-ChannelisationCode,


iE-Extensions







ProtocolExtensionContainer { { E-DCH-Non-Scheduled-Grant-Info-ExtIEs } }

OPTIONAL,


...

}

E-DCH-Non-Scheduled-Grant-Info-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

E-DCH-TimeslotResource ::= BIT STRING (SIZE (13))
E-DCH-TimeslotResourceLCR ::= BIT STRING (SIZE (5))
E-DCH-PowerResource ::= INTEGER(1..32)

TddE-PUCH-Offset ::= INTEGER(0..255)

E-DCH-TDD-Information  ::= SEQUENCE {


e-DCH-TDD-Maximum-Bitrate





E-DCH-TDD-Maximum-Bitrate






OPTIONAL,


e-DCH-Processing-Overload-Level




E-DCH-Processing-Overload-Level





OPTIONAL,


e-DCH-PowerOffset-for-SchedulingInfo


E-DCH-PowerOffset-for-SchedulingInfo



OPTIONAL,


iE-Extensions








ProtocolExtensionContainer { { E-DCH-TDD-Information-ExtIEs } }

OPTIONAL,


...

}

E-DCH-TDD-Information-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

E-DCH-TDD-Maximum-Bitrate ::= INTEGER (0..9201,...)

E-DCH-Information-Response ::= SEQUENCE {


e-DCH-TDD-MACdFlow-Specific-InformationResp

E-DCH-TDD-MACdFlow-Specific-InformationResp
OPTIONAL,


e-AGCH-Specific-Information-ResponseTDD


E-AGCH-Specific-InformationRespListTDD
OPTIONAL, 


e-RNTI










E-RNTI,

scheduled-E-HICH-Specific-InformationResp

Scheduled-E-HICH-Specific-Information-ResponseLCRTDD
OPTIONAL,
-- 1.28Mcps TDD only

iE-Extensions








ProtocolExtensionContainer { { E-DCH-Information-Response-ExtIEs } }

OPTIONAL,


...

}

E-DCH-Information-Response-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {

...

}

Scheduled-E-HICH-Specific-Information-ResponseLCRTDD ::= SEQUENCE (SIZE (1.. maxNrOfEHICHCodes)) OF Scheduled-E-HICH-Specific-InformationItem-ResponseLCRTDD

Scheduled-E-HICH-Specific-InformationItem-ResponseLCRTDD ::= SEQUENCE {


eI







EI,


e-HICH-ID-TDD




E-HICH-ID-TDD,


iE-Extensions







ProtocolExtensionContainer  {{ Scheduled-E-HICH-Specific-InformationItem-ResponseLCRTDD-ExtIEs}}

OPTIONAL,


...

}

Scheduled-E-HICH-Specific-InformationItem-ResponseLCRTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-Extended-E-HICH-ID-TDD
CRITICALITY ignore EXTENSION Extended-E-HICH-ID-TDD PRESENCE optional},


-- Applicable to 1.28Mcps TDD only when the E-HICH identity has a value larger than 31.

...

}
EI ::= INTEGER (0..3)
E-HICH-ID-TDD ::= INTEGER (0..31)
E-HICH-Type ::= ENUMERATED {scheduled,non-scheduled}

E-DCH-TDD-MACdFlow-Specific-InformationResp ::= SEQUENCE (SIZE (1..maxNrOfEDCHMACdFlows)) OF E-DCH-TDD-MACdFlow-Specific-InformationResp-Item

E-DCH-TDD-MACdFlow-Specific-InformationResp-Item ::= SEQUENCE {


e-DCH-MacdFlow-Id







E-DCH-MACdFlow-ID,


bindingID









BindingID




OPTIONAL,


transportLayerAddress






TransportLayerAddress

OPTIONAL,


iE-Extensions








ProtocolExtensionContainer { { E-DCH-TDD-MACdFlow-Specific-InformationRespItem-ExtIEs } }

OPTIONAL,


...

}

E-DCH-TDD-MACdFlow-Specific-InformationRespItem-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

E-AGCH-Specific-InformationRespListTDD ::= SEQUENCE (SIZE (1..maxNrOfEAGCHCodes)) OF E-AGCH-Specific-InformationResp-ItemTDD

E-AGCH-Specific-InformationResp-ItemTDD ::= SEQUENCE {


e-AGCH-Id









E-AGCH-Id,


iE-Extensions








ProtocolExtensionContainer { { E-AGCH-Specific-InformationResp-ItemTDD-ExtIEs } }

OPTIONAL,


...

}

E-AGCH-Specific-InformationResp-ItemTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

E-AGCH-Id ::= INTEGER (0..31,...,32..255)

E-DCH-Information-Reconfig ::= SEQUENCE {


e-PUCH-Information 






E-PUCH-Information








OPTIONAL,


e-TFCS-Information-TDD 





E-TFCS-Information-TDD







OPTIONAL,


e-DCH-MACdFlows-to-Add





E-DCH-MACdFlows-Information-TDD





OPTIONAL,


e-DCH-MACdFlows-to-Delete




E-DCH-MACdFlows-to-Delete






OPTIONAL,


e-DCH-Non-Scheduled-Grant-Info 



E-DCH-Non-Scheduled-Grant-Info





OPTIONAL,


e-DCH-TDD-Information





E-DCH-TDD-Information







OPTIONAL,


e-DCH-TDD-Information-to-Modify



E-DCH-TDD-Information-to-Modify





OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { { E-DCH-Information-Reconfig-ExtIEs} }
OPTIONAL,


...

}

E-DCH-Information-Reconfig-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

E-DCH-TDD-Information-to-Modify ::= SEQUENCE {


e-DCH-TDD-Information-to-Modify-List
E-DCH-TDD-Information-to-Modify-List
OPTIONAL,


mACeReset-Indicator





MACeReset-Indicator





OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { E-DCH-TDD-Information-to-Modify-ExtIEs } }

OPTIONAL,


...

}

E-DCH-TDD-Information-to-Modify-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-E-DCH-MACdPDUSizeFormat 




CRITICALITY reject
EXTENSION
E-DCH-MACdPDUSizeFormat 




PRESENCE optional}|


{ID id-UE-TS0-CapabilityLCR






CRITICALITY ignore
EXTENSION UE-TS0-CapabilityLCR


PRESENCE optional},

...

}

E-DCH-TDD-Information-to-Modify-List ::= SEQUENCE (SIZE (1..maxNrOfEDCHMACdFlows)) OF E-DCH-MACdFlow-ModifyTDDItem

E-DCH-MACdFlow-ModifyTDDItem ::= SEQUENCE {


e-DCH-MACdFlow-ID







E-DCH-MACdFlow-ID,


allocationRetentionPriority





AllocationRetentionPriority

OPTIONAL,


transportBearerRequestIndicator




TransportBearerRequestIndicator,


bindingID









BindingID




OPTIONAL,


transportLayerAddress






TransportLayerAddress

OPTIONAL,


tnlQos










TnlQos





OPTIONAL,


maximum-Number-of-Retransmissions-For-E-DCH

Maximum-Number-of-Retransmissions-For-E-DCH

OPTIONAL,


eDCH-HARQ-PO-TDD







E-DCH-HARQ-PO-TDD









OPTIONAL,


eDCH-MACdFlow-Multiplexing-List




E-DCH-MACdFlow-Multiplexing-List





OPTIONAL,


eDCH-Grant-TypeTDD







E-DCH-Grant-TypeTDD









OPTIONAL,


e-DCH-LogicalChannelToAdd





E-DCH-LogicalChannelInformation




OPTIONAL,


e-DCH-LogicalChannelToModify




E-DCH-LogicalChannelToModify




OPTIONAL,


e-DCH-LogicalChannelToDelete




E-DCH-LogicalChannelToDelete




OPTIONAL,

eDCH-MACdFlow-Retransmission-Timer



E-DCH-MACdFlow-Retransmission-Timer



OPTIONAL,

-- LCR TDD only

iE-Extensions








ProtocolExtensionContainer { {E-DCH-MACdFlow-ModifyTDDItem-ExtIEs } }
OPTIONAL,


...

}

E-DCH-MACdFlow-ModifyTDDItem-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {

...

}

Maximum-Generated-ReceivedTotalWideBandPowerInOtherCells ::= INTEGER (0..621)

-- mapping as for RTWP measurement value, as specified in TS 25.123 [23]
E-DCH-768-Information ::= SEQUENCE {


e-PUCH-Information 






E-PUCH-Information,


e-TFCS-Information-TDD 





E-TFCS-Information-TDD,


e-DCH-MACdFlows-Information-TDD



E-DCH-MACdFlows-Information-TDD,


e-DCH-Non-Scheduled-Grant-Info768


E-DCH-Non-Scheduled-Grant-Info768
OPTIONAL,


e-DCH-TDD-Information768




E-DCH-TDD-Information768,


iE-Extensions







ProtocolExtensionContainer { { E-DCH-768-Information-ExtIEs} }

OPTIONAL,


...

}

E-DCH-768-Information-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

E-DCH-Non-Scheduled-Grant-Info768  ::= SEQUENCE {


timeslotResource






E-DCH-TimeslotResource,


powerResource







E-DCH-PowerResource,


repetitionPeriod






RepetitionPeriod,


repetitionLength






RepetitionLength,


tddE-PUCH-Offset






TddE-PUCH-Offset,


tdd-ChannelisationCode768




TDD-ChannelisationCode768,


iE-Extensions







ProtocolExtensionContainer { { E-DCH-Non-Scheduled-Grant-Info768-ExtIEs } }

OPTIONAL,


...

}

E-DCH-Non-Scheduled-Grant-Info768-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

E-DCH-TDD-Information768  ::= SEQUENCE {


e-DCH-TDD-Maximum-Bitrate768




E-DCH-TDD-Maximum-Bitrate768





OPTIONAL,


e-DCH-Processing-Overload-Level




E-DCH-Processing-Overload-Level





OPTIONAL,


e-DCH-PowerOffset-for-SchedulingInfo


E-DCH-PowerOffset-for-SchedulingInfo



OPTIONAL,


iE-Extensions








ProtocolExtensionContainer { { E-DCH-TDD-Information768-ExtIEs } }

OPTIONAL,


...

}

E-DCH-TDD-Information768-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

E-DCH-TDD-Maximum-Bitrate768 ::= INTEGER (0..17713,...)

E-DCH-768-Information-Reconfig ::= SEQUENCE {


e-PUCH-Information 






E-PUCH-Information








OPTIONAL,


e-TFCS-Information-TDD 





E-TFCS-Information-TDD







OPTIONAL,


e-DCH-MACdFlows-to-Add





E-DCH-MACdFlows-Information-TDD





OPTIONAL,


e-DCH-MACdFlows-to-Delete




E-DCH-MACdFlows-to-Delete






OPTIONAL,


e-DCH-Non-Scheduled-Grant-Info768


E-DCH-Non-Scheduled-Grant-Info768





OPTIONAL,


e-DCH-TDD-Information768




E-DCH-TDD-Information768







OPTIONAL,


e-DCH-TDD-Information-to-Modify



E-DCH-TDD-Information-to-Modify





OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { { E-DCH-768-Information-Reconfig-ExtIEs} }
OPTIONAL,


...

}

E-DCH-768-Information-Reconfig-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

E-DCH-LCR-Information ::= SEQUENCE {


e-PUCH-LCR-Information 





E-PUCH-LCR-Information,


e-TFCS-Information-TDD 





E-TFCS-Information-TDD,


e-DCH-MACdFlows-Information-TDD



E-DCH-MACdFlows-Information-TDD,


e-DCH-Non-Scheduled-Grant-LCR-Info


E-DCH-Non-Scheduled-Grant-LCR-Info
OPTIONAL,


e-DCH-LCRTDD-Information




E-DCH-LCRTDD-Information,


iE-Extensions







ProtocolExtensionContainer { { E-DCH-LCR-Information-ExtIEs} }

OPTIONAL,


...

}

E-DCH-LCR-Information-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
E-PUCH-LCR-Information ::= SEQUENCE {


minCR









CodeRate,


maxCR









CodeRate,


harqInfo








HARQ-Info-for-E-DCH,


pRXdes-base








PRXdes-base,

e-PUCH-TPC-StepSize






TDD-TPC-UplinkStepSize-LCR,


e-AGCH-TPC-StepSize






TDD-TPC-DownlinkStepSize,


iE-Extensions







ProtocolExtensionContainer { { E-PUCH-LCR-Information-ExtIEs } }

OPTIONAL,


...

}

E-PUCH-LCR-Information-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-E-PUCH-PowerControlGAP

CRITICALITY ignore

EXTENSION ControlGAP

PRESENCE optional
},


...

}

E-DCH-Non-Scheduled-Grant-LCR-Info ::= SEQUENCE {


timeslotResourceLCR






E-DCH-TimeslotResourceLCR,


powerResource







E-DCH-PowerResource,


repetitionPeriod






RepetitionPeriod,


repetitionLength






RepetitionLength,

subframeNumber







ENUMERATED {v0, v1},

tddE-PUCH-Offset






TddE-PUCH-Offset,


tdd-ChannelisationCode





TDD-ChannelisationCode,

n-E-UCCHLCR








N-E-UCCHLCR,


e-HICH-LCR-Information





E-HICH-LCR-Information,


iE-Extensions







ProtocolExtensionContainer { { E-DCH-Non-Scheduled-Grant-LCR-Info-ExtIEs } }

OPTIONAL,


...

}

E-DCH-Non-Scheduled-Grant-LCR-Info-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

E-HICH-LCR-Information
 ::= SEQUENCE {


e-HICH-ID-TDD






E-HICH-ID-TDD,

signatureSequenceGroupIndex




SignatureSequenceGroupIndex,


iE-Extensions







ProtocolExtensionContainer { { E-HICH-LCR-Information-ExtIEs} }

OPTIONAL,


...

}

E-HICH-LCR-Information-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-Extended-E-HICH-ID-TDD

CRITICALITY ignore
EXTENSION Extended-E-HICH-ID-TDD
PRESENCE optional},


-- Applicable to 1.28Mcps TDD only when the E-HICH identity has a value larger than 31.


...

}
E-DCH-LCRTDD-Information ::= SEQUENCE {


e-DCH-LCRTDD-PhysicalLayerCategory


E-DCH-LCRTDD-PhysicalLayerCategory




OPTIONAL,

e-DCH-Processing-Overload-Level



E-DCH-Processing-Overload-Level





OPTIONAL,


e-DCH-PowerOffset-for-SchedulingInfo

E-DCH-PowerOffset-for-SchedulingInfo



OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { { E-DCH-LCRTDD-Information-ExtIEs } }

OPTIONAL,


...

}

E-DCH-LCRTDD-Information-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {

{ ID id-Extended-E-DCH-LCRTDD-PhysicalLayerCategory




CRITICALITY reject
EXTENSION Extended-E-DCH-LCRTDD-PhysicalLayerCategory
PRESENCE optional }|


-- This IE shall be used if the E-DCH Physical Layer Category has a value larger than 5.

{ ID id-MaximumNumber-Of-Retransmission-for-Scheduling-Info-LCRTDD
CRITICALITY ignore
EXTENSION Maximum-Number-of-Retransmissions-For-E-DCH
PRESENCE optional }|


{ ID id-E-DCH-RetransmissionTimer-for-SchedulingInfo-LCRTDD


CRITICALITY ignore
EXTENSION E-DCH-MACdFlow-Retransmission-Timer

PRESENCE optional }|


{ ID id-E-AGCH-UE-Inactivity-Monitor-Threshold





CRITICALITY ignore
EXTENSION E-AGCH-UE-Inactivity-Monitor-Threshold

PRESENCE optional }|


{ ID id-SNPL-Carrier-Group-Indicator







CRITICALITY ignore
EXTENSION SNPL-Carrier-Group-Indicator


PRESENCE optional }|


{ ID id-Multi-Carrier-E-DCH-LCRTDD-PhysicalLayerCategory


CRITICALITY reject
EXTENSION Multi-Carrier-E-DCH-LCRTDD-PhysicalLayerCategory


PRESENCE optional }|


{ID id-UE-TS0-CapabilityLCR






CRITICALITY ignore
EXTENSION UE-TS0-CapabilityLCR


PRESENCE optional},

...

}

E-DCH-LCRTDD-PhysicalLayerCategory ::= INTEGER(1..5)
E-DCH-LCR-Information-Reconfig ::= SEQUENCE {


e-PUCH-LCR-Information 





E-PUCH-LCR-Information







OPTIONAL,


e-TFCS-Information-TDD 





E-TFCS-Information-TDD







OPTIONAL,


e-DCH-MACdFlows-to-Add





E-DCH-MACdFlows-Information-TDD





OPTIONAL,


e-DCH-MACdFlows-to-Delete




E-DCH-MACdFlows-to-Delete






OPTIONAL,


e-DCH-Non-Scheduled-Grant-LCR-Info


E-DCH-Non-Scheduled-Grant-LCR-Info




OPTIONAL,


e-DCH-LCRTDD-Information




E-DCH-LCRTDD-Information






OPTIONAL,


e-DCH-TDD-Information-to-Modify



E-DCH-TDD-Information-to-Modify





OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { { E-DCH-LCR-Information-Reconfig-ExtIEs} }
OPTIONAL,


...

}

E-DCH-LCR-Information-Reconfig-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
Enabling-Delay ::= ENUMERATED {v0, v1, v2, v4, v8, v16, v32, v64, v128}


-- Unit of radio frames

Enabling-Delay-Ext-LCR ::= ENUMERATED {infinity,...}

DormantModeIndicator::= ENUMERATED {

enterDormantMode,

leaveDormantMode,

...
}

Enhanced-FACH-Capability ::= ENUMERATED {

enhanced-FACH-capable,


enhanced-FACH-non-capable

}

EnhancedHSServingCC-Abort ::= ENUMERATED {abortEnhancedHSServingCC,...}
Enhanced-PCH-Capability ::= ENUMERATED {

enhanced-PCH-capable,


enhanced-PCH-non-capable

}

Enhanced-UE-DRX-Capability ::= ENUMERATED {

enhanced-UE-DRX-capable,


enhanced-UE-DRX-non-capable

}

Enhanced-UE-DRX-InformationFDD  ::= SEQUENCE {


t321









T321,


hS-DSCH-DRX-Cycle-FACH





HS-DSCH-DRX-Cycle-FACH,


hS-DSCH-RX-Burst-FACH





HS-DSCH-RX-Burst-FACH,


dRX-Interruption-by-HS-DSCH




DRX-Interruption-by-HS-DSCH,


iE-Extensions








ProtocolExtensionContainer { { Enhanced-UE-DRX-InformationFDD-ExtIEs } }

OPTIONAL,


...

}

Enhanced-UE-DRX-InformationFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

Extended-E-DCH-LCRTDD-PhysicalLayerCategory ::= INTEGER(6,...)

Multi-Carrier-E-DCH-LCRTDD-PhysicalLayerCategory ::= INTEGER(1..8,...)

Ext-Max-Bits-MACe-PDU-non-scheduled ::= INTEGER(19983..22978,...)

Ext-Reference-E-TFCI-PO ::= INTEGER(30..31,...)

ExtendedPropagationDelay ::= INTEGER(255..1023)

Extended-RNC-ID




::= INTEGER (4096..65535)

Extended-Round-Trip-Time-Value ::= INTEGER(32767..103041)

-- See also mapping in TS 25.133 [22]

Extended-HS-SCCH-ID




::= INTEGER (32..255)

Extended-HS-SICH-ID




::= INTEGER (32..255)

Extended-E-HICH-ID-TDD



::= INTEGER (32..255)

E-DCH-Semi-PersistentScheduling-Information-LCR ::= SEQUENCE {


repetition-Period-List-LCR



Repetition-Period-List-LCR,


e-DCH-SPS-Indicator





E-DCH-SPS-Indicator,

sPS-E-DCH-releted-E-HICH-Information
E-HICH-LCR-Information,


iE-Extensions






ProtocolExtensionContainer { { E-DCH-Semi-PersistentScheduling-Information-LCR-ExtIEs } }


OPTIONAL,


...

}

E-DCH-Semi-PersistentScheduling-Information-LCR-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {

{ ID id-E-DCH-SPS-Reservation-Indicator

CRITICALITY ignore

EXTENSION SPS-Reservation-Indicator
PRESENCE optional },


...

}
E-DCH-SPS-Indicator ::= BIT STRING (SIZE (16))
E-DCH-Semi-PersistentScheduling-Information-to-Modify-LCR ::= SEQUENCE {


repetition-Period-List-LCR



Repetition-Period-List-LCR

OPTIONAL,


e-DCH-SPS-Indicator





E-DCH-SPS-Indicator



OPTIONAL,

sPS-E-DCH-releted-E-HICH-Information
E-HICH-LCR-Information


OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { E-DCH-Semi-PersistentScheduling-Information-to-Modify-LCR-ExtIEs } }


OPTIONAL,


...

}

E-DCH-Semi-PersistentScheduling-Information-to-Modify-LCR-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {

{ ID id-E-DCH-SPS-Reservation-Indicator

CRITICALITY ignore

EXTENSION SPS-Reservation-Indicator
PRESENCE optional },


...

}
E-DCH-Semi-PersistentScheduling-Information-ResponseLCR ::= SEQUENCE {

timeslot-Resource-Related-Information

E-DCH-TimeslotResourceLCR,


powerResource







E-DCH-PowerResource,


repetition-Period-List-LCR




Repetition-Period-List-LCR, 


-- the IE shall be ignored


repetitionLength






RepetitionLength, 


-- the IE shall be ignored

subframeNumber







ENUMERATED {v0, v1},

tddE-PUCH-Offset






TddE-PUCH-Offset,


tdd-ChannelisationCode





TDD-ChannelisationCode,

n-E-UCCHLCR








N-E-UCCHLCR,


iE-Extensions







ProtocolExtensionContainer { { E-DCH-Semi-PersistentScheduling-Information-ResponseLCR-ExtIEs } }


OPTIONAL,


...

}

E-DCH-Semi-PersistentScheduling-Information-ResponseLCR-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-RepetitionPeriodIndex
CRITICALITY reject
EXTENSION RepetitionPeriodIndex

PRESENCE
optional },

-- mandaroty for 1.28Mcps TDD.


...

}
ERNTI-Release-Status ::= ENUMERATED {


released,


not-released

}

	< End of Change >
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