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	Reason for change:
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	As per the specific message MS identity (TMSI) shall not be assigned to the UE. However this needs to be assigned to UE performing combined GPPS/IMSI attach. This is to ensure later UE can be paged for CS domain services to reflect the real network scenario.

	
	

	Summary of change:
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	MS identity is allocated in case UE performs combined GPRS/IMSI attach procedure.
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	Conformant UE expected to respond for CS paging based on TMSI can fail the test case.
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4.7B.2
UTRA NAS messages

This section contains default message contents for UTRA NAS messages.
<<Text skipped>>
Table 4.7B.2-7: ATTACH ACCEPT

	Derivation path: 24.008 table 9.4.2

	Information Element
	Value/Remark
	Comment
	Condition

	Attach result
	001 'GPRS only attached'
	
	IF the UE indicated 001 'GPRS attach' in the previous attach request message

	
	011 'combined GPRS/IMSI attached'
	
	IF the UE indicated 011 'Combined GPRS/IMSI attach' in the previous attach request message

	Force to standby
	000 'Force to standby not indicated'
	
	

	Periodic RA update timer
	111 (deactivated)
	
	

	Radio priority for SMS
	100 'priority level 4 (lowest)'
	
	

	Radio priority for TOM8
	100 'priority level 4 (lowest)'
	
	

	Routing area identification
	1
	
	

	P-TMSI signature
	Arbitrary value
	
	

	Negotiated READY timer value
	Not present
	
	

	Allocated P-TMSI
	Arbitrary value
	2 most significant bits = 11 to indicate SGSN
	

	MS identity
	Not present
	
	IF the UE indicated 001 'GPRS attach' in the previous attach request message

	
	Arbitrary value
	2 most significant bits = 00 to indicate VLR
	IF the UE indicated 011 'Combined GPRS/IMSI attach' in the previous attach request message

	GMM cause
	Not present
	
	

	T3302 value
	Not present
	
	

	Cell Notification
	Not present
	
	

	Equivalent PLMNs
	Not present
	
	

	Network feature support
	 Not present
	
	

	Emergency Number List
	Not present
	
	

	Requested MS Information
	Not present
	
	

	T3319 value
	Not present
	
	

	T3323 value
	Not present
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