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7.5.1A
Adjacent Channel Selectivity (ACS) for CA
7.5.1A.1
Adjacent Channel Selectivity (ACS) for CA (intra-band contiguous DL CA and UL CA)
Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

· 
· Test points in initial conditions for this test need further review
· The Test Procedure for this test is undefined

· Message Contents for this test are undefined

· The Test Requirements and Test Tolerances applicable to this test are undefined
7.5.1A.1.1
Test purpose

Adjacent channel selectivity for CA test verifies the UE’s ability to receive data with a given average throughput for a specified reference measurement channel, in the presence of an adjacent channel signal at a given frequency offset from the centre frequency of the assigned channel, under conditions of  ideal propagation and no added noise.

A UE unable to meet the throughput requirement under these conditions will decrease the coverage area when other e-NodeB transmitters exist in the adjacent channel.

7.5.1A.1.2
Test applicability

This test applies to all types of E-UTRA UE release 10 and forward that support intra-band contiguous DL CA and UL CA.

7.5.1A.1.3
Minimum conformance requirements

For inter-band carrier aggregation with uplink assigned to one E-UTRA band, the adjacent channel requirements are defined with the uplink active on the band other than the band whose downlink is being tested. The UE shall meet the requirements specified in subclause 7.5.1 for each component carrier while both downlink carriers are active.

For intra-band contiguous carrier aggregation the downlink SCC shall be configured at nominal channel spacing to the PCC with the PCC configured closest to the uplink band. Downlink PCC and SCC are both activated. The uplink output power shall be set as specified in Table 7.5.1A.1.3-1 with the uplink configuration set according to Table 7.3A.3-1 for the applicable carrier aggregation configuration. For UE(s) supporting one uplink carrier, the uplink configuration of the PCC shall be in accordance with Table 7.3.5-2. The UE shall fulfil the minimum requirement specified in Table 7.5.1A.1.3-1 for an adjacent channel interferer on either side of the aggregated downlink signal at a specified frequency offset and for an interferer power up to -25 dBm. The throughput of each carrier shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2, A.2.3 and A.3.2 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1) with parameters specified in Tables 7.5.1A.1.3-1 and 7.5.1A.1.3-2.

Table 7.5.1A.1.3-1: Adjacent channel selectivity

	
	
	CA Bandwidth Class

	Rx Parameter
	Units
	B
	C
	D
	E
	F

	ACS
	dB
	
	24
	
	
	


Table 7.5.1A.1.3-2: Test parameters for Adjacent channel selectivity, Case 1

	Rx Parameter
	Units 
	CA Bandwidth Class

	
	
	B
	C
	D
	E
	F

	Power per CC in Aggregated Transmission Bandwidth Configuration
	
	
	REFSENS + 14 dB
	
	
	

	PInterferer
	dBm
	
	Aggregated power + 22.5 dB


	
	
	

	BWInterferer 
	MHz
	
	5
	
	
	

	FInterferer (offset)


	MHz
	
	2.5 + Foffset
/

-2.5 - Foffset
	
	
	

	NOTE 1:
The transmitter shall be set to 4dB below PCMAX_L at the minimum uplink configuration specified in Table 7.3.3-2 with PCMAX_L as defined in subclause 6.2.5A.

NOTE 2:
The interferer consists of the Reference measurement channel specified in Annex A.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1 and set-up according to Annex C.3.1 

NOTE 3:
The Finterferer (offset) is relative to the centre frequency of the adjacent CC being tested and  shall be further adjusted to 
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Table 7.5.1A.1.3-3: Test parameters for Adjacent channel selectivity, Case 2

	Rx Parameter
	Units 
	CA Bandwidth Class

	
	
	B
	C
	D
	E
	F

	Power per CC in Aggregated Transmission Bandwidth Configuration
	dBm
	
	-50.5
	
	
	

	PInterferer
	dBm
	-25

	BWInterferer 
	MHz
	
	5
	
	
	

	FInterferer (offset)
	MHz
	
	2.5+ Foffset

/

-2.5- Foffset
	
	
	

	NOTE 1:
The transmitter shall be set to 24dB below PCMAX_L at the minimum uplink configuration specified in Table 7.3.3-2 with PCMAX_L as defined in subclause 6.2.5A.

NOTE 2:
The interferer consists of the Reference measurement channel specified in Annex 3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1 and set-up according to Annex C.3.1

NOTE 3:
5. The Finterferer (offset) is relative to the centre frequency of the adjacent CC being tested and  shall be further adjusted to 
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The normative reference for this requirement is TS 36.101 [2] clause 7.5.1A.
7.5.1A.1.4
Test description

7.5.1A.1.4.1
Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA bands specified in table 5.4.2A.1-1. All of these configurations shall be tested with applicable test parameters for each channel bandwidth, and are shown in table 7.5.1A.1.4.1-1. The details of the uplink and downlink reference measurement channels (RMCs) are specified in Annexes A.2 and A.3 respectively. The details of the OCNG patterns used are specified in Annex A.5. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 7.5.1A.1.4.1-1: Test Configuration Table

	Initial Conditions

	Test Environment as specified in 

TS 36.508[7] subclause 4.1
	NC

	Test Frequencies as specified in

TS36.508 [7] subclause [4.3.1] for different CA bandwidth classes.
	C: Low range, High range

A: Mid range

	Test CC Combination setting (NRB_agg) as specified in subclause 5.4.2A.1 for the CA Configuration
	Lowest NRB_agg, Highest NRB_agg

	Test Parameters for CA Configurations

	CA Configuration / NRB_agg
	DL Allocation
	UL Allocation

	PCC
NRB
	SCCs

NRB
	CC
MOD
	PCC & SCC RB allocation
	CC
MOD
	NRB_alloc
	PCC & SCC RB allocations
(LCRB @ RBstart)

	75
	75
	QPSK
	75+75
	QPSK
	130
	P_75@0
	S_55@0
	
	

	100
	50
	QPSK
	75+75
	QPSK
	150
	P_75@0
	S_75@0
	
	

	100
	50
	QPSK
	100+50
	QPSK
	150
	P_100@0
	S_50@0
	
	

	100
	100
	QPSK
	100+100
	QPSK
	130
	P_100@0
	S_30@0
	
	

	100
	100
	QPSK
	100+100
	QPSK
	200
	P_100@0
	S_100@0
	
	

	NOTE 1:
CA Configuration Test CC Combination settings are checked separately for each CA Configuration, which applicable aggregated channel bandwidths are specified in Table 5.4.2A.1-1 and Table 5.4.2A.1-2.

NOTE 2:
Depending on CA configurations, only the appropriate Uplink RB allocation value according to table 7.3.3-2 for UE supporting one uplink carrier and to table 7.3A.3-1for UE supporting two uplink carriers  are tested per Test CA configuration.


1.
Connect the SS and interfering source to the UE antenna connectors as shown in TS 36.508 [7] Figure [A.4].

2.
The parameter settings for the cell are set up according to TS 36.508 [7] subclause 4.4.3.

3.
Downlink signals for PCC are initially set up according to Annex C.0, C.1 and C.3.0, and uplink signals according to Annex H.1 and H.3.0.[ Configuration of Downlink signals for SCC is also defined in Annex C.0, C.1 and C.3.0].
4.
The UL and DL Reference Measurement channels are set according to Table 7.5.1A.1.4.1-1.

5,
Propagation conditions are set according to Annex B.0.

6.
Ensure the UE is in State 3A-RF-CA according to TS 36.508 [7] clause 5.2A. 4. Message contents are defined in clause 7.5.1A.1.4.3.
7.5.1A.1.4.2
Test procedure 
7.5.1A.1.4.3
Message contents

7.5.1A.1.5
Test Requirements
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