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3.3
Abbreviations

For the purposes of the present document, the following abbreviations apply:

BS
Base Transceiver Station

CW
Continuous Wave (unmodulated signal)

DL
Down Link (forward link)
DTT
Digital Terrestrial Television

EVM
Error Vector Magnitude

FDD
Frequency Division Duplex

FFS
For Further Study

IMT2000
International Mobile Telecommunication-2000

ITU
International Telecommunication Union

MS
Mobile Station

RCDE
Relative Code Domain Error 

RF
Radio Frequency

RSS
Root Sum of the Squares
TDD
Time Division Duplex

UARFCN
UTRA Absolute Radio Frequency Channel Number
UL
Up Link (reverse link)
UMTS
Universal Mobile Telecommunication System

UTRA
Universal Terrestrial Radio Access

WCDMA
Wide band Code Division Multiple Access

<< Next Modified Section >>
9.2.2.4
Co-existence with other systems in the same geographical area

These requirements may be applied for the protection of UE, MS and/or BS operating in other frequency bands in the same geographical area. The requirements may apply in geographic areas in which both UTRA FDD Repeater and a system operating in another frequency band than the FDD operating band are deployed. The system operating in the other frequency band may be GSM900, DCS1800, PCS1900, GSM850, E-UTRA FDD and/or UTRA FDD.

9.2.2.4.1
Minimum Requirements

The power of any spurious emission shall not exceed the limits of Table 9.13 for a UTRA FDD Repeater where requirements for co-existence with the system listed in the first column apply.

Table 9.13: UTRA Repeater up-link and down-link spurious emissions limits in geographic coverage area of systems operating in other frequency bands

	System type operating in the same geographical area
	Band for
 co-existence requirement
	Maximum Level
	Measurement Bandwidth
	Note

	GSM900
	921 – 960 MHz
	-57 dBm
	100 kHz
	This requirement does not apply to UTRA FDD Repeater operating in band VIII.

	
	876 – 915 MHz
	-61 dBm
	100 kHz
	This requirement does not apply to the UL of the UTRA FDD Repeater operating in band VIII, since it is already covered by the requirement in sub-clause 9.1.3.

	DCS1800
	1805 – 1880 MHz
	-47 dBm
	100 kHz
	This requirement does not apply to UTRA FDD Repeater operating in band III.

	
	1710 – 1785 MHz
	-61 dBm
	100 kHz
	This requirement does not apply to the UL of the UTRA FDD Repeater operating in band III, since it is already covered by the requirement in sub-clause 9.1.3.

	PCS1900
	1930 – 1990 MHz
	-47 dBm
	100 kHz
	This requirement does not apply to UTRA FDD Repeater operating in frequency band II or band XXV.

	
	1850 – 1910 MHz
	-61 dBm
	100 kHz
	This requirement does not apply to the UL of the UTRA FDD Repeater operating in frequency band II or band XXV, since it is already covered by the requirement in sub-clause 9.1.3. 

	GSM850 or CDMA850
	869 – 894 MHz
	-57 dBm
	100 kHz
	This requirement does not apply to UTRA FDD Repeater operating in frequency band V.

	
	824 – 849 MHz
	-61 dBm
	100 kHz
	This requirement does not apply to the UL of the UTRA FDD Repeater operating in frequency band V, since it is already covered by the requirement in sub-clause 9.1.3.

	UTRA FDD Band I or E‑UTRA Band 1
	2110 – 2170 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band I.

	
	1920 – 1980 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to the UL of the UTRA FDD Repeater operating in band I, since it is already covered by the  requirement in sub-clause 9.1.3.

	UTRA FDD Band II or E‑UTRA Band 2
	1930 – 1990 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band II or band XXV.

	
	1850 – 1910 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to the UL of the UTRA FDD Repeater operating in band II or band XXV, since it is already covered by the requirement in sub-clause 9.1.3. 

	UTRA FDD Band III or E‑UTRA Band 3
	1805 – 1880 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band III or band IX.

	
	1710 – 1785 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to the UL of the UTRA FDD Repeater operating in band III or band IX, since it is already covered by the requirement in sub-clause 9.1.3.

	UTRA FDD Band IV or E‑UTRA Band 4
	2110 – 2155 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band IV or band X.

	
	1710 – 1755 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to the UL of the UTRA FDD Repeater operating in band IV or band X, since it is already covered by the requirement in sub-clause 9.1.3.

	UTRA FDD Band V or E‑UTRA Band 5
	869 – 894 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band V.

	
	824 – 849 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to the UL of the UTRA FDD Repeater operating in band V, since it is already covered by the requirement in sub-clause 9.1.3.

	UTRA FDD Band VI or XIX or E‑UTRA Band 6, 18 or 19
	860 – 895 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band V, VI, XVIII, XIX or XX.

	
	815 – 830 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to the UL of the UTRA FDD Repeater operating in band V,  XVIII or XX, since it is already covered by the requirement in sub-clause 9.1.3.

	
	830 – 850 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to the UL of UTRA FDD Repeater operating in band V, VI, XIX or XX, since it is already covered by the requirement in sub-clause 9.1.3.

	UTRA FDD Band VII or E‑UTRA Band 7
	2620 – 2690 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band VII.

	
	2500 – 2570 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to the UL of the UTRA FDD Repeater operating in band VII, since it is already covered by the requirement in sub-clause 9.1.3.

	UTRA FDD Band VIII or E‑UTRA Band 8
	925 – 960 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band VIII.

	
	880 – 915 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to the UL of the UTRA FDD Repeater operating in band VIII, since it is already covered by the requirement in sub-clause 9.1.3.

	UTRA FDD Band IX or E‑UTRA Band 9
	1844.9 – 1879.9 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band III or band IX.

	
	1749. 9 – 1784.9 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to the UL of the UTRA FDD Repeater operating in band III or band IX, since it is already covered by the requirement in sub-clause 9.1.3.

	UTRA FDD Band X or E‑UTRA Band 10
	2110 – 2170 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band IV or band X.

	
	1710 – 1770 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to the UL of the UTRA FDD Repeater operating in band IV or band X, since it is already covered by the requirement in sub-clause 9.1.3

	UTRA FDD Band XI or XXI or E‑UTRA Band 11 or 21
	1475.9 – 1510.9 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band XI or band XXI.

	
	1427.9 – 1447.9 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to the UL of the UTRA FDD Repeater operating in band XI, since it is already covered by the requirement in sub-clause 9.1.3

	
	1447.9 - 1462.9 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to the UL of the UTRA FDD Repeater operating in band XXI, since it is already covered by the requirement in sub-clause 9.1.3.

	UTRA FDD Band XII or E‑UTRA Band 12
	728 - 746 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band XII.

	
	698 - 716 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to the UL of the UTRA FDD Repeater operating in band XII, since it is already covered by the requirement in sub-clause 9.1.3.

	UTRA FDD Band XIII or E‑UTRA Band 13
	746 - 756 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band XIII.

	
	777 - 787 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to the UL of the UTRA FDD Repeater operating in band XIII, since it is already covered by the requirement in sub-clause 9.1.3.

	UTRA FDD Band XIV or E‑UTRA Band 14
	758 - 768 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band XIV.

	
	788 - 798 MHz 
	-49 dBm
	1 MHz
	This requirement does not apply to the UL of the UTRA FDD Repeater operating in band XIV, since it is already covered by the requirement in sub-clause 9.1.3.

	E‑UTRA Band 17
	734 - 746 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band XII.

	
	704 - 716 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to the UL of the UTRA FDD Repeater operating in band XII, since it is already covered by the requirement in sub-clause 9.1.3.

	UTRA FDD Band XX or E‑UTRA Band 20
	791 - 821 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band XX.

	
	832 - 862 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to the UL of the UTRA FDD Repeater operating in band XX, since it is already covered by the requirement in sub-clause 9.1.3.

	UTRA FDD Band XXII or E‑UTRA Band 22
	3510 - 3590 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band XXII.

	
	3410 - 3490 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to the UL of the UTRA FDD Repeater operating in band XXII, since it is already covered by the requirement in sub-clause 9.1.3.

	E-UTRA Band 23
	2180 - 2200 MHz
	-52 dBm
	1 MHz
	

	
	2000 - 2020 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band II or band XXV, where the limits are defined separately.

	
	2000 – 2010 MHz
	-30 dBm
	1 MHz
	This requirement only applies to UTRA FDD Repeater operating in band II or band XXV. This requirement applies starting 5 MHz above the band XXV DL operating band.

	
	2010 – 2020 MHz
	-49 dBm
	1 MHz
	

	E-UTRA Band 24
	1525 – 1559 MHz
	-52 dBm
	1 MHz
	

	
	1626.5 – 1660.5 MHz
	-49 dBm
	1 MHz
	

	UTRA FDD Band XXV or 

E-UTRA Band 25
	1930 - 1995 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to UTRA FDD repeater operating in band II or band XXV.

	
	1850 - 1915 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to the UL of the UTRA FDD repeater operating in band XXV since it is already covered by the requirement in sub-clause 9.1.3. For UTRA FDD repeater operating in band II, it applies for 1910 MHz to 1915 MHz, while the rest is covered in sub-clause 9.1.3.

	NOTE 1:
The co-existence requirements do not apply for the 10 MHz frequency range immediately outside the repeaters operating band (see Table 4.1). Emission limits for this excluded frequency range may be covered by local or regional requirements.

NOTE 2:
The table above assumes that two operating bands, where the frequency ranges would be overlapping, are not deployed in the same geographical area. For such a case of operation with overlapping frequency arrangements in the same geographical area, special co-existence requirements may apply that are not covered by the 3GPP specifications.


9.2.2.5
Co-existence with co-located and co-sited base stations

These requirements may be applied for the protection of other BS receivers when GSM900 and/or DCS1800, PCS1900, GSM850, E-UTRA FDD and/or UTRA FDD BS are co-located with a UTRA FDD Repeater.

9.2.2.5.1
Minimum Requirements

The power of any spurious emission shall not exceed the limits of Table 9.14 for a UTRA FDD Repeater where requirements for co-location with the Base Station listed in the first column apply.

Table 9.14: UTRA Repeater up-link and down-link spurious emissions limits for Repeater co-located with Base Stations

	Type of co-located Base Station
	Band for co-location requirement
	Maximum Level
	Measurement Bandwidth
	Note

	GSM900
	876 – 915 MHz
	-98 dBm
	100 kHz
	This requirement does not apply to the UL of UTRA FDD Repeater operating in band VIII.

The sub-clause 9.1.3requirement applies, but requires a 75dB coupling loss between BS and the repeater UL transmit port.

	DCS1800
	1710 – 1785 MHz
	-98 dBm
	100 kHz
	This requirement does not apply to the UL of UTRA FDD Repeater operating in band III.

The sub-clause 9.1.3 requirement applies, but requires a 75dB coupling loss between BS and the repeater UL transmit port.

	PCS1900
	1850 – 1910 MHz
	-98 dBm
	100 kHz
	This requirement does not apply to the UL of UTRA FDD Repeater operating in band II or band XXV. 
The sub-clause 9.1.3 requirement  applies, but requires a 75dB coupling loss between BS and the repeater UL transmit port. 

	GSM850 or CDMA850
	824 – 849 MHz
	-98 dBm
	100 kHz
	This requirement does not apply to the UL of UTRA FDD Repeater operating in band V. 
The sub-clause 9.1.3requirement applies, but requires a 75dB coupling loss between BS and the repeater UL transmit port.

	UTRA FDD Band I or E‑UTRA Band 1
	1920 – 1980 MHz
	-96 dBm
	100 kHz
	This requirement does not apply to the UL of UTRA FDD Repeater operating in band I. 
The sub-clause 9.1.3 requirement applies, but requires a 73dB coupling loss between BS and the repeater UL transmit port.

	UTRA FDD Band II or E‑UTRA Band 2
	1850 – 1910 MHz
	-96 dBm
	100 kHz
	This requirement does not apply to the UL of UTRA FDD Repeater operating in band II or band XXV. 
The sub-clause 9.1.3 requirement applies, but requires a 73dB coupling loss between BS and the repeater UL transmit port. 


	UTRA FDD Band III or E‑UTRA Band 3
	1710 – 1785 MHz
	-96 dBm
	100 kHz
	This requirement does not apply to the UL of UTRA FDD Repeater operating in band III or band IX. 
The sub-clause 9.1.3 requirement applies, but requires a 73dB coupling loss between BS and the repeater UL transmit port.

	UTRA FDD Band IV or E‑UTRA Band 4
	1710 – 1755 MHz
	-96 dBm
	100 kHz
	This requirement does not apply to the UL of UTRA FDD Repeater operating in band IV or band X. 
The sub-clause 9.1.3 requirement applies, but requires a 73dB coupling loss between BS and the repeater UL transmit port.

	UTRA FDD Band V or E‑UTRA Band 5
	824 – 849 MHz
	-96 dBm
	100 kHz
	This requirement does not apply to the UL of UTRA FDD Repeater operating in band V. 
The sub-clause 9.1.3 requirement applies, but requires a 73dB coupling loss between BS and the repeater UL transmit port.

	UTRA FDD Band VI or XIX or E‑UTRA Band 6, 18 or 19
	815 – 830 MHz
	-96 dBm
	100 kHz
	This requirement does not apply to the UL of UTRA FDD Repeater operating in band V, XVII or XX. 
The sub-clause 9.1.3 requirement applies, but requires a 73dB coupling loss between BS and the repeater UL transmit port.

	
	830 – 850 MHz
	-96 dBm
	100 kHz
	This requirement does not apply to the UL of UTRA FDD Repeater operating in band V, VI, XIX or XX. The sub-clause 9.1.3 requirement applies, but requires a 73dB coupling loss between BS and the repeater UL transmit port.

	UTRA FDD Band VII or E‑UTRA Band 7
	2500 – 2570 MHz
	-96 dBm
	100 kHz
	This requirement does not apply to the UL of UTRA FDD Repeater operating in band VII. 
The sub-clause 9.1.3 requirement applies, but requires a 73dB coupling loss between BS and the repeater UL transmit port.

	UTRA FDD Band VIII or E‑UTRA Band 8
	880 – 915 MHz
	-96 dBm
	100 kHz
	This requirement does not apply to the UL of UTRA FDD Repeater operating in band VIII. 
The sub-clause 9.1.3 requirement applies, but requires a 73dB coupling loss between BS and the repeater UL transmit port.

	UTRA FDD Band IX or E‑UTRA Band 9
	1749.9 – 1784.9 MHz
	-96 dBm
	100 kHz
	This requirement does not apply to the UL of UTRA FDD Repeater operating in band III or band IX. 
The sub-clause 9.1.3 requirement applies, but requires a 73dB coupling loss between BS and the repeater UL transmit port.

	UTRA FDD Band X or E‑UTRA Band 10
	1710 – 1770 MHz
	-96 dBm
	100 kHz
	This requirement does not apply to the UL of UTRA FDD Repeater operating in band IV or band X. 
The sub-clause 9.1.3 requirement applies, but requires a 73dB coupling loss between BS and the repeater UL transmit port.

	UTRA FDD Band XI or XXI or E‑UTRA Band 11 or 21
	1427.9 – 1447.9 MHz
	-96 dBm
	100 kHz
	This requirement does not apply to the UL of UTRA FDD Repeater operating in band XI. 
The sub-clause 9.1.3 requirement applies, but requires a 73dB coupling loss between BS and the repeater UL transmit port.

	
	1447.9 - 1462.9 MHz
	-96 dBm
	100 kHz
	This requirement does not apply to the up-link of UTRA FDD Repeater operating in band XXI.

The sub-clause 9.1.3requirement applies, but requires a 73dB coupling loss between BS and the repeater UL transmit port.

	UTRA FDD Band XII or E‑UTRA Band 12
	698 - 716 MHz
	-96 dBm
	100 kHz
	This requirement does not apply to the UL of UTRA FDD Repeater operating in band XII. 
The sub-clause 9.1.3  requirement applies, but requires a 73dB coupling loss between BS and the repeater UL transmit port.

	UTRA FDD Band XIII or E‑UTRA Band 13
	777 - 787 MHz
	-96 dBm
	100 kHz
	This requirement does not apply to the UL of UTRA FDD Repeater operating in band XIII. 
The sub-clause 9.1.3 requirement applies, but requires a 73dB coupling loss between BS and the repeater UL transmit port.

	UTRA FDD Band XIV or E‑UTRA Band 14
	788 - 798 MHz
	-96 dBm
	100 kHz
	This requirement does not apply to the UL of UTRA FDD Repeater operating in band XIV. 
The sub-clause 9.1.3 requirement applies, but requires a 73dB coupling loss between BS and the repeater UL transmit port.

	E‑UTRA Band 17
	704 – 716 MHz
	-96 dBm
	100 kHz
	This requirement does not apply to the UL of UTRA FDD Repeater operating in band XII. 
The sub-clause 9.1.3requirement applies, but requires a 73dB coupling loss between BS and the repeater UL transmit port.

	UTRA FDD Band XX or E‑UTRA Band 20
	832 – 862 MHz
	-96 dBm
	100 kHz
	This requirement does not apply to the UL of UTRA FDD Repeater operating in band XX. 
The sub-clause 9.1.3 requirementapplies, but requires a 73dB coupling loss between BS and the repeater UL transmit port.

	
	
	
	
	


	UTRA FDD Band XXII or E‑UTRA Band 22
	3410 - 3490 MHz
	-96 dBm
	100 kHz
	This requirement does not apply to the UL of UTRA FDD Repeater operating in band XXII. 
The sub-clause 9.1.3 requirement applies, but requires a 73dB coupling loss between BS and the repeater UL transmit port.

	E UTRA Band 23
	2000 - 2020 MHz
	-96 dBm
	100 kHz
	

	E-UTRA Band 24
	1626.5 - 1660.5 MHz
	-96 dBm
	100 kHz
	

	UTRA FDD Band XXV or E UTRA Band 25
	1850 - 1915 MHz
	-96 dBm
	100 kHz
	This requirement does not apply to UTRA FDD Repeater operating in band XXV. 
The sub-clause 9.1.3 requirement applies, but requires a 73dB coupling loss between BS and the repeater UL transmit port. For UTRA FDD Repeater operating in band II, it applies fro 1910MHz to 1915MHz, while the rest is covered in sub-clause 9.1.3, but requires a 73dB coupling loss between BS and the repeater UL transmit port.

	NOTE 1:
The co-location requirements do not apply for the 10 MHz frequency range immediately outside the repeater operating band (see Table 4.1). The current state-of-the-art technology does not allow a single generic solution for co-location with other system on adjacent frequencies for 30 dB UTRA Repeater-BS minimum coupling loss. However, there are certain site-engineering solutions that can be used. These techniques are addressed in TR 25.942 [2].

NOTE 2:
The table above assumes that two operating bands, where the frequency ranges would be overlapping, are not deployed in the same geographical area. For such a case of operation with overlapping frequency arrangements in the same geographical area, special co-existence requirements may apply that are not covered by the 3GPP specifications.


9.2.2.6
Co-existence with PHS

This requirement may be applied for the protection of PHS in geographic areas in which both PHS and UTRA-FDD Repeaters are deployed. This requirement is also applicable at specified frequencies falling between 12,5 MHz below the centre frequency of the first 5 MHz channel or more than 12,5 MHz above the centre frequency of the last 5 MHz channel in the pass band.
9.2.2.6.1
Minimum requirement

The power of any spurious emission shall not exceed:

Table 9.17: UTRA Repeater Spurious up-link and down-link emissions limits for in geographic coverage area of PHS

	Band
	Maximum Level
	Measurement Bandwidth
	Note

	1884,5 – 1915,7 MHz
	-41 dBm
	300 kHz
	


<< Next Modified Section >>
11.2.2
Co-location with BS in other systems

In normal conditions as specified in section 5.4.1 the intermodulation performance should be met when the following signals are applied to the Repeater:

Table 11.2: Input intermodulation requirements for interfering signals in other systems

	Co-located other systems
	Frequency of interfering signals
	Interfering Signal Levels
	Type of signals
	Measurement bandwidth
	Note

	GSM900
	921 – 960 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band VIII, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between BS and the repeater DL receive port.

	DCS1800
	1805 – 1880 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band III, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between BS and the repeater DL receive port.

	PCS1900
	1930 – 1990 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band II or band XXV, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between BS and the repeater DL receive port.

	GSM850 or CDMA850
	869 – 894 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band V, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between BS and the repeater DL receive port.

	UTRA-FDD Band I or E‑UTRA Band 1
	2110 – 2170 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band I, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between BS and the repeater DL receive port.

	UTRA-FDD Band II or E‑UTRA Band 2
	1930 – 1990 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band II or band XXV, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between BS and the repeater DL receive port.

	UTRA-FDD Band III or E‑UTRA Band 3
	1805 – 1880 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band III or band IX, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between BS and the repeater DL receive port.

	UTRA-FDD Band IV or E‑UTRA Band 4
	2110 – 2155 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band IV or band X, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between BS and the repeater DL receive port.

	UTRA-FDD Band V or E‑UTRA Band 5
	869 – 894 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band V, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between BS and the repeater DL receive port.

	UTRA-FDD Band VI or XIX or E‑UTRA Band 6, 18 or 19
	860 – 895 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band VI or band XIX, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between BS and the repeater DL receive port.

	UTRA-FDD Band VII or E‑UTRA Band 7
	2620 – 2690 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band VII, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between BS and the repeater DL receive port.

	UTRA-FDD Band VIII or E‑UTRA Band 8
	925 – 960 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band VIII, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between BS and the repeater DL receive port.

	UTRA-FDD Band IX or E‑UTRA Band 9
	1844.9 – 1879.9 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band III or band IX, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between BS and the repeater DL receive port.

	UTRA-FDD Band X or E‑UTRA Band 10
	2110 – 2170 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band IV or band X, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between BS and the repeater DL receive port.

	UTRA-FDD Band XI or XXI or E‑UTRA Band 11 or 21
	1475.9 – 1510.9 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band XI or band XXI, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between BS and the repeater DL receive port.

	UTRA-FDD Band XII or E‑UTRA Band 12
	728 - 746 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band XII, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between BS and the repeater DL receive port.

	UTRA-FDD Band XIII or E‑UTRA Band 13
	746 - 756 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band XIII, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between BS and the repeater DL receive port.

	UTRA-FDD Band XIV or E‑UTRA Band 14
	758 - 768 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band XIV, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between BS and the repeater DL receive port.

	E‑UTRA Band 17
	734 - 746 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band XII, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between BS and the repeater DL receive port.

	
	
	
	
	
	

	
	
	
	
	
	

	UTRA-FDD Band XX or E‑UTRA Band 20
	791 - 821 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band XX, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between BS and the repeater DL receive port.

	
	
	
	
	
	

	UTRA-FDD Band XXII or E‑UTRA Band 22
	3510 - 3590 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band XXII, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between BS and the repeater DL receive port.

	E UTRA Band 23
	2180 - 2200 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	

	E UTRA Band 24
	1525 – 1559 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	

	UTRA-FDD Band XXV or E‑UTRA Band 25
	1930 - 1995 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band XXV, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between BS and the repeater DL receive port. For UTRA FDD Repeater operating in band II, it applies fro 1990MHz to 1995MHz, while the rest is covered in sub-clause 11.1, but requires a 86dB coupling loss between BS and the repeater DL transmit port.

	NOTE 1:
The co-location requirements in the table 11.2 do not apply when the repeaters pass band frequency range is adjacent to the frequency range of the co-location requirement in the table 11.2. The current state-of-the-art technology does not allow a single generic solution for co-location with other system on adjacent frequencies for 30 dB Repeater-BS minimum coupling loss. However, there are certain site-engineering solutions that can be used. These techniques are addressed in TR 25.942 [2]
NOTE 2: 
The table above assumes that two operating bands, where the frequency ranges would be overlapping, are not deployed in the same geographical area. For such a case of operation with overlapping frequency arrangements in the same geographical area, special co-existence requirements may apply that are not covered by the 3GPP specifications.


Table 11.2AA: Input intermodulation requirements for interfering signals in UTRA TDD systems

	Co-located other systems
	Frequency of interfering signals
	Interfering Signal Levels
	Type of signals
	Measurement bandwidth

	UTRA-TDD Band d) or E-UTRA Band 38
	2585 – 2620 MHz
	+16 dBm
	2 CW carriers
	1 MHz


For the parameters specified in table 11.2 and 11.2AA, the power in the pass band shall not increase with more than 10 dB at the output of the repeater as measured in the centre of the pass band, compared to the level obtained without interfering signals applied.

11.2.3
Co-existence with other systems
In normal conditions as specified in section 5.4.1 the intermodulation performance should be met when the following signals are applied to the Repeater:

Table 11.2A: Input intermodulation requirements for interfering signals in other systems

	Co-existence with other systems
	Frequency of interfering signals
	Interfering Signal Levels
	Type of signals
	Measurement bandwidth
	Note

	GSM900
	876 – 915 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band VIII, since it is already covered by the requirement in sub-clause 11.2.1.

	DCS1800
	1710 – 1785 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band III, since it is already covered by the requirement in sub-clause 11.2.1.

	PCS1900
	1850 – 1910 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band II or band XXV, since it is already covered by the requirement in sub-clause 11.2.1.

	GSM850 or CDMA850
	824 – 849 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band V, since it is already covered by the requirement in sub-clause 11.2.1.

	UTRA-FDD Band I or E‑UTRA Band 1
	1920 – 1980 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band I, since it is already covered by the requirement in sub-clause 11.2.1.

	UTRA-FDD Band II or E‑UTRA Band 2
	1850 – 1910 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band II or band XXV, since it is already covered by the requirement in sub-clause 11.2.1.

	UTRA-FDD Band III or E‑UTRA Band 3
	1710 – 1785 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band III or band IX, since it is already covered by the requirement in sub-clause 11.2.1.

	UTRA-FDD Band IV or E‑UTRA Band 4
	1710 – 1755 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band IV or band X, since it is already covered by the requirement in sub-clause 11.2.1.

	UTRA-FDD Band V or E‑UTRA Band 5
	824 – 849 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band V, since it is already covered by the requirement in sub-clause 11.2.1.

	UTRA-FDD Band VI or XIX or E‑UTRA Band 6, 18 or 19 
	815 – 840 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band VI or band XIX, since it is already covered by the requirement in sub-clause 11.2.1.

	UTRA-FDD Band VII or E‑UTRA Band 7
	2500 – 2570 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band VII, since it is already covered by the requirement in sub-clause 11.2.1.

	UTRA-FDD Band VIII or E‑UTRA Band 8
	880 – 915 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band VIII, since it is already covered by the requirement in sub-clause 11.2.1.

	UTRA-FDD Band IX or E‑UTRA Band 9
	1749,9 – 1784,9 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band III or band IX, since it is already covered by the requirement in sub-clause 11.2.1.

	UTRA-FDD Band X or E‑UTRA Band 10
	1710 – 1770 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band IV or band X, since it is already covered by the requirement in sub-clause 11.2.1.

	UTRA-FDD Band XI or XXI or E‑UTRA Band 11 or 21
	1427.9 – 1447.9 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band XI, since it is already covered by the requirement in sub-clause 11.2.1.

	
	1447.9 - 1462.9 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band XXI, since it is already covered by the requirement in sub-clause 11.2.1.

	UTRA-FDD Band XII or E‑UTRA Band 12
	698 - 716 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band XII, since it is already covered by the requirement in sub-clause 11.2.1.

	UTRA-FDD Band XIII or E‑UTRA Band 13
	777 - 787 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band XIII, since it is already covered by the requirement in sub-clause 11.2.1.

	UTRA-FDD Band XIV or E‑UTRA Band 14
	788 - 798 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band XIV, since it is already covered by the requirement in sub-clause 11.2.1.

	E‑UTRA Band 17
	704 - 716 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band XII, since it is already covered by the requirement in sub-clause 11.2.1.

	
	
	
	
	
	

	
	
	
	
	
	

	UTRA-FDD Band XX or E‑UTRA Band 20
	832 - 862 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band XX, since it is already covered by the requirement in sub-clause 11.2.1.

	
	
	
	
	
	

	UTRA-FDD Band XXII or E‑UTRA Band 22
	3410-3490 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band XXII, since it is already covered by the requirement in sub-clause 11.2.1.

	E‑UTRA Band 23
	2000 - 2020 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	

	E‑UTRA Band 24
	1626.5 – 1660.5 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	

	UTRA-FDD Band XXV or E‑UTRA Band 25
	1850-1915 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band XXV, since it is already covered by the requirement in sub-clause 11.2.1. For UTRA FDD Repeater operating in band II, it applies fro 1910MHz to 1915MHz, while the rest is covered in sub-clause 11.1.

	NOTE 1:
The co-existence requirements in Table 11.2A do not apply when the repeaters pass band frequency range is adjacent to the frequency range of the co-existence requirement in the Table 11.2A. The current state-of-the-art technology does not allow a single generic solution for co-existence
NOTE 2: 
The table above assumes that two operating bands, where the frequency ranges would be overlapping, are not deployed in the same geographical area. For such a case of operation with overlapping frequency arrangements in the same geographical area, special co-existence requirements may apply that are not covered by the 3GPP specifications.


For the parameters specified in table 11.2A, the power in the pass band shall not increase with more than 10 dB at the output of the repeater as measured in the centre of the pass band, compared to the level obtained without interfering signals applied.

<< Next Modified Section >>
11.5.2
Co-location with BS in other systems 

In normal conditions as specified in section 5.4.1 the intermodulation performance should be met when the following signals are applied to the Repeater:

Table 11.4: Input intermodulation requirements for interfering signals in other systems

	Co-located other systems
	Frequency of interfering signals
	Interfering Signal Levels
	Type of signals
	Measurement bandwidth
	Note

	GSM900
	921 – 960 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band VIII, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between BS and the repeater DL receive port.

	DCS1800
	1805 – 1880 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band III, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between BS and the repeater DL receive port.

	PCS1900
	1930 – 1990 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band II or band XXV, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between BS and the repeater DL receive port.

	GSM850 or CDMA850
	869 – 894 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band V, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between BS and the repeater DL receive port.

	UTRA-FDD Band I or E‑UTRA Band 1
	2110 – 2170 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band I, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between BS and the repeater DL receive port.

	UTRA-FDD Band II or E‑UTRA Band 2
	1930 – 1990 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band II or band XXV, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between BS and the repeater DL receive port.

	UTRA-FDD Band III or E‑UTRA Band 3
	1805 – 1880 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band III or band IX, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between BS and the repeater DL receive port.

	UTRA-FDD Band IV or E‑UTRA Band 4
	2110 – 2155 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band IV or band X, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between BS and the repeater DL receive port.

	UTRA-FDD Band V or E‑UTRA Band 5
	869 – 894 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band V, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between BS and the repeater DL receive port.

	UTRA-FDD Band VI or XIX or E‑UTRA Band 6, 18 or 19
	860 – 890 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band VI or band XIX, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between BS and the repeater DL receive port.

	UTRA-FDD Band VII or E‑UTRA Band 7
	2620 – 2690 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band VII, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between BS and the repeater DL receive port.

	UTRA-FDD Band VIII or E‑UTRA Band 8
	925 – 960 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band VIII, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between BS and the repeater DL receive port.

	UTRA-FDD Band IX or E‑UTRA Band 9
	1844.9 – 1879.9 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band III or band IX, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between BS and the repeater DL receive port.

	UTRA-FDD Band X or E‑UTRA Band 10
	2110 – 2170 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band IV or band X, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between BS and the repeater DL receive port.

	UTRA-FDD Band XI or XXI or E‑UTRA Band 11 or 21
	1475.9 – 1510.9 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band XI or band XXI, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between BS and the repeater DL receive port.

	UTRA-FDD Band XII or E‑UTRA Band 12
	728 - 746 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band XII, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between BS and the repeater DL receive port.

	UTRA-FDD Band XIII or E‑UTRA Band 13
	746 - 756 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band XIII, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between BS and the repeater DL receive port.

	UTRA-FDD Band XIV or E‑UTRA Band 14
	758 - 768 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band XIV, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between BS and the repeater DL receive port.

	E‑UTRA Band 17
	734 - 746 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band XII, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between BS and the repeater DL receive port.

	
	
	
	
	
	

	UTRA-FDD Band XX or E‑UTRA Band 20
	791 - 821 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band XX, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between BS and the repeater DL receive port.

	
	
	
	
	
	

	UTRA-FDD Band XXII or E-UTRA Band 22
	3510-3590 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band XXII, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between BS and the repeater DL receive port.

	E‑UTRA Band 23
	2180 - 2200 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	

	E‑UTRA Band 24
	1626.5 – 1660.5 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	

	UTRA-FDD Band XXV or E-UTRA Band 25
	1930-1995 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band XXV, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between BS and the repeater DL receive port. For UTRA FDD Repeater operating in band II, it applies fro 1990MHz to 1995MHz, while the rest is covered in sub-clause 11.2.1, but requires a 86dB coupling loss between BS and the repeater DL transmit port.

	NOTE 1:
The co-location requirements in the table 11.4 do not apply when the repeaters pass band frequency range is adjacent to the frequency range of the co-location requirement in the table 11.4. The current state-of-the-art technology does not allow a single generic solution for co-location with other system on adjacent frequencies for 30 dB Repeater-BS minimum coupling loss. However, there are certain site-engineering solutions that can be used. These techniques are addressed in TR 25.942 [2].


Table 11.4AA: Input intermodulation requirements for interfering signals in UTRA TDD bands

	Co-located other systems
	Frequency of interfering signals
	Interfering Signal Levels
	Type of signals
	Measurement bandwidth

	UTRA-TDD Band d) or E-UTRA Band 38
	2585 – 2620 MHz
	+16 dBm
	2 CW carriers
	1 MHz


For the parameters specified in table 11.4 and 11.4AA, the power in the pass band shall not increase with more than 11,2 dB at the output of the repeater as measured in the centre of the pass band, compared to the level obtained without interfering signals applied.

11.5.3
Co-existence with other systems

In normal conditions as specified in section 5.4.1 the intermodulation performance should be met when the following signals are applied to the Repeater:

Table 11.4A: Input intermodulation requirements for interfering signals in other systems

	Co-existence with other systems
	Frequency of interfering signals
	Interfering Signal Levels
	Type of signals
	Measurement bandwidth
	Note

	GSM900
	876 – 915 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band VIII, since it is already covered by the requirement in sub-clause 11.2.1.

	DCS1800
	1710 – 1785 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band III, since it is already covered by the requirement in sub-clause 11.2.1.

	PCS1900
	1850 – 1910 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band II or band XXV, since it is already covered by the requirement in sub-clause 11.2.1.

	GSM850 or CDMA850
	824 – 849 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band V, since it is already covered by the requirement in sub-clause 11.2.1.

	UTRA-FDD Band I or
E-UTRA Band 1
	1920 – 1980 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band I, since it is already covered by the requirement in sub-clause 11.2.1.

	UTRA-FDD Band II or
E-UTRA Band 2
	1850 – 1910 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band II or band XXV, since it is already covered by the requirement in sub-clause 11.2.1.

	UTRA-FDD Band III or
E-UTRA Band 3
	1710 – 1785 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band III or band IX, since it is already covered by the requirement in sub-clause 11.2.1

	UTRA-FDD Band IV or
E-UTRA Band 4
	1710 – 1755 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band IV or band X, since it is already covered by the requirement in sub-clause 11.2.1.

	UTRA-FDD Band V or
E-UTRA Band 5
	824 – 849 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band V, since it is already covered by the requirement in sub-clause 11.2.1.

	UTRA-FDD Band VI or XIX or
E-UTRA Band 6, 18, 19
	815 – 850 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band VI or band XIX, since it is already covered by the requirement in sub-clause 11.2.1.

	UTRA-FDD Band VII or
E-UTRA Band 7
	2500 – 2570 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band VII, since it is already covered by the requirement in sub-clause 11.2.1.

	UTRA-FDD Band VIII or
E-UTRA Band 8
	880 – 915 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band VIII, since it is already covered by the requirement in sub-clause 11.2.1.

	UTRA-FDD Band IX or
E-UTRA Band 9
	1749,9 – 1784,9 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band III or band IX, since it is already covered by the requirement in sub-clause 11.2.1.

	UTRA-FDD Band X or
E-UTRA Band 10
	1710 – 1770 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band IV or band X, since it is already covered by the requirement in sub-clause 11.2.1.

	UTRA-FDD Band XI or XXI
or E-UTRA Band 11 or 21
	1427.9 – 1447.9 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band XI, since it is already covered by the requirement in sub-clause 11.2.1.

	
	1447.9 - 1462.9 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band XXI, since it is already covered by the requirement in sub-clause 11.2.1.

	UTRA-FDD Band XII or
E-UTRA Band 12
	698 - 716 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band XII, since it is already covered by the requirement in sub-clause 11.2.1.

	UTRA-FDD Band XIII or
E-UTRA Band 13
	777 - 787 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band XIII, since it is already covered by the requirement in sub-clause 11.2.1.

	UTRA-FDD Band XIV or
E-UTRA Band 14
	788 - 798 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band XIV, since it is already covered by the requirement in sub-clause 11.2.1.

	E UTRA Band 17
	704 - 716 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band XII, since it is already covered by the requirement in sub-clause 11.2.1.

	
	
	
	
	
	

	UTRA-FDD Band XX or
E-UTRA Band 20
	832 - 862 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band XX, since it is already covered by the requirement in sub-clause 11.2.1.

	
	
	
	
	
	

	UTRA-FDD Band XXII or E-UTRA Band 22
	3410 - 3490 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band XXII, since it is already covered by the requirement in sub-clause 11.2.1.

	E‑UTRA Band 23
	2000 - 2020 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	

	E‑UTRA Band 24
	1626.5 – 1660.5 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	

	UTRA-FDD Band XXV or E-UTRA Band 25
	1850 - 1915 MHz
	-15 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band XXV, since it is already covered by the requirement in sub-clause 11.2.1. For UTRA FDD Repeater operating in band II, it applies fro 1910MHz to 1915MHz, while the rest is covered in sub-clause 11.2.1.

	NOTE 1:
The co-existence requirements in Table 11.4A do not apply when the repeaters pass band frequency range is adjacent to the frequency range of the co-existence requirement in the Table 11.4A. The current state-of-the-art technology does not allow a single generic solution for co-existence.


For the parameters specified in table 11.4A, the power in the pass band shall not increase with more than 11,2 dB at the output of the repeater as measured in the centre of the pass band, compared to the level obtained without interfering signals applied.
<< End of Changed Sections >>
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