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6.3.5.2
Power Control Relative power tolerance

<< Unchanged sections omitted >>
6.3.5.2.5
Test requirement

<< Unchanged sections omitted >>
Table 6.3.5.2.5-13: Test Requirements Relative Power Tolerance for Transmission (normal conditions – Note 5) (Alternating pattern)

	Sub-test
	Uplink RB allocation
	TPC command
	Expected power step size (Up or down)
	Power step size range (Up or down)
	PUSCH

	
	
	
	ΔP [dB]
	ΔP [dB]
	[dB]

	1.4 MHz
	Alternating 1 and 6
	TPC=0dB
	7.78
	4 ≤ ΔP < 10
	7.78 ± (6.7) Note 1,2

7.78 +8.2/-6.7 Note 3

7.78 +6.7/-8.2 Note 4

	3 MHz
	Alternating 1 and 15 
	TPC=0dB
	11.76
	10 ≤ ΔP < 15
	11.76 ± (6.7) Note 1,2

11.76 +8.2/-6.7 Note 3

11.76 +6.7/-8.2 Note 4

	5 MHZ
	Alternating 1 and 25 
	TPC=0dB
	13.98
	10 ≤ ΔP < 15
	13.98 ± (6.7) Note 1,2
13.98 +8.2/-6.7 Note 3
13.98 +6.7/-8.2 Note 4

	10 MHZ
	Alternating 1 and 50  (UE Cat 2-5)

Alternating 1 and 48  (UE Cat 1)
	TPC=0dB
	16.99

16,81
	15  ≤ ΔP
	16.99 ± (6.7) Note 1,2

16.99 +8.2/-6.7 Note 3

16.99 +6.7/-8.2 Note 4

16.81 ± (6.7) Note 1,2

16.81 +8.2/-6.7 Note 3

16.81 +6.7/-8.2 Note 4

	15 MHZ
	Alternating 1 and 75 (UE Cat 2-5)

Alternating 1 and 50 (UE Cat 1)
	TPC=0dB
	18.75

16.99
	15  ≤ ΔP
	18.75 ± (6.7) Note 1,2

18.75 +8.2/-6.7 Note 3

18.75 +6.7/-8.2 Note 4

16.99 ± (6.7) Note 1,2

16.99 +8.2/-6.7 Note 3

16.99 +6.7/-8.2 Note 4

	20 MHZ
	Alternating 1 and 100 (UE Cat 2-5)

Alternating 1 and 75 (UE Cat 1)
	TPC=0dB
	20.00

18.75
	15  ≤ ΔP
	20.00 ± (6.7) Note 1,2

20.00 +8.2/-6.7 Note 3

20.00 +6.7/-8.2 Note 4

18.75 ± (6.7) Note 1,2

18.75 +8.2/-6.7 Note 3

18.75 +6.7/-8.2 Note 4

	Note 1: Test tolerance +/- 6.7 dB was selected to allow PA switch possible exceptions to occur.

Note 2: When neither Note 3 nor Note 4 applies. 

Note 3: For operating bands under Note 2 in Table 6.2.2.3-1, if the transmission bandwidth of the reference sub-frames is confined within FUL_low  and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high and the target sub-frame is not confined within any one of these frequency ranges.

Note 4: For operating bands under Note 2 in Table 6.2.2.3-1, if the transmission bandwidth of the target sub-frame is confined within FUL_low  and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high and the reference sub-frame is not confined within any one of these frequency ranges.

Note 5: For extreme conditions an additional ± 2.0 dB relaxation is allowed.
Note 6: The starting resource block shall be RB# 0.
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