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Introduction

Total Number of CRs agreed for this WI: 22. TSs being affected:

· 36.508 - 
21 CR(s)

· 36.509 - 
  1 CR(s)

· 36.521-1 - 
  0 CR(s)

· 36.521-2 - 
  0 CR(s)

· 36.521-3 - 
  0 CR(s)

· 36.523-1 - 
  0 CR(s)

· 36.523-2 - 
  0 CR(s)
· 36.523-3 - 
  0 CR(s)

Note:
Non TTCN CRs may have impact on TTCN and therefore there may be one or more non TTCN CR(s) and one or more TTCN CR(s) 
that affect one and the same issue.
	WG Tdoc
	Spec
	CR
	R
	Cat
	Rel
	Curr Ver
	Title
	Work Item

	R5-123083
	36.509
	0025
	-
	F
	Rel-9
	9.5.0
	Clarification of DL IP Header
	LTE-UEConTest_SIG

	R5-123114
	36.508
	0325
	-
	F
	Rel-10
	10.1.0
	Correction to default message content of UTRA NAS attach accept message
	LTE-UEConTest_SIG

	R5-123117
	36.508
	0326
	-
	F
	Rel-10
	10.1.0
	Correction default message content for Tracking Area Update Request message
	LTE-UEConTest_SIG

	R5-123259
	36.508
	0328
	-
	F
	Rel-10
	10.1.0
	Clarify requirements for ROHC
	LTE-UEConTest_SIG

	R5-123304
	36.508
	0329
	-
	F
	Rel-10
	10.1.0
	Updates to cl 6.x regarding use of MIMO
	LTE-UEConTest_SIG

	R5-123306
	36.508
	0331
	-
	F
	Rel-10
	10.1.0
	Addition of default value of Additional update parameters
	LTE-UEConTest_SIG

	R5-123307
	36.508
	0332
	-
	F
	Rel-10
	10.1.0
	Addition of default value of Explicit Signalling Indication parameters
	LTE-UEConTest_SIG

	R5-123629
	36.508
	0336
	-
	F
	Rel-10
	10.1.0
	Correction to generic test procedure CS fallback to GERAN with redirection or CCO / MT call(DTM not supported)
	LTE-UEConTest_SIG

	R5-123630
	36.508
	0337
	-
	F
	Rel-10
	10.1.0
	Correction to RRC Connection Reconfiguration message during Handover from UTRA to EUTRA
	LTE-UEConTest_SIG

	R5-123632
	36.508
	0338
	-
	F
	Rel-10
	10.1.0
	Update to Reference dedicated EPS bearer context #3
	LTE-UEConTest_SIG

	R5-123633
	36.508
	0339
	-
	F
	Rel-10
	10.1.0
	Update generic procedure 4.5A.6
	LTE-UEConTest_SIG

	R5-123634
	36.508
	0340
	-
	F
	Rel-10
	10.1.0
	Update generic procedure 4.5A.7
	LTE-UEConTest_SIG

	R5-123635
	36.508
	0341
	-
	F
	Rel-10
	10.1.0
	Update generic procedure 4.5A.8
	LTE-UEConTest_SIG

	R5-123636
	36.508
	0342
	-
	F
	Rel-10
	10.1.0
	Update generic procedure 4.5A.9
	LTE-UEConTest_SIG

	R5-123712
	36.508
	0343
	-
	F
	Rel-10
	10.1.0
	Update the default value of IE RadioResourceConfigCommon and IE additionalSpectrumEmission
	LTE-UEConTest_SIG

	R5-123720
	36.508
	0344
	-
	F
	Rel-10
	10.1.0
	Correction to test procedure 6.4.2.10
	LTE-UEConTest_SIG

	R5-123728
	36.508
	0345
	-
	F
	Rel-10
	10.1.0
	Corrections to CDMA2000 message sequences
	LTE-UEConTest_SIG

	R5-123729
	36.508
	0346
	-
	F
	Rel-10
	10.1.0
	Update of UE Capability Information
	LTE-UEConTest_SIG

	R5-123730
	36.508
	0347
	-
	F
	Rel-10
	10.1.0
	Update of Paging test procedure (for NAS test cases)
	LTE-UEConTest_SIG

	R5-123731
	36.508
	0348
	-
	F
	Rel-10
	10.1.0
	Addition of guard timer to the procedure for IMS signalling
	LTE-UEConTest_SIG

	R5-123734
	36.508
	0349
	-
	F
	Rel-10
	10.1.0
	Update to cl. 6.4.2.7A and 7.2B.1
	LTE-UEConTest_SIG

	R5-123767
	36.508
	0353
	-
	F
	Rel-10
	10.1.0
	Update of default MSPL and MLPL contents in Test UICC
	LTE-UEConTest_SIG
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