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10.2.3
PS Handover procedure 

10.2.3.1
Procedure

Table 10.2.3.1-1: PS handover procedure

	Step
	Procedure
	Message Sequence

	
	
	U - S
	Message

	-
	EXCEPTION: Steps 1a1 and 1a3 specify the UE behaviour when GERAN cell is in NMO I and the UE is in condition C2 and the UE is not registered to the LAC of this cell.
	-
	-

	1a1
	The UE transmits a ROUTING AREA UPDATE REQUEST message with update type='Combined RA/LA Update'.
	-->
	ROUTING AREA UPDATE REQUEST

	1a2
	The SS transmits a ROUTING AREA UPDATE ACCEPT message.
	<--
	ROUTING AREA UPDATE ACCEPT

	1a3
	The UE transmits a ROUTING AREA UPDATE COMPLETE message.
	-->
	ROUTING AREA UPDATE COMPLETE

	-
	EXCEPTION: Steps 1b1 and 1b3 specify the location updating procedure when GERAN cell is in (NMO I or NMO II) and the UE is in condition C2 and the UE is registered to the LAC of this cell.
	-
	-

	1b1
	The UE transmits a ROUTING AREA UPDATE REQUEST message with update type='RA Update'.
	-->
	ROUTING AREA UPDATE REQUEST

	1b2
	The SS transmits a ROUTING AREA UPDATE ACCEPT message.
	<--
	ROUTING AREA UPDATE ACCEPT

	1b3
	The UE transmits a ROUTING AREA UPDATE COMPLETE message.
	-->
	ROUTING AREA UPDATE COMPLETE

	-
	EXCEPTION: Steps 1c1 and 1c6 specify the location updating procedure when GERAN cell is in NMO II and the UE is in condition C2 and the UE is not registered to the LAC of this cell.  
	-
	-

	1c1
	The UE transmits a ROUTING AREA UPDATE REQUEST message with update type='RA Update'.
	-->
	ROUTING AREA UPDATE REQUEST

	1c2
	The SS transmits a ROUTING AREA UPDATE ACCEPT message.
	<--
	ROUTING AREA UPDATE ACCEPT

	1c3
	The UE transmits a ROUTING AREA UPDATE COMPLETE message.
	-->
	ROUTING AREA UPDATE COMPLETE

	1c4
	The UE transmits a LOCATION UPDATING REQUEST message.
	-->
	LOCATION UPDATING REQUEST

	1c4A1
	The UE transmits a Classmark Change message 
	-->
	CLASSMARK CHANGE

	-
	EXCEPTION: The next step describes behaviour that depends on UE capability.
	-
	-

	1c4A2
	IF pc_UTRA THEN the UE transmits a Utran Classmark Change message.
	-->
	UTRAN CLASSMARK CHANGE.

	1c5
	The SS transmits a LOCATION UPDATING ACCEPT
	<--
	LOCATION UPDATING ACCEPT

	1c6
	The UE transmits a TMSI REALLOCATION COMPLETE
	
	TMSI REALLOCATION COMPLETE


10.2.4
CC disconnect procedure 

10.2.4.1
Procedure

Table 10.2.4.1-1: CC disconnect procedure

	Step
	Procedure
	Message Sequence

	
	
	U - S
	Message

	1
	The SS transmits a DISCONNECT message.
	<--
	DISCONNECT

	2
	The UE transmits a RELEASE message.
	-->
	RELEASE

	3
	The SS transmits a RELEASE COMPLETE message.
	<--
	RELEASE COMPLETE

	4
	The SS transmits a CHANNEL RELEASE message.
	<--
	CHANNEL RELEASE


10.2.5
CS fallback procedure

10.2.5.1
Procedure

Table 10.2.5.1-1: CS fallback procedure MO call

	Step
	Procedure
	Message Sequence

	
	
	U - S
	Message

	-
	EXCEPTION: Steps 1a1 and 1a2 specify the MO call procedure.
	-
	-

	1a1
	The UE transmits a CM SERVICE REQUEST message.
	-->
	CM SERVICE REQUEST

	1a2
	The SS transmits a CM SERVICE REJECT with the reject cause #32 (Service option not supported)
	<--
	CM SERVICE REJECT

	-
	EXCEPTION: Step 1b1 specifies the MT call procedure.
	-
	-

	1b1
	The UE transmits a PAGING RESPONSE message.
	-->
	PAGING RESPONSE

	-
	EXCEPTION: Steps 2a1 to 2a6 specify the procedure when GERAN cell is in NMO II and if the UE is in condition C2 and the UE is registered to the LAC of the current GERAN cell.
	-
	-

	2a1
	The UE transmits a LOCATION UPDATING REQUEST message.
	-->
	LOCATION UPDATING REQUEST

	2a1A1
	The UE transmits a Classmark Change message 
	-->
	CLASSMARK CHANGE

	-
	EXCEPTION: The next step describes behaviour that depends on UE capability.
	-
	-

	2a1A2
	IF pc_UTRA THEN the UE transmits a Utran Classmark Change message.
	-->
	UTRAN CLASSMARK CHANGE.

	2a2
	The SS transmits a  LOCATION UPDATING ACCEPT
	<--
	LOCATION UPDATING ACCEPT

	2a3
	The UE transmits a TMSI REALLOCATION COMPLETE
	
	TMSI REALLOCATION COMPLETE

	2a4
	The UE transmits a ROUTING AREA UPDATE REQUEST message.
	-->
	ROUTING AREA UPDATE REQUEST

	2a5
	The SS transmits a ROUTING AREA UPDATE ACCEPT message.
	<--
	ROUTING AREA UPDATE ACCEPT

	2a6
	The UE transmits a ROUTING AREA UPDATE COMPLETE message.
	-->
	ROUTING AREA UPDATE COMPLETE

	-
	EXCEPTION: Steps 2b1 to 2b3 specify the location updating procedure when GERAN cell is in (NMO I or NMO II) and if the UE is in condition C3  and the UE is not registered to the LAC of the current GERAN cell
	-
	-

	2b1
	The UE transmits a LOCATION UPDATING REQUEST message.
	-->
	LOCATION UPDATING REQUEST

	2b1A1
	The UE transmits a Classmark Change message 
	-->
	CLASSMARK CHANGE

	-
	EXCEPTION: The next step describes behaviour that depends on UE capability.
	-
	-

	2b1A2
	IF pc_UTRA THEN the UE transmits a Utran Classmark Change message.
	-->
	UTRAN CLASSMARK CHANGE.

	2b2
	The SS transmits a  LOCATION UPDATING ACCEPT
	<--
	LOCATION UPDATING ACCEPT

	2b3
	The UE transmits a TMSI REALLOCATION COMPLETE
	
	TMSI REALLOCATION COMPLETE

	-
	EXCEPTION: Steps 2c1 to 2c3 specify the routing area updating procedure when the GERAN cell is in NMO I and the UE is in condition C2and the UE is not registered to the LAC of the current GERAN cell
	-
	-

	2c1
	The UE transmits a ROUTING AREA UPDATE REQUEST message with update type = ‘Combined RA/LA update'.
	-->
	ROUTING AREA UPDATE REQUEST

	2c2
	The SS transmits a ROUTING AREA UPDATE ACCEPT message.
	<--
	ROUTING AREA UPDATE ACCEPT

	2c3
	The UE transmits a ROUTING AREA UPDATE COMPLETE message.
	-->
	ROUTING AREA UPDATE COMPLETE
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