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A.2.3
183 Session Progress for INVITE

	Header/param
	Cond
	Value/remark
	Rel
	Reference

	Status-Line
	
	
	
	RFC 3261 [15]

	
SIP-Version
	
	SIP/2.0
	
	

	
Status-Code
	
	183
	
	

	
Reason-Phrase
	
	Session Progress
	
	

	Record-Route
	
	order of the parameters in this header must be like in this table
	
	RFC 3261 [15]

	
rec-route
	A1,A2
	<sip:pcscf.other.com;lr>, <sip:scscf.other.com;lr>, <sip:orig@px_scscf;lr>, <sip:px_pcscf:px_SSProtectedServerPort;lr>
	
	

	
rec-route
	A3,A4
	<sip:pcscf.other.com;lr>, <sip:scscf.other.com;lr>, <sip:orig@px_scscf;lr>, <sip:px_pcscf:px_SSUnprotectedServerPort (optional);lr>
	
	

	Via
	
	
	
	RFC 3261 [15]

	
via-parm
	
	same value as received in INVITE message
	
	

	Require
	
	
	
	RFC 3261 [15]

	
option-tag

	
	100rel
	
	

	From
	
	
	
	RFC 3261 [15]

	
addr-spec
	
	same value as received in INVITE message
	
	

	
tag
	
	same value as received in INVITE message
	
	

	To
	
	
	
	RFC 3261 [15]

	
addr-spec
	
	same value as received in INVITE message
	
	

	
tag

	
	px_InviteToTag
	
	

	P-Asserted-Identity
	A5
	px_EmergencyTelURI


	
	RFC 3325 [89]

	
addr-spec
	
	A tel URI that can be recognized as valid emergency numbers if dialled by the user are specified in 3GPP TS 22.101 [39]. The emergency numbers 112 and 911 are stored on the ME, in accordance with 3GPP TS 22.101 [39]
	
	

	
uri-parameter
	
	lr
	
	

	Contact
	
	
	
	RFC 3261 [15]

	
addr-spec 
	A1, A3
	px_CalleeContactUri
	
	

	
addr-spec 
	A2
	SIP URI with IP address or FQDN and protected server port of UE
	
	

	
addr-spec 
	A4
	SIP URI with IP address or FQDN and unprotected server port of UE
	
	

	       feature-param
	
	+g.3gpp.icsi-ref="urn%3Aurn-7%3A3gpp-service.ims.icsi.mmtel"(see NOTE 2)
	
	

	Rseq
	
	
	
	RFC 3262 [33]

	
response-num
	
	px_RSeqNumFor183
	
	

	Call-ID
	
	
	
	RFC 3261 [15]

	
callid
	
	same value as received in INVITE message
	
	

	Session-ID
	
	
	
	draft-kaplan-dispatch-session-id [115]

	
sess-id
	
	same value as received in INVITE message, if Session-ID header field exists in received INVITE message, otherwise, not present.
	
	

	CSeq
	
	
	
	RFC 3261 [15]

	
value
	
	same value as received in INVITE message
	
	

	
	
	
	
	

	
	
	
	
	

	Content-Type
	
	
	
	RFC 3261 [15]

	
media-type
	
	application/sdp
	
	

	Content-Length
	
	
	
	RFC 3261 [15]

	
value
	
	length of message-body
	
	


************* NEXT change *****************
16.1.4
Method of test
Initial conditions

UE contains either ISIM and USIM applications or only USIM application on UICC. UE has activated a PDP context, discovered P-CSCF and registered to IMS services, by executing the generic test procedure in Annex C.2 or C.2a (GIBA only) up to the last step.

SS is configured with the shared secret key of IMS AKA algorithm, related to the IMS private user identity (IMPI) configured on the UICC card equipped into the UE. SS has performed AKAv1-MD5 authentication with the UE and accepted the registration (IMS security).

Related ICS/IXIT Statement(s)
IMS security (Yes/No)

GIBA (Yes/No)
Support for initiating a session (Yes/No)

Support for speech (Yes/No) 

Support for IMS Multimedia Telephony (Yes/No)

Test procedure

1)
SS sends an INVITE request to the UE.

2) The UE accepts the session invite. 

3)
SS may receive 100 Trying from the UE.
4)
SS may receive 180 Ringing from the UE.

5)
SS may send PRACK to the UE to acknowledge the 180 Ringing.

6)
SS may receive 200 OK for PRACK from the UE.

7)
SS expects and receives 200 OK for INVITE from the UE, with proper SDP as answer.

8)
SS send an ACK to acknowledge receipt of the 200 OK for INVITE

9)
SS sends BYE to the UE.

10)
SS expects and receives 200 Ok for BYE from the UE

Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	(
	INVITE
	SS sends INVITE with the first SDP offer.

	2
	
	
	Make UE accept the speech AMR offer.

	3
	(
	100 Trying
	(Optional) The UE responds with a 100 Trying provisional response.

	4
	(
	180 Ringing 
	(Optional) The UE responds to INVITE with 180 Ringing.

	5
	(
	PRACK
	(Optional) SS shall send PRACK if  the 180 response contains 100rel option-tag in the Require header.

	6
	(
	200 OK
	(Optional) The UE acknowledges the PRACK with 200 OK.

	7
	(
	200 OK
	The UE responds INVITE with 200 OK .

	8
	(
	ACK
	The SS acknowledges the receipt of 200 OK for INVITE.

	9
	(
	BYE
	The SS releases the call with BYE.

	10
	(
	200 OK
	The UE sends 200 OK for BYE.


NOTE:
The default messages contents in annex A are used with condition “IMS security “ or “GIBA”  when applicable

Specific Message Contents

INVITE (Step 1)

Use the default message "INVITE for MT Call" in annex A.2.9, with the following exceptions:

	Header/param
	Value/Remark

	Supported
	

	    option-tag
	precondition

	Message-body
	The following SDP types and values.

Session description:

· v=0
· o=- 1111111111 1111111111 IN (addrtype) (unicast-address for SS)

· s=IMS conformance test
· c=IN (addrtype) (connection-address for SS)

· b=AS:30
Time description:

· t=0 0
Media description:
· m=audio (transport port) RTP/AVP 99
· b=AS:30
· b=RS:0

· b=RR:2000

· Attributes for media:a=rtpmap:99 AMR/8000/1 
· a=fmtp:99 mode-change-capability=2;  max-red=220 

· a=ptime:20
· a=maxptime:240
Attributes for preconditions:

· a=curr:qos local sendrecv
· a=curr:qos remote none
· a=des:qos mandatory local sendrecv
· a=des:qos optional remote sendrecv



100 Trying for INVITE (Step 3)

Use the default message “100 Trying for INVITE” in annex A.2.2

180 Ringing (Step 4)

Use the default message “180 Ringing for INVITE” in annex A.2.6 without the “Record-Route” header and with the following exceptions:

	Header/param
	Value/remark

	Content-Type
	Header optional

Contents if present: 

	
media-type
	application/sdp 

	Content-Length
	Contents if header Content-Type is present:

	      value
	length of message-body

	Message-body
	Header optional

Contents if present: The following SDP types and values shall be present.
Session description:

· v=0
· o=- (sess-id) (sess-version) IN (addrtype) (unicast-address for UE)

· s=IMS conformance test
· c=IN (addrtype) (connection-address for UE) [Note 1]
· b=AS: (bandwidth-value)

Time description:

· t=0 0
Media description:
· m=audio (transport port) RTP/AVP (fmt)
· c=IN (addrtype) (connection-address for UE) [Note 1]

· b=AS: (bandwidth-value)

· b=RS: (bandwidth-value)

· b=RR: (bandwidth-value)

Attributes for media: 

· a=rtpmap:(payload type) AMR/8000/1
· a=fmtp:(format)
Attributes for preconditions:

· a=curr:qos local sendrecv 
· a=curr:qos remote sendrecv
· a=des:qos mandatory local sendrecv
· a=des:qos mandatory remote sendrecv
Note 1: At least one "c=" field shall be present.



PRACK (step 5)

Use the default message "PRACK" in annex A.2.4. No content body is included in this PRACK message

************* NEXT change *****************

C.11
Generic test procedure for setting up MTSI MT speech call

The generic test procedure for setting up MTSI MT speech call may be performed after successful IMS or early IMS registration.

Test procedure

1)
SS sends an INVITE request to the UE. 

2)
The UE accepts the session invite

3)
SS may receive 100 Trying from the UE. 

4)
SS expects and receives 183 Session Progress from the UE. 
5)
SS sends PRACK to the UE to acknowledge the 183 Session Progress. 

6)
SS expects and receives 200 OK for PRACK from the UE. 

7)
SS sends UPDATE to the UE, with SDP indicating that precondition is met on the server side. 

8)
SS expects and receives 200 OK for UPDATE from the UE, with proper SDP as answer. 

9)
SS may receive 180 Ringing from the UE. 

10) SS may send PRACK to the UE to acknowledge the 180 Ringing.

11) SS may receive 200 OK for PRACK from the UE.
12) SS expects and receives 200 OK for INVITE from the UE. 

13) SS sends ACK to the UE. 

14) SS sends BYE to the UE.

15) SS expects and receives 200 OK for BYE from the UE.

Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	(
	INVITE
	SS sends INVITE with the first SDP offer.

	2
	
	
	Make UE accept the speech AMR offer.

	3
	(
	100 Trying
	(Optional) The UE responds with a 100 Trying provisional response

	4
	(
	183 Session Progress
	The UE sends 183 response reliably with the SDP answer to the offer in INVITE

	5
	(
	PRACK
	SS acknowledges the receipt of 183 response from the UE.

	6
	(
	200 OK
	The UE responds to PRACK with 200 OK.

	7
	(
	UPDATE
	SS sends an UPDATE with SDP offer indicating SS reserved resources. 

	8
	(
	200 OK
	The UE acknowledges the UPDATE with 200 OK and includes SDP answer to acknowledge its current precondition status.

	9
	(
	180 Ringing
	(Optional) The UE responds to INVITE with 180 Ringing.

	10
	(
	PRACK
	(Optional) SS shall send PRACK only if the 180 response contains 100rel option tag within the Require header.

	11
	(
	200 OK
	(Optional) The UE acknowledges the PRACK with 200 OK.

	12
	(
	200 OK
	The UE responds to INVITE with a 200 OK final response after the user answers the call.

	13
	(
	ACK
	The SS acknowledges the receipt of 200 OK for INVITE.

	14
	(
	BYE
	The SS sends BYE to release the call.

	15
	(
	200 OK
	The UE sends 200 OK for the BYE request and ends the call.


NOTE:
The default messages contents in annex A are used with condition “IMS security“ or “early IMS security” when applicable

Specific Message Content

INVITE (Step 1)

Use the default message “INVITE for MT Call” in annex A.2.9 with the following exceptions:

	Header/param
	Value/remark

	Supported
	

	   option-tag
	precondition 

	Message-body
	The following SDP types and values.

Session description:

· v=0
· o=- 1111111111 1111111111 IN (addrtype) (unicast-address for SS)

· s=IMS conformance test
· c=IN (addrtype) (connection-address for SS)

· b=AS:30
Time description:

· t=0 0
Media description:
· m=audio (transport port) RTP/AVP 97
· b=AS:30
· b=RS:0

· b=RR:2000

Attributes for media: 

· a=rtpmap:97 AMR/8000/1 
· a=fmtp:97 mode-change-capability=2; max-red=220
· a=ptime:20
· a=maxptime:240
Attributes for preconditions:

· a=curr:qos local none
· a=curr:qos remote none
· a=des:qos mandatory local sendrecv
· a=des:qos optional remote sendrecv



100 Trying (Step 3)

Use the default message "100 Trying for INVITE" in annex A.2.2.

183 Session Progress (Step 4)

Use the default message "183 Session Progress" in annex A.2.3 with the following exceptions:

	Header/param
	Value/remark

	Status-Line
	

	    Reason-Phrase
	Not checked

	Require
	

	   option-tag
	precondition 

	Message-body
	The following SDP types and values shall be present.

Session description:

· v=0
· o=- (sess-id) (sess-version) IN (addrtype) (unicast-address for UE)

· s=IMS conformance test
· c=IN (addrtype) (connection-address for UE) [Note 1]

· b=AS: (bandwidth-value)

Time description:

· t=0 0
Media description:
· m=audio (transport port) RTP/AVP (fmt)
· c=IN (addrtype) (connection-address for UE) [Note 1]

· b=AS: (bandwidth-value)

· b=RS: (bandwidth-value)

· b=RR: (bandwidth-value)

Attributes for media:

· a=rtpmap:(payload type) AMR/8000/1
· a=fmtp:(format)
· 
Attributes for preconditions:

· a=curr:qos local none or a=curr:qos local sendrecv
· a=curr:qos remote none
· a=des:qos mandatory local sendrecv
· a=des:qos mandatory remote sendrecv
· a=conf:qos remote sendrecv
Note 1: At least one "c=" field shall be present.


************* NEXT change *****************

15.8.4
Method of test
Initial conditions

UE contains either SIM application  (GIBA), ISIM and USIM applications or only USIM application on UICC. UE has discovered P-CSCF and registered to IMS services, by executing the generic test procedure in Annex C.2 or C.2a (GIBA only) up to the last step.

SS is configured with the shared secret key of IMS AKA algorithm, related to the IMS private user identity (IMPI) configured on the UICC card equipped into the UE. SS has performed AKAv1-MD5 authentication with the UE and accepted the registration (IMS security).

Related ICS/IXIT Statement(s)
-
Support for initiating a session

(Yes/No)

-
Support for MTSI
(Yes/No)

-
Support for speech
(Yes/No)

-
Support for integration of resource management and SIP (use of preconditions)
(Yes/No)

-
Support for Communication Diversion  (Yes/No)

-
IMS security (Yes/No)

-
GIBA (Yes/No)
Test procedure applicable for a UE with E-UTRA support (TS 34.229-2 [5] A.18/1)

1-14)
UE executes the procedures described in TS 36.508 [94] table 4.5A.6.3-1 steps 1 to 14.
15)
SS responds to the INVITE with a valid 181 Call Is Being Forwarded response.

16)
SS (now starting to simulate the UE to which call was forwarded) sends another 183 Session in Progress response to the INVITE request. As this response contains an SDP answer it is sent reliably.
17)
SS waits for the UE to send a PRACK request, containing an SDP offer in which the UE tells to have reserved the local resources.

18)
SS responds to the PRACK request with valid 200 OK response. The response contains an SDP answer which tells that SS has reserved its local resources as well.

19)
SS responds to the INVITE request with 180 Ringing response.
20)
SS responds to the INVITE request with valid 200 OK response.

21)
SS waits for the UE to send an ACK to acknowledge receipt of the 200 OK for INVITE.

22)
Call is released on the UE. SS waits the UE to send a BYE request.

23)
SS responds to the BYE request with valid 200 OK response.
Expected sequence

NOTE:
Only the IMS procedure relevant to the test purpose is described below.

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1-9B
	(
	Steps 1-11 as defined in Annex C.21
	The same messages as in steps 2 - 11 of Annex C.21 are used. Referred from 36.508 [94] table 4.5A.6.3-1 for a UE with E-UTRA support.

	10
	(
	181 Call is being forwarded
	SS sends 181 response to indicate that call forwarding has been started as the user did not answer to the phone

	11
	(
	183 Session Progress
	SS (simulating the phone to which the call was forwarded) responds with 183 Session Progress containing an SDP answer indicating support for AMR codec and state of the local preconditions. UE will consider this response as forked one since it has different To tag this time compared to step 8.

	12
	(
	PRACK
	UE acknowledges the receipt of 183 response by sending PRACK

	13
	(
	200 OK
	The SS responds PRACK with 200 OK

	14
	(
	180 Ringing
	The SS sends 180 Ringing response to the UE

	15
	(
	200 OK
	The SS responds INVITE with 200 OK to indicate that the virtual remote UE had answered the call

	16
	(
	ACK
	The UE acknowledges the receipt of 200 OK for INVITE

	17
	(
	BYE
	The UE releases the call with BYE

	18
	(
	200 OK
	The SS sends 200 OK for BYE


NOTE:
The default messages contents in annex A are used with condition “IMS security“ or “GIBA” when applicable
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