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RP-121140: TEI11 CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-121140
	R3-121884
	Correction of misalignment between ASN.1 and tabular format
	25.423
	1762
	1
	F
	11.2.0
	RANimp-MIMOLCR, TEI11
	Rel-11

	RP-121140
	R3-121993
	EAB for CN Overload Control
	25.401
	139
	3
	B
	10.2.0
	SIMTC-RAN_OC, TEI11
	Rel-11

	RP-121140
	R2-124286
	EAB for CN Overload Control
	36.300
	0498
	-
	B
	11.2.0
	SIMTC-RAN_OC, TEI11
	Rel-11

	RP-121140
	R3-121610
	Correction of GUMMEI
	36.413
	1018
	-
	B
	11.0.0
	TEI11
	Rel-11

	RP-121140
	R3-121886
	Coding Rules
	36.444
	42
	1
	F
	11.2.0
	TEI11
	Rel-11

	RP-121140
	R3-121889
	Operating bands Numbering for UTRA and EUTRA
	25.466
	48
	1
	F
	11.1.0
	TEI11
	Rel-11

	RP-121140
	R3-121946
	Introduction of Anonymization of MDT data for area based MDT in UTRAN
	25.413
	1195
	1
	F
	11.0.0
	TEI11
	Rel-11

	RP-121140
	R3-121967
	Verification of HNB Identity
	25.467
	179
	2
	B
	10.5.0
	TEI11
	Rel-11

	RP-121140
	R3-121971
	UE Radio Capability Match Indicator for Voice Continuity
	36.413
	1011
	2
	F
	11.0.0
	TEI11
	Rel-11

	RP-121140
	R3-122011
	Introduction of UE Radio Capability Match procedure
	25.413
	1194
	3
	F
	11.0.0
	TEI11
	Rel-11

	RP-121140
	R3-122014
	Multiband support per cell
	36.423
	527
	3
	F
	11.1.0
	TEI11
	Rel-11

	RP-121140
	R2-124282
	Correction of GUMMEI
	36.300
	0494
	-
	B
	11.2.0
	TEI11
	Rel-11

	RP-121140
	R2-124284
	Introduction of UE Radio Capability Match procedure
	36.300
	0496
	-
	F
	11.2.0
	TEI11
	Rel-11
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