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	Reason for change:
(

	The Transport Block size in the 9RB 16QAM Uplink Reference Measurement Channel is not one of the values allowed in TS 36.213

	
	

	Summary of change:
(

	Correct the Transport Block size in the 9RB 16QAM Uplink Reference Measurement Channel to the value in TS 36.213 which gives a coding rate closest to the target.

The ideal Transport Block size would be 3864 bits to meet the target coding rate.

In TS 36.213 Table 7.1.7.2.1-1, the nearest values for 9RB are 3624 bits and 3880 bits. TB size 3880 gives a coding rate closest to target of ¾.



	
	

	Consequences if 
(

not approved:
	The Test case would not be compliant with core specifications, and it may not be possible to implement the test with the current TB size.  

Isolated impact analysis:

No change to UE requirements. Changes Test conditions only.
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	Other comments:
(

	


<< Unchanged sections omitted >>
Table A.2.2.2.2-5 Reference Channels for 15MHz 16-QAM with partial RB allocation

	Parameter
	Unit
	Value
	Value
	Value
	Value
	Value
	Value

	Channel bandwidth
	MHz
	15
	15
	15
	15
	15
	15

	Allocated resource blocks
	
	1
	6
	8
	9
	16
	18

	DFT-OFDM Symbols per Sub-Frame
	
	12
	12
	12
	12
	12
	12

	Modulation
	
	16QAM
	16QAM
	16QAM
	16QAM
	16QAM
	16QAM

	Target Coding rate
	
	3/4
	3/4
	3/4
	3/4
	1/2
	1/2

	Payload size
	Bits
	408
	2600
	3496
	3880
	4584
	5160

	Transport block CRC
	Bits
	24
	24
	24
	24
	24
	24

	Number of code blocks per Sub-Frame (Note 1)
	
	1
	1
	1
	1
	1
	1

	Total number of bits per Sub-Frame
	Bits
	576
	3456
	4608
	5184
	9216
	10368

	Total symbols per Sub-Frame
	
	144
	864
	1152
	1296
	2304
	2592

	UE Category
	
	≥ 1
	≥ 1
	≥ 1
	≥ 1
	≥ 1
	≥ 1

	Note 1:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)


<< End of changes >>
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