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	The First Change


8.6.7.3d
E-UTRA frequency list
If the "E-UTRA frequency list" IE is received in a MEASUREMENT CONTROL message, the UE shall update the variable EUTRA_FREQUENCY_INFO_LIST accordingly and in the following order. The UE shall:

1>
if the IE "E-UTRA frequency removal" is received:

2>
if it has the value "Remove some frequencies", for all the frequencies indicated by the IE " Removed frequencies":

3>
clear the information stored in the variable EUTRA_FREQUENCY_INFO_LIST for the indicated frequencies.

2>
if it has the value "Remove all frequencies":

3>
clear the information stored in the variable EUTRA_FREQUENCY_INFO_LIST for all frequencies.

2>
if it has the value "Remove no frequencies":

3>
leave the variable EUTRA_FREQUENCY_INFO_LIST unchanged.

1>
if the IE "New frequencies" is received, for each frequency:

2>
update the variable EUTRA_FREQUENCY_INFO_LIST as follows:

3>
if the frequency is not present in the variable EUTRA_FREQUENCY_INFO_LIST:

4>
store the information for the received frequency, including measurement bandwidth, blacklist and wideband RSRQ measurements, in the variable EUTRA_FREQUENCY_INFO_LIST.

3>
otherwise, if the frequency is already included in the variable EUTRA_FREQUENCY_INFO_LIST:

4>
store the information for the received frequency, including measurement bandwidth, blacklist and wideband RSRQ measurements, in the variable EUTRA_FREQUENCY_INFO_LIST, overwriting the existing information for the frequency.

	The Next Change


10.3.7.6b
E-UTRA frequency list
Contains the information for the list of measurement objects for E-UTRA measurements.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	CHOICE E-UTRA frequency removal
	MP
	
	
	
	REL-8

	>Remove all frequencies
	
	
	
	(no data)
	REL-8

	>Remove some frequencies
	
	
	
	
	REL-8

	>>Removed frequencies
	MP
	1 to <maxNumEUTRAFreqs>
	
	
	REL-8

	>>>E-UTRA frequencies
	MP
	
	Integer (0..65535)
	EARFCN of the downlink carrier frequency [64]
	REL-8

	>Remove no frequencies
	
	
	
	(no data)
	REL-8

	New frequencies
	OP
	1 to <maxNumEUTRAFreqs>
	
	
	REL-8

	>E-UTRA carrier frequency
	MP
	
	Integer (0..65535)
	EARFCN of the downlink carrier frequency [64]
	REL-8

	>Measurement Bandwidth
	MD
	
	Enumerated (6, 15, 25, 50, 75, 100)
	Measurement bandwidth information common for all neighbouring cells on the carrier frequency. It is defined by the parameter Transmission Bandwidth Configuration, NRB [36.104]. The values indicate the number of resource blocks over which the UE could measure. Default value is 6.
	REL-8

	>Blacklisted cells list
	OP
	1 to <maxEUTRACellPerFreq>
	
	A list of blacklisted cells can be signalled per frequency
	REL-8

	>>Physical Cell identity
	MP
	
	Integer (0..503)
	
	REL-8

	>Wideband RSRQ measurements
	CV-WB-RSRQ
	
	Enumerated (TRUE)
	If this field is present, the UE shall use a wider bandwidth when performing RSRQ measurements according to TS 36.133 [74].
	REL-11

	E-UTRA SI Acquisition
	OP
	
	10.3.7.127
	
	REL-9


	Condition
	Explanation

	WB-RSRQ
	The field is optionally present if the measurement bandwidth indicated by Measurement Bandwidth is 50 resource blocks or larger. Otherwise it is not needed.


	The Next Change


11.2
PDU definitions

--**************************************************************

--

-- TABULAR: The message type and integrity check info are not

-- visible in this module as they are defined in the class module. 

-- Also, all FDD/TDD specific choices have the FDD option first 

-- and TDD second, just for consistency.

--

--**************************************************************

<<< skip unchanged ASN.1 >>>
-- Measurement IEs :


AdditionalMeasurementID-List,


AdditionalMeasurementID-List-r9,


CellDCHMeasOccasionInfo-TDD128-r9,


CSGProximityIndication,

DeltaRSCP,


Frequency-Band,


EventResults,


EventResults-v770ext,


EventResults-v860ext,


EventResults-va40ext,


EventResultsOnSecUlFreq,


EUTRA-EventResults,


EUTRA-MeasuredResults,


EUTRA-MeasuredResults-v920ext,


Inter-FreqEventCriteriaList-v590ext,


Intra-FreqEventCriteriaList-v590ext,

IntraFreqReportingCriteria-1b-r5,


IntraFreqEvent-1d-r5,

IntraFreqCellID,

InterFreqEventResults-LCR-r4-ext,

InterRATCellInfoIndication,

InterRAT-TargetCellDescription,


MeasuredResults,


MeasuredResults-v390ext,


MeasuredResults-v590ext,

MeasuredResults-v770ext,


MeasuredResults-v860ext,


MeasuredResults-v920ext,


MeasuredResultsOnSecUlFreq,


MeasuredResultsListOnSecUlFreq,


MeasuredResultsList,


MeasuredResultsList-LCR-r4-ext,


MeasuredResultsList-v770xet,

MeasuredResultsList-v860ext,

MeasuredResultsList-v920ext,

MeasuredResultsOnRACH,


MeasuredResultsOnRACH-v7g0ext,


MeasuredResultsOnRACHinterFreq,


MeasurementCommand,


MeasurementCommand-r4,

MeasurementCommand-r6,

MeasurementCommand-r7,

MeasurementCommand-r8,


MeasurementCommand-r9,


MeasurementCommand-r10, 

MeasurementCommand-r11,

MeasurementIdentity,


MeasurementIdentity-r9,


MeasurementIdentityExt,


MeasurementReportingMode,


NewInterFreqCellList-v7b0ext,


NewInterFreqCellList-LCR-v8a0ext,


NewIntraFreqCellList-LCR-v8a0ext,


PrimaryCCPCH-RSCP,


SFN-Offset-Validity,

TimeslotListWithISCP,


TrafficVolumeMeasuredResultsList,


UE-Positioning-GPS-AssistanceData,


UE-Positioning-GPS-AssistanceData-v770ext,


UE-Positioning-GPS-AssistanceData-v920ext,


UE-Positioning-GPS-AssistanceData-va40ext,


UE-Positioning-GPS-ReferenceTimeUncertainty,

UE-Positioning-Measurement-v390ext,


UE-Positioning-OTDOA-AssistanceData,


UE-Positioning-OTDOA-AssistanceData-r4ext,


UE-Positioning-OTDOA-AssistanceData-UEB,


UE-Positioning-OTDOA-AssistanceData-UEB-ext,


UE-Positioning-OTDOA-MeasuredResultsTDD-ext,


UE-Positioning-GANSS-AssistanceData,


UE-Positioning-GANSS-AssistanceData-v860ext,


UE-Positioning-GANSS-AssistanceData-v920ext,


UE-Positioning-GANSS-AssistanceData-va40ext,

<<< skip unchanged ASN.1 >>>
MeasurementControl-r10-IEs ::=
SEQUENCE {


-- Measurement IEs



measurementIdentity



MeasurementIdentity,



-- TABULAR: The measurement type is included in measurementCommand.



measurementCommand



MeasurementCommand-r10,



measurementReportingMode

MeasurementReportingMode


OPTIONAL,



additionalMeasurementList

AdditionalMeasurementID-List

OPTIONAL,



cellDCHMeasOccasionInfo-TDD128
CellDCHMeasOccasionInfo-TDD128-r9
OPTIONAL,


-- Physical channel IEs



dpch-CompressedModeStatusInfo
DPCH-CompressedModeStatusInfo-r10

OPTIONAL

}

MeasurementControl-r11-IEs ::=
SEQUENCE {


-- Measurement IEs



measurementIdentity



MeasurementIdentity-r9,



-- TABULAR: The measurement type is included in measurementCommand.



measurementCommand



MeasurementCommand-r11,



measurementReportingMode

MeasurementReportingMode


OPTIONAL,



additionalMeasurementList

AdditionalMeasurementID-List-r9

OPTIONAL,



cellDCHMeasOccasionInfo-TDD128
CellDCHMeasOccasionInfo-TDD128-r9
OPTIONAL,


-- Physical channel IEs



dpch-CompressedModeStatusInfo
DPCH-CompressedModeStatusInfo-r10

OPTIONAL

}
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11.3
Information element definitions

InformationElements DEFINITIONS AUTOMATIC TAGS ::=

BEGIN
<<< skip unchanged ASN.1 >>>
EUTRA-FrequencyList-r9 ::=


SEQUENCE {


eutraFrequencyRemoval



EUTRA-FrequencyRemoval,


eutraNewFrequencies




EUTRA-FrequencyInfoList




OPTIONAL,


eutraSIAcquisition




EUTRA-SIAcquisition





OPTIONAL

}
EUTRA-FrequencyList-r11 ::=


SEQUENCE {


eutraFrequencyRemoval



EUTRA-FrequencyRemoval,


eutraNewFrequencies




EUTRA-FrequencyInfoList-r11



OPTIONAL,


eutraSIAcquisition




EUTRA-SIAcquisition





OPTIONAL

}

EUTRA-SIAcquisition ::=



SEQUENCE {


earfcn







EARFCN,


physicalCellIdentity



EUTRA-PhysicalCellIdentity

}

<<< skip unchanged ASN.1 >>>
EUTRA-FrequencyInfoList ::=


SEQUENCE (SIZE (1..maxNumEUTRAFreqs)) OF











EUTRA-FrequencyInfo
EUTRA-FrequencyInfoList-r11 ::=


SEQUENCE (SIZE (1..maxNumEUTRAFreqs)) OF











EUTRA-FrequencyInfo-r11
EUTRA-FrequencyInfo ::=



SEQUENCE {


earfcn







EARFCN,


measurementBandwidth



EUTRA-MeasurementBandwidth



OPTIONAL,


eutra-blackListedCellList


EUTRA-BlacklistedCellPerFreqList

OPTIONAL

}
EUTRA-FrequencyInfo-r11 ::=
SEQUENCE {


earfcn







EARFCN,


measurementBandwidth



EUTRA-MeasurementBandwidth



OPTIONAL,


eutra-blackListedCellList


EUTRA-BlacklistedCellPerFreqList

OPTIONAL,

widebandRSRQMeasurement



ENUMERATED {true}





OPTIONAL

}

EUTRA-MeasurementBandwidth ::=

ENUMERATED { mbw6, mbw15, mbw25, mbw50, mbw75, mbw100 }

<<< skip unchanged ASN.1 >>>
InterRATMeasurement-r9 ::=


SEQUENCE {


interRATMeasurementObjects


CHOICE {



interRATCellInfoList



InterRATCellInfoList-r6,



eutra-FrequencyList




EUTRA-FrequencyList-r9


}

OPTIONAL,


interRATMeasQuantity



InterRATMeasQuantity-r8



OPTIONAL,


interRATReportingQuantity


InterRATReportingQuantity-r8

OPTIONAL,


reportCriteria





InterRATReportCriteria,


idleIntervalInfo




IdleIntervalInfo




OPTIONAL

}

InterRATMeasurement-r11 ::=


SEQUENCE {


interRATMeasurementObjects


CHOICE {



interRATCellInfoList



InterRATCellInfoList-r6,



eutra-FrequencyList




EUTRA-FrequencyList-r11

}

OPTIONAL,


interRATMeasQuantity



InterRATMeasQuantity-r8



OPTIONAL,


interRATReportingQuantity


InterRATReportingQuantity-r8

OPTIONAL,


reportCriteria





InterRATReportCriteria,


idleIntervalInfo




IdleIntervalInfo




OPTIONAL

}

<<< skip unchanged ASN.1 >>>
MeasurementCommand-r7 ::=


CHOICE {


setup







MeasurementType-r7,


modify







SEQUENCE {



measurementType





MeasurementType-r7



OPTIONAL


},


release







NULL

}

MeasurementCommand-r8 ::=


CHOICE {


setup







MeasurementType-r8,


modify







SEQUENCE {



measurementType





MeasurementType-r8



OPTIONAL


},


release







NULL

}

MeasurementCommand-r9 ::=


CHOICE {


setup







MeasurementType-r9,


modify







SEQUENCE {



measurementType





MeasurementType-r9



OPTIONAL


},


release







NULL

}

MeasurementCommand-r10 ::=


CHOICE {


setup







MeasurementType-r10,


modify







SEQUENCE {



measurementType





MeasurementType-r10



OPTIONAL


},


release







NULL

}

MeasurementCommand-r11 ::=


CHOICE {


setup







MeasurementType-r11,


modify







SEQUENCE {



measurementType





MeasurementType-r11



OPTIONAL


},


release







NULL

}

MeasurementControlSysInfo ::=

SEQUENCE {


-- CHOICE cellSelectQualityMeasure represents PCCPCH-RSCP in TDD mode.


use-of-HCS






CHOICE {



hcs-not-used 





SEQUENCE {




cellSelectQualityMeasure


CHOICE {





cpich-RSCP






SEQUENCE {






intraFreqMeasurementSysInfo


IntraFreqMeasurementSysInfo-RSCP
OPTIONAL,






interFreqMeasurementSysInfo


InterFreqMeasurementSysInfo-RSCP
OPTIONAL





},





cpich-Ec-N0






SEQUENCE {






intraFreqMeasurementSysInfo


IntraFreqMeasurementSysInfo-ECN0
OPTIONAL,






interFreqMeasurementSysInfo


InterFreqMeasurementSysInfo-ECN0
OPTIONAL





}




},




interRATMeasurementSysInfo


InterRATMeasurementSysInfo-B

OPTIONAL



},



hcs-used






SEQUENCE {




cellSelectQualityMeasure


CHOICE {





cpich-RSCP






SEQUENCE {






intraFreqMeasurementSysInfo


IntraFreqMeasurementSysInfo-HCS-RSCP
OPTIONAL,






interFreqMeasurementSysInfo


InterFreqMeasurementSysInfo-HCS-RSCP
OPTIONAL





},





cpich-Ec-N0






SEQUENCE {






intraFreqMeasurementSysInfo


IntraFreqMeasurementSysInfo-HCS-ECN0
OPTIONAL,






interFreqMeasurementSysInfo


InterFreqMeasurementSysInfo-HCS-ECN0
OPTIONAL





}




},




interRATMeasurementSysInfo


InterRATMeasurementSysInfo

OPTIONAL



}


},


trafficVolumeMeasSysInfo


TrafficVolumeMeasSysInfo


OPTIONAL,


-- dummy is not used in this version of specification and it shall be ignored by the UE.


dummy

UE-InternalMeasurementSysInfo

OPTIONAL

}

<<< skip unchanged ASN.1 >>>
MeasurementType-r8 ::=



CHOICE {


intraFrequencyMeasurement


IntraFrequencyMeasurement-r7,


interFrequencyMeasurement


InterFrequencyMeasurement-r8,


interRATMeasurement




InterRATMeasurement-r8,


up-Measurement





UE-Positioning-Measurement-r8,


trafficVolumeMeasurement


TrafficVolumeMeasurement,


qualityMeasurement




QualityMeasurement,


ue-InternalMeasurement



UE-InternalMeasurement-r4

}

MeasurementType-r9 ::=



CHOICE {


intraFrequencyMeasurement


IntraFrequencyMeasurement-r9,


interFrequencyMeasurement


InterFrequencyMeasurement-r9,


interRATMeasurement




InterRATMeasurement-r9,


up-Measurement





UE-Positioning-Measurement-r9,


trafficVolumeMeasurement


TrafficVolumeMeasurement,


qualityMeasurement




QualityMeasurement,


ue-InternalMeasurement



UE-InternalMeasurement-r4,


csgProximityDetection



CSGProximityDetection
}

MeasurementType-r10 ::=



CHOICE {


intraFrequencyMeasurement


IntraFrequencyMeasurement-r10,


interFrequencyMeasurement


InterFrequencyMeasurement-r10,


interRATMeasurement




InterRATMeasurement-r9,


up-Measurement





UE-Positioning-Measurement-r10,


trafficVolumeMeasurement


TrafficVolumeMeasurement,


qualityMeasurement




QualityMeasurement,


ue-InternalMeasurement



UE-InternalMeasurement-r4,


csgProximityDetection



CSGProximityDetection
}

MeasurementType-r11 ::=



CHOICE {


intraFrequencyMeasurement


IntraFrequencyMeasurement-r10,


interFrequencyMeasurement


InterFrequencyMeasurement-r10,


interRATMeasurement




InterRATMeasurement-r11,


up-Measurement





UE-Positioning-Measurement-r10,


trafficVolumeMeasurement


TrafficVolumeMeasurement,


qualityMeasurement




QualityMeasurement,


ue-InternalMeasurement



UE-InternalMeasurement-r4,


csgProximityDetection



CSGProximityDetection
}

MeasurementValidity ::=



SEQUENCE {


ue-State






ENUMERATED {












cell-DCH, all-But-Cell-DCH, all-States }

}
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11.5
RRC information between network nodes

Internode-definitions DEFINITIONS AUTOMATIC TAGS ::= 
BEGIN

IMPORTS

<<< skip unchanged ASN.1 >>>
-- Measurement IEs :


Event1j-r6,


Hysteresis,


Inter-FreqEventCriteriaList-v590ext,


Intra-FreqEventCriteriaList-v590ext,


IntraFreqEvent-1d-r5,


IntraFreqReportingCriteria-1b-r5,


InterRATCellInfoIndication,


MeasuredResultsOnRACHinterFreq,

MeasurementIdentity,


MeasurementIdentity-r9,


MeasurementReportingMode,


MeasurementType,


MeasurementType-r4,


MeasurementType-r6,


MeasurementType-r7,


MeasurementType-r8,


MeasurementType-r9,


MeasurementType-r10,

MeasurementType-r11,

AdditionalMeasurementID-List,


AdditionalMeasurementID-List-r9,


PositionEstimate,

ReportingCellStatus,


ThresholdSFN-GPS-TOW-us,


TimeToTrigger,

<<< skip unchanged ASN.1 >>>
SRNC-RelocationInfo-r11-IEs ::=


SEQUENCE {


-- Non-RRC IEs



-- IE rb-IdentityForHOMessage includes the identity of the RB used by the source SRNC



-- to send the message contained in the IE "TargetRNC-ToSourceRNC-Container".



-- Only included if type is "UE involved"



rb-IdentityForHOMessage


RB-Identity






OPTIONAL,



stateOfRRC





StateOfRRC,



stateOfRRC-Procedure


StateOfRRC-Procedure,


-- Ciphering related information IEs



cipheringStatusList



CipheringStatusList-r4,



latestConfiguredCN-Domain

CN-DomainIdentity,



calculationTimeForCiphering

CalculationTimeForCiphering


OPTIONAL,



count-C-List




COUNT-C-List





OPTIONAL,



cipheringInfoPerRB-List


CipheringInfoPerRB-List-r4


OPTIONAL,


-- Integrity protection related information IEs



integrityProtectionStatus

IntegrityProtectionStatus,



srb-SpecificIntegrityProtInfo
SRB-SpecificIntegrityProtInfoList
OPTIONAL,



implementationSpecificParams
ImplementationSpecificParams

OPTIONAL,


-- User equipment IEs



u-RNTI






U-RNTI,



c-RNTI






C-RNTI







OPTIONAL,



-- IE 'UE-RadioAccessCapability-r6' includes the Rel-5 radio access capability extensions



-- and earlier. Rel-6 and later extensions are included in IE 'UE-CapabilityContainer-IEs'.



ue-RadioAccessCapability

UE-RadioAccessCapability-r6,



ue-RadioAccessCapability-ext
UE-RadioAccessCapabBandFDDList

OPTIONAL,



ue-Positioning-LastKnownPos

UE-Positioning-LastKnownPos


OPTIONAL,



uESpecificBehaviourInformation1idle











UESpecificBehaviourInformation1idle

OPTIONAL,



uESpecificBehaviourInformation1interRAT











UESpecificBehaviourInformation1interRAT

OPTIONAL,



-- IE ueCapabilityContainer is used for the transparent transfer of capability information



-- received from the UE



ueCapabilityContainer


BIT STRING












(CONTAINING UE-CapabilityContainer-IEs)
OPTIONAL,



-- IE ueCapabilityContainer-RSC and IE ueCapabilityContainer-UCI are used for the 



-- transparent transfer of capability information received from the UE that was introduced 



-- in a release independent manner, i.e., transferred within a VLEC. These UE capabilities 



-- are included both in the RRC CONNECTION SETUP COMPLETE and the UE CAPABILITY INFORMATION 



-- messages. Only the VLEC of one message needs to be included i.e. the one from these



-- messages that was last received.



-- Case 1: If the last received message was a RRC CONNECTION SETUP COMPLETE (RSC)



ueCapabilityContainer-RSC

BIT STRING








(CONTAINING RRCConnectionSetupComplete-r3-add-ext-IEs)
OPTIONAL,



-- Case 2: If the last received message was a UE CAPABILITY INFORMATION (UCI)



ueCapabilityContainer-UCI

BIT STRING








(CONTAINING UECapabilityInformation-r3-add-ext-IEs)

OPTIONAL,


-- Other IEs



ue-RATSpecificCapability

InterRAT-UE-RadioAccessCapabilityList-r5
OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,



srns-t-305





T-305







OPTIONAL,


-- Core network IEs



cn-CommonGSM-MAP-NAS-SysInfo
NAS-SystemInformationGSM-MAP,



cn-DomainInformationList

CN-DomainInformationListFull

OPTIONAL,


-- Measurement IEs



ongoingMeasRepList



OngoingMeasRepList-r11



OPTIONAL,



interRATCellInfoIndication

InterRATCellInfoIndication


OPTIONAL,


-- Radio bearer IEs



predefinedConfigStatusList

PredefinedConfigStatusList,



srb-InformationList



SRB-InformationSetupList-r8,



rab-InformationList



RAB-InformationSetupList-r8


OPTIONAL,



pdcp-ROHC-TargetMode


PDCP-ROHC-TargetMode



OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,



ul-TransChInfoList



UL-AddReconfTransChInfoList-r8

OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-TransChInfoList



DL-AddReconfTransChInfoList-r11

OPTIONAL,


-- PhyCH IEs



tpc-CombinationInfoList


TPC-CombinationInfoList



OPTIONAL,



e-RGCH-CombinationInfoList

E-RGCH-CombinationInfoList


OPTIONAL,



storedCompressedModeInfo

StoredCompressedModeInfo-r8


OPTIONAL,



secondary-tpc-CombinationInfoList

TPC-CombinationInfoList-r9

OPTIONAL,



secondary-e-RGCH-CombinationInfoList
E-RGCH-CombinationInfoList-r9
OPTIONAL,


-- Measurement report



measurementReport



BIT STRING








(CONTAINING MeasurementReport)




OPTIONAL,


-- Other IEs



failureCause




FailureCauseWithProtErr



OPTIONAL,



ue-HistoryInformation


UE-HistoryInformation



OPTIONAL,


-- MBMS IEs



mbms-JoinedInformation


MBMS-JoinedInformation-r6


OPTIONAL,



mbmsSelectedServiceInfo


MBMS-SelectedServiceInfo


OPTIONAL

}

//------------------------------------unmodified sections omitted------------------------------//
MeasurementCommandWithType-r9 ::=
CHOICE {


setup







MeasurementType-r9,


modify







NULL,


release







NULL

}

MeasurementCommandWithType-r10 ::=
CHOICE {


setup







MeasurementType-r10,


modify







NULL,


release







NULL

}

MeasurementCommandWithType-r11 ::=
CHOICE {


setup







MeasurementType-r11,


modify







NULL,


release







NULL

}

OngoingMeasRep ::=




SEQUENCE {


measurementIdentity




MeasurementIdentity,


-- TABULAR: The CHOICE Measurement in the tabular description is included


-- in MeasurementCommandWithType


measurementCommandWithType


MeasurementCommandWithType,


measurementReportingMode


MeasurementReportingMode


OPTIONAL,


additionalMeasurementID-List

AdditionalMeasurementID-List

OPTIONAL

}

OngoingMeasRep-r4 ::=



SEQUENCE {


measurementIdentity




MeasurementIdentity,


-- TABULAR: The CHOICE Measurement in the tabular description is included


-- in MeasurementCommandWithType-r4.


measurementCommandWithType


MeasurementCommandWithType-r4,


measurementReportingMode


MeasurementReportingMode


OPTIONAL,


additionalMeasurementID-List

AdditionalMeasurementID-List

OPTIONAL

}

OngoingMeasRep-r5 ::=



SEQUENCE {


measurementIdentity




MeasurementIdentity,


-- TABULAR: The CHOICE Measurement in the tabular description is included


-- in MeasurementCommandWithType-r4.


measurementCommandWithType


MeasurementCommandWithType-r4,


measurementReportingMode


MeasurementReportingMode


OPTIONAL,


additionalMeasurementID-List

AdditionalMeasurementID-List

OPTIONAL,


measurementCommand-v590ext


CHOICE {



-- the choice "intra-frequency" shall be used for the case of intra-frequency measurement,



-- as well as when intra-frequency events are configured for inter-frequency measurement



intra-frequency





Intra-FreqEventCriteriaList-v590ext,



inter-frequency





Inter-FreqEventCriteriaList-v590ext


}

OPTIONAL,


intraFreqReportingCriteria-1b-r5

IntraFreqReportingCriteria-1b-r5
OPTIONAL,


intraFreqEvent-1d-r5




IntraFreqEvent-1d-r5



OPTIONAL

}

OngoingMeasRep-r6 ::=



SEQUENCE {


measurementIdentity




MeasurementIdentity,


measurementCommandWithType


MeasurementCommandWithType-r6,


measurementReportingMode


MeasurementReportingMode


OPTIONAL,


additionalMeasurementID-List

AdditionalMeasurementID-List

OPTIONAL

}

OngoingMeasRep-r7 ::=



SEQUENCE {


measurementIdentity




MeasurementIdentity,


measurementCommandWithType


MeasurementCommandWithType-r7,


measurementReportingMode


MeasurementReportingMode


OPTIONAL,


additionalMeasurementID-List

AdditionalMeasurementID-List

OPTIONAL

}

OngoingMeasRep-r8 ::=



SEQUENCE {


measurementIdentity




MeasurementIdentity,


measurementCommandWithType


MeasurementCommandWithType-r8,


measurementReportingMode


MeasurementReportingMode


OPTIONAL,


additionalMeasurementID-List

AdditionalMeasurementID-List

OPTIONAL

}

OngoingMeasRep-r9 ::=



SEQUENCE {


measurementIdentity




MeasurementIdentity,


measurementCommandWithType


MeasurementCommandWithType-r9,


measurementReportingMode


MeasurementReportingMode


OPTIONAL,


-- if any of the additional measurement ID is within the range 17 to 32,


-- "OngoingMeasRep-v970ext-IEs" should be present and should include 


-- the IE "measurementIdentity" and "additionalMeasurementID-List".


-- The value of the IE "measurementIdentity" in "OngoingMeasRep-v970ext-IEs"


-- should be the same as the "measurementIdentity" value in "OngoingMeasRep-r9",


-- and "additionalMeasurementID-List" should contain the complete list.


-- The IE "additionalMeasurementID-List" in "OngoingMeasRep-r9" should still 


-- contain the additional measurement ID which value is within the range 1 to 16.


additionalMeasurementID-List

AdditionalMeasurementID-List

OPTIONAL

}

-- The IE "OngoingMeasRep-v970ext-IEs" should be included to report 

-- measurementIdentity values within the range 17 to 32 and when a 

-- "measurementIdentity" in "OngoingMeasRep-r9" needs to contain one of the 

-- values within the range 17 to 32 in the IE "additionalMeasurementID-List".

OngoingMeasRep-v970ext-IEs ::=

SEQUENCE {


measurementIdentity




MeasurementIdentity-r9



OPTIONAL,


additionalMeasurementID-List

AdditionalMeasurementID-List-r9

OPTIONAL

}

OngoingMeasRep-r10 ::=



SEQUENCE {


measurementIdentity




MeasurementIdentity,


measurementCommandWithType


MeasurementCommandWithType-r10,


measurementReportingMode


MeasurementReportingMode


OPTIONAL,


additionalMeasurementID-List

AdditionalMeasurementID-List

OPTIONAL

}

OngoingMeasRep-r11 ::=



SEQUENCE {


measurementIdentity




MeasurementIdentity-r9,


measurementCommandWithType


MeasurementCommandWithType-r11,


measurementReportingMode


MeasurementReportingMode


OPTIONAL,


additionalMeasurementID-List

AdditionalMeasurementID-List-r9

OPTIONAL

}

OngoingMeasRepList ::=



SEQUENCE (SIZE (1..maxNoOfMeas)) OF











OngoingMeasRep

OngoingMeasRepList-r4 ::=


SEQUENCE (SIZE (1..maxNoOfMeas)) OF











OngoingMeasRep-r4

OngoingMeasRepList-r5 ::=


SEQUENCE (SIZE (1..maxNoOfMeas)) OF











OngoingMeasRep-r5

OngoingMeasRepList-r6 ::=


SEQUENCE (SIZE (1..maxNoOfMeas)) OF











OngoingMeasRep-r6

OngoingMeasRepList-r7 ::=


SEQUENCE (SIZE (1..maxNoOfMeas)) OF











OngoingMeasRep-r7

OngoingMeasRepList-r8 ::=


SEQUENCE (SIZE (1..maxNoOfMeas)) OF











OngoingMeasRep-r8

OngoingMeasRepList-r9 ::=


SEQUENCE (SIZE (1..maxNoOfMeas)) OF











OngoingMeasRep-r9

OngoingMeasRepList-v970ext-IE ::=
SEQUENCE (SIZE (1..maxNoOfMeas)) OF











OngoingMeasRep-v970ext-IEs

OngoingMeasRepList-r10 ::=


SEQUENCE (SIZE (1..maxNoOfMeas)) OF











OngoingMeasRep-r10

OngoingMeasRepList-r11 ::=


SEQUENCE (SIZE (1..maxNoOfMeas)) OF











OngoingMeasRep-r11

PDCP-Capability-r4 ::=



SEQUENCE {


losslessSRNS-RelocationSupport

BOOLEAN,


supportForRfc2507




CHOICE {



notSupported





NULL,



supported






MaxHcContextSpace


},


supportForRfc3095




CHOICE {



notSupported





NULL,



supported






SEQUENCE {




maxROHC-ContextSessions



MaxROHC-ContextSessions-r4
DEFAULT s16,




reverseCompressionDepth



INTEGER (0..65535)


DEFAULT 0



}


}

}

	The Next Change


13.4.6a
EUTRA_FREQUENCY_INFO_LIST
This variable contains cell information on E-UTRA frequencies (possibly with associated blacklists), as received in messages System Information Block Type 19 and MEASUREMENT CONTROL.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Frequency Info List
	MP
	1 to <maxNumEUTRAFreqs>
	
	
	REL-8

	>EARFCN
	MP
	
	Integer(0 .. 65535)
	EARFCN of the downlink carrier frequency [36.101]
	REL-8

	>Measurement Bandwidth
	MD
	
	Enumerated(6, 15, 25, 50, 75, 100)
	Measurement bandwidth information common for all neighbouring cells on the carrier frequency. It is defined by the parameter Transmission Bandwidth Configuration, NRB [36.104]. The values indicate the number of resource blocks over which the UE could measure. Default value is 6.
	REL-8

	>Blacklisted cells per freq list
	OP
	1 to <maxEUTRACellPerFreq>
	
	
	REL-8

	>>Physical Cell identity
	MP
	
	Integer (0..503)
	A list of blacklisted cells can be signalled per frequency
	REL-8

	>Wideband RSRQ measurements
	OP
	
	Enumerated (TRUE)
	If this field is present, the UE shall use a wider bandwidth when performing RSRQ measurements according to TS 36.133 [74].
	REL-11


	End of Changes
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