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	In test case 8.3.1.47 “FACH measurement occasion info” is included in SIB-11 which allows UE to perform measurement in FMO duration in CELL_FACH state.

In current TTCN implementation SS is not configured with this FMO. As a result SS may transmit messages in DL during FMO and UE will not receive these messages.
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Change 1:

	Test Case Name
	8.3.1.47

	Reason for change
	In test case 8.3.1.47 “FACH measurement occasion info” is included in SIB-11 which allows UE to perform measurement in FMO duration in CELL_FACH state.

In current TTCN implementation SS is not configured with this FMO. As a result SS may transmit messages in DL during FMO and UE will not receive these messages.

	Summary of change
	ts_Config_FACHMeasOccas is added at line number 6 and 13 to start the FACH measurement so that SS doesn’t transmit during FACH Measurement Occasion.

	Source of change
	iwd-B2012-03_DfM12wk23


Before:[image: image1.png]Test Case Id: te_8_3_1_47

Test Group Reference: RRCIRRC_EFDL7/

Purpose: To coniirm that the UE starts reception of HS-PDSCH in CELL_FACH state, afle reselecting to a cell supporting HS-PDSCH in CELL_FACH
To coniirm that the UE performs the cell reselection procedure while receiving HS-PDSCH in CELL_FACH state
Configuration
Defauls RRC_Defl
Comments:
| nr || Label || Behaviour Description JI Caonstraint Ref [ veraict || Comments
1 STARTH Guard
2 +ts_Initvariables_EFDLT @sic R8s110017 sic@
3 +15_RRC_InitvariablesPS(cell_FACH)
4 + r_GotoState6_11_MO_HS_17 (tsc_CellA) @sic R5s110191 sic@
5 +Ht_SysinfoModiySIB4_11 (tse_Cella) @sic RSs110017, R6-110350 sic@
6 +I Updatelnitvariables
7 +t5_55_CreateCellFACH_HS (1sc_CellF) @sic R8s110017 sic@
8 (tov_SIB1 = ch_SIB1_Def (tov_CellnfoF ))
9 (tov_SIB1 ue_ConnTimersAndCanstants {_307 = ms000 )
10 +ts_GendDefSysinfo_NewSIB1_t6 (tsc_CellF, tov_SIB1 )
11 +HSysInfoModifySIB4_11 (tsc_CellF) @sic R8s110017 sic@
12 (tcv_TestBooy=TRUE)
13 + H_TestBody
14 (tcv_TestBooy=FALSE)
15

+po_ConnectionAndSS_Rels_r7




After: [image: image2.png]Test Case Id:

te.

47

Purpose

Configuration:
Defaults:

Test Group Reference: RRGIRRG_EFDLT/
o confirm that the UE starts reception of H-PDSCH in CELL_FACH state, afler reselecting 10 3 cel supporting HS-PDSCH n CELL_FACH.

To confinm that the UE performs the cell reselection procedure while receiving HS-FDSCH in CELL_FACH state.

+po_ConnectionAndSS_Rels_r7

RRC_Defl
Comments:

nr || Label || Behaviour Description JI Caonstraint Ref J[ verdict || Comments
1 STARTH Guard
2 +ts_Initvariables_EFDLT @sic R8s110017 sic@
3 +15_RRC_InitvariablesPS(cell_FACH)
4 + r_GotoState6_11_MO_HS_17 (tsc_CellA) @sic R5s110191 sic@
5 +It_SysinfoModiySIB4_11 (tse_Cella) sic R55110017, R6-110358 sic
6 +t5_Config_FACHMeasOccas (tsc_CellA,tsc_S_CCPCHI, 1, 3, TRUE, activateNowNULL) anite@d3147
7 I Updatelnitvariables
8 +t5_55_CreateCellFACH_HS (isc_CellF) @sic R8s110017 sic@
9 (tov_SIB1 = ch_SIB1_Def (tov_CellnfoF ))
10 (tov_SIB1 ue_ConnTimersAndCanstants {_307 = msg000 )
11 +ts_GendDefSysinfo_NewSIB1_t6 (tsc_CellF, tov_SIB1 )
12 It SysinfoModifySIB4_11 (tsc_CellF) sic /5110017 i
13 +t5_Config_FACHMeasOccas (tsc_CellF tsc_S_CCPCHI 1, 3, TRUE, activateNowNUL. anite@dat47

L

11 ey _TestBooy=TRUE)
15 + H_TestBody
16 (tcv_TestBooy=FALSE)
17
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