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	Reason for change:
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	According to testcase prose 36523-1-a20_s00-s06 section 6.1.2.9a.3.2 Note in steps 4-7, UE will have barred all the cells for 300 seconds. It is necessary to ensure that UE will not perform TAU procedure earlier.
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Corrections required for test case 6.1.2.9a
Change 1

	Testcase name
	6.1.2.9a

	Reason for change
	According to prose 36523-1-a20_s00-s06 section 6.1.2.9a.3.2 Note in steps 4-7, UE will have barred all the cells for 300 seconds. It is necessary to ensure that UE will not perform TAU procedure earlier.
Note: A prose CR will be raised at next RAN5#57 meeting

	Summary of change
	Add timet t_Wait and start it in step 4 and timeout in step 7.

	Source of change
	6_1\Idle_CellReselection.ttcn


Before change:

	//@siclog "Step 3" siclog@

    //The SS notifies the UE of change of System Information. SS adjusts SIB1 of Cell 2 to indicate cellBarred=barred.

    f_EUTRA_CellInfo_SetSysInfo_CellBarred (eutra_Cell2, v_CellBarred);

    f_EUTRA_ModifySysinfo (eutra_Cell2);

    //@siclog "Step 4" siclog@

    //Check: Does the UE send an RRCConnectionRequest on Cell 1 within 30 s?

    f_EUTRA_CheckNoAttachOn1Cell (eutra_Cell1,

                                  30.0,

                                  "Test Case 6.1.2.9a Step 4 : RRCConnectionRequest message received on Cell 1 within wait time");

    …

f_EUTRA_ModifySysinfo_NoPaging (eutra_Cell2);

    f_EUTRA_ModifySysinfo_NoPaging (eutra_Cell4);

    f_EUTRA_SetCellPowerList (v_CellPowerList_AtT2);

    //@siclog "Step 7" siclog@

    //Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.7 indicate that the UE is camped on E-UTRAN Cell 4?

    f_EUTRA_IdleMode_TAU ( eutra_Cell4, cr_EstablishmentCause_HighPriorityAccess );

    f_EUTRA_TestBody_Set ( false );


After change :

	timer t_Wait;
…   
//@siclog "Step 3" siclog@

    //The SS notifies the UE of change of System Information. SS adjusts SIB1 of Cell 2 to indicate cellBarred=barred.

    f_EUTRA_CellInfo_SetSysInfo_CellBarred (eutra_Cell2, v_CellBarred);

    f_EUTRA_ModifySysinfo (eutra_Cell2);

    t_Wait.start(300.0 );                         

    //@siclog "Step 4" siclog@

    //Check: Does the UE send an RRCConnectionRequest on Cell 1 within 30 s?

    f_EUTRA_CheckNoAttachOn1Cell (eutra_Cell1,

                                  30.0,

                                  "Test Case 6.1.2.9a Step 4 : RRCConnectionRequest message received on Cell 1 within wait time");

    …

f_EUTRA_ModifySysinfo_NoPaging (eutra_Cell2);

    f_EUTRA_ModifySysinfo_NoPaging (eutra_Cell4);

    f_EUTRA_SetCellPowerList (v_CellPowerList_AtT2);

    t_Wait.timeout;                      

    //@siclog "Step 7" siclog@

    //Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.7 indicate that the UE is camped on E-UTRAN Cell 4?

    f_EUTRA_IdleMode_TAU ( eutra_Cell4, cr_EstablishmentCause_HighPriorityAccess );

    f_EUTRA_TestBody_Set ( false );
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