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	Reason for change:
(

	1.
Addition of new aSRVCC TCs.
2.
ESM Notification procedure is optional. However, applicability for SRVCC TC 13.4.3.6 does not require that UE supports this procedure.

	
	

	Summary of change:
(

	1.
Addition of applicability of the following new test cases
13.4.3.7
Inter-system mobility / E-UTRA voice to UTRA CS voice / aSRVCC / MO call
13.4.3.8
Inter-system mobility / E-UTRA voice to UTRA CS voice / aSRVCC / MO call / Forked responses
13.4.3.9
Inter-system mobility / E-UTRA voice to UTRA CS voice / aSRVCC / MO call / SRVCC HO failure
13.4.3.10
Inter-system mobility / E-UTRA voice to UTRA CS voice / aSRVCC / MT call
13.4.3.11
Inter-system mobility / E-UTRA voice to UTRA CS voice / aSRVCC / MT call / SRVCC HO failure
13.4.3.12
Inter-system mobility / E-UTRA voice to UTRA CS voice / aSRVCC / MT call / User answers in PS domain

13.4.3.13
Inter-system mobility / E-UTRA voice to UTRA CS voice / aSRVCC / MT call / User answers in PS domain / SRVCC HO cancelled
13.4.3.14
Inter-system mobility / E-UTRA PS voice + PS data to UTRA CS voice + PS data / aSRVCC / MO call 
13.4.3.16
Inter-system mobility / E-UTRA PS voice + PS data to UTRA CS voice + PS data / aSRVCC / MT call
2.
Corrected applicability for SRVCC TC 13.4.3.6.

	
	

	Consequences if 
(

not approved:
	1.
Applicability will be inconsistent with TS 36.523-1.
2.
An SRVCC test case for HO cancelled will be applied to the UE not supporting ESM Notification procedure.
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	This is an update of R5-125228 and the outcome of 1 revision to this document.


Table 4-1: Applicability of tests and additional information for testing

	Clause
	TC Title
	Release
	Applicability
	
	Additional Information
	
	
	

	
	
	
	Condition
	Comment
	Specific ICS
	Specific IXIT
	Number of TC Executions
	

	
	<< many rows skipped here >>
	
	
	
	
	
	
	

	13.4.3.6
	Inter-system mobility / E-UTRA PS voice + PS Data / HO cancelled  / Notification procedure/ SRVCC
	Rel-9
	Cvv
	UEs supporting E-UTRA and  UTRA and Feature Group Indicator 7, 8, 22 and 27 and SRVCC and IMS voice and Notification procedure
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	13.4.3.7
	Inter-system mobility / E-UTRA voice to UTRA CS voice / aSRVCC / MO call
	Rel-10
	Cxx
	UEs supporting E-UTRA and UTRA and Feature Group Indicator 27 and IMS voice and aSRVCC
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	13.4.3.8
	Inter-system mobility / E-UTRA voice to UTRA CS voice / aSRVCC / MO call / Forked responses
	Rel-10
	Cxx
	UEs supporting E-UTRA and UTRA and Feature Group Indicator 27 and IMS voice and aSRVCC
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	13.4.3.9
	Inter-system mobility / E-UTRA voice to UTRA CS voice / aSRVCC / MO call / SRVCC HO failure
	Rel-10
	Cxx
	UEs supporting E-UTRA and UTRA and Feature Group Indicator 27 and IMS voice and aSRVCC
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	13.4.3.10
	Inter-system mobility / E-UTRA voice to UTRA CS voice / aSRVCC / MT call
	Rel-10
	Cxx
	UEs supporting E-UTRA and UTRA and Feature Group Indicator 27 and IMS voice and aSRVCC
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	13.4.3.11
	Inter-system mobility / E-UTRA voice to UTRA CS voice / aSRVCC / MT call / SRVCC HO failure
	Rel-10
	Cxx
	UEs supporting E-UTRA and UTRA and Feature Group Indicator 27 and IMS voice and aSRVCC
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	13.4.3.12
	Inter-system mobility / E-UTRA voice to UTRA CS voice / aSRVCC / MT call / User answers in PS domain
	Rel-10
	Cxx
	UEs supporting E-UTRA and UTRA and Feature Group Indicator 27 and IMS voice and aSRVCC
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	13.4.3.13
	Inter-system mobility / E-UTRA voice to UTRA CS voice / aSRVCC / MT call / User answers in PS domain / SRVCC HO cancelled
	Rel-10
	Czz
	UEs supporting E-UTRA and UTRA and Feature Group Indicator 27 and IMS voice and aSRVCC and Notification procedure
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	13.4.3.14
	Inter-system mobility / E-UTRA PS voice + PS data to UTRA CS voice + PS data / aSRVCC / MO call
	Rel-10
	Cxx
	UEs supporting E-UTRA and UTRA and Feature Group Indicator 27 and IMS voice and aSRVCC
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	13.4.3.16
	Inter-system mobility / E-UTRA PS voice + PS data to UTRA CS voice + PS data / aSRVCC / MT call
	Rel-10
	Cxx
	UEs supporting E-UTRA and UTRA and Feature Group Indicator 27 and IMS voice and aSRVCC
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	13.4.4.1
	Pre-registration at 1xRTT and Cell reselection / 1x Zone Registration
	Rel-9
	C41
	UEs supporting E-UTRA and 1xRTT and 1xCS fallback
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	
	<< many rows skipped here >>
	
	
	
	
	
	
	


Table 4-1a: Applicability of tests Conditions

	<< many rows skipped here >>

	C154
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.5-3/15 THEN R ELSE N/A

	C155
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-1/6 AND A.4.5-3/12 AND (A.4.4-1/8 OR A.4.4-1/53) AND A.4.5-2/2 THEN R ELSE N/A

	C156
IF A.4.4-1/2 THEN R ELSE N/A

	Cxx
IF A.4.1-1/6 AND A.4.5-1/27 AND A.4.4-1/33 AND [35] A.12/yy THEN R ELSE N/A

	Cvv
IF A.4.1-1/6 AND A.4.5-1/7 AND A.4.5-1/8 AND A.4.5-1/22 AND A.4.5-1/27 AND A.4.4-1/32 AND A.4.4-1/33 AND A.4.4-1/ww THEN R ELSE N/A

	Czz
IF A.4.1-1/6 AND A.4.5-1/27 AND A.4.4-1/33 AND A.4.4-1/ww AND [35] A.12/yy THEN R ELSE N/A


Table A.4.4-1: Additional information

	Item
	Additional information
	Ref.
	Release
	Mnemonic
	Comments

	
	<< many rows skipped here >>
	
	
	
	

	65
	Support of UTRAN ANR
	25.306,

4.15
	Rel-10
	pc_UTRAN ANR
	

	ww
	Support of ESM Notification procedure
	24.301,
6.6.2
	Rel-9
	pc_ESM_Notification
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