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RP-121736: TEI11 CRs, set 1
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-121736
	R3-122455
	Introduction of band 22 in TS 25.461
	25.461
	0082
	-
	F
	11.1.0
	RlnImp8-UMTSLTE3500, TEI11
	Rel-11

	RP-121736
	R3-122456
	Introduction of band 22 in TS 25.466
	25.466
	0049
	-
	F
	11.2.0
	RlnImp8-UMTSLTE3500, TEI11
	Rel-11

	RP-121736
	R3-122431
	Clarification of target HNB behaviour in case of Relocation Failure
	25.467
	0184
	-
	F
	11.0.0
	TEI11
	Rel-11

	RP-121736
	R3-122443
	Correction on Uncertainty Altitude
	36.455
	0036
	-
	F
	11.0.0
	TEI11
	Rel-11

	RP-121736
	R3-122444
	ASN.1 correction
	25.413
	1196
	-
	F
	11.1.0
	TEI11
	Rel-11

	RP-121736
	R3-122447
	Improved granularity for the time UE stayed in cell for enhanced relocation
	25.413
	1197
	-
	F
	11.1.0
	TEI11
	Rel-11

	RP-121736
	R3-122458
	Verification of HeNB
	36.413
	1049
	-
	F
	11.1.0
	TEI11
	Rel-11

	RP-121736
	R3-122570
	Correction of Capacity Match Request
	36.413
	1062
	-
	F
	11.1.0
	TEI11
	Rel-11

	RP-121736
	R3-122818
	Add M3 Setup and Configure Update function
	36.440
	0009
	1
	F
	11.0.0
	TEI11
	Rel-11

	RP-121736
	R3-122826
	Clarification of E-UTRAN Service Handover IE for inter-RAT roaming restrictions
	25.413
	1214
	2
	F
	11.1.0
	TEI11
	Rel-11

	RP-121736
	R3-122852
	Documenting the Description of Extended S-RNTI and RNC-ID operation
	25.401
	0140
	2
	F
	11.0.0
	TEI11
	Rel-11

	RP-121736
	R3-122906
	Addition of TCE IP in UPLINK INFORMATION EXCHANGE REQUEST message
	25.413
	1205
	1
	F
	11.1.0
	TEI11
	Rel-11

	RP-121736
	R3-122908
	Establishment of UE-associated logical S1-connection in eNB
	36.413
	1075
	1
	F
	11.1.0
	TEI11
	Rel-11


page 1/9

