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	Reason for change:
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	3GPP CT1 meeting #80 agreed a CR in C1-123952 that is providing a clarification to the term "EPS capability" used in TS 24.301. According to the clarification disabling the EPS capability means that the UE disables it's EPS services i.e. the UE is detached by UI action from all PS services.

The corresponding TC 9.2.2.1.3 was updated at the last RAN5 meeting with CR R5-125532. Similar correction is needed also in TS 36.523-2.  
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	1. The comment in test case 9.2.2.1.3 in Table 4-1 updated. 

2. PICS item in Table A.4.4-1/26 updated. 
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<START OF THE MODIFIED SECTION>
NOTE 2:
To meet the validation requirements from certification bodies then there is a need to uniquely reference the FDD and TDD branch of common FDD and TDD test cases. The FDD and TDD branches of common FDD and TDD test cases can be referenced by amending a "FDD" or "TDD" suffix to the test case clause number. For example for AM RLC test case 7.2.3.13 the FDD and TDD branches can be identified by "7.2.3.13 FDD" and "7.2.3.13 TDD".

Table 4-1: Applicability of tests and additional information for testing

	Clause
	TC Title
	Release
	Applicability
	
	Additional Information
	
	
	

	
	
	
	Condition
	Comment
	Specific ICS
	Specific IXIT
	Number of TC Executions
	Release other RAT

	
	<Text skipped>
	
	
	
	
	
	
	

	9
	EPS MOBILITY MANAGEMENT PROCEDURE
	
	
	
	
	
	
	

	
	<Text skipped>
	
	
	
	
	
	
	

	9.2.2.1.2
	UE initiated detach / USIM removed from the UE
	Rel-8
	C03
	UEs supporting E-UTRA and USIM removal without power down
	pc_eFDD, pc_USIM_Removal
	
	
	

	
	
	
	
	
	pc_eTDD, pc_USIM_Removal
	
	
	

	9.2.2.1.3
	UE initiated detach / EPS capability of the UE is disabled
	Rel-8
	C153
	UEs supporting E-UTRA and UTRA or/and E-UTRA and GERAN, and, combined EPS/IMSI attach (with or without pre-configuration) and disabling the EPS services
	pc_eFDD

pc_UTRA, pc_GERAN pc_EPS_Disable
	px_RATComb_Tested
	1 Execution (Note 2)
	

	
	
	
	
	
	pc_eTDD
pc_UTRA, pc_GERAN pc_EPS_Disable
	
	
	

	9.2.2.1.4
	UE initiated detach / detach for non-EPS services
	Rel-8
	C106
	UEs supporting E-UTRA and detach for non-EPS services, and combined EPS/IMSI attach
	pc_eFDD

pc_IMSI_Detach
	
	
	

	
	
	
	
	
	pc_eTDD
pc_IMSI_Detach
	
	
	

	
	<Text skipped>
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	


<END OF THE MODIFIED SECTION>

<START OF THE MODIFIED SECTION>

A.4.4
Additional information

Table A.4.4-1: Additional information

	Item
	Additional information
	Ref.
	Release
	Mnemonic
	Comments

	
	<Text skipped>
	
	
	
	

	25
	Support of IMS
	24.229
	Rel-8
	pc_IMS
	

	26
	Support of disabling the EPS services
	24.301, 3.1, 5.5.2.1
	Rel-8
	pc_EPS_Services_Disable
	

	27
	Support of automatic re-activation of the EPS bearer(s) during Network Initiated Detach with detach type set to “re-attach required”
	24.301, 5.5.2.3.2
	Rel-8
	pc_Automatic_Re_Attach
	

	
	<Text skipped>
	
	
	
	


<END OF THE MODIFIED SECTION>
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