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Change 1- corrections to template ‘cs_DL_DPCH_InfoPerRL_r7_64k_PS_TDD’
	Template name
	cs_DL_DPCH_InfoPerRL_r7_64k_PS_TDD

	Reason for change
	According to clause 6.11.5.4.1.25.2.2 in 3GPP TS 34108-b20_s06_11 as follows, the dl punctuation limit value should be pl0_56.
6.11.5.4.1.26 Interactive or background / UL:64 DL: 64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
6.11.5.4.1.26.2
Downlink

See clause 6.11.5.4.1.25.2.

6.11.5.4.1.25.2.2
Physical channel parameters

DPCH Downlink

Modulation

QPSK

Codes and time slots / radio frame

SF16 x 8 codes x 2 time slots

Max. Number of data bits/radio frame

1 384 bits

TFCI code word / radio frame

16 bits

TPC / radio frame 

2x2 bits

SS / radio frame

2x2 bits

Puncturing Limit/ radio frame

0.56


	Summary of change
	Modify puncturingLimit from pl0_48 to pl0_56.

	Source of change
	UTRAN_RRC_RAB_Templates.ttcn


Before Change: 
	  template (value) DL_DPCH_InfoPerRL_r7 cs_DL_DPCH_InfoPerRL_r7_64k_PS_TDD :=

  { /* @status    APPROVED */

    tdd := {

      dl_CCTrChListToEstablish := {

        {

          tfcs_ID := 1,

          timeInfo := {

            activationTime := omit,

            durationTimeInfo := omit

          },

          commonTimeslotInfo := {

            secondInterleavingMode := frameRelated,

            tfci_Coding     := tfci_bits_16,

            puncturingLimit := pl0_48,
            repetitionPeriodAndLength := { repetitionPeriod1:= NULL }

          },

          tddOption := {

            tdd128 := {

              dl_CCTrCH_TimeslotsCodes := {

                firstIndividualTimeslotInfo := {

                  timeslotNumber := 4,

                  tfci_Existence := true,

                  midambleShiftAndBurstType := {

                    midambleAllocationMode := {defaultMidamble := NULL},

                    midambleConfiguration := 4

                  },

                  modulation := mod_QPSK,

                  ss_TPC_Symbols := one,

                  additionalSS_TPC_Symbols := omit

                },  // first

                dl_TS_ChannelisationCodesShort := {

                  codesRepresentation := {  bitmap := '1111111100000000'B}

                },

                moreTimeslots := { noMore := NULL}

              }  // dl_CCTrCH

            }

          }, //tdd128

          ul_CCTrChTPCList := omit

        }

      },

      dl_CCTrChListToRemove := omit

    }

  };


After Change: 
	  template (value) DL_DPCH_InfoPerRL_r7 cs_DL_DPCH_InfoPerRL_r7_64k_PS_TDD :=

  { /* @status    APPROVED */

    tdd := {

      dl_CCTrChListToEstablish := {

        {

          tfcs_ID := 1,

          timeInfo := {

            activationTime := omit,

            durationTimeInfo := omit

          },

          commonTimeslotInfo := {

            secondInterleavingMode := frameRelated,

            tfci_Coding     := tfci_bits_16,

            puncturingLimit := pl0_56,
repetitionPeriodAndLength := { repetitionPeriod1:= NULL }

          },

          tddOption := {

            tdd128 := {

              dl_CCTrCH_TimeslotsCodes := {

                firstIndividualTimeslotInfo := {

                  timeslotNumber := 4,

                  tfci_Existence := true,

                  midambleShiftAndBurstType := {

                    midambleAllocationMode := {defaultMidamble := NULL},

                    midambleConfiguration := 4

                  },

                  modulation := mod_QPSK,

                  ss_TPC_Symbols := one,

                  additionalSS_TPC_Symbols := omit

                },  // first

                dl_TS_ChannelisationCodesShort := {

                  codesRepresentation := {  bitmap := '1111111100000000'B}

                },

                moreTimeslots := { noMore := NULL}

              }  // dl_CCTrCH

            }

          }, //tdd128

          ul_CCTrChTPCList := omit

        }

      },

      dl_CCTrChListToRemove := omit

    }

  };


Change 2- corrections to template ‘cs_UL_DPCH_64k_PS_TDD’
	Template name
	cs_UL_DPCH_64k_PS_TDD

	Reason for change
	Activation Time set to 0 is not equal to ActivateNow.

	Summary of change
	Modify activation time from 0 to now.

	Source of change
	UTRAN_RRC_RAB_Templates.ttcn


Before Change: 
	template (value) UL_DPCH_Info_r7 cs_UL_DPCH_64k_PS_TDD := cs_UL_DPCH_Info_1TS_TDD (1, 0,  tfci_bits_16, pl0_56,1, tsc_UL_DPCH1_ChC_64k_PS);


After Change: 
	template (value) UL_DPCH_Info_r7 cs_UL_DPCH_64k_PS_TDD := cs_UL_DPCH_Info_1TS_TDD (1, omit, tfci_bits_16, pl0_56,1, tsc_UL_DPCH1_ChC_64k_PS);
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