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	CA_7 and CA_41 are included in WI LTE_CA_intraC_inter_UEConTest, but test frequencies for CA_7 and CA_41signalling test are not defined. 

	
	

	Summary of change:
(

	  CA_7 and CA_41C signalling test frequencies were addedd

	
	

	Consequences if 
(

not approved:
	The test environment for CA configuration CA_7 and CA_41 will remain incomplete.

	
	

	Clauses affected:
(

	6.2.3.2

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
(
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6.2.3.2
Test frequencies for CA signalling test

Test frequencies for CA signalling testing are specified in table 6.2.3.2-1 for CA Intra-Band contiguous case; and table 6.2.3.2-2 for CA Inter-band case. 

NOTE:
Alternative test frequencies for additional channel bandwidth combinations may need to be specified when new CA configurations or CA Bandwidth Combination Sets are introduced in TS 36.101 subclause 5.6A.

For CA Intra-Band contiguous scenarios then f1 is used for the PCell and f2 and f3 are used for the SCells.
For CA Inter-Band scenarios then f1 is used for the PCell and f5 and f6 are used for the SCells.
Table 6.2.3.2-1: Test frequencies for E-UTRA PCell and SCell for CA contiguous Intra-band operation

	E-UTRA CA Configuration
	Bandwidth

[MHz]
	CC Combination / NRB_agg
	Test Frequency
	CC NRB
	NUL
	Frequency of Uplink [MHz]
	NDL
	Frequency of Downlink [MHz]

	CA_1C
	60
	100 + 100
	f1
	PCC 100
	18200
	1940
	200
	2130

	
	
	
	f2
	SCC 100
	18398
	1959.8
	398
	2149.8

	
	
	
	f3
	SCC 100
	18002
	1920,2
	002
	2110,2

	CA_7C
	70
	100 + 100
	f1
	PCC 100
	21000
	2525
	3000
	2645

	
	
	
	f2
	SCC 100
	21198
	2544.8
	3198
	2664.8

	
	
	
	f3
	SCC 100
	20802
	2505.2
	2802
	2625.2

	CA_40C
	100
	100 + 100
	f1
	PCC 100
	39050
	2340
	39050
	2340

	
	
	
	f2
	SCC 100
	39248
	2359.8
	39248
	2359.8

	
	
	
	f3
	SCC 100
	38852
	2320.2
	38852
	2320,2

	CA_41C
	194
	100 + 100
	f1
	PCC 100
	40520
	2583 
	40520
	2583

	
	
	
	f2
	SCC 100
	40718
	2602.8
	40718
	2602.8

	
	
	
	f3
	SCC 100
	40322
	2563.2
	40322
	2563.2


Table 6.2.3.2-2: Test frequencies PCell and SCell for CA Inter-band operation

	E-UTRA CA Configuration
	Bandwidth

[MHz]
	CC Combination / NRB_agg
	Test Frequency
	CC NRB
	NUL
	Frequency of Uplink [MHz]
	NDL
	Frequency of Downlink [MHz]

	CA_1A-5A
	60
	50 + 50
	f1
	PCC 50
	18300
	1950
	300
	2140

	
	
	
	f5
	SCC 50
	20450
	829
	2450
	874

	
	
	
	f6
	SCC 50
	20525
	836.5
	2525
	881.5
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