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	Reason for change:
(

	 RAN#58 plenary meeting approved in RP-121924 the CRs to 36.331 (Rel-8 

 CR1086, Rel-9 CR1087, Rel-10 CR1088r1, Rel-11 CR1089r1) to remove PDSCH
 TM5 from FGI1 from Rel-8 onwards and to re-introduce PDSCH TM5 as separate
 optional UE capability for FDD and TDD from Rel-9 onwards (tm5-FDD-r9 and 
 tm5-TDD-r9) in UE-EUTRA-Capability.
 But description of the optional physical layer feature PDSCH transmission mode
 5 is missing in 36.306.


	
	

	Summary of change:
(

	 PDSCH transmission mode 5 has been introduced as optional physical layer 

 feature without UE radio access capability.
 Impact Analysis

 Impacted functionality:

 The changes impact the support of PDSCH transmission mode 5.

 Inter-operability:
1. If the network is implemented according to the CR and the UE is not, no interoperability problems are foreseen (but it may not always be possible to fully utilise the functionality supported by the UE).

2. If the UE is implemented according to the CR and the network is not, and if the network implements TM5, then the network may configure the UE incorrectly.


	
	

	Consequences if 
(

not approved:
	 The optional physical layer feature PDSCH transmission mode 5 is missing in
 36.306.

	
	

	Clauses affected:
(

	 6.9 (new), 6.9.1 (new)

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	TS/TR ... CR ...

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
(

	 There are no Rel-9/10/11 shadow CRs as two separate PDSCH 

 transmission mode 5 capabilities for FDD and TDD will be introduced from Rel-9 
 onwards.


6
Optional features without UE radio access capability parameters

The following subclauses list the optional UE features not having UE radio access capability.

6.1
CSG features

It is optional for UE to support some parts of CSG reselection features as specified in [5, B.2].

6.2
PWS features

6.2.1
ETWS

It is optional for UE to support ETWS reception as specified in [5].

6.3
Void

6.4
Void

6.5
Void

6.6
Void
6.7
Void
6.8
Void
6.9
Physical layer features
6.9.1
PDSCH transmission mode 5
It is optional for UE to support transmissionMode tm5 as specified in [5].
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