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9.7.2
STATUS transmission for acknowledged mode

The Receiver transmits status reports to the Sender in order to inform the Sender about which AMD PDUs have been received and not received. Each status report consists of one or several STATUS PDUs. The Receiver shall trigger the transmission of a status report when receiving a poll request. Additionally, the following triggers for transmission of status reports are configurable by upper layers:

1)
Detection of missing PDU(s).


If the Receiver detects one or several missing AMD PDUs it shall trigger the transmission of a status report to the Sender.

2)
Timer based status report transfer.


The Receiver triggers the transmission of a status report to the Sender periodically. The timer Timer_Status_Periodic controls the time period according to subclause 9.5 g). When "Periodical Status blocking" is configured by upper layers, the trigger shall not be active.

3)
Void

There are several functions that can prohibit the Receiver from sending a status report containing any of the SUFIs LIST, BITMAP, RLIST or ACK. Status reports containing other SUFIs are not prohibited. Upper layers control which functions should be used for each RLC entity. If any of the following functions is used the transmission of the status report shall be delayed, even if any of the triggering conditions above are fulfilled:

1)
STATUS prohibit.


The timer Timer_Status_Prohibit is started according to subclause 9.5 f). The Receiver is not allowed to transmit a status report while acknowledgement is prohibited (see subclause 9.5 f)). If a status report was triggered during this time, the status report is transmitted after the timer Timer_Status_Prohibit has expired, as described below.

2)
Void
3)
Timer_Reordering


The timer Timer_Reordering is started according to subclause 11.3.3. The receiver is not allowed to transmit a status report while the timer is running. If a status report was triggered during this time, the status report is transmitted after the timer Timer_Reordering has expired, as described below.
When a status report is triggered the Receiver shall:

-
if transmission of status reports is not prohibited by any of the functions "STATUS prohibit" or “Timer_Reordering”:

-
assemble and transmit the status report to the Sender, as specified in subclauses 11.5.2.2 and 11.5.2.3.

-
otherwise (if the status report is prohibited by at least one of the functions "STATUS prohibit"):

-
if MRW, MRW_ACK, WINDOW or POLL SUFIs are required in the status report:

-
send a status report immediately excluding ACK, LIST, BITMAP, and RLIST SUFIs;

-
if ACK, LIST, BITMAP, or RLIST SUFIs are required in the status report:

-
delay sending these SUFIs until the prohibit function terminates.

Upon expiry of the timer Timer_Status_Prohibit, the Receiver shall:

-
if at least one status report was triggered during the time the transmission of a status reports was prohibited that could not be transmitted due to prohibition; and

-
if transmission of a status reports is no longer prohibited by any of the functions "STATUS prohibit" or “Timer_Reordering”:

-
transmit one status report to the Sender, using the procedure described in subclause 11.5.2.3.
Upon expiry of the timer Timer_Reordering, the Receiver shall:

-
if at least one status report was triggered during the time the transmission of a status reports was prohibited that could not be transmitted due to prohibition; and

-
if transmission of a status reports is no longer prohibited by any of the functions "STATUS prohibit" or “Timer_Reordering”:

-
update VR(MS) to the SN of the first AMD PDU with SN >= VR(X) which has not been received;

-
transmit one status report to the Sender, using the procedure described in subclause 11.5.2.3.

-
if VR(H) > VR(MS):

-
start Timer_Reordering;

-
set VR(X) to VR(H).
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