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4
Recommended Test Case Applicability

<TEXT SKIPPED HERE>
NOTE 2:
To meet the validation requirements from certification bodies then there is a need to uniquely reference the FDD and TDD branch of common FDD and TDD test cases. The FDD and TDD branches of common FDD and TDD test cases can be referenced by amending a "FDD" or "TDD" suffix to the test case clause number. For example for AM RLC test case 7.2.3.13 the FDD and TDD branches can be identified by "7.2.3.13 FDD" and "7.2.3.13 TDD".

Table 4-1: Applicability of tests and additional information for testing

	Clause
	TC Title
	Release
	Applicability
	
	Additional Information
	
	
	

	
	
	
	Condition
	Comment
	Specific ICS
	Specific IXIT
	Number of TC Executions
	Release other RAT

	<Skipped Items>
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	8.3.3.5
	Measurement configuration control and reporting / SON / ANR / CGI reporting of 1xRTT cell
	Rel-8
	C45
	UEs supporting E-UTRA and 1xRTT and Feature Group Indicator 5 and Feature Group Indicator 19 and Feature Group Indicator 24
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.3.4.1
	Intra-frequency SI acquisition / CSG cell and non-CSG cell
	Rel-9
	C80
	UEs supporting E-UTRA and allowed CSG list
	pc_eFDD
	
	Note 3
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.3.4.2
	Inter-frequency SI acquisition / Non-member hybrid cell
	Rel-9
	C118
	UEs supporting E-UTRA and allowed CSG list and Feature Group Indicator 25
	pc_eFDD
	
	Note 3
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.3.4.3
	Inter-frequency SI acquisition / Member hybrid cell
	Rel-9
	C118
	UEs supporting E-UTRA and allowed CSG list and Feature Group Indicator 25
	pc_eFDD
	
	Note 3
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.3.4.4
	Inter-RAT SI acquisition / RRC_CONNECTED / UMTS member CSG cell
	Rel-9
	C119
	UEs supporting E-UTRA and UTRA and allowed CSG list and Feature Group Indicator 22
	pc_eFDD
	
	Note 3
	Rel-8 UTRA FDD

	
	
	
	
	
	pc_eTDD
	
	
	

	8.3.4.5
	Inter-frequency E-UTRAN FDD – FDD / CSG Proximity Indication
	Rel-9
	CXYZ
	UEs supporting FDD E-UTRA and  Inter Frequency Proximity Indication
	pc_eFDD
	
	
	

	8.4.1.2
	Inter-RAT handover / From E-UTRA to UTRA PS / Data
	Rel-8
	C36
	UEs supporting E-UTRA and UTRA and Feature Group Indicator 8 and Feature Group Indicator 22
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9 UTRA TDD

	8.4.1.4
	Inter-RAT handover / From E-UTRA to UTRA HSPA / Data
	Rel-8
	C36
	UEs supporting E-UTRA and UTRA and Feature Group Indicator 8 and Feature Group Indicator 22
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9 UTRA TDD

	8.4.1.5
	Inter-RAT Handover / from E-UTRA to UTRA(HSUPA/HSDPA) / Data
	Rel-8
	C117
	UEs supporting E-UTRA and UTRA and HS-PDSCH and E-DPDCH  and Feature Group Indicator 8 and Feature Group Indicator 22
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9 UTRA TDD

	<SKIPPED ITEMS>
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	


Table 4-1a: Applicability of tests Conditions

	C01
IF A.4.1-1/6 THEN R ELSE N/A

	C02
IF A.4.4-2/2 THEN R ELSE N/A

	<ROWS SKIPPED HERE>

	C161
IF A.4.1-1/6 AND A.4.5-1/27 AND A.4.4-1/33 AND A.4.4-1/71 AND [45] A.12/34 THEN R ELSE N/A

	C162
IF (A.4.1-1/1 OR A.4.1-1/2) AND (A.4.3.3.3-1/1 OR A.4.3.3.3-1/2 OR A.4.3.3.3-1/3) AND (A.4.3.3.3-2/1 OR A.4.3.3.3-2/2 OR A.4.3.3.3-2/3) THEN R ELSE N/A

	C163
IF A.4.1-1/7 AND A.4.4-1/29 AND A.4.4-1/62 THEN R ELSE N/A

	C164
IF A.4.4-1/72 THEN R ELSE N/A

	C165
IF (A.4.1-1/3) AND (A.4.4-1/62) THEN R ELSE N/A

	C166
IF A.4.5-1/14 THEN R ELSE N/A

	C167
IF A.4.5-1/14 AND A.4.5-1/25 THEN R ELSE N/A

	C168
IF A.4.1-1/6 AND A.4.5-1/15 THEN R ELSE N/A

	CXYZ 
IF A.4.1-1/1 AND A.4.4-1/76 THEN R ELSE N/A


Table 4-1b: Number of TC Executions - Notes

	Note 1:
The TC contains multi-RAT branches not all mandatory in the scope of the TC. The E-UTRA/EPC branch will be executed always; the TC will go through any other RAT branch depending on the UE capability. Execution only of the E-UTRA/EPC branch regardless of the UE capabilities can also be imposed by setting the IXIT px_RATComb_Tested= EUTRA_only. For Ues supporting both UTRA AND GERAN the TC should be executed once only for the E-UTRA/EPC AND UTRA combination by setting the px_RATComb_Tested= EUTRA_UTRA.

	Note 2:
The TC contains multi-RAT branches mandatory in the scope of the TC. The TC shall be executed once per supported by the UE RAT combination i.e. once if the UE supports E-UTRA/EPC AND UTRA, or, once if the UE supports E-UTRA/EPC AND GERAN. For Ues supporting both UTRA AND GERAN the TC should be executed once only for the E-UTRA/EPC AND UTRA combination by setting the px_RATComb_Tested= EUTRA_UTRA.

	Note 3:
This TC can optionally be executed with a Rel-8 UE.

	Note 4:
The two TCs verify the same core spec requirment(s) however in a different cell configuration to address different NWK deployments i.e. with different cells operating on multiple (different) or single (the same) frequency. It is recommended that the multi frequency test should be run by default. For exceptions to this recommendation depending on the band of operation see TS 36.523-3 section 11.


Annex A (normative):
ICS proforma for E-UTRA/EPC Generation User Equipment

<TEXT SKIPPED HERE>
A.4.4
Additional information

Table A.4.4-1: Additional information

	Item
	Additional information
	Ref.
	Release
	Mnemonic
	Comments

	1
	Support of USIM removal without power down
	
	Rel-8
	pc_USIM_Removal
	

	
	<ITEMS SKIPPED HERE>
	
	
	
	

	71
	Support of ESM Notification procedure
	24.301,
6.6.2
	Rel-9
	pc_ESM_Notification
	

	72
	Support of sending concatenated multiple Short Message over SGs
	23.272, 8.2.3a
	Rel-9
	pc_SMS_SGs_Multi_MO
	

	73
	Support TAU in connected mode
	23.221, 7.2a
	Rel-8
	pc_TAU_connected
	Applicable when configured to pc_voice_PS_1_CS_2 and pc_attach

	74
	Support TAU in idle mode
	23.221, 7.2a
	Rel-8
	pc_TAU_idle
	

	75
	Support of Intra Frequency Proximity Indication
	36.306, clause 4.3.10.1
	Rel-9
	pc_IntraFreq_ProximityIndication
	

	76
	Support of Inter Frequency Proximity Indication
	36.306, clause 4.3.10.2
	Rel-9
	pc_InterFreq_ProximityIndication
	

	77
	Support of UTRAN Proximity Indication
	36.306, clause 4.3.10.3
	Rel-9
	pc_UTRAN_ProximityIndication
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