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	Reason for change:
(

	The following issues have been found in the tests and corrected in the RAN 4 specification in R4-132919 and R4-132920. These changes also need to be made in the RAN 5 specification.
1. The Io levels of PRS symbols for Cell 1 in T3 and Cell 2 in T2 are incorrectly defined as “N/A” in the tables for the Delay test cases.
2. Es/Noc is missing from the tables for the Delay test cases,
3. The note indexes are incorrectly defined in various tables.
4. Io levels are not noted as derived values in various tables.
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and RSRP are missing from tables for RSTD accuracy test cases.
6. In the Delay test cases, the CRS power levels of the serving cell are set to the same as PRS power levels. For example, the noise level is set to -98 dBm and the CRS powers are around -102 dBm, giving an SNR of -4dB, which is not high enough for keeping reliable connection during tests when using ETU30 fading.

7. Some values have unnecessarily high resolution of three decimal places.

8. One formatting error exists. 

	
	· 

	Summary of change:
(

	1. Io levels of PRS symbols for Cell 1 in T3 and Cell 2 in T2 set to correct values.

2. Es/Noc added into the tables.

3. Notes corrected in many places.

4. Io levels noted as derived values.
5, PRS 
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and RSRP added into the tables.

6. 
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adjusted to +2dB for the serving cell in all RSTD reporting delay test cases, and also other associated parameters, such as PRS_RA adjusted according to the change of the 
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.
7. Values reduced to two decimal places.

8. Formatting corrected.

	
	· 

	Consequences if 
(

not approved:
	All changes: RSTD test parameters will not be correct and test cases will not be able to be implemented.

	
	

	Clauses affected:
(
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	Other comments:
(

	Some values for CA tests are still under discussion in RAN 4 and are marked [FFS].
This is the result of one change of R5-131164


9.1.1.5
Test requirement

Table 9.1.1.5-1 and 9.1.1.5-2 define the primary level settings including test tolerances for the test.

Table 9.1.1.5-1: Cell-specific test parameters for E-UTRAN FDD intra-frequency RSTD measurement reporting delay under fading propagation conditions during T1

	Parameter
	Unit
	Cell 1
	Cell 2
	Cell 3

	E-UTRA RF Channel Number
	
	1
	1
	1

	OCNG patterns defined in TS 36.521-3 [25] clause D.1.1
	
	OP.5 FDD
	N/A
	N/A

	PBCH_RA
	dB
	0
	N/A
	N/A

	PBCH_RB
	
	
	
	

	PSS_RA
	
	
	
	

	SSS_RA
	
	
	
	

	PCFICH_RB
	
	
	
	

	PHICH_RA
	
	
	
	

	PHICH_RB
	
	
	
	

	PDCCH_RA
	
	
	
	

	PDCCH_RB
	
	
	
	

	OCNG_RA Note 1
	
	
	
	

	OCNG_RB Note 1 
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	dBm/

15 kHz
	-95

	PRS 
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	dB
	-Infinity
	-Infinity
	-Infinity

	Io Note 4
	dBm/

9 MHz
	-64.21
	N/A
	N/A
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	dB
	0
	-Infinity
	-Infinity

	Propagation Condition 
	
	ETU30

	Note 1:
OCNG shall be used such that active cell (Cell 1) is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
The resources for uplink transmission are assigned to the UE prior to the start of time period T2.

Note 3:
Interference from other cells and noise sources not specified in the test are assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.
Note 4: 
Io levels have been derived from other parameters and are given for information purpose. These are not settable test parameters.


Table 9.1.1.5-2: Cell-specific test parameters for E-UTRAN FDD intra-frequency RSTD measurement reporting delay under fading propagation conditions during T2 and T3

	Parameter
	Unit
	Cell 1
	Cell 2
	Cell 3

	
	
	T2
	T3
	T2
	T3
	T2
	T3

	E-UTRA RF Channel Number
	
	1
	1
	1

	OCNG patterns defined in TS 36.521-3 [25] clause D.1.1
	
	OP.5 FDD
	OP.6 FDD
	OP.6 FDD
	N/A

	PBCH_RA
	dB
	0
	0
	0
	N/A

	PBCH_RB
	
	
	
	
	

	PSS_RA
	
	
	
	
	

	SSS_RA
	
	
	
	
	

	PCFICH_RB
	
	
	
	
	

	PHICH_RA
	
	
	
	
	

	PHICH_RB
	
	
	
	
	

	PDCCH_RA
	
	
	
	
	

	PDCCH_RB
	
	
	
	
	

	OCNG_RA Note 1
	
	
	
	
	

	OCNG_RB Note 1 
	
	
	
	
	

	PRS_RA
	dB
	-6
	N/A
	N/A
	0
	0
	N/A
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 Note 3
	dBm/

15 kHz
	-98
	-95
	-98
	-95
	-98
	-95

	PRS 
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	dB
	-4 + TT
	-Infinity
	-Infinity
	-10 + TT
	-10 + TT
	-Infinity

	PRS 
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 Note 4
	dB
	-4.41 + TT
	-Infinity
	-Infinity
	-10 + TT
	-11.46 + TT
	-Infinity

	Io Note 4
	dBm/

9 MHz
	-69.87
	-67.15
	-69.87
	-67.15
	-69.87
	N/A

	PRP Note 4
	dBm/

15 kHz
	-102 + TT
	-Infinity
	-Infinity
	-105 + TT
	-108 + TT
	-Infinity

	RSRP Note 4
	dBm/ 15 kHz
	-96 + TT
	-93 + TT
	-105 + TT
	-105 + TT
	-108 + TT
	-Infinity 
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 Note 4
	dB
	2
	2
	-7
	-10
	-10
	-Infinity

	Propagation Condition
	
	ETU30

	Note 1:
OCNG shall be used such that active cells (all, except Cell 3 in T3) are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols other than those in the subframes with transmitted PRS. There is no PDSCH allocated in the subframes with transmitted PRS.

Note 2:
The resources for uplink transmission are assigned to the UE prior to the start of time period T2.

Note 3:
Interference from other cells and noise sources not specified in the test are assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 4:
If PRS_RA is not “N/A”,
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, Io, RSRP and PRP levels have been derived from other parameters and are given for information purpose. If PRS_RA is “N/A”, Io and RSRP levels have been derived from other parameters and are given for information purpose. These are not settable test parameters. Interference conditions shall be applied to all PRS symbols of DL positioning subframes.


The response time including test tolerance is [10.3] s. The response time is equal to the LPP responseTime IE value plus the test tolerance. The LPP responseTime IE value is derived from the RSTD reporting delay plus (T, where (T = 150 ms, giving a value of 9430 ms. This is rounded up to the next allowed LPP value of 10 seconds. The RSTD measurement reporting delay in the test is derived from the following expression, 
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, where 
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=8 and 
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=16 are the parameters specified in clause 9.1.1.3and Table 9.1.1.3‑1. This gives the total RSTD reporting delay of 9280 ms for the 15 neighbour cells including Cell 2 and Cell 3 with respect to the reference cell, Cell 1.
The test tolerances are defined in clauses C.1.3 and C4.

The rate of successful tests during repeated tests shall be at least 90% with a confidence level of 95%.

NEXT CHANGED SECTION
9.1.2.5
Test requirement

Table 9.1.2.5-1 and 9.1.2.5-2 define the primary level settings including test tolerances for the test.

Table 9.1.2.5-1: Cell-specific test parameters for E-UTRAN TDD intra-frequency RSTD measurement reporting delay under fading propagation conditions during T1

	Parameter
	Unit
	Cell 1
	Cell 2
	Cell 3

	E-UTRA RF Channel Number
	
	1
	1
	1

	OCNG patterns defined in TS 36.521-3 [25] clause D.1.2
	
	OP.1 TDD
	N/A
	N/A

	PBCH_RA 
	dB
	0
	N/A
	N/A

	PBCH_RB 
	
	
	
	

	PSS_RA 
	
	
	
	

	SSS_RA 
	
	
	
	

	PCFICH_RB
	
	
	
	

	PHICH_RA
	
	
	
	

	PHICH_RB
	
	
	
	

	PDCCH_RA
	
	
	
	

	PDCCH_RB
	
	
	
	

	OCNG_RA Note 1
	
	
	
	

	OCNG_RB Note 1 
	
	
	
	

	PRS_RA
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 Note 3
	dBm/

15 kHz
	-95

	PRS 
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	dB
	-Infinity
	-Infinity
	-Infinity

	Io Note 4
	dBm/

9 MHz
	-64.21
	N/A
	N/A
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	dB
	0
	-Infinity
	-Infinity

	Propagation Condition 
	
	ETU30

	Note 1:
OCNG shall be used such that active cell (Cell 1) is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
The resources for uplink transmission are assigned to the UE prior to the start of time period T2.

Note 3:
Interference from other cells and noise sources not specified in the test are assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.
Note 4: 
Io levels have been derived from other parameters and are given for information purpose. These are not settable test parameters.


Table 9.1.2.5-2: Cell-specific test parameters for E-UTRAN TDD intra-frequency RSTD measurement reporting delay under fading propagation conditions

	Parameter
	Unit
	Cell 1
	Cell 2
	Cell 3

	
	
	T2
	T3
	T2
	T3
	T2
	T3

	E-UTRA RF Channel Number
	
	1
	1
	1

	OCNG patterns defined in TS 36.521-3 [25] clause D.2.1
	
	OP.1 TDD
	OP.2 TDD
	OP.2 TDD
	N/A

	PBCH_RA 
	dB
	0
	0
	0
	N/A

	PBCH_RB 
	
	
	
	
	

	PSS_RA 
	
	
	
	
	

	SSS_RA 
	
	
	
	
	

	PCFICH_RB
	
	
	
	
	

	PHICH_RA
	
	
	
	
	

	PHICH_RB
	
	
	
	
	

	PDCCH_RA
	
	
	
	
	

	PDCCH_RB
	
	
	
	
	

	OCNG_RA Note 1
	
	
	
	
	

	OCNG_RB Note 1 
	
	
	
	
	

	PRS_RA
	dB
	-6
	N/A
	N/A
	0
	0
	N/A

	
[image: image26.wmf]oc

N

 Note 3
	dBm/

15 kHz
	-98
	-95
	-98
	-95
	-98
	-95

	PRS 
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	dB
	-4 + TT
	-Infinity
	-Infinity
	-10 + TT
	-10 + TT
	-Infinity

	PRS 
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 Note 4
	dB
	-4.41 + TT
	-Infinity
	-Infinity
	-10 + TT
	-11.46 + TT
	-Infinity

	Io Note 4
	dBm/

9 MHz
	-69.87
	-67.15
	-69.87
	-67.15
	-69.87
	N/A

	PRP Note 4
	dBm/

15 kHz
	-102 + TT
	-Infinity
	-Infinity
	-105 + TT
	-108 + TT
	-Infinity

	RSRP Note 4
	dBm/

15 kHz
	-96 + TT
	-93 + TT
	-105 + TT
	-105 + TT
	-108 + TT
	-Infinity 
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 Note 4
	dB
	2
	2
	-7
	-10
	-10
	-Infinity

	Propagation Condition 
	
	ETU30

	Note 1:
OCNG shall be used such that active cells (all, except Cell 3 in T3) are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols other than those in the subframes with transmitted PRS. There is no PDSCH allocated in the subframes with transmitted PRS.

Note 2:
The resources for uplink transmission are assigned to the UE prior to the start of time period T2.

Note 3:
Interference from other cells and noise sources not specified in the test are assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 4:
If PRS_RA is not “N/A”,
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, Io, RSRP and PRP levels have been derived from other parameters and are given for information purpose. If PRS_RA is “N/A”, Io and RSRP levels have been derived from other parameters and are given for information purpose. These are not settable test parameters. Interference conditions shall be applied to all PRS symbols of DL positioning subframes.


The response time including test tolerance is [10.3] s. The response time is equal to the LPP responseTime IE value plus the test tolerance. The LPP responseTime IE value is derived from the RSTD reporting delay plus (T, where (T = 150 ms, giving a value of 9430 ms. This is rounded up to the next allowed LPP value of 10 seconds. The RSTD measurement reporting delay in the test is derived from the following expression, 
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, where 
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=16 are the parameters specified in clause 9.2.1.3and Table 9.2.1.3‑1. This gives the total RSTD reporting delay of 9280 ms for the 15 neighbour cells including Cell 2 and Cell 3 with respect to the reference cell, Cell 1.
The test tolerances are defined in clauses C.1.3 and C4.

The rate of successful tests during repeated tests shall be at least 90% with a confidence level of 95%.

NEXT CHANGED SECTION
9.1.3.5
Test requirement

Table 9.1.3.5-1 defines the primary level settings including test tolerances for all tests.

Each RSTD FDD intra-frequency accuracy test shall meet the reported values in Table 9.1.3.5-2.

Table 9.1.3.5-1: Cell Specific Test Parameters for intra frequency RSTD Tests for E-UTRAN FDD
	Parameter
	Unit
	Test1
	Test2
	Test3
	Test4

	
	
	Cell1
	Cell2
	Cell1
	Cell2
	Cell1
	Cell2
	Cell1
	Cell2

	E-UTRA RF Channel Number
	
	1

	PBCH_RA
	dB
	0
	0
	0
	0
	0
	0
	0
	0

	PBCH_RB
	
	
	
	
	
	
	
	
	

	PSS_RA
	
	
	
	
	
	
	
	
	

	SSS_RA
	
	
	
	
	
	
	
	
	

	PCFICH_RB
	
	
	
	
	
	
	
	
	

	PHICH_RA
	
	
	
	
	
	
	
	
	

	PHICH_RB
	
	
	
	
	
	
	
	
	

	PDCCH_RA
	
	
	
	
	
	
	
	
	

	PDCCH_RB
	
	
	
	
	
	
	
	
	

	OCNG_RANote 1
	
	
	
	
	
	
	
	
	

	OCNG_RBNote 1 
	
	
	
	
	
	
	
	
	

	PRS_RA
	dB
	0
	0
	-3
	0
	0
	0
	-3
	0
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Note 2
	dBm/15 kHz
	-98 
	-98
	-98
	-98
	-98 
	-98
	-98
	-98

	PRS 
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	dB
	-2.37
	-8.02
	-6
	-13
	-2.37
	-8.02
	-6
	-13

	PRS 
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 Note 3
	dB
	-3 + TT
	-10 + TT
	-6 + TT
	-13 + TT
	-3 + TT
	-10 + TT
	-6 + TT
	-13 + TT

	Io Note 3
	dBm/1.08 MHz
	-78.92
	-78.92
	-79.21
	-79.21
	N/A
	N/A
	N/A
	N/A

	
	dBm/9 MHz
	N/A
	N/A
	N/A
	N/A
	-69.72
	-69.72
	-70
	-70

	PRP Note 3
	dBm/15kHz
	-100.37 + TT
	-106.02 + TT
	-104 + TT
	-111 + TT
	-100.37 + TT
	-106.02 + TT
	-104 + TT
	-111 + TT

	
[image: image39.wmf]oc

N

/

E

ˆ

s

 Note 3
	dB
	-2.37
	-8.02
	-3
	-13
	-2.37
	-8.02
	-3
	-13

	RSRP Note 3
	dBm/15kHz
	-100.37
	-106.02
	-101
	-111
	-100.37
	-106.02
	-101
	-111

	Propagation condition
	
	AWGN

	Note 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols (other than those in the PRS subframes). There is no PDSCH allocated in the subframe transmitting PRS.

Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 3:
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, Io, RSRP and PRP levels have been derived from other parameters for information purposes. They are not settable parameters themselves. Io values are derived in the case that there is no PBCH, PSS or SSS in the OFDM symbols carrying PRS.


Table 9.1.3.5-2: RSTD FDD intra-frequency accuracy requirements for the reported values

	
	Test 1
	Test 2
	Test 3
	Test 4

	Lowest reported value 
	RSTD_6432+TT
	RSTD_6340+TT
	RSTD_6350+TT
	RSTD_6258+TT

	Highest reported value 
	RSTD_6462+TT
	RSTD_6370+TT
	RSTD_6360+TT
	RSTD_6268+TT


For the overall test to pass, the ratio of successful reported values in each sub-test shall be more than 90% with a confidence level of 95%. In the case that 1.4MHz channel bandwidth is not defined for the operating band under test then Test 1 and Test 2 shall be omitted.
NEXT CHANGED SECTION
9.1.4.5
Test requirement

Table 9.1.4.5-1 defines the primary level settings including test tolerances for all tests.

Each RSTD TDD intra-frequency accuracy test shall meet the reported values in Table 9.1.4.5-2.

Table 9.1.4.5-1: Cell Specific Test Parameters for intra frequency RSTD Tests for E-UTRAN TDD
	Parameter
	Unit
	Test1
	Test2
	Test3
	Test4

	
	
	Cell1
	Cell2
	Cell1
	Cell2
	Cell1
	Cell2
	Cell1
	Cell2

	E-UTRA RF Channel Number
	
	1

	PBCH_RA
	dB
	0
	0
	0
	0
	0
	0
	0
	0

	PBCH_RB
	
	
	
	
	
	
	
	
	

	PSS_RA
	
	
	
	
	
	
	
	
	

	SSS_RA
	
	
	
	
	
	
	
	
	

	PCFICH_RB
	
	
	
	
	
	
	
	
	

	PHICH_RA
	
	
	
	
	
	
	
	
	

	PHICH_RB
	
	
	
	
	
	
	
	
	

	PDCCH_RA
	
	
	
	
	
	
	
	
	

	PDCCH_RB
	
	
	
	
	
	
	
	
	

	OCNG_RANote 1
	
	
	
	
	
	
	
	
	

	OCNG_RBNote 1 
	
	
	
	
	
	
	
	
	

	PRS_RA
	dB
	0
	0
	-3
	0
	0
	0
	-3
	0
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	PRS 
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	dB
	-2.37
	-8.02
	-6
	-13
	-2.37
	-8.02
	-6
	-13

	PRS 
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 Note3
	dB
	-3 + TT
	-10 + TT
	-6 + TT
	-13 + TT
	-3 + TT
	-10 + TT
	-6 + TT
	-13 + TT

	Io Note 3
	dBm/1.08 MHz
	-78.92
	-78.92
	-79.21
	-79.21
	N/A
	N/A
	N/A
	N/A

	
	dBm/9 MHz
	N/A
	N/A
	N/A
	N/A
	-69.72
	-69.72
	-70
	-70

	PRP Note 3
	dBm/15kHz
	-100.37 + TT
	-106.02 + TT
	-104 + TT
	-111 + TT
	-100.37 + TT
	-106.02 + TT
	-104 + TT
	-111 + TT
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 Note 3
	dB
	-2.37
	-8.02
	-3
	-13
	-2.37
	-8.02
	-3
	-13

	RSRP Note 3
	dBm/15kHz
	-100.37
	-106.02
	-101
	-111
	-100.37
	-106.02
	-101
	-111

	Propagation condition
	
	AWGN

	Note 1: OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols (other than those in the PRS subframes). There is no PDSCH allocated in the subframe transmitting PRS.

Note 2: Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 3: 
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, Io, RSRP and PRP levels have been derived from other parameters for information purposes. They are not settable parameters themselves. Io values are derived in the case that there is no PBCH, PSS or SSS in the OFDM symbols carrying PRS.


Table 9.1.4.5-2: RSTD TDD intra-frequency accuracy requirements for the reported values

	
	Test 1
	Test 2
	Test 3
	Test 4

	Lowest reported value 
	RSTD_6432+TT
	RSTD_6340+TT
	RSTD_6350+TT
	RSTD_6258+TT

	Highest reported value 
	RSTD_6462+TT
	RSTD_6370+TT
	RSTD_6360+TT
	RSTD_6268+TT


For the overall test to pass, the ratio of successful reported values in each sub-test shall be more than 90% with a confidence level of 95%. In the case that 1.4MHz channel bandwidth is not defined for the operating band under test then Test 1 and Test 2 shall be omitted.
NEXT CHANGED SECTION
9.2.5.5
Test requirement

Table 9.2.5.5-1 defines the primary level settings including test tolerances for all tests.

The TDD RSTD inter frequency measurement accuracy shall meet the Table 9.2.5.5-2.
Table 9.2.5.5-1: Cell Specific Test Parameters for inter frequency RSTD Tests for E-UTRAN TDD
	Parameter
	Unit
	Test1
	Test2

	
	
	Cell1
	Cell2
	Cell1
	Cell2

	E-UTRA RF Channel Number
	
	1
	2
	1
	2

	Gap pattern ID
	
	0
	N/A
	0
	N/A

	Gapoffset
	
	15
	N/A
	14
	N/A

	PRS configuration Index 
[image: image50.wmf]PRS
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	5
	15
	5
	15

	PRS subframe offset
	
	N/A
	10
	N/A
	10

	PBCH_RA
	dB
	0

	PBCH_RB
	
	

	PSS_RA
	
	

	SSS_RA
	
	

	PCFICH_RB
	
	

	PHICH_RA
	
	

	PHICH_RB
	
	

	PDCCH_RA
	
	

	PDCCH_RB
	
	

	OCNG_RANote1
	
	

	OCNG_RBNote1 
	
	

	PRS_RA
	dB
	-3
	0
	-3
	0
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Note 2
	dBm/15 kHz
	-98

	PRS 
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	dB
	-6
	-13
	-6
	-13

	PRS 
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 Note3
	dB
	-6+TT
	-13+TT
	-6+TT
	-13+TT

	Io Note 3
	dBm/1.08 MHz
	-79.25
	-79.39
	N/A
	N/A

	
	dBm/9 MHz
	N/A
	N/A
	-70.04
	-70.18

	PRP Note 3
	dBm/15kHz
	-104+TT
	-111+TT
	-104+TT
	-111+TT
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 Note 3
	dB
	-3
	-13
	-3
	-13

	RSRP Note 3
	dBm/15kHz
	-101
	-111
	-101
	-111

	Propagation condition
	
	AWGN

	Note 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols (other than those in the PRS subframes). There is no PDSCH allocated in the subframe transmitting PRS.

Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 3:
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, Io, RSRP and PRP levels have been derived from other parameters for information purposes. They are not settable parameters themselves. Io values are derived in the case that there is no PBCH, PSS or SSS in the OFDM symbols carrying PRS.


Table 9.2.5.5-2: RSTD TDD inter-frequency accuracy requirements for the reported values

	
	Test 1
	Test 2

	Lowest reported value 
	[TBD]
	[TBD]

	Highest reported value 
	[TBD]
	[TBD]


For the overall test to pass, the ratio of successful reported values in each sub-test shall be more than 90% with a confidence level of 95%. In the case that 1.4MHz channel bandwidth is not defined for the operating band under test then Test 1 shall be omitted.
NEXT CHANGED SECTION
10.1.5
Test requirement

Table 10.1.5-1 and 10.1.5-2 define the primary level settings including test tolerances for the tests.

Table 10.1.5-1: Cell-specific test parameters for E-UTRAN FDD RSTD measurement reporting delay under fading propagation conditions during T1 for Carrier Aggregation
	Parameter
	Unit
	Cell 1
	Cell 2
	Cell 3

	E-UTRA RF Channel Number
	
	1
	N/A
	N/A

	OCNG patterns defined in TS 36.521-3 [25] clause D.1.1
	
	OP.5 FDD
	N/A
	N/A

	PBCH_RA
	dB
	0
	N/A
	N/A

	PBCH_RB
	
	
	
	

	PSS_RA
	
	
	
	

	SSS_RA
	
	
	
	

	PCFICH_RB
	
	
	
	

	PHICH_RA
	
	
	
	

	PHICH_RB
	
	
	
	

	PDCCH_RA
	
	
	
	

	PDCCH_RB
	
	
	
	

	OCNG_RA Note 1
	
	
	
	

	OCNG_RB Note 1
	
	
	
	

	PRS_RA
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 Note 3
	dBm/

15 kHz
	-95
	N/A
	N/A

	PRS 
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	dB
	-Infinity
	-Infinity
	-Infinity

	Io Note 4
	dBm/

9 MHz
	-64.21
	N/A
	N/A
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	dB
	0
	-Infinity
	-Infinity

	Propagation Condition 
	
	ETU30

	Note 1:
OCNG shall be used such that active cell (Cell 1) is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
The resources for uplink transmission are assigned to the UE prior to the start of time period T2.

Note 3:
Interference from other cells and noise sources not specified in the test are assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.
Note 4: 
Io levels have been derived from other parameters and are given for information purpose. These are not settable test parameters.


Table 10.1.5-2: Cell-specific test parameters for E-UTRAN FDD RSTD measurement reporting delay under fading propagation conditions during T2 and T3 for Carrier Aggregation
	Parameter
	Unit
	Cell 1
	Cell 2
	Cell 3

	
	
	T2
	T3
	T2
	T3
	T2
	T3

	E-UTRA RF Channel Number
	
	1
	2
	2

	OCNG patterns defined in TS 36.521-3 [25] clause D.1.1
	
	OP.5 FDD
	OP.6 FDD
	OP.6 FDD
	N/A

	PBCH_RA
	dB
	0
	0
	0
	N/A

	PBCH_RB
	
	
	
	
	

	PSS_RA
	
	
	
	
	

	SSS_RA
	
	
	
	
	

	PCFICH_RB
	
	
	
	
	

	PHICH_RA
	
	
	
	
	

	PHICH_RB
	
	
	
	
	

	PDCCH_RA
	
	
	
	
	

	PDCCH_RB
	
	
	
	
	

	OCNG_RA Note 1
	
	
	
	
	

	OCNG_RB Note 1 
	
	
	
	
	

	PRS_RA
	dB
	[FFS]
	N/A
	N/A
	0
	0
	N/A
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 Note 3
	dBm/

15 kHz
	-98
	-98
	-98
	-95
	-98
	-95

	PRS 
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	dB
	-4 + TT
	-Infinity
	-Infinity
	-10 + TT
	-11 + TT
	-Infinity

	PRS 
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 Note 4
	dB
	-4 + TT
	-Infinity
	-Infinity
	-10 + TT
	-11 + TT
	-Infinity

	Io Note 4
	dBm/

9 MHz
	-69.87
	[FFS]
	[FFS]
	-67.15
	-70.16
	N/A

	PRP Note 4
	dBm/

15 kHz
	-102 + TT
	-Infinity
	-Infinity
	-105 + TT
	-109 + TT
	-Infinity

	RSRP Note 4
	dBm/ 15 kHz
	[FFS]+ TT
	[FFS]+ TT
	-105 + TT
	-105 + TT
	-109 + TT
	-Infinity 

	
[image: image65.wmf]oc

N

/

E

ˆ

s


	dB
	[FFS]
	[FFS]
	[FFS]
	[FFS]
	[FFS]
	-Infinity 

	Propagation Condition
	
	ETU30

	Note 1:
OCNG shall be used such that active cells (all, except Cell 3 in T3) are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols other than those in the subframes with transmitted PRS. There is no PDSCH allocated in the subframes with transmitted PRS.

Note 2:
The resources for uplink transmission are assigned to the UE prior to the start of time period T2.

Note 3:
Interference from other cells and noise sources not specified in the test are assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 4:
If PRS_RA is not “N/A”,PRS 
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, Io, RSRP and PRP levels have been derived from other parameters and are given for information purpose. If PRS_RA is “N/A”, Io and RSRP levels have been derived from other parameters and are given for information purpose. These are not settable test parameters. Interference conditions shall be applied to all PRS symbols of DL positioning subframes.


The response time including test tolerance is [10.3]s for Test 1 and [20.3]s for Test 2. The response time is equal to the LPP responseTime IE value plus the test tolerance. The LPP responseTime IE value is derived from the RSTD reporting delay plus (T, where (T = 150 ms, giving a value of 9430 ms for Test 1 and 19510ms for Test 2. This is rounded up to the next allowed LPP value of 10 seconds for Test 1 and 20 seconds for Test 2.

The RSTD measurement reporting delay in the tests is derived from the following expression, 
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, where 
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=8 and 
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=16 for Test 1, and 
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=16 and 
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=16 for Test 2 are the parameters specified in clause 10.1.3.1 for Test 1 and clause 10.1.3.2 for Test 2.

This gives the total RSTD reporting delay of 9280 ms for Test 1 for the 15 neighbour cells including Cell 3 with respect to the reference cell, Cell 2.

This gives the total RSTD reporting delay of 19360 ms for Test 2 for the 15 neighbour cells including Cell 1 and Cell 3 with respect to the reference cell, Cell 2.

The test tolerances are defined in clauses C.1.3 and C.4.

For the overall test to pass, the rate of successful tests during repeated tests in both Test 1 and Test 2 shall be more than 90% with a confidence level of 95%.

NEXT CHANGED SECTION
10.2.5
Test requirement

Table 10.2.5-1 and 10.2.5-2 define the primary level settings including test tolerances for the test.

Table 10.2.5-1: Cell-specific test parameters for E-UTRAN TDD RSTD measurement reporting delay under fading propagation conditions during T1 for Carrier Aggregation

	Parameter
	Unit
	Cell 1
	Cell 2
	Cell 3

	E-UTRA RF Channel Number
	
	1
	N/A
	N/A

	OCNG patterns defined in TS 36.521-3 [25] clause D.1.2
	
	OP.1 TDD
	N/A
	N/A

	PBCH_RA
	dB
	0
	N/A
	N/A

	PBCH_RB
	
	
	
	

	PSS_RA
	
	
	
	

	SSS_RA
	
	
	
	

	PCFICH_RB
	
	
	
	

	PHICH_RA
	
	
	
	

	PHICH_RB
	
	
	
	

	PDCCH_RA
	
	
	
	

	PDCCH_RB
	
	
	
	

	OCNG_RA Note 1
	
	
	
	

	OCNG_RB Note 1
	
	
	
	

	PRS_RA
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 Note 3
	dBm/

15 kHz
	-95
	N/A
	N/A

	PRS 
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	dB
	-Infinity
	-Infinity
	-Infinity

	Io Note 4
	dBm/

9 MHz
	-64.21
	N/A
	N/A
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	dB
	0
	-Infinity
	-Infinity

	Propagation Condition 
	
	ETU30

	Note 1:
OCNG shall be used such that active cell (Cell 1) is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
The resources for uplink transmission are assigned to the UE prior to the start of time period T2.

Note 3:
Interference from other cells and noise sources not specified in the test are assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.
Note 4: 
Io levels have been derived from other parameters and are given for information purpose. These are not settable test parameters.


Table 10.2.5-2: Cell-specific test parameters for E-UTRAN TDD RSTD measurement reporting delay under fading propagation conditions during T2 and T3 for Carrier Aggregation

	Parameter
	Unit
	Cell 1
	Cell 2
	Cell 3

	
	
	T2
	T3
	T2
	T3
	T2
	T3

	E-UTRA RF Channel Number
	
	1
	2
	2

	OCNG patterns defined in TS 36.521-3 [25] clause D.1.2
	
	OP.1 TDD
	OP.2 TDD
	OP.2 TDD
	N/A

	PBCH_RA
	dB
	0
	0
	0
	N/A

	PBCH_RB
	
	
	
	
	

	PSS_RA
	
	
	
	
	

	SSS_RA
	
	
	
	
	

	PCFICH_RB
	
	
	
	
	

	PHICH_RA
	
	
	
	
	

	PHICH_RB
	
	
	
	
	

	PDCCH_RA
	
	
	
	
	

	PDCCH_RB
	
	
	
	
	

	OCNG_RA Note 1
	
	
	
	
	

	OCNG_RB Note 1 
	
	
	
	
	

	PRS_RA
	dB
	[FFS]
	N/A
	N/A
	0
	0
	N/A
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 Note 3
	dBm/

15 kHz
	-98
	-98
	-98
	-95
	-98
	-95

	PRS 
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	dB
	-4 + TT
	-Infinity
	-Infinity
	-10 + TT
	-11 + TT
	-Infinity

	PRS 
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 Note 4
	dB
	-4 + TT
	-Infinity
	-Infinity
	-10 + TT
	-11 + TT
	-Infinity

	Io Note 4
	dBm/

9 MHz
	-69.87
	-[FFS]
	-[FFS]
	-67.15
	-70.16
	N/A

	PRP Note 4
	dBm/

15 kHz
	-102 + TT
	-Infinity
	-Infinity
	-105 + TT
	-109 + TT
	-Infinity

	RSRP Note 4
	dBm/ 15 kHz
	-[FFS] + TT
	-[FFS] + TT
	-105 + TT
	-105 + TT
	-109 + TT
	-Infinity 
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	dB
	[FFS]
	[FFS]
	[FFS]
	[FFS]
	[FFS]
	-Infinity 

	Propagation Condition
	
	ETU30

	Note 1:
OCNG shall be used such that active cells (all, except Cell 3 in T3) are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols other than those in the subframes with transmitted PRS. There is no PDSCH allocated in the subframes with transmitted PRS.

Note 2:
The resources for uplink transmission are assigned to the UE prior to the start of time period T2.

Note 3:
Interference from other cells and noise sources not specified in the test are assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 4:
If PRS_RA is not “N/A”,
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, Io, RSRP and PRP levels have been derived from other parameters and are given for information purpose. If PRS_RA is “N/A”, Io and RSRP levels have been derived from other parameters and are given for information purpose. These are not settable test parameters. Interference conditions shall be applied to all PRS symbols of DL positioning subframes.


The response time including test tolerance is [10.3]s for Test 1 and [20.3]s for Test 2. The response time is equal to the LPP responseTime IE value plus the test tolerance. The LPP responseTime IE value is derived from the RSTD reporting delay plus (T, where (T = 150 ms, giving a value of 9430 ms for Test 1 and 19510ms for Test 2. This is rounded up to the next allowed LPP value of 10 seconds for Test 1 and 20 seconds for Test 2. 

The RSTD measurement reporting delay in the tests is derived from the following expression, 
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=8 and 
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=16 for Test 1, and 
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=16 for Test 2 are the parameters specified in clause 10.2.3.1 for Test 1 and clause 10.2.3.2 for Test 2.

This gives the total RSTD reporting delay of 9280 ms for Test 1 for the 15 neighbour cells including Cell 3 with respect to the reference cell, Cell 2.

This gives the total RSTD reporting delay of 19360 ms for Test 2 for the 15 neighbour cells including Cell 1 and Cell 3 with respect to the reference cell, Cell 2.

The test tolerances are defined in clauses C.1.3 and C.4.

For the overall test to pass, the rate of successful tests during repeated tests in both Test 1 and Test 2 shall be more than 90% with a confidence level of 95%.
NEXT CHANGED SECTION
10.3.5
Test requirement

Table 10.3.5-1 defines the primary level settings including test tolerances for the test.

The FDD RSTD accuracy test shall meet the reported values in Table 10.3.5-2.

Table 10.3.5-1: Cell Specific Test Parameters for RSTD Test for E-UTRAN FDD for Carrier Aggregation
	Parameter
	Unit
	Cell 1
	Cell 2
	Cell 3

	E-UTRA RF Channel Number
	
	1
	2
	2

	PBCH_RA
	dB
	0
	0
	0

	PBCH_RB
	
	
	
	

	PSS_RA
	
	
	
	

	SSS_RA
	
	
	
	

	PCFICH_RB
	
	
	
	

	PHICH_RA
	
	
	
	

	PHICH_RB
	
	
	
	

	PDCCH_RA
	
	
	
	

	PDCCH_RB
	
	
	
	

	OCNG_RANote 1
	
	
	
	

	OCNG_RBNote 1 
	
	
	
	

	PRS_RA
	dB
	[FFS]
	0
	0
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Note 2
	dBm/15 kHz
	-98 

	PRS 
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	dB
	[FFS]
	[FFS]
	[FFS]

	PRS 
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 Note 3
	dB
	-6 + TT
	-6 + TT
	-13 + TT

	Io Note 3
	dBm/9 MHz
	-70.04
	-70.01
	-70.01

	PRP Note 3
	dBm/15kHz
	-104 + TT
	-104 + TT
	-111 + TT
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 Note 3
	dB
	[FFS]
	[FFS]
	[FFS]

	RSRP Note 3
	dBm/15kHz
	[FFS]
	[FFS]
	[FFS]

	Propagation condition
	
	AWGN

	Note 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols (other than those in the PRS subframes). There is no PDSCH allocated in the subframe transmitting PRS.

Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 3:
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, Io, RSRP and PRP levels have been derived from other parameters for information purposes. They are not settable parameters themselves. Io values are derived in the case that there is no PBCH, PSS or SSS in the OFDM symbols carrying PRS. 


Table 10.3.5-2: RSTD FDD accuracy requirements for the reported values for Carrier Aggregation

	
	Value

	Lowest reported value
	RSTD_6432+TT

	Highest reported value
	RSTD_6462+TT


For the test to pass, the ratio of successful reported values shall be more than 90% with a confidence level of 95%.

NEXT CHANGED SECTION
10.4.5
Test requirement

Table 10.4.5-1 defines the primary level settings including test tolerances for the test.

The TDD RSTD accuracy test shall meet the reported values in Table 10.4.5-2.

Table 10.4.5-1: Cell Specific Test Parameters for RSTD Test for E-UTRAN TDD for Carrier Aggregation

	Parameter
	Unit
	Cell 1
	Cell 2
	Cell 3

	E-UTRA RF Channel Number
	
	1
	2
	2

	PBCH_RA
	dB
	0
	0
	0

	PBCH_RB
	
	
	
	

	PSS_RA
	
	
	
	

	SSS_RA
	
	
	
	

	PCFICH_RB
	
	
	
	

	PHICH_RA
	
	
	
	

	PHICH_RB
	
	
	
	

	PDCCH_RA
	
	
	
	

	PDCCH_RB
	
	
	
	

	OCNG_RANote 1
	
	
	
	

	OCNG_RBNote 1 
	
	
	
	

	PRS_RA
	dB
	[FFS]
	0
	0
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Note 2
	dBm/15 kHz
	-98 

	PRS 
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	dB
	[FFS]
	[FFS]
	[FFS]

	PRS 
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 Note 3
	dB
	-6 + TT
	-6 + TT
	-13 + TT

	Io Note 3
	dBm/9 MHz
	-70.04
	-70.01
	-70.01

	PRP Note 3
	dBm/15kHz
	-104 + TT
	-104 + TT
	-111 + TT
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 Note 3
	dB
	[FFS]
	[FFS]
	[FFS]

	RSRP Note 3
	dBm/15kHz
	[FFS]
	[FFS]
	[FFS]

	Propagation condition
	
	AWGN

	Note 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols (other than those in the PRS subframes). There is no PDSCH allocated in the subframe transmitting PRS.

Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 3:
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, Io, RSRP and PRP levels have been derived from other parameters for information purposes. They are not settable parameters themselves. Io values are derived in the case that there is no PBCH, PSS or SSS in the OFDM symbols carrying PRS. 


Table 10.4.5-2: RSTD TDD accuracy requirements for the reported values for Carrier Aggregation

	
	Value

	Lowest reported value 
	RSTD_6432+TT

	Highest reported value 
	RSTD_6462+TT


For the test to pass, the ratio of successful reported values shall be more than 90% with a confidence level of 95%.
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