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8.2.1.1.1.3
Minimum conformance requirements

The requirements are specified in terms of the percentage of information bit throughput for the downlink reference measurement channels specified in Annex A clause A.3.3.1, with the addition of the relevant parameters in Tables 8.2.1-1, 8.2.1.1.1.3-1 and the downlink physical channel setup according to Table C.3.2-1 in Annex C.

Using this configuration the fraction of maximum throughput percentage shall meet or exceed the minimum requirements specified in Table 8.2.1.1.1.3-2 for the specified SNR. For QPSK and 64QAM performance the bandwidths specified in Table 5.4.2.1-1 are verified.

Table 8.2.1.1.1.3-1: Test Parameters for Testing

	Parameter
	Unit
	Test 1- 5
	Test 6- 8
	Test 9- 15
	Test 16- 18

	Downlink power allocation
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	dB 
	0
	0
	0
	0
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	dB 
	0 (Note 1)
	0 (Note 1)
	0 (Note 1)
	0 (Note 1)

	
	(
	dB
	0
	0
	0
	0
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N

at antenna port
	dBm/15kHz
	-98
	-98
	-98
	-98

	Symbols for unused PRBs
	
	OCNG (Note 2)
	OCNG (Note 2)
	OCNG (Note 2)
	OCNG (Note 2)

	Modulation
	
	QPSK
	16QAM
	64QAM
	16QAM

	PDSCH transmission mode
	
	1
	1
	1
	1

	Note 1:
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Note 2:
These physical resource blocks are assigned to an arbitrary number of virtual UE' s with one PDSCH per virtual UE; the data transmitted over the OCNG PDSCHs shall be uncorrelated pseudo random data, which is QPSK modulated.


------------------------------- NEXT CHANGED SECTION ----------------------------------
8.2.1.1.1_1.3
Minimum conformance requirements

Same minimum conformance requirements as in clause 8.2.1.1.1.3 with the following exceptions:

-
Instead of Table 8.2.1.1.1.3-1 ( use Table 8.2.1.1.1_1.3-1.

-
Instead of Table 8.2.1.1.1.3-2 ( use Table 8.2.1.1.1_1.3-2.

Table 8.2.1.1.1_1.3-1: Test Parameters for Testing

	Parameter
	Unit
	Test 1- 5
	Test 6- 8
	Test 9- 15
	Test 16- 18

	Downlink power allocation
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	dB 
	0
	0
	0
	0
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	dB 
	0 (Note 1)
	0 (Note 1)
	0 (Note 1)
	0 (Note 1)

	
	(
	dB
	0
	0
	0
	0
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N

at antenna port
	dBm/15kHz
	-98
	-98
	-98
	-98

	Symbols for unused PRBs
	
	OCNG (Note 2)
	OCNG (Note 2)
	OCNG (Note 2)
	OCNG (Note 2)

	Modulation
	
	QPSK
	16QAM
	64QAM
	16QAM

	PDSCH transmission mode
	
	1
	1
	1
	1

	Note 1:
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Note 2:
These physical resource blocks are assigned to an arbitrary number of virtual UEs with one PDSCH per virtual UE; the data transmitted over the OCNG PDSCHs shall be uncorrelated pseudo random data, which is QPSK modulated.


------------------------------- NEXT CHANGED SECTION ----------------------------------
8.2.1.1.1_A.1.3
Minimum conformance requirements

The requirements are specified in terms of the percentage of information bit throughput for the downlink reference measurement channels specified in Annex A clause A.3.3.1, with the addition of the relevant parameters in Tables 8.2.1-1, 8.2.1.1.1_A.1.3-1 and the downlink physical channel setup according to Table C.3.2-1 in Annex C.

Using this configuration the fraction of maximum throughput percentage shall meet or exceed the minimum requirements specified in Table 8.2.1.1.1_A.1.3-2 for the specified SNR. For QPSK and 64QAM performance the bandwidths specified in Table 5.4.2.1-1 are verified.

Table 8.2.1.1.1_A.1.3-1: Test Parameters for Testing

	Parameter
	Unit
	Test 1
	Test 2

	Downlink power allocation
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	dB
	0
	0
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	dB
	0 (Note 1)
	0 (Note 1)

	
	(
	dB
	0
	0
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at antenna port
	dBm/15kHz
	-98
	-98

	Symbols for unused PRBs
	
	OCNG (Note 2)
	OCNG (Note 2)

	Modulation
	
	QPSK
	QPSK

	PDSCH transmission mode
	
	1
	1

	Note 1:

[image: image12.wmf]0

=

B

P


Note 2:
These physical resource blocks are assigned to an arbitrary number of virtual UEs with one PDSCH per virtual UE; the data transmitted over the OCNG PDSCHs shall be uncorrelated pseudo random data, which is QPSK modulated.

Note 3:
For CA test cases, PUCCH format 1b with channel selection is used to feedback ACK/NACK.
Note 4: 
For CA test cases, the same PDSCH transmission mode is applied to each component carrier.


------------------------------- NEXT CHANGED SECTION ----------------------------------
8.2.1.1.2.3
Minimum conformance requirements

The requirements are specified in terms of the percentage of information bit throughput for the downlink reference measurement channels specified in Annex A clause A.3.3.1, with the addition of the relevant parameters in Tables 8.2.1-1, 8.2.1.1.2.3-1, and the downlink physical channel setup according to Table C.3.2-1 in Annex C.

Using this configuration the fraction of maximum throughput percentage shall meet or exceed the minimum requirements specified in Tables 8.2.1.1.2.3-2, for the specified SNR.
Table 8.2.1.1.2.3-1: Test Parameters for Testing 1 PRB allocation

	Parameter
	Unit
	Test 1

	Downlink power allocation
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	dB
	0
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	dB
	0 (Note 1)

	
	(
	dB
	0
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at antenna port
	dBm/15kHz
	-98

	Symbols for MBSFN portion of MBSFN subframes (Note 2)
	
	OCNG (Note 3)

	PDSCH transmission mode
	
	1

	Note 1:
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Note 2:
The MBSFN portion of an MBSFN subframe comprises the whole MBSFN subframe except the first two symbols in the first slot.

Note 3:
The MBSFN portion of the MBSFN subframes shall contain QPSK modulated data.  Cell-specific reference signals are not inserted in the MBSFN portion of the MBSFN subframes, QPSK modulated MBSFN data is used instead.


------------------------------- NEXT CHANGED SECTION ----------------------------------
8.2.1.2.1.3



Minimum conformance requirements

The requirements are specified in terms of the percentage of information bit throughput for the downlink reference measurement channels specified in Annex A clause A.3.3.2, with the addition of the relevant parameters in Tables 8.2.1-1 and 8.2.1.2.1.3-1 and the downlink physical channel setup according to Table C.3.2-1 in Annex C.3.2.

Using this configuration the fraction of maximum throughput percentage shall meet or exceed the minimum requirements specified in Table 8.2.1.2.1.3-2 for the specified SNR. For transmit diversity (SFBC) performance with 2 transmitter antennas as specified.

Table 8.2.1.2.1.3-1: Test Parameters for Testing Transmit Diversity Performance

	Parameter
	Unit
	Test 1-2

	Downlink power allocation
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	dB
	-3
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	dB
	-3 (Note 1)

	
	(
	dB
	0
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at antenna port
	dBm/15kHz
	-98

	PDSCH transmission mode
	
	2

	Note 1:
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------------------------------- NEXT CHANGED SECTION ----------------------------------
8.2.1.2.1_1.3
Minimum conformance requirements

Same minimum conformance requirements as in clause 8.2.1.2.1.3 with the following exceptions:

-
Instead of Table 8.2.1.2.1.3-1 ( use Table 8.2.1.2.1_1.3-1.

-
Instead of Table 8.2.1.2.1.3-2 ( use Table 8.2.1.2.1_1.3-2.

Table 8.2.1.2.1_1.3-1: Test Parameters for Testing Transmit Diversity Performance

	Parameter
	Unit
	Test 1

	Downlink power allocation
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	dB
	-3
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	dB
	-3 (Note 1)

	
	(
	dB
	0
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at antenna port
	dBm/15kHz
	-98

	PDSCH transmission mode
	
	2

	Note 1:
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------------------------------- NEXT CHANGED SECTION ----------------------------------
8.2.1.2.2.3
Minimum conformance requirements

The requirements are specified in terms of the percentage of information bit throughput for the downlink reference measurement channels specified in Annex A clause A.3.3.2, with the addition of the relevant parameters in Tables 8.2.1-1 and 8.2.1.2.2.3-1 and the downlink physical channel setup according to Table C.3.2-1 in Annex C.3.2.

Using this configuration the fraction of maximum throughput percentage shall meet or exceed the minimum requirements specified in Table 8.2.1.2.2.3-2 for the specified SNR. For transmit diversity (SFBC) performance with 4 transmitter antennas as specified.

Table 8.2.1.2.2.3-1: Test Parameters for Testing Transmit Diversity Performance

	Parameter
	Unit
	Test 1 

	Downlink power allocation
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	dB
	-3

	
	
[image: image26.wmf]B

r


	dB
	-3 (Note 1)

	
	(
	dB
	0

	
[image: image27.wmf]oc

N

at antenna port
	dBm/15kHz
	-98

	PDSCH transmission mode
	
	2

	Note 1:
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------------------------------- NEXT CHANGED SECTION ----------------------------------
8.2.1.2.2_1.3
Minimum conformance requirements

Same minimum conformance requirements as in clause 8.2.1.2.2.3 with the following exceptions:

-
Instead of Table 8.2.1.2.2.3-1 ( use Table 8.2.1.2.2_1.3-1.

-
Instead of Table 8.2.1.2.2.3-2 ( use Table 8.2.1.2.2_1.3-2.

Table 8.2.1.2.2_1.3-1: Test Parameters for Testing Transmit Diversity Performance

	Parameter
	Unit
	Test 1 

	Downlink power allocation
	
[image: image29.wmf]A

r


	dB
	-3
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	dB
	-3 (Note 1)

	
	(
	dB
	0
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at antenna port
	dBm/15kHz
	-98

	PDSCH transmission mode
	
	2

	Note 1:
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------------------------------- NEXT CHANGED SECTION ----------------------------------
8.2.1.3.1.3
Minimum conformance requirements

The requirements are specified in terms of the percentage of information bit throughput for the downlink reference measurement channels specified in Annex A clause A.3.3.2, with the addition of the relevant parameters in Tables 8.2.1-1 and 8.2.1.3.1.3-1 and the downlink physical channel setup according to Table C.3.2-1 in Annex C.

Using this configuration the fraction of maximum throughput percentage shall meet or exceed the minimum requirements specified in Table 8.2.1.3.1.3-1 for the specified SNR. For open-loop spatial multiplexing performance with large delay CDD is specified.

Table 8.2.1.3.1.3-1: Test Parameters for Large Delay CDD (FRC)

	Parameter
	Unit
	Test 1

	Downlink power allocation
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	dB
	-3
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	dB
	-3 (Note 1)

	
	(
	dB
	0
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at antenna port
	dBm/15kHz
	-98

	PDSCH transmission mode
	
	3

	Note 1:
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------------------------------- NEXT CHANGED SECTION ----------------------------------
8.2.1.3.1_A.1.3
Minimum conformance requirements

The requirements are specified in terms of the percentage of information bit throughput for the downlink reference measurement channels specified in Annex A clause A.3.3.2, with the addition of the relevant parameters in Tables 8.2.1-1 and 8.2.1.3.1_A.1.3-1 and the downlink physical channel setup according to Table C.3.2-1 in Annex C.

Using this configuration the fraction of maximum throughput percentage shall meet or exceed the minimum requirements specified in Table 8.2.1.3.1_A.1.3-1 for the specified SNR. For open-loop spatial multiplexing performance with large delay CDD is specified.

Table 8.2.1.3.1_A.1.3-1: Test Parameters for Large Delay CDD (FRC)

	Parameter
	Unit
	Test 1 -2

	Downlink power allocation
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	dB
	-3
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	dB
	-3 (Note 1)

	
	(
	dB
	0
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at antenna port
	dBm/15kHz
	-98

	PDSCH Transmission mode
	
	3

	Note 1:

[image: image40.wmf]1

=

B

P


Note 2: 
For CA test cases, PUCCH format 1b with channel selection is used to feedback ACK/NACK.
Note 3: 
For CA test cases, the same PDSCH transmission mode is applied to each component carrier.


------------------------------- NEXT CHANGED SECTION ----------------------------------
8.2.1.3.2.3
Minimum conformance requirements

The requirements are specified in terms of the percentage of information bit throughput for the downlink reference measurement channels specified in Annex A clause A.3.3.2, with the addition of the relevant parameters in Tables 8.2.1-1 and 8.2.1.3.2.3-1 and the downlink physical channel setup according to Table C.3.2-1 in Annex C.

Using this configuration the fraction of maximum throughput percentage shall meet or exceed the minimum requirements specified in Table 8.2.1.3.2.3-1 for the specified SNR. For open-loop spatial multiplexing performance with large delay CDD is specified.

Table 8.2.1.3.2.3-1: Test Parameters for Large Delay CDD (FRC)

	Parameter
	Unit
	Test 1

	Downlink power allocation
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	dB
	-6
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	dB
	-6 (Note 1)

	
	(
	dB
	3
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at antenna port
	dBm/15kHz
	-98

	PDSCH transmission mode
	
	3

	Note 1:
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------------------------------- NEXT CHANGED SECTION ----------------------------------
8.2.1.4.1.3
Minimum conformance requirements

The requirements are specified in terms of the percentage of information bit throughput for the downlink reference measurement channels specified in Annex A clause A.3.3.2, with the addition of the relevant parameters in Tables 8.2.1-1, 8.2.1.4.1.3-1 and 8.2.1.4.1.3-3 and the downlink physical channel setup according to Table C.3.2-1 in Annex C.

Using this configuration the fraction of maximum throughput percentage shall meet or exceed the minimum requirements specified in Tables 8.2.1.4.1.3-2 and 8.2.1.4.1.3-4 for the specified SNR. For single-layer spatial multiplexing closed loop rank-one performance with wideband and frequency selective precoding is specified. For multi-layer spatial multiplexing closed loop rank-two performance with wideband and frequency selective precoding is specified.

Table 8.2.1.4.1.3-1: Test Parameters for Testing Single-Layer Spatial Multiplexing (FRC)

	Parameter
	Unit
	Test 1
	Test 2

	Downlink power allocation
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	dB
	-3
	-3
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	dB
	-3 (Note 1)
	-3 (Note 1)

	
	(
	dB
	0
	0
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at antenna port
	dBm/15kHz
	-98
	-98

	Precoding granularity
	PRB
	6
	50

	PMI delay (Note 2)
	ms
	8
	8

	Reporting interval
	ms
	1
	1

	Reporting mode
	
	PUSCH 1-2
	PUSCH 3-1

	CodeBookSubsetRestriction bitmap
	
	001111
	001111

	PDSCH transmission mode
	
	4
	4

	Note 1:
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Note 2:
If the UE reports in an available uplink reporting instance at subframe SF#n based on PMI estimation at a downlink SF not later than SF#(n-4), this reported PMI cannot be applied at the eNB downlink before SF#(n+4)

If the UE reports in an available uplink reporting instance at subframe SF#n based on PMI estimation at a downlink SF not later than SF#(n-4), this reported PMI cannot be applied at the eNB downlink before SF#(n+4)

If the UE reports in an available uplink reporting instance at subframe SF#n based on PMI estimation at a downlink SF not later than SF#(n-4), this reported PMI cannot be applied at the eNB downlink before SF#(n+4)


------------------------------- NEXT CHANGED SECTION ----------------------------------
Table 8.2.1.4.1.3-3: Test Parameters for Testing Multi-Layer Spatial Multiplexing

	Parameter
	Unit
	Test 3
	Test 4

	Downlink power allocation
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	dB
	-3
	-3
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	dB
	-3 (Note 1)
	-3 (Note 1)

	
	(
	dB
	0
	0
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at antenna port
	dBm/15kHz
	-98
	-98

	Precoding granularity
	PRB
	50
	50

	PMI delay (Note 2)
	ms
	8
	8

	Reporting interval
	ms
	1
	1

	Reporting mode
	
	PUSCH 3-1
	PUSCH 3-1

	CodeBookSubsetRestriction bitmap
	
	110000
	110000

	PDSCH transmission mode
	
	4
	4

	Note 1:
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Note 2:
If the UE reports in an available uplink reporting instance at subframe SF#n based on PMI estimation at a downlink SF not later than SF#(n-4), this reported PMI cannot be applied at the eNB downlink before SF#(n+4)


------------------------------- NEXT CHANGED SECTION ----------------------------------
8.2.1.4.1_1.3
Minimum conformance requirements

Same minimum conformance requirements as in clause 8.2.1.4.1.3 with the following exceptions:

-
Instead of Table 8.2.1.4.1.3-3 ( use Table 8.2.1.4.1_1.3-1.

-
Instead of Table 8.2.1.4.1.3-4 ( use Table 8.2.1.4.1_1.3-2.

Table 8.2.1.4.1_1.3-1: Test Parameters for Testing Multi-Layer Spatial Multiplexing

	Parameter
	Unit
	Test 3-4

	Downlink power allocation
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	dB
	-3
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	dB
	-3 (Note 1)

	
	(
	dB
	0
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at antenna port
	dBm/15kHz
	-98

	Precoding granularity
	PRB
	50

	PMI delay (Note 2)
	ms
	8

	Reporting interval
	ms
	1

	Reporting mode
	
	PUSCH 3-1

	CodeBookSubsetRestriction bitmap
	
	110000

	PDSCH transmission mode
	
	4

	Note 1:
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Note 2:
If the UE reports in an available uplink reporting instance at subframe SF#n based on PMI estimation at a downlink SF not later than SF#(n-4), this reported PMI cannot be applied at the eNB downlink before SF#(n+4)


------------------------------- NEXT CHANGED SECTION ----------------------------------
8.2.1.4.2.3
Minimum conformance requirements

The requirements are specified in terms of the percentage of information bit throughput for the downlink reference measurement channels specified in Annex A clause A.3.3.2, with the addition of the relevant parameters in Tables 8.2.1-1, 8.2.1.4.2.3-1 and 8.2.1.4.2.3-3 and the downlink physical channel setup according to Table C.3.2-1 in Annex C.

Using this configuration the fraction of maximum throughput percentage shall meet or exceed the minimum requirements specified in Tables 8.2.1.4.2.3-2 and 8.2.1.4.2.3-4 for the specified SNR. For single-layer spatial multiplexing closed loop rank-one performance with wideband and frequency selective precoding is specified. For multi-layer spatial multiplexing closed loop rank-two performance with wideband and frequency selective precoding is specified.

Table 8.2.1.4.2.3-1: Test Parameters for Testing Single-Layer Spatial Multiplexing
	Parameter
	Unit
	Test 1

	Downlink power allocation
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	dB
	-6
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	dB
	-6 (Note 1)

	
	(
	dB
	3
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at antenna port
	dBm/15kHz
	-98

	Precoding granularity
	PRB
	6

	PMI delay (Note 2)
	ms
	8

	Reporting interval
	ms
	1

	Reporting mode
	
	PUSCH 1-2

	CodeBookSubsetRestriction bitmap
	
	0000000000000000000000000000000000000000000000001111111111111111

	PDSCH transmission mode
	
	4

	Note 1:
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Note 2:



------------------------------- NEXT CHANGED SECTION ----------------------------------
Table 8.2.1.4.2.3-3: Test Parameters for Testing Multi-Layer Spatial Multiplexing
	Parameter
	Unit
	Test 2

	Downlink power allocation
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	dB
	-6
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	dB
	-6 (Note 1)

	
	(
	dB
	3
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at antenna port
	dBm/15kHz
	-98

	Precoding granularity
	PRB
	6

	PMI delay (Note 2)
	ms
	8

	Reporting interval
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Note 2:
If the UE reports in an available uplink reporting instance at subframe SF#n based on PMI estimation at a downlink SF not later than SF#(n-4), this reported PMI cannot be applied at the eNB downlink before SF#(n+4)


------------------------------- NEXT CHANGED SECTION ----------------------------------
8.2.1.4.2_1.3
Minimum conformance requirements

Same minimum conformance requirements as in clause 8.2.1.4.2.3 with the following exceptions:

-
Instead of Table 8.2.1.4.2.3-3 ( use Table 8.2.1.4.2_1.3-1.

-
Instead of Table 8.2.1.4.2.3-4 ( use Table 8.2.1.4.2_1.3-2.

Table 8.2.1.4.2_1.3-1: Test Parameters for Testing Multi-Layer Spatial Multiplexing
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Note 2:
If the UE reports in an available uplink reporting instance at subframe SF#n based on PMI estimation at a downlink SF not later than SF#(n-4), this reported PMI cannot be applied at the eNB downlink before SF#(n+4)
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