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	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	36.211
	182
	-
	Rel-11
	Correction to EPDCCH PRB pair indication
	F
	11.2.0
	R1-132666
	LTE_enh_dl_ctrl-Core
	 

	36.211
	183
	-
	Rel-11
	CR on collision between EPDCCH and PSS/SSS/PBCH
	F
	11.2.0
	R1-132694
	LTE_enh_dl_ctrl-Core
	 

	36.212
	149
	-
	Rel-11
	Correction on the time span of the DCI
	F
	11.2.0
	R1-131667
	LTE_enh_dl_ctrl-Core
	 

	36.212
	150
	-
	Rel-11
	Correction on ARO bit setting for DL DCIs carried by EPDCCH
	F
	11.2.0
	R1-132669
	LTE_enh_dl_ctrl-Core
	 

	36.213
	411
	-
	Rel-11
	Correction on EPDCCH PRB pair indication
	F
	11.2.0
	R1-131674
	LTE_enh_dl_ctrl-Core
	 

	36.213
	412
	-
	Rel-11
	Correction on EPDCCH hashing function
	F
	11.2.0
	R1-131675
	LTE_enh_dl_ctrl-Core
	 

	36.213
	413
	-
	Rel-11
	Correction on PUCCH resource determination for FDD EPDCCH
	F
	11.2.0
	R1-131676
	LTE_enh_dl_ctrl-Core
	 

	36.213
	414
	2
	Rel-11
	CR on ambiguity in EPDCCH decoding candidates under two overlapped EPDCCH resource sets
	F
	11.2.0
	R1-131816
	LTE_enh_dl_ctrl-Core
	 

	36.213
	416
	-
	Rel-11
	Corrections to EPDCCH PRB pair indication
	F
	11.2.0
	R1-131794
	LTE_enh_dl_ctrl-Core
	 

	36.213
	405
	-
	Rel-11
	Correction to EPDCCH monitoring in case of cross-carrier scheduling
	F
	11.2.0
	R1-130870
	LTE_enh_dl_ctrl-Core
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