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	In the current TTCN implementation, a check is being performed by way of using pc_Band1_Supp or pc_Band8_Supp to run the test case in FDD 2 – FDD 1 or FDD 2 – FDD 8 or FDD 2 – GSM 900
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PIXIT px_ITURegion2_GSM_BandsUnderTest is used to ensure that a value is set for this PIXIT when the testcase is run in FDD 2 – GSM900
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1.1 Change 1
	Object name 
	tc_6_2_1_2a

	Reason for change
	In the current TTCN implementation, a check is being performed by way of using pc_Band1_Supp or pc_Band8_Supp to run the test case in FDD 2 – FDD 1 or FDD 2 – FDD 8 or FDD 2 – GSM 900

In order to run the testcase in FDD 2 – GSM900, pc_Band1_Supp and pc_Band8_Supp needs to be turned off which would be a violation of UE capabilities as the UE may support both these bands.

Hence, a different check needs to be put in place to ensure that the testcase can be run in the different combinations as mentioned above

	Summary of change
	PIXIT px_ITURegion1_SecondaryFDD_Band is used to ascertain whether the testcase was run in FDD 2 – FDD 1 or FDD 2 – FDD 8

PIXIT px_ITURegion2_GSM_BandsUnderTest is used to ensure that a value is set for this PIXIT when the testcase is run in FDD 2 – GSM900

	Source of change
	

	Label
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