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	With the current TTCN implementation inside f_EUTRA_TrackingAreaUpdateFromAnotherRAT_WithoutRRCConneReq Rel 10 UE will not be able to execute the test cases in which v_Rel is omit till it is extracted from f_EUTRA_MobileInfo_GetUECapability_AccessStratumRelease function inside this function. As per 36.508 Table 6.4.2.7A-2 A Rel-10 UE directly starts attach procedure from step 6 but due to current TTCN implemention Rel 10 UE following this procedure also is failing test case.
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1.1 Change 1

	Testcase name
	6.2.1.6

	Protocol
	RRC

	Function Name
	f_EUTRA_TrackingAreaUpdateFromAnotherRAT_WithoutRRCConneReq

	Reason for change
	With the current TTCN implementation inside f_EUTRA_TrackingAreaUpdateFromAnotherRAT_WithoutRRCConneReq Rel 10 UE will not be able to execute the test cases in which v_Rel is omit till it is extracted from f_EUTRA_MobileInfo_GetUECapability_AccessStratumRelease function inside this function. As per 36.508 Table 6.4.2.7A-2 A Rel-10 UE directly starts attach procedure from step 6 but due to current TTCN implemention Rel 10 UE following this procedure also is failing test case.

	Summary of change
	Corrected the checking so that the test cases can be executed with a Rel 10 device.

	Source of change
	EUTRA_CommonProcedures.ttcn


Before:
	  function f_EUTRA_TrackingAreaUpdateFromAnotherRAT_WithoutRRCConneReq(EUTRA_CellId_Type p_CellId,

                                                                       RRC_TransactionIdentifier p_RRC_TI,

                                                                       boolean p_CSInOtherRAT,

                                                                       boolean p_PDPContext,

                                                                       boolean p_PreambleOnLTE,

                                                                       template (omit) octetstring p_EUTRA_Cap,   // @sic R5-123734 sic@

                                                                       boolean p_ReleaseRequired := true,

                                                                       EUTRA_ATTACH_Type p_ForcedAttach := NORMAL) runs on EUTRA_PTC return template (omit) NasCount_Type

  { /* @sic R5s120027 Additional Changes sic@ */

    var NAS_MSG_Indication_Type v_NasInd;

    var EUTRA_SecurityParams_Type v_SecurityParams := f_EUTRA_Security_Get();

    var template (omit) NasCount_Type v_NasCountUL := omit; // @sic R5s120944 sic@

    var SRB_COMMON_IND v_ReceivedAsp;

    var GutiParameters_Type v_GutiParams:= f_EUTRA_CellInfo_GetGuti(p_CellId);

    var B3_Type v_EpsUpdate_Result := f_GetEPSTAUType(p_ForcedAttach); // @sic R5s100029, R5s110176 sic@

    var template (present) B3_Type v_EpsUpdate_TypeValue := v_EpsUpdate_Result; // To be used in Request message

    var template (present) EPS_BearerContextStatus v_EPS_ContextStatus_Rx := cr_508_EPS_BearerContextStatusTAUReq; // @sic R5s100608, R5-110746 sic@

    var template (omit) EPS_BearerContextStatus v_EPS_ContextStatus_Tx;

    var template (present) NAS_AttDetValue_Type v_AttachType := f_GetEAttachType(p_ForcedAttach); // @sic R5s110176 sic@

    var template AdditionalUpdateType v_AdditionalUpdateType_Expected := f_GetAdditionalUpdateType (p_ForcedAttach); // @sic R5s110176 sic@

    var template (present) NAS_MSG_Indication_Type v_NAS_Expected, v_TAU_Expected, v_TAU_NoProtection, v_TAU_StartInOtherRAT, v_TAU_ForcedMapped;

    var boolean v_NoAuthSincePowerOn;

    var template (omit) AccessStratumRelease v_Rel := omit;

    var UE_EUTRA_Capability v_EUTRA_Cap;

    var boolean v_Rel8_9 := false;

    var  template AdditionalUpdateType v_AdditionalUpdateType := f_GetAdditionalUpdateType (p_ForcedAttach);

    var B3_Type v_PDNType := f_GetPdnType();

    timer t_WaitforAttach := f_EUTRA_SetTimerToleranceMax( p_CellId, nonProtocolTimer, 1.0);

    var NasCountInfo_Type v_NasCountInfo;    

    if (p_PreambleOnLTE) { // @sic R5-123734 sic@

      v_Rel := f_EUTRA_MobileInfo_GetUECapability_AccessStratumRelease ();

    } else {

      if (ispresent(p_EUTRA_Cap)) {

        v_EUTRA_Cap := f_EUTRA_DecodeEutraCapMsg(valueof(p_EUTRA_Cap)); // This needs to be a template as it can be omitted

        v_Rel := v_EUTRA_Cap.accessStratumRelease;

      }

    }

…..

…..

      if (not ispresent (v_Rel)) { // @sic R5-123734 sic@

        v_Rel := f_EUTRA_MobileInfo_GetUECapability_AccessStratumRelease (); // can get value now, so can now check behaviour correct for release of UE

        if ((not(valueof(v_Rel) == rel8 or valueof(v_Rel) == rel9)) and not v_Rel8_9 ) { // @sic R5s120659 sic@

          f_SetVerdictInconc(__FILE__, __LINE__, "Rel8/9 behaviour not allowed for higher release UE");

        }

      }

    }

   return v_NasCountUL; // @sic R5s120774 sic@

  }


After:
	  function f_EUTRA_TrackingAreaUpdateFromAnotherRAT_WithoutRRCConneReq(EUTRA_CellId_Type p_CellId,

                                                                       RRC_TransactionIdentifier p_RRC_TI,

                                                                       boolean p_CSInOtherRAT,

                                                                       boolean p_PDPContext,

                                                                       boolean p_PreambleOnLTE,

                                                                       template (omit) octetstring p_EUTRA_Cap,   // @sic R5-123734 sic@

                                                                       boolean p_ReleaseRequired := true,

                                                                       EUTRA_ATTACH_Type p_ForcedAttach := NORMAL) runs on EUTRA_PTC return template (omit) NasCount_Type

  { /* @sic R5s120027 Additional Changes sic@ */

    var NAS_MSG_Indication_Type v_NasInd;

    var EUTRA_SecurityParams_Type v_SecurityParams := f_EUTRA_Security_Get();

    var template (omit) NasCount_Type v_NasCountUL := omit; // @sic R5s120944 sic@

    var SRB_COMMON_IND v_ReceivedAsp;

    var GutiParameters_Type v_GutiParams:= f_EUTRA_CellInfo_GetGuti(p_CellId);

    var B3_Type v_EpsUpdate_Result := f_GetEPSTAUType(p_ForcedAttach); // @sic R5s100029, R5s110176 sic@

    var template (present) B3_Type v_EpsUpdate_TypeValue := v_EpsUpdate_Result; // To be used in Request message

    var template (present) EPS_BearerContextStatus v_EPS_ContextStatus_Rx := cr_508_EPS_BearerContextStatusTAUReq; // @sic R5s100608, R5-110746 sic@

    var template (omit) EPS_BearerContextStatus v_EPS_ContextStatus_Tx;

    var template (present) NAS_AttDetValue_Type v_AttachType := f_GetEAttachType(p_ForcedAttach); // @sic R5s110176 sic@

    var template AdditionalUpdateType v_AdditionalUpdateType_Expected := f_GetAdditionalUpdateType (p_ForcedAttach); // @sic R5s110176 sic@

    var template (present) NAS_MSG_Indication_Type v_NAS_Expected, v_TAU_Expected, v_TAU_NoProtection, v_TAU_StartInOtherRAT, v_TAU_ForcedMapped;

    var boolean v_NoAuthSincePowerOn;

    var template (omit) AccessStratumRelease v_Rel := omit;

    var UE_EUTRA_Capability v_EUTRA_Cap;

    var boolean v_Rel8_9 := false;

    var  template AdditionalUpdateType v_AdditionalUpdateType := f_GetAdditionalUpdateType (p_ForcedAttach);

    var B3_Type v_PDNType := f_GetPdnType();

    timer t_WaitforAttach := f_EUTRA_SetTimerToleranceMax( p_CellId, nonProtocolTimer, 1.0);

    var NasCountInfo_Type v_NasCountInfo;    

    if (p_PreambleOnLTE) { // @sic R5-123734 sic@

      v_Rel := f_EUTRA_MobileInfo_GetUECapability_AccessStratumRelease ();

    } else {

      if (ispresent(p_EUTRA_Cap)) {

        v_EUTRA_Cap := f_EUTRA_DecodeEutraCapMsg(valueof(p_EUTRA_Cap)); // This needs to be a template as it can be omitted

        v_Rel := v_EUTRA_Cap.accessStratumRelease;

      }

    }

…..

…..

      if (not ispresent (v_Rel)) { // @sic R5-123734 sic@

        v_Rel := f_EUTRA_MobileInfo_GetUECapability_AccessStratumRelease (); // can get value now, so can now check behaviour correct for release of UE

        if ((not(valueof(v_Rel) == rel8 or valueof(v_Rel) == rel9)) and v_Rel8_9 ) { // @sic R5s120659 sic@

          f_SetVerdictInconc(__FILE__, __LINE__, "Rel8/9 behaviour not allowed for higher release UE");

        }

      }

    }

   return v_NasCountUL; // @sic R5s120774 sic@

  }
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