Page 1



3GPP TSG-RAN WG4 Meeting #67 
(
 R4-132921
Fukuoka, Japan, 20th – 24th May, 2013

	CR-Form-v10

	CHANGE REQUEST

	

	(

	36.133
	CR
	1775
	(

rev
	1
	(

Current version:
	10.a.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/Change-Requests.

	


	Proposed change affects: (

	UICC apps(

	
	ME
	x
	Radio Access Network
	x
	Core Network
	


	

	Title:
(

	E-UTRAN FDD absolute and relative RSRP accuracies for 20MHz in CA R10

	
	

	Source to WG:
(

	Huawei, HiSilicon, Ericsson, ST-Ericsson, Anritsu, Alcatel-Lucent

	Source to TSG:
(

	R4

	
	

	Work item code:
(

	LTE_CA-Perf
	
	Date: (

	2013-05-07

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-10

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(
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<UNCHANGED SECTIONS OMITTED>

A.9.1.12
FDD RSRP for E-UTRAN Carrier Aggregation for 20MHz
The test case in this section are applicable to carrier aggregation capable UEs which have been configured with a downlink Scell.
A.9.1.12.1
Test Purpose and Environment

The purpose of this test case is the same as for the test defined in subclause A.9.1.6.1. 

A.9.1.12.2
Test parameters

The test parameters are the same except those described in the following section. The listed parameter values in Tables A.9.1.12.2-1 will replace the values of corresponding parameters in Tables A.9.1.6.2-1.
Table A.9.1.12.2-1: RSRP FDD carrier aggregation test parameters

	Parameter
	Unit
	Test 1

	
	
	Cell 1
	Cell 2
	Cell 3

	BWchannel Note 1
	MHz
	20
	20
	20

	Measurement bandwidth
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n


	47—52



	PDSCH Reference measurement channel defined in A.3.1.1.1
	
	R.4 FDD
	R.4 FDD
	N/A

	PDSCH allocation
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n


	38—61
	38—61
	N/A

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.3.1.2.1
	
	R.10 FDD

	OCNG Patterns defined in A.3.2.1.11 (OP.11 FDD) and A.3.2.1.12 (OP.12 FDD)
	
	OP.11 FDD
	OP.11 FDD
	OP.12 FDD

	IoNote2
	Bands 1, 4, 6, 10, 11, 18, 19, 21,23 and 24
	dBm/18 MHz
	-84.75
	(Io for Channel 1 +5.33dB)

	
	Bands 2, 5 and 7
	
	-82.75
	

	
	Bands 25
	
	-81.25
	

	
	Bands 3, 8, 12, 13, 14, 17, 20 and 22
	
	-81.75
	

	
	Band 9
	
	-83.75
	

	Note 1:      This test verifies the RRM requirement which is independent of channel bandwidth and is performed according to the principle defined in section A.3.6.1.

Note 2:      Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 3:      See Table A.9.1.6.2-1 for the other parameters.


A.9.1.12.3
Test Requirements
The test requirements defined in section A.9.1.6.3 shall apply to this test case.
<END OF MODIFICATION>
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