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< Unchanged sections have been omitted>

6.6.3.1.2.1.2
1,28 Mcps TDD Option

The power of any spurious emission shall not exceed:

Table 6.11A: BS Mandatory spurious emissions limits, Category B

	Band
	Maximum Level
	Measurement Bandwidth
	Notes

	9kHz - 150kHz
	-36 dBm
	1 kHz 
	Note 1

	150kHz - 30MHz
	- 36 dBm
	10 kHz 
	Note 1

	30MHz - 1GHz
	-36 dBm
	100 kHz
	Note 1

	1GHz 

(
Fl -10 MHz
	-30 dBm
	1 MHz
	Note 1

	Fl -10MHz
(
Fu +10 MHz
	-15 dBm
	1 MHz
	Note 2

	Fu +10 MHz
(
12,75 GHz
	-30 dBm
	1 MHz
	Note 3

	NOTE 1:
Bandwidth as in ITU SM.329 [1], s4.1

NOTE 2:
Limit based on ITU-R SM.329 [1], s4.3 and Annex 7

NOTE 3:
Bandwidth as in ITU-R SM.329 [1], s4.3 and Annex 7. Upper frequency as in ITU-R SM.329 [1], s2.5 table 1


Fl:
Lower frequency of the band in which TDD operates

Fu:
Upper frequency of the band in which TDD operates
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6.6.3.5.2.1.1
3,84 Mcps TDD option

The RRC filtered mean power of any spurious emission in case of co-location shall not exceed the limits specified in table 6.21.

Table 6.21: BS Spurious emissions limits for co-location with unsynchronised UTRA TDD and/or E-UTRA TDD
	System type operating in the same geographic area
	Frequency range
	Maximum Level
	Measurement Bandwidth

	WA UTRA TDD Band a) or E-UTRA Band 33
	1900 - 1920 MHz
	-76 dBm 
	3,84 MHz

	WA UTRA TDD Band a) or E-UTRA Band 34
	2010 - 2025 MHz
	-76 dBm
	3,84 MHz

	WA UTRA TDD Band d) or E-UTRA Band 38
	2570 - 2620 MHz
	-76 dBm
	3,84 MHz

	LA UTRA TDD Band a) or E-UTRA Band 33
	1900 - 1920 MHz
	-66 dBm 
	3,84 MHz

	LA UTRA TDD Band a) or E-UTRA Band 34
	2010 - 2025 MHz
	-66 dBm
	3,84 MHz

	LA UTRA TDD Band d) or E-UTRA Band 38
	2570 - 2620 MHz
	-66 dBm
	3,84 MHz


NOTE:
The requirements in Table 6.21 for the Wide Area BS are based on a minimum coupling loss of 30 dB between unsynchronised TDD base stations. The requirements in Table 6.21 for the Local Area BS are based on a minimum coupling loss of 30 dB between unsynchronised Local Area base stations. The co-location of different base station classes is not considered.
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6.6.2.2.3.2.1 Additional requirement in case of co-siting with unsynchronised TDD BS operating on an adjacent channel

In case the equipment is co-sited to an unsynchronised TDD BS operating on an adjacent frequency band, the requirement is specified in terms of adjacent channel leakage power. In geographic areas where only UTRA 1.28 Mcps TDD option is deployed, the adjacent channel leakage power shall not exceed the limits specified in Table 6.9A, otherwise the limits in Table 6.9B shall apply.
Table 6.9A: Adjacent channel leakage power limits in case of co-siting with unsynchronised 1.28 Mcps TDD on an adjacent channel

	BS Class
	BS Adjacent Channel Offset
	Maximum Level
	Measurement Bandwidth

	Wide Area BS
	± 1,6 MHz
	 -73 dBm
	1,28 MHz

	Wide Area BS
	± 3,2 MHz
	 -73 dBm
	1,28 MHz

	Local Area BS
	± 1,6 MHz
	-49 dBm
	1,28 MHz

	Local Area BS
	± 3,2 MHz
	-49 dBm
	1,28 MHz


Table 6.9B: Adjacent Channel leakage power limits in case of co-siting with unsynchronised TDD on an adjacent channel

	BS Class
	BS Adjacent Channel Offset
	 Maximum Level
	Measurement Bandwidth

	Wide Area BS
	± 3,4 MHz
	 -73 dBm
	3,84 MHz

	Local Area BS
	± 3,4 MHz
	-46 dBm
	3,84 MHz
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