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RAN4 CR to Closed rel-11 LTE related WIs

	Spec
	CR
	Rev
	Cat
	Phase
	Subject
	Doc-2nd-Level
	Workitem
	Source-2nd-Level

	36.104
	389
	 
	F
	Rel-11
	Addidtion of Bands for intra-band non-contiguous CA for 36.104
	R4-131460
	LTE_CA_enh-Core
	CATT

	36.141
	443
	 
	F
	Rel-11
	Addidtion of Bands for intra-band non-contiguous CA for 36.141
	R4-131461
	LTE_CA_enh-Core
	CATT

	36.101
	1650
	1
	F
	Rel-11
	Addition of Band 41 for intra-band non-contiguous CA for 36.101
	R4-131908
	LTE_CA_enh-Core
	CATT, CMCC, Clearwire, Huawei, ZTE

	36.133
	1807
	2
	F
	Rel-11
	Capturing RF requirements in the core specification
	R4-133135
	LTE_CA-Core
	Ericsson, ST-Ericsson

	36.133
	1822
	 
	F
	Rel-11
	Clarification on antenna ports in the measured and aggressor cells with FeICIC
	R4-132753
	eICIC_enh_LTE-Core
	Ericsson, ST-Ericsson

	36.141
	444
	 
	F
	Rel-11
	Clarification on non-contiguous spectrum operation test configuration
	R4-131515
	LTE_CA_enh-Core
	Alcatel-Lucent

	36.141
	434
	 
	F
	Rel-11
	Clarifications on transmitter spurious emission test in TS36.141
	R4-130997
	LTE_CA_enh-Core
	ZTE

	36.133
	1791
	 
	F
	Rel-11
	Clean up for band 44
	R4-132375
	LTE_RF
	Huawei, HiSilicon

	36.133
	1713
	 
	F
	Rel-11
	Clean up for CA
	R4-131553
	LTE_CA-Perf
	Ericsson, ST-Ericsson

	36.116
	6
	 
	F
	Rel-11
	Correction for Co-location blocking requirement in TS36.116 Section 7.6.3
	R4-132379
	LTE_Relay2-Perf
	Huawei

	25.133
	1262
	 
	F
	Rel-11
	Correction for RSRQ based reselection in UTRA idle mode
	R4-131217
	LTE-RF
	Alcatel-Lucent

	36.101
	1681
	1
	F
	Rel-11
	Correction for TS 36.101
	R4-132971
	TEI11
	Motorola Solutions UK Ltd.

	36.116
	5
	 
	F
	Rel-11
	Correction of Relay transmitter and receiver requirement
	R4-131516
	TEI11
	CMCC

	36.101
	1641
	 
	F
	Rel-11
	Correction of the CSI-RS parameter configuration
	R4-131363
	TEI11
	Huawei, HiSilicon

	36.133
	1724
	 
	F
	Rel-11
	Correction of the total number of reporting criteria
	R4-131581
	TEI11
	Ericsson, ST-Ericsson

	36.101
	1708
	 
	F
	Rel-10
	Corrections for co-existence(Rel-10)
	R4-132501
	LTE-RF
	NTT DOCOMO

	36.133
	1829
	1
	F
	Rel-11
	Corrections on Wideband RSRQ inter-frequency accuracy requirements
	R4-133031
	TEI11
	Intel Corporation

	36.101
	1613
	 
	F
	Rel-11
	CR for 36.101 : Adding the definition of CA_NS_05 and CA_NS_06  for additional spurious emissions for CA
	R4-131134
	TEI11
	ZTE

	36.101
	1619
	 
	B
	Rel-11
	CR for introducing UE TM3 demodulation performance requirements under high speed
	R4-131178
	TEI11
	Huawei, HiSilicon

	36.101
	1698
	1
	B
	Rel-11
	CR for introduction of FeICIC demodulation performance requirements
	R4-133017
	eICIC_enh_LTE-Perf
	Huawei, HiSilicon, CMCC

	36.826
	7
	 
	F
	Rel-11
	CR for R-PDCCH conformance test
	R4-131184
	LTE_Relay2-Perf
	Huawei

	36.133
	1739
	 
	F
	Rel-11
	CR on Interruptions for Intra-band Non-contiguous Carrier Aggregation
	R4-131950
	LTE_CA-Perf
	Qualcomm Incorporated

	36.104
	396
	1
	D
	Rel-11
	Editorial : Figure 5.6-3 Definition of Sub-block Bandwidth for intra-band non-contiguous spectrum
	R4-132977
	LTE_CA_enh-Core
	Ericsson, ST-Ericsson

	36.133
	1708
	1
	F
	Rel-11
	Editorial corrections for FeICIC
	R4-131891
	eICIC_enh_LTE-Core
	Ericsson, ST-Ericsson

	36.133
	1804
	1
	F
	Rel-11
	Editorial corrections RRM
	R4-132931
	TEI11
	Ericsson, ST-Ericsson

	36.133
	1772
	1
	B
	Rel-11
	E-UTRAN FDD RLM Out-of-sync Test of FeICIC
	R4-133015
	eICIC_enh_LTE-Perf
	Huawei, HiSilicon

	36.133
	1773
	1
	B
	Rel-11
	E-UTRAN TDD RLM Out-of-sync Test of FeICIC
	R4-133016
	eICIC_enh_LTE-Perf
	Huawei, HiSilicon

	36.141
	435
	 
	F
	Rel-11
	Further correct some mistakes for non-contiguous spectrum operation in TS36.141
	R4-130998
	LTE_CA_enh-Core
	ZTE

	36.133
	1723
	1
	F
	Rel-11
	Impact of REFSENS requirements on the core specification
	R4-131945
	LTE_CA-Core
	Ericsson, ST-Ericsson, Anritsu, Alcatel-Lucent

	36.133
	1770
	1
	B
	Rel-11
	In sync detection with CRS assistance information with non-MBSFN ABS in FDD
	R4-133013
	eICIC_enh_LTE-Perf
	Intel Corporation

	36.133
	1771
	1
	B
	Rel-11
	In sync detection with CRS assistance information with non-MBSFN ABS in TDD
	R4-133014
	eICIC_enh_LTE-Perf
	Intel Corporation

	36.133
	1821
	 
	F
	Rel-11
	Measurement requirements with interruptions due to CA
	R4-132750
	LTE_CA-Perf
	Ericsson, ST-Ericsson

	36.101
	1654
	1
	F
	Rel-11
	MPR for intra-band non-contiguous CA
	R4-131909
	LTE_CA_enh-Core
	Ericsson, ST-Ericsson

	36.101
	1685
	 
	F
	REL-11
	Non-contiguous intraband CA channel spacing
	R4-132118
	LTE_CA-Core
	Nokia Corporation

	36.133
	1649
	 
	F
	Rel-11
	Remove the Brackets in cell identification of FeICIC
	R4-131093
	eICIC_enh_LTE-Core
	Huawei, HiSilicon

	36.133
	1709
	1
	F
	Rel-11
	Removing an eICIC note on measurements
	R4-131948
	eICIC_enh_LTE-Core
	Ericsson, ST-Ericsson

	36.101
	1701
	 
	F
	Rel-11
	Removing bracket from CA_11A-18A requirments
	R4-132388
	LTE_CA_B11_B18-Core
	KDDI

	36.133
	1812
	1
	F
	Rel-11
	RSRP and RSRQ relative accuracy requirements for FeICIC
	R4-132954
	eICIC_enh_LTE-Perf
	ZTE

	36.133
	1827
	2
	B
	Rel-11
	Test case for cell identification with FeICIC in FDD
	R4-133112
	eICIC_enh_LTE-Core
	Ericsson, ST-Ericsson

	36.133
	1828
	2
	B
	Rel-11
	Test case for cell identification with FeICIC in TDD
	R4-133113
	eICIC_enh_LTE-Core
	Ericsson, ST-Ericsson

	36.133
	1799
	1
	B
	Rel-11
	Test case for UE Transmit Timing Accuracy for SCell
	R4-132949
	LTE_CA_enh-Perf
	Ericsson, ST-Ericsson

	36.133
	1825
	1
	B
	Rel-11
	UE Rx-Tx accuracy requirements with FeICIC
	R4-132950
	eICIC_enh_LTE-Core
	Ericsson, ST-Ericsson

	36.133
	1826
	 
	B
	Rel-11
	UE Rx-Tx measurement requirements with FeICIC
	R4-132781
	eICIC_enh_LTE-Core
	Ericsson, ST-Ericsson
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