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Introduction

Total Number of CRs agreed for this WI: 57. TSs being affected:

· 36.508 
11 CR(s)

· 36.521-1
  6 CR(s)

· 36.521-2
  1 CR(s)

· 36.521-3
  5 CR(s)

· 36.523-1
27 CR(s)

· 36.523-2
  5 CR(s)

· 36.523-3
  0 CR(s)

· 36.903 
  2 CR(s)

Note:
Non TTCN CRs may have impact on TTCN and therefore there may be one or more non TTCN CR(s) and one or more TTCN CR(s) 
that affect one and the same issue.
	WG Tdoc
	Spec
	CR
	R
	Cat
	Rel
	Curr Ver
	Title
	Work Item

	R5-133118
	36.508
	0432
	-
	F
	Rel-11
	11.1.1
	Update of CSIM Elementary File for EPRL
	TEI8_Test

	R5-133306
	36.508
	0439
	-
	F
	Rel-11
	11.1.1
	Default Bandwidth Configuration for E-UTRA Band 2 RF Testing
	TEI8_Test

	R5-133365
	36.508
	0442
	-
	F
	Rel-11
	11.1.1
	Correction to SID value
	TEI8_Test

	R5-133366
	36.508
	0443
	-
	F
	Rel-11
	11.1.1
	Update of generic procedure 4.5A.7
	TEI8_Test

	R5-133367
	36.508
	0444
	-
	F
	Rel-11
	11.1.1
	Update of generic procedure 4.5A.14
	TEI8_Test

	R5-133554
	36.508
	0448
	-
	F
	Rel-11
	11.1.1
	Extension of default contents of ACTIVATE DEFAULT EPS BEARER CONTEXT REQUESTS message
	TEI8_Test

	R5-133582
	36.508
	0449
	-
	F
	Rel-11
	11.1.1
	Corrections to allow ISIM or USIM to be used in test cases using IMS
	TEI8_Test

	R5-133583
	36.508
	0450
	-
	F
	Rel-11
	11.1.1
	Correction of Feature Group Indicators in Table 4.6.1-23
	TEI8_Test

	R5-133584
	36.508
	0451
	-
	F
	Rel-11
	11.1.1
	Correction to ROUTING AREA UPDATE ACCEPT default message contents
	TEI8_Test

	R5-133704
	36.508
	0458
	-
	F
	Rel-11
	11.1.1
	Missing agreed change in 36.508
	TEI8_Test

	R5-133714
	36.508
	0459
	-
	F
	Rel-11
	11.1.1
	Clean up of 36.508
	TEI8_Test

	R5-133252
	36.521-1
	1090
	-
	F
	Rel-11
	11.1.0
	RF: Minor correction to test points for spurious emissions UE co-existence
	TEI8_Test

	R5-133265
	36.521-1
	1095
	-
	F
	Rel-11
	11.1.0
	RF: Addition of missing UL-RMC-s for Tx testing
	TEI8_Test

	R5-133425
	36.521-1
	1102
	-
	F
	Rel-11
	11.1.0
	Correction to UE category in Tx test cases
	TEI8_Test

	R5-133426
	36.521-1
	1103
	-
	F
	Rel-11
	11.1.0
	Correction to Spurious emission band UE co-existence
	TEI8_Test

	R5-133803
	36.521-1
	1117
	-
	F
	Rel-11
	11.1.0
	Editorial correction to 6.6.3.3 Additional spurious emissions
	TEI8_Test

	R5-133838
	36.521-1
	1134
	-
	F
	Rel-11
	11.1.0
	Update Minimum Requirements of TCs 6.2.4 and 6.2.5
	TEI8_Test

	R5-133841
	36.521-2
	0124
	-
	F
	Rel-11
	11.1.0
	Correction to the reference information of chapter 2.
	TEI8_Test

	R5-133105
	36.521-3
	0760
	-
	F
	Rel-11
	11.1.0
	Uncertainties and Test Tolerances update for Inter-freq RSRP Test cases 9.1.3.x and 9.1.4.x
	TEI8_Test

	R5-133351
	36.521-3
	0764
	-
	F
	Rel-11
	11.1.0
	Uncertainties and Test Tolerances update for Intra-freq RSRP Test cases 9.1.1.1 and 9.1.2.1
	TEI8_Test

	R5-133354
	36.521-3
	0765
	-
	F
	Rel-11
	11.1.0
	Band 28 update for Intra-freq relative RSRP Test case 9.1.1.2
	TEI8_Test

	R5-133430
	36.521-3
	0767
	-
	F
	Rel-11
	11.1.0
	Correction to 8.7.3 of 36.521-3
	TEI8_Test

	R5-133435
	36.521-3
	0770
	-
	F
	Rel-11
	11.1.0
	Correction to Common Exception messages in RLM tests
	TEI8_Test

	R5-133082
	36.523-1
	2369
	-
	F
	Rel-11
	11.3.0
	GCF Priority 3 - Correction to EMM test case 9.2.1.1.11
	TEI8_Test

	R5-133093
	36.523-1
	2370
	-
	F
	Rel-11
	11.3.0
	Correction to EMM test case 9.2.3.4.1
	TEI8_Test

	R5-133114
	36.523-1
	2371
	-
	F
	Rel-11
	11.3.0
	Clarification for handling of differences between conformance requirements in different releases of core specifications
	TEI8_Test

	R5-133145
	36.523-1
	2373
	-
	F
	Rel-11
	11.3.0
	Correction to EMM test case 9.2.1.1.1b
	TEI8_Test

	R5-133167
	36.523-1
	2374
	-
	F
	Rel-11
	11.3.0
	Editorial update of TC 9.2.3.3.2
	TEI8_Test

	R5-133342
	36.523-1
	2383
	-
	F
	Rel-11
	11.3.0
	Correction to test case 8.4.3.2
	TEI8_Test

	R5-133362
	36.523-1
	2384
	-
	F
	Rel-11
	11.3.0
	Correction of ESM test cases 10.3.1 and 10.9.1
	TEI8_Test

	R5-133483
	36.523-1
	2385
	-
	F
	Rel-11
	11.3.0
	GCF Priority 4: Modification to TC 6.1.2.12
	TEI8_Test

	R5-133486
	36.523-1
	2386
	-
	F
	Rel-11
	11.3.0
	Modification to TC 8.3.1.13a
	TEI8_Test

	R5-133585
	36.523-1
	2388
	-
	F
	Rel-11
	11.3.0
	GCF Priority 3 - Correction to 6.1.2.9a test cases
	TEI8_Test

	R5-133589
	36.523-1
	2391
	-
	F
	Rel-11
	11.3.0
	GCF priority 4 - Correction to EUTRA RRC test cases 8.2.1.5 and 8.2.1.6
	TEI8_Test

	R5-133591
	36.523-1
	2393
	-
	F
	Rel-11
	11.3.0
	GCF Priority 4 - Corrections to EUTRA-GERAN Test Case 8.4.3.3
	TEI8_Test

	R5-133592
	36.523-1
	2394
	-
	F
	Rel-11
	11.3.0
	GCF Priority 3 - Correction to test case 9.2.3.1.18a
	TEI8_Test

	R5-133593
	36.523-1
	2395
	-
	F
	Rel-11
	11.3.0
	GCF Priority 2 - Correction to test case 9.2.3.3.6
	TEI8_Test

	R5-133595
	36.523-1
	2397
	-
	F
	Rel-11
	11.3.0
	GCF Priority 2 - Correction to test case 9.2.1.2.4 and 9.2.3.2.4
	TEI8_Test

	R5-133596
	36.523-1
	2398
	-
	F
	Rel-11
	11.3.0
	Correction to EUTRA test case 9.2.1.2.1b
	TEI8_Test

	R5-133597
	36.523-1
	2399
	-
	F
	Rel-11
	11.3.0
	Correction to EMM Test Case 9.2.3.1.6
	TEI8_Test

	R5-133598
	36.523-1
	2400
	-
	F
	Rel-11
	11.3.0
	Clarification of EMM Test case 9.2.2.2.2
	TEI8_Test

	R5-133599
	36.523-1
	2401
	-
	F
	Rel-11
	11.3.0
	Add test case Attach / Success / IMS
	TEI8_Test

	R5-133600
	36.523-1
	2402
	-
	F
	Rel-11
	11.3.0
	GCF Priority U1 – Correction to EMM test case 9.2.1.2.13
	TEI8_Test

	R5-133602
	36.523-1
	2403
	-
	F
	Rel-11
	11.3.0
	Add test case EPS bearer context deactivation / Re-establishment
	TEI8_Test

	R5-133603
	36.523-1
	2404
	-
	F
	Rel-11
	11.3.0
	Corrections to allow both ISIM or USIM to be used in test cases using IMS
	TEI8_Test

	R5-133610
	36.523-1
	2408
	-
	F
	Rel-11
	11.3.0
	GCF Priority 4: Modification to TC 6.1.2.14
	TEI8_Test

	R5-133611
	36.523-1
	2409
	-
	F
	Rel-11
	11.3.0
	Modification to TC 8.3.1.13
	TEI8_Test

	R5-133613
	36.523-1
	2410
	-
	F
	Rel-11
	11.3.0
	Update of test case 8.3.3.2
	TEI8_Test

	R5-133723
	36.523-1
	2440
	1
	F
	Rel-11
	11.3.0
	Update of TC 6.2.1.1 Inter-RAT PLMN Selection for OPLMN Automatic mode
	TEI8_Test

	R5-133725
	36.523-1
	2448
	1
	F
	Rel-11
	11.3.0
	Correction of EUTRA RRC test case 8.5.4.1
	TEI8_Test

	R5-133458
	36.523-2
	0451
	-
	F
	Rel-11
	11.3.0
	Add applicability for E-UTRA VoLTE test cases
	TEI8_Test

	R5-133607
	36.523-2
	0452
	-
	F
	Rel-11
	11.3.0
	Update Applicability for ZUC test cases
	TEI8_Test

	R5-133608
	36.523-2
	0453
	-
	F
	Rel-11
	11.3.0
	Execution of TCs when UE supports a single E-UTRA band
	TEI8_Test

	R5-133698
	36.523-2
	0462
	-
	F
	Rel-11
	11.3.0
	Execution of TCs when UE supports multiple modes of configuration
	TEI8_Test

	R5-133701
	36.523-2
	0463
	-
	F
	Rel-11
	11.3.0
	Update of Applicability for LTE TC 6.2.1.1
	TEI8_Test

	R5-133104
	36.903
	0080
	-
	F
	Rel-10
	10.2.0
	Update Test Tolerance analyses for TS 36.521-3 Test cases 9.1.3.x and 9.1.4.x
	TEI8_Test

	R5-133349
	36.903
	0083
	-
	F
	Rel-10
	10.2.0
	Update Test Tolerance analyses for TS 36.521-3 Test cases 9.1.1.1 and 9.1.2.1
	TEI8_Test
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