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	At RAN5#59 a work plan for adding Rel-10 test cases for combination of DB-DC-HSDPA with MIMO was endorsed by RAN5 in R5-131731. As part of the work plan two new MIMO performance test cases (9.2.4CA and 9.2.4DA) will be introduced. Those test cases are based on existiing Rel-9 test cases 9.2.4C and 9.2.4D for DC-HSDPA+MIMO case. It is proposed to follow the same principle as for other RF performance test cases where the requirements are the same for both DC-HSDPA and DB-DC-HSDPA. That is to only require that the DB-DC-HSDPA variant of the test cases is to be executed for a UE supporting DB-DC-HSDPA. Thus need the applicability statement for test cases 9.2.4C and 9.2.4D be limited to UEs not supporting dual-band operation.
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	Clause 9.2.4D.1: Added clarification that the requirements and test is related to the case UE supports HS-DSCH categories 25-28 but not supporting Dual band operation.
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not approved:
	Applicability statement will be inconstent with how applicability is specified for other RF performance test cases for DB-DC-HSDPA where the performance requirements are the same for both DC-HSDPA and DB-DC-HSDPA causing redundant testing of UEs.
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	Other comments:
(

	Affects Rel-9 and later releases


9.2.4D
MIMO Performance - Fixed Reference Channel (FRC) H-Set 11A

9.2.4D.1
Definition and applicability

The MIMO performance of the High Speed Physical Downlink Shared Channel (HS-DSCH) in multi-path fading environments is determined by the information bit throughput R.

The requirements and this test apply to Release 9 and later releases for all types of UTRA for FDD UE that support HSDPA UE capability categories 27-28 but not supporting Dual band operation.
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