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Table 1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Comments

	RF Test cases

	5.2
	Maximum Output Power
	R99
	R
	UEs supporting FDD

	<Unchanged Items Skipped>

	8.2.2.1
	Cell Re-Selection - Scenario 1: Single carrier case
	R99
	R
	UEs supporting FDD

	8.2.2.2
	Cell Re-Selection - Scenario 2: Multi carrier case
	R99
	R
	UEs supporting FDD

	8.2.3.1
	UTRAN to GSM Cell Re-Selection - Scenario 1: Both UTRA and GSM level changed


	R99
	C_RF05
	UEs supporting FDD and GSM

	8.2.3.2
	UTRAN to GSM Cell Re-Selection - Scenario 2: Only UTRA level changed
	R99
	C_RF05
	UEs supporting FDD and GSM

	8.2.3.3
	UTRAN to GSM Cell Re-Selection - Scenario 3: HCS with only UTRA level changed
	Rel-6
	C_RF05
	UEs supporting FDD and GSM

	8.2.4
	FDD/TDD Cell Re-selection
	R99
	C_RF06
	UE supporting FDD and TDD

	8.2.5.1
	UTRAN to E-UTRA Cell Re-Selection / E-UTRA is of higher priority
	Rel-8
	C_RF73
	UE supporting FDD and E-UTRAN FDD

	8.2.5.2
	UTRAN to E-UTRA Cell Re-Selection / E-UTRA is of lower priority
	Rel-8
	C_RF73
	UE supporting FDD and E-UTRAN FDD

	8.2.5.3
	RSRQ based reselection when E-UTRA FDD is of higher priority
	Rel-11
	C_RF73
	UE supporting FDD and E-UTRAN FDD

	8.3.1
	UTRAN Connected Mode Mobility FDD/FDD Soft Handover
	R99
	R
	UEs supporting FDD

	8.3.2.1
	UTRAN Connected Mode Mobility - FDD/FDD Hard Handover to intra-frequency cell
	R99
	R
	UEs supporting FDD

	8.3.2.2
	FDD/FDD Hard Handover to inter-frequency cell
	R99
	R
	UEs supporting FDD

	8.3.3
	FDD/TDD Handover
	R99 and Rel-4 only
	C_RF06
	UEs supporting FDD and TDD

	8.3.4
	Inter-system Handover from UTRAN FDD to GSM
	R99
	C_RF27
	UEs supporting FDD and GSM and supporting speech.

	8.3.4a
	Inter-system Handover from UTRAN FDD to E-UTRAN FDD
	Rel-8
	C_RF107
	UE supporting FDD and E-UTRAN FDD and inter-RAT PS handover to E-UTRA(FDD) from UTRA and EUTRA Feature Group Indicator 2

	8.3.4b
	Inter-system Handover from UTRAN FDD to E-UTRAN TDD
	Rel-8
	C_RF108
	UE supporting FDD and E-UTRAN TDD and inter-RAT PS handover to E-UTRA(TDD) from EUTRA and UTRA Feature Group Indicator 2

	8.3.4c
	Inter-system Handover from UTRAN FDD to E-UTRAN FDD: Unknown Target Cell
	Rel-8
	C_RF107
	UE supporting FDD and E-UTRAN FDD and inter-RAT PS handover to E-UTRA(FDD) from UTRA and EUTRA Feature Group Indicator 2

	8.3.4d
	Inter-system Handover from UTRAN FDD to E-UTRAN TDD; Unknown Target Cell
	Rel-8
	C_RF108
	UE supporting FDD and E-UTRAN TDD and inter-RAT PS handover to E-UTRA(TDD) from UTRA and EUTRA Feature Group Indicator 2

	8.3.5.1
	Cell Re-selection in CELL_FACH - One frequency present in neighbour list
	R99
	R
	UEs supporting FDD

	8.3.5.2
	Cell Re-selection in CELL_FACH - Two frequencies present in the neighbour list
	R99
	R
	UEs supporting FDD

	8.3.5.3
	Cell Re-selection in CELL_FACH - Cell Reselection to GSM
	R99
	C_RF07
	UEs supporting FDD Packet Switched Data and GPRS

	8.3.5.4
	Cell Reselection during an MBMS session, two frequencies present in neighbour list
	Rel-6
	C_RF29
	UEs supporting FDD and MBMS

	8.3.6.1
	Cell Re-selection in CELL_PCH - One frequency present in the neighbour list
	R99
	C_RF12
	UEs supporting FDD Packet Switched Data

	8.3.6.2
	Cell Re-selection in CELL_PCH - Two frequencies present in the neighbour list
	R99
	C_RF12
	UEs supporting FDD Packet Switched Data

	8.3.6.3

	Cell re-selection during an MBMS session, one UTRAN inter-frequency and 2 GSM cells present in the neighbour list
	Rel-6
	C_RF30
	UEs supporting FDD and MBMS and GSM

	8.3.7.1
	Cell Re-selection in URA_PCH - One frequency present in the neighbour list
	R99
	C_RF12
	UEs supporting FDD Packet Switched Data

	8.3.7.2
	Cell Re-selection in URA_PCH - Two frequencies present in the neighbour list
	R99
	C_RF12
	UEs supporting FDD Packet Switched Data

	8.3.8
	Serving HS-DSCH cell change
	Rel-6
	C_RF02
	UEs supporting FDD and HS-PDSCH

	8.3.9
	Enhanced Serving HS-DSCH cell change
	Rel-8
	C_RF68
	UEs supporting FDD and HS-PDSCH and additionally  supporting Target Cell Pre-Configuration

	8.3.10.1
	Intrafrequency System Information Acquisition for CSG cell
	Rel-9
	C_RF87
	UEs supporting FDD, CSG and intra-frequency SI acquisition for HO.

	8.3.10.2
	Interfrequency System Information Acquisition for CSG cell
	Rel-9
	C_RF88
	UEs supporting FDD, CSG and inter-frequency SI acquisition for HO.

	8.4.1.1
	RRC Connection Control / RRC Re-establishment delay - Test 1
	R99
	R
	UEs supporting FDD

	8.4.1.2
	RRC Connection Control / RRC Re-establishment delay - Test 2
	R99
	R
	UEs supporting FDD

	8.4.2.1
	Random Access - Correct behaviour when receiving an ACK
	R99, Rel-4 and Rel-5 only
	R
	UEs supporting FDD

	8.4.2.1A
	Random Access - Correct behaviour when receiving an ACK – Release 6
	Rel-6
	R
	UEs supporting FDD

	8.4.2.2
	Random Access - Correct behaviour when receiving an NACK
	R99
	R
	UEs supporting FDD

	8.4.2.3
	Random Access - Correct behaviour at Time-out
	R99
	R
	UEs supporting FDD

	8.4.2.4

	Random Access - Correct behaviour when reaching maximum transmit power
	R99
	R
	UEs supporting FDD

	8.4.3.1
	Transport format combination selection in UE - Interactive or Background, PS, UL: 64 kbps
	R99
	C_RF13
	UEs supporting FDD and downlink RMC 64 kbps and uplink RMC 64 kbps

	8.4.3.1A
	Transport format combination selection in UE-Interactive or Background, PS, UL: 64 kbps + Conversational / speech, CS, UL: 12.2kbps
	Rel-10
	C_RF13
	UEs supporting FDD and downlink RMC 64 kbps and uplink RMC 64 kbps

	8.4.4.1
	E-TFC restriction in UE - 10ms TTI E-DCH E-TFC restriction
	Rel-6
	C_RF23
	UEs supporting FDD and HS-PDSCH and E-DPDCH

	8.4.4.2
	E-TFC restriction in UE – 2ms TTI E-DCH E-TFC restriction
	Rel-6
	C_RF28
	UEs supporting FDD and HS-PDSCH and E-DPDCH with 2 ms TTI

	8.5.1
	Timing and Signalling Characteristics - UE Transmit Timing
	R99
	R
	UEs supporting FDD

	8.6.1.1
	UE Measurements Procedures / FDD intra frequency measurements - Event triggered reporting in AWGN propagation conditions
	R99 only
	R
	UEs supporting FDD

	8.6.1.1A
	UE Measurements Procedures / FDD intra frequency measurements - Event triggered reporting in AWGN propagation conditions
	Rel-4
	R
	UEs supporting FDD

	8.6.1.2
	UE Measurements Procedures / FDD intra frequency measurements - Event triggered reporting of multiple neighbours in AWGN propagation condition
	R99 only
	R
	UEs supporting FDD

	8.6.1.2A
	UE Measurements Procedures / FDD intra frequency measurements - Event triggered reporting of multiple neighbours in AWGN propagation condition
	Rel-4
	R
	UEs supporting FDD

	8.6.1.3
	UE Measurements Procedures / FDD intra frequency measurements - Event triggered reporting of two detectable neighbours in AWGN propagation condition
	R99 only
	R
	UEs supporting FDD

	8.6.1.3A
	UE Measurements Procedures / FDD intra frequency measurements - Event triggered reporting of two detectable neighbours in AWGN propagation condition
	Rel-4
	R
	UEs supporting FDD

	8.6.1.4
	Void
	
	
	

	8.6.1.4A
	UE Measurements Procedures / FDD intra frequency measurements - Correct reporting of neighbours in fading propagation condition
	Rel-4
	R
	UEs supporting FDD

	8.6.1.5
	UE Measurements Procedures / FDD intra frequency measurements – Event triggered reporting of multiple neighbour cells in Case 1 fading condition
	Rel-5
	R
	UEs supporting FDD

	8.6.1.6
	UE Measurements Procedures / FDD intra frequency measurements – Event triggered reporting of multiple neighbour cells in Case 3 fading condition
	Rel-5
	R
	UEs supporting FDD

	8.6.2.1
	FDD inter frequency measurements - Correct reporting of neighbours in AWGN propagation condition (Release 5 and earlier)
	R99, Rel-4 and Rel-5 only
	R
	UEs supporting FDD

	8.6.2.1A
	FDD inter frequency measurements - Correct reporting of neighbours in AWGN propagation condition (Release 6 and later)
	Rel-6
	R
	UEs supporting FDD

	8.6.2.2
	FDD inter frequency measurements - Correct reporting of neighbours in fading propagation condition (Release 5 only)
	Rel-5 only
	R
	UEs supporting FDD

	8.6.2.2A
	FDD inter frequency measurements - Correct reporting of neighbours in fading propagation condition (Release 6 and later)
	Rel-6
	R
	UEs supporting FDD

	8.6.2.3
	FDD inter frequency measurements – Correct reporting of neighbours in fading propagation condition using TGL1= 14
	Rel-6
	R
	UEs supporting FDD

	8.6.3.1
	TDD measurements - Correct reporting of TDD neighbours in AWGN propagation condition
	R99 and Rel-4 only
	C_RF06
	UEs supporting FDD and TDD

	8.6.4.1
	GSM measurements - Correct reporting of GSM neighbours in AWGN propagation condition
	R99
	C_RF05
	UEs supporting FDD and GSM

	8.6.5.1
	Combined Interfrequency and GSM measurements - Correct reporting of neighbours in AWGN propagation condition
	Rel-6
	C_RF05
	UEs supporting FDD and GSM

	8.6.6.1
	Correct reporting of E-UTRAN FDD neighbour in fading propagation condition
	Rel-8
	C_RF109
	UE supporting FDD and E-UTRAN FDD and EUTRA Feature Group Indicator 2

	8.6.6.2
	Correct reporting of E-UTRAN TDD neighbour in fading propagation condition
	Rel-8
	C_RF110
	UE supporting FDD and E-UTRAN TDD and EUTRA Feature Group Indicator 2

	8.6.7.1
	Correct reporting of E-UTRA FDD neighbours in fading propagation condition
	Rel-8
	C_RF109
	UE supporting FDD and E-UTRAN FDD and EUTRA Feature Group Indicator 2

	8.6.7.2
	Correct reporting of E-UTRA TDD neighbours in Fading propagation condition
	Rel-8
	C_RF110
	UE supporting FDD and E-UTRAN TDD and EUTRA Feature Group Indicator 2

	8.7.1.1.1
	Measurements Performance Requirements / CPICH RSCP / Intra frequency measurements accuracy - Absolute accuracy requirement
	R99
	R
	UEs supporting FDD

	8.7.1.1.2
	Measurements Performance Requirements / CPICH RSCP / Intra frequency measurements accuracy - Relative accuracy requirement
	R99
	R
	UEs supporting FDD

	8.7.1.2.1
	Inter frequency measurement accuracy - Relative accuracy requirement
	R99
	R
	UEs supporting FDD

	8.7.2.1.1
	CPICH Ec/Io / Intra frequency measurements accuracy - Absolute accuracy requirement
	R99
	R
	UEs supporting FDD

	8.7.2.1.2
	CPICH Ec/Io / Intra frequency measurements accuracy - Relative accuracy requirement
	R99
	R
	UEs supporting FDD

	8.7.2.2.1
	Inter frequency measurement accuracy / Absolute accuracy requirement
	
	Void
	

	8.7.2.2.2
	Inter frequency measurement accuracy / Relative accuracy requirement
	R99
	R
	UEs supporting FDD

	8.7.3.1
	UTRA Carrier RSSI - Absolute measurement accuracy requirement
	R99
	R
	UEs supporting FDD

	8.7.3.2
	UTRA Carrier RSSI - Relative measurement accuracy requirement
	Rel-6
	R
	UEs supporting FDD

	8.7.3A
	GSM Carrier RSSI
	R99
	C_RF05
	UE supporting FDD and GSM

	8.7.3B
	Transport channel BLER
	
	Void
	

	8.7.3C
	UE transmitted power (R99 and Rel-4 only)
	R99 and Rel-4 only
	R
	UEs supporting FDD

	8.7.3D
	UE transmitted power (Rel-5 and later)
	Rel-5
	R
	UEs supporting FDD

	8.7.4.1
	SFN-CFN observed time difference - Intra frequency measurement requirement


	R99
	R
	UEs supporting FDD

	8.7.4.2
	SFN-CFN observed time difference - Inter frequency measurement requirement
	R99
	R
	UEs supporting FDD

	8.7.5.1
	SFN-SFN observed time difference type 1
	R99
	R
	UEs supporting FDD

	8.7.5.2
	SFN-SFN observed time difference type 2
	
	Void
	

	8.7.6.1
	UE Rx-Tx time difference type 1 (Release 5 and earlier)
	R99, Rel-4 and Rel-5 only
	R
	UEs supporting FDD

	8.7.6.1A
	UE Rx-Tx time difference type 1 (Release 6 and later)
	Rel-6
	R
	UEs supporting FDD

	8.7.6.2
	UE Rx-Tx time difference type 2
	
	Void
	

	8.7.7
	Observed time difference to GSM cell
	R99 and Rel-4 only
	Void
	

	8.7.8.1
	P-CCPCH RSCP

Absolute measurement accuracy
	R99 and Rel-4 only
	C_RF06
	UEs supporting FDD and TDD

	8.7.9
	UE Transmission Power Headroom
	Rel-6
	C_RF23
	UEs supporting FDD and HS-PDSCH and E-DPDCH

	8.7.10
	E-UTRAN FDD RSRP absolute accuracy
	Rel-9
	C_RF73
	UE supporting FDD and E-UTRAN FDD

	8.7.11
	E-UTRAN TDD RSRP absolute accuracy
	Rel-9
	C_RF74
	UE supporting FDD and E-UTRAN TDD

	8.7.12
	E-UTRAN FDD RSRQ absolute accuracy
	Rel-9
	C_RF73
	UE supporting FDD and E-UTRAN FDD

	8.7.13
	E-UTRAN TDD RSRQ absolute accuracy
	Rel-9
	C_RF74
	UE supporting FDD and E-UTRAN TDD

	<Unchanged Items Skipped>

	11.3
	Demodulation of MTCH and cell identification
	Rel-6
	C_RF29
	UEs supporting FDD and MBMS


NOTE 1: This test case can be optionally tested for Rel 7 and onward UE’s supporting MIMO feature

NOTE 2: This test case can be optionally tested for Rel 8 and onward UE’s supporting MIMO feature

NOTE 3: This test case can be optionally tested for Rel 9 and onward UE’s supporting MIMO feature

NOTE 4: This test case may be identified as redundant according to table 2
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