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	Reason for change:
(

	Function f_EUTRA_ModifySysinfo_ValueTag increments systemInfoValueTag element two times. The first increment is at        (v_Sysinfo.BCCH_Info.SIB1.message_.c1.systemInformationBlockType1.systemInfoValueTag + 1) mod 32;
and second increment is in function f_EUTRA_SS_ConfigureSysinfo 
However we have to increment only by 1.

	
	

	Summary of change:
(

	Change input value for function f_EUTRA_SS_ConfigureSysinfo to not increment systemInfoValueTag.
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not approved:
	A conformant UE may fail affected TCs

	
	

	Clauses affected:
(

	6.1.2.8, 6.1.2.8a, 6.1.2.9, 6.1.2.9a, 6.1.2.10, 6.1.2.13, 6.1.2.17,18.1.1, 18.1.2, 18.1.3, 9.3.1.18, 9.2.1.1.18, 9.2.3.1.9, 9.2.3.2.16, 6.3.1., 6.3.5, 6.3.6, 6.4.1

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


Change 1

	Testcase name
	

	Reason for change
	Function f_EUTRA_ModifySysinfo_ValueTag increments systemInfoValueTag element two times. The first increment is at        (v_Sysinfo.BCCH_Info.SIB1.message_.c1.systemInformationBlockType1.systemInfoValueTag + 1) mod 32;
and second increment is in function f_EUTRA_SS_ConfigureSysinfo 
However we have to increment only by 1.


	Summary of change
	Change input value for function f_EUTRA_SS_ConfigureSysinfo to not increment systemInfoValueTag.

	Source of change
	EUTRA_RRCSteps.ttcn


Before change:

	  function f_EUTRA_ModifySysinfo_ValueTag(EUTRA_CellId_Type p_CellId,

                                          boolean p_PagingFlag := true,

                                          EUTRA_RRC_STATE_Type p_UE_State := RRC_IDLE)  // @sic R5-110803 change 4: add new parameter sic@

    runs on EUTRA_PTC return SystemFrameNumber_Type

  { //@sic R5-104157 return SystemFrameNumber_Type sic@

    var SubFrameTiming_Type     v_Timing;

    var SystemFrameNumber_Type  v_StartNextModPeriod, v_Timing_SFN, v_TimeOfPaging, v_StartNextPagingCycle; //@sic R5s100475 cl. 4.3 Additional changes sic@

    var EUTRA_CellSysInfo_Type  v_Sysinfo:= f_EUTRA_CellInfo_GetSYSINFO (p_CellId);  // Get SYSINFO to be sent

    var integer v_ModificationPeriodFrames := f_CalculateModificationPeriod (p_CellId);

    var PCCH_Config v_PcchConfig := f_EUTRA_CellInfo_GetPCCH_ConfigInSYSINFO(p_CellId); //@sic R5s100475 cl. 4.3 Additional changes sic@

    var integer v_PagingCycle := f_EUTRA_GetPagingCycleValue (v_PcchConfig.defaultPagingCycle); //@sic R5s100475 cl. 4.3 Additional changes sic@

    // Increment the VALUE TAG if neeeded

    if (v_Sysinfo.SB1_ValueTagChanged == true) {

      v_Sysinfo.BCCH_Info.SIB1.message_.c1.systemInformationBlockType1.systemInfoValueTag :=

        (v_Sysinfo.BCCH_Info.SIB1.message_.c1.systemInformationBlockType1.systemInfoValueTag + 1) mod 32;

      f_EUTRA_SetSysinfo (p_CellId,v_Sysinfo);     // Save SYSINFO with the new valueTag in the record

      f_EUTRA_SetSB1_ValueTag (p_CellId, false);  // Set the flag to FALSE

    }

    …
  //Page UE from the start of v_TimeOfPaging

      //based on above calculation

      f_EUTRA_UE_PageSysinfoMod(p_CellId, v_TimeOfPaging, p_UE_State); // @sic R5-110803 change 4: add new parameter sic@

    }

    f_EUTRA_SS_ConfigureSysinfo (p_CellId, cs_TimingInfo_SFN(v_StartNextModPeriod));  // @sic R5s120130 sic@     
    return v_StartNextModPeriod;

  }


After change :

	function f_EUTRA_ModifySysinfo_ValueTag(EUTRA_CellId_Type p_CellId,

                                          boolean p_PagingFlag := true,

                                          EUTRA_RRC_STATE_Type p_UE_State := RRC_IDLE)  // @sic R5-110803 change 4: add new parameter sic@

    runs on EUTRA_PTC return SystemFrameNumber_Type

  { //@sic R5-104157 return SystemFrameNumber_Type sic@

    var SubFrameTiming_Type     v_Timing;

    var SystemFrameNumber_Type  v_StartNextModPeriod, v_Timing_SFN, v_TimeOfPaging, v_StartNextPagingCycle; //@sic R5s100475 cl. 4.3 Additional changes sic@

    var EUTRA_CellSysInfo_Type  v_Sysinfo:= f_EUTRA_CellInfo_GetSYSINFO (p_CellId);  // Get SYSINFO to be sent

    var integer v_ModificationPeriodFrames := f_CalculateModificationPeriod (p_CellId);

    var PCCH_Config v_PcchConfig := f_EUTRA_CellInfo_GetPCCH_ConfigInSYSINFO(p_CellId); //@sic R5s100475 cl. 4.3 Additional changes sic@

    var integer v_PagingCycle := f_EUTRA_GetPagingCycleValue (v_PcchConfig.defaultPagingCycle); //@sic R5s100475 cl. 4.3 Additional changes sic@

    // Increment the VALUE TAG if neeeded

    if (v_Sysinfo.SB1_ValueTagChanged == true) {

      v_Sysinfo.BCCH_Info.SIB1.message_.c1.systemInformationBlockType1.systemInfoValueTag :=

        (v_Sysinfo.BCCH_Info.SIB1.message_.c1.systemInformationBlockType1.systemInfoValueTag + 1) mod 32;

      f_EUTRA_SetSysinfo (p_CellId,v_Sysinfo);     // Save SYSINFO with the new valueTag in the record

      f_EUTRA_SetSB1_ValueTag (p_CellId, false);  // Set the flag to FALSE

    }

    …

  //Page UE from the start of v_TimeOfPaging

      //based on above calculation

      f_EUTRA_UE_PageSysinfoMod(p_CellId, v_TimeOfPaging, p_UE_State); // @sic R5-110803 change 4: add new parameter sic@

    }

    f_EUTRA_SS_ConfigureSysinfo (p_CellId, cs_TimingInfo_SFN(v_StartNextModPeriod), false);  // @sic R5s120130 sic@     
    return v_StartNextModPeriod;

  }
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