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11.2
Emergency calls over IMS

11.2.0
General
Unless stated otherwise in a test case, for all test cases in this clause, the UE shall contain either ISIM and USIM applications or only a USIM application on UICC.
<End of modified section>

<Start of next modified section>

11.2.2.3.1
Pre-test conditions

System Simulator:

-
Cell A

-
The PLMN is defined in Table 11.2.2.3.1-1.

Table 11.2.2.3.1–1: PLMN identifier

	Cell
	PLMN name
	MCC / MNC

	A
	PLMN4
	004 / 31


UE:

-
The UE is equipped with either ISIM and USIM applications or only a USIM application on UICC. The USIM contains default values except for those listed in Table 11.2.2.3.1-2.

Table 11.2.2.3.1–2: USIM configuration

	USIM field
	Priority
	Value
	Access Technology Identifier

	EFIMSI
	
	The HPLMN (MCC+MNC) of the IMSI is set to PLMN1.
	

	EFFPLMN
	
	PLMN4
	

	EFPLMNwAcT
	1
	Default
	E-UTRAN

	EFOPLMNwACT
	1
	PLMN1
	E-UTRAN

	EFHPLMNwAcT
	1
	PLMN1
	E-UTRAN


Preamble:

-
The UE is Switched OFF (State 1) according to [18].

<End of modified section>

<Start of next modified section>

11.2.8.3.1
Pre-test conditions

System Simulator:

-
cell A is set to ''Serving cell''

-
If (px_RATComb_Tested = EUTRA_UTRA AND pc_CS_Em_Call_in_UTRA)

-
cell 5 is configured as ''Suitable Neighbour cell''

-
System information combination 4 as defined in TS 36.508[18] clause 4.4.3.1 is used in E-UTRA cells

-
If (px_RATComb_Tested = EUTRA_GERAN AND pc_CS_Em_Call_in_GERAN)

-
cell 24 is configured as ''Suitable Neighbour cell''

-
System information combination 5 as defined in TS 36.508[18] clause 4.4.3.1 is used in E-UTRA cells

UE:
None.

Preamble:

-
the UE is switched on and camped on cell A in EMM-DEREGISTERED.LIMITED-SERVICE state according to 36.508 [18].

-
the UE is not attached for emergency bearer services.

<End of modified section>

<Start of next modified section>

11.2.10.3.1
Pre-test conditions

System Simulator:

-
Cell A and Cell 5. 
Table 11.2.10.3.1-1: Time instances of cell power level and parameter changes
	
	Parameter
	Unit
	Cell  A
	Cell 5

	T0
	Cell-specific RS EPRE
	dBm
	-70
	-

	
	CPICH_Ec (UTRA FDD)
	dBm/3.84 MHz
	-
	-75

	
	PCCPCH RSCP (UTRA LCR TDD)
	dBm/1.28 MHz
	-
	-75


UE:

-
The UE is not equipped with either a USIM or ISIM.

Preamble:

-
The UE is in state Switched OFF (state 1) according to [18].

<End of modified section>

<Start of next modified section>

11.2.11.3.1
Pre-test conditions

System Simulator:

-
Cell A and Cell 5. 
-
System information combination 4 as defined in TS 36.508 [18] clause 4.4.3.1 is used in E-UTRA cells.

-
The PLMN is defined in Table 11.2.11.3.1-1.

Table 11.2.11.3.1–1: PLMN identifier

	Cell
	PLMN name

	A
	PLMN4


UE:

-
The UE is equipped with either ISIM and USIM applications or only a USIM application on UICC. The USIM containing default values except for those listed in Table 11.2.11.3.1-2.

Table 11.2.11.3.1–2: USIM configuration

	USIM field
	Priority
	Value
	Access Technology Identifier

	EFIMSI
	-
	The HPLMN (MCC+MNC) of the IMSI is set to PLMN1.
	-

	EFFPLMN
	-
	PLMN4
	-

	EFPLMNwAcT
	1
	Default
	E-UTRAN

	EFOPLMNwACT
	1
	PLMN1
	E-UTRAN

	EFHPLMNwAcT
	1
	PLMN1
	E-UTRAN


Preamble:

-
The UE is Switched OFF (State 1) according to [18].

<End of modified section>

<Start of next modified section>
13.4.3
Inter-system mobility voice

13.4.3.0
General
Unless stated otherwise in a test case, for all test cases in this clause, the UE shall contain either ISIM and USIM applications or only a USIM application on UICC.
<End of modified section>

<Start of next modified section>

13.4.3.15.3.1
Pre-test conditions

System Simulator:

-
Cell 1 and Cell 5.

-
System information combination 4 as defined in TS 36.508 [18] clause 4.4.3.1 is used in E-UTRA cells.

UE:
None.
.

Preamble:

-
The UE is in state Registered, Idle mode (state 2) on Cell 1 according to [18].

<End of modified section>

<Start of next modified section>

13.4.3.17.3.1
Pre-test conditions

System Simulator:

-
Cell 1 and Cell 5.

-
System information combination 4 as defined in TS 36.508 [18] clause 4.4.3.1 is used in E-UTRA cells.

UE:
None.

Preamble:

-
The UE is in state Registered, Idle mode (state 2) on Cell 1 according to [18].

<End of modified section>
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