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4
Recommended Test Case Applicability

The applicability of each individual test is identified in Table 4-1. This is just a recommendation based on the purpose for which the test case was written.

<Unchanged Contents Skipped>
NOTE 2:
To meet the validation requirements from certification bodies then there is a need to uniquely reference the FDD and TDD branch of common FDD and TDD test cases. The FDD and TDD branches of common FDD and TDD test cases can be referenced by amending a "FDD" or "TDD" suffix to the test case clause number. For example for AM RLC test case 7.2.3.13 the FDD and TDD branches can be identified by "7.2.3.13 FDD" and "7.2.3.13 TDD".

Table 4-1: Applicability of tests and additional information for testing

	Clause
	TC Title
	Release
	Applicability
	
	Additional Information
	
	
	

	
	
	
	Condition
	Comment
	Specific ICS
	Specific IXIT
	Number of TC Executions
	Release other RAT

	
	IDLE MODE
	
	
	
	
	
	
	

	6.1.1.1
	PLMN selection of RPLMN, HPLMN/EHPLMN, UPLMN and OPLMN / Automatic mode
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	Either TC 6.1.1.1 or TC 6.1.1.1b shall be executed.

(Note 4)
	

	
	
	
	
	
	pc_eTDD
	
	
	

	6.1.1.1a
	PLMN selection  / Automatic mode/ between FDD and TDD
	Rel-8
	C142
	UEs supporting E-UTRA FDD and E-UTRA TDD
	
	
	
	

	<Unchanged Items Skipped>

	7.3.6.1
	PDCP discard
	Rel-8
	C16
	UEs supporting E-UTRA and Feature Group Indicator 7
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8
	RADIO RESOURCE CONTROL
	
	
	
	
	
	
	

	8.1.1.1
	RRC / Paging for connection in idle mode
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	<Unchanged Items Skipped>

	8.5.4.1
	UE capability transfer / Success
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.1.1
	Immediate MDT / Reporting / Location information
	Rel-10
	C147
	UEs supporting E-UTRA and standalone GNSS receiver to provide detailed location information in RRC measurement report and logged measurements in RRC_IDLE
	pc_eTDD
	
	
	

	
	
	
	
	
	pc_eFDD
	
	
	

	8.6.1.2
	Immediate MDT / Reporting / Location information / Request from eNB / Event A2
	Rel-11
	C147
	UEs supporting E-UTRA and standalone GNSS receiver to provide detailed location information in RRC measurement report and logged measurements in RRC_IDLE
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.2.1
	Logged MDT / Intra-frequency measurement, logging and reporting
	Rel-10
	C137
	UEs supporting E-UTRA and logged measurements in RRC_IDLE
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.2.2
	Logged MDT / Inter-frequency measurement, logging and reporting
	Rel-10
	C137
	UEs supporting E-UTRA and logged measurements in RRC_IDLE
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.2.3
	Logged MDT / Logging and reporting / Limiting area scope
	Rel-10
	C137
	UEs supporting E-UTRA and logged measurements in RRC_IDLE
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.2.3a
	Logged MDT / Logging and reporting / Limiting area scope / TAC list with PLMN identity
	Rel-11
	C137
	UEs supporting E-UTRA and logged measurements in RRC_IDLE
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.2.4
	Logged MDT / Logging and reporting / Indication of logged measurements at E-UTRA handover
	Rel-10
	C137
	UEs supporting E-UTRA and logged measurements in RRC_IDLE
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.2.5
	Logged MDT / Logging and reporting / Indication of logged measurements at E-UTRA re-establishment
	Rel-10
	C137
	UEs supporting E-UTRA and logged measurements in RRC_IDLE
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.2.6
	Logged MDT / Release of logged MDT measurement configuration / Expire of duration timer
	Rel-10
	C137
	UEs supporting E-UTRA and logged measurements in RRC_IDLE
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.2.7
	Logged MDT / Release of logged MDT measurement configuration / Reception of new logged measurement configuration, Detach or UE power off
	Rel-10
	C137
	UEs supporting E-UTRA and logged measurements in RRC_IDLE
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.2.8
	Logged MDT / Maintaining logged measurement configuration / UE state transitions and mobility
	Rel-10
	C137
	UEs supporting E-UTRA and logged measurements in RRC_IDLE
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.2.9
	Logged MDT / Location information
	Rel-10
	C147
	UEs supporting E-UTRA and standalone GNSS receiver to provide detailed location information in RRC measurement report and logged measurements in RRC_IDLE
	pc_eTDD
	
	
	

	
	
	
	
	
	pc_eFDD
	
	
	

	8.6.2.10
	Logged MDT / Logging and reporting / Reporting at RRC connection establishment / PLMN list
	Rel-11
	C137
	UEs supporting E-UTRA and logged measurements in RRC_IDLE
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.2.11
	Logged MDT / Logging and reporting / Reporting at intra LTE handover / PLMN list
	Rel-11
	C137
	UEs supporting E-UTRA and logged measurements in RRC_IDLE
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.2.12
	Logged MDT / Logging and reporting / Reporting at RRC connection re-establishment / PLMN list
	Rel-11
	C137
	UEs supporting E-UTRA and logged measurements in RRC_IDLE
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.2.13
	Logged MDT / Logging and reporting / PLMN list / PLMN change
	Rel-11
	C137
	UEs supporting E-UTRA and logged measurements in RRC_IDLE
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.3.1
	Logged MDT / UTRAN inter-RAT measurement, logging and reporting
	Rel-10
	C138
	UEs supporting E-UTRA and UTRA and logged measurements in RRC_IDLE and inter-RAT PS handover to E-UTRA from UTRA and EUTRA Feature Group Indicator 2
	pc_eFDD
	
	
	Rel‑8 UTRA FDD

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.3.2
	Logged MDT / GERAN Inter-RAT measurement, logging and reporting
	Rel-10
	C163
	UEs supporting E-UTRA and GSM and logged measurements in RRC_IDLE and inter-RAT PS handover to E-UTRA from GSM
	pc_eFDD
	
	
	Rel‑8 GERAN

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.3.3
	Logged MDT / CDMA2000 Inter-RAT measurement, logging and reporting
	Rel-10
	C165
	UEs supporting E-UTRA and HRPD and logged measurements in RRC_IDLE
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.3.4
	Logged MDT / Logging and reporting / Reporting at UTRAN Inter-RAT handover / PLMN list
	Rel-11
	C138
	UEs supporting E-UTRA and UTRA and logged measurements in RRC_IDLE and inter-RAT PS handover to E-UTRA from UTRA and EUTRA Feature Group Indicator 2
	pc_eFDD
	
	
	Rel‑8 UTRA FDD

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.4.1
	Radio Link Failure logging / Reporting of Intra-frequency measurements
	Rel-10
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.4.2
	Radio Link Failure logging / Reporting of Inter-frequency measurements
	Rel-10
	C10
	UEs supporting E-UTRA and Feature Group Indicator 25
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.4.3
	Radio Link Failure logging / Reporting at RRC connection establishment and reestablishment
	Rel-10
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.4.4
	Radio Link Failure logging / Reporting at E-UTRA handover
	Rel-10
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.4.5
	Radio Link Failure logging / Reporting of ECGI of the PCell
	Rel-10
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.4.6
	Radio Link Failure logging / Reporting of RLF report availability / PLMN change
	Rel-10
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.4.7
	Radio Link Failure logging / Location information
	Rel-10
	C147
	UEs supporting E-UTRA and standalone GNSS receiver to provide detailed location information in RRC measurement report and logged measurements in RRC_IDLE
	pc_eTDD
	
	
	

	
	
	
	
	
	pc_eFDD
	
	
	

	8.6.4.8
	Radio Link Failure logging / Logging and reporting / Reporting at RRC connection establishment / PLMN list
	Rel-11
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.4.9
	Radio Link Failure logging / Logging and reporting / Reporting at intra LTE handover / PLMN list
	Rel-11
	C137
	UEs supporting E-UTRA and logged measurements in RRC_IDLE
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.4.10
	Radio Link Failure logging / Logging and reporting / Reporting at RRC connection re-establishment / PLMN list
	Rel-11
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.5.1
	Radio Link Failure logging / Reporting at UTRAN Inter-RAT handover
	Rel-10
	C146
	UEs supporting E-UTRA and UTRA and inter-RAT PS handover to E-UTRA from UTRA
	pc_eFDD
	
	
	Rel‑8 UTRA FDD

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.5.2
	Radio Link Failure logging / Reporting at GERAN Inter-RAT handover
	Rel-10
	C148
	UEs supporting E-UTRA and Feature Group Indicator 23
	pc_eFDD
	
	
	Rel‑8 GERAN

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.5.3
	Radio Link Failure logging / Reporting CDMA2000 neighbour cell information
	Rel-10
	C06
	UEs supporting E-UTRA and HRPD
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.6.1
	Handover Failure logging / Reporting of Intra-frequency measurements
	Rel-10
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.6.2
	Handover Failure logging / Reporting of Inter-frequency measurements
	Rel-10
	C21
	UEs supporting E-UTRA and Feature Group Indicator 13 and Feature Group Indicator 25
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.6.3
	Handover Failure logging / Reporting of HOF report availability / PLMN change
	Rel-10
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.6.4
	Handover Failure logging / Location information
	Rel-10
	C147
	UEs supporting E-UTRA and standalone GNSS receiver to provide detailed location information in RRC measurement report and logged measurements in RRC_IDLE
	pc_eTDD
	
	
	

	
	
	
	
	
	pc_eFDD
	
	
	

	8.6.6.5
	Handover Failure logging / Logging and reporting / Reporting at RRC connection establishment / PLMN list
	Rel-11
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.6.6
	Handover Failure logging / Logging and reporting / Reporting at intra LTE handover / PLMN list
	Rel-11
	C21
	UEs supporting E-UTRA and Feature Group Indicator 13 and Feature Group Indicator 25
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.6.7
	Handover Failure logging / Logging and reporting / Reporting at RRC connection re-establishment / PLMN list
	Rel-11
	C10
	UEs supporting E-UTRA and Feature Group Indicator 25
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.7.1
	Handover Failure logging / Reporting of UTRAN Inter-RAT measurements
	Rel-10
	C01
	UEs supporting E-UTRA and UTRA
	pc_eFDD
	
	
	Rel‑8 UTRA FDD

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.7.2
	Handover Failure logging / Reporting of GERAN Inter-RAT measurements
	Rel-10
	C05
	UEs supporting E-UTRA and GERAN
	pc_eFDD
	
	
	Rel‑8 GERAN

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.7.3
	Handover Failure logging / Reporting of CDMA2000 Inter-RAT measurements
	Rel-10
	C06
	UEs supporting E-UTRA and HRPD
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.7.4
	Handover Failure logging / Reporting at UTRAN Inter-RAT handover / PLMN list
	Rel-11
	C138
	UEs supporting E-UTRA and UTRA and logged measurements in RRC_IDLE and inter-RAT PS handover to E-UTRA from UTRA and EUTRA Feature Group Indicator 2
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.8.1
	Connection Establishment Failure logging / Logging and reporting / T300 expiry
	Rel-11
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.8.2
	Connection Establishment Failure logging / Logging and reporting / Reporting at intra-LTE handover
	Rel-11
	C21
	UEs supporting E-UTRA and Feature Group Indicator 13 and Feature Group Indicator 25
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.8.3
	Connection Establishment Failure logging / Logging and reporting / Reporting at RRC connection re-establishment
	Rel-11
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.8.4
	Connection Establishment Failure logging / Logging and reporting / Location Information
	Rel-11
	C147
	UEs supporting E-UTRA and standalone GNSS receiver to provide detailed location information in RRC measurement report and logged measurements in RRC_IDLE
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.8.5
	Connection Establishment Failure logging / Logging and reporting / Reporting of Intra-frequency measurements
	Rel-11
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.8.6
	Connection Establishment Failure logging / Logging and reporting / Reporting of Inter-frequency measurements
	Rel-11
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.9.1
	Connection Establishment Failure logging / Logging and reporting / Reporting at UTRAN Inter-RAT handover
	Rel-11
	C138
	UEs supporting E-UTRA and UTRA and logged measurements in RRC_IDLE and inter-RAT PS handover to E-UTRA from UTRA and EUTRA Feature Group Indicator 2
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.9.2
	Connection Establishment Failure logging / Logging and reporting / Reporting of UTRAN Inter-RAT measurements
	Rel-11
	C01
	UEs supporting E-UTRA and UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.9.3
	Connection Establishment Failure logging / Logging and reporting / Reporting of GERAN Inter-RAT measurements


	Rel-11
	C05
	UEs supporting E-UTRA and GERAN
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.9.4
	Connection Establishment Failure logging / Logging and reporting / Reporting of CDMA2000 Inter-RAT measurements
	Rel-11
	C06
	UEs supporting E-UTRA and HRPD
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.10.1
	Inter-RAT Immediate MDT / Reporting / Location information / Event B2
	Rel-11
	C180
	UEs supporting E-UTRA and UTRA and standalone GNSS receiver to provide detailed location information in RRC measurement report and logged measurements in RRC_IDLE
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.11.1
	RACH Optimisation
	Rel-11
	C181
	UEs supporting E-UTRA and delivery of rachReport upon request from the network
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.7.1
	Inter-RAT / ANR measurement, logging and reporting / E-UTRAN cell
	Rel-10
	C145
	UEs supporting E-UTRA and supporting UTRAN ANR
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
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