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Introduction

Total Number of CRs agreed for this WI: 70. TSs being affected:

· 36.508 - 
  0 CR(s)

· 36.521-1 - 
  0 CR(s)

· 36.521-2 - 
  0 CR(s)

· 36.523-1 - 
  0 CR(s)

· 36.523-2 - 
  0 CR(s)

· 36.523-3 - 
70 CR(s)
Note:
Non TTCN CRs may have impact on TTCN and therefore there may be one or more non TTCN CR(s) and one or more TTCN CR(s) 
that affect one and the same issue.
	WG Tdoc
	Spec
	CR
	R
	Cat
	Rel
	Curr Ver
	Title
	Work Item

	R5s130376
	36.523-3
	1698
	-
	F
	Rel-10
	11.0.0
	Improved guidance of the test operator during ETWS and CMAS test case execution
	TEI9_Test

	R5s130378
	36.523-3
	1699
	-
	F
	Rel-10
	11.0.0
	Correction to Generic IMS Registration procedure
	TEI9_Test

	R5s130379
	36.523-3
	1700
	-
	B
	Rel-10
	11.0.0
	Addition of GCF WI-167 EUTRA-UTRAN Idle Mode test case 6.2.3.33
	TEI9_Test

	R5s130382
	36.523-3
	1701
	-
	F
	Rel-10
	11.0.0
	Corrections to EPS Attach Procedure to enable IMS Registration via NAS signalling in 36.523 Suite
	TEI9_Test

	R5s130384
	36.523-3
	1702
	-
	F
	Rel-10
	11.0.0
	Correction to Idle mode test cases 6.2.3.4
	TEI8_Test

	R5s130385
	36.523-3
	1703
	-
	F
	Rel-10
	11.0.0
	Correction to Idle mode test cases 6.2.3.4a
	TEI9_Test

	R5s130388
	36.523-3
	1704
	-
	B
	Rel-10
	11.0.0
	Addition of GCF WI-162 LTE-A Carrier Aggregation RRC inter-band test case 8.5.1.7.2
	TEI10_Test

	R5s130389
	36.523-3
	1705
	-
	F
	Rel-10
	11.0.0
	Re-verification of EMM Test Case 9.2.3.3.4
	TEI8_Test

	R5s130395
	36.523-3
	1706
	-
	B
	Rel-11
	11.0.0
	Addition of LTE-A (Rel-10) Carrier Aggregation MAC test case 7.1.4.18
	LTE_CA-UEConTest

	R5s130397
	36.523-3
	1707
	-
	B
	Rel-11
	11.0.0
	Addition of LTE-A (Rel-10) Carrier Aggregation RRC test case 8.3.1.18.2
	LTE_CA-UEConTest

	R5s130400
	36.523-3
	1708
	-
	B
	Rel-11
	11.0.0
	Addition of LTE-A (Rel-10) Carrier Aggregation RRC test case 8.3.1.17.2
	LTE_CA-UEConTest

	R5s130402
	36.523-3
	1709
	-
	B
	Rel-11
	11.0.0
	Addition of LTE-A (Rel-10) Carrier Aggregation RRC test case 8.3.1.22.2
	LTE_CA-UEConTest

	R5s130404
	36.523-3
	1710
	-
	B
	Rel-11
	11.0.0
	Addition of LTE-A (Rel-10) Carrier Aggregation RRC test case 8.2.2.3.2
	LTE_CA-UEConTest

	R5s130406
	36.523-3
	1711
	-
	B
	Rel-10
	11.0.0
	Addition of LTE-A Carrier Aggregation RRC inter-band test case 8.2.2.4.2
	TEI10_Test

	R5s130408
	36.523-3
	1712
	-
	B
	Rel-10
	11.0.0
	Addition of LTE-A Carrier Aggregation RRC inter-band test case 8.2.2.5.2
	TEI10_Test

	R5s130413
	36.523-3
	1713
	-
	F
	Rel-11
	11.0.0
	Re-verification of EMM Test Case 9.2.3.4.1
	TEI8_Test

	R5s130417
	36.523-3
	1714
	-
	F
	Rel-11
	11.0.0
	Correction to template cr_SingleAccessCapAny in LTE ATS
	TEI8_Test

	R5s130419
	36.523-3
	1715
	-
	F
	Rel-11
	11.0.0
	LTE/SAE ATS cleanup (… moving “modulepar” PICS to ‘parameters.ttcn’)
	TEI8_Test

	R5s130420
	36.523-3
	1716
	-
	F
	Rel-11
	11.0.0
	Correction to Eutra RRC TC 8.5.1.2
	TEI9_Test

	R5s130422
	36.523-3
	1717
	-
	B
	Rel-11
	11.0.0
	Addition of GCF WI-162 LTE-A Carrier Aggregation RRC handover test case 8.2.4.18.2
	TEI10_Test

	R5s130426
	36.523-3
	1718
	-
	F
	Rel-11
	11.0.0
	Correction to EUTRA multi layer Test Case 13.3.1.3
	TEI9_Test

	R5s130428
	36.523-3
	1719
	-
	F
	Rel-11
	11.0.0
	Correction to EUTRA EMM TC 9.2.2.1.3
	TEI8_Test

	R5s130429
	36.523-3
	1720
	-
	F
	Rel-11
	11.0.0
	Correction to EMM test case 9.2.2.2.2
	TEI8_Test

	R5s130431
	36.523-3
	1721
	-
	F
	Rel-11
	11.0.0
	Correction to function f_EUTRA_ActivateAdditionalPDNOnDef()
	TEI8_Test

	R5s130432
	36.523-3
	1722
	-
	F
	Rel-11
	11.0.0
	Correction to RLC Explicit size for FACH configuration in UTRA TDD
	TEI8_Test

	R5s130433
	36.523-3
	1723
	-
	F
	Rel-11
	11.0.0
	Correction to function f_UTRAN_Init
	TEI8_Test

	R5s130434
	36.523-3
	1724
	-
	F
	Rel-11
	11.0.0
	Correction to testcase 9.2.3.2.3 & 9.2.3.2.1b
	TEI8_Test

	R5s130436
	36.523-3
	1725
	-
	F
	Rel-11
	11.0.0
	Correction to EUTRA Multi-Layer Test Case 13.1.9
	TEI8_Test

	R5s130438
	36.523-3
	1726
	-
	F
	Rel-11
	11.0.0
	Correction to GCF WI-082 EUTRA EMM Testcase 9.1.4.2
	TEI8_Test

	R5s130440
	36.523-3
	1727
	-
	F
	Rel-11
	11.0.0
	Correction to GCF WI-151 EUTRA FDD-TDD Testcase 8.3.1.13a
	TEI9_Test

	R5s130441
	36.523-3
	1728
	-
	F
	Rel-11
	11.0.0
	Correction to GCF WI-151 EUTRA FDD-TDD Testcase 8.3.1.16a
	TEI9_Test

	R5s130442
	36.523-3
	1729
	-
	F
	Rel-11
	11.0.0
	Correction to EUTRA RRC Test Case 8.2.4.14
	TEI9_Test

	R5s130443
	36.523-3
	1730
	-
	F
	Rel-11
	11.0.0
	Correction to GCF WI-151 EUTRA FDD-TDD Testcase 8.3.1.15a
	TEI9_Test

	R5s130444
	36.523-3
	1731
	-
	F
	Rel-11
	11.0.0
	Correction to EMM Test Case 9.2.3.1.6
	TEI8_Test

	R5s130451
	36.523-3
	1732
	-
	F
	Rel-11
	11.0.0
	Correction to GCF WI-086 EUTRA EMM Testcase 9.2.3.2.3
	TEI8_Test

	R5s130452
	36.523-3
	1733
	-
	F
	Rel-11
	11.0.0
	Correction to the naming convention of ASN.1 type controlChannelDRXInfoTDD128 for TD LTE<>TDSDMA testcases
	TEI8_Test

	R5s130453
	36.523-3
	1734
	-
	F
	Rel-11
	11.0.0
	Correction to Generic IMS Registration procedure
	TEI8_Test

	R5s130455
	36.523-3
	1735
	-
	F
	Rel-11
	11.0.0
	Correction to functions in f_EUTRA_Preamble_EmptyCSG_AllowedList()
	TEI8_Test

	R5s130456
	36.523-3
	1736
	-
	F
	Rel-11
	11.0.0
	Correction to EMM Test Cases 9.2.3.2.1b and 9.2.1.2.1b
	TEI8_Test

	R5s130471
	36.523-3
	1737
	-
	F
	Rel-11
	11.0.0
	GCF Priority 1 - Corrections to EUTRA RRC Test Case 8.2.4.13a
	TEI9_Test

	R5s130479
	36.523-3
	1738
	-
	F
	Rel-11
	11.0.0
	Correction to EMM TC 9.2.3.2.1b
	TEI8_Test

	R5s130481
	36.523-3
	1739
	-
	F
	Rel-11
	11.0.0
	Correction to EUTRA Idle Mode TC 6.4.1
	TEI9_Test

	R5s130482
	36.523-3
	1740
	-
	F
	Rel-11
	11.0.0
	Correction to EMM test cases 9.2.3.3.5 and 9.2.3.2.3
	TEI8_Test

	R5s130489
	36.523-3
	1741
	-
	B
	Rel-11
	11.0.0
	Addition of GCF WI-162 LTE-A Carrier Aggregation RRC intra-band test case 8.5.1.7.1
	LTE_CA-UEConTest

	R5s130493
	36.523-3
	1742
	-
	B
	Rel-11
	11.0.0
	Addition of GCF WI-162 LTE-A Carrier Aggregation RRC intra-band test case 8.2.2.5.1
	LTE_CA-UEConTest

	R5s130495
	36.523-3
	1743
	-
	B
	Rel-11
	11.0.0
	Addition of GCF WI-154/ee1 EUTRA IMS Emergency Call test case 8.1.2.11
	TEI9_Test

	R5s130498
	36.523-3
	1744
	-
	F
	Rel-11
	11.0.0
	Corrections to PLMN values for UTRAN band VI
	TEI8_Test

	R5s130501
	36.523-3
	1745
	-
	F
	Rel-11
	11.0.0
	Correction to AddressInfo in PktDataProtoAddr
	TEI8_Test

	R5s130502
	36.523-3
	1746
	-
	F
	Rel-11
	11.0.0
	Correction to Test Case Selection Expressions for TC 6.2.2.5
	TEI8_Test

	R5s130503
	36.523-3
	1747
	-
	F
	Rel-11
	11.0.0
	Correction to f_EUTRA_508RRC_AddModRel_Scell_Common function
	TEI10_Test

	R5s130505
	36.523-3
	1748
	-
	F
	Rel-11
	11.0.0
	TTCN Correction in Test case 8.5.4.1 for optional IE checking in UE Capability Information
	TEI8_Test

	R5s130506
	36.523-3
	1749
	-
	F
	Rel-11
	11.0.0
	Correction to GCF WI-086 EUTRA Multilayer Testcase 13.4.2.1
	TEI8_Test

	R5s130507
	36.523-3
	1750
	-
	F
	Rel-11
	11.0.0
	Correction to Selection Expressions for SMS over SGs test cases.
	TEI8_Test

	R5s130512
	36.523-3
	1751
	-
	F
	Rel-11
	11.0.0
	Correction to IP Handing for EUTRA<>UTRA Testcases
	TEI8_Test

	R5s130513
	36.523-3
	1752
	-
	F
	Rel-11
	11.0.0
	Correction to the System Information for EUTRA Testcases
	TEI8_Test

	R5s130520
	36.523-3
	1753
	-
	F
	Rel-11
	11.0.0
	Correction to EUTRA Idle Mode TC 6.2.2.5
	TEI8_Test

	R5s130527
	36.523-3
	1754
	-
	B
	Rel-11
	11.0.0
	Addition of LTE-A ZUC test case 7.3.3.5 for FDD
	TEI11_Test

	R5s130529
	36.523-3
	1755
	-
	B
	Rel-11
	11.0.0
	Addition of LTE-A ZUC test case 7.3.3.6 for FDD
	TEI11_Test

	R5s130531
	36.523-3
	1756
	-
	B
	Rel-11
	11.0.0
	Addition of LTE-A ZUC test case 7.3.4.3 for FDD
	TEI11_Test

	R5s130533
	36.523-3
	1757
	-
	B
	Rel-11
	11.0.0
	Addition of LTE-A ZUC test case 9.4.5 for FDD
	TEI11_Test

	R5s130535
	36.523-3
	1758
	-
	B
	Rel-11
	11.0.0
	Addition of LTE-A ZUC test case 9.4.6 for FDD
	TEI11_Test

	R5s130537
	36.523-3
	1759
	-
	F
	Rel-11
	11.0.0
	Correction to f_UT_CheckETWS_CMAS_NoAlert
	TEI8_Test

	R5s130540
	36.523-3
	1760
	-
	F
	Rel-11
	11.0.0
	Correction to GCF WI-081 EUTRA MAC Testcase 7.1.5.1
	TEI8_Test

	R5s130545
	36.523-3
	1761
	-
	F
	Rel-11
	11.0.0
	Correction to LTE-GERAN test case 13.4.2.5
	TEI8_Test

	R5s130546
	36.523-3
	1762
	-
	F
	Rel-11
	11.0.0
	Correction to LTE-GERAN Idle Mode testcase 6.2.3.1
	TEI8_Test

	R5s130547
	36.523-3
	1763
	-
	F
	Rel-11
	11.0.0
	Correction to GCF WI-096 EUTRA EMM Testcase 9.2.3.2.1b
	TEI8_Test

	R5s130558
	36.523-3
	1764
	-
	F
	Rel-11
	11.0.0
	Correction to Ciphering configuration for UTRA TDD
	TEI8_Test

	R5s130559
	36.523-3
	1765
	-
	F
	Rel-11
	11.0.0
	Correction to DL RB0 configuration and BCCH configuration for UTRA TDD
	TEI8_Test

	R5s130587
	36.523-3
	1766
	-
	B
	Rel-11
	11.0.0
	Addition of HeNB test case 6.3.9
	TEI9_Test

	R5s130589
	36.523-3
	1767
	-
	F
	Rel-11
	11.0.0
	Correction to EMM Testcase 9.2.1.2.11
	TEI8_Test
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