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	Reason for change:
(

	For intra-frequency measurements under time domain measurement resource restriction with CRS assistance information, the SCH Es/Iot side condition appears to apply only to bands 2, 5, 7, 27, 41 and 44.  


	
	

	Summary of change:
(

	Correct Table B.2.9-1 to show that the SCH Es/Iot side condition applies to all bands.

Band 29 is put in the same group as Bands 3, 8.. as per other tables and Note 3 is aligned with other tables.
 

	
	

	Consequences if 
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not approved:
	The applicability of the SCH Es/Iot side condition would be incorrect.

Isolated impact analysis:

No impact to the intention of UE core requirements, clarifies applicability only.
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<< Unchanged sections omitted >>
B.2.9
Conditions for E-UTRAN Intra-Frequency Measurements under Time Domain Measurement Resource Restriction with CRS Assistance Information

This clause defines the E-UTRAN intra-frequency SCH_RP and SCH Ês/Iot applicable for a corresponding operating band.

The conditions for intra-frequency E-UTRAN measurements under time domain measurement resource restriction with CRS assistance information are defined in Table B.2.9-1.


	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	




Table B.2.9-1: E-UTRAN intra-frequency measurements under time domain measurement resource restriction with CRS assistance information

	Parameter
	E-UTRA operating bands
	Minimum
SCH_RP Note 1
	SCH Ês/Iot

	
	
	dBm/15kHz
	dB

	Conditions
	1, 4, 6, 10, 11, 18, 19, 21, 23, 24, 33, 34, 35, 36, 37, 38, 39, 40
	-127
	( -11.07

	
	9, 42, 43
	-126
	

	
	28
	-125.5
	

	
	2, 5, 7, 27, 41, 44
	-125
	

	
	26
	-124.5 Note 2
	

	
	3, 8, 12, 13, 14, 17, 20, 22, 29 Note 3
	-124
	

	
	25
	-123.5
	

	NOTE 1:
This condition level is increased by ∆>0, when applicable, as described in Sections B.4.2 and B.4.3.
NOTE 2:
The condition is -125 dBm/15kHz when the carrier frequency of the assigned E-UTRA channel bandwidth is within 865-894 MHz.

NOTE 3:
Band 29 is used only for E-UTRA carrier aggregation with other E-UTRA bands.


<< End of changes >>
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