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	CR
	Rev
	Cat
	Phase
	Subject
	Doc-2nd-Level
	Workitem
	Source-2nd-Level

	36.307
	156
	 
	B
	Rel-10
	[Rel-10] Modify requirements for CA_1A-18A in TS36.307
	R4-133632
	LTE_CA_B1_B18-Core
	KDDI

	36.307
	158
	 
	B
	Rel-11
	[Rel-11] Modify requirements for CA_1A-18A in TS36.307
	R4-133635
	LTE_CA_B1_B18-Core
	KDDI

	36.101
	1803
	 
	B
	Rel-12
	Addional requirement for CA_1A-18A into TS36.101
	R4-133628
	LTE_CA_B1_B18-Core
	KDDI

	36.101
	1830
	 
	F
	Rel-11
	MPR for intra-band non-contiguous CA
	R4-134210
	LTE_CA_enh-Core
	Ericsson, ST-Ericsson

	36.101
	1831
	 
	A
	Rel-12
	MPR for intra-band non-contiguous CA
	R4-134211
	LTE_CA_enh-Core
	Ericsson, ST-Ericsson

	36.104
	412
	1
	F
	Rel-11
	Non-contiguous intraband CA minimum channel spacing.
	R4-134401
	LTE_CA_enh-Core
	Ericsson, ST-Ericsson

	36.104
	413
	 
	A
	Rel-12
	Non-contiguous intraband CA minimum channel spacing.
	R4-134213
	LTE_CA_enh-Core
	Ericsson, ST-Ericsson

	36.101
	1753
	1
	B
	Rel-11
	Introduction of performance requirements for verifying the receiver type for CSI-RS based advanced receivers (FDD/TDD)
	R4-134323
	LTE_Interf_Rej-Perf
	NTT DOCOMO

	36.117
	001
	 
	F
	Rel-11
	CR on TS 36.117 Section 7.7.1: Backhaul Link Receiver Spurious Emissions
	R4-133330
	LTE_Relay2-Core
	Huawei

	36.133
	1902
	 
	F
	Rel-11
	Clarification of Refesens in WB-RSRQ sections of 36.133 R11
	R4-133656
	LTE-RF
	Huawei, HiSilicon

	36.133
	1903
	 
	A
	Rel-12
	Clarification of Refesens in WB-RSRQ sections of 36.133 R12
	R4-133657
	LTE-RF
	Huawei, HiSilicon

	36.133
	1845
	 
	F
	Rel-11
	Corrections to Bands for 20MHz CA Test cases
	R4-133190
	LTE_CA-core
	Anritsu

	36.133
	1846
	 
	A
	Rel-12
	Corrections to Bands for 20MHz CA Test cases
	R4-133191
	LTE_CA-core
	Anritsu

	36.101
	1754
	1
	F
	Rel-11
	CR for 36.101 : Add the definition of 5+20MHz for spectrum emission mask for CA
	R4-134404
	LTE_CA-Core
	ZTE,CMCC

	36.101
	1834
	 
	A
	Rel-12
	CR for 36.101 : Add the definition of 5+20MHz for spectrum emission mask for CA
	R4-134405
	LTE_CA-Core
	ZTE,CMCC

	36.133
	1960
	1
	F
	Rel-11
	Editorial corrections in capturing RF requirements
	R4-134317
	LTE_CA-Core
	Ericsson, ST-Ericsson

	36.133
	1961
	 
	A
	Rel-12
	Editorial corrections in capturing RF requirements
	R4-134131
	LTE_CA-Core
	Ericsson, ST-Ericsson

	36.133
	1843
	 
	F
	Rel-11
	Timing and RSRP value corrections in Test cases A.9.2.6 and A.9.2.9
	R4-133187
	LTE_CA-core
	Anritsu

	36.133
	1844
	 
	A
	Rel-12
	Timing and RSRP value corrections in Test cases A.9.2.6 and A.9.2.9
	R4-133188
	LTE_CA-core
	Anritsu

	36.101
	1731
	1
	F
	Rel-11
	CR on performance requirements of CA soft buffer managemen (Rel-11)
	R4-134320
	LTE_CA-Perf
	Huawei, HiSilicon

	36.101
	1732
	 
	A
	Rel-12
	CR on performance requirements of CA soft buffer managemen (Rel-12)
	R4-133170
	LTE_CA-Perf
	Huawei, HiSilicon
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