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A.8.6
E-UTRAN Measurements

A.8.6.1
Correct reporting of E-UTRAN FDD neighbours in fading propagation condition in CELL_DCH
A.8.6.1.1
Test Purpose and Environment

The purpose of this test is to verify that the UE makes correct reporting of an event when doing measurements on E-UTRAN FDD cells. The test will partly verify the requirements in section 8.1.2.6.

The test consists of three successive time periods, with time duration T1, T2 and T3. The test parameters are given in tables A.8.24, A.8.25 and A.8.26. In the measurement control information it is indicated to the UE that event-triggered reporting with Events 3B and 3C shall be used. 

Table A.8.24: General test parameters for correct reporting of E-UTRAN FDD neighbours in fading propagation condition

	Parameter
	Unit
	Value
	Comment

	DCH parameters 
	
	DL Reference Measurement Channel 12.2 kbps
	As specified in TS 25.101 section A.3.1. This is for UTRAN FDD

	Power Control
	
	On
	This is relevant for UTRAN FDD

	Compressed mode pattern
	
	Pattern 2; Set 4
	As specified in table A.22 in section A.5 in TS 25.101.

	Inter-RAT (E-UTRAN FDD) measurement quantity
	
	RSRP
	

	Active cell
	
	Cell 1
	Cell 1 is on UTRA RF channel number 1

	Neighbour cell
	
	Cell 2
	Cell 2 is on E-UTRA RF channel number 1

	Threshold other system 

(E-UTRAN FDD)
	dBm
	-95
	Absolute threshold for triggering events 3b and 3c

	Hysteresis
	dB
	0
	

	Time to Trigger
	ms
	0
	

	Filter coefficient
	
	0
	

	UTRA RF Channel Number 
	
	1 
	One UTRA FDD carrier frequency is used

	E-UTRA RF Channel Number 
	
	1 
	One E-UTRA FDD carrier frequency is used

	E-UTRA Channel Bandwidth (BWchannel)
	MHz
	10
	

	Monitored UTRA FDD cell list size
	
	24
	UTRA cells on UTRA RF channel 1 provided in the cell list. Measurement control information is sent before the compressed mode pattern starts.

	T1
	s
	5
	

	T2
	s
	4
	

	T3
	s
	4
	


TableA.8.25: Cell Specific parameters for correct reporting of E-UTRAN FDD neighbours in fading propagation condition (cell # 1)

	Parameter
	Unit
	Cell 1

	
	
	T1
	T2
	T3

	UTRA RF Channel Number
	
	Channel 1

	CPICH_Ec/Ior
	dB
	-10

	PCCPCH_Ec/Ior
	dB
	-12

	SCH_Ec/Ior
	dB
	-12

	PICH_Ec/Ior
	dB
	-15

	DPCH_Ec/Ior
	dB
	Note 1

	OCNS
	
	Note 2
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	dBm/3.84 MHz
	-70

	CPICH_Ec/Io
	dB
	-13
	-13
	-13

	Propagation Condition 
	
	Case 5 (Note 3)

	Note 1:
The DPCH level is controlled by the power control loop. 

Note 2:
The power of the OCNS channel that is added shall make the total power from the cell to be equal to Ior. 

Note 3:
Case 5 propagation conditions are defined in Annex A of 3GPP TS 25.101. 


TableA.8.26: Cell Specific parameters for correct reporting of E-UTRAN FDD neighbours in fading propagation condition (cell # 2)
	Parameter
	Unit
	Cell 2

	
	
	T1
	T2
	T3

	E-UTRA RF Channel Number
	
	1

	BWchannel
	MHz
	10

	OCNG Pattern defined in A.3.2.1.2 in 3GPP TS 36.133 (OP.2 FDD) 
	
	OP.2 FDD

	PBCH_RA
	dB
	0



	PBCH_RB
	dB
	

	PSS_RA
	dB
	

	SSS_RA
	dB
	

	PCFICH_RB
	dB
	

	PHICH_RA
	dB
	

	PHICH_RB
	dB
	

	PDCCH_RA
	dB
	

	PDCCH_RB
	dB
	

	PDSCH_RA
	dB
	

	PDSCH_RB
	dB
	

	OCNG_RANote 1
	dB
	

	OCNG_RBNote 1 
	dB
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	-100
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	dB
	-Infinity
	16
	-4
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	dB
	-Infinity
	16
	-4

	RSRP Note 3
	dBm/15 kHz
	-Infinity
	-84
	-104

	SCH_RP Note 3
	dBm/15 kHz
	-Infinity
	-84
	-104

	Io Note 3
	dBm/9 MHz
	-72.22
	-56.11
	-70.76

	Propagation Condition 
	
	ETU70 (Note 4)

	Note 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols. OCNG patterns are specified in annex A 3.2 of 3GPP TS 36.133.

Note 2:     Interference from other cells and noise sources not specified in the test is assumed to be constant   over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 3:     RSRP, SCH_RP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 4:     ETU70 propagation conditions are specified in Annex B.2 of 3GPP TS 36.101.


A.8.6.1.2
Test Requirements

If the UE needs compressed mode to perform E-UTRAN measurements:
The UE shall send one Event 3C triggered measurement report for cell 2, with a measurement reporting delay less than 2.65 seconds from the beginning of time period T2.

The UE shall send one Event 3B triggered measurement report for cell 2, with a measurement reporting delay less than 480 ms from the beginning of time period T3.
If the UE does not need compressed mode to perform E-UTRAN measurements:
The UE shall send one Event 3C triggered measurement report for cell 2, with a measurement reporting delay less than 480 ms from the beginning of time period T2.
The UE shall send one Event 3B triggered measurement report for cell 2, with a measurement reporting delay less than 480 ms from the beginning of time period T3.
The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled.
The rate of correct events observed during repeated tests shall be at least 90%.

NOTE:
The actual overall delays measured in the test may be up to 2 x TTIUL DCCH higher than the measurement reporting delays above because of TTI insertion uncertainty of the measurement report in the UL DCCH.

A.8.6.2
Correct reporting of E-UTRAN TDD neighbours in fading propagation condition in CELL_DCH
A.8.6.2.1
Test Purpose and Environment

The purpose of this test is to verify that the UE makes correct reporting of an event when doing measurements on E-UTRAN TDD cells. The test will partly verify the requirements in section 8.1.2.6.

The test consists of three successive time periods, with time duration T1, T2 and T3. The test parameters are given in tables A.8.27, A.8.28 and A.29. In the measurement control information it is indicated to the UE that event-triggered reporting with Events 3B and 3C shall be used. 

Table A.8.27: General test parameters for correct reporting of E-UTRAN TDD neighbours in fading propagation condition

	Parameter
	Unit
	Value
	Comment

	DCH parameters
	
	DL Reference Measurement Channel 12.2 kbps
	As specified in TS 25.101 section A.3.1. This is for UTRAN FDD

	Power Control
	
	On
	This is relevant for UTRAN FDD

	Compressed mode pattern
	
	Pattern 2; Set 4
	As specified in table A.22 in section A.5 in TS 25.101.

	Inter-RAT (E-UTRAN TDD) measurement quantity
	
	RSRP
	

	Active cell
	
	Cell 1
	Cell 1 is on UTRA RF channel number 1

	Neighbour cell
	
	Cell 2
	Cell 2 is on E-UTRA RF channel number 1

	Threshold other system 

(E-UTRAN TDD)
	dBm
	-95
	Absolute threshold for triggering events 3b and 3c

	Hysteresis
	dB
	0
	

	Time to Trigger
	ms
	0
	

	Filter coefficient
	
	0
	

	UTRA RF Channel Number 
	
	1 
	One UTRA FDD carrier frequency is used

	E-UTRA RF Channel Number 
	
	1 
	One E-UTRA TDD carrier frequency is used

	E-UTRA Channel Bandwidth (BWchannel)
	MHz
	10
	

	Special subframe configuration 
	
	6
	As specified in table 4.2-1 in 3GPP TS 36.211. This is for E-UTRAN TDD

	Uplink-downlink configuration 


	
	1
	As specified in table 4.2-2 in 3GPP TS 36.211. This is for E-UTRAN TDD

	Monitored UTRA FDD cell list size
	
	24
	UTRA cells on UTRA RF channel 1 provided in the cell list. Measurement control information is sent before the compressed mode pattern starts.

	T1
	s
	5
	

	T2
	s
	4
	

	T3
	s
	4
	


TableA.8.28: Cell Specific parameters for correct reporting of E-UTRAN TDD neighbours in fading propagation condition (cell # 1)
	Parameter
	Unit
	Cell 1

	
	
	T1
	T2
	T3

	UTRA RF Channel Number
	
	Channel 1

	CPICH_Ec/Ior
	dB
	-10

	PCCPCH_Ec/Ior
	dB
	-12

	SCH_Ec/Ior
	dB
	-12

	PICH_Ec/Ior
	dB
	-15

	DPCH_Ec/Ior
	dB
	Note 1

	OCNS
	
	Note 2
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	dBm/3.84 MHz
	-70

	CPICH_Ec/Io
	dB
	-13
	-13
	-13

	Propagation Condition 
	
	Case 5 (Note 3)

	Note 1:
The DPCH level is controlled by the power control loop. 

Note 2:
The power of the OCNS channel that is added shall make the total power from the cell to be equal to Ior. 

Note 3:
Case 5 propagation conditions are defined in Annex A of 3GPP TS 25.101. 


TableA.8.29: Cell Specific parameters for correct reporting of E-UTRAN TDD neighbours in fading propagation condition (cell # 2)
	Parameter
	Unit
	Cell 2

	
	
	T1
	T2
	T3

	E-UTRA RF Channel Number
	
	1

	BWchannel
	MHz
	10

	OCNG Pattern defined in A.3.2.2.2 in 3GPP TS 36.133 (OP.2 TDD) 
	
	OP.2 TDD

	PBCH_RA
	dB
	0



	PBCH_RB
	dB
	

	PSS_RA
	dB
	

	SSS_RA
	dB
	

	PCFICH_RB
	dB
	

	PHICH_RA
	dB
	

	PHICH_RB
	dB
	

	PDCCH_RA
	dB
	

	PDCCH_RB
	dB
	

	PDSCH_RA
	dB
	

	PDSCH_RB
	dB
	

	OCNG_RANote 1
	dB
	

	OCNG_RBNote 1 
	dB
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	dB
	-Infinity
	16
	-4

	
[image: image11.wmf]ot

s

I

Ê


	dB
	-Infinity
	16
	-4

	RSRP Note 3
	dBm/15 kHz
	-Infinity
	-84
	-104

	SCH_RP Note 3
	dBm/15 kHz
	-Infinity
	-84
	-104

	Io Note 3
	dBm/9 MHz
	-72.22
	-56.11
	-70.76

	Propagation Condition 
	
	ETU70 (Note 4)

	Note 1:

OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols. OCNG patterns are specified in annex A 3.2 of 3GPP TS 36.133.

Note 2:     
Interference from other cells and noise sources not specified in the test is assumed to be constant   over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 3:     
RSRP, SCH_RP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 4:     
ETU70 propagation conditions are specified in Annex B.2 of 3GPP TS 36.101.


A.8.6.2.2
Test Requirements

If the UE needs compressed mode to perform E-UTRAN measurements:
The UE shall send one Event 3C triggered measurement report for cell 2, with a measurement reporting delay less than 2.65 seconds from the beginning of time period T2.

The UE shall send one Event 3B triggered measurement report for cell 2, with a measurement reporting delay less than 480 ms from the beginning of time period T3.
If the UE does not need compressed mode to perform E-UTRAN measurements:
The UE shall send one Event 3C triggered measurement report for cell 2, with a measurement reporting delay less than 480 ms from the beginning of time period T2.
The UE shall send one Event 3B triggered measurement report for cell 2, with a measurement reporting delay less than 480 ms from the beginning of time period T3.
The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled.
The rate of correct events observed during repeated tests shall be at least 90%.

NOTE:
The actual overall delays measured in the test may be up to 2 x TTIUL DCCH higher than the measurement reporting delays above because of TTI insertion uncertainty of the measurement report in the UL DCCH.

A.8.6.3
Correct reporting of E-UTRAN FDD neighbours in fading propagation condition in CELL_FACH
A.8.6.3.1
Test Purpose and Environment

The purpose of this test is to verify that the UE makes correct reporting of an event when doing network configured measurements on E-UTRAN FDD cells in CELL_FACH. The test will partly verify the requirements in section 8.4a.2.6.3.
The test consists of two successive time periods, with time duration T1, T2. The test parameters are given in tables A.8.29A, A.8.29B and A.8.29C. In the measurement control information it is indicated to the UE that event-triggered reporting shall be used.  CELL_FACH with discontinuous HS-DSCH reception should be configured
Table A.8.29A: General test parameters for correct reporting of E-UTRAN FDD neighbours in fading propagation condition

	Parameter
	Unit
	Value
	Comment

	Report criteria
	
	
	Event triggered

	Inter-RAT (E-UTRAN FDD) measurement quantity
	
	RSRP
	

	Active cell
	
	Cell 1
	Cell 1 is on UTRA RF channel number 1

	Neighbour cell
	
	Cell 2
	Cell 2 is on E-UTRA RF channel number 1

	Reporting Threshold
	dBm
	-95
	

	HS-DSCH DRX cycleFACH
	frames
	8
	Length of the DRX cycle

	HS-DSCH Rx burstFACH
	frames
	1
	On time during DRX cycle

	T321
	s
	0.1
	Number of seconds until the DRX cycle is initiated

	UTRA RF Channel Number 
	
	1 
	One UTRA FDD carrier frequency is used

	E-UTRA RF Channel Number 
	
	1 
	One E-UTRA FDD carrier frequency is used

	E-UTRA Channel Bandwidth (BWchannel)
	MHz
	10
	

	T1
	s
	20
	During T1, cell 2 shall be powered off, and during the off time its physical cell identity shall be changed. The intention is to ensure that cell 2 has not been detected by the UE prior to the start of period T2.

	T2
	s
	6
	


TableA.8.29B: Cell Specific parameters for correct reporting of E-UTRAN FDD neighbours in fading propagation condition (cell # 1)

	Parameter
	Unit
	Cell 1

	
	
	T1
	T2

	UTRA RF Channel Number
	
	Channel 1

	CPICH_Ec/Ior
	dB
	-10

	PCCPCH_Ec/Ior
	dB
	-12

	SCH_Ec/Ior
	dB
	-12

	PICH_Ec/Ior
	dB
	-15

	OCNS
	
	Note 1
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	dBm/3.84 MHz
	-70

	CPICH_Ec/Io
	dB
	-13
	-13

	Inter-frequency FDD measurement indicator
	
	FALSE

	Inter-frequency TDD measurement indicator
	
	FALSE

	Inter-RAT measurement indicators
	
	Included

	Propagation Condition 
	
	Case 5 (Note 2)

	Note 1:
The power of the OCNS channel that is added shall make the total power from the cell to be equal to Ior. 

Note 2:
Case 5 propagation conditions are defined in Annex A of 3GPP TS 25.101. 


TableA.8.29C: Cell Specific parameters for correct reporting of E-UTRAN FDD neighbours in fading propagation condition (cell # 2)
	Parameter
	Unit
	Cell 2

	
	
	T1
	T2

	E-UTRA RF Channel Number
	
	1

	BWchannel
	MHz
	10

	OCNG Pattern defined in A.3.2.1.2 in 3GPP TS 36.133 (OP.2 FDD) 
	
	OP.2 FDD

	PBCH_RA
	dB
	0



	PBCH_RB
	dB
	

	PSS_RA
	dB
	

	SSS_RA
	dB
	

	PCFICH_RB
	dB
	

	PHICH_RA
	dB
	

	PHICH_RB
	dB
	

	PDCCH_RA
	dB
	

	PDCCH_RB
	dB
	

	PDSCH_RA
	dB
	

	PDSCH_RB
	dB
	

	OCNG_RANote 1
	dB
	

	OCNG_RBNote 1 
	dB
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	dB
	-Infinity
	16
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	dB
	-Infinity
	16

	RSRP Note 3
	dBm/15 kHz
	-Infinity
	-84

	SCH_RP Note 3
	dBm/15 kHz
	-Infinity
	-84

	Io Note 3
	dBm/9 MHz
	-72.22
	-56.11

	Propagation Condition 
	
	ETU70 (Note 4)

	Note 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols. OCNG patterns are specified in annex A 3.2 of 3GPP TS 36.133.

Note 2:     Interference from other cells and noise sources not specified in the test is assumed to be constant   over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 3:     RSRP, SCH_RP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 4:     ETU70 propagation conditions are specified in Annex B.2 of 3GPP TS 36.101.


A.8.6.3.2
Test Requirements

The measurement delay is defined as the time from the beginning of period T2 and the moment at which the UE starts to send preambles on the PRACH to send the MEASUREMENT REPORT message.
The measurement delay shall be less than 5 seconds
NOTE:
The measurement delay can be expressed as: 
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, where:

TRA is a delay is caused by the physical random access procedure described in TS 25.214 section 6.1. A persistence value is assumed to be 1 in this test case and therefore TRA in this test case is 40 ms.
TIdentify,,E-UTRAN  = Time to identify an E-UTRA cell, as defined in section 8.4a.2.6.1
A.8.6.4
Correct reporting of E-UTRAN TDD neighbours in fading propagation condition

A.8.6.4.1
Test Purpose and Environment

The purpose of this test is to verify that the UE makes correct reporting of an event when doing network configured measurements on E-UTRAN TDD cells in CELL_FACH. The test will partly verify the requirements in section 8.4a.2.6.3.
The test consists of two successive time periods, with time duration T1, T2. The test parameters are given in tables A.8.27, A.8.28 and A.29. In the measurement control information it is indicated to the UE that event-triggered reporting shall be used. CELL_FACH with discontinuous HS-DSCH reception 

Table A.8.29D: General test parameters for correct reporting of E-UTRAN TDD neighbours in fading propagation condition

	Parameter
	Unit
	Value
	Comment

	Report criteria
	
	
	Event triggered

	Inter-RAT (E-UTRAN TDD) measurement quantity
	
	RSRP
	

	Active cell
	
	Cell 1
	Cell 1 is on UTRA RF channel number 1

	Neighbour cell
	
	Cell 2
	Cell 2 is on E-UTRA RF channel number 1

	HS-DSCH DRX cycleFACH
	frames
	8
	Length of the DRX cycle

	HS-DSCH Rx burstFACH
	frames
	1
	On time during DRX cycle

	T321
	s
	0.1
	Number of seconds until the DRX cycle is initiated

	
	
	
	

	Reporting Threshold
	dBm
	-95
	

	UTRA RF Channel Number 
	
	1 
	One UTRA FDD carrier frequency is used

	E-UTRA RF Channel Number 
	
	1 
	One E-UTRA TDD carrier frequency is used

	E-UTRA Channel Bandwidth (BWchannel)
	MHz
	10
	

	Special subframe configuration 
	
	6
	As specified in table 4.2-1 in 3GPP TS 36.211. This is for E-UTRAN TDD

	Uplink-downlink configuration 


	
	1
	As specified in table 4.2-2 in 3GPP TS 36.211. This is for E-UTRAN TDD

	T1
	s
	20
	During T1, cell 2 shall be powered off, and during the off time its physical cell identity shall be changed. The intention is to ensure that cell 2 has not been detected by the UE prior to the start of period T2.

	T2
	s
	6
	


TableA.8.29F: Cell Specific parameters for correct reporting of E-UTRAN TDD neighbours in fading propagation condition (cell # 1)
	Parameter
	Unit
	Cell 1

	
	
	T1
	T2

	UTRA RF Channel Number
	
	Channel 1

	CPICH_Ec/Ior
	dB
	-10

	PCCPCH_Ec/Ior
	dB
	-12

	SCH_Ec/Ior
	dB
	-12

	PICH_Ec/Ior
	dB
	-15

	OCNS
	
	Note 1
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	dBm/3.84 MHz
	-70

	Inter-frequency FDD measurement indicator
	
	FALSE

	Inter-frequency TDD measurement indicator
	
	FALSE

	Inter-RAT measurement indicators
	
	Included

	>RAT type
	
	E-UTRA

	CPICH_Ec/Io
	dB
	-13
	-13

	Propagation Condition 
	
	Case 5 (Note 2)

	Note 1:
The power of the OCNS channel that is added shall make the total power from the cell to be equal to Ior. 

Note 2:
Case 5 propagation conditions are defined in Annex A of 3GPP TS 25.101. 


TableA.8.29G: Cell Specific parameters for correct reporting of E-UTRAN TDD neighbours in fading propagation condition (cell # 2)
	Parameter
	Unit
	Cell 2

	
	
	T1
	T2

	E-UTRA RF Channel Number
	
	1

	BWchannel
	MHz
	10

	OCNG Pattern defined in A.3.2.2.2 in 3GPP TS 36.133 (OP.2 TDD) 
	
	OP.2 TDD

	PBCH_RA
	dB
	0



	PBCH_RB
	dB
	

	PSS_RA
	dB
	

	SSS_RA
	dB
	

	PCFICH_RB
	dB
	

	PHICH_RA
	dB
	

	PHICH_RB
	dB
	

	PDCCH_RA
	dB
	

	PDCCH_RB
	dB
	

	PDSCH_RA
	dB
	

	PDSCH_RB
	dB
	

	OCNG_RANote 1
	dB
	

	OCNG_RBNote 1 
	dB
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	-100
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	dB
	-Infinity
	16
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	dB
	-Infinity
	16

	RSRP Note 3
	dBm/15 kHz
	-Infinity
	-84

	SCH_RP Note 3
	dBm/15 kHz
	-Infinity
	-84

	Io Note 3
	dBm/9 MHz
	-72.22
	-56.11

	Propagation Condition 
	
	ETU70 (Note 4)

	Note 1:

OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols. OCNG patterns are specified in annex A 3.2 of 3GPP TS 36.133.

Note 2:     
Interference from other cells and noise sources not specified in the test is assumed to be constant   over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 3:     
RSRP, SCH_RP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 4:     
ETU70 propagation conditions are specified in Annex B.2 of 3GPP TS 36.101.


A.8.6.4.2
Test Requirements

The measurement delay is defined as the time from the beginning of period T2 and the moment at which the UE starts to send preambles on the PRACH to send the MEASUREMENT REPORT message.

The measurement delay shall be less than 5 seconds
NOTE:
The measurement delay can be expressed as: 
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, where:

TRA is a delay is caused by the physical random access procedure described in TS 25.214 section 6.1. A persistence value is assumed to be 1 in this test case and therefore TRA in this test case is 40 ms.
TIdentify,,E-UTRAN  = Time to identify an E-UTRA cell, as defined in section 8.4a.2.6.1
A.9.1.10
E-UTRAN FDD RSRP absolute accuracy (CELL_DCH)
A.9.1.10.1
Test Purpose and Environment

The purpose of this test is to verify that the E-UTRAN FDD RSRP measurement absolute accuracy is within the specified limits. This test will verify the requirements in section 9.1.4a.

The test is carried out in Cell_DCH state using a compressed mode pattern with purpose “E-UTRAN Measurement”. The compressed mode pattern repeats every 80 ms and uses a gap length of 10 slots. Further details are found in TS 25.101 annex A.5.

Tables A.9.1.10.1-1 and A.9.1.10.1-2 define the limits of signal strengths and code powers on the UTRA FDD cell where the requirement is applicable. In the measurement control information periodic reporting of E-UTRAN FDD RSRP is indicated to the UE. The E-UTRAN FDD test parameters are given in Table A.9.1.10.1-3.

Table A.9.1.10.1-1: General UTRAN test parameters for E-UTRAN FDD RSRP measurements

	Parameter
	Unit
	Value
	Comment

	DCH parameters
	
	DL Reference Measurement Channel 12.2 kbps
	As specified in TS 25.101 section A.3.1

	Power Control
	
	On
	

	Target quality value on DTCH
	BLER
	0.01
	

	Compressed mode patterns
- E-UTRAN measurement
	
	Compressed mode reference pattern 2 Set 5 
	As specified in table A.22 TS 25.101 section A.5

	Inter-RAT measurement quantity
	
	E-UTRAN FDD RSRP
	

	Monitored cell list size
	
	1 E-UTRAN FDD neighbour cell
	Measurement control information is sent before the compressed mode pattern starts.


Table A.9.1.10.1-2: Cell specific UTRAN test parameters for E-UTRAN FDD RSRP measurements

	Parameter
	Unit
	Cell 1

	UTRA RF Channel number
	-
	Channel 1

	CPICH_Ec/Ior
	dB
	 -10 

	PCCPCH_Ec/Ior
	dB
	 -12 

	SCH_Ec/Ior
	dB
	 -12 

	PICH_Ec/Ior
	dB
	 -15 

	DCH_Ec/Ior
	dB
	Note 1

	OCNS_Ec/Ior
	dB
	Note 2

	Îor/Ioc
	dB
	-1

	Ioc
	dBm/ 3.84 MHz
	-70

	CPICH_Ec/Io
	dB
	-13.54

	Propagation condition
	-
	AWGN

	Note 1:
The DPCH level is controlled by the power control loop.
Note 2:
The power of the OCNS channel that is added shall make the total power from the cell to be equal to Ior.


Table A.9.1.10.1-3: E-UTRAN FDD RSRP test parameters

	Parameter
	Unit
	Test 1
	Test 2

	
	
	Cell 2
	Cell 2

	BWchannel 
	MHz
	10
	10

	Measurement bandwidth
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	22—27
	22—27

	PDCCH/PCFICH/PHICH Reference measurement channel as defined in TS 36.133 A.3.1.2.1
	
	R.6 FDD
	R.6 FDD

	OCNG Pattern as defined in TS 36.133  A.3.2.1.2
	
	OP.2 FDD
	OP.2 FDD

	PBCH_RA
	dB
	0
	0

	PBCH_RB
	
	
	

	PSS_RA
	
	
	

	SSS_RA
	
	
	

	PCFICH_RB
	
	
	

	PHICH_RA
	
	
	

	PHICH_RB
	
	
	

	PDCCH_RA
	
	
	

	PDCCH_RB
	
	
	

	PDSCH_RA
	
	
	

	PDSCH_RB
	
	
	

	OCNG_RANote1
	
	
	

	OCNG_RBNote1 
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Note2


	Bands 1, 4, 6, 10, 11, 18, 19, 21, 23 and 24.
	dBm/15 kHz
	-88.65 
	-117

	
	Bands 2, 5, 7, 26 and 27 (Note 5)
	
	
	-115

	
	Band 25
	
	
	-113.5

	
	Band 28
	
	
	-115.5

	
	Bands 3, 8, 12, 13, 14, 17, 20 and 22
	
	
	-114

	
	Band 9
	
	
	-116
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	dB
	10
	-4

	RSRPNote3
	Bands 1, 4, 6, 10, 11, 18, 19, 21, 23 and 24.
	dBm/15 kHz
	-78.65
	-121

	
	Bands 2, 5, 7, 26 and 27 (Note 5)
	
	
	-119

	
	Band 25
	
	
	-117.5

	
	Band 28
	
	
	-119.5

	
	Bands 3, 8, 12, 13, 14, 17, 20 and 22
	
	
	-118

	
	Band 9
	
	
	-120

	IoNote3
	Bands 1, 4, 6, 10, 11, 18, 19, 21, 23 and 24.
	dBm/9 MHz
	-49.5
	-87.76

	
	Bands 2, 5, 7, 26 and 27 (Note 5)
	
	
	-85.76

	
	Band 25
	
	
	-84.26

	
	Band 28
	
	
	-86.26

	
	Bands 3, 8, 12, 13, 14, 17, 20 and 22
	
	
	-84.76

	
	Band 9
	
	
	-86.76
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	dB
	10
	-4

	Propagation condition
	-
	AWGN
	AWGN

	Note 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 3:
RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 4:
RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5:
For Band 26, the tests shall be performed with the assigned E-UTRA channel bandwidth within 865-894


A.9.1.10.2
Test Requirements

The E-UTRAN FDD RSRP absolute measurement accuracy shall meet the requirements in section 9.1.4a.

A.9.1.11
E-UTRAN TDD RSRP Absolute Accuracy (CELL_DCH)
A.9.1.11.1
Test Purpose and Environment
The purpose of this test is to verify that the E-UTRAN TDD RSRP measurement absolute accuracy is within the specified limits. This test will verify the requirements in section 9.1.4a.

The test is carried out in Cell_DCH state using a compressed mode pattern with purpose “E-UTRAN Measurement”. The compressed mode pattern repeats every 80 ms and uses a gap length of 10 slots. Further details are found in table A.22 in annex A.5 of 3GPP TS 25.101.

Tables A.9.1.11.1-1 and A.9.1.11.1-2 define the limits of signal strengths and code powers on the UTRA FDD cell where the requirement is applicable. In the measurement control information periodic reporting of E-UTRAN TDD RSRP is indicated to the UE. The E-UTRAN TDD test parameters are given in Table A.9.1.11.1-3.

Table A.9.1.11.1-1: General test parameters for E-UTRAN TDD RSRP absolute accuracy tests

	Parameter
	Unit
	Value
	Comment

	DCH parameters
	
	DL Reference Measurement Channel 12.2 kbps
	As specified in 3GPP TS 25.101 section A.3.1

	Power Control
	
	On
	

	Target quality value on DTCH
	BLER
	0.01
	

	Compressed mode patterns
- E-UTRAN measurement
	
	Compressed mode reference pattern 2 Set 5 
	As specified in table A.22 3GPP TS 25.101 section A.5

	Inter-RAT measurement quantity
	
	E-UTRAN TDD RSRP
	

	Monitored cell list size
	
	1 E-UTRAN TDD neighbour cell
	Measurement control information is sent before the compressed mode pattern starts.


Table A.9.1.11.1-2: UTRAN FDD cell specific test parameters for E-UTRAN TDD RSRP absolute accuracy tests

	Parameter
	Unit
	Cell 1

	UTRA RF Channel number
	-
	Channel 1

	CPICH_Ec/Ior
	dB
	 -10 

	PCCPCH_Ec/Ior
	dB
	 -12 

	SCH_Ec/Ior
	dB
	 -12 

	PICH_Ec/Ior
	dB
	 -15 

	DCH_Ec/Ior
	dB
	Note 1

	OCNS_Ec/Ior
	dB
	Note 2

	Îor/Ioc
	dB
	-1

	Ioc
	dBm/ 3.84 MHz
	-70

	CPICH_Ec/Io
	dB
	-13.54

	Propagation condition
	-
	AWGN

	Note 1:
The DPCH level is controlled by the power control loop.
Note 2:
The power of the OCNS channel that is added shall make the total power from the cell to be equal to Ior.


Table A.9.1.11.1-3: E-UTRAN TDD cell specific test parameters for E-UTRAN TDD RSRP absolute accuracy tests
	Parameter
	Unit
	Test 1
	Test 2

	
	
	Cell 2
	Cell 2

	E-UTRA RF Channel Number
	
	1
	1

	BWchannel 
	MHz
	10
	10

	Special subframe configurationNote1
	
	6
	6

	Uplink-downlink configurationNote1
	
	1
	1

	Measurement bandwidth
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	22—27
	22—27

	PDCCH/PCFICH/PHICH Reference measurement channel as defined in TS 36.133 A.3.1.2.2
	
	R.6 TDD
	R.6 TDD

	OCNG Pattern as defined in TS 36.133 A.3.2.2.2
	
	OP.2 TDD
	OP.2 TDD

	PBCH_RA
	dB
	0
	0

	PBCH_RB
	
	
	

	PSS_RA
	
	
	

	SSS_RA
	
	
	

	PCFICH_RB
	
	
	

	PHICH_RA
	
	
	

	PHICH_RB
	
	
	

	PDCCH_RA
	
	
	

	PDCCH_RB
	
	
	

	PDSCH_RA
	
	
	

	PDSCH_RB
	
	
	

	OCNG_RANote2
	
	
	

	OCNG_RBNote2 
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	Bands 33, 34, 35, 36, 37, 38, 39 and 40
	dBm/15 kHz
	-88.65 
	-117

	
	Bands 42 and 43
	
	
	-116

	
	Bands 41 and 44
	
	
	-115
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	dB
	10
	-4

	RSRPNote4
	Bands 33, 34, 35, 36, 37, 38, 39 and 40
	dBm/15 kHz
	-78.65
	-121

	
	Bands 42 and 43
	
	
	-120

	
	Bands 41 and 44
	
	
	-119

	IoNote4
	Bands 33, 34, 35, 36, 37, 38, 39 and 40
	dBm/9 MHz
	-49.5
	-87.76

	
	Bands 42 and 43
	
	
	-86.76

	
	Bands 41 and 44
	
	
	-85.76
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	dB
	10
	-4

	Propagation condition
	-
	AWGN
	AWGN

	Note 1: For special subframe and uplink-downlink configurations see Tables 4.2-1 and 4.2-2 in 3GPP TS 36.211.   

Note 2: OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 3: Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 4: RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 5: RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.


A.9.1.11.2
Test Requirements

The E-UTRAN TDD RSRP absolute measurement accuracy shall meet the requirements in section 9.1.4a.

A.9.1.12
E-UTRA FDD RSRQ absolute accuracy (CELL_DCH)
A.9.1.12.1
Test Purpose and Environment

The purpose of this test is to verify that the E-UTRAN FDD RSRQ measurement absolute accuracy is within the specified limits. This test will verify the requirements in section 9.1.4b.

The test is carried out in Cell_DCH state using a compressed mode pattern with purpose “E-UTRAN Measurement”. The compressed mode pattern repeats every 80 ms and uses a gap length of 10 slots. Further details are found in TS 25.101 annex A.5.

Tables A.9.1.12.1-1 and A.9.1.12.1-2 define the limits of signal strengths and code powers on the UTRA FDD cell where the requirement is applicable. In the measurement control information periodic reporting of E-UTRAN RSRQ is indicated to the UE. The E-UTRAN FDD test parameters are given in Table A.9.1.12.1-3.

Table A.9.1.12.1-1: General UTRAN test parameters for E-UTRAN FDD RSRQ measurements

	Parameter
	Unit
	Value
	Comment

	DCH parameters
	
	DL Reference Measurement Channel 12.2 kbps
	As specified in TS 25.101 section A.3.1

	Power Control
	
	On
	

	Target quality value on DTCH
	BLER
	0.01
	

	Compressed mode patterns
- E-UTRAN measurement
	
	Compressed mode reference pattern 2 Set 5 
	As specified in table A.22 TS 25.101 section A.5

	Inter-RAT measurement quantity
	
	E-UTRAN FDD RSRQ
	

	Monitored cell list size
	
	1 E-UTRAN FDD neighbour cell
	Measurement control information is sent before the compressed mode pattern starts.


Table A.9.1.12.1-2: Cell specific UTRAN test parameters for E-UTRAN FDD RSRQ measurements

	Parameter
	Unit
	Cell 1

	UTRA RF Channel number
	-
	Channel 1

	CPICH_Ec/Ior
	dB
	 -10 

	PCCPCH_Ec/Ior
	dB
	 -12 

	SCH_Ec/Ior
	dB
	 -12 

	PICH_Ec/Ior
	dB
	 -15 

	DCH_Ec/Ior
	dB
	Note 1

	OCNS_Ec/Ior
	dB
	Note 2

	Îor/Ioc
	dB
	-1

	Ioc
	dBm/ 3.84 MHz
	-70

	CPICH_Ec/Io
	dB
	-13.54

	Propagation condition
	-
	AWGN

	Note 1:
The DPCH level is controlled by the power control loop.
Note 2:
The power of the OCNS channel that is added shall make the total power from the cell to be equal to Ior.


Table A.9.1.12.1-3: E-UTRAN FDD RSRQ test parameters

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 2
	Cell 2
	Cell 2

	BWchannel
	MHz
	10
	10
	10

	Measurement bandwidth 
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	22—27
	22—27
	22—27

	PDCCH/PCFICH/PHICH Reference measurement channel as defined in TS 36.133 A.3.1.2.1
	
	R.6 FDD
	R.6 FDD
	R.6 FDD

	OCNG Pattern as defined in TS 36.133 A.3.2.1.2
	
	OP.2 FDD
	OP.2 FDD
	OP.2 FDD

	PBCH_RA
	dB
	0
	0
	0

	PBCH_RB
	
	
	
	

	PSS_RA
	
	
	
	

	SSS_RA
	
	
	
	

	PCFICH_RB
	
	
	
	

	PHICH_RA
	
	
	
	

	PHICH_RB
	
	
	
	

	PDCCH_RA
	
	
	
	

	PDCCH_RB
	
	
	
	

	PDSCH_RA
	
	
	
	

	PDSCH_RB
	
	
	
	

	OCNG_RANote1
	
	
	
	

	OCNG_RBNote1 
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	Bands 1, 4, 6, 10, 11, 18, 19, 21, 23 and 24.
	dBm/15 kHz
	-80
	-104.70
	-119.50

	
	Bands 2, 5, 7, 26 and 27 (Note 5)
	
	
	
	-117.50

	
	Band 25
	
	
	
	-116

	
	Band 28
	
	
	
	-118

	
	Bands 3, 8, 12, 13, 14, 17, 20 and 22
	
	
	
	-116.50

	
	Band 9
	
	
	
	-118.50
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	dB
	-1.75
	-4.0
	-4.0

	RSRPNote3
	Bands 1, 4, 6, 10, 11, 18, 19, 21, 23 and 24.
	dBm/15 kHz
	-81.75
	-108.70
	-123.50

	
	Bands 2, 5, 7, 26 and 27 (Note 5)
	
	
	
	-121.50

	
	Band 25
	
	
	
	-120

	
	Band 28
	
	
	
	-122

	
	Bands 3, 8, 12, 13, 14, 17, 20 and 22
	
	
	
	-120.50

	
	Band 9
	
	
	
	-122.50

	RSRQNote3
	Bands 1, 4, 6, 10, 11, 18, 19, 21, 23 and 24.
	dB
	-14.76
	-16.25
	-16.25

	
	Bands 2, 5, 7, 25, 26, 27 and 28
	
	
	
	

	
	Bands 3, 8, 12, 13, 14, 17, 20 and 22
	
	
	
	

	
	Band 9
	
	
	
	

	IoNote3
	Bands 1, 4, 6, 10, 11, 18, 19, 21, 23 and 24.
	dBm/9 MHz
	-50
	-75.46
	-90.26

	
	Bands 2, 5, 7, 26 and 27 (Note 5)
	
	
	
	-88.26

	
	Band 25
	
	
	
	-86.76

	
	Band 28
	
	
	
	-88.76

	
	Bands 3, 8, 12, 13, 14, 17, 20 and 22
	
	
	
	-87.26

	
	Band 9
	
	
	
	-89.26
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	dB
	-1.75
	-4.0
	-4.0

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	Note 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 3:
RSRQ, RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 4:
RSRP and RSRQ minimum requirements are specified assuming independent interference and noise at each receiver antenna port. 

Note 5:
For Band 26, the tests shall be performed with the assigned E-UTRA channel bandwidth within 865-894


A.9.1.12.2
Test Requirements

The E-UTRAN FDD RSRQ absolute measurement accuracy shall meet the requirements in section 9.1.4b.

A.9.1.13
E-UTRAN TDD RSRQ Absolute Accuracy (CELL_DCH)
A.9.1.13.1
Test Purpose and Environment

The purpose of this test is to verify that the E-UTRAN TDD RSRQ measurement absolute accuracy is within the specified limits. This test will verify the requirements in section 9.1.4b.

The test is carried out in Cell_DCH state using a compressed mode pattern with purpose “E-UTRAN Measurement”. The compressed mode pattern repeats every 80 ms and uses a gap length of 10 slots. Further details are found in table A.22 in annex A.5 of 3GPP TS 25.101.

Tables A.9.1.13.1-1 and A.9.1.13.1-2 define the limits of signal strengths and code powers on the UTRA FDD cell where the requirement is applicable. In the measurement control information periodic reporting of E-UTRAN TDD RSRQ is indicated to the UE. The E-UTRAN TDD test parameters are given in Table A.9.1.13.1-3.

Table A.9.1.13.1-1: General test parameters for E-UTRAN TDD RSRQ absolute accuracy tests

	Parameter
	Unit
	Value
	Comment

	DCH parameters
	
	DL Reference Measurement Channel 12.2 kbps
	As specified in 3GPP TS 25.101 section A.3.1

	Power Control
	
	On
	

	Target quality value on DTCH
	BLER
	0.01
	

	Compressed mode patterns
- E-UTRAN measurement
	
	Compressed mode reference pattern 2 Set 5 
	As specified in table A.22 3GPP TS 25.101 section A.5

	Inter-RAT measurement quantity
	
	E-UTRAN TDD RSRQ
	

	Monitored cell list size
	
	1 E-UTRAN TDD neighbour cell
	Measurement control information is sent before the compressed mode pattern starts.


Table A.9.1.13.1-2: UTRAN FDD cell specific test parameters for E-UTRAN TDD RSRQ absolute accuracy tests

	Parameter
	Unit
	Cell 1

	UTRA RF Channel number
	-
	Channel 1

	CPICH_Ec/Ior
	dB
	 -10 

	PCCPCH_Ec/Ior
	dB
	 -12 

	SCH_Ec/Ior
	dB
	 -12 

	PICH_Ec/Ior
	dB
	 -15 

	DCH_Ec/Ior
	dB
	Note 1

	OCNS_Ec/Ior
	dB
	Note 2

	Îor/Ioc
	dB
	-1

	Ioc
	dBm/ 3.84 MHz
	-70

	CPICH_Ec/Io
	dB
	-13.54

	Propagation condition
	-
	AWGN

	Note 1:
The DPCH level is controlled by the power control loop.
Note 2:
The power of the OCNS channel that is added shall make the total power from the cell to be equal to Ior.


Table A.9.1.13.1-3: E-UTRAN TDD cell specific test parameters for E-UTRAN TDD RSRQ absolute accuracy tests

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 2
	Cell 2
	Cell 2

	E-UTRA RF Channel Number
	
	1
	1
	1

	BWchannel
	MHz
	10
	10
	10

	Special subframe configuration Note1
	
	6
	6
	6

	Uplink-downlink configuration Note1
	
	1
	1
	1

	Measurement bandwidth 
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	22—27
	22—27
	22—27

	PDCCH/PCFICH/PHICH Reference measurement channel as defined in 3GPP TS 36.133 A.3.1.2.2.
	
	R.6 TDD
	R.6 TDD
	R.6 TDD

	OCNG Pattern as defined in 3GPP TS 36.133 A.3.2.2.2.
	
	OP.2 TDD
	OP.2 TDD
	OP.2 TDD

	PBCH_RA
	dB
	0
	0
	0

	PBCH_RB
	
	
	
	

	PSS_RA
	
	
	
	

	SSS_RA
	
	
	
	

	PCFICH_RB
	
	
	
	

	PHICH_RA
	
	
	
	

	PHICH_RB
	
	
	
	

	PDCCH_RA
	
	
	
	

	PDCCH_RB
	
	
	
	

	PDSCH_RA
	
	
	
	

	PDSCH_RB
	
	
	
	

	OCNG_RANote2
	
	
	
	

	OCNG_RBNote2
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	Bands 33, 34, 35, 36, 37, 38, 39 and 40
	dBm/15 kHz
	-80
	-104.70
	-119.50

	
	Bands 42 and 43
	
	
	
	-118.50

	
	Bands 41 and 44
	
	
	
	-117.50
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	dB
	-1.75
	-4.0
	-4.0

	RSRPNote4
	Bands 33, 34, 35, 36, 37, 38, 39 and 40
	dBm/15 kHz
	-81.75
	-108.70
	-123.50

	
	Bands 42 and 43
	
	
	
	-122.50

	
	Bands 41 and 44
	
	
	
	-121.50

	RSRQNote4
	Bands 33, 34, 35, 36, 37, 38, 39, 40, 42, 43 and 44
	dB
	-14.76
	-16.25
	-16. 25

	IoNote4
	Bands 33, 34, 35, 36, 37, 38, 39 and 40
	dBm/9 MHz
	-50
	-75.46
	-90.26

	
	Bands 42 and 43
	
	
	
	-89.26

	
	Bands 41 and 44
	
	
	
	-88.26
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	dB
	-1.75
	-4.0
	-4.0

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	Note 1: For special subframe and uplink-downlink configurations see Tables 4.2-1 and 4.2-2 in 3GPP TS 36.211.

Note 2: OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 3: Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 4: RSRQ, RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 5: RSRP and RSRQ minimum requirements are specified assuming independent interference and noise at each receiver antenna port.


A.9.1.13.2
Test Requirements

The E-UTRAN TDD RSRQ absolute measurement accuracy shall meet the requirements in section 9.1.4b.
A.9.1.14
E-UTRAN FDD RSRP absolute accuracy (CELL_FACH)
A.9.1.14.1
Test Purpose and Environment

The purpose of this test is to verify that the E-UTRAN FDD RSRP measurement absolute accuracy is within the specified limits. This test will verify the requirements in section 9.1.4a.

The test is carried out in Cell_FACH state using HS-DSCH DRX.
Tables A.9.1.14.1-1 and A.9.1.14.1-2 define the limits of signal strengths and code powers on the UTRA FDD cell where the requirement is applicable. In the measurement control information periodic reporting of E-UTRAN FDD RSRP is indicated to the UE. The E-UTRAN FDD test parameters are given in Table A.9.1.14.1-3.

Table A.9.1.14.1-1: General UTRAN test parameters for E-UTRAN FDD RSRP measurements

	Parameter
	Unit
	Value
	Comment

	HS-DSCH DRX cycleFACH
	frames
	8
	Length of the DRX cycle

	HS-DSCH Rx burstFACH
	frames
	1
	On time during DRX cycle

	T321
	s
	0.1
	Number of seconds until the DRX cycle is initiated

	Report criteria
	
	Periodic
	

	Inter-RAT measurement quantity
	
	E-UTRAN FDD RSRP
	

	Monitored cell list size
	
	1 E-UTRAN FDD neighbour cell
	


Table A.9.1.14.1-2: Cell specific UTRAN test parameters for E-UTRAN FDD RSRP measurements

	Parameter
	Unit
	Cell 1

	UTRA RF Channel number
	-
	Channel 1

	CPICH_Ec/Ior
	dB
	 -10 

	PCCPCH_Ec/Ior
	dB
	 -12 

	SCH_Ec/Ior
	dB
	 -12 

	PICH_Ec/Ior
	dB
	 -15 

	OCNS_Ec/Ior
	dB
	Note 1

	Îor/Ioc
	dB
	-1

	Ioc
	dBm/ 3.84 MHz
	-70

	CPICH_Ec/Io
	dB
	-13.54

	Propagation condition
	-
	AWGN

	Note 1:
The power of the OCNS channel that is added shall make the total power from the cell to be equal to Ior.


Table A.9.1.14.1-3: E-UTRAN FDD RSRP test parameters

	Parameter
	Unit
	Cell 2

	BWchannel 
	MHz
	10

	Measurement bandwidth
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	22—27

	PDCCH/PCFICH/PHICH Reference measurement channel as defined in TS 36.133 A.3.1.2.1
	
	R.6 FDD

	OCNG Pattern as defined in TS 36.133  A.3.2.1.2
	
	OP.2 FDD

	PBCH_RA
	dB
	0

	PBCH_RB
	
	

	PSS_RA
	
	

	SSS_RA
	
	

	PCFICH_RB
	
	

	PHICH_RA
	
	

	PHICH_RB
	
	

	PDCCH_RA
	
	

	PDCCH_RB
	
	

	PDSCH_RA
	
	

	PDSCH_RB
	
	

	OCNG_RANote1
	
	

	OCNG_RBNote1 
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	dBm/15 kHz
	-88.65 
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	dB
	10

	RSRPNote3
	dBm/15 kHz
	-78.65

	IoNote3
	dBm/9 MHz
	-49.5
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	dB
	10

	Propagation condition
	-
	AWGN

	Note 1: For special subframe and uplink-downlink configurations see Tables 4.2-1 and 4.2-2 in 3GPP TS 36.211.

Note 2: OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 3: Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 4: RSRQ, RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 5: RSRP and RSRQ minimum requirements are specified assuming independent interference and noise at each receiver antenna port.


A.9.1.14.2
Test Requirements

The E-UTRAN FDD RSRP absolute measurement accuracy shall meet the requirements in section 9.1.4a.

A.9.1.15
E-UTRAN TDD RSRP Absolute Accuracy (CELL_FACH)
A.9.1.15.1
Test Purpose and Environment
The purpose of this test is to verify that the E-UTRAN TDD RSRP measurement absolute accuracy is within the specified limits. This test will verify the requirements in section 9.1.4a.

The test is carried out in Cell_FACH state using HS-DSCH DRX.
Tables A.9.1.15.1-1 and A.9.1.15.1-2 define the limits of signal strengths and code powers on the UTRA FDD cell where the requirement is applicable. In the measurement control information periodic reporting of E-UTRAN TDD RSRP is indicated to the UE. The E-UTRAN TDD test parameters are given in Table A.9.1.15.1-3.

Table A.9.1.15.1-1: General test parameters for E-UTRAN TDD RSRP absolute accuracy tests

	Parameter
	Unit
	Value
	Comment

	HS-DSCH DRX cycleFACH
	frames
	8
	Length of the DRX cycle

	HS-DSCH Rx burstFACH
	frames
	1
	On time during DRX cycle

	T321
	s
	0.1
	Number of seconds until the DRX cycle is initiated

	Report criteria
	
	Periodic
	

	Inter-RAT measurement quantity
	
	E-UTRAN TDD RSRP
	

	Monitored cell list size
	
	1 E-UTRAN TDD neighbour cell
	


Table A.9.1.15.1-2: UTRAN FDD cell specific test parameters for E-UTRAN TDD RSRP absolute accuracy tests

	Parameter
	Unit
	Cell 1

	UTRA RF Channel number
	-
	Channel 1

	CPICH_Ec/Ior
	dB
	 -10 

	PCCPCH_Ec/Ior
	dB
	 -12 

	SCH_Ec/Ior
	dB
	 -12 

	PICH_Ec/Ior
	dB
	 -15 

	OCNS_Ec/Ior
	dB
	Note 1

	Îor/Ioc
	dB
	-1

	Ioc
	dBm/ 3.84 MHz
	-70

	CPICH_Ec/Io
	dB
	-13.54

	Propagation condition
	-
	AWGN

	Note 1:
The power of the OCNS channel that is added shall make the total power from the cell to be equal to Ior.


Table A.9.1.15.1-3: E-UTRAN TDD cell specific test parameters for E-UTRAN TDD RSRP absolute accuracy tests
	Parameter
	Unit
	Cell 2

	E-UTRA RF Channel Number
	
	1

	BWchannel 
	MHz
	10

	Special subframe configurationNote1
	
	6

	Uplink-downlink configurationNote1
	
	1

	Measurement bandwidth
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	PDCCH/PCFICH/PHICH Reference measurement channel as defined in TS 36.133 A.3.1.2.2
	
	R.6 TDD

	OCNG Pattern as defined in TS 36.133 A.3.2.2.2
	
	OP.2 TDD

	PBCH_RA
	dB
	0

	PBCH_RB
	
	

	PSS_RA
	
	

	SSS_RA
	
	

	PCFICH_RB
	
	

	PHICH_RA
	
	

	PHICH_RB
	
	

	PDCCH_RA
	
	

	PDCCH_RB
	
	

	PDSCH_RA
	
	

	PDSCH_RB
	
	

	OCNG_RANote2
	
	

	OCNG_RBNote2 
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	RSRPNote4
	dBm/15 kHz
	-78.65

	IoNote4
	dBm/9 MHz
	-49.5
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	dB
	10

	Propagation condition
	-
	AWGN

	Note 1: For special subframe and uplink-downlink configurations see Tables 4.2-1 and 4.2-2 in 3GPP TS 36.211.   

Note 2: OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 3: Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 4: RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 5: RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.


A.9.1.15.2
Test Requirements

The E-UTRAN TDD RSRP absolute measurement accuracy shall meet the requirements in section 9.1.4a.

A.9.1.16
E-UTRA FDD RSRQ absolute accuracy (CELL_FACH)
A.9.1.16.1
Test Purpose and Environment

The purpose of this test is to verify that the E-UTRAN FDD RSRQ measurement absolute accuracy is within the specified limits. This test will verify the requirements in section 9.1.4b.

The test is carried out in Cell_FACH state with  HS-DSCH DRX activated. 
Tables A.9.1.16.1-1 and A.9.1.16.1-2 define the limits of signal strengths and code powers on the UTRA FDD cell where the requirement is applicable. In the measurement control information periodic reporting of E-UTRAN RSRQ is indicated to the UE. The E-UTRAN FDD test parameters are given in Table A.9.1.16.1-3.

Table A.9.1.16.1-1: General UTRAN test parameters for E-UTRAN FDD RSRQ measurements

	Parameter
	Unit
	Value
	Comment

	HS-DSCH DRX cycleFACH
	frames
	8
	Length of the DRX cycle

	HS-DSCH Rx burstFACH
	frames
	1
	On time during DRX cycle

	T321
	s
	0.1
	Number of seconds until the DRX cycle is initiated

	Report criteria
	
	Periodic
	

	Inter-RAT measurement quantity
	
	E-UTRAN FDD RSRQ
	

	Monitored cell list size
	
	1 E-UTRAN FDD neighbour cell
	


Table A.9.1.16.1-2: Cell specific UTRAN test parameters for E-UTRAN FDD RSRQ measurements

	Parameter
	Unit
	Cell 1

	UTRA RF Channel number
	-
	Channel 1

	CPICH_Ec/Ior
	dB
	 -10 

	PCCPCH_Ec/Ior
	dB
	 -12 

	SCH_Ec/Ior
	dB
	 -12 

	PICH_Ec/Ior
	dB
	 -15 

	OCNS_Ec/Ior
	dB
	Note 1

	Îor/Ioc
	dB
	-1

	Ioc
	dBm/ 3.84 MHz
	-70

	CPICH_Ec/Io
	dB
	-13.54

	Propagation condition
	-
	AWGN

	Note 1:
The power of the OCNS channel that is added shall make the total power from the cell to be equal to Ior.


Table A.9.1.16.1-3: E-UTRAN FDD RSRQ test parameters

	Parameter
	Unit
	Test 1

	
	
	Cell 2

	BWchannel
	MHz
	10

	Measurement bandwidth 
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	PDCCH/PCFICH/PHICH Reference measurement channel as defined in TS 36.133 A.3.1.2.1
	
	R.6 FDD

	OCNG Pattern as defined in TS 36.133 A.3.2.1.2
	
	OP.2 FDD

	PBCH_RA
	dB
	0

	PBCH_RB
	
	

	PSS_RA
	
	

	SSS_RA
	
	

	PCFICH_RB
	
	

	PHICH_RA
	
	

	PHICH_RB
	
	

	PDCCH_RA
	
	

	PDCCH_RB
	
	

	PDSCH_RA
	
	

	PDSCH_RB
	
	

	OCNG_RANote1
	
	

	OCNG_RBNote1 
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	dBm/15 kHz
	-80

	
[image: image59.wmf]ot

s

I

E

ˆ


	dB
	-1.75

	RSRPNote3
	dBm/15 kHz
	-81.75

	RSRQNote3
	dB
	-14.76

	IoNote3
	dBm/9 MHz
	-50
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	dB
	-1.75

	Propagation condition
	-
	AWGN

	Note 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 3:
RSRQ, RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 4:
RSRP and RSRQ minimum requirements are specified assuming independent interference and noise at each receiver antenna port. 

Note 5:
For Band 26, the tests shall be performed with the assigned E-UTRA channel bandwidth within 865-894


A.9.1.16.2
Test Requirements

The E-UTRAN FDD RSRQ absolute measurement accuracy shall meet the requirements in section 9.1.4b.

A.9.1.17
E-UTRAN TDD RSRQ Absolute Accuracy (CELL_FACH)
A.9.1.17.1
Test Purpose and Environment

The purpose of this test is to verify that the E-UTRAN TDD RSRQ measurement absolute accuracy is within the specified limits. This test will verify the requirements in section 9.1.4b.

The test is carried out in Cell_FACH state with HS-DSCH DRX activated. 
Tables A.9.1.17.1-1 and A.9.1.17.1-2 define the limits of signal strengths and code powers on the UTRA FDD cell where the requirement is applicable. In the measurement control information periodic reporting of E-UTRAN TDD RSRQ is indicated to the UE. The E-UTRAN TDD test parameters are given in Table A.9.1.17.1-3.

Table A.9.1.17.1-1: General test parameters for E-UTRAN TDD RSRQ absolute accuracy tests

	Parameter
	Unit
	Value
	Comment

	HS-DSCH DRX cycleFACH
	frames
	8
	Length of the DRX cycle

	HS-DSCH Rx burstFACH
	frames
	1
	On time during DRX cycle

	T321
	s
	0.1
	Number of seconds until the DRX cycle is initiated

	Report criteria
	
	Periodic
	

	Inter-RAT measurement quantity
	
	E-UTRAN TDD RSRQ
	

	Monitored cell list size
	
	1 E-UTRAN TDD neighbour cell
	


Table A.9.1.17.1-2: UTRAN FDD cell specific test parameters for E-UTRAN TDD RSRQ absolute accuracy tests

	Parameter
	Unit
	Cell 1

	UTRA RF Channel number
	-
	Channel 1

	CPICH_Ec/Ior
	dB
	 -10 

	PCCPCH_Ec/Ior
	dB
	 -12 

	SCH_Ec/Ior
	dB
	 -12 

	PICH_Ec/Ior
	dB
	 -15 

	OCNS_Ec/Ior
	dB
	Note 1

	Îor/Ioc
	dB
	-1

	Ioc
	dBm/ 3.84 MHz
	-70

	CPICH_Ec/Io
	dB
	-13.54

	Propagation condition
	-
	AWGN

	Note 1:
The power of the OCNS channel that is added shall make the total power from the cell to be equal to Ior.


Table A.9.1.17.1-3: E-UTRAN TDD cell specific test parameters for E-UTRAN TDD RSRQ absolute accuracy tests

	Parameter
	Unit
	Test 1

	
	
	Cell 2

	E-UTRA RF Channel Number
	
	1

	BWchannel
	MHz
	10

	Special subframe configuration Note1
	
	6

	Uplink-downlink configuration Note1
	
	1

	Measurement bandwidth 
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	PDCCH/PCFICH/PHICH Reference measurement channel as defined in 3GPP TS 36.133 A.3.1.2.2.
	
	R.6 TDD

	OCNG Pattern as defined in 3GPP TS 36.133 A.3.2.2.2.
	
	OP.2 TDD

	PBCH_RA
	dB
	0

	PBCH_RB
	
	

	PSS_RA
	
	

	SSS_RA
	
	

	PCFICH_RB
	
	

	PHICH_RA
	
	

	PHICH_RB
	
	

	PDCCH_RA
	
	

	PDCCH_RB
	
	

	PDSCH_RA
	
	

	PDSCH_RB
	
	

	OCNG_RANote2
	
	

	OCNG_RBNote2
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	RSRPNote4
	dBm/15 kHz
	-81.75

	RSRQNote4
	dB
	-14.76

	IoNote4
	dBm/9 MHz
	-50
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	dB
	-1.75

	Propagation condition
	-
	AWGN

	Note 1: For special subframe and uplink-downlink configurations see Tables 4.2-1 and 4.2-2 in 3GPP TS 36.211.

Note 2: OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 3: Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 4: RSRQ, RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 5: RSRP and RSRQ minimum requirements are specified assuming independent interference and noise at each receiver antenna port.


A.9.1.17.2
Test Requirements

The E-UTRAN TDD RSRQ absolute measurement accuracy shall meet the requirements in section 9.1.4b.
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