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<< Unchanged sections omitted >>

8.11.4.4
Test description
8.11.4.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.

Channel Bandwidth to be tested: 10MHz as defined in TS 36.508 [7] clause 4.3.1.
1. Connect the SS (node B emulator) and AWGN noise source to the UE antenna connectors as shown in TS 36.508 [7] Annex A Figure A.24.

2. The general test parameter settings are set up according to Table 8.11.4.4.1-1.

3. Propagation conditions are set according to Annex B clause B.0.

4. Message contents are as defined in clause 8.11.4.4.3.

5. There are two E-UTRA TDD cells operating on different frequency and one UTRA TDD cell specified in the test.  Cell 1 (EUTRA TDD cell on RF channel number 1) is the cell used for registration with the power level set according to Annex C.0 and C.1 for this test.
Table 8.11.4.4.1-1: General test parameters for combined E-UTRA TDD inter-frequency and UTRA TDD cells search under fading propagation conditions
	Parameter
	Unit
	Value
	Comment

	PDSCH parameters
	
	DL Reference Measurement Channel R.0 TDD
	As specified in section A.1.2

	PCFICH/PDCCH/PHICH parameters
	
	DL Reference Measurement Channel R.6 TDD
	As specified in section A.2.2

	Active cell
	
	Cell 1
	E-UTRA TDD cell is on RF channel number 1

	Neighbour cell
	
	Cell 2
	E-UTRA TDD cell is on RF channel number 2

	
	
	Cell 3
	1.28Mcps TDD cell

	CP length of cell1  and cell2
	
	Normal
	

	Uplink-downlink configuration of cell1 and cell2
	
	1
	As specified in Table 4.2-2 in TS 36.211. The same configuration in both cells  

	Special subframe configuration of cell1  and cell2
	
	6
	As specified in table 4.2-1 in TS 36.211. The same configuration in both cells

	Gap Pattern Id
	
	0
	As specified in 3GPP TS 36.133 section 8.1.2.1. 

	E-UTRAN TDD measurement quantity

	
	RSRP
	

	UTRAN TDD measurement quantity
	
	RSCP
	

	DRX
	
	OFF
	

	Ofn
	dB
	0
	Parameter for A3 and B2 event

	Ocn
	dB
	0
	Parameter for A3 event

	Hys
	dB
	0
	Parameter for A3 and B2 event

	Ofs
	dB
	0
	Parameter for A3 event

	Ocs
	dB
	0
	Parameter for A3 event

	A3-Offset
	dB
	-6
	Parameter for A3 event

	Thresh1
	dBm
	-86
	Absolute E-UTRAN RSRP threshold for event B2

	Thresh2
	dBm
	-84
	Absolute UTRAN RSCP threshold for event B2

	Hysteresis
	dB
	0
	

	TimeToTrigger
	dB
	0
	

	Filter coefficient
	
	0
	L3 filtering is not used

	Time offset between E-UTRAN TDD cells
	(s
	3
	Synchronous cells

	T1
	s
	>5
	During T1, cell 2 and cell 3 shall be powered off. During the off time the physical layer cell identity of cell 2 shall be changed, and the scrambling code of cell 3 shall be changed.

	T2
	s
	15
	


<< Unchanged sections omitted >>

8.11.6.4
Test description
8.11.6.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.

Channel Bandwidth to be tested: 10MHz as defined in TS 36.508 [7] clause 4.3.1.
1. Connect the SS (node B emulator), AWGN noise source and Fader to the UE antenna connectors as shown in TS 36.508 [7] Annex A Figure A.25.

2. The general test parameter settings are set up according to Table 8.11.6.4.1-1.

3. Propagation conditions are set according to Annex B clause B.0.

4. Message contents are as defined in clause 8.11.6.4.3.

5. There are two E-UTRA TDD cells operating on different frequency and one GSM cell specified in the test.  Cell 1 (EUTRA TDD cell on RF channel number 1) is the cell used for registration with the power level set according to Annex C.0 and C.1 for this test.
Table 8.11.6.4.1-1: General test parameters for Combined E-UTRAN TDD - E-UTRA TDD and GSM cell search. E-UTRA cells in fading; GSM cell in static propagation conditions
	Parameter
	Unit
	Value
	Comment

	PDSCH parameters (E-UTRAN TDD)
	
	DL Reference Measurement Channel R.0 TDD
	As specified in section A.1.2.

	PCFICH/PDCCH/PHICH parameters

(E-UTRAN TDD)
	
	DL Reference Measurement Channel R.6 TDD
	As specified in section A.2.2.

	Special subframe configuration of cell1 and cell2
	
	6
	As specified in table 4.2-1 in TS 36.211 [9]. The same configuration in both cells

	Uplink-downlink configuration of cell1 and cell2
	
	1
	As specified in 3GPP TS 36.211 [9] section 4.2 Table 4.2-2 

	Gap Pattern Id
	
	0
	As specified in 3GPP TS 36.133 [4] section 8.1.2.1. 

	Active cell
	
	Cell 1
	Cell 1 is on E-UTRA RF channel number 1.

	Neighbour cells
	
	Cell 2, 3
	Cell 2 is on E-UTRA RF channel number 2.

Cell 3 is on Absolute RF Channel Number 3 (GSM cell).

	CP length
	
	Normal
	Applicable to cell 1 and cell 2

	E-UTRA Channel Bandwidth (BWchannel)
	MHz
	10
	

	E-UTRAN TDD measurement quantity
	
	RSRP
	

	Hysteresis
	dB
	0
	Parameter for A3 and B2 event

	A3-Offset
	dB
	-6
	

	TimeToTrigger
	s
	0
	

	Filter coefficient
	
	0
	L3 filtering is not used

	DRX
	
	OFF
	OFF

	Time offset between E-UTRAN TDD cells
	(s
	3
	Synchronous cells

	Inter-RAT (GSM) measurement quantity
	
	GSM Carrier RSSI
	

	b2-Threshold-E-UTRA
	dBm
	-83
	RSRP threshold for event B2. This is the threshold for E-UTRA in the B2 configuration. E-UTRA Pcell RSRP is below this throughout the test to account for measurement accuracy and fading

	b2-Threshold-GERAN
	dBm
	-80
	GSM Carrier RSSI threshold for event B2.

	Monitored GSM cell list size
	
	6 GSM neighbours including ARFCN 3
	List of GSM cells provided before T2 starts.

	T1
	s
	5
	

	T2
	s
	10
	


<< End of changes >>
