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	Reason for change:
	To support eRedirection to UMTS TDD, multiple UMTS TDD frequencies can be provided in RRC Connection Release message for redirection with multiple SIBs. The eRedirection to UMTS TDD should work without multiple SIBs. However, although SIB information is optional in ASN.1, it has been set to be mandatory present by field description so that eRedirection to UMTS TDD cannot be used if multiple SIBs are not provided. This is not the intention of the functionality as introduced by CR0173 and this restriction should be removed.

	
	

	Summary of change:
	The definition of the UE capability bit for eRedirection to UMTS TDD has been updated by clarifying that it defines whether the UE supports redirection on multiple carrier frequencies by using or not using UTRA TDD system information for cells on multiple carrier frequencies provided by RRCConnectionRelease.

Impact Analysis

Impacted functionality:

eRedirection to UMTS TDD with multiple UMTS TDD frequencies

Inter-operability:

If the UE is implemented according to this CR but the network is not, no inter-operability problem is foreseen

If the network is implemented according this CR but the UE is not, UE may not perform eRedirection to UMTS TDD if network provides multiple frequencies for redirection without SIBs.



	
	

	Consequences if not approved:
	The specification will have unintended restriction and eRedirection to UMTS TDD with multiple UMTS TDD frequencies without SIB will not be supported.
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4.3.7.26
e-RedirectionUTRA-TDD
This parameter defines whether the UE supports redirection to multiple carrier frequencies both with and without using UTRA TDD system information for cells on multiple carrier frequencies provided by RRCConnectionRelease.



