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List of CRs from RAN WG3
Source
TSG RAN WG3

Agenda Item
8.3.1

8.3.3
Approval of CRs to REL-7 WIs and WIs of previous releases

RP-131900: Correction of when to include the GPS Positioning IE in the POSITION ACTIVATION REQUEST message
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-131900
	R3-132287
	Correction of when to include the GPS Positioning IE in the POSITION ACTIVATION REQUEST message
	25.453
	148
	-
	F
	11.1.0
	LCS3-GNSS-UTRAN
	Rel-12


8.3.6
Approval of CRs to Rel-10 WIs

RP-131901: TEI10 CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-131901
	R3-132445
	Correction on CSFB high priority indication
	36.413
	1152
	4
	F
	10.6.0
	TEI10
	Rel-10

	RP-131901
	R3-132446
	Correction on CSFB high priority indication
	36.413
	1153
	4
	A
	11.5.0
	TEI10
	Rel-11

	RP-131901
	R3-131903
	Correct ASN.1 definitions of IMSI and IMEI
	25.453
	138
	1
	F
	10.3.0
	TEI10
	Rel-10

	RP-131901
	R3-131904
	Correct ASN.1 definitions of IMSI and IMEI
	25.453
	139
	1
	A
	11.1.0
	TEI10
	Rel-11


10.7
Small Technical Enhancements and Improvements for Rel-11 [TEI11]

RP-131902: TEI11 CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-131902
	R3-132083
	Correction of Fixed Broadband Access
	25.467
	211
	-
	F
	11.4.0
	TEI11
	Rel-11

	RP-131902
	R3-132328
	Correction of UE Radio Capability Match
	36.413
	1164
	1
	F
	11.5.0
	TEI11
	Rel-11

	RP-131902
	R3-132451
	Correction for Load Balancing Related IE
	36.423
	623
	2
	C
	11.6.0
	TEI11
	Rel-11

	RP-131902
	R3-131906
	Correction for Load Balancing Related cause value CR for 36413
	36.413
	1150
	1
	F
	11.5.0
	TEI11
	Rel-11

	RP-131902
	R3-131907
	Correction for Load Balancing Related cause value CR for 36423
	36.423
	611
	1
	F
	11.6.0
	TEI11
	Rel-11

	RP-131902
	R3-131963
	Add missing multiple PLMN list for neigbouring GSM cells
	25.423
	1807
	1
	F
	11.6.0
	TEI11
	Rel-11

	RP-131902
	R3-131975
	Correction on relocation with an emergency call
	25.413
	1251
	2
	F
	11.4.0
	TEI11
	Rel-11

	RP-131902
	R3-131977
	Correction of Handover Restriction List
	36.413
	1147
	3
	F
	11.5.0
	TEI11
	Rel-11

	RP-131902
	R3-131978
	Correction of Handover Restriction List
	36.423
	609
	3
	F
	11.6.0
	TEI11
	Rel-11


11.3.4.1.1
Introduction of LTE 450 MHz band in Brazil - Core part [570119, LTE450_Brazil-Core, 06/2013]

RP-131903: 450MHz Band in Brazil CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-131903
	R3-131999
	Introduction of LTE 450 MHz
	25.461
	84
	1
	B
	11.2.0
	LTE450_Brazil-Core
	Rel-12

	RP-131903
	R3-132000
	Introduction of LTE 450 MHz
	25.466
	51
	1
	B
	11.3.0
	LTE450_Brazil-Core
	Rel-12


11.3.4.2.1
LTE in the US Wireless Communications Service (WCS) Band - Core part [570117, LTE_WCS_band-Core, 06/2013]

RP-131904: Introduction of Band 30
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-131904
	R3-132001
	Introduction of Band 30
	25.461
	85
	1
	B
	11.2.0
	LTE_WCS_band-Core
	Rel-12

	RP-131904
	R3-132002
	Introduction of Band 30
	25.466
	52
	1
	B
	11.3.0
	LTE_WCS_band-Core
	Rel-12


11.4.1.1
HSPA signalling enhancements for more efficient resource usage for LCR TDD - Core part [580128, LCR_TDD_HSPA_sign_enh-Core, 12/2013]

RP-131905: Introduction of HSPA signalling enhancements for more efficient resource usage for 1.28Mcps TDD
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-131905
	R3-132003
	Introduction of HSPA signalling enhancements for more efficient resource usage for 1.28Mcps TDD
	25.423
	1799
	3
	B
	11.6.0
	LCR_TDD_HSPA_sign_enh-Core
	Rel-12

	RP-131905
	R3-132004
	Introduction of HSPA signalling enhancements for more efficient resource usage for 1.28Mcps TDD
	25.433
	1995
	3
	B
	11.6.0
	LCR_TDD_HSPA_sign_enh-Core
	Rel-12


11.4.2.1
Support for BeiDou Navigation Satellite System (BDS) for UTRA - Core part [590119, LCS_BDS-UTRA-Core, 03/2014]

RP-131906: BeiDou CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-131906
	R3-132352
	Introduction of BDS in UTRAN
	25.453
	141
	2
	B
	11.1.0
	LCS_BDS-UTRA-Core
	Rel-12

	RP-131906
	R3-132353
	Introduction of BeiDou Navigation Satellite System
	25.423
	1808
	2
	B
	11.6.0
	LCS_BDS-UTRA-Core
	Rel-12

	RP-131906
	R3-132354
	Introduction of BeiDou Navigation Satellite System
	25.433
	2008
	2
	B
	11.6.0
	LCS_BDS-UTRA-Core
	Rel-12

	RP-131906
	R3-132355
	Introduction of support for BDS
	25.413
	1259
	1
	B
	11.4.0
	LCS_BDS-UTRA-Core
	Rel-12


11.4.3.1
HNB Positioning for UTRA - Core part [600117, UTRA_HNB_Pos-Core, 12/2013]

RP-131907: Stage 2 changes for PCAP over Iuh
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-131907
	R3-132469
	Stage 2 changes for PCAP over Iuh
	25.467
	209
	3
	B
	11.4.0
	UTRA_HNB_Pos-Core
	Rel-12


11.5.2.1
Further enhancements for H(e)NB mobility-Part 3 - Core part [570121, EHNB_enh3-Core, 12/2013]

RP-131908: EHNB_enh3 CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-131908
	R3-132007
	Introduction of CELL_FACH, CELL_PCH and URA_PCH mobility support for HNBs
	25.467
	207
	2
	B
	11.4.0
	EHNB_enh3-Core
	Rel-12

	RP-131908
	R3-132008
	Introduction of CELL_FACH, CELL_PCH and URA_PCH mobility support for HNBs
	25.469
	100
	2
	B
	11.2.0
	EHNB_enh3-Core
	Rel-12

	RP-131908
	R3-131917
	Support for connected mode inbound mobility to shared CSG/hybrid cell
	25.467
	208
	2
	B
	11.4.0
	EHNB_enh3-Core
	Rel-12


11.5.5.1
RAN aspects for SIPTO at the Local Network - Core part [590120, LIMONET-RAN-Core, 03/2014]

RP-131909: SIPTO@LN CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-131909
	R3-132052
	Introduction of Standalone GW for SIPTO@LN
	25.467
	210
	1
	B
	11.4.0
	LIMONET-RAN-Core
	Rel-12

	RP-131909
	R3-132405
	Introduction of Collocated L-GW for SIPTO@LN
	25.467
	206
	4
	B
	11.4.0
	LIMONET-RAN-Core
	Rel-12

	RP-131909
	R3-132406
	Introduction of Standalone GW for SIPTO@LN
	25.401
	141
	3
	B
	11.1.0
	LIMONET-RAN-Core
	Rel-12

	RP-131909
	R3-132407
	Introduction of Standalone GW for SIPTO@LN
	25.410
	76
	6
	B
	11.0.0
	LIMONET-RAN-Core
	Rel-12

	RP-131909
	R3-132409
	Introduction of Collocated L-GW for SIPTO@LN
	25.413
	1239
	5
	B
	11.4.0
	LIMONET-RAN-Core
	Rel-12

	RP-131909
	R3-132410
	Handling SIPTO@LN during UE Context Release procedure
	36.423
	607
	3
	B
	11.6.0
	LIMONET-RAN-Core
	Rel-12

	RP-131909
	R3-132414
	Introduction of SIPTO@LN Stand-Alone in S1AP
	36.413
	1171
	1
	B
	11.5.0
	LIMONET-RAN-Core
	Rel-12

	RP-131909
	R3-132470
	Introduction of SIPTO@LN Stand-Alone in RANAP
	25.413
	1260
	2
	B
	11.4.0
	LIMONET-RAN-Core
	Rel-12

	RP-131909
	R3-132440
	Introduction of Collocated L-GW for SIPTO@LN
	36.413
	1128
	4
	B
	11.5.0
	LIMONET-RAN-Core
	Rel-12


11.6.6.1
Public Warning System - Reset/Failure/Restart in Warning Message Delivery in LTE - Core part [590121, REP_WMD-RFR_PWS-Core, 12/2013]

RP-131910: Kill All Warning messages CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-131910
	R3-132465
	Kill All Warning Messages
	36.413
	1143
	3
	B
	11.5.0
	REP_WMD-RFR_PWS-Core
	Rel-12

	RP-131910
	R3-132335
	Kill All Warning Messages
	36.300
	0600
	-
	B
	11.7.0
	REP_WMD-RFR_PWS-Core
	Rel-12


RP-131911: PWS Restart Indication CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-131911
	R3-132384
	PWS Restart Indication
	36.300
	0601
	-
	B
	11.7.0
	REP_WMD-RFR_PWS-Core 
	Rel-12

	RP-131911
	R3-132383
	Introduction of eNB Restart Indication for PWS
	36.413
	1173
	2
	B
	11.5.0
	REP_WMD-RFR_PWS-Core 
	Rel-12


11.6.11.1
LTE-HRPD (High Rate Packet Data in 3GPP2) inter-RAT SON - Core part [600127, LTE_HRPD_SON-Core, 06/2014]

RP-131912: LTE_HRPD_SON CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-131912
	R3-132192
	Update of reference to 3GPP2 specification
	36.413
	1166
	-
	F
	11.5.0
	LTE_HRPD_SON-Core
	Rel-12


11.7.9
Small Technical Enhancements and Improvements for Rel-12 [TEI12]

RP-131913: TEI12 CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-131913
	R3-132123
	Clarification on the duplicated PLMN Identities
	25.413
	1258
	-
	F
	11.4.0
	TEI12
	Rel-12

	RP-131913
	R3-132449
	Correction of inbound mobility for CSG UE
	25.467
	216
	1
	F
	11.4.0
	TEI12
	Rel-12


RP-131914: Reporting of User Location Information at E-RAB release
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-131914
	R3-132439
	Reporting of User Location Information at E-RAB Release
	36.413
	1163
	2
	B
	11.5.0
	TEI12
	Rel-12


RP-131915: Reporting of User Location Information at E-RAB release
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-131915
	R3-132452
	Reporting of User Location Information at E-RAB release
	36.300
	0605
	-
	B
	11.7.0
	TEI12
	Rel-12

	RP-131915
	R3-132447
	Introduction of a new Event Type for Location Reporting
	36.413
	1156
	3
	B
	11.5.0
	TEI12
	Rel-12

	RP-131915
	R3-132448
	Introduction of a new Event Type for Location Reporting
	36.423
	612
	3
	B
	11.6.0
	TEI12
	Rel-12
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