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	Reason for change:
(

	As per spec 34.123-2, PICS “pc_DL_CompressedModeRequiredForAdjacentCarriers” checks for requirement of  DL compressed mode in order to perform measurements on adjacent carriers.

PICS value of TRUE means UE does require DL compressed mode in order to perform measurements on adjacent carriers.

Also, as per spec 25.331, section 10.3.3.21, presence of this IE means that UE does not require compressed mode for adjacent frequency measurements.

	 
	

	Summary of change:
(

	Check for the presence of the DL CompressedModeRequiredForAdjacentCarriers IE is corrected as per specification.

	
	

	Consequences if 
(

not approved:
	TC 8.1.5.7 will fail the complaint device.

	
	

	Clauses affected:
(

	8.1.5.7
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	Other comments:
(

	Similar changes are also required in TTCN-2 test case as well.


1.1 Change 1

	Testcase name
	8.1.5.7

	Function Name
	fl_UTRAN34_CheckCapabilityContainer

	Reason for change
	As per spec 34.123-2, PICS “pc_DL_CompressedModeRequiredForAdjacentCarriers” checks for requirement of  DL compressed mode in order to perform measurements on adjacent carriers.
PICS value of TRUE means UE does require DL compressed mode in order to perform measurements on adjacent carriers.

Also, as per spec 25.331, section 10.3.3.21, presence of this IE means that UE does not require compressed mode for adjacent frequency measurements.

	Summary of change
	Check for the presence of the DL CompressedModeRequiredForAdjacentCarriers IE is corrected.

	Source of change
	UTRAN34\8_1\UTRAN34_UE_CapabilityInfo


Before:
	  function fl_UTRAN34_CheckCapabilityContainer(UE_CapabilityContainer_IEs p_UE_CapabilityContainer)

  {

    var integer i:=0;

    var B4_Type v_EutraFeatureGroupIndicators;

    if (isvalue(p_UE_CapabilityContainer)) {
…

…

      // Compressed mode for adjacent carrier

      fl_CheckPICS_PresenceOfReceivedField(pc_DL_CompressedModeRequiredForAdjacentCarriers, "pc_DL_CompressedModeRequiredForAdjacentCarriers", ispresent(p_UE_CapabilityContainer.v6b0NonCriticalExtensions.v6e0NonCriticalExtensions.v770NonCriticalExtensions.v790NonCriticalExtensions.v860NonCriticalExtensions.ue_RadioAccessCapability_v860ext.measurementCapability.downlinkCompressedMode.adjacentFrequencyMeasurements));
…

…

} else {

      // p_UE_CapabilityContainer is not initialised

      // Check all PICS are false @sic R5s130737 sic@

      if (pc_CSVoHS or pc_MAC_ehs or pc_DualCell or pc_DualCellMIMO or pc_HS_SCCH_less or pc_EnhancedF_DPCH or

          pc_HS_FACH or pc_HS_PCH or pc_TargetCell_PreConf_HSDSCH or pc_HS_FACH_DRX or pc_HSUPA or pc_UL_16QAM or

          pc_UL_DTX or pc_SlotFormat4 or pc_PS_Handover or pc_PS_Handover_To_GAN or pc_eFDD or pc_HO_from_UTRA or

          pc_PCH_StatesToEUTRA_IdleReselection or pc_EUTRAN_MeasurementInConnected or pc_DL_CompressedModeRequiredForAdjacentCarriers or
          not(pc_DeviceType) or pc_SupportSIB11bis or pc_Full_FDPCH or pc_MAC_ehs or pc_HS_RACH_EDCH or pc_MAC_iis or pc_CSG or pc_AbsolutePriorityReselection or

          pc_DB_DC_HSDPA_Band1_5 or pc_DB_DC_HSDPA_Band1_8 or pc_DB_DC_HSDPA_Band2_4 or pc_DL_CompressedModeRequiredForAdjacentCarriers or
          pc_Loggedmeasurements_Idle_PCH or

          pc_Indicating_CSG_Proximity_intra_F or pc_Indicating_CSG_Proximity_inter_F or pc_Acquiring_IntraF_SI or pc_Acquiring_InterF_SI) {

        f_SetVerdict(fail, __FILE__, __LINE__, "UE_CapabilityContainer_IEs shall be present as per PICS");

      }
…

…

     


After:
	  function fl_UTRAN34_CheckCapabilityContainer(UE_CapabilityContainer_IEs p_UE_CapabilityContainer)

  {

    var integer i:=0;

    var B4_Type v_EutraFeatureGroupIndicators;

    if (isvalue(p_UE_CapabilityContainer)) {
…

…

      // Compressed mode for adjacent carrier

      fl_CheckPICS_PresenceOfReceivedField(pc_DL_CompressedModeRequiredForAdjacentCarriers, "pc_DL_CompressedModeRequiredForAdjacentCarriers", not(ispresent(p_UE_CapabilityContainer.v6b0NonCriticalExtensions.v6e0NonCriticalExtensions.v770NonCriticalExtensions.v790NonCriticalExtensions.v860NonCriticalExtensions.ue_RadioAccessCapability_v860ext.measurementCapability.downlinkCompressedMode.adjacentFrequencyMeasurements)));
…

…

} else {

      // p_UE_CapabilityContainer is not initialised

      // Check all PICS are false @sic R5s130737 sic@

      if (pc_CSVoHS or pc_MAC_ehs or pc_DualCell or pc_DualCellMIMO or pc_HS_SCCH_less or pc_EnhancedF_DPCH or

          pc_HS_FACH or pc_HS_PCH or pc_TargetCell_PreConf_HSDSCH or pc_HS_FACH_DRX or pc_HSUPA or pc_UL_16QAM or

          pc_UL_DTX or pc_SlotFormat4 or pc_PS_Handover or pc_PS_Handover_To_GAN or pc_eFDD or pc_HO_from_UTRA or

          pc_PCH_StatesToEUTRA_IdleReselection or pc_EUTRAN_MeasurementInConnected or not(pc_DL_CompressedModeRequiredForAdjacentCarriers) or
          not(pc_DeviceType) or pc_SupportSIB11bis or pc_Full_FDPCH or pc_MAC_ehs or pc_HS_RACH_EDCH or pc_MAC_iis or pc_CSG or pc_AbsolutePriorityReselection or

          pc_DB_DC_HSDPA_Band1_5 or pc_DB_DC_HSDPA_Band1_8 or pc_DB_DC_HSDPA_Band2_4 or 

          pc_Loggedmeasurements_Idle_PCH or

          pc_Indicating_CSG_Proximity_intra_F or pc_Indicating_CSG_Proximity_inter_F or pc_Acquiring_IntraF_SI or pc_Acquiring_InterF_SI) {

        f_SetVerdict(fail, __FILE__, __LINE__, "UE_CapabilityContainer_IEs shall be present as per PICS");

      }
…

…




Changes in TTCN-2
Before:
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