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10.3.7.89a

UE positioning GANSS almanac
This IE contains a reduced-precision subset of the ephemeris and clock correction parameters.

	Information Element/Group name
	Need
	Multi
	Type and Reference
	Semantics description
	Version

	Week Number
	MP
	
	Integer(0..255)
	Almanac reference week , number of weeks since the beginning of GANSS specific system time (mod 256).
Note, in case of Galileo, the almanac reference week number WNa natively contains only the 2 LSB’s [61, section 5.1.10]. 
	REL-7

	
	
	
	
	If “Model 5” or “Model 6” is included, the UE shall ignore the Week Number.
	REL-8

	Complete Almanac Provided
	OP
	
	Boolean
	This field indicates whether the RNC provided almanac for the full GANSS constellation or not. TRUE means complete GANSS almanac is provided.
	REL-10

	Keplerian parameters

(“Model 1”)
	OP
	
	
	NOTE
	REL-7

	>Toa
	MP
	
	Integer(0.. 613800 by step of 600)
	Almanac Reference Time common to all satellites in GANSS Almanac using Keplerian Parameters given in GNSS specific system time [61].
	REL-12

	>IODa
	MP
	
	INTEGER(0..15)
	Issue-Of–Data, common to all satellites [61].
	REL-12

	>Satellite information KP
	MP
	1 to <maxGANSSSat>
	
	Almanacs are in the order of the SV IDs, the smallest ID first.
	REL-7

	>>SV ID
	MP
	
	Integer (0..63)
	Satellite ID, as defined in Note 2 of 10.3.7.88b.
	REL-7

	>>e
	MP
	
	Bit string(11)
	Eccentricity, dimensionless [61]
	REL-7

	>>(i
	MP
	
	Bit string(11)
	Parameter i, inclination at reference time relative to i0=56°; semi-circles [61]
	REL-7

	>>OMEGADOT
	MP
	
	Bit string(11)
	Parameter 
[image: image1.wmf]W

&

, rate of right ascension (semi-circles/sec) [61].
	REL-7

	>>SV Status INAV
	MP
	
	Bit string(4)
	This field contains the I/NAV signal health status [8, section 5.1.10].
	REL-7

	>>SV Status FNAV
	OP
	
	Bit string(2)
	This field contains the F/NAV signal health status [8, section 5.1.10].
	REL-12

	>>delta A1/2
	MP
	
	Bit string(13)
	Parameter (a1/2), difference with respect to the square root of the nominal semi-major axis, (meters)1/2 [61]. 
	REL-12

	>>OMEGA0
	MP
	
	Bit string(16)
	Right ascension (semi-circles) [61]
	REL-7

	>>M0
	MP
	
	Bit string(16)
	Mean Anomaly at Reference Time (semi-circles) [61]
	REL-7

	>>(
	MP
	
	Bit string(16)
	Argument of Perigee (semi-circles) [61]
	REL-7

	>>af0
	MP
	
	Bit string(16)
	Parameter af0, satellite clock correction bias. Seconds [61]
	REL-12

	>>af1
	MP
	
	Bit string(13)
	Parameter af1, satellite clock correction linear, sec/sec [61]
	REL-12

	NAV Keplerian Parameters

(“Model 2”)
	OP
	
	
	NOTE
	REL-8

	>Toa
	MP
	
	Integer(0..602112 by step of 4096)
	Almanac Reference Time 
	REL-8

	>Satellite information NAV-KP
	MP
	1 to <maxGANSSSat>
	
	
	REL-8

	>>SV ID
	MP
	
	Integer (0..63)
	Satellite ID, as defined in Note 2 of 10.3.7.88b.
	REL-8

	>>e
	MP
	
	Bit String(16)
	Eccentricity, dimensionless [72]
	REL-8

	>>(i
	MP
	
	Bit String(16)
	Correction to inclination,
semi-circles [72]
	REL-8

	>>OMEGADOT
	MP
	
	Bit String(16)
	Rate of right ascension,
semi-circles/sec [72]
	REL-8

	>>SV Health
	MP
	
	Bit String(8)
	Satellite health [72]
	REL-8

	>>A1/2
	MP
	
	Bit String(24)
	Square root of the semi-major axis,
meters1/2 [72]
	REL-8

	>>OMEGA0
	MP
	
	Bit String(24)
	Longitude of ascending node of orbit plane at weekly epoch,
semi-circles [72]
	REL-8

	>>(
	MP
	
	Bit String(24)
	Argument of perigee
semi-circles [72]
	REL-8

	>>M0
	MP
	
	Bit String(24)
	Mean anomaly at reference time
semi-circles [72]
	REL-8

	>>af0
	MP
	
	Bit String(11)
	Apparent satellite clock correction
seconds [72]
	REL-8

	>>af1
	MP
	
	Bit String(11)
	Apparent satellite clock correction
sec/sec [72]
	REL-8

	Reduced Keplerian Parameters
(“Model 3”)
	OP
	
	
	NOTE
	REL-8

	>Toa
	MP
	
	Integer(0..602112 by step of 4096)
	Almanac Reference Time 
	REL-8

	>Satellite information RED-KP
	MP
	1 to <maxGANSSSat>
	
	
	REL-8

	>>SV ID
	MP
	
	Integer (0..63)
	Satellite ID, as defined in Note 2 of 10.3.7.88b.
	REL-8

	>>A
	MP
	
	Bit String(8)
	meters [68,69,70,72]
	REL-8

	>>0
	MP
	
	Bit String(7)
	semi-circles [68,69,70,72]
	REL-8

	>>0
	MP
	
	Bit String(7)
	semi-circles [68,69,70,72]
	REL-8

	>>L1 Health
	MP
	
	Bit String(1)
	dimensionless [68,69,70,72]
	REL-8

	>>L2 Health
	MP
	
	Bit String(1)
	dimensionless [68,69,70,72]
	REL-8

	>>L5 Health
	MP
	
	Bit String(1)
	dimensionless [68,69,70,72]
	REL-8

	Midi Keplerian Parameters
(“Model 4”)
	OP
	
	
	NOTE
	REL-8

	>Toa
	MP
	
	Integer(0..602112 by step of 4096)
	Almanac Reference Time 
	REL-8

	>Satellite information MIDI-KP
	MP
	1 to <maxGANSSSat>
	
	
	REL-8

	>>SV ID
	MP
	
	Integer (0..63)
	Satellite ID, as defined in Note 2 of 10.3.7.88b.
	REL-8

	>>e
	MP
	
	Bit String(11)
	dimensionless [68,69,70,72]
	REL-8

	>>i
	MP
	
	Bit String(11)
	semi-circles [68,69,70,72]
	REL-8

	>>_dot
	MP
	
	Bit String(11)
	semi-circles/sec [68,69,70,72]
	REL-8

	>>sqrtA
	MP
	
	Bit String(17)
	meters1/2 [68,69,70,72]
	REL-8

	>>0
	MP
	
	Bit String(16)
	semi-circles [68,69,70,72]
	REL-8

	>>
	MP
	
	Bit String(16)
	semi-circles [68,69,70,72]
	REL-8

	>>M0
	MP
	
	Bit String(16)
	semi-circles [68,69,70,72]
	REL-8

	>>afo
	MP
	
	Bit String(11)
	seconds [68,69,70,72]
	REL-8

	>>af1
	MP
	
	Bit String(10)
	sec/sec [68,69,70,72]
	REL-8

	>>L1 Health
	MP
	
	Bit String(1)
	Dimensionless [68,69,70,72]
	REL-8

	>>L2 Health
	MP
	
	Bit String(1)
	dimensionless [68,69,70,72]
	REL-8

	>>L5 Health
	MP
	
	Bit String(1)
	dimensionless [68,69,70,72]
	REL-8

	GLONASS Keplerian Parameters
(“Model 5”)
	OP
	
	
	NOTE
	REL-8

	>Satellite information GLO-KP
	MP
	1 to <maxGANSSSat>
	
	
	REL-8

	>>NA
	MP
	
	Bit String(11)
	days [73]
	REL-8

	>>nA
	MP
	
	Bit String(5)
	dimensionless [73]
	REL-8

	>>HnA
	MP
	
	Bit String(5)
	dimensionless [73]
	REL-8

	>>nA
	MP
	
	Bit String(21)
	semi-circles [73]
	REL-8

	>>tnA
	MP
	
	Bit String(21)
	seconds [73]
	REL-8

	>>inA
	MP
	
	Bit String(18)
	semi-circles [73]
	REL-8

	>>TnA
	MP
	
	Bit String(22)
	sec/orbit period [73]
	REL-8

	>>T_DOTnA
	MP
	
	Bit String(7)
	sec/orbit period2 [73]
	REL-8

	>>nA
	MP
	
	Bit String(15)
	dimensionless [73]
	REL-8

	>>nA
	MP
	
	Bit String(16)
	semi-circles [73]
	REL-8

	>>nA
	MP
	
	Bit String(10)
	seconds [73]
	REL-8

	>>CnA
	MP
	
	Bit String(1)
	dimensionless [73]
	REL-8

	>>MnA
	OP
	
	Bit String(2)
	dimensionless [73]
	REL-8

	SBAS ECEF Parameters
(“Model 6”)
	OP
	
	
	NOTE
	REL-8

	>Satellite information SBAS-ECEF
	MP
	1 to <maxGANSSSat>
	
	
	REL-8

	>>Data ID
	MP
	
	Bit String(2)
	Dimensionless [71]
	

	>>SV ID
	MP
	
	Integer (0..63)
	Satellite ID, as defined in Note 2 of 10.3.7.88b.
	REL-8

	>>Health
	MP
	
	Bit String(8)
	Dimensionless [71]
	REL-8

	>>XG
	MP
	
	Bit String(15)
	meters [71]
	REL-8

	>>YG
	MP
	
	Bit String(15)
	meters [71]
	REL-8

	>>ZG
	MP
	
	Bit String(9)
	meters [71]
	REL-8

	>>XG Rate-of-Change
	MP
	
	Bit String(3)
	meters/sec [71]
	REL-8

	>>YG Rate-of-Change
	MP
	
	Bit String(3)
	meters/sec [71]
	REL-8

	>>ZG Rate-of-Change
	MP
	
	Bit String(4)
	meters/sec [71]
	REL-8

	>>t0
	MP
	
	Bit String(11)
	seconds [71]
	REL-8


NOTE:
This IE shall contain exactly one of the optional fiels indicated by "NOTE".

10.3.7.91d

UE positioning GANSS clock model
The IE contains fields needed to model the GANSS clock parameters.

	Information Element/Group name
	Need
	Multi
	Type and Reference
	Semantics description
	Version

	Satellite clock model

(“Model 1”)
	MP
	1 to <maxSatClockModels>
	
	There may be more than one clock model included if defined in SIS ICD (i.e., two for Galileo) [61].
	REL-7

	>toc
	MP
	
	BIT STRING(14)
	Clock correction data reference Time of Week in seconds.

Scale factor 60 seconds [61].
	REL-7

	>af2
	MP
	
	BIT STRING (6)
	SV clock drift rate correction coefficient, sec/sec2, scale factor 2-59 [61]. 
	REL-12

	>af1
	MP
	
	BIT STRING (21)
	Parameter af1, SV clock drift correction coefficient, sec/sec, scale factor  2-46  [61].
	REL-12

	>af0
	MP
	
	BIT STRING (31)
	Parameter af0, SV clock bias correction coefficient,
sec, scale factor 2-34 [61].
	REL-12

	>TGD
	OP
	
	BIT STRING (10)
	Broadcast Group Delay (BGD), sec, scale factor 2-32  [61].
	REL-7

	>Model ID
	OP
	
	Integer(0..1)
	NOTE 1
	REL-7


NOTE 1:
Coding of Model ID:

	GNSS
	Value
	Explanation

	Galileo
	0
	I/Nav

	
	1
	F/Nav


10.3.7.92a
UE positioning GANSS ionospheric model

The IE contains fields needed to model the propagation delays of the GANSS signals through the ionosphere.

	Information Element/Group name
	Need
	Multi
	Type and Reference
	Semantics description
	Version

	ai0
	MP
	
	Bit string(11)
	Effective Ionisation Level 1st order parameter. This parameter is used as defined in [61]
	REL-12

	ai1
	MP
	
	Bit string(11)
	Effective Ionisation Level 2nd order parameter. This parameter is used as defined in [61]
	REL-12

	ai2
	MP
	
	Bit string(14)
	Effective Ionisation Level 3rd order parameter. This parameter is used as defined in [61].
	REL-12

	GANSS Ionosphere Regional Storm Flags
	OP
	
	
	
	REL-7

	>Storm Flag 1
	MP
	
	Boolean
	This parameter is used as defined in [61]
	REL-7

	>Storm Flag 2
	MP
	
	Boolean
	This parameter is used as defined in [61]
	REL-7

	>Storm Flag 3
	MP
	
	Boolean
	This parameter is used as defined in [61]
	REL-7

	>Storm Flag 4
	MP
	
	Boolean
	This parameter is used as defined in [61]
	REL-7

	>Storm Flag 5
	MP
	
	Boolean
	This parameter is used as defined in [61]
	REL-7


10.3.7.94a

UE positioning GANSS navigation model
This IE contains information required to manage the transfer of precise navigation data to the GANSS-capable UE.

	Information Element/Group name
	Need
	Multi
	Type and Reference
	Semantics description
	Version

	Non-Broadcast Indication
	OP
	
	Enumerated (TRUE)
	If this IE is present, GANSS navigation model is not derived from satellite broadcast
	REL-7

	Satellite information
	MP
	1 to <maxGANSSSat>
	
	
	REL-7

	>SatID
	MP
	
	Integer (0..63)
	Identifies the satellite and is as defined in Note 2 of 10.3.7.88b.
	REL-7

	>SV Health
	MP
	
	Bit string(9)
	NOTE
	REL-12

	>IOD
	MP
	
	Bit string(10)
	
	REL-7

	>GANSS Clock Model
	MP
	
	UE positioning GANSS clock model 10.3.7.91d
	
	REL-7

	> GANSS Orbit Model
	MP
	
	UE positioning GANSS orbit model 10.3.7.91c
	
	REL-7


NOTE:
The Health values are GNSS specific. For Galileo, the UE shall interpret the bit string as follows [61]:

	Parameter
	Bit
	Type
	Explanation

	E5a Data Validity Status
	0
	Boolean
	

	E5b Data Validity Status
	1
	Boolean
	

	E1-B Data Validity Status
	2
	Boolean
	

	E5a Signal Health Status
	3-4
	Bit string
	

	E5b Signal Health Status
	5-6
	Bit string
	

	E1-B Signal Health Status
	7-8
	Bit string
	


10.3.7.96o

UE positioning GANSS reference time
	Information Element/Group name
	Need
	Multi
	Type and Reference
	Semantics description
	Version

	GANSS Day
	OP
	
	Integer(0..8191)
	The sequential number of days from the origin of the GNSS system time indicated by GANSS Time ID modulo 8192 days (about 22 years). NOTE.
	REL-7

	GANSS Day Cycle Number
	OP
	
	Integer(0..7)
	This field  provides the number of 8192 day cycles occurred since the GANSS zero time-point defined in NOTE below. The first 8192 GANSS days since the zero time-point is GANSS Day Cycle Number 0. When this field is included, the GANSS Day field shall be included as well.
	REL-10

	GANSS TOD
	MP
	
	Integer(0..86399)
	GANSS Time of Day in seconds
	REL-7

	GANSS TOD Uncertainty
	OP
	
	Integer(0..127)
	Coding as in subclause 10.3.7.96a
	REL-7

	GANSS Time ID
	OP
	
	Integer (0..7)
	Absense of this IE means Galileo, values 0-7 are reserved for future use
	REL-7

	
	
	
	
	Absense of this IE means Galileo,

For coding description see NOTE 2 in 10.3.7.93a.
	REL-8

	UTRAN GANSS reference time
	OP
	
	
	
	REL-7

	>UTRAN GANSS timing of cell frames
	MP
	
	Integer(0.. 999999750 by step of 250)
	UTRAN GANSS timing of cell frames in steps of 250 ns. Indicates sub-second part of GANSS TOD
	REL-7

	>CHOICE mode
	MP
	
	
	
	REL-7

	>>FDD
	
	
	
	
	REL-7

	>>>Primary CPICH Info
	MP
	
	Primary CPICH Info 10.3.6.60
	Identifies the reference cell for the GANSS TOD-SFN relationship
	REL-7

	>>TDD
	
	
	
	
	REL-7

	>>>cell parameters id 
	MP
	
	Cell parameters id 10.3.6.9 
	Identifies the reference cell for the GANSS TOD-SFN relationship
	REL-7

	>SFN
	MP
	
	Integer(0..4095)
	The SFN which the UTRAN GANSS timing of cell frames time stamps.
	REL-7

	TUTRAN-GANSS drift rate
	OP
	
	ENUMERATED (0, 1, 2, 5, 10, 15, 25, 50, -1, -2, -5, -10, -15, -25, -50)
	in 1/256 chips per sec.

One spare value needed.
	REL-7


NOTE: 
Definition of GNSS system time origin:

	GANSS
	GNSS System Time Origin

	Galileo System Time
	August 22, 1999; 00:00:00 UT

	GPS System Time
	January 6, 1980; 00:00:00 UTC(USNO)

	QZSS System Time
	January 6, 1980; 00:00:00 UTC(USNO)

	GLONASS System Time
	January 1, 1996; 03:00:00 UTC(RU)


11.3
Information element definitions

InformationElements DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

[...]
-- ***************************************************

--

--     MEASUREMENT INFORMATION ELEMENTS (10.3.7)

--

-- ***************************************************
AcquisitionSatInfo ::=



SEQUENCE {


satID







SatID,


-- Actual value dopplerOthOrder = IE value * 2.5

doppler0thOrder





INTEGER (-2048..2047),


extraDopplerInfo




ExtraDopplerInfo




OPTIONAL,


codePhase






INTEGER (0..1022),


integerCodePhase




INTEGER (0..19),


gps-BitNumber





INTEGER (0..3),


codePhaseSearchWindow



CodePhaseSearchWindow,


azimuthAndElevation




AzimuthAndElevation




OPTIONAL

}


AcquisitionSatInfo-va40ext ::=

SEQUENCE {


azimuthAndElevation




AzimuthAndElevation-va40ext


OPTIONAL

}

AcquisitionSatInfo-r10 ::=


SEQUENCE {


satID







SatID,


-- Actual value dopplerOthOrder = IE value * 2.5

doppler0thOrder





INTEGER (-2048..2047),


extraDopplerInfo




ExtraDopplerInfo




OPTIONAL,


codePhase






INTEGER (0..1022),


integerCodePhase




INTEGER (0..19),


gps-BitNumber





INTEGER (0..3),


codePhaseSearchWindow



CodePhaseSearchWindow,


azimuthAndElevation




AzimuthAndElevation-r10



OPTIONAL

}

AcquisitionSatInfoList ::=


SEQUENCE (SIZE (1..maxSat)) OF











AcquisitionSatInfo

AcquisitionSatInfoList-va40ext ::=
SEQUENCE (SIZE (1..maxSat)) OF











AcquisitionSatInfo-va40ext

AcquisitionSatInfoList-r10 ::=

SEQUENCE (SIZE (1..maxSat)) OF











AcquisitionSatInfo-r10

AdditionalMeasurementID-List ::=
SEQUENCE (SIZE (1..maxAdditionalMeas)) OF











MeasurementIdentity

AdditionalMeasurementID-List-r9 ::=
SEQUENCE (SIZE (1..maxAdditionalMeas)) OF













MeasurementIdentity-r9

AlmanacSatInfo ::=




SEQUENCE {


dataID







INTEGER (0..3),


satID







SatID,


e








BIT STRING (SIZE (16)),


t-oa







BIT STRING (SIZE (8)),


deltaI







BIT STRING (SIZE (16)),


omegaDot






BIT STRING (SIZE (16)),


satHealth






BIT STRING (SIZE (8)),


a-Sqrt







BIT STRING (SIZE (24)),


omega0







BIT STRING (SIZE (24)),


m0








BIT STRING (SIZE (24)),


omega







BIT STRING (SIZE (24)),


af0








BIT STRING (SIZE (11)),


af1








BIT STRING (SIZE (11))

}

AlmanacSatInfoList ::=



SEQUENCE (SIZE (1..maxSat)) OF











AlmanacSatInfo

ALM-ECEFsbasAlmanacSet ::=


SEQUENCE {


sat-info-SBASecefList



GANSS-SAT-Info-Almanac-SBASecefList

}

ALM-GlonassAlmanacSet ::=


SEQUENCE {


sat-info-GLOkpList




GANSS-SAT-Info-Almanac-GLOkpList

}

ALM-keplerianParameters ::=


SEQUENCE {


-- time of week by 600s steps


t-oa







INTEGER (0..1023),


iod-a







INTEGER (0..15),


sat-info-kpList





GANSS-SAT-Info-Almanac-KpList

}
ALM-MidiAlmanacSet ::=



SEQUENCE {


-- time of week by 4096s steps


t-oa







INTEGER (0..147),


sat-info-MIDIkpList




GANSS-SAT-Info-Almanac-MIDIkpList

}

ALM-NAVKeplerianSet ::=



SEQUENCE {


-- time of week by 4096s steps


t-oa







INTEGER (0..147),


sat-info-NAVkpList




GANSS-SAT-Info-Almanac-NAVkpList

}

ALM-ReducedKeplerianSet ::=


SEQUENCE {


-- time of week by 4096s steps


t-oa







INTEGER (0..147),


sat-info-REDkpList




GANSS-SAT-Info-Almanac-REDkpList

}

AuxInfoGANSS-ID1 ::=



SEQUENCE (SIZE (1..maxGANSSSat)) OF AuxInfoGANSS-ID1-element

AuxInfoGANSS-ID1-element ::=

SEQUENCE {


svID







INTEGER(0..63),


signalsAvailable




BIT STRING (SIZE(8))

}

AuxInfoGANSS-ID3 ::=



SEQUENCE (SIZE (1.. maxGANSSSat)) OF AuxInfoGANSS-ID3-element

AuxInfoGANSS-ID3-element ::=

SEQUENCE {


svID







INTEGER (0..63),


signalsAvailable




BIT STRING (SIZE (8)),


channelNumber





INTEGER (-7..13)

}

[...]
GANSSGenericData ::=



SEQUENCE {


ganssId







INTEGER (0..7)








OPTIONAL,


ganssTimeModelsList




GANSSTimeModelsList







OPTIONAL,


uePositioningDGANSSCorrections

UE-Positioning-DGANSSCorrections



OPTIONAL,


uePositioningGANSSNavigationModel
UE-Positioning-GANSS-NavigationModel


OPTIONAL,


uePositioningGANSSRealTimeIntegrity

UE-Positioning-GANSS-RealTimeIntegrity

OPTIONAL,


uePositioningGANSSDataBitAssistance

UE-Positioning-GANSS-Data-Bit-Assistance
OPTIONAL,


uePositioningGANSSReferenceMeasurementInfo











UE-Positioning-GANSS-ReferenceMeasurementInfo
OPTIONAL,


uePositioningGANSSAlmanac


UE-Positioning-GANSS-Almanac




OPTIONAL,


uePositioningGANSSUTCModel


UE-Positioning-GANSS-UTCModel




OPTIONAL

}

GANSSGenericData-v860ext ::=

SEQUENCE {


uePositiningGANSSsbasID



UE-Positioning-GANSS-SBAS-ID




OPTIONAL,


uePositioningGANSSAddNavigationModels











UE-Positioning-GANSS-AddNavigationModels

OPTIONAL,


uePositioningGANSSAlmanac


UE-Positioning-GANSS-Almanac-v860ext


OPTIONAL,


uePositioningGANSSAddUTCModels

UE-Positioning-GANSS-AddUTCModels



OPTIONAL,


uePositioningGANSSAuxiliaryInfo

UE-Positioning-GANSS-AuxiliaryInfo



OPTIONAL

}

GANSSGenericData-r8 ::=



SEQUENCE {


ganssId







INTEGER (0..7)








OPTIONAL,


uePositiningGANSSsbasID



UE-Positioning-GANSS-SBAS-ID




OPTIONAL,


ganssTimeModelsList




GANSSTimeModelsList







OPTIONAL,


uePositioningDGANSSCorrections

UE-Positioning-DGANSSCorrections



OPTIONAL,


uePositioningGANSSNavigationModel
UE-Positioning-GANSS-NavigationModel


OPTIONAL,


uePositioningGANSSAddNavigationModels











UE-Positioning-GANSS-AddNavigationModels

OPTIONAL,


uePositioningGANSSRealTimeIntegrity
UE-Positioning-GANSS-RealTimeIntegrity


OPTIONAL,


uePositioningGANSSDataBitAssistance
UE-Positioning-GANSS-Data-Bit-Assistance

OPTIONAL,


uePositioningGANSSReferenceMeasurementInfo











UE-Positioning-GANSS-ReferenceMeasurementInfo
OPTIONAL,


uePositioningGANSSAlmanac


UE-Positioning-GANSS-Almanac-r8




OPTIONAL,


uePositioningGANSSUTCModel


UE-Positioning-GANSS-UTCModel




OPTIONAL,


uePositioningGANSSAddUTCModels

UE-Positioning-GANSS-AddUTCModels



OPTIONAL,


uePositioningGANSSAuxiliaryInfo

UE-Positioning-GANSS-AuxiliaryInfo



OPTIONAL

}

GANSSGenericData-r9 ::=



SEQUENCE {


ganssId







INTEGER (0..7)








OPTIONAL,


uePositiningGANSSsbasID



UE-Positioning-GANSS-SBAS-ID




OPTIONAL,


ganssTimeModelsList




GANSSTimeModelsList







OPTIONAL,


uePositioningDGANSSCorrections

UE-Positioning-DGANSSCorrections-r9



OPTIONAL,


uePositioningGANSSNavigationModel
UE-Positioning-GANSS-NavigationModel


OPTIONAL,


uePositioningGANSSAddNavigationModels











UE-Positioning-GANSS-AddNavigationModels

OPTIONAL,


uePositioningGANSSRealTimeIntegrity
UE-Positioning-GANSS-RealTimeIntegrity


OPTIONAL,


uePositioningGANSSDataBitAssistance
UE-Positioning-GANSS-Data-Bit-Assistance

OPTIONAL,


uePositioningGANSSReferenceMeasurementInfo











UE-Positioning-GANSS-ReferenceMeasurementInfo
OPTIONAL,


uePositioningGANSSAlmanac


UE-Positioning-GANSS-Almanac-r8




OPTIONAL,


uePositioningGANSSUTCModel


UE-Positioning-GANSS-UTCModel




OPTIONAL,


uePositioningGANSSAddUTCModels

UE-Positioning-GANSS-AddUTCModels



OPTIONAL,


uePositioningGANSSAuxiliaryInfo

UE-Positioning-GANSS-AuxiliaryInfo



OPTIONAL

}

GANSSGenericData-v920ext ::=

SEQUENCE {


uePositioningDGANSSCorrections

UE-Positioning-DGANSSCorrections-v920ext

OPTIONAL

}

GANSSGenericData-va40ext ::=

SEQUENCE {


ganssTimeModelsList




GANSSTimeModelsList-va40ext





OPTIONAL,


uePositioningGANSSReferenceMeasurementInfo











UE-Positioning-GANSS-ReferenceMeasurementInfo-va40ext























OPTIONAL,


uePositioningGANSSAlmanac


UE-Positioning-GANSS-Almanac-va40ext


OPTIONAL

}

GANSSGenericData-r10 ::=


SEQUENCE {


ganssId







INTEGER (0..7)








OPTIONAL,


uePositiningGANSSsbasID



UE-Positioning-GANSS-SBAS-ID




OPTIONAL,


ganssTimeModelsList




GANSSTimeModelsList-r10






OPTIONAL,


uePositioningDGANSSCorrections

UE-Positioning-DGANSSCorrections-r9



OPTIONAL,


uePositioningGANSSNavigationModel
UE-Positioning-GANSS-NavigationModel


OPTIONAL,


uePositioningGANSSAddNavigationModels











UE-Positioning-GANSS-AddNavigationModels

OPTIONAL,


uePositioningGANSSRealTimeIntegrity
UE-Positioning-GANSS-RealTimeIntegrity


OPTIONAL,


uePositioningGANSSDataBitAssistance
UE-Positioning-GANSS-Data-Bit-Assistance

OPTIONAL,


uePositioningGANSSReferenceMeasurementInfo











UE-Positioning-GANSS-ReferenceMeasurementInfo-r10























OPTIONAL,


uePositioningGANSSAlmanac


UE-Positioning-GANSS-Almanac-r10



OPTIONAL,


uePositioningGANSSUTCModel


UE-Positioning-GANSS-UTCModel




OPTIONAL,


uePositioningGANSSAddUTCModels

UE-Positioning-GANSS-AddUTCModels



OPTIONAL,


uePositioningGANSSAuxiliaryInfo

UE-Positioning-GANSS-AuxiliaryInfo



OPTIONAL

}

GANSSGenericDataList ::=


SEQUENCE (SIZE (1..maxGANSS)) OF











GANSSGenericData

GANSSGenericDataList-v860ext ::=
SEQUENCE (SIZE (1..maxGANSS)) OF











GANSSGenericData-v860ext

GANSSGenericDataList-r8 ::=


SEQUENCE (SIZE (1..maxGANSS)) OF











GANSSGenericData-r8

GANSSGenericDataList-r9 ::=


SEQUENCE (SIZE (1..maxGANSS)) OF











GANSSGenericData-r9

GANSSGenericDataList-v920ext ::=
SEQUENCE (SIZE (1..maxGANSS)) OF











GANSSGenericData-v920ext

GANSSGenericDataList-va40ext ::=
SEQUENCE (SIZE (1..maxGANSS)) OF











GANSSGenericData-va40ext

GANSSGenericDataList-r10 ::=

SEQUENCE (SIZE (1..maxGANSS)) OF











GANSSGenericData-r10
GANSSGenericMeasurementInfo ::=

SEQUENCE (SIZE (1..maxGANSS)) OF SEQUENCE {


ganssId







INTEGER (0..7)





OPTIONAL,


ganssMeasurementSignalList


GANSSMeasurementSignalList

}

GANSSGenericMeasurementInfo-v860ext ::= SEQUENCE (SIZE (1..maxGANSS)) OF SEQUENCE {


ganssMeasurementSignalList


GANSSMeasurementSignalList-v860ext

}

GANSSMeasurementParameters ::=

SEQUENCE (SIZE (1..maxGANSSSat)) OF SEQUENCE {


satId







INTEGER (0..63),


cSurNzero






INTEGER (0..63),


multipathIndicator




ENUMERATED { nm, low, medium, high },


carrierQualityIndication


BIT STRING (SIZE (2))



OPTIONAL,


ganssCodePhase





INTEGER (0..2097151),


ganssIntegerCodePhase



INTEGER (0..63)





OPTIONAL,


codePhaseRmsError




INTEGER (0..63),


doppler







INTEGER (-32768..32767),


adr








INTEGER (0..33554431)



OPTIONAL

}

GANSSMeasurementParameters-v860ext ::= SEQUENCE (SIZE (1..maxGANSSSat)) OF SEQUENCE {


ganssIntegerCodePhaseExt


INTEGER (64..127)




OPTIONAL

}

GANSSMeasurementSignalList ::=

SEQUENCE (SIZE (1..maxSgnType)) OF SEQUENCE {


ganssSignalId





GANSS-Signal-Id





OPTIONAL,


ganssCodePhaseAmbiguity



INTEGER (0..31)





OPTIONAL,


ganssMeasurementParameters


GANSSMeasurementParameters

}

GANSSMeasurementSignalList-v860ext ::= SEQUENCE (SIZE (1..maxSgnType)) OF SEQUENCE {


ganssCodePhaseAmbiguityExt


INTEGER (32..127)




OPTIONAL,


ganssMeasurementParameters


GANSSMeasurementParameters-v860ext

}

GanssNavigationModelAdditionalData ::= SEQUENCE {


ganssWeek






INTEGER (0..4095),


ganssToe






INTEGER (0..167),


t-toeLimit






INTEGER (0..10),


satellitesListRelatedDataList

SatellitesListRelatedDataList

OPTIONAL

}

GANSSReferenceTimeOnly ::=


SEQUENCE {


gANSS-tod






INTEGER (0..3599999),


gANSS-timeId





INTEGER (0..7)





OPTIONAL,


gANSS-tod-uncertainty



INTEGER (0..127)




OPTIONAL

}

GanssReqGenericData ::=



SEQUENCE {


ganssId







INTEGER (0..7)





OPTIONAL,


ganssRealTimeIntegrity



BOOLEAN,


ganssDifferentialCorrection


DGANSS-Sig-Id-Req




OPTIONAL,


ganssAlmanac





BOOLEAN,


ganssNavigationModel



BOOLEAN,


ganssTimeModelGNSS-GNSS



BIT STRING (SIZE (8))



OPTIONAL,


ganssReferenceMeasurementInfo

BOOLEAN,


ganssDataBits





GanssDataBits





OPTIONAL,


ganssUTCModel





BOOLEAN,


ganssNavigationModelAdditionalData
GanssNavigationModelAdditionalData
OPTIONAL

}

GanssReqGenericData-v860ext ::=

SEQUENCE {


sbasId







UE-Positioning-GANSS-SBAS-ID

OPTIONAL,


ganssAddNavigationModel



ENUMERATED { true }




OPTIONAL,


ganssAddUTCmodel




ENUMERATED { true }




OPTIONAL,


ganssAuxInfo





ENUMERATED { true }




OPTIONAL,


ganssAddADchoices




SEQUENCE {



orbitModelID





INTEGER (0..7)




OPTIONAL,



clockModelID





INTEGER (0..7)




OPTIONAL,



utcModelID






INTEGER (0..7)




OPTIONAL,



almanacModelID





INTEGER (0..7)




OPTIONAL


}

OPTIONAL

}

GanssRequestedGenericAssistanceDataList ::= SEQUENCE (SIZE (1..maxGANSS)) OF











GanssReqGenericData

GanssRequestedGenericAssistanceDataList-v860ext ::= SEQUENCE (SIZE (1..maxGANSS)) OF











GanssReqGenericData-v860ext

GANSSSatelliteInformation ::=

SEQUENCE {


ganssSatId






INTEGER (0..63),


dopplerZeroOrder




INTEGER (-2048..2047),


-- scale factor 0.5m/s


extraDoppler





ExtraDoppler





OPTIONAL,


codePhase






INTEGER (0..1023),


integerCodePhase




INTEGER (0..127),


codePhaseSearchWindow



BIT STRING (SIZE (5)),


azimuthandElevation




AzimuthAndElevation




OPTIONAL

}

GANSSSatelliteInformation-va40ext ::= SEQUENCE {


azimuthAndElevation




AzimuthAndElevation-va40ext


OPTIONAL

}

GANSSSatelliteInformation-r10 ::=
SEQUENCE {


ganssSatId






INTEGER (0..63),


dopplerZeroOrder




INTEGER (-2048..2047),


-- scale factor 0.5m/s


extraDoppler





ExtraDoppler





OPTIONAL,


codePhase






INTEGER (0..1023),


integerCodePhase




INTEGER (0..127),


codePhaseSearchWindow



BIT STRING (SIZE (5)),


azimuthandElevation




AzimuthAndElevation-r10



OPTIONAL

}

GANSSSatelliteInformationList ::=
SEQUENCE (SIZE (1..maxGANSSSat)) OF











GANSSSatelliteInformation

GANSSSatelliteInformationList-va40ext ::= SEQUENCE (SIZE (1..maxGANSSSat)) OF











GANSSSatelliteInformation-va40ext

GANSSSatelliteInformationList-r10 ::=
SEQUENCE (SIZE (1..maxGANSSSat)) OF











GANSSSatelliteInformation-r10

GANSSTimeModelsList ::=



SEQUENCE (SIZE (1..maxGANSS-1)) OF











UE-Positioning-GANSS-TimeModel

GANSSTimeModelsList-va40ext ::=

SEQUENCE (SIZE (1.. maxGANSS-1)) OF











UE-Positioning-GANSS-TimeModel-va40ext

GANSSTimeModelsList-r10 ::=


SEQUENCE (SIZE (1..maxGANSS-1)) OF











UE-Positioning-GANSS-TimeModel-r10

GANSS-SAT-Info-Almanac-GLOkp ::=
SEQUENCE {


gloAlmNA






BIT STRING (SIZE (11)),


gloAlmnA






BIT STRING (SIZE (5)),


gloAlmHA






BIT STRING (SIZE (5)),


gloAlmLambdaA





BIT STRING (SIZE (21)),


gloAlmTlambdaA





BIT STRING (SIZE (21)),


gloAlmDeltaIA





BIT STRING (SIZE (18)),


gloAkmDeltaTA





BIT STRING (SIZE (22)),


gloAlmDeltaTdotA




BIT STRING (SIZE (7)),


gloAlmEpsilonA





BIT STRING (SIZE (15)),


gloAlmOmegaA





BIT STRING (SIZE (16)),


gloAlmTauA






BIT STRING (SIZE (10)),


gloAlmCA






BIT STRING (SIZE (1)),


gloAlmMA






BIT STRING (SIZE (2))



OPTIONAL

}

GANSS-SAT-Info-Almanac-Kp ::=

SEQUENCE {


svId







INTEGER(0..63),


ganss-alm-e






BIT STRING (SIZE (11)),


ganss-delta-I-alm




BIT STRING (SIZE (11)),


ganss-omegadot-alm




BIT STRING (SIZE (11)),


ganss-svstatusINAV-alm



BIT STRING (SIZE (4)),

ganss-svstatusFNAV-alm



BIT STRING (SIZE (2))



OPTIONAL,

ganss-delta-a-sqrt-alm



BIT STRING (SIZE (13)),


ganss-omegazero-alm




BIT STRING (SIZE (16)),


ganss-m-zero-alm




BIT STRING (SIZE (16)),


ganss-omega-alm





BIT STRING (SIZE (16)),


ganss-af-zero-alm




BIT STRING (SIZE (16)),


ganss-af-one-alm




BIT STRING (SIZE (13))

}

GANSS-SAT-Info-Almanac-MIDIkp ::=
SEQUENCE {


svID







INTEGER(0..63),


midiAlmE






BIT STRING (SIZE (11)),


midiAlmDeltaI





BIT STRING (SIZE (11)),


midiAlmOmegaDot





BIT STRING (SIZE (11)),


midiAlmSqrtA





BIT STRING (SIZE (17)),


midiAlmOmega0





BIT STRING (SIZE (16)),


midiAlmOmega





BIT STRING (SIZE (16)),


midiAlmMo






BIT STRING (SIZE (16)),


midiAlmaf0






BIT STRING (SIZE (11)),


midiAlmaf1






BIT STRING (SIZE (10)),


midiAlmL1Health





BIT STRING (SIZE (1)),


midiAlmL2Health





BIT STRING (SIZE (1)),


midiAlmL5Health





BIT STRING (SIZE (1))

}

GANSS-SAT-Info-Almanac-NAVkp ::=
SEQUENCE {


svID







INTEGER(0..63),


navAlmE







BIT STRING (SIZE (16)),


navAlmDeltaI





BIT STRING (SIZE (16)),


navAlmOMEGADOT





BIT STRING (SIZE (16)),


navAlmSVHealth





BIT STRING (SIZE (8)),


navAlmSqrtA






BIT STRING (SIZE (24)),


navAlmOMEGAo





BIT STRING (SIZE (24)),


navAlmOmega






BIT STRING (SIZE (24)),


navAlmMo






BIT STRING (SIZE (24)),


navAlmaf0






BIT STRING (SIZE (11)),


navAlmaf1






BIT STRING (SIZE (11))

}

GANSS-SAT-Info-Almanac-REDkp ::=
SEQUENCE {


svID







INTEGER(0..63),


redAlmDeltaA





BIT STRING (SIZE (8)),


redAlmOmega0





BIT STRING (SIZE (7)),


redAlmPhi0






BIT STRING (SIZE (7)),


redAlmL1Health





BIT STRING (SIZE (1)),


redAlmL2Health





BIT STRING (SIZE (1)),


redAlmL5Health





BIT STRING (SIZE (1))

}

GANSS-SAT-Info-Almanac-SBASecef ::=
SEQUENCE {


sbasAlmDataID





BIT STRING (SIZE (2)),


svID







INTEGER (0..63),


sbasAlmHealth





BIT STRING (SIZE (8)),


sbasAlmXg






BIT STRING (SIZE (15)),


sbasAlmYg






BIT STRING (SIZE (15)),


sbasAlmZg






BIT STRING (SIZE (9)),


sbasAlmXgdot





BIT STRING (SIZE (3)),


sbasAlmYgDot





BIT STRING (SIZE (3)),


sbasAlmZgDot





BIT STRING (SIZE (4)),


sbasAlmTo






BIT STRING (SIZE (11))

}

GANSS-SAT-Info-Almanac-GLOkpList ::=
SEQUENCE (SIZE (1..maxGANSSSat)) OF












GANSS-SAT-Info-Almanac-GLOkp

GANSS-SAT-Info-Almanac-KpList ::=
SEQUENCE (SIZE (1..maxGANSSSat)) OF











GANSS-SAT-Info-Almanac-Kp

GANSS-SAT-Info-Almanac-MIDIkpList ::=
SEQUENCE (SIZE (1..maxGANSSSat)) OF












GANSS-SAT-Info-Almanac-MIDIkp

GANSS-SAT-Info-Almanac-NAVkpList ::=
SEQUENCE (SIZE (1..maxGANSSSat)) OF












GANSS-SAT-Info-Almanac-NAVkp

GANSS-SAT-Info-Almanac-REDkpList ::=
SEQUENCE (SIZE (1..maxGANSSSat)) OF












GANSS-SAT-Info-Almanac-REDkp

GANSS-SAT-Info-Almanac-SBASecefList ::=
SEQUENCE (SIZE (1..maxGANSSSat)) OF












GANSS-SAT-Info-Almanac-SBASecef

Ganss-Sat-Info-AddNav ::=


SEQUENCE {


satId







INTEGER (0..63),


svHealth






BIT STRING (SIZE (6)),


iod








BIT STRING (SIZE (11)),


ganssClockModel





UE-Positioning-GANSS-AddClockModels,


ganssOrbitModel





UE-Positioning-GANSS-AddOrbitModels

}
Ganss-Sat-Info-Nav ::=



SEQUENCE {


satId







INTEGER (0..63),


svHealth






BIT STRING (SIZE (9)),


iod








BIT STRING (SIZE (10)),


ganssClockModel





UE-Positioning-GANSS-ClockModel,


ganssOrbitModel





UE-Positioning-GANSS-OrbitModel

}

Ganss-Sat-Info-AddNavList ::= 

SEQUENCE (SIZE (1..maxGANSSSat)) OF











Ganss-Sat-Info-AddNav

Ganss-Sat-Info-NavList ::=


SEQUENCE (SIZE (1..maxGANSSSat)) OF











Ganss-Sat-Info-Nav

GANSS-Signal-Id ::=




INTEGER (0..7)

GANSS-Status-Health ::=



ENUMERATED {











udre-scale-1dot0,











udre-scale-0dot75,











udre-scale-0dot5,











udre-scale-0dot3,











udre-scale-0dot2,











udre-scale-0dot1,











no-data,











invalid-data }

GANSS-Storm-Flag ::=



SEQUENCE {


storm-flag-one





BOOLEAN,


storm-flag-two





BOOLEAN,


storm-flag-three




BOOLEAN,


storm-flag-four





BOOLEAN,


storm-flag-five





BOOLEAN

}

GLONASSclockModel ::=



SEQUENCE {


gloTau







BIT STRING (SIZE (22)),


gloGamma






BIT STRING (SIZE (11)),


gloDeltaTau






BIT STRING (SIZE (5)) 



OPTIONAL

}

GPS-MeasurementParam ::=


SEQUENCE {


satelliteID






INTEGER (0..63),


c-N0







INTEGER (0..63),


doppler







INTEGER (-32768..32768),


wholeGPS-Chips





INTEGER (0..1022),


fractionalGPS-Chips




INTEGER (0..1023),


multipathIndicator




MultipathIndicator,


pseudorangeRMS-Error



INTEGER (0..63)

}

[...]
MeasurementCommand ::=



CHOICE {


setup







MeasurementType,


modify







SEQUENCE {



measurementType





MeasurementType




OPTIONAL


},


release







NULL

}

MeasurementCommand-r4 ::=


CHOICE {


setup







MeasurementType-r4,


modify







SEQUENCE {



measurementType





MeasurementType-r4



OPTIONAL


},


release







NULL

}

MeasurementCommand-r6 ::=


CHOICE {


setup







MeasurementType-r6,


modify







SEQUENCE {



measurementType





MeasurementType-r6



OPTIONAL


},


release







NULL

}

MeasurementCommand-r7 ::=


CHOICE {


setup







MeasurementType-r7,


modify







SEQUENCE {



measurementType





MeasurementType-r7



OPTIONAL


},


release







NULL

}

MeasurementCommand-r8 ::=


CHOICE {


setup







MeasurementType-r8,


modify







SEQUENCE {



measurementType





MeasurementType-r8



OPTIONAL


},


release







NULL

}

MeasurementCommand-r9 ::=


CHOICE {


setup







MeasurementType-r9,


modify







SEQUENCE {



measurementType





MeasurementType-r9



OPTIONAL


},


release







NULL

}

MeasurementCommand-r10 ::=


CHOICE {


setup







MeasurementType-r10,


modify







SEQUENCE {



measurementType





MeasurementType-r10



OPTIONAL


},


release







NULL

}

MeasurementCommand-r11 ::=


CHOICE {


setup







MeasurementType-r11,


modify







SEQUENCE {



measurementType





MeasurementType-r11



OPTIONAL


},


release







NULL

}

MeasurementControlSysInfo ::=

SEQUENCE {


-- CHOICE cellSelectQualityMeasure represents PCCPCH-RSCP in TDD mode.


use-of-HCS






CHOICE {



hcs-not-used 





SEQUENCE {




cellSelectQualityMeasure


CHOICE {





cpich-RSCP






SEQUENCE {






intraFreqMeasurementSysInfo


IntraFreqMeasurementSysInfo-RSCP
OPTIONAL,






interFreqMeasurementSysInfo


InterFreqMeasurementSysInfo-RSCP
OPTIONAL





},





cpich-Ec-N0






SEQUENCE {






intraFreqMeasurementSysInfo


IntraFreqMeasurementSysInfo-ECN0
OPTIONAL,






interFreqMeasurementSysInfo


InterFreqMeasurementSysInfo-ECN0
OPTIONAL





}




},




interRATMeasurementSysInfo


InterRATMeasurementSysInfo-B

OPTIONAL



},



hcs-used






SEQUENCE {




cellSelectQualityMeasure


CHOICE {





cpich-RSCP






SEQUENCE {






intraFreqMeasurementSysInfo


IntraFreqMeasurementSysInfo-HCS-RSCP
OPTIONAL,






interFreqMeasurementSysInfo


InterFreqMeasurementSysInfo-HCS-RSCP
OPTIONAL





},





cpich-Ec-N0






SEQUENCE {






intraFreqMeasurementSysInfo


IntraFreqMeasurementSysInfo-HCS-ECN0
OPTIONAL,






interFreqMeasurementSysInfo


InterFreqMeasurementSysInfo-HCS-ECN0
OPTIONAL





}




},




interRATMeasurementSysInfo


InterRATMeasurementSysInfo

OPTIONAL



}


},


trafficVolumeMeasSysInfo


TrafficVolumeMeasSysInfo


OPTIONAL,


-- dummy is not used in this version of specification and it shall be ignored by the UE.


dummy

UE-InternalMeasurementSysInfo

OPTIONAL

}

MeasurementControlSysInfoExtension ::= SEQUENCE {


-- CHOICE cellSelectQualityMeasure represents PCCPCH-RSCP in TDD mode.


use-of-HCS





CHOICE {



hcs-not-used 




SEQUENCE {




cellSelectQualityMeasure

CHOICE {





cpich-RSCP





SEQUENCE {






newIntraFreqCellList


NewIntraFreqCellSI-List-RSCP
OPTIONAL,






newInterFreqCellList


NewInterFreqCellSI-List-RSCP
OPTIONAL





},





cpich-Ec-N0





SEQUENCE {






newIntraFreqCellList


NewIntraFreqCellSI-List-ECN0
OPTIONAL,






newInterFreqCellList


NewInterFreqCellSI-List-ECN0
OPTIONAL





}




},




newInterRATCellList



NewInterRATCellList



OPTIONAL



},



hcs-used





SEQUENCE {




cellSelectQualityMeasure

CHOICE {





cpich-RSCP





SEQUENCE {






newIntraFreqCellList


NewIntraFreqCellSI-List-HCS-RSCP
OPTIONAL,






newInterFreqCellList


NewInterFreqCellSI-List-HCS-RSCP
OPTIONAL





},





cpich-Ec-N0





SEQUENCE {






newIntraFreqCellList


NewIntraFreqCellSI-List-HCS-ECN0
OPTIONAL,






newInterFreqCellList


NewInterFreqCellSI-List-HCS-ECN0
OPTIONAL





}




},




newInterRATCellList



NewInterRATCellList



OPTIONAL



}


}

}

MeasurementControlSysInfoExtensionAddon-r5 ::= SEQUENCE {


--The order of the list corresponds to the order of cell in newIntraFrequencyCellInfoList


newIntraFrequencyCellInfoListAddon-r5
SEQUENCE (SIZE (1..maxCellMeas)) OF













CellSelectReselectInfo-v590ext
OPTIONAL,


--The order of the list corresponds to the order of cell in newInterFrequencyCellInfoList


newInterFrequencyCellInfoListAddon-r5
SEQUENCE (SIZE (1..maxCellMeas)) OF













CellSelectReselectInfo-v590ext
OPTIONAL,


--The order of the list corresponds to the order of cell in newInterRATCellInfoList


newInterRATCellInfoListAddon-r5


SEQUENCE (SIZE (1..maxCellMeas)) OF













CellSelectReselectInfo-v590ext
OPTIONAL

}

MeasurementControlSysInfoExtension-LCR-r4 ::= SEQUENCE {


-- CHOICE cellSelectQualityMeasure represents PCCPCH-RSCP in TDD mode.


use-of-HCS




CHOICE {



hcs-not-used 



SEQUENCE {




cellSelectQualityMeasure
CHOICE {





cpich-RSCP




SEQUENCE {






newIntraFreqCellList

NewIntraFreqCellSI-List-RSCP-LCR-r4
OPTIONAL,






newInterFreqCellList

NewInterFreqCellSI-List-RSCP-LCR-r4
OPTIONAL





},





cpich-Ec-N0




SEQUENCE {






newIntraFreqCellList

NewIntraFreqCellSI-List-ECN0-LCR-r4
OPTIONAL,






newInterFreqCellList

NewInterFreqCellSI-List-ECN0-LCR-r4
OPTIONAL





}




},




newInterRATCellList


NewInterRATCellList




OPTIONAL



},



hcs-used




SEQUENCE {




cellSelectQualityMeasure
CHOICE {





cpich-RSCP




SEQUENCE {






newIntraFreqCellList

NewIntraFreqCellSI-List-HCS-RSCP-LCR-r4
OPTIONAL,






newInterFreqCellList

NewInterFreqCellSI-List-HCS-RSCP-LCR-r4
OPTIONAL





},





cpich-Ec-N0




SEQUENCE {






newIntraFreqCellList

NewIntraFreqCellSI-List-HCS-ECN0-LCR-r4
OPTIONAL,






newInterFreqCellList

NewInterFreqCellSI-List-HCS-ECN0-LCR-r4
OPTIONAL





}




},




newInterRATCellList


NewInterRATCellList




OPTIONAL



}


}

}

MeasurementControlSysInfo-LCR-r4-ext ::=
SEQUENCE {


-- CHOICE use-of-HCS shall have the same value as the use-of-HCS


-- in MeasurementControlSysInfo


-- CHOICE cellSelectQualityMeasure represents PCCPCH-RSCP in TDD mode.


use-of-HCS






CHOICE
{



hcs-not-used 




SEQUENCE
{




-- CHOICE cellSelectQualityMeasure shall have the same value as the




-- cellSelectQualityMeasure in MeasurementControlSysInfo




cellSelectQualityMeasure
CHOICE
{





cpich-RSCP



SEQUENCE
{






intraFreqMeasurementSysInfo
IntraFreqMeasurementSysInfo-RSCP-LCR-r4
OPTIONAL,






interFreqMeasurementSysInfo
InterFreqMeasurementSysInfo-RSCP-LCR-r4
OPTIONAL





},





cpich-Ec-N0



SEQUENCE
{






intraFreqMeasurementSysInfo
IntraFreqMeasurementSysInfo-ECN0-LCR-r4
OPTIONAL,






interFreqMeasurementSysInfo
InterFreqMeasurementSysInfo-ECN0-LCR-r4
OPTIONAL





}




}



},



hcs-used





SEQUENCE
{




-- CHOICE cellSelectQualityMeasure shall have the same value as the




-- cellSelectQualityMeasure in MeasurementControlSysInfo




cellSelectQualityMeasure
CHOICE
{





cpich-RSCP



SEQUENCE
{






intraFreqMeasurementSysInfo
IntraFreqMeasurementSysInfo-HCS-RSCP-LCR-r4
OPTIONAL,






interFreqMeasurementSysInfo
InterFreqMeasurementSysInfo-HCS-RSCP-LCR-r4
OPTIONAL





},





cpich-Ec-N0



SEQUENCE
{






intraFreqMeasurementSysInfo
IntraFreqMeasurementSysInfo-HCS-ECN0-LCR-r4
OPTIONAL,






interFreqMeasurementSysInfo
InterFreqMeasurementSysInfo-HCS-ECN0-LCR-r4
OPTIONAL





}




}



}


}

}

MeasurementIdentity ::=

INTEGER (1..16)

MeasurementIdentityExt ::=

INTEGER (17..32)

MeasurementIdentity-r9 ::=

INTEGER (1..32)

MeasurementOccasionPatternParameter ::=

SEQUENCE {


measurement-Occasion-Coeff


INTEGER (1..9),

measurement-Occasion-Offset


INTEGER (0..511),


measurement-Occasion-Length


INTEGER
(1..512),


timeslotBitmap





BIT STRING (SIZE (7))
OPTIONAL

}

MeasurementQuantityGSM ::=


ENUMERATED {











gsm-CarrierRSSI,











dummy }

MeasurementQuantityEUTRA ::=

ENUMERATED {











rsrp,











rsrq }

MeasurementReportingMode ::=

SEQUENCE {


measurementReportTransferMode

TransferMode,


periodicalOrEventTrigger


PeriodicalOrEventTrigger

}

MeasurementType ::=




CHOICE {


intraFrequencyMeasurement


IntraFrequencyMeasurement,


interFrequencyMeasurement


InterFrequencyMeasurement,


interRATMeasurement




InterRATMeasurement,


ue-positioning-Measurement


UE-Positioning-Measurement,


trafficVolumeMeasurement


TrafficVolumeMeasurement,


qualityMeasurement




QualityMeasurement,


ue-InternalMeasurement



UE-InternalMeasurement

}

MeasurementType-r4 ::=



CHOICE {


intraFrequencyMeasurement


IntraFrequencyMeasurement-r4,


interFrequencyMeasurement


InterFrequencyMeasurement-r4,


interRATMeasurement




InterRATMeasurement-r4,


up-Measurement





UE-Positioning-Measurement-r4,


trafficVolumeMeasurement


TrafficVolumeMeasurement,


qualityMeasurement




QualityMeasurement,


ue-InternalMeasurement



UE-InternalMeasurement-r4

}

MeasurementType-r6 ::=



CHOICE {


intraFrequencyMeasurement


IntraFrequencyMeasurement-r6,


interFrequencyMeasurement


InterFrequencyMeasurement-r6,


interRATMeasurement




InterRATMeasurement-r6,


up-Measurement





UE-Positioning-Measurement-r4,


trafficVolumeMeasurement


TrafficVolumeMeasurement,


qualityMeasurement




QualityMeasurement,


ue-InternalMeasurement



UE-InternalMeasurement-r4

}

MeasurementType-r7 ::=



CHOICE {


intraFrequencyMeasurement


IntraFrequencyMeasurement-r7,


interFrequencyMeasurement


InterFrequencyMeasurement-r7,


interRATMeasurement




InterRATMeasurement-r6,


up-Measurement





UE-Positioning-Measurement-r7,


trafficVolumeMeasurement


TrafficVolumeMeasurement,


qualityMeasurement




QualityMeasurement,


ue-InternalMeasurement



UE-InternalMeasurement-r4

}

MeasurementType-r8 ::=



CHOICE {


intraFrequencyMeasurement


IntraFrequencyMeasurement-r7,


interFrequencyMeasurement


InterFrequencyMeasurement-r8,


interRATMeasurement




InterRATMeasurement-r8,


up-Measurement





UE-Positioning-Measurement-r8,


trafficVolumeMeasurement


TrafficVolumeMeasurement,


qualityMeasurement




QualityMeasurement,


ue-InternalMeasurement



UE-InternalMeasurement-r4

}

MeasurementType-r9 ::=



CHOICE {


intraFrequencyMeasurement


IntraFrequencyMeasurement-r9,


interFrequencyMeasurement


InterFrequencyMeasurement-r9,


interRATMeasurement




InterRATMeasurement-r9,


up-Measurement





UE-Positioning-Measurement-r9,


trafficVolumeMeasurement


TrafficVolumeMeasurement,


qualityMeasurement




QualityMeasurement,


ue-InternalMeasurement



UE-InternalMeasurement-r4,


csgProximityDetection



CSGProximityDetection
}

MeasurementType-r10 ::=



CHOICE {


intraFrequencyMeasurement


IntraFrequencyMeasurement-r10,


interFrequencyMeasurement


InterFrequencyMeasurement-r10,


interRATMeasurement




InterRATMeasurement-r9,


up-Measurement





UE-Positioning-Measurement-r10,


trafficVolumeMeasurement


TrafficVolumeMeasurement,


qualityMeasurement




QualityMeasurement,


ue-InternalMeasurement



UE-InternalMeasurement-r4,


csgProximityDetection



CSGProximityDetection
}

MeasurementType-r11 ::=



CHOICE {


intraFrequencyMeasurement


IntraFrequencyMeasurement-r11,


interFrequencyMeasurement


InterFrequencyMeasurement-r11,


interRATMeasurement




InterRATMeasurement-r11,


up-Measurement





UE-Positioning-Measurement-r10,


trafficVolumeMeasurement


TrafficVolumeMeasurement,


qualityMeasurement




QualityMeasurement,


ue-InternalMeasurement



UE-InternalMeasurement-r4,


csgProximityDetection



CSGProximityDetection,


eutraMeasurementForCELLFACH


EUTRA-MeasurementForCELLFACH

}

MeasurementValidity ::=



SEQUENCE {


ue-State






ENUMERATED {












cell-DCH, all-But-Cell-DCH, all-States }

}

MonitoredCellRACH-List ::=


SEQUENCE (SIZE (1..8)) OF











MonitoredCellRACH-Result

MonitoredCellRACH-Result ::=

SEQUENCE {


sfn-SFN-ObsTimeDifference


SFN-SFN-ObsTimeDifference


OPTIONAL,


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




primaryCPICH-Info




PrimaryCPICH-Info,




measurementQuantity




CHOICE {





cpich-Ec-N0






CPICH-Ec-N0,





cpich-RSCP






CPICH-RSCP,





pathloss






Pathloss,





spare







NULL




}















OPTIONAL



},



tdd








SEQUENCE {




cellParametersID




CellParametersID,




primaryCCPCH-RSCP




PrimaryCCPCH-RSCP



}


}

}
[...]
SatData ::=






SEQUENCE{


satID







SatID,


iode







IODE

}

SatDataList ::=





SEQUENCE (SIZE (0..maxSat)) OF











SatData

SatellitesListRelatedData ::=

SEQUENCE {


satId







INTEGER (0..63),


iod








INTEGER (0..1023)

}

SatellitesListRelatedDataList ::=
SEQUENCE (SIZE (1..maxGANSSSat)) OF











SatellitesListRelatedData

SatelliteStatus ::=




ENUMERATED {











ns-NN-U,











es-SN,











es-NN-U,











rev2,











rev }

Satellite-clock-model ::=


SEQUENCE {


t-oc







BIT STRING (SIZE (14)),


af2








BIT STRING (SIZE (6)),


af1








BIT STRING (SIZE (21)),


af0








BIT STRING (SIZE (31)),


tgd








BIT STRING (SIZE (10))



OPTIONAL,

model-id






INTEGER (0..1) 





OPTIONAL
}

Satellite-clock-modelList ::=

SEQUENCE (SIZE (1..maxSatClockModels)) OF Satellite-clock-model

-- Identifies the satellite and is equal to (SV ID No - 1) where SV ID No is defined in [12].

SatID ::=






INTEGER (0..63)

SBASclockModel ::=




SEQUENCE {


sbasTo







BIT STRING (SIZE (13)),


sbasAgfo






BIT STRING (SIZE (12)),


sbasAgf1






BIT STRING (SIZE (8))

}

S-DPCCH-Information ::=

SEQUENCE {


s-DPCCH-DPCCH-PowerOffset



S-DPCCH-DPCCH-PowerOffset
}
S-DPCCH-DPCCH-PowerOffset ::=

INTEGER (0..6)
SFN-Offset-Validity ::=


ENUMERATED { false }
[...]
-- This IE, if included,  shall contain exactly one of the optional elements

UE-Positioning-GANSS-AddUTCModels ::= SEQUENCE {


utcModel1






UTCmodelSet1






OPTIONAL,


utcModel2






UTCmodelSet2






OPTIONAL,


utcModel3






UTCmodelSet3






OPTIONAL

}

UE-Positioning-GANSS-Almanac ::=
SEQUENCE{


ganss-wk-number





INTEGER (0..255),


alm-keplerianParameters



ALM-keplerianParameters




OPTIONAL

}

-- This IE, if included,  shall contain exactly one of the optional elements

UE-Positioning-GANSS-Almanac-v860ext ::= SEQUENCE {


alm-keplerianNAVAlmanac
 


ALM-NAVKeplerianSet





OPTIONAL,


alm-keplerianReducedAlmanac


ALM-ReducedKeplerianSet




OPTIONAL,


alm-keplerianMidiAlmanac


ALM-MidiAlmanacSet





OPTIONAL,


alm-keplerianGLONASS



ALM-GlonassAlmanacSet




OPTIONAL,


alm-ecefSBASAlmanac




ALM-ECEFsbasAlmanacSet




OPTIONAL

}

UE-Positioning-GANSS-Almanac-r8 ::=
SEQUENCE{


ganss-wk-number





INTEGER (0..255),


alm-keplerianParameters



ALM-keplerianParameters




OPTIONAL,


alm-keplerianNAVAlmanac
 


ALM-NAVKeplerianSet





OPTIONAL,


alm-keplerianReducedAlmanac


ALM-ReducedKeplerianSet




OPTIONAL,


alm-keplerianMidiAlmanac


ALM-MidiAlmanacSet





OPTIONAL,


alm-keplerianGLONASS



ALM-GlonassAlmanacSet




OPTIONAL,


alm-ecefSBASAlmanac




ALM-ECEFsbasAlmanacSet




OPTIONAL

}

UE-Positioning-GANSS-Almanac-va40ext ::= SEQUENCE {


complete-Almanac-Provided


BOOLEAN








OPTIONAL

}

UE-Positioning-GANSS-Almanac-r10 ::=
SEQUENCE{


ganss-wk-number





INTEGER (0..255),


complete-Almanac-Provided


BOOLEAN








OPTIONAL,


alm-keplerianParameters



ALM-keplerianParameters




OPTIONAL,


alm-keplerianNAVAlmanac
 


ALM-NAVKeplerianSet





OPTIONAL,


alm-keplerianReducedAlmanac


ALM-ReducedKeplerianSet




OPTIONAL,


alm-keplerianMidiAlmanac


ALM-MidiAlmanacSet





OPTIONAL,


alm-keplerianGLONASS



ALM-GlonassAlmanacSet




OPTIONAL,


alm-ecefSBASAlmanac




ALM-ECEFsbasAlmanacSet




OPTIONAL

}

UE-Positioning-GANSS-AdditionalAssistanceDataRequest ::= SEQUENCE {


ganssReferenceTime




BOOLEAN,


ganssreferenceLocation



BOOLEAN,


ganssIonosphericModel



BOOLEAN,


ganssRequestedGenericAssistanceDataList
GanssRequestedGenericAssistanceDataList

}

UE-Positioning-GANSS-AdditionalAssistanceDataRequest-v860ext ::= SEQUENCE {


ganssAddIonoModelReq



BIT STRING (SIZE (2))




OPTIONAL,


ganssEOPreq






ENUMERATED { true }





OPTIONAL,


ganssRequestedGenericAssistanceDataList











GanssRequestedGenericAssistanceDataList-v860ext

}

UE-Positioning-GANSS-AddIonoModel ::= SEQUENCE {


dataID







BIT STRING (SIZE (2)),


alpha-beta-parameters



UE-Positioning-GPS-IonosphericModel

}

UE-Positioning-GANSS-AddNavigationModels ::= SEQUENCE {


non-broadcastIndication



ENUMERATED { true }





OPTIONAL,


ganssSatInfoNavList




Ganss-Sat-Info-AddNavList

}

UE-Positioning-GANSS-AssistanceData ::= SEQUENCE {


ue-positioning-GANSS-ReferenceTime
UE-Positioning-GANSS-ReferenceTime

OPTIONAL,


uePositioningGanssReferencePosition
ReferenceLocationGANSS




OPTIONAL,


uePositioningGanssIonosphericModel
UE-Positioning-GANSS-IonosphericModel
OPTIONAL,


ganssGenericDataList



GANSSGenericDataList




OPTIONAL

}

UE-Positioning-GANSS-AssistanceData-v860ext ::= SEQUENCE {


uePositioningGanssAddIonoModel


UE-Positioning-GANSS-AddIonoModel

OPTIONAL,


uePositioningGanssEarthOrientationPara
UE-Positioning-GANSS-EarthOrientPara
OPTIONAL,


ganssGenericDataList




GANSSGenericDataList-v860ext


OPTIONAL

}

UE-Positioning-GANSS-AssistanceData-r8 ::= SEQUENCE {


ue-positioning-GANSS-ReferenceTime
UE-Positioning-GANSS-ReferenceTime

OPTIONAL,


uePositioningGanssReferencePosition
ReferenceLocationGANSS




OPTIONAL,


uePositioningGanssIonosphericModel
UE-Positioning-GANSS-IonosphericModel
OPTIONAL,


uePositioningGanssAddIonoModel

UE-Positioning-GANSS-AddIonoModel

OPTIONAL,


uePositioningGanssEarthOrientationPara











UE-Positioning-GANSS-EarthOrientPara
OPTIONAL,


ganssGenericDataList



GANSSGenericDataList-r8




OPTIONAL

}

UE-Positioning-GANSS-AssistanceData-r9 ::= SEQUENCE {


ue-positioning-GANSS-ReferenceTime
UE-Positioning-GANSS-ReferenceTime

OPTIONAL,


uePositioningGanssReferencePosition
ReferenceLocationGANSS




OPTIONAL,


uePositioningGanssIonosphericModel
UE-Positioning-GANSS-IonosphericModel
OPTIONAL,


uePositioningGanssAddIonoModel

UE-Positioning-GANSS-AddIonoModel

OPTIONAL,


uePositioningGanssEarthOrientationPara











UE-Positioning-GANSS-EarthOrientPara
OPTIONAL,


ganssGenericDataList



GANSSGenericDataList-r9




OPTIONAL

}

UE-Positioning-GANSS-AssistanceData-v920ext ::= SEQUENCE {


ganssGenericDataList



GANSSGenericDataList-v920ext


OPTIONAL

}

UE-Positioning-GANSS-AssistanceData-va40ext ::= SEQUENCE {


ue-positioning-GANSS-ReferenceTime
UE-Positioning-GANSS-ReferenceTime-va40ext
OPTIONAL,


ganssGenericDataList



GANSSGenericDataList-va40ext



OPTIONAL

}

UE-Positioning-GANSS-AssistanceData-r10 ::= SEQUENCE {


ue-positioning-GANSS-ReferenceTime
UE-Positioning-GANSS-ReferenceTime-r10
OPTIONAL,


uePositioningGanssReferencePosition
ReferenceLocationGANSS




OPTIONAL,


uePositioningGanssIonosphericModel
UE-Positioning-GANSS-IonosphericModel
OPTIONAL,


uePositioningGanssAddIonoModel

UE-Positioning-GANSS-AddIonoModel

OPTIONAL,


uePositioningGanssEarthOrientationPara











UE-Positioning-GANSS-EarthOrientPara
OPTIONAL,


ganssGenericDataList



GANSSGenericDataList-r10



OPTIONAL

}

UE-Positioning-GANSS-AuxiliaryInfo ::= CHOICE {


-- This choice may only be present if GANSS ID indicates Modernized GPS


ganssID1
AuxInfoGANSS-ID1,


-- This choice may only be present if GANSS ID indicates GLONASS


ganssID3
AuxInfoGANSS-ID3

}

UE-Positioning-GANSS-ClockModel ::=
SEQUENCE {


satellite-clock-modelList


Satellite-clock-modelList

}

-- This IE, if included,  shall contain exactly one of the optional elements

UE-Positioning-GANSS-AddClockModels ::= SEQUENCE {

navClockModel


 


NAVclockModel






OPTIONAL,


cnavClockModel


 


CNAVclockModel






OPTIONAL,


glonassClockModel

 


GLONASSclockModel





OPTIONAL,


sbasClockModel


 


SBASclockModel






OPTIONAL

}

-- This IE, if included,  shall contain exactly one of the optional elements

UE-Positioning-GANSS-AddOrbitModels ::= SEQUENCE {


navKeplerianSet
 




NavModel-NAVKeplerianSet



OPTIONAL,


cnavKeplerianSet




NavModel-CNAVKeplerianSet



OPTIONAL,


glonassECEF






NavModel-GLONASSecef




OPTIONAL,


sbasECEF






NavModel-SBASecef





OPTIONAL

}

UE-Positioning-GANSS-Data ::=

SEQUENCE {


ganssDataCipheringInfo



UE-Positioning-CipherParameters


OPTIONAL,


ganssDecipheringKeys



GANSSDecipheringKeys




OPTIONAL,


uePositioningGanssReferenceTime

UE-Positioning-GANSS-ReferenceTime

OPTIONAL,


uePositioningGanssReferencePosition
ReferenceLocationGANSS




OPTIONAL,


uePositioningGanssIonosphericModel
UE-Positioning-GANSS-IonosphericModel
OPTIONAL,


ganssGenericDataList



GANSSGenericDataList




OPTIONAL

}

UE-Positioning-GANSS-Data-Bit-Assistance ::= SEQUENCE {


ganss-tod






INTEGER (0..59),


dataBitAssistanceList



DataBitAssistanceList

}

UE-Positioning-GANSS-EarthOrientPara ::= SEQUENCE {


teop







BIT STRING (SIZE (16)),


pmX








BIT STRING (SIZE (21)),


pmXdot







BIT STRING (SIZE (15)),


pmY








BIT STRING (SIZE (21)),


pmYdot







BIT STRING (SIZE (15)),


deltaUT1






BIT STRING (SIZE (31)),


deltaUT1dot






BIT STRING (SIZE (19))

}

UE-Positioning-GANSS-IonosphericModel ::= SEQUENCE {


alpha-zero-ionos




BIT STRING (SIZE (11)),


alpha-one-ionos





BIT STRING (SIZE (11)),


alpha-two-ionos





BIT STRING (SIZE (14)),


gANSS-storm-flags




GANSS-Storm-Flag




OPTIONAL
}

UE-Positioning-GANSS-MeasuredResults ::= SEQUENCE {


referenceTime





CHOICE {



utran-GANSSReferenceTimeResult

UTRAN-GANSSReferenceTime,



ganssReferenceTimeOnly



GANSSReferenceTimeOnly


},


ganssGenericMeasurementInfo


GANSSGenericMeasurementInfo

}

UE-Positioning-GANSS-MeasuredResults-v860ext ::= SEQUENCE {

ganssGenericMeasurementInfo


GANSSGenericMeasurementInfo-v860ext

}

UE-Positioning-GANSS-NavigationModel ::= SEQUENCE {


non-broadcastIndication



ENUMERATED { true }




OPTIONAL,


ganssSatInfoNavList




Ganss-Sat-Info-NavList

}

UE-Positioning-GANSS-OrbitModel ::=
SEQUENCE {


keplerianParameters




KeplerianParameters




OPTIONAL

}

UE-Positioning-GANSS-RealTimeIntegrity ::= SEQUENCE (SIZE (1..maxGANSSSat)) OF SEQUENCE {


bad-ganss-satId





INTEGER (0..63),


bad-ganss-signalId




BIT STRING (SIZE (8))



OPTIONAL

}

UE-Positioning-GANSS-ReferenceMeasurementInfo ::= SEQUENCE {


ganssSignalId





GANSS-Signal-Id





OPTIONAL,


satelliteInformationList


GANSSSatelliteInformationList

}

UE-Positioning-GANSS-ReferenceMeasurementInfo-va40ext ::= SEQUENCE {


satelliteInformationList


GANSSSatelliteInformationList-va40ext

}

UE-Positioning-GANSS-ReferenceMeasurementInfo-r10 ::= SEQUENCE {


ganssSignalId





GANSS-Signal-Id





OPTIONAL,


satelliteInformationList


GANSSSatelliteInformationList-r10

}

UE-Positioning-GANSS-ReferenceTime ::= SEQUENCE {


ganssDay






INTEGER (0..8191)




OPTIONAL,


ganssTod






INTEGER (0..86399),


ganssTodUncertainty




INTEGER (0..127)




OPTIONAL,


ganssTimeId






INTEGER (0..7)





OPTIONAL,


utran-ganssreferenceTime


SEQUENCE {



timingOfCellFrames




INTEGER (0..3999999),



mode








CHOICE {




fdd









SEQUENCE {





primary-CPICH-Info





PrimaryCPICH-Info




},




tdd









SEQUENCE {





cellParameters






CellParametersID




}



},



referenceSfn





INTEGER (0..4095)


}

OPTIONAL,

tutran-ganss-driftRate



Tutran-Ganss-DriftRate



OPTIONAL

}

UE-Positioning-GANSS-ReferenceTime-va40ext ::= SEQUENCE {


ganss-Day-Cycle-Number



INTEGER (0..7)





OPTIONAL

}

UE-Positioning-GANSS-ReferenceTime-r10 ::= SEQUENCE {


ganssDay






INTEGER (0..8191)




OPTIONAL,


ganss-Day-Cycle-Number



INTEGER (0..7)





OPTIONAL,


ganssTod






INTEGER (0..86399),


ganssTodUncertainty




INTEGER (0..127)




OPTIONAL,


ganssTimeId






INTEGER (0..7)





OPTIONAL,


utran-ganssreferenceTime


SEQUENCE {



timingOfCellFrames




INTEGER (0..3999999),



mode








CHOICE {




fdd









SEQUENCE {





primary-CPICH-Info





PrimaryCPICH-Info




},




tdd









SEQUENCE {





cellParameters






CellParametersID




}



},



referenceSfn





INTEGER (0..4095)


}

OPTIONAL,

tutran-ganss-driftRate



Tutran-Ganss-DriftRate



OPTIONAL

}

UE-Positioning-GANSS-SBAS-ID ::=
ENUMERATED {











waas,











egnos,











msas,











gagan,











spare4,











spare3,











spare2,











spare1 }

UE-Positioning-GANSS-TimeModel ::=
SEQUENCE {


ganss-timeModelreferenceTime

INTEGER (0..37799),





-- scale factor 16s


ganss-t-a0






INTEGER (-2147483648..2147483647),

-- scale factor 2-35


-- 'ganss-t-al' scale factor 2-51


ganss-t-a1






INTEGER (-8388608..8388607)


OPTIONAL,


-- 'ganss-t-a2' scale factor 2-68


ganss-t-a2






INTEGER (-64..63)




OPTIONAL,


gnss-to-id






ENUMERATED { gps, galileo, qzss,












glonass, spare4, spare3, spare2, spare1 },


ganss-wk-number





INTEGER (0..8191)




OPTIONAL
}

UE-Positioning-GANSS-TimeModel-va40ext ::= SEQUENCE {


deltaT







INTEGER (-128..127)




OPTIONAL

}

UE-Positioning-GANSS-TimeModel-r10 ::=
SEQUENCE {


ganss-timeModelreferenceTime

INTEGER (0..37799),





-- scale factor 16s


ganss-t-a0






INTEGER (-2147483648..2147483647),

-- scale factor 2-35


-- 'ganss-t-al' scale factor 2-51


ganss-t-a1






INTEGER (-8388608..8388607)


OPTIONAL,


-- 'ganss-t-a2' scale factor 2-68


ganss-t-a2






INTEGER (-64..63)




OPTIONAL,


gnss-to-id






ENUMERATED { gps, galileo, qzss,












glonass, spare4, spare3, spare2, spare1 },


ganss-wk-number





INTEGER (0..8191)




OPTIONAL,


deltaT







INTEGER (-128..127)




OPTIONAL

}

UE-Positioning-GANSS-TimeModels ::= SEQUENCE (SIZE (1..maxGANSS-1)) OF











UE-Positioning-GANSS-TimeModel

UE-Positioning-GANSS-TimeModels-va40ext ::= SEQUENCE (SIZE (1..maxGANSS-1)) OF











UE-Positioning-GANSS-TimeModel-va40ext

UE-Positioning-GANSS-UTCModel ::=
SEQUENCE {


a-one-utc






BIT STRING (SIZE (24)),


a-zero-utc






BIT STRING (SIZE (32)),


t-ot-utc






BIT STRING (SIZE (8)),


delta-t-ls-utc





BIT STRING (SIZE (8)),


w-n-t-utc






BIT STRING (SIZE (8)),


w-n-lsf-utc






BIT STRING (SIZE (8)),


dn-utc







BIT STRING (SIZE (8)),


delta-t-lsf-utc





BIT STRING (SIZE (8))
}
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