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3.2
Abbreviations
For the purposes of the present document, the following abbreviations apply:

ACK
Acknowledgement

AG
Absolute Grant

AICH
Acquisition Indicator CHannel

AM
Acknowledged Mode

ANR
Automatic Neighbour Relation

AS
Access Stratum

ASC
Access Service Class

ASN.1
Abstract Syntax Notation.1

BCCH
Broadcast Control Channel

BCD
Binary Coded Decimal

BCFE
Broadcast Control Functional Entity
BDS
BeiDou Navigation Satellite System
BER
Bit Error Rate

BLER
BLock Error Rate

BSS
Base Station Sub-system

CCCH
Common Control Channel

CCPCH
Common Control Physical CHannel

CH
Conditional on history

CLTD
Closed Loop Transmit Diversity

CM
Connection Management

CN
Core Network

C-RNTI
Cell RNTI

CSFB
CS Fallback

CSG
Closed Subscriber Group

CTCH
Common Traffic CHannel

CTFC
Calculated Transport Format Combination

CV
Conditional on value
DBDS
Differential BDS
DCA
Dynamic Channel Allocation

DCCH
Dedicated Control Channel

DCFE
Dedicated Control Functional Entity

DCH
Dedicated Channel

DC-SAP
Dedicated Control SAP

DDI
Data Description Indicator

DGANSS
Differential GANSS

DGPS
Differential Global Positioning System

DL
Downlink

DSCH
Downlink Shared Channel

DTCH
Dedicated Traffic Channel

DTM
Dual Transfer Mode

EAB
Extended Access Barring

E-AGCH
E-DCH Absolute Grant Channel

ECEF
Earth-Centered, Earth-Fixed
ECI

Earth-Centered-Inertial
E-DCH
Enhanced uplink DCH

E-DPCCH
E-DCH Dedicated Physical Control Channel (FDD Only)
E-DPDCH
E-DCH Dedicated Physical Data Channel (FDD Only)

EGNOS
European Geostationary Navigation Overlay Service
E-HICH
E-DCH HARQ Acknowledgement Indicator Channel

E-PUCH
Enhanced Uplink Physical Channel (TDD only)

E-RGCH
E-DCH Relative Grant Channel (FDD only)

E-RNTI
E-DCH RNTI

E-ROCH
E-DCH Rank and Offset Channel (FDD only)

E-RUCCH
E-DCH Random Access Uplink Control Channel (TDD only)

E-TFCI
E-DCH Transport Format Combination Indicator

ETWS
Earthquake and Tsunami Warning System

E-UCCH
E-DCH Uplink Control Channel (TDD only)

E-UTRA
Evolved Universal Terrestrial Radio Access

E-UTRAN
Evolved Universal Terrestrial Radio Access Network

FACH
Forward Access Channel

FDD
Frequency Division Duplex

F-DPCH
Fractional DPCH

F-TPICH
Fractional Transmitted Precoding Indicator Channel

GAGAN
GPS Aided Geo Augmented Navigation
GANSS
Galileo and Additional Navigation Satellite Systems
GC-SAP
General Control SAP

GERAN
GSM/EDGE Radio Access Network

GLONASS
GLObal'naya NAvigatsionnaya Sputnikovaya Sistema (Engl.: Global Navigation Satellite System)

GNSS
Global Navigation Satellite System

GRA
GERAN Registration Area

G-RNTI
Geran Radio Network Temporary Identity

HARQ
Hybrid Automatic Repeat Request

HCS
Hierarchical Cell Structure

HFN
Hyper Frame Number

H-RNTI
HS-DSCH RNTI

HS-DSCH
High Speed Downlink Shared Channel

ICD
Interface Control Document

ID
Identifier

IDNNS
Intra Domain NAS Node Selector
IE
Information element

IETF
Internet Engineering Task Force

IMB
Integrated Mobile Broadcast

IMEI
International Mobile Equipment Identity

IMSI
International Mobile Subscriber Identity

IP
Internet Protocol

ISCP
Interference on Signal Code Power

L1
Layer 1

L2
Layer 2

L3
Layer 3

LAI
Location Area Identity

MAC
Media Access Control

MBMS
Multimedia Broadcast Multicast Service

MBSFN
MBMS over a Single Frequency Network
MCC
Mobile Country Code

MCCH
MBMS point-to-multipoint Control Channel

MD
Mandatory default

MDT
Minimization of Drive Tests

MICH
MBMS notification Indicator Channel

MM
Mobility Management

MNC
Mobile Network Code

MP
Mandatory present

MTCH

MBMS point-to-multipoint Traffic Channel

MSAS
Multi-functional Satellite Augmentation System
MSCH
MBMS point-to-multipoint Scheduling Channel

NACC
Network Assisted Cell Change

NAS
Non Access Stratum

Nt-SAP
Notification SAP

NW
Network

OLTD
Open Loop Transmit Diversity

OP
Optional

PCCH
Paging Control Channel

PCH
Paging Channel

PDCP
Packet Data Convergence Protocol

PDSCH
Physical Downlink Shared Channel

PDU
Protocol Data Unit

PLMN
Public Land Mobile Network

PNFE
Paging and Notification Control Functional Entity

PRACH
Physical Random Access CHannel

PRN
Pseudo-Random Noise

PSI
Packet System Information

p-t-m
Point-to-Multipoint

P-TMSI
Packet Temporary Mobile Subscriber Identity

p-t-p
Point-to-Point

PUSCH
Physical Uplink Shared Channel

QoS
Quality of Service

QZSS
Quasi-Zenith Satellite System
RAB
Radio access bearer

RACH
Random Access CHannel

RAI
Routing Area Identity

RAT
Radio Access Technology

RB
Radio Bearer

RFE
Routing Functional Entity

RG
Relative Grant

RL
Radio Link

RLC
Radio Link Control

RLS
Radio Link Set

RNC
Radio Network Controller

ROHC
RObust Header Compression

RNTI
Radio Network Temporary Identifier

RRC
Radio Resource Control

RSCP
Received Signal Code Power

RSN
Retransmission Sequence Number

RSRP
Reference Signal Received Power

RSRQ
Reference Signal Received Quality

RSSI
Received Signal Strength Indicator

SAP
Service Access Point

SBAS
Satellite Based Augmentation System
SCFE
Shared Control Function Entity

SCTD
Space Code Transmit Diversity

SCTO
Soft Combining Timing Offset (MBMS)

S-DPCCH
Secondary Dedicated Physical Control Channel

S-E-DPCCH
Secondary E-DPCCH (FDD only)

S-E-DPDCH
Secondary E-DPDCH (FDD only)

SF
Spreading Factor

SG
Serving grant

SHCCH
Shared Control Channel

SI
System Information

SIR
Signal to Interference Ratio

SPS
Semi-Persistent Scheduling

S-RNTI
SRNC - RNTI

SV

Space Vehicle

TDD
Time Division Duplex

TF
Transport Format

TFCS
Transport Format Combination Set

TFS
Transport Format Set

TM
Transparent Mode

TME
Transfer Mode Entity

TMSI
Temporary Mobile Subscriber Identity

Tr
Transparent

TSN
Transmission Sequence Number

Tx
Transmission

UE
User Equipment

UL
Uplink

UM
Unacknowledged Mode

URA
UTRAN Registration Area

U-RNTI
UTRAN-RNTI

USCH
Uplink Shared Channel

UTC
Universal Coordinated Time

UTRAN
Universal Terrestrial Radio Access Network

WAAS
Wide Area Augmentation System

WGS-84
World Geodetic System 1984
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8.1.1.1.2
System information blocks
Table 8.1.1 specifies all system information blocks and their characteristics.

The area scope column in table 8.1.1 specifies the area where a system information block's value tag is valid. If the area scope is cell, the UE shall consider the system information block to be valid only in the cell in which it was read. If system information blocks have been previously stored for this cell, the UE shall check whether the value tag for the system information block in the entered cell is different compared to the stored value tag. If the area scope is PLMN or Equivalent PLMN, the UE shall check the value tag for the system information block when a new cell is selected. If the value tag for the system information block in the new cell is different compared to the value tag for the system information block stored in the UE, the UE shall re-read the system information block. If the area scope is PLMN, the UE shall consider the system information block to be valid only within the PLMN in which it was read. If the area scope is Equivalent PLMN, the UE shall consider the system information block to be valid within the PLMN in which it was received and all PLMNs which are indicated by higher layers to be equivalent.

For System information block types 15.2, 15.2bis, 15.2ter, 15.3, 15.3bis and 16, which may have multiple occurrences, each occurrence has its own independent value tag. The UE- shall re-read a particular occurrence if the value tag of this occurrence has changed compared to that stored in the UE.

The UE mode/state column when block is valid in Table 8.1.1 specifies in which UE mode or UE state the IEs in a system information block shall be regarded as valid by the UE. In other words, the indicated system information block becomes invalid upon change to a mode/state that is not included in this column. System Information Block Type 16 remains also valid upon transition to or from GSM/GPRS. In some cases, the states are inserted in brackets to indicate that the validity is dependent on the broadcast of the associated System Information Blocks by the network as explained in the relevant procedure subclause.

The UE mode/state column when block is read in Table 8.1.1 specifies in which UE mode or UE state the IEs in a system information block may be read by the UE. The UE shall have the necessary information prior to execution of any procedure requiring information to be obtained from the appropriate system information block. The requirements on the UE in terms of when to read the system information may therefore be derived from the procedure specifications that specify which IEs are required in the different UE modes/states in conjunction with the different performance requirements that are specified. 

The UE shall:

1>
if variable DEFERRED_MEASUREMENT_STATUS is set to FALSE:

2>
if System Information Block type 11 is referenced in the master information block or in the scheduling blocks:

3>
if System Information Block type 12 is not referenced in the master information block or in the scheduling blocks , or broadcast of System Information Block type 12 is not indicated in System Information Block type 11:

4>
have read and acted upon System Information Block type 11 and System Information Block type 11bis, if scheduled on BCH, in a cell when the UE transmits an RRC message on RACH. 

3>
else:

4>
have read and acted upon System Information Block type 11 and System Information Block type 11bis, if scheduled on BCH, in a cell before the UE transmits the RRC CONNECTION REQUEST message. 

4>
have read and acted upon both System Information Block type 11 and System Information Block type 11bis, if scheduled on BCH, and System Information Block type 12 in a cell when:
5>
the UE transmits an RRC message on RACH in RRC connected mode; or

5>
the UE receives a message commanding to enter Cell_DCH state.

1>
else:

2>
the UE may transmit an RRC message on RACH before having read and acted upon System Information Block type 11, System Information Block type 11bis, System Information Block type 12, System Information Block type 18 and System Information Block type 19, if scheduled on BCH.

NOTE 1:
There are a number of system information blocks that include the same IEs while the UE mode/state in which the information is valid differs. This approach is intended to allows the use of different IE values in different UE mode/states.

NOTE 2:
System Information Block Type 16 is also obtained by a UE while in GSM/GPRS. The details of this are not within the scope of this specification.

NOTE 3:
When DEFERRED_MEASUREMENT_STATUS variable is set TRUE, the E-UTRA capable UE should read SIB19 before initiating the RRC connection setup procedure except for the case when it is re-directed from E-UTRA.

The Scheduling information column in table 8.1.1 specifies the position and repetition period for the System Information Block.

The modification of system information column in table 8.1.1 specifies the update mechanisms applicable for a certain system information block. For system information blocks with a value tag, the UE shall update the information according to subclause 8.1.1.7.1 or 8.1.1.7.2. For system information blocks with an expiration timer, the UE shall, when the timer expires, perform an update of the information according to subclause 8.1.1.7.4.

Table 8.1.1: Specification of system information block characteristics

	System information block
	Area scope
	UE mode/state when block is valid
	UE mode/state when block is read
	Scheduling information
	Modification of system information
	Additional comment

	Master information block
	Cell
	Idle mode,

CELL_FACH,

CELL_PCH, URA_PCH,

CELL_DCH

(TDD only)
	Idle mode,

CELL_FACH,

CELL_PCH, URA_PCH,

CELL_DCH

(TDD only) 
	SIB_POS = 0

SIB_REP = 8 (FDD)
 SIB_REP = 8, 16, 32 (TDD)

SIB_OFF=2 
	Value tag
	See Note 5

	Scheduling block 1
	Cell
	Idle mode,

CELL_FACH,

CELL_PCH, URA_PCH,

CELL_DCH

(TDD only)
	Idle mode,

CELL_FACH,

CELL_PCH, URA_PCH,

CELL_DCH

(TDD only)
	Specified by the IE "Scheduling information" in MIB
	Value tag
	See Note 3

	Scheduling block 2
	Cell
	Idle mode,

CELL_FACH,

CELL_PCH, URA_PCH,

CELL_DCH

(TDD only)
	Idle mode,

CELL_FACH,

CELL_PCH, URA_PCH,

CELL_DCH

(TDD only)
	Specified by the IE "Scheduling information" in MIB
	Value tag
	See Note 3

	System information block type 1
	Cell
	Idle mode

CELL_FACH,

CELL_PCH, URA_PCH,

CELL_DCH
	Idle, CELL_FACH,

CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	Note: The area scope of SIB1 is Cell but for compliance to earlier versions of the specification the coding of the scheduling information for SIB1 contains the ‘PLMN value tag’ information element.

See Note 3

	System information block type 2
	Cell
	URA_PCH
	URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	See Note 3

	System information block type 3
	Cell
	Idle mode, (CELL_FACH, CELL_PCH, URA_PCH)
	Idle mode, (CELL_FACH, CELL_PCH, URA_PCH)
	Specified by the IE "Scheduling information"
	Value tag
	See Note 5

	System information block type 4
	Cell
	CELL_FACH, CELL_PCH, URA_PCH
	CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	If System information block type 4 is not broadcast in a cell, the connected mode UE shall apply information in System information block type 3 in connected mode.

See Note 3

	System information block type 5 and 5bis
	Cell
	Idle mode, (CELL_FACH, CELL_PCH, URA_PCH, CELL_DCH (TDD only))
	Idle mode, (CELL_FACH, CELL_PCH, URA_PCH, CELL_DCH (TDD only))
	Specified by the IE "Scheduling information"
	Value tag
	System information block type 5bis is sent instead of system information block type 5 in cells that use Band IV or Band IX or Band X.

	System information block type 6
	Cell
	CELL_FACH, CELL_PCH, URA_PCH, CELL_DCH (TDD only)
	CELL_FACH, CELL_PCH, URA_PCH, CELL_DCH (TDD only)
	Specified by the IE "Scheduling information"
	Value tag
	If system information block type 6 is not broadcast in a cell, the connected mode UE shall read System information block type 5 or System information block type 5bis.

If some of the optional IEs are not included in System information block type 6, the UE shall read the corresponding IEs in System information block type 5 or System information block type 5bis.

In TDD mode system information block 6 shall only be read in CELL_DCH if required for open loop power control as specified in subclause 8.5.7 and/or if shared transport channels are assigned to the UE. If in these cases system information block type 6 is not broadcast the UE shall read system information block type 5.

See Note 3

	System information block type 7
	Cell
	Idle mode, CELL_FACH, CELL_PCH, URA_PCH, CELL_DCH (TDD only)
	Idle mode, CELL_FACH, CELL_PCH, URA_PCH, CELL_DCH (TDD only)
	Specified by the IE "Scheduling information"
	Expiration timer = MAX(32 , SIB_REP * ExpirationTimeFactor)
	In TDD mode system information block type 7 shall only be read in CELL_DCH if shared transport channels are assigned to the UE.

See Note 3

	System information block type 11
	Cell
	Idle mode (CELL_FACH, CELL_PCH, URA_PCH, CELL_DCH)
	Idle mode (CELL_FACH, CELL_PCH, URA_PCH)
	Specified by the IE "Scheduling information"
	Value tag
	

	System information block type 11bis
	Cell
	Idle mode (CELL_FACH, CELL_PCH, URA_PCH, CELL_DCH)
	Idle mode (CELL_FACH, CELL_PCH, URA_PCH)
	Specified by the IE "Scheduling information"
	Value tag
	See Note 3

	System information block type 12
	Cell
	CELL_FACH, CELL_PCH, URA_PCH, CELL_DCH
	Idle mode, CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	If system information block type 12 is not broadcast in a cell, the connected mode UE shall read System information block type 11.

If some of the optional IEs are not included in System information block type 12, the UE shall read the corresponding IEs in System information block type 11.

See Note 3

	System information block type 13
	Cell
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	See Note 3

	System information block type 13.1
	Cell
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	See Note 3

	System information block type 13.2
	Cell
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	See Note 3

	System information block type 13.3
	Cell
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	See Note 3

	System information block type 13.4
	Cell
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	See Note 3

	System information block type 14
	Cell
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH, CELL_DCH
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH, CELL_DCH
	Specified by the IE "Scheduling information"
	Expiration timer = MAX(32 , SIB_REP * ExpirationTimeFactor)
	This system information block is used in 3.84 Mcps TDD and 7.68 Mcps TDD mode only.

System information block type 14 shall only be read in CELL_DCH if required for open loop power control as specified in subclause 8.5.7.

See Note 3

	System information block type 15
	Cell
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	See Note 3

	System information block type 15bis
	
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	See Note 3

	System information block type 15.1
	Cell
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	See Note 3

	System information block type 15.1bis
	
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	See Note 3

	System information block type 15.1ter
	Cell
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	See Note 3

	System information block type 15.2
	Cell
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	For this system information block there may be multiple occurrences

See Note 3

	System information block type 15.2bis
	Cell
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	For this system information block there may be multiple occurrences

See Note 3

	System information block type 15.2ter
	Cell
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	For this system information block there may be multiple occurrences

See Note 3

	System information block type 15.3
	PLMN
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	For this system information block there may be multiple occurrences

See Note 3

	System information block type 15.3bis
	PLMN
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	For this system information block there may be multiple occurrences

See Note 3

	System information block type 15.4
	Cell
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	See Note 3

	System information block type 15.5
	Cell
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	See Note 3

	System information block type 15.6
	Cell
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	See Note 3

	System information block type 15.7
	Cell
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	See Note 3

	System information block type 15.8
	Cell
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	See Note 3

	System information block type 16
	Equivalent PLMN
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH, CELL_DCH
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	For this system information block there may be multiple occurrences. This system information block is also valid while in GSM/GPRS.

See Note 3

	System information block type 17
	Cell
	CELL_FACH, CELL_PCH, URA_PCH, CELL_DCH
	CELL_FACH, CELL_PCH, URA_PCH, CELL_DCH
	Specified by the IE "Scheduling information"
	Expiration timer = SIB_REP
	This system information block is used in TDD mode only.

System information block type 17 shall only be read if shared transport channels are assigned to the UE.

See Note 3

	System Information Block type 18
	Cell
	Idle mode, CELL_FACH, CELL_PCH, URA_PCH, CELL_DCH
	Idle mode, CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	See Note 3

	System Information Block type 19
	Cell
	Idle mode, CELL_FACH,CELL_PCH, URA_PCH
	Idle mode, CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	See Note 3

	System Information Block type 20
	Cell
	Idle mode, CELL_PCH, URA_PCH
	Idle mode, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	See Note 3

	System Information Block type 21
	Cell
	Idle mode, CELL_FACH, CELL_PCH, URA_PCH
	Idle mode, CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	If System information block type 21 is broadcast in a cell, the EAB capable UE shall first apply the extended access barring information in System information block type 21. If as a result access to the cell is not barred, then apply the access class barring information in System information block type 3.

See Note 3

	System information block type 22
	Cell
	Idle mode, CELL_FACH, CELL_PCH, URA_PCH
	Idle mode, CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	If some of the optional IEs are not included in System information block type 22, the UE shall read the corresponding IEs in System information block type 5 or System information block type 5bis.

See Note 3


NOTE 3:
The UE behaviour is unspecified if this system information block is received on a cell operating in MBSFN mode as indicated in subclause 8.1.1.6.3. A network should not send these system information blocks on a cell operating in MBSFN mode.

NOTE 4:
For 1.28 Mcps TDD, if a cell is operating in MBSFN mode, system information blocks are transmitted on the MBSFN Special Timeslot [30].

NOTE 5:
For FDD UEs supporting the Neighbour Cell SI acquisition capability, the UE can read the System Information Block type 3 and the Master Information Block of a neighbouring cell when in CELL_DCH state.
------------------------------------------------------- Next change ---------------------------------------------------------------------

8.1.1.6.15.1a
System Information Block type 15.1bis

This SIB has one occurrence for each GANSS supported. To identify the different GANSSs, the scheduling information for System Information Block type 15.1bis is associated with IE "GANSS ID". The UE should store all the relevant IEs included in this system information block in variable UE_POSITIONING_GANSS_DATA. The UE shall:

1>
act on "DGANSS information" in the IE "DGANSS Corrections" in a similar manner as specified in [13] except that the scale factors for PRC and RRC are different;

1>
act upon the received IE "UE Positioning DGANSS corrections" as specified in subclause 8.6.7.19.7.3.
8.1.1.6.15.1b
System Information Block type 15.1ter
This SIB is for BDS only. If the UE supports BDS, then the UE shall:

1>
if IE "UE positioning DBDS corrections" is included:
2>
act upon the received IE "UE positioning DBDS corrections" as specified in subclause 8.6.7.19.7.17.
1>
if IE "UE positioning BDS Ionospheric Grid Model" is included:

2>
act upon the received IE "UE positioning BDS Ionospheric Grid Model" as specified in subclause 8.6.7.19.7.18.
------------------------------------------------------- Next change ---------------------------------------------------------------------
8.4.1.3
Reception of MEASUREMENT CONTROL by the UE
Upon reception of a MEASUREMENT CONTROL message the UE shall perform actions specified in subclause 8.6 unless otherwise specified below.

The UE shall:

1>
read the IE "Measurement command";

1>
if the IE "Measurement command" has the value "setup":

2>
store this measurement in the variable MEASUREMENT_IDENTITY according to the IE "measurement identity", first releasing any previously stored measurement with that identity if that exists;

2>
for FDD or 3.84/7.68 Mcps TDD, if the measurement type is quality, UE internal, intra-frequency, inter-frequency or inter-RAT:

3>
if the UE is in CELL_FACH state:

4>
the UE behaviour is not specified.

2>
for 1.28 Mcps TDD, if the measurement type is quality, UE internal, or inter-RAT:

3>
if the UE is in CELL_FACH state:

4>
the UE behaviour is not specified.

2>
for 1.28 Mcps TDD, if the measurement type is intra-frequency or inter-frequency:

3>
if the UE is in CELL_FACH state:

4>
if the UE is working on the secondary frequency: 

5>
begin measurements according to the stored control information for this measurement identity.

4>
else:

5>
may begin measurements according to the stored control information for this measurement identity.

2>
if the measurement type is "inter-frequency measurement" and the IE "Inter-frequency SI Acquisition" is included or if the measurement type is "inter-RAT measurement" and the IE "E-UTRA SI Acquisition" is included:

3>
if the IE "report criteria" is not set to "Periodical reporting criteria":

4>
the UE behaviour is not specified.

2>
for measurement types "inter-RAT measurement" or "inter-frequency measurement" that require measurements on a frequency other than the actually used frequency:

3>
if, according to its measurement capabilities, the UE requires compressed mode to perform that measurement type:

4>
if, according to its measurement capabilities in the IE “Frequency specific compressed mode”, the UE does not require the compressed mode on all the frequencies associated the serving HS-DSCH cell and the secondary serving HS-DSCH cells; and

4>
the frequency to measure is in the band other than the band of the frequency of the serving HS-DSCH cell; and

4
the frequency to measure is in the band for which there is at least one frequency associated with the entry in the variable SECONDARY_CELL_HS_DSCH_RECEPTION set to TRUE; and

4>
if after reception of this message, a compressed mode pattern sequence with the IE “Frequency specific compressed mode” set to TRUE is active according to the IE "Current TGPS Status Flag" in UE variable TGPS_IDENTITY:

5>
if the measurement is valid in the current RRC state of the UE:

6>
begin measurements according to the stored control information for this measurement identity by applying the compressed mode pattern only to the band where the frequency to measure is.

4>
if, according to its measurement capabilities in the IE "Frequency specific compressed mode for non-contiguous operation", the UE does not require the compressed mode on all the frequencies associated the serving HS-DSCH cell and the secondary serving HS-DSCH cells; and

4>
the frequency to measure is in the same band as the frequency of the serving HS-DSCH cell; and

4
the frequency to measure is not associated with the serving HS-DSCH cell or with any entry in the variable SECONDARY_CELL_HS_DSCH_RECEPTION, which is in the same block of contiguous HS-DSCH cells as the serving HS-DSCH cell; and

4>
if after reception of this message, a compressed mode pattern sequence with the IE "Frequency specific compressed mode" set to TRUE is active according to the IE "Current TGPS Status Flag" in UE variable TGPS_IDENTITY:

5>
if the measurement is valid in the current RRC state of the UE:

6>
begin measurements according to the stored control information for this measurement identity by applying the compressed mode pattern only to the block of contiguous secondary serving HS-DSCH cells, which does not contain the serving HS-DSCH cell.

4>
else:

5>
if after reception of this message a compressed mode pattern sequence with an appropriate measurement purpose is active according to the IE "Current TGPS Status Flag" in UE variable TGPS_IDENTITY

6>
if the measurement is valid in the current RRC state of the UE:

7>
begin measurements according to the stored control information for this measurement identity.

3>
if, according to its measurement capabilities in the IE "Inter-frequency measurements on configured carriers without compressed mode", the UE does not require compressed mode to perform the measurements on the frequencies configured for HS-DSCH operation:

4>
if at least one of the entries in the variable SECONDARY_CELL_HS_DSCH_RECEPTION is set to TRUE and the frequency to measure is same as the frequency of the secondary serving HS-DSCH cell; and

4>
if the measurement is valid in the current RRC state of the UE:

5>
begin measurements according to the stored control information for this measurement identity.

3>
if, according to its measurement capabilities, the UE does not require compressed mode to perform the measurements on at least one supported band of that measurement type:

4>
if the measurement is valid in the current RRC state of the UE:

5>
begin measurements according to the stored control information for this measurement identity.

3>
if, according to its measurement capabilities in the IE "Enhanced inter-frequency measurements without compressed mode", the UE does not require compressed mode to perform the measurements on two frequencies in addition to the downlink frequency in the IE "Frequency info" not included in the IE "Uplink secondary cell info FDD":

4>
if, the frequency to measure is same as the frequency derived from one of the entries in "Frequency info list for enhanced measurement" included in the variable CELL_INFO_LIST; and

4>
the frequency to measure along with all frequencies associated with entries in the variable SECONDARY_CELL_HS_DSCH_RECEPTION that are set to TRUE and the frequency of the serving HS-DSCH cell, corresponds to a valid configuration according to the number of additional secondary serving cells and the carrier combinations supported by the UE:

5>
if the measurement is valid in the current RRC state of the UE; and

5>
if the number of frequencies on which inter-frequency measurements without compressed mode are configured is less than or equal to two:

6>
begin measurements according to the stored control information for this measurement identity.

3>
if according to its measurement capabilities, the UE does not require compressed mode to perform measurement on adjacent frequency and the frequency derived from "Adjacent frequency info" included in the variable CELL_INFO_LIST is an adjacent frequency:

4>
if all the entries in the variable SECONDARY_CELL_HS_DSCH_RECEPTION are set to FALSE; or 

4>
if at least one of the entries in the variable SECONDARY_CELL_HS_DSCH_RECEPTION is set to TRUE and the frequency derived from "Adjacent frequency info" included in the variable CELL_INFO_LIST is same as the frequency of the secondary serving HS-DSCH cell associated with such an entry:

5>
if the measurement is valid in the current RRC state of the UE; and

5>
inter-frequency measurements without compressed mode are not configured on any other frequency::

6>
begin measurements according to the stored control information for this measurement identity.

3>
if according to its measurement capabilities, the UE does not require compressed mode to perform measurement on a frequency in a different band from the band of the frequency of the serving HS-DSCH cell and these two bands form one of the band combinations reported in the IE "Radio Access Capability Band Combination List":

4>
if all the entries in the variable SECONDARY_CELL_HS_DSCH_RECEPTION are set to FALSE, and the frequency derived from  "Inter-band frequency info" included in the variable CELL_INFO_LIST is in another band, and these two bands form one of the band combinations reported in the IE "Radio Access Capability Band Combination List"; or

4>
if at least one of the entries in the variable SECONDARY_CELL_HS_DSCH_RECEPTION is set to TRUE, and the frequency derived from "Inter-band frequency info" included in the variable CELL_INFO_LIST is in another band, and is same as the frequency of the secondary serving HS-DSCH cell associated with such an entry:

5>
if the measurement is valid in the current RRC state of the UE; and

5>
if inter-frequency measurements without compressed mode are not configured on any other frequency:

6>
begin measurements according to the stored control information for this measurement identity.

2>
for measurement type "inter-frequency measurement" that requires measurements on the downlink frequency associated with the secondary uplink frequency: 

3>
the UE shall not require compressed mode to perform the measurement, regardless of the activation status of secondary uplink frequency;

3>
if the measurement is valid in the current RRC state of the UE:

4>
begin measurements according to the stored control information for this measurement identity on the downlink frequency associated with the secondary uplink frequency.

NOTE:
The UE is not required to perform measurements on cells for which it needs compressed mode but a suitable compressed mode pattern is not activated.

2>
for measurement type "inter-frequency measurement" that requires measurements only on the same frequency as the actually used frequency:

3>
if the measurement is valid in the current RRC state of the UE:

4>
begin measurements according to the stored control information for this measurement identity.
2>
for measurement type "UE positioning measurement":

3>
if the UE is in CELL_FACH state:

4>
if IE "Positioning Method" is set to "OTDOA":

5>
if IE "Method Type" is set to "UE assisted":

6>
if IE "UE positioning OTDOA assistance data for UE assisted" is not included:

7>
if System Information Block type 15.4 is broadcast:

8>
read System Information Block type 15.4.

7>
act as specified in subclause 8.6.7.19.2.

5>
if IE "Method Type" is set to "UE based":

6>
if IE "UE positioning OTDOA assistance data for UE based" is not included:

7>
if System Information Block type 15.5 is broadcast:

8>
read System Information Block type 15.5.

7>
act as specified in subclause 8.6.7.19.2a.

2>
for measurement type "CSG Proximity detection":

3>
if the value of IE "UTRA CSG Proximity detection" is set to "enable":

4>
the UE shall perform CSG proximity detection function for UTRA CSG member cells;

4>
the UE shall include the detection result, if proximity is detected, in the IE "CSG Proximity Indication" of the corresponding MEASUREMENT REPORT message, as specified in subclause 14.7a.4.

3>
else:

4>
the UE shall disable the CSG proximity detection function for UTRA cells and not send measurement report containing the IE "CSG Proximity Indication" for any UTRA cells.

3>
if the value of IE "E-UTRA CSG Proximity detection" is set to "enable":
4>
the UE shall perform CSG proximity detection function for E-UTRA CSG member;

4>
the UE shall include the detection result, if proximity is detected, in the IE "CSG Proximity Indication" of the corresponding MEASUREMENT REPORT message, as specified in subclause 14.7a.4.

3>
else:

4>
the UE shall disable the CSG proximity detection function for E-UTRA cells and not send measurement report containing the IE "CSG Proximity Indication" for any E-UTRA cells.

2>
for measurement type "E-UTRA measurement for CELL_FACH":
3>
if the UE is not in CELL_FACH state:

4>
the UE behaviour is unspecified.

3>
else:

4>
act as specified in subclause 8.6.7.28.

2>
for any other measurement type:

3>
if the measurement is valid in the current RRC state of the UE:

4>
begin measurements according to the stored control information for this measurement identity.
1>
if the IE "Measurement command" has the value "modify":

2>
for all IEs present in the MEASUREMENT CONTROL message:

3>
if a measurement was stored in the variable MEASUREMENT_IDENTITY associated to the identity by the IE "measurement identity":

4>
 for FDD or 3.84/7.68 Mcps TDD, if the measurement type is quality, UE internal, intra-frequency, inter-frequency or inter-RAT:

5>
if the UE is in CELL_FACH state:

6>
the UE behaviour is not specified.

4>
for 1.28 Mcps TDD, if the measurement type is quality, UE internal, or inter-RAT:

5>
if the UE is in CELL_FACH state:

6>
the UE behaviour is not specified.

4>
for 1.28 Mcps TDD, if the measurement type is intra-frequency or inter-frequency:

5>
 if the UE is in CELL_FACH state:

6>
perform the actions as specified below.

4>
if measurement type is set to "intra-frequency measurement", for any of the optional IEs "Intra-frequency measurement objects list", "Intra-frequency measurement objects list on secondary UL frequency", "Intra-frequency measurement quantity", "Intra-frequency reporting quantity", "Measurement Validity", "report criteria" and "parameters required for each event" (given "report criteria" is set to "intra-frequency measurement reporting criteria") that are present in the MEASUREMENT CONTROL message:

4>
if measurement type is set to "inter-frequency measurement", for any of the optional IEs "Inter-frequency measurement quantity", "Inter-frequency reporting quantity", "Measurement Validity", "Inter-frequency set update" and "parameters required for each event" (given "report criteria" is set to either "inter-frequency measurement reporting criteria" or "intra-frequency measurement reporting criteria") that are present in the MEASUREMENT CONTROL message:

4>
if measurement type is set to "inter-RAT measurement", for any of the optional IEs "Inter-RAT measurement objects list", "E-UTRA frequency list", "E-UTRA frequency extension list", "Inter-RAT measurement quantity", and "Inter-RAT reporting quantity" that are present in the MEASUREMENT CONTROL message:

4>
if measurement type is set to "UE positioning measurement" and the IE "UE positioning OTDOA assistance data" is present, for any of the optional IEs "UE positioning OTDOA neighbour cell info for UE-assisted", "UE positioning OTDOA reference cell info for UE-assisted", "UE positioning OTDOA reference cell info for UE-based", "UE positioning OTDOA neighbour cell info for UE-based" and "UE positioning" that are present in the MEASUREMENT CONTROL message:

4>
if measurement type is set to "UE positioning measurement" and the IE "UE positioning GPS assistance data" is present, for any of the optional IEs "UE positioning GPS reference time", "UE positioning GPS reference UE position", "UE positioning GPS DGPS corrections", "UE positioning GPS ionospheric model", "UE positioning GPS UTC model", "UE positioning GPS acquisition assistance", "UE positioning GPS real-time integrity" that are present in the MEASUREMENT CONTROL message:

4>
if measurement type is set to "UE positioning measurement" and the IE "UE positioning GANSS assistance data" is present, for any of the optional IEs "UE positioning GANSS reference time", "UE positioning GANSS reference UE position", "UE positioning DGANSS corrections", "UE positioning GANSS ionospheric model", "UE positioning GANSS additional ionospheric model", "UE positioning GANSS UTC model", "UE positioning GANSS additional UTC models", "UE positioning GANSS reference measurement information", "UE positioning GANSS data bit assistance", "UE positioning GANSS Time model", "UE positioning GANSS real-time integrity", "UE positioning GANSS Earth orientation parameters", "UE positioning GANSS auxiliary information", "UE positioning DBDS corrections", "UE positioning BDS Ionospheric Grid Model" that are present in the MEASUREMENT CONTROL message:

4>
if measurement type is set to "traffic volume measurement", for any of the optional IEs "Traffic volume measurement Object", "Traffic volume measurement quantity", "Traffic volume reporting quantity", and"Measurement Validity" that are present in the MEASUREMENT CONTROL message:

4>
if measurement type is set to "quality measurement", for the optional IE "Quality reporting quantity" if it is present in the MEASUREMENT CONTROL message:

4>
if measurement type is set to "UE internal measurement", for any of the optional IEs "UE internal measurement quantity", and "UE internal reporting quantity" that are present in the MEASUREMENT CONTROL message:

4>
if measurement type is set to "CSG Proximity detection", for any of the IEs "UTRA CSG Proximity detection", and "E-UTRA CSG Proximity detection" that are present in the MEASUREMENT CONTROL message:

5>
replace all instances of the IEs listed above (and all their children) stored in variable MEASUREMENT_IDENTITY associated to the identity indicated by the IE "measurement identity" with the IEs received in the MEASUREMENT CONTROL message;

5>
leave all other stored information elements unchanged in the variable MEASUREMENT_IDENTITY.

3>
otherwise:

4>
set the variable CONFIGURATION_INCOMPLETE to TRUE.

2>
if measurement type is set to "inter-frequency measurement":

3>
if "report criteria" is set to "intra-frequency measurement reporting criteria" and "reporting criteria" in "inter-frequency measurement quantity" is set to "intra-frequency reporting criteria":

4>
for FDD, 3.84 Mcps TDD and 7.68 Mcps TDD; or

4>
for 1.28 Mcps TDD, if the UE only uses one frequency:

5>
leave the currently stored "inter-frequency measurement reporting criteria" within "report criteria" and "inter-frequency reporting criteria" within "inter-frequency measurement quantity" unchanged, and continue to act on the information stored in these variables.

NOTE:
If the UTRAN wants to modify the inter-frequency cell info list for an inter-frequency measurement configured with event based reporting without repeating any IEs related to the configured events, one possibility is to set the IE "report criteria" to "intra-frequency measurement reporting criteria", not include the IE "parameters required for each event", and set the IE "reporting criteria" in the IE "inter-frequency measurement quantity" to "intra-frequency reporting criteria".

4>
for 1.28 Mcps TDD, if the UE uses multiple frequencies:

5>
use the content of MEASUREMENT CONTROL to replace the IEs related to MEASUREMENT_IDENTITY which have stored;

5>
not delete the unchanged values.
2>
for measurement types "inter-frequency measurement" that require measurements on a frequency other than the actually used frequency, or that require measurements on another RAT:

3>
if, according to its measurement capabilities, the UE requires compressed mode to perform that measurement type:

4>
if, according to its measurement capabilities in the IE “Frequency specific compressed mode”, the UE does not require the compressed mode on all the frequencies associated the serving HS-DSCH cell and the secondary serving HS-DSCH cells; and

4>
the frequency to measure is in the band other than the band of the frequency of the serving HS-DSCH cell; and

4>
the frequency to measure is in the band for which there is at least one frequency associated with the entry in the variable SECONDARY_CELL_HS_DSCH_RECEPTION set to TRUE; and

4>
if after reception of this message, a compressed mode pattern sequence with the IE “Frequency specific compressed mode” set to TRUE is active according to the IE "Current TGPS Status Flag" in UE variable TGPS_IDENTITY:

5>
if the measurement is valid in the current RRC state of the UE:

6>
begin measurements according to the stored control information for this measurement identity by applying the compressed mode pattern only to the band where the frequency to measure is.

4>
if, according to its measurement capabilities in the IE "Frequency specific compressed mode for non-contiguous operation", the UE does not require the compressed mode on all the frequencies associated the serving HS-DSCH cell and the secondary serving HS-DSCH cells; and

4>
the frequency to measure is in the same band as the frequency of the serving HS-DSCH cell; and

4
the frequency to measure is not associated with the serving HS-DSCH cell or with any entry in the variable SECONDARY_CELL_HS_DSCH_RECEPTION, which is in the same block of contiguous HS-DSCH cells as the serving HS-DSCH cell; and

4>
if after reception of this message, a compressed mode pattern sequence with the IE "Frequency specific compressed mode" set to TRUE is active according to the IE "Current TGPS Status Flag" in UE variable TGPS_IDENTITY:

5>
if the measurement is valid in the current RRC state of the UE:

6>
begin measurements according to the stored control information for this measurement identity by applying the compressed mode pattern only to the block of contiguous secondary serving HS-DSCH cells, which does not contain the serving HS-DSCH cell.

4>
else:

5>
if after reception of this message a compressed mode pattern sequence with an appropriate measurement purpose is active according to the IE "Current TGPS Status Flag" in UE variable TGPS_IDENTITY

6>
if the measurement is valid in the current RRC state of the UE:

7>
begin measurements according to the stored control information for this measurement identity.

3>
if, according to its measurement capabilities in the IE "Inter-frequency measurements on configured carriers without compressed mode", the UE does not require compressed mode to perform the measurements on the frequencies configured for HS-DSCH operation:

4>
if at least one of the entries in the variable SECONDARY_CELL_HS_DSCH_RECEPTION is set to TRUE and the frequency to measure is same as the frequency of the secondary serving HS-DSCH cell; and

4>
if the measurement is valid in the current RRC state of the UE:

5>
begin measurements according to the stored control information for this measurement identity.

3>
if, according to its measurement capabilities, the UE does not require compressed mode, on at least one supported band of that measurement type, to perform the measurements:

4>
resume the measurements according to the new stored measurement control information.

3>
if, according to its measurement capabilities in the IE "Enhanced inter-frequency measurements without compressed mode", the UE does not require compressed mode to perform the measurements on two frequencies in addition to the downlink frequency in the IE "Frequency info" not included in the IE "Uplink secondary cell info FDD":

4>
if, the frequency to measure is same as the frequency derived from one of the entries in "Frequency info list for enhanced measurement" included in the variable CELL_INFO_LIST; and

4>
the frequency to measure along with all frequencies associated with entries in the variable SECONDARY_CELL_HS_DSCH_RECEPTION that are set to TRUE and the frequency of the serving HS-DSCH cell, corresponds to a valid configuration according to the number of additional secondary serving cells and the carrier combinations supported by the UE:

5>
if the number of frequencies on which inter-frequency measurements without compressed mode are configured is less than or equal to two:

6>
resume the measurements according to the new stored measurement control information.

3>
if according to its measurement capabilities, the UE does not require compressed mode to perform measurement on adjacent frequency and the frequency derived from "Adjacent frequency info" included in the variable CELL_INFO_LIST is an adjacent frequency:

4>
if all the entries in the variable SECONDARY_CELL_HS_DSCH_RECEPTION are set to FALSE and inter-frequency measurements without compressed mode are not configured on any other frequency; or

4>
if at least one of the entries in the variable SECONDARY_CELL_HS_DSCH_RECEPTION is set to TRUE and the frequency derived from "Adjacent frequency info" included in the variable CELL_INFO_LIST is same as the frequency of the secondary serving HS-DSCH cell associated with such an entry and inter-frequency measurements without compressed mode are not configured on any other frequency:

5>
if inter-frequency measurements without compressed mode are not configured on any other frequency:

6>
resume the measurements according to the new stored measurement control information.

3>
if according to its measurement capabilities, the UE does not require compressed mode to perform measurement on a frequency in a different band from the band of the frequency of the serving HS-DSCH cell and these two bands for one of the band combinations reported in the IE "Radio Access Capability Band Combination List":

4>
if all the entries in the variable SECONDARY_CELL_HS_DSCH_RECEPTION are set to FALSE, and the frequency derived from "Inter-band frequency info" included in the variable CELL_INFO_LIST is in another band, and these two bands form one of the band combinations reported in the IE "Radio Access Capability Band Combination List"; or

4>
if at least one of the entries in the variable SECONDARY_CELL_HS_DSCH_RECEPTION is set to TRUE, and the frequency derived from "Inter-band frequency info" included in the variable CELL_INFO_LIST is in another band, and is the same as the frequency of the secondary serving HS-DSCH cell associated with such an entry:

5>
if inter-frequency measurements without compressed mode are not configured on any other frequency: 

6>
resume the measurements according to the new stored measurement control information.

2>
for measurement type "inter-frequency measurement" that requires measurements on the downlink frequency associated with the secondary uplink frequency: 

3>
the UE shall not require compressed mode to perform the measurement, regardless of the activation status of secondary uplink frequency;

3>
if the measurement is valid in the current RRC state of the UE:

4>
resume the measurements according to the new stored control information for this measurement identity on the downlink frequency associated with the secondary uplink frequency.

2>
for measurement type "inter-frequency measurement" that requires measurements only on the same frequency as the actually used frequency:

3>
if the measurement is valid in the current RRC state of the UE:

4>
resume measurements according to the new stored control information for this measurement identity.

2>
for measurement type "E-UTRA measurement for CELL_FACH":
3>
if the UE is not in CELL_FACH state:

4>
the UE behaviour is unspecified.

3>
else:
4>
act as specified in subclause 8.6.7.28.

2>
for any other measurement type:

3>
resume the measurements according to the new stored measurement control information.

2>
for measurement type "inter-RAT measurement":

3> if "report criteria" is set to "inter-RAT measurement reporting criteria":

4>
if the value of "report criteria" stored in the variable MEASUREMENT_IDENTITY associated to the identity indicated by the IE "measurement identity" is not "inter-RAT measurement reporting criteria"; or

4>
if the value of "report criteria" stored in the variable MEASUREMENT_IDENTITY associated to the identity indicated by the IE "measurement identity" is "inter-RAT measurement reporting criteria" and if the IE "Parameters required for each event" is present:

5>
replace the IE "report criteria" (and all its children) stored in variable MEASUREMENT_IDENTITY associated to the identity indicated by the IE "measurement identity" with the IE "reporting criteria" received in the MEASUREMENT CONTROL message.

3>
if "report criteria" is not set to "inter-RAT measurement reporting criteria":

4>
replace the IE "reporting criteria" (and all its children) stored in variable MEASUREMENT_IDENTITY associated to the identity indicated by the IE "measurement identity" with the IE "reporting criteria" received in the MEASUREMENT CONTROL message.

2>
for measurement type "UE positioning measurement":

3>
if "reporting criteria" is set to "UE positioning reporting criteria":

4>
if the value of "reporting criteria" stored in the variable MEASUREMENT_IDENTITY associated to the identity indicated by the IE "measurement identity" is not "UE positioning reporting criteria", or;

4>
if the value of "reporting criteria" stored in the variable MEASUREMENT_IDENTITY associated to the identity indicated by the IE "measurement identity" is "UE positioning reporting criteria" and if the IE "Parameters required for each event" is present:

5>
replace the IE "reporting criteria" (and all its children) stored in variable MEASUREMENT_IDENTITY associated to the identity indicated by the IE "measurement identity" with the IE "report criteria" received in the MEASUREMENT CONTROL message.

3>
if "reporting criteria" is not set to "UE positioning reporting criteria":

4>
replace the IE "report criteria" (and all its children) stored in variable MEASUREMENT_IDENTITY associated to the identity indicated by the IE "measurement identity" with the IE "report criteria" received in the MEASUREMENT CONTROL message.

2>
for measurement type "traffic volume measurement":

3>
replace the IE "report criteria" (and all its children) stored in variable MEASUREMENT_IDENTITY associated to the identity indicated by the IE "measurement identity" with the IE "report criteria" received in the MEASUREMENT CONTROL message.

2>
for measurement type "quality measurement":

3>
replace the IE "report criteria" (and all its children) stored in variable MEASUREMENT_IDENTITY associated to the identity indicated by the IE "measurement identity" with the IE "report criteria" received in the MEASUREMENT CONTROL message;

3>
if "report criteria" is set to "quality measurement reporting criteria":

4>
if the value of "BLER reporting" in any instance of the IE "Quality reporting quantity" stored in the variable MEASUREMENT_IDENTITY associated to the identity indicated by the IE "measurement identity" with the IE "report criteria" received in the MEASUREMENT CONTROL message is set to TRUE:

5>
the UE behaviour is unspecified.

2>
for measurement type "UE internal measurement":

3>
if "report criteria" is set to "UE internal measurement reporting criteria":

4>
if the value of "report criteria" stored in the variable MEASUREMENT_IDENTITY associated to the identity indicated by the IE "measurement identity" is not "UE internal measurement reporting criteria"; or

4>
if the value of "report criteria" stored in the variable MEASUREMENT_IDENTITY associated to the identity indicated by the IE "measurement identity" is "UE internal measurement reporting criteria" and if the IE "Parameters sent for each UE internal measurement event" is present:

5>
replace the IE "report criteria" (and all its children) stored in variable MEASUREMENT_IDENTITY associated to the identity indicated by the IE "measurement identity" with the IE "report criteria" received in the MEASUREMENT CONTROL message.

3>
if "report criteria" is not set to "UE internal measurement reporting criteria":

4>
replace the IE "report criteria" (and all its children) stored in variable MEASUREMENT_IDENTITY associated to the identity indicated by the IE "measurement identity" with the IE "report criteria" received in the MEASUREMENT CONTROL message.

1>
if the IE "measurement command" has the value "release":

2>
terminate the measurement associated with the identity given in the IE "measurement identity";

2>
clear all stored measurement control information related associated to this measurement identity in variable MEASUREMENT_IDENTITY.

1>
if the IE "DPCH Compressed Mode Status Info" is present:

2>
if, as the result of this message, UE will have more than one transmission gap pattern sequence with the same measurement purpose active (according to IEs "TGMP" and "Current TGPS Status Flag" in variable TGPS_IDENTITY):

3>
set the variable CONFIGURATION_INCOMPLETE to TRUE.

2>
if there is any pending "TGPS reconfiguration CFN" or any pending "TGCFN":

3>
the UE behaviour is unspecified.

2>
if there is a pending "activation time" for a reconfiguration procedure that included the IE "DPCH Compressed mode info":

3>
the UE behaviour is unspecified.
2>
if pattern sequence corresponding to IE "TGPSI" is already active (according to "Current TGPS Status Flag") in the variable TGPS_IDENTITY):

3>
if the "TGPS Status Flag" in this message is set to "deactivate" for the corresponding pattern sequence:

4>
deactivate this pattern sequence at the beginning of the frame indicated by IE "TGPS reconfiguration CFN" received in the message;

4>
set the "Current TGPS Status Flag" for this pattern sequence in the variable TGPS_IDENTITY to "inactive" at the frame indicated by IE "TGPS reconfiguration CFN" received in the message.

3>
if the "TGPS Status Flag" in this message is set to "activate" for the corresponding pattern sequence:

4>
deactivate this pattern sequence at the beginning of the frame indicated by IE "TGPS reconfiguration CFN" received in the message.

NOTE1:
The temporary deactivation of pattern sequences for which the status flag is set to "activate" can be used by the network to align the timing of already active patterns with newly activated patterns.

NOTE2:
The deactivation of pattern sequences only occurs as a result of RRC messages received by the UE, i.e. the UE does not set the "Current TGPS Status Flag" to "inactive" after the final gap of a finite length pattern sequence.

2>
after the time indicated by IE "TGPS reconfiguration CFN" has elapsed:

3>
activate the pattern sequence corresponding to each IE "TGPSI" for which the "TGPS status flag" in this message is set to "activate" at the time indicated by IE "TGCFN"; and

3>
set the corresponding "Current TGPS status flag" for this pattern sequence in the variable TGPS_IDENTITY to "active"; and

3>
begin the inter-frequency and/or inter-RAT measurements corresponding to the pattern sequence measurement purpose of each activated pattern sequence;

3>
if the values of IE "TGPS reconfiguration CFN" and IE "TGCFN" are equal:

4>
start the concerned pattern sequence immediately at that CFN.

2>
not alter pattern sequences stored in variable TGPS_IDENTITY, if the pattern sequence is not identified in IE "TGPSI" in the received message.

1>
if the IE "CELL_DCH measurement occasion info LCR" is present:
2>
perform actions for the IE "CELL_DCH measurement occasion info LCR" as specified in subclause 8.6.7.26;
1>
if the UE in CELL_FACH state receives a MEASUREMENT CONTROL message, which indicates the same measurement identity as that stored in the variable MEASUREMENT_IDENTITY:

2>
update the stored information with the traffic volume measurement control information in variable MEASUREMENT_IDENTITY; and

2>
refrain from updating the traffic volume measurement control information associated with this measurement identity in the variable MEASUREMENT_IDENTITY with the information received in System Information Block type 12 (or System Information Block type 11, according to subclause 8.1.1.6.11) until this measurement is explicitly released with another MEASUREMENT CONTROL message.

1>
for FDD, if the IE "Read SFN indicator" included in the IE "Cell info" of an inter-frequency cell is set to TRUE and  according  to the UE's measurement capabilies, the UE requires DL compressed mode in order to perform measurements on the frequency for which the SFN is to be read:

2>
set the variable CONFIGURATION_INCOMPLETE to TRUE.
1>
clear the entry for the MEASUREMENT CONTROL message in the table "Accepted transactions" in the variable TRANSACTIONS.

The UE may:

1>
if the IE "Measurement command" has the value "setup":

2>
for measurement type "UE positioning measurement":

3>
if the UE is CELL_FACH state:

4>
if IE "Positioning Method" is set to "GPS":

5>
if IE "UE positioning GPS assistance data" is not included and variable UE_POSITIONING_GPS_DATA is empty:

6>
if System Information Block types 15, 15.1, 15.2 and 15.3 are broadcast:

7>
read System Information Block types 15, 15.1, 15.2 and 15.3.

6>
act as specified in subclause 8.6.7.19.3.

5>
if IE "GANSS Positioning Methods" is present:

6>
for each GNSS indicated in IE "GANSS Positioning Methods" and supported by UE:

7>
if IE "UE positioning GANSS assistance data" is not included and variable UE_POSITIONING_GANSS_DATA does not contain data for that GNSS:

8>
if System Information Block types 15bis, 15.1bis, 15.2bis, 15.2ter, 15.3bis, 15.6, 15.7 and 15.8 are broadcast:

9>
read System Information Block types 15bis, 15.1bis, 15.2bis, 15.2ter, 15.3bis, 15.6, 15.7 and 15.8.

8>
act as specified in subclause 8.6.7.19.7.
6>
if BDS is indicated in IE "GANSS Positioning Methods" and supported by UE:

7>
if IE "UE positioning GANSS assistance data" is not included:

8>
if System Information Block type 15.1ter is broadcast:

9>
read System Information Block type 15.1ter.

8>
act as specified in subclause 8.6.7.19.7.
1>
and the procedure ends.

------------------------------------------------------- Next change ---------------------------------------------------------------------

8.4.1.6.7
UE positioning measurement
Upon transition from CELL_DCH to CELL_FACH and upon transition from CELL_DCH to CELL_PCH or URA_PCH for UE assisted GPS or GANSS measurements, the UE shall:

1>
retrieve each set of measurement control information of measurement type "UE positioning" stored in the variable MEASUREMENT_IDENTITY; and

2>
if the optional IE "measurement validity" for this measurement has not been included:

3>
delete the measurement associated with the variable MEASUREMENT_IDENTITY.

2>
if the IE "measurement validity" for the measurement has been included, and the IE "UE state" has been assigned to value "CELL_DCH":

3>
stop measurement reporting;

3>
store the measurement associated with the variable MEASUREMENT_IDENTITY to be used after the next transition to CELL_DCH state.

2>
if the IE "measurement validity" for the measurement has been included, and the IE "UE state" has been assigned to value "all states":

3>
upon transition from CELL_DCH to CELL_PCH or URA_PCH:

4>
if the choice in the IE "Reporting Criteria" included the IE "UE Positioning measurement" stored in the variable MEASUREMENT_IDENTITY is set to "UE positioning reporting criteria" and the value of the IE "Measurement interval" included in this IE is less than 64 seconds:

5>use a value of 64 seconds for the measurement interval associated with this measurement while the UE remains in CELL_PCH/URA_PCH.

4>
if the choice in the IE "Reporting Criteria" included the IE "UE Positioning measurement" stored in the variable MEASUREMENT_IDENTITY is set to "Periodical Reporting Criteria" and the value of the IE "Reporting interval" included in this IE is less than 64 seconds:

5>
use a value of 64 seconds for the reporting interval associated with this measurement while the UE remains in CELL_PCH/URA_PCH.

3>
continue measurement reporting according to its UE positioning measurement reporting capability.

2>
if the IE "measurement validity" has been included and the IE "UE state" has been assigned to value "all states except CELL_DCH":

3>
upon transition from CELL_DCH to CELL_PCH or URA_PCH:

4>
if the choice in the IE "Reporting Criteria" included the IE "UE Positioning measurement" stored in the variable MEASUREMENT_IDENTITY is set to "UE positioning reporting criteria" and the value of the IE "Measurement interval " included in this IE is less than 64 seconds:

5>
use a value of 64 seconds for the measurement interval associated with this measurement while the UE remains in CELL_PCH/URA_PCH.

4>
if the choice in the IE "Reporting Criteria" included the IE "UE Positioning measurement" stored in the variable MEASUREMENT_IDENTITY is set to "Periodical Reporting Criteria" and the value of the IE "Reporting interval" included in this IE is less than 64 seconds:

5>
 use a value of 64 seconds for the reporting interval associated with this measurement while the UE remains in CELL_PCH/URA_PCH.

3>
resume this measurement and associated reporting according to its UE Positioning measurement reporting capability.

1>
if the transition is due to a reconfiguration message which included the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD), and the UE selects a cell other than that indicated by this IE; or

1>
if the transition is due to a reconfiguration message which does not include the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD); or

1>
if the transition is due to a reconfiguration message which included the IE "Frequency info", and the UE selects a cell on another frequency than that indicated by this IE; or

1>
if the transition is due to a reconfiguration message which does not include the IE "Frequency info", and the UE can not find a cell on the current frequency, but it selects a cell on another frequency; or

1>
if the transition is not due to a reconfiguration message:

2>
delete the assistance data included in the variable UE_POSITIONING_OTDOA_DATA_UE_BASED and UE_POSITIONING_OTDOA_DATA_UE_ASSISTED.

1>
if the IE "Positioning Methods" stored in the variable MEASUREMENT_IDENTITY is set to "OTDOA" or "OTDOA or GPS":

2>
if the IE "Method type" stored in the variable MEASUREMENT_IDENTITY is set to "UE-based" or "UE assisted preferred but UE-based allowed" or "UE-based preferred but UE-assisted allowed":

3>
begin monitoring assistance data received in System Information Block type 15.4 and System Information Block type 15.5 according to subclause 8.1.1.6.15.

2>
if the IE "Method type" stored in the variable MEASUREMENT_IDENTITY is set to "UE-assisted":

3>
begin monitoring assistance data received in System Information Block type 15.4 according to subclause 8.1.1.6.15.

1>
if the UE is in CELL_FACH state:

2>
if the IE "UE positioning OTDOA neighbour cell list for UE assisted" stored in the variable UE_POSITIONING_OTDOA_DATA_UE_ASSISTED or UE_POSITIONING_OTDOA_DATA_UE_BASED contains neighbour cells on other frequencies than the current frequency:

3>
perform measurements on other frequencies according to the IE "FACH measurement occasion info".

The UE may:

1>
if the IE "Positioning Methods" stored in the variable MEASUREMENT_IDENTITY is set to "GPS" or "OTDOA or GPS":

2>
begin monitoring assistance data received in System Information Block type 15 and/or System Information Block type 15.1 and/or System Information Block type 15.2 and/or System Information Block type 15.3 according to subclause 8.1.1.6.15.

2>
if the IE "GANSS Positioning Methods" is present:

3>
begin monitoring assistance data received in System Information Block type 15bis and/or System Information Block type 15.1bis and/or System Information Block type 15.2bis and/or System Information Block type 15.2ter and/or System Information Block type 15.3bis and/or System Information Block type 15.6 and/or System Information Block type 15.7 and/or System Information Block type 15.8 according to subclause 8.1.1.6.15.
3>
if BDS is indicated in IE "GANSS Positioning Methods" and supported by UE
4>
begin monitoring assistance data received in System Information Block type 15.1ter according to subclause 8.1.1.6.15.1b.
NOTE:
In the case that the measurement or reporting intervals are modified to 64 seconds during a transition to CELL_PCH/URA_PCH as described above, the UE retains the previously used values of "Measurement interval" and "Reporting interval" for use after transition out of CELL_PCH/URA_PCH.
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8.4.1.7.5
UE positioning measurement
Upon transition from CELL_FACH to CELL_DCH state, the UE shall:

1>
retrieve each set of measurement control information of measurement type "UE positioning" stored in the variable MEASUREMENT_IDENTITY; and

2>
if the optional IE "Measurement validity" for this measurement has not been included:

3>
delete the measurement associated with the variable MEASUREMENT_IDENTITY.

2>
if the IE "measurement validity" for the measurement has been included, and the IE "UE state" has been assigned to value "all states except CELL_DCH":

3>
stop measurement reporting; and

3>
save the measurement associated with the variable MEASUREMENT_IDENTITY to be used after the next transition to CELL_FACH/CELL_PCH/URA_PCH state.

2>
if the IE "measurement validity" for the measurement has been included, and the IE "UE state" has been assigned to value "all states":

3>
continue measurement reporting.

2>
if the IE "measurement validity" has been included and the IE "UE state" has been assigned to value "CELL_DCH":

3>
resume this measurement and associated reporting.

1>
stop monitoring assistance data received in System Information Block type 15 or System Information Block type 15.1 or System Information Block type 15.2 or System Information Block type 15.3 or System Information Block type 15.4 or System Information Block 15.5 or System Information Block type 15bis or System Information Block type 15.1bis or System Information Block type 15.1ter or System Information Block type 15.2bis or System Information Block type 15.2ter or System Information Block type 15.3bis or System Information Block type 15.6 or System Information Block type 15.7 or System Information Block type 15.8.

------------------------------------------------------- Next change ---------------------------------------------------------------------

8.4.1.8.5
UE positioning measurement
Upon transition from idle mode to CELL_DCH state, the UE shall:

1>
stop monitoring assistance data received in System Information Block type 15 or System Information Block type 15.1 or System Information Block type 15.2 or System Information Block type 15.3 or System Information Block type 15.4 or System Information Block type 15.5 or System Information Block type 15bis or System Information Block type 15.1bis or System Information Block type 15.1ter or System Information Block type 15.2bis or System Information Block type 15.2ter or System Information Block type 15.3bis or System Information Block type 15.6 or System Information Block type 15.7 or System Information Block type 15.8.

------------------------------------------------------- Next change ---------------------------------------------------------------------

8.4.1.9.5
UE positioning measurement
Upon transition from idle mode to CELL_FACH state, the UE may:

1>
begin or continue monitoring assistance data received in System Information Block type 15 or System Information Block type 15.1 or System Information Block type 15.2 or System Information Block type 15.3 or System Information Block type 15.4 or System Information Block type 15.5 or System Information Block type 15bis or System Information Block type 15.1bis or System Information Block type 15.1ter or System Information Block type 15.2bis or System Information Block type 15.2ter or System Information Block type 15.3bis or System Information Block type 15.6 or System Information Block type 15.7 or System Information Block type 15.8 according to subclause 8.1.1.6.15;

1>
if the IE "UE positioning OTDOA neighbour cell list for UE assisted" stored in the variable UE_POSITIONING_OTDOA_DATA_UE_ASSISTED; or

1>
if the IE "UE positioning OTDOA neighbour cell list for UE based" stored in the variable UE_POSITIONING_OTDOA_DATA_UE_BASED contains neighbour cells on other frequencies than the current frequency:

2>
perform measurements on other frequencies according to the IE "FACH measurement occasion info".

------------------------------------------------------- Next change ---------------------------------------------------------------------

8.4.1.9a.4
UE positioning measurement
Upon transition from connected mode to idle mode, the UE may:

1>
begin or continue monitoring assistance data received in System Information Block type 15 or System Information Block type 15.1 or System Information Block type 15.2 or System Information Block type 15.3 or System Information Block type 15.4 or System Information Block type 15.5 or System Information Block type 15bis or System Information Block type 15.1bis or System Information Block type 15.1ter or System Information Block type 15.2bis or System Information Block type 15.2ter or System Information Block type 15.3bis or System Information Block type 15.6 or System Information Block type 15.7 or System Information Block type 15.8.

------------------------------------------------------- Next change ---------------------------------------------------------------------

8.6.7.19.4
UE positioning Ciphering info
The UE shall:

1>
if deciphering information is received from higher layers for deciphering of GPS assistance data broadcast on system information:

2>
store the current key in IE "Current deciphering key" in variable UE_POSITIONING_GPS_DATA;

2>
store the next key in IE "Next deciphering key" in variable UE_POSITIONING_GPS_DATA;

2>
store the ciphering key flag in UE_POSITIONING_GPS_DATA.

1>
if deciphering information is received from higher layers for deciphering of GANSS assistance data broadcast on system information:

2>
store the current key in IE "Current deciphering key" in variable UE_POSITIONING_GANSS_DATA;

2>
store the next key in IE "Next deciphering key" in variable UE_POSITIONING_GANSS_DATA;

2>
store the ciphering key flag in UE_POSITIONING_GANSS_DATA.

1>
if deciphering information is received from higher layers for deciphering of OTDOA assistance data broadcast on system information:

2>
store the current key in IE "Current deciphering key" in variable UE_POSITIONING_OTDOA_DATA_UE_BASED;

2>
store the next key in IE "Next deciphering key" in variable UE_POSITIONING_OTDOA_DATA_UE_BASED;

2>
store the ciphering key flag in UE_POSITIONING_OTDOA_DATA_UE_BASED.

1>
if the IE "GPS Data ciphering info" is included in System Information Block type 15:

2>
select one of the two deciphering keys received and stored it in UE_POSITIONING_GPS_DATA according to the following:

3>
if the value of the received IE "Ciphering Key Flag" is the same as the value of the IE "Ciphering Key Flag" stored in the variable UE_POSITIONING_GPS_DATA:

4>
select the current deciphering key.

3>
if the value of the received IE "Ciphering Key Flag" is different from the value of the IE "Ciphering Key Flag" stored in the variable UE_POSITIONING_GPS_DATA:

4>
select the next deciphering key.

2>
store the received IE in the variable UE_POSITIONING_GPS_DATA;

2>
use the selected deciphering key to decipher the broadcast UE positioning GPS information contained within the System Information Block types 15.1, 15.2 and 15.3.

1>
if the IE "GANSS Data ciphering info" is included in System Information Block type 15.8:

2>
select one of the two deciphering keys received and stored it in UE_POSITIONING_GANSS_DATA according to the following:

3>
if the value of the received IE "Ciphering Key Flag" is the same as the value of the IE "Ciphering Key Flag" stored in the variable UE_POSITIONING_GANSS_DATA:

4>
select the current deciphering key.

3>
if the value of the received IE "Ciphering Key Flag" is different from the value of the IE "Ciphering Key Flag" stored in the variable UE_POSITIONING_GANSS_DATA:

4>
select the next deciphering key.

2>
store the received IE in the variable UE_POSITIONING_GANSS_DATA;

2>
use the selected deciphering key to decipher the broadcast UE positioning GANSS information contained within the System Information Block types 15.1bis, 15.1ter, 15.2bis, 15.2ter, 15.3bis, 15.6 and 15.7.

1>
if the IE "OTDOA positioning ciphering info" is included in System Information Block type 15.4:

2>
select one of the two deciphering keys and stored it in UE_POSITIONING_OTDOA_DATA_UE_BASED according to the following:

3>
if the value of the received IE "Ciphering Key Flag" is the same as the value of the IE "Ciphering Key Flag" stored in the variable UE_POSITIONING_OTDOA_DATA_UE_BASED:

4>
select the current deciphering key.

3>
if the value of the received IE "Ciphering Key Flag" is different from the value of the IE "Ciphering Key Flag" stored in the variable UE_POSITIONING_OTDOA_DATA_UE_BASED:

4>
select the next deciphering key.

2>
store the received IE in the variable UE_POSITIONING_OTDOA_DATA_UE_BASED;

2>
use the selected deciphering key to decipher the IE "OTDOA assistance data" included in the System Information Block types 15.4.

------------------------------------------------------- Next change ---------------------------------------------------------------------
8.6.7.19.7
UE positioning GANSS assistance data

The UE may receive GANSS assistance data in System Information Block types 15bis, 15.1bis, 15.1ter, 15.2bis, 15.2ter, 15.3bis, 15.6, 15.7 or 15.8 or in the ASSISTANCE DATA DELIVERY message, or in the MEASUREMENT CONTROL message. IE "UE positioning GANSS assistance data" is divided into a common part which is applicable to any GNSS and a generic part which contains assistance data separately for each supported GNSS.

8.6.7.19.7.1
UE positioning GANSS reference measurement information

If the IE "UE positioning GANSS reference measurement information" is included, the UE shall:

1>
update the variable UE_POSITIONING_GANSS_DATA as follows:

2>
for each GANSS the IE "UE positioning GANSS reference measurement information" is included:

3>
delete all information currently stored in the IE "UE positioning GANSS reference measurement information" in the variable UE_POSITIONING_GANSS_DATA;

3>
store the received information in the IE "UE positioning GANSS reference measurement information" in the variable UE_POSITIONING_GANSS_DATA.

1>
for each GANSS:

2>
if the IE "Azimuth and Elevation LSB" is included:

3>
use the IEs "Azimuth" and "Azimuth LSB" to determine the visible satellites azimuth angles;

3>
use the IEs "Elevation" and "Elevation LSB" to determine the visible satellites elevation angles.

1>
perform the following consistency check:

2>
if the IE "UE positioning GANSS reference time" is included and the IE "UE positioning GPS acquisition assistance" is not included, the UE shall interpret the IE "Satellite information" to be valid at the time provided in IE "UE positioning GANSS reference time";

2>
if the IE "UE positioning GPS acquisition assistance" is included, the UE shall interpret the IE "Satellite information" to be valid at the time provided in the IE "UE positioning GPS acquisition assistance";

2>
if neither the IE "UE positioning GANSS reference time" nor the IE "UE positioning GPS acquisition assistance" is included:

3>
set the variable CONFIGURATION_INCOMPLETE to TRUE.

8.6.7.19.7.2
UE positioning GANSS Almanac

If the IE "UE positioning GANSS Almanac" is included, the UE shall:

1>
for each GANSS:

2>
for each satellite:

3>
store received GANSS almanac information at the position indicated by the IE "SV ID" in the IE "UE positioning GANSS Almanac" in the variable UE_POSITIONING_GANSS_DATA, possibly overwriting any existing information in this position;

3>
act on the information in a similar manner as specified in [61], [68], [69], [70], [71], [72], [73], [XX] for a particular GANSS.

2>
if the IE "Complete Almanac Provided" is included:

3>
store this IE in the IE "Complete Almanac Provided" in the IE "UE positioning GANSS Almanac" in variable UE_POSITIONING_GANSS_DATA;

3>
use the IE "Complete Almanac Provided" to determine whether almanac is provided for all satellites in the GANSS constellation (TRUE) or not (FALSE).

8.6.7.19.7.3
UE positioning D-GANSS Corrections

If the IE "UE positioning DGANSS corrections" is included, the UE shall:

1>
for each GANSS:

2>
update the variable UE_POSITIONING_GANSS_DATA as follows:

3>
delete all information currently stored in the IE "UE positioning DGANSS corrections" in the variable UE_POSITIONING_GANSS_DATA;

3>
store the received DGANSS corrections in the IE "UE positioning DGANSS corrections" in the variable UE_POSITIONING_GANSS_DATA.

2>
use IE "DGANSS Reference Time" to determine when the differential corrections were calculated;

2>
use IE "Status/Health" to determine the status of the differential corrections.
8.6.7.19.7.4
UE positioning GANSS Navigation Model

If the IE "UE positioning GANSS Navigation Model" is included, the UE shall:

1>
for each GANSS:

2>
for each satellite, the UE shall:

3>
for IE "UE positioning GANSS clock model":

4>
act as specified in subclause 8.6.7.19.7.4a.

3>
for IE "UE positioning GANSS orbit model":

4>
act as specified in subclause 8.6.7.19.7.4b.

8.6.7.19.7.4a
UE positioning GANSS Clock Model

If the IE "UE positioning GANSS clock model" is included, the UE shall:

1>
for each GANSS:

2>
update the variable UE_POSITIONING_GANSS_DATA as follows:

3>
store this IE at the position indicated by the IE "Sat ID" in the IE "UE positioning GANSS Navigation Model" in the variable UE_POSITIONING_GANSS_DATA, possibly overwriting any existing information in this position.

2>
act on these GANSS clock models in a manner similar to that specified in a relevant ICD.

8.6.7.19.7.4b
UE positioning GANSS Orbit Model

If the IE "UE positioning GANSS orbit model" is included, for each satellite of each supported GNSS, the UE shall:

1>
update the variable UE_POSITIONING_GANSS_DATA as follows:

2>
store this IE at the position indicated by the IE "Sat ID" in the IE "UE positioning GANSS Navigation Model" in the variable UE_POSITIONING_GANSS_DATA, possibly overwriting any existing information in this position..

1>
act on these GANSS orbit models in a manner similar to that specified in a relevant ICD.

8.6.7.19.7.5
UE positioning GANSS ionospheric model

If the IE "UE positioning GANSS ionospheric model" is included, the UE shall:

1>
store this IE in the IE "UE positioning GANSS ionospheric model" in variable UE_POSITIONING_GANSS_DATA;

1>
act on these GANSS ionospheric model parameters in a manner similar to that specified in [61].

8.6.7.19.7.6
UE positioning GANSS real-time integrity

If this list of bad satellites is included, the UE shall for each GANSS:

1>
update the variable UE_POSITIONING_GANSS_DATA as follows:

2>
for each satellite included in the list:

3>
add the Sat IDs that are not yet included in the list of satellites in the IE "UE positioning GANSS real time integrity" in the variable UE_POSITIONING_GANSS_DATA;

3>
if the IE "Bad GNSS Signal ID" is included in the satellite information:

4>
store this IE at the position indicated by the IE "Bad GNSS SatID" in the variable UE_POSITIONING_GANSS_DATA, possibly overwriting any existing information in this position.

3>
remove all Sat IDs in the list of satellites in the IE "UE positioning GANSS real time integrity" in the variable UE_POSITIONING_GANSS_DATA that are not included in IE "UE positioning GANSS real time integrity".

1>
consider the data associated with the satellites or signals identified in the variable UE_POSITIONING_GANSS_DATA as invalid.

8.6.7.19.7.7
UE positioning GANSS reference time

If the IE "UE positioning GANSS reference time" is included, the UE shall:

1>
if the IE "GANSS Day" is included:

2>
store this IE in "UE positioning GANSS reference time" in variable UE_POSITIONING_GANSS_DATA and use it as the current GANSS day.

1>
if the IE "GANSS Day Cycle Number" is included:
2>
store the IE "GANSS Day Cycle Number" in "UE positioning GANSS reference time" in variable UE_POSITIONING_GANSS_DATA and use it to determine the number of 8192 GANSS day cycles occurred since the GANSS zero time-point;

1>
store the IE "GANSS TOD" in the IE "UE positioning GANSS reference time" in variable UE_POSITIONING_GANSS_DATA and use it as an estimate of the GANSS Time-of-Day at the time of reception of the complete message containing the IE "GANSS TOD";

NOTE:
The UE does not need to apply any compensation on the GANSS Time-of-Day.

1>
if the IE "GANSS TOD Uncertainty" is included:

2>
store this IE in the IE "UE positioning GANSS reference time" in variable UE_POSITIONING_GANSS_DATA and use it to determine the uncertainty of the relationship between GANSS time and air-interface timing of the NODE B transmission.
1>
if the IE "GANSS Time ID" is not included:

2>
use Galileo system time as a reference for GANSS-Time-of-Day.

1>
if the IE "GANSS Time ID" is included:

2>
use the system time indicated by this IE as a reference for GANSS-Time-of-Day.

1>
if the IE "SFN" and IE "UTRAN GANSS timing of cell frames" are included:

2>
if the UE is able to utilise the IEs:

3>
store these IEs in the IE "UE positioning GANSS reference time" in variable UE_POSITIONING_GANSS_DATA;

3>
if the IE "Primary CPICH Info" for FDD or IE "cell parameters id" for TDD is not included:

4>
if the UE is not in CELL_DCH state:

5>
use IEs "SFN" and "UTRAN GANSS timing of cell frames" to estimate the relationship between GANSS time and air-interface timing of the NODE B transmission in the serving cell.

4>
if the UE is in CELL_DCH state:

5>
ignore IEs "SFN" and "UTRAN GANSS timing of cell frames".

3>
if the IE "Primary CPICH Info" for FDD or IE "cell parameters id" for TDD is also included:

4>
store this IE in the IE "UE positioning GANSS reference time" in variable UE_POSITIONING_GANSS_DATA;

4>
use IEs "SFN" and "UTRAN GANSS timing of cell frames" to estimate the relationship between GANSS time and air-interface timing of the NODE B transmission in the cell indicated by "Primary CPICH info" or "cell parameters id".

1>
if the IE "TUTRAN-GANSS drift rate" is included:

2>
store this IE in the IE "UE positioning GANSS reference time" in variable UE_POSITIONING_GANSS_DATA; and

2>
may use it as an estimate of the drift rate of the NODE B clock relative to GANSS time.

8.6.7.19.7.8
UE positioning GANSS reference UE position

If the IE "UE positioning GANSS reference UE position" is included, the UE shall:

1>
store this IE in the IE "UE positioning GANSS reference UE position" in variable UE_POSITIONING_GANSS_DATA; and

1>
use it as a priori knowledge of the approximate location of the UE.

8.6.7.19.7.9
UE positioning GANSS time model

If the IE "UE positioning GANSS time model" is included, the UE shall for each GANSS:

1>
store the information in "UE positioning GANSS time model" in variable UE_POSITIONING_GANSS_DATA;

1>
use the stored parameters to relate GANSS time for the GANSS indicated by "GANSS ID" to time reference indicated by IE "GNSS_TO_ID".

8.6.7.19.7.10
UE positioning GANSS UTC model

If the IE "UE positioning GANSS UTC model" is included, the UE shall for each GANSS:

1>
store this IE in the IE "UE positioning GANSS UTC model" in variable UE_POSITIONING_GANSS_DATA.

8.6.7.19.7.11
UE positioning GANSS data bit assistance

If the IE "UE positioning GANSS data bit assistance" is included, the UE shall for each GANSS:

1>
store this IE in the IE "UE positioning GANSS data bit assistance" in variable UE_POSITIONING_GANSS_DATA;

1>
use the data in IE "Data Bits" for data wipe-off of satellite signal indicated by IEs "Satellite ID" and "GANSS Signal ID".

8.6.7.19.7.12
UE positioning GANSS additional ionospheric model

If the IE "UE positioning GANSS additional ionospheric model" is included, the UE shall:

1>
store this IE in the IE "UE positioning GANSS additional ionospheric model" in variable UE_POSITIONING_GANSS_DATA;

1>
act on these GANSS additional ionospheric model parameters in a manner similar to that specified in [72], [XX].

8.6.7.19.7.13
UE positioning GANSS Earth orientation parameters

If the IE "UE positioning GANSS Earth orientation parameters" is included, the UE shall:

1>
store this IE in the IE "UE positioning GANSS Earth orientation parameters" in variable UE_POSITIONING_GANSS_DATA;

1>
act on these GANSS Earth orientation parameters in a manner similar to that specified in [68].

8.6.7.19.7.14
UE positioning GANSS additional navigation models

If the IE "UE positioning GANSS additional navigation models" is included, the UE shall:

1>
for each GANSS:

2>
for each satellite, the UE shall:

3>
for IE "UE positioning GANSS additional clock models":

4>
act as specified in subclause 8.6.7.19.7.14a.

3>
for IE "UE positioning GANSS additional orbit models":

4>
act as specified in subclause 8.6.7.19.7.14b.

8.6.7.19.7.14a
UE positioning GANSS additional clock models

If the IE "UE positioning GANSS additional clock models" is included, the UE shall:

1>
for each GANSS:

2>
update the variable UE_POSITIONING_GANSS_DATA as follows:

3>
store this IE at the position indicated by the IE "Sat ID" in the IE "UE positioning GANSS additional navigation models" in the variable UE_POSITIONING_GANSS_DATA, possibly overwriting any existing information in this position.

2>
act on these GANSS additional clock models in a manner similar to that specified in the ICD for the particular model.

8.6.7.19.7.14b
UE positioning GANSS additional orbit models

If the IE "UE positioning GANSS additional orbit models" is included, for each satellite of each supported GANSS, the UE shall:

1>
update the variable UE_POSITIONING_GANSS_DATA as follows:

2>
store this IE at the position indicated by the IE "Sat ID" in the IE "UE positioning GANSS additional navigation models" in the variable UE_POSITIONING_GANSS_DATA, possibly overwriting any existing information in this position.

1>
act on these GANSS additional orbit models in a manner similar to that specified in the ICD for the particular model.

8.6.7.19.7.15
UE positioning GANSS additional UTC models

If the IE "UE positioning GANSS additional UTC models" is included, the UE shall for each GANSS:

1>
store this IE in the IE "UE positioning GANSS additional UTC models" in variable UE_POSITIONING_GANSS_DATA;

1>
act on these GANSS additional UTC models in a manner similar to that specified in the ICD for the particular model.

8.6.7.19.7.16
UE positioning GANSS auxiliary information

If the IE "UE positioning GANSS auxiliary information" is included, the UE shall for each GANSS:

1>
store this IE in the IE "UE positioning GANSS auxiliary information" in variable UE_POSITIONING_GANSS_DATA;

1> if the IE "GANSS-ID-1" is included:

2>
use the IE "Signals Available" as an indication of ranging signals supported on the satellite identified by the IE "Sat ID" for the GANSS "Modernized GPS".

1>
if the IE "GANSS-ID-3" is included:

2>
use the IE "Signals Available" as an indication of ranging signals supported on the satellite identified by the IE "Sat ID" for the GANSS "GLONASS";

2>
use the IE "Channel Number" as an indication of the carrier frequency number of the satellite identified by the IE "Sat ID" for the GANSS "GLONASS".

8.6.7.19.7.17
UE positioning DBDS corrections
If the IE "UE positioning DBDS corrections" is included, the UE shall:

1>
if the UE supports DBDS:

2>
update the variable UE_POSITIONING_GANSS_DATA as follows:

3>
delete all information currently stored in the IE "UE positioning DBDS corrections" in the variable UE_POSITIONING_GANSS_DATA;

3>
store the received DBDS corrections in the IE "UE positioning DBDS corrections" in the variable UE_POSITIONING_GANSS_DATA.

2>
act on these DBDS corrections parameters as specified in [XX].
8.6.7.19.7.18
UE positioning BDS Ionospheric Grid Model
If the IE "UE positioning BDS Ionospheric Grid Model" is included, the UE shall:

1>
if the UE supports BDS:
2>
store this IE in the IE "UE positioning BDS Ionospheric Grid Model" in variable UE_POSITIONING_GANSS_DATA;

2>
act on these BDS ionospheric grid model parameters as specified in [XX].
------------------------------------------------------- Next change ---------------------------------------------------------------------

10.2.48.8.18.1a
System Information Block type 15.1bis

The system information block type 15.1bis contains information useful for UE positioning DGANSS Corrections. The DGANSS Corrections message contents are based on a Type-1 message of DGANSS specified in [13]. The content of this SIB is GNSS specific.

	Information Element/Group name
	Need
	Type and Reference
	Semantics description
	Version

	DGANSS corrections
	MP
	UE positioning DGANSS corrections 10.3.7.91b 
	
	REL-7


10.2.48.8.18.1b
System Information Block type 15.1ter
The system information block type 15.1ter contains information useful for UE positioning DBDS corrections and UE positioning BDS Ionospheric Grid Model. The content of DBDS Corrections and BDS Ionospheric Grid Model are based on the NAV message specified in [xx]. The content of this SIB is for BDS only.

	Information Element/Group name
	Need
	Type and Reference
	Semantics description
	Version

	DBDS corrections
	OP
	UE positioning DBDS corrections 10.3.7.92e

	
	REL-12

	BDS Ionospheric Grid Model
	OP
	UE positioning BDS Ionospheric Grid Model 10.3.7.92d
	
	REL-12


------------------------------------------------------- Next change ---------------------------------------------------------------------

10.2.48.8.18.7
System Information Block type 15.8

The system information block type 15.8 contains ciphering information and real-time integrity information. The content of this SIB is GNSS specific.

	Information Element/Group name
	Need
	Multi
	Type and Reference
	Semantics description
	Version

	GANSS Data ciphering info
	OP
	
	UE positioning Ciphering info 10.3.7.86
	If this IE is present then the SIB types 15.1bis, 15.1ter, 15.2bis, 15.2ter, 15.3bis, 15.6 and 15.7 are ciphered in accordance with the Data Assistance Ciphering Algorithm specified in [18]
	REL-7

	GANSS real-time integrity
	OP
	
	UE positioning GANSS real-time integrity 10.3.7.95b
	
	REL-7


------------------------------------------------------- Next change ---------------------------------------------------------------------
10.3.3.45
UE positioning capability
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Standalone location method(s) supported
	MP
	
	Boolean
	Defines if a UE can measure its location by some means unrelated to UTRAN

TRUE means supported
	

	UE based OTDOA supported
	MP
	
	Boolean
	TRUE means supported
	

	Network Assisted GPS support
	MP
	
	Enumerated ('Network based', 'UE based', 'Both', 'None')
	Defines if the UE supports network based or UE based GPS methods.
	

	Network Assisted GANSS support List
	CV-not_iRAT_HoInfo
	1 to <maxGANSS>
	
	Absent if GANSS is not supported
	REL-7

	>GANSS ID
	OP
	
	Enumerated(
	Absence of this IE means Galileo. Eight spare values needed.
	REL-7

	
	
	
	SBAS,

Modernized_GPS,

QZSS,

GLONASS,  
	Absence of this IE means Galileo. Four spare values needed.
	REL-8

	
	
	
	BDS)
	Absence of this IE means Galileo. Three spare values needed.
	REL-12

	>SBAS IDs
	CV-GANSS‑ID‑SBAS
	
	Bit String(8)
	Defines the specific SBAS(s) supported. This is represented using a bit string with one bit per SBAS as defined in NOTE 1 where a one value indicates support and a zero value no support.
	REL-8

	>GANSS mode
	MP
	
	Enumerated ('Network based', 'UE based', 'Both', 'None')
	Defines if the UE supports network based or UE based GANSS methods 
	REL-7

	>GANSS Signal ID
	OP
	
	10.3.3.45a
	Absence of this field means the default value as defined in 10.3.3.45a for the GANSS identified by GANSS ID.
	REL-7

	>GANSS Signal IDs
	OP
	
	Bit String(8)
	Defines if a UE has the capability to perform measurements on more than one GANSS signal and which signals are supported. This is represented using a bit string with one bit per signal as defined in NOTE 2 where a one value indicates support and a zero value no support. 
	REL-8

	>Support for GANSS timing of cell frames measurement
	MP
	
	Boolean
	Defines if a UE has the capability to perform the UE GANSS timing of cell frames measurement. 

TRUE means capable
	REL-7

	>Support for GANSS Carrier-Phase Measurement
	OP
	
	Boolean
	Defines if a UE has the capability to perform the UE GANSS Carrier-Phase Measurement. 

TRUE means capable
	REL-7

	>Support for non-native assistance choices
	OP
	
	Enumerated (TRUE)
	Absence of this element means not supported and presence means the UE supports assistance data choices in formats not defined in the ICD of a particular GANSS. Multiple choices exist for assistance data elements defined in 10.3.7.89a, 

10.3.7.94a/b,

10.3.7.97d.
	REL-8

	GANSS support indication
	CV-iRAT_HoInfo
	
	Enumerated (TRUE)
	TRUE indicates that the UE supports GANSS
	REL-7

	Support for GPS timing of cell frames measurement
	MP
	
	Boolean
	Defines if a UE has the capability to perform the UE GPS timing of cell frames measurement [7].

TRUE means capable
	

	Support for IPDL
	MP
	
	Boolean
	Defines if a UE has the capability to use IPDL to enhance its 'SFN-SFN observed time difference –type 2' measurement.

TRUE means supported
	

	Support for Rx-Tx time difference type2 measurement
	MP
	
	Boolean
	TRUE means supported
	

	Support for UP assisted GPS measurement validity in CELL_PCH and URA_PCH states
	CV-GPSsupported
	
	Enumerated (TRUE)
	
	

	Support for SFN-SFN observed time difference type 2 measurement
	OP
	
	Enumerated (TRUE)
	Absence of this element means not supported and presence means supported.
	


	Condition
	Explanation

	GPSsupported
	This IE is mandatory present if the IE “Network Assisted GPS support” is set to 'Network based', 'UE based' or 'Both'. Otherwise, it is not needed.

	not_iRAT_HoInfo
	These IEs are not needed in the INTER RAT HANDOVER INFO message. Otherwise, they are optionally present.

	iRAT_HoInfo
	This IE is optionally present in the INTER RAT HANDOVER INFO message. Otherwise, the IE is not needed.

	GANSS‑ID‑SBAS
	This IE is mandatory present if the IE “GANSS ID” is “SBAS” and not needed otherwise.


NOTE 1:
Coding of SBAS IDs:

	SBAS IDs Bit String(8)

	Bit 1

(MSB)
	Bit 2
	Bit 3
	Bit 4
	Bit 5
	Bit 6
	Bit 7
	Bit 8

(LSB)

	WAAS
	EGNOS
	MSAS
	GAGAN
	-
	-
	-
	-


NOTE 2:
Coding of GANSS Signal IDs:

	GANSS 
	GANSS Signal IDs Bit String(8)

	
	Bit 1

(MSB)
	Bit 2
	Bit 3
	Bit 4
	Bit 5
	Bit 6
	Bit 7
	Bit 8

(LSB)

	Galileo
	E1
	E5a
	E5b
	E6
	E5a+E5b
	-
	-
	-

	Modernized GPS
	L1C
	L2C
	L5
	-
	-
	-
	-
	-

	SBAS
	L1
	-
	-
	-
	-
	-
	-
	-

	QZSS
	QZS-L1
	QZS-L1C
	QZS-L2C
	QZS-L5
	-
	-
	-
	-

	GLONASS
	G1
	G2
	G3
	-
	-
	-
	-
	-

	BDS
	B1I
	-
	-
	-
	-
	-
	-
	-


10.3.3.45a
GANSS Signal Id

The GANSS Signal ID encodes the identification of the signal for each GANSS. It depends on the GANSS Id.
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	GANSS Signal Identity per Signal Id
	MD
	
	INTEGER (0..7)
	See NOTE  1
	REL-7


NOTE 1:

	GANSS Id
	Value
	Explanation
	Version

	Default: Galileo
	Default Value
	Galileo E1
	REL-7

	
	0
	Galileo E5A
	

	
	1
	Galileo E5B
	

	
	2
	Galileo E6
	

	
	3
	Galileo E5A + E5B
	

	
	4-7
	Reserved
	

	Modernized GPS
	Default Value
	GPS L1C
	REL-8

	
	0
	GPS L2C
	

	
	1
	GPS L5
	

	
	2-7
	Reserved
	

	SBAS
	Default Value
	L1
	

	
	0-7
	Reserved
	

	QZSS
	Default Value
	QZS-L1
	

	
	0
	QZS-L1C
	

	
	1
	QZS-L2C
	

	
	2
	QZS-L5
	

	
	3-7
	Reserved
	

	GLONASS
	Default Value
	GLONASS G1
	

	
	0
	GLONASS G2
	

	
	1
	GLONASS G3
	

	
	2-7
	Reserved
	

	BDS
	Default Value
	B1I
	REL-12

	
	0-7
	Reserved
	


------------------------------------------------------- Next change ---------------------------------------------------------------------
10.3.7.88b

UE positioning GANSS reference measurement information
This IE provides reference code and Doppler measurement information of visible satellites of a GNSS constellation. The information enables fast acquisition of the GANSS signals in UE-assisted GANSS positioning. If the IE "UE positioning GPS acquisition assistance" is not included in IE "UE positioning measurement", the Satellite Information is valid at the time as given in the IE "UE positioning GANSS reference time" IE. I.e., if IE "UE positioning GANSS reference measurement information" is included in IE "UE positioning GANSS assistance data" and IE "UE positioning GPS acquisition assistance" is not included in IE "UE positioning measurement", the IE "UE positioning GANSS reference time" shall also be included. If the IE "UE positioning GPS acquisition assistance" is included in IE "UE positioning measurement", the IE "GPS TOW msec" and IE "UTRAN GPS reference time" included in IE "UE positioning GPS acquisition assistance" is also valid for the Satellite information in IE "UE positioning GANSS reference measurement information".

	Information Element/Group name
	Need
	Multi
	Type and Reference
	Semantics description
	Version

	GANSS Signal ID
	OP
	
	GANSS Signal Id 10.3.3.45a
	Absence of this field means the default value as defined in 10.3.3.45a for the GANSS identified by GANSS_ID.

If this IE is asked by SIB 15.6, the GANSS shall be solved by the scheduling information.
	REL-7

	Satellite information
	MP
	1 to <maxGANSSSat>
	
	
	REL-7

	>SatID
	MP
	
	Integer (0..63)
	Identifies the satellite within a GANSS constellation.

For coding description, see Note 2.
	REL-7

	>Doppler (0th order term)
	MP
	
	Real(-1024..1023.5 by step of 0.5)
	m/s 

Conversion between m/s and Hz shall be made by using the nominal wavelength of the assisted signal.
	REL-7

	>Extra Doppler
	OP
	
	
	
	REL-7

	>>Doppler (1st order term)
	MP
	
	Real (-0.2..0.1 by step of 1/210)
	m/s2
	REL-7

	>>Doppler Uncertainty
	MP
	
	Enumerated (40,20,10,5,2.5)
	m/s.

The Doppler experienced by a stationary UE is in the range “Doppler – Doppler Uncertainty” to “Doppler + Doppler Uncertainty”.

Three spare values are needed.
	REL-7

	>Code Phase 
	MP
	
	Integer(0..1023)
	ms, scaling factor 2-10
Nominal chipping rate of the GNSS signal shall be used in conversion.

Increasing binary values of the field signify increasing predicted code phases.
	REL-7

	>Integer Code Phase 
	MP
	
	Integer(0..127)
	ms.

Integer code phase (expressed modulo 128 ms) currently being transmitted at the Reference Time included in either IE "UE positioning GANSS reference time” or IE “UE positioning GPS acquisition assistance”, as seen by a receiver at the Reference Location.

The UE can calculate the expected code phase as follows:

Reference Time – Integer Code Phase + Code Phase.
	REL-7

	>Code Phase Search Window
	MP
	
	Bit string (5)
	Coded expected code-phase is in the range “Code Phase – Code Phase Search Window” to “Code Phase + Code Phase Search Window”.

For coding description, see Note 1
	REL-7

	>Azimuth and Elevation
	OP
	
	
	
	REL-7

	>>Azimuth
	MP
	
	Real(0..348.75 by step of 11.25)
	Degrees

An angle of x degrees means the satellite azimuth a is in the range x ≤ a < x+11.25 degrees.
	REL-7

	>>Elevation
	MP
	
	Real(0..78.75 by step of 11.25)
	Degrees

An angle of y degrees means the satellite elevation e is in the range y ≤ e < y+11.25 degrees except for y=78.75 where the range is extended to include 90 degrees.
	REL-7


	>>Azimuth LSB
	MP
	
	Real(0..10.546875 by step of 0.703125)
	Degrees

The full satellite azimuth is constructed as

“Azimuth” +

“Azimuth LSB”.

An azimuth angle of x degrees means the satellite azimuth a is in the range x ≤ a < x+0.703125 degrees

Range 0-359.296875 deg.
	REL-10

	>>Elevation LSB
	MP
	
	Real(0..10.546875 by step of 0.703125)
	Degrees

The full satellite elevation is constructed as

“Elevation” +

“Elevation LSB”.

An elevation angle of y degrees means the satellite elevation e is in the range y ≤ e < y+0.703125 degrees.

Range 0-89.296875 deg.
	REL-10


NOTE 1:
Code phase search window parameter format:

	CODE_PHASE_SEARCH_WINDOW
	Code Phase Search Window [ms]

	'00000'
	No information

	'00001'
	0,002

	'00010'
	0,004

	'00011'
	0,008

	'00100'
	0,012

	'00101'
	0,016

	'00110'
	0,024

	'00111'
	0,032

	'01000'
	0,048

	'01001'
	0,064

	'01010'
	0,096

	'01011'
	0,128

	'01100'
	0,164

	'01101'
	0,200

	'01110'
	0,250

	'01111'
	0,300

	'10000'
	0,360

	'10001'
	0,420

	'10010'
	0,480

	'10011'
	0,540

	'10100'
	0,600

	'10101'
	0,660

	'10110'
	0,720

	'10111'
	0,780

	'11000'
	0,850

	'11001'
	1,000

	'11010'
	1,150

	'11011'
	1,300

	'11100'
	1,450

	'11101'
	1,600

	'11110'
	1,800

	'11111'
	2,000


NOTE 2:
Interpretation of SatID:

	GANSS
	Value of SatID
	Interpretation of SatID

	Galileo
	TBD
	TBD

	Modernized GPS
	‘0’ – ‘62’
	Satellite PRN Signal No. 1 to 63

	
	‘63’
	Reserved

	SBAS
	‘0’ – ‘38’
	Satellite PRN Signal No. 120 to 158

	
	‘39’ – ‘63’
	Reserved

	QZSS
	‘0’ – ‘4’
	Satellite PRN Signal No. 193 to 197

	
	‘5’ – ‘63’
	Reserved

	GLONASS
	‘0’ – ‘23’
	Slot Number 1 to 24

	
	‘24’ – ‘63’
	Reserved

	BDS
	‘0’ – ‘36’
	Satellite ranging code number signal No.1 to 37 [XX]

	
	‘37’ – ‘63’
	Reserved


10.3.7.88c
UE positioning GANSS additional assistance data request
	Information Element/Group name
	Need
	Multi
	Type and Reference
	Semantics description
	Version

	GANSS Reference Time
	MP
	
	Boolean
	TRUE means requested
	REL-7

	GANSS Reference Location
	MP
	
	Boolean
	TRUE means requested
	REL-7

	GANSS Ionospheric model
	MP
	
	Boolean
	TRUE means requested
	REL-7

	GANSS Additional Ionospheric Model
	OP
	
	Data ID

Bit String(2)
	If present, the UE requests the “UE positioning GANSS additional ionospheric model” for a “Data ID” as defined in 10.3.7.92b.
	REL-8

	GANSS Earth Orientation Parameters
	OP
	
	Enumerated (TRUE)
	If present, the UE requests the “UE positioning GANSS Earth orientation parameters”
	REL-8

	GANSS Requested Generic Assistance Data
	MP
	1 to <maxGANSS>
	
	
	REL-7

	>GANSS ID
	OP
	
	Integer(0..7)
	Absence of this IE means Galileo

Values 0-7 reserved for future use.
	REL-7

	
	
	
	
	Absence of this IE means Galileo.

For coding description see NOTE 1 in 10.3.7.90b.
	REL-8

	>SBAS ID
	CV‑GANSS‑ID‑SBAS
	
	UE positioning GANSS SBAS ID 10.3.7.97e
	
	REL-8

	>GANSS Real-Time Integrity
	MP
	
	Boolean
	TRUE means requested
	REL-7

	>DGANSS Signal
	OP
	
	DGANSS Signal Id 10.3.7.88d
	If present, the UE requests the “UE positioning DGANSS corrections”
	REL-7

	>DBDS Signal
	CV‑GANSS‑ID‑BDS
	
	DGANSS Signal Id 10.3.7.88d
	If present, the UE requests the “UE positioning DBDS corrections”
	REL-12

	>BDS Ionospheric Grid Model
	CV‑GANSS‑ID‑BDS
	
	Enumerated (TRUE)
	If present, the UE requests the “UE positioning BDS Ionospheric Grid Model”
	REL-12

	>GANSS Almanac
	MP
	
	Boolean
	TRUE means requested
	REL-7

	
	
	
	
	TRUE means requested.

If “GANSS ID” indicates “Modernized GPS” or “QZSS” and IE “GANSS additional assistance data choices” is not included, the GANSS Almanac model requested is “Model-4” for Modernized GPS, and “Model-2” for QZSS, as defined in 10.3.7.89a.
	REL-8

	>GANSS Navigation Model
	MP
	
	Boolean
	TRUE means requested
	REL-7

	>GANSS Additional Navigation Models
	OP
	
	Enumerated (TRUE)
	If present, the UE requests the “UE positioning GANSS additional navigation models”. If “GANSS ID” indicates “QZSS” and IE “GANSS additional assistance data choices” is not included, the GANSS orbit and clock model requested is “Model-2” as defined in 10.3.7.91e and 10.3.7.91f, respectively.
	REL-8

	>GANSS Time Model GNSS-GNSS
	OP
	
	BIT STRING (8)
	The reference system for requested GANSS time model GNSS-GNSS is as indicated in IE "GANSS ID". The models are requested for each system with respective bit set to “1”.

Bit 0 is set for GPS,

Bit 1 is set for Galileo.

Other bits are reserved
	REL-7

	
	
	
	
	Bit 2 is set for QZSS

Bit 3 is set for GLONASS

Other bits are reserved
	REL-8

	
	
	
	
	Bit 4 is set for BDS

Other bits are reserved
	REL-12

	>GANSS Reference Measurement Information
	MP
	
	Boolean
	TRUE means requested
	REL-7

	>GANSS data bits
	OP
	
	
	
	REL-7

	>>GANSS TOD
	MP
	
	INTEGER (0..86399)
	This field contains the reference time modulo 86400 seconds of the first data bit of the requested data in integer seconds in GNSS specific system time of the GNSS indicated by IE "GANSS ID".
	REL-7

	>>Data bit assistance
	MP
	
	
	
	REL-7

	>>>GANSS Signal ID
	MP
	
	DGANSS Signal Id 10.3.7.88d
	
	REL-7

	>>>GANSS Data Bit Interval
	MP
	
	Integer (0..15)
	This field represents the time length for which the Data Bit Assistance is requested. The Data Bit Assistance shall be relative to the time interval (GANSS TOD, GANSS TOD + Data Bit Interval).

The Data Bit Interval r, expressed in seconds, is mapped to a binary number K with the following formula:


r =0.1* 2 K
Value K=15 means that the time interval is not specified.
	REL-7

	>>>Satellite Information
	OP
	1 to <maxGANSSSat>
	
	
	REL-7

	>>>>Satellite ID
	MP
	
	Integer (0..63)
	Identifies the satellite for which the Data Bit Assistance request is applicable and is as defined in Note 2 of 10.3.7.88b.
	REL-7

	>GANSS UTC model
	MP
	
	Boolean
	TRUE means Requested
	REL-7

	>GANSS Additional UTC Models
	OP
	
	Enumerated

(TRUE)
	If present, the UE requests the “UE positioning GANSS additional UTC models”
	REL-8

	>GANSS Auxiliary Information
	OP
	
	Enumerated

(TRUE)
	If present, the UE requests the “UE positioning GANSS auxiliary information”
	REL-8

	>GANSS Navigation Model Additional data
	CV-GANSSNavigation Model
	
	
	
	REL-7

	>>GANSS Week/Day
	MP
	
	Integer (0..4095)
	If “GANSS ID” does not indicate “GLONASS”, this IE defines the GANSS Week number of the assistance currently held by the MS.
	REL-7

	
	
	
	
	If “GANSS ID” is set to “GLONASS”, this IE defines the calendar number of day within the four-year interval starting from 1st of January in a leap year, as defined by the parameter NT in [73] of the assistance currently held by the MS.
	REL-8

	>>GANSS_Toe
	MP
	
	Integer (0..167)
	If “GANSS ID” does not indicate “GLONASS”, this IE defines the GANSS time of ephemeris in hours of the latest ephemeris set contained by the UE.
	REL-7

	
	
	
	
	If “GANSS ID” is set to “GLONASS”, this IE defines the time of ephemeris in units of 15 minutes of the latest ephemeris set contained by the UE (range 0 to 95 representing time values between 0 and 1425 minutes). In this case, values 96 to 167 shall not be used by the sender.
	REL-8

	>>T-Toe limit
	MP
	
	Integer (0..10)
	If “GANSS ID” does not indicate “GLONASS”, this IE defines the ephemeris age tolerance of the UE to UTRAN in units of hours.

Five spare values needed.
	REL-7

	
	
	
	
	If “GANSS ID” is set to “GLONASS”, this IE defines the ephemeris age tolerance of the UE to UTRAN in units of 30 minutes (range 0 to 10 representing time values of  0 to 300 minutes).
	REL-8

	>>Satellites list related data
	OP
	1 to <maxGANSSSat>
	
	
	REL-7

	>>>SatID
	MP
	
	Integer (0..63)
	Identifies the satellite and is as defined in Note 2 of 10.3.7.88b.
	REL-7

	>>>IOD
	MP
	
	Integer (0..1023)
	10 LSBs of Issue of Data for SatID
	REL-7

	>GANSS additional assistance data choices
	CV-AssistanceChoices
	
	
	
	REL-8

	>>Orbit Model ID
	OP
	
	Integer (0..7)
	This IE may be included if IE "GANSS Navigation Model" is set to TRUE or if the IE “GANSS Additional Navigation Models” is included and defines the non-native or non-default orbit model number as defined in 10.3.7.91c/10.3.7.91e.
	REL-8

	>>Clock Model ID
	OP
	
	Integer (0..7)
	This IE may be included if IE "GANSS Navigation Model" is set to TRUE or if the IE “GANSS Additional Navigation Models” is included and defines the non-native or non-default clock model number as defined in 10.3.7.91d/10.3.7.91f.
	REL-8

	>>UTC Model ID
	OP
	
	Integer (0..7)
	This IE may be included if IE “GANSS Additional UTC Models” is included and defines the non-native or non-default UTC model number as defined in 10.3.7.97d.
	REL-8

	>>Almanac Model ID
	OP
	
	Integer (0..7)
	This IE may be included if IE “GANSS Almanac” set to TRUE and defines the non-native or non-default model number as defined in 10.3.7.89a.
	REL-8


	Condition
	Explanation

	GANSS‑ID‑SBAS
	This IE is mandatory present if theIE “GANSS ID” is “SBAS” and not needed otherwise.

	GANSSNavigation Model
	The IE is mandatory present if the IE "GANSS Navigation Model" is set to TRUE or if the IE “GANSS Additional Navigation Models” is included
and not needed otherwise.

	AssistanceChoices
	This IE is mandatory present if non-native or non-default assistance data choices are requested and not needed otherwise.

	GANSS‑ID‑BDS
	This IE is optionally present if the IE “GANSS ID” is “BDS” and not needed otherwise.


10.3.7.88d
DGANSS Signal Id

The DGANSS signal Id refers to the signal for which differential corrections or data bit assistance are required. It depends on the GANSS ID. Each bit refers to a particular signal. When the bit is set to 1, this means that the differential corrections or data bit assistance are requested for this particular signal. Differential corrections or data bit assistance can be requested for several signals using the bit string.

	Information Element/Group name
	Need
	Multi
	Type and Reference
	Semantics description
	Version

	DGANSS Signal Id
	MP
	
	BIT STRING (8)
	See Note 1. 
	REL-7


NOTE 1:

	GANSS Id
	Bit number
	Explanation
	Version

	Default : Galileo
	0
	Galileo E1
	REL-7

	
	1
	Galileo E5A
	

	
	2
	Galileo E5B
	

	
	3
	Galileo E6
	

	
	4
	spare
	

	
	5
	Spare
	

	
	6
	Spare
	

	
	7
	Spare
	

	Modernized GPS
	0
	L1C
	REL-8

	
	1
	L2C
	

	
	2
	L5
	

	
	3
	Spare
	

	
	4
	Spare
	

	
	5
	Spare
	

	
	6
	Spare
	

	
	7
	Spare
	

	SBAS
	0
	L1
	

	
	1
	Spare
	

	
	2
	Spare
	

	
	3
	Spare
	

	
	4
	Spare
	

	
	5
	Spare
	

	
	6
	Spare
	

	
	7
	Spare
	

	QZSS
	0
	QZS-L1
	

	
	1
	QZS-L1C
	

	
	2
	QZS-L2C
	

	
	3
	QZS-L5
	

	
	4
	Spare
	

	
	5
	Spare
	

	
	6
	Spare
	

	
	7
	Spare
	

	GLONASS
	0
	G1
	

	
	1
	G2
	

	
	2
	G3
	

	
	3
	Spare
	

	
	4
	Spare
	

	
	5
	Spare
	

	
	6
	Spare
	

	
	7
	spare
	

	BDS
	0
	B1I
	REL-12

	
	1
	Spare
	

	
	2
	Spare
	

	
	3
	Spare
	

	
	4
	Spare
	

	
	5
	Spare
	

	
	6
	Spare
	

	
	7
	Spare
	


10.3.7.89
UE positioning GPS almanac
This IE contains a reduced-precision subset of the ephemeris and clock correction parameters.

	Information Element/Group name
	Need
	Multi
	Type and Reference
	Semantics description
	Version

	WNa
	MP
	
	Bit string(8)
	Almanac Reference Week [12]
	

	Complete Almanac Provided
	OP
	
	Boolean
	This field indicates whether the RNC provided almanac for the full GPS constellation or not. TRUE means complete GPS almanac is provided.
	REL-10

	Satellite information
	MP
	1 to <maxSat>
	
	
	

	>DataID
	MP
	
	Integer(0..3)
	See [12]
	

	>SatID
	MP
	
	Enumerated(0..63)
	 Identifies the satellite and is equal to (SV ID No - 1) where SV ID No is defined in [12].
	

	>e
	MP
	
	Bit string(16)
	Eccentricity [12]
	

	>toa
	MP
	
	Bit string(8)
	Reference Time of Almanac [12]
	

	>(i
	MP
	
	Bit string(16)
	
	

	>OMEGADOT
	MP
	
	Bit string(16)
	Longitude of Ascending Node of Orbit Plane at Weekly Epoch (semi-circles/sec) [12]
	

	>SV Health
	MP
	
	Bit string(8)
	
	

	>A1/2
	MP
	
	Bit string(24)
	Semi-Major Axis (meters)1/2 [12]
	

	>OMEGA0
	MP
	
	Bit string(24)
	Longitude of Ascending Node of Orbit Plane at Weekly Epoch (semi-circles) [12]
	

	>M0
	MP
	
	Bit string(24)
	Mean Anomaly at Reference Time (semi-circles) [12]
	

	>(
	MP
	
	Bit string(24)
	Argument of Perigee (semi-circles) [12]
	

	>af0
	MP
	
	Bit string(11)
	apparent clock correction [12]
	

	>af1
	MP
	
	Bit string(11)
	apparent clock correction [12]
	

	SV Global Health
	OP
	
	Bit string(364)
	This enables GPS time recovery and possibly extended GPS correlation intervals. It is specified in page 25 of subframes 4 and 5 [12]
	


10.3.7.89a

UE positioning GANSS almanac
This IE contains a reduced-precision subset of the ephemeris and clock correction parameters.

	Information Element/Group name
	Need
	Multi
	Type and Reference
	Semantics description
	Version

	Week Number
	MP
	
	Integer(0..255)
	Almanac reference week , number of weeks since the beginning of GANSS specific system time (mod 256)
	REL-7

	
	
	
	
	If “Model 5” or “Model 6” is included, the UE shall ignore the Week Number.
	REL-8

	Complete Almanac Provided
	OP
	
	Boolean
	This field indicates whether the RNC provided almanac for the full GANSS constellation or not. TRUE means complete GANSS almanac is provided.
	REL-10

	Keplerian parameters

(“Model 1”)
	OP
	
	
	NOTE
	REL-7

	>Toa
	MP
	
	Integer(0..602112 by step of 4096)
	Almanac Reference Time common to all satellites in GANSS Almanac using Keplerian Parameters given in GNSS specific system time
	REL-7

	>IODa
	MP
	
	INTEGER(0..3)
	Issue-Of –Data, common to all satellites 
	REL-7

	>Satellite information KP
	MP
	1 to <maxGANSSSat>
	
	Almanacs are in the order of the SV IDs, the smallest ID first.
	REL-7

	>>SV ID
	MP
	
	Integer (0..63)
	Satellite ID, as defined in Note 2 of 10.3.7.88b.
	REL-7

	>>e
	MP
	
	Bit string(11)
	Eccentricity, dimensionless [61]
	REL-7

	>>(i
	MP
	
	Bit string(11)
	semi-circles [61]
	REL-7

	>>OMEGADOT
	MP
	
	Bit string(11)
	Longitude of Ascending Node of Orbit Plane at Weekly Epoch (semi-circles/sec) [61]
	REL-7

	>>SV Health KP
	MP
	
	Bit string(4)
	Dimensionless. For GANSS Id referring to Galileo, this is described in [61]
	REL-7

	>>delta A1/2
	MP
	
	Bit string(17)
	Semi-Major Axis delta (meters)1/2 [61]
	REL-7

	>>OMEGA0
	MP
	
	Bit string(16)
	Longitude of Ascending Node of Orbit Plane at Weekly Epoch (semi-circles) [61]
	REL-7

	>>M0
	MP
	
	Bit string(16)
	Mean Anomaly at Reference Time (semi-circles) [61]
	REL-7

	>>(
	MP
	
	Bit string(16)
	Argument of Perigee (semi-circles) [61]
	REL-7

	>>af0
	MP
	
	Bit string(14)
	Seconds [61]
	REL-7

	>>af1
	MP
	
	Bit string(11)
	sec/sec [61]
	REL-7

	NAV Keplerian Parameters

(“Model 2”)
	OP
	
	
	NOTE
	REL-8

	>Toa
	MP
	
	Integer(0..602112 by step of 4096)
	Almanac Reference Time 
	REL-8

	>Satellite information NAV-KP
	MP
	1 to <maxGANSSSat>
	
	
	REL-8

	>>SV ID
	MP
	
	Integer (0..63)
	Satellite ID, as defined in Note 2 of 10.3.7.88b.
	REL-8

	>>e
	MP
	
	Bit String(16)
	Eccentricity, dimensionless [72]
	REL-8

	>>(i
	MP
	
	Bit String(16)
	Correction to inclination,
semi-circles [72]
	REL-8

	>>OMEGADOT
	MP
	
	Bit String(16)
	Rate of right ascension,
semi-circles/sec [72]
	REL-8

	>>SV Health
	MP
	
	Bit String(8)
	Satellite health [72]
	REL-8

	>>A1/2
	MP
	
	Bit String(24)
	Square root of the semi-major axis,
meters1/2 [72]
	REL-8

	>>OMEGA0
	MP
	
	Bit String(24)
	Longitude of ascending node of orbit plane at weekly epoch,
semi-circles [72]
	REL-8

	>>(
	MP
	
	Bit String(24)
	Argument of perigee
semi-circles [72]
	REL-8

	>>M0
	MP
	
	Bit String(24)
	Mean anomaly at reference time
semi-circles [72]
	REL-8

	>>af0
	MP
	
	Bit String(11)
	Apparent satellite clock correction
seconds [72]
	REL-8

	>>af1
	MP
	
	Bit String(11)
	Apparent satellite clock correction
sec/sec [72]
	REL-8

	Reduced Keplerian Parameters
(“Model 3”)
	OP
	
	
	NOTE
	REL-8

	>Toa
	MP
	
	Integer(0..602112 by step of 4096)
	Almanac Reference Time 
	REL-8

	>Satellite information RED-KP
	MP
	1 to <maxGANSSSat>
	
	
	REL-8

	>>SV ID
	MP
	
	Integer (0..63)
	Satellite ID, as defined in Note 2 of 10.3.7.88b.
	REL-8

	>>A
	MP
	
	Bit String(8)
	meters [68,69,70,72]
	REL-8

	>>0
	MP
	
	Bit String(7)
	semi-circles [68,69,70,72]
	REL-8

	>>0
	MP
	
	Bit String(7)
	semi-circles [68,69,70,72]
	REL-8

	>>L1 Health
	MP
	
	Bit String(1)
	dimensionless [68,69,70,72]
	REL-8

	>>L2 Health
	MP
	
	Bit String(1)
	dimensionless [68,69,70,72]
	REL-8

	>>L5 Health
	MP
	
	Bit String(1)
	dimensionless [68,69,70,72]
	REL-8

	Midi Keplerian Parameters
(“Model 4”)
	OP
	
	
	NOTE
	REL-8

	>Toa
	MP
	
	Integer(0..602112 by step of 4096)
	Almanac Reference Time 
	REL-8

	>Satellite information MIDI-KP
	MP
	1 to <maxGANSSSat>
	
	
	REL-8

	>>SV ID
	MP
	
	Integer (0..63)
	Satellite ID, as defined in Note 2 of 10.3.7.88b.
	REL-8

	>>e
	MP
	
	Bit String(11)
	dimensionless [68,69,70,72]
	REL-8

	>>i
	MP
	
	Bit String(11)
	semi-circles [68,69,70,72]
	REL-8

	>>_dot
	MP
	
	Bit String(11)
	semi-circles/sec [68,69,70,72]
	REL-8

	>>sqrtA
	MP
	
	Bit String(17)
	meters1/2 [68,69,70,72]
	REL-8

	>>0
	MP
	
	Bit String(16)
	semi-circles [68,69,70,72]
	REL-8

	>>
	MP
	
	Bit String(16)
	semi-circles [68,69,70,72]
	REL-8

	>>M0
	MP
	
	Bit String(16)
	semi-circles [68,69,70,72]
	REL-8

	>>afo
	MP
	
	Bit String(11)
	seconds [68,69,70,72]
	REL-8

	>>af1
	MP
	
	Bit String(10)
	sec/sec [68,69,70,72]
	REL-8

	>>L1 Health
	MP
	
	Bit String(1)
	Dimensionless [68,69,70,72]
	REL-8

	>>L2 Health
	MP
	
	Bit String(1)
	dimensionless [68,69,70,72]
	REL-8

	>>L5 Health
	MP
	
	Bit String(1)
	dimensionless [68,69,70,72]
	REL-8

	GLONASS Keplerian Parameters
(“Model 5”)
	OP
	
	
	NOTE
	REL-8

	>Satellite information GLO-KP
	MP
	1 to <maxGANSSSat>
	
	
	REL-8

	>>NA
	MP
	
	Bit String(11)
	days [73]
	REL-8

	>>nA
	MP
	
	Bit String(5)
	dimensionless [73]
	REL-8

	>>HnA
	MP
	
	Bit String(5)
	dimensionless [73]
	REL-8

	>>nA
	MP
	
	Bit String(21)
	semi-circles [73]
	REL-8

	>>tnA
	MP
	
	Bit String(21)
	seconds [73]
	REL-8

	>>inA
	MP
	
	Bit String(18)
	semi-circles [73]
	REL-8

	>>TnA
	MP
	
	Bit String(22)
	sec/orbit period [73]
	REL-8

	>>T_DOTnA
	MP
	
	Bit String(7)
	sec/orbit period2 [73]
	REL-8

	>>nA
	MP
	
	Bit String(15)
	dimensionless [73]
	REL-8

	>>nA
	MP
	
	Bit String(16)
	semi-circles [73]
	REL-8

	>>nA
	MP
	
	Bit String(10)
	seconds [73]
	REL-8

	>>CnA
	MP
	
	Bit String(1)
	dimensionless [73]
	REL-8

	>>MnA
	OP
	
	Bit String(2)
	dimensionless [73]
	REL-8

	SBAS ECEF Parameters
(“Model 6”)
	OP
	
	
	NOTE
	REL-8

	>Satellite information SBAS-ECEF
	MP
	1 to <maxGANSSSat>
	
	
	REL-8

	>>Data ID
	MP
	
	Bit String(2)
	Dimensionless [71]
	

	>>SV ID
	MP
	
	Integer (0..63)
	Satellite ID, as defined in Note 2 of 10.3.7.88b.
	REL-8

	>>Health
	MP
	
	Bit String(8)
	Dimensionless [71]
	REL-8

	>>XG
	MP
	
	Bit String(15)
	meters [71]
	REL-8

	>>YG
	MP
	
	Bit String(15)
	meters [71]
	REL-8

	>>ZG
	MP
	
	Bit String(9)
	meters [71]
	REL-8

	>>XG Rate-of-Change
	MP
	
	Bit String(3)
	meters/sec [71]
	REL-8

	>>YG Rate-of-Change
	MP
	
	Bit String(3)
	meters/sec [71]
	REL-8

	>>ZG Rate-of-Change
	MP
	
	Bit String(4)
	meters/sec [71]
	REL-8

	>>t0
	MP
	
	Bit String(11)
	seconds [71]
	REL-8

	BDS Keplerian Parameters
(“Model 7”)
	OP
	
	
	NOTE
	REL-12

	>Satellite information BDS-KP
	MP
	1 to <maxGANSSSat>
	
	
	REL-12

	>>SV ID
	MP
	
	INTEGER (0..63)
	Satellite ID, as defined in Note 2 of 10.3.7.88b.
	REL-12

	>>toa
	MP
	
	BIT STRING(8)
	Almanac reference time
(seconds) [XX]
	REL-12

	>>A1/2
	MP
	
	BIT STRING(24)
	Square root of semi-major axis
(meters1/2) [XX]
	REL-12

	>>e
	MP
	
	BIT STRING(17)
	Eccentricity , 
dimensionless [XX]
	REL-12

	>>
	MP
	
	BIT STRING(24)
	Argument of Perigee
(semi-circles) [XX]
	REL-12

	>>M0
	MP
	
	BIT STRING(24)
	Mean anomaly at reference time
(semi-circles) [XX]
	REL-12

	>>0
	MP
	
	BIT STRING(24)
	Longitude of ascending node of orbital plane computed according to reference time
(semi-circles) [XX]
	REL-12

	>>_dot
	MP
	
	BIT STRING(17)
	Rate of right ascension
(semi-circles/sec) [XX]
	REL-12

	>>i
	MP
	
	BIT STRING(16)
	Correction of orbit reference inclination at reference time
(semi-circles) [XX]
	REL-12

	>>a0
	MP
	
	BIT STRING(11)
	Satellite clock bias
(seconds) [XX]
	REL-12

	>>a1
	MP
	
	BIT STRING(11)
	Satellite clock rate
(sec/sec) [XX]
	REL-12

	>>Hea 
	CV-SV-ID
	
	BIT STRING(9)
	Satellite Health Information
dimensionless [XX]
	REL-12


NOTE:
This IE shall contain exactly one of the optional fiels indicated by "NOTE".
	Condition
	Explanation

	SV-ID
	This IE is mandatory present if the IE “SV ID” is between 0 and 29 and not needed otherwise


10.3.7.90
UE positioning GPS assistance data
This IE contains GPS assistance data.

	Information Element/Group name
	Need
	Multi
	Type and Reference
	Semantics description

	UE positioning GPS reference time
	OP
	
	UE positioning GPS reference time 10.3.7.96
	

	UE positioning GPS reference UE position
	OP
	
	Ellipsoid point with altitude and uncertainty ellipsoid 10.3.8.4c
	A priori knowledge of UE 3-D position.

	UE positioning GPS DGPS corrections
	OP
	
	UE positioning GPS DGPS corrections 10.3.7.91
	

	UE positioning GPS navigation model
	OP
	
	UE positioning GPS navigation model 10.3.7.94
	

	UE positioning GPS ionospheric model
	OP
	
	UE positioning GPS ionospheric model 10.3.7.92
	

	UE positioning GPS UTC model
	OP
	
	UE positioning GPS UTC model 10.3.7.97
	

	UE positioning GPS almanac
	OP
	
	UE positioning GPS almanac 10.3.7.89
	

	UE positioning GPS acquisition assistance
	OP
	
	UE positioning GPS acquisition assistance 10.3.7.88
	

	UE positioning GPS real-time integrity
	OP
	
	UE positioning GPS real-time integrity 10.3.7.95
	


10.3.7.90a
Void
10.3.7.90b
UE positioning GANSS assistance data

This IE contains GANSS assistance data.

	Information Element/Group name
	Need
	Multi
	Type and Reference
	Semantics description
	Version

	UE positioning GANSS reference time
	OP
	
	UE positioning GANSS reference time 10.3.7.96o
	
	REL-7

	UE positioning GANSS reference UE position
	OP
	
	Ellipsoid point with altitude and uncertainty ellipsoid 10.3.8.4c
	A priori knowledge of UE 3-D position.If IE “UE positioning GPS assistance data” is present, this IE should not be included to both IEs.

The reference UE position is provided in WGS-84 reference system.
	REL-7

	UE positioning GANSS ionospheric model
	OP
	
	UE positioning GANSS ionospheric model 10.3.7.92a
	
	REL-7

	UE positioning GANSS additional ionospheric model
	OP
	
	UE positioning GANSS additional ionospheric model 10.3.7.92b
	
	REL-8

	UE positioning GANSS Earth orientation parameters
	OP
	
	UE positioning GANSS Earth orientation parameters 10.3.7.92c
	
	REL-8

	GANSS Generic Assistance Data
	OP
	1 to <maxGANSS>
	
	
	REL-7

	>GANSS ID
	OP
	
	Integer(0..7)
	Absence of this IE means Galileo

Values 0-7 reserved for future use.
	REL-7

	
	
	
	
	Absence of this IE means Galileo.

For coding description see NOTE 1.
	REL-8

	>UE positioning GANSS SBAS ID
	CV-GANSS‑ID‑SBAS
	
	UE positioning GANSS SBAS ID 10.3.7.97e
	
	REL-8

	>GANSS Time Models
	OP
	1 to <maxGANSS-1>
	
	
	REL-7

	>>GANSS Time Model
	MP
	
	UE positioning GANSS time model

10.3.7.97a
	
	REL-7

	>UE positioning DGANSS corrections
	OP
	
	UE positioning DGANSS corrections 10.3.7.91b
	
	REL-7

	>UE positioning DBDS corrections
	CV-GANSS‑ID‑BDS
	
	UE positioning DBDS corrections 10.3.7.92e

	
	REL-12

	>UE positioning BDS Ionospheric Grid Model
	CV-GANSS‑ID‑BDS
	
	UE positioning BDS Ionospheric Grid Model 10.3.7.92d
	
	REL-12

	>UE positioning GANSS navigation model
	OP
	
	UE positioning GANSS navigation model 10.3.7.94a
	NOTE
	REL-7

	>UE positioning GANSS  additional navigation models
	OP
	
	UE positioning GANSS additional navigation models 10.3.7.94b
	NOTE
	REL-8

	>UE positioning GANSS real-time integrity
	OP
	
	UE positioning GANSS real-time integrity 10.3.7.95b
	
	REL-7

	>UE positioning GANSS data bit assistance
	OP
	
	UE positioning GANSS data bit assistance

10.3.7.97b
	
	REL-7

	>UE positioning GANSS reference measurement information
	OP
	
	UE positioning GANSS reference measurement information 10.3.7.88b
	
	REL-7

	>UE positioning GANSS almanac
	OP
	
	UE positioning GANSS almanac 10.3.7.89a
	
	REL-7

	>UE positioning GANSS UTC model
	OP
	
	UE positioning GANSS UTC model 10.3.7.97c
	
	REL-7

	>UE positioning GANSS additional UTC models
	OP
	
	UE positioning GANSS additional UTC models 10.3.7.97d
	
	REL-8

	>UE positioning GANSS auxiliary information
	OP
	
	UE positioning GANSS auxiliary information 10.3.7.97f
	
	REL-8


NOTE:
If included, only one of the optional fiels indicated by "NOTE" shall be present.

	Condition
	Explanation

	GANSS-ID-SBAS
	The IE is mandatory present if the IE "GANSS ID" is "SBAS" and not needed otherwise.

	GANSS-ID-BDS
	The IE is optionally present if the IE "GANSS ID" is "BDS" and not needed otherwise.


NOTE 1:
Coding of GANSS ID

	Value of GANSS ID
	GANSS
	Version

	0
	SBAS
	REL-8

	1
	Modernized GPS
	

	2
	QZSS
	

	3
	GLONASS
	

	4
	BDS
	REL-12

	5-7
	Reserved for future use
	


10.3.7.91
UE positioning GPS DGPS corrections
This IE contains DGPS corrections to be used by the UE.

	Information Element/Group name
	Need
	Multi
	Type and Reference
	Semantics description
	Version

	GPS TOW sec
	MP
	
	Integer(0..604799)
	seconds

GPS time-of-week when the DGPS corrections were calculated
	

	Status/Health
	MP
	
	Enumerated(UDRE scale 1.0, UDRE scale 0.75, UDRE scale 0.5, UDRE scale 0.3, UDRE scale 0.2, UDRE scale 0.1, no data, invalid data)
	
	

	DGPS information
	CV-Status/Health
	1 to <maxSat>
	
	If the Cipher information is included these fields are ciphered.
	

	>SatID
	MP
	
	Enumerated (0…63)
	Identifies the satellite and is equal to (SV ID No - 1) where SV ID No is defined in [12].
	

	>IODE
	MP
	
	Integer(0..255)
	
	

	>UDRE
	MP
	
	Enumerated(UDRE  1.0 m,

1.0m < UDRE  4.0m,

4.0m < UDRE  8.0m,

8.0m < UDRE)
	The value in this field shall be multiplied by the UDRE Scale Factor in the IE Status/Health to determine the final UDRE estimate for the particular satellite.
	

	>PRC
	MP
	
	Real(-655.04..655.04 by step of 0.32)
	meters (different from [13])
	

	>RRC
	MP
	
	Real(-4.064..4.064 by step of 0.032)
	meters/sec (different from [13])
	

	>Delta PRC2
	MP
	
	Integer(-127..127)
	In this version of the protocol this IE should be set to zero and the UE shall ignore it
	

	>Delta RRC2
	MP
	
	Real(-0.224..0.224 by step of 0.032)
	In this version of the protocol this IE should be set to zero and the UE shall ignore it 
	

	>Delta PRC3
	OP
	
	Integer(-127..127)
	This IE should not be included in this version of the protocol and if received the UE shall ignore it 
	

	>Delta RRC3
	OP
	
	Real(-0.224..0.224 by step of 0.032)
	This IE should not be included in this version of the protocol and if received the UE shall ignore it 
	

	>UDRE Growth Rate
	OP
	
	Enumerated(UDRE growth 1.5, UDRE growth 2,

UDRE growth 4, UDRE growth 6, UDRE growth 8, UDRE growth 10, UDRE growth 12, UDRE growth 16)
	This field provides an estimate of the growth rate of uncertainty (1-) in the corrections. The UDRE at time value specified in the Time of Validity for UDRE Growth Rate field is the value of this field times the value of UDRE.
	REL-9

	>Time of Validity for UDRE Growth Rate
	OP
	
	Enumerated(val20sec, val40sec, val80sec, val160sec, val320sec, val640sec, val1280sec, val2560sec)
	This field specifies the time when the UDRE Growth Rate field applies. 
	REL-9


	Condition
	Explanation

	Status/Health
	This IE is mandatory present if "status" is not equal to "no data" or "invalid data", otherwise the IE is not needed.


10.3.7.91a
UE positioning GPS Ephemeris and Clock Correction parameters
This IE contains information for GPS ephemeris and clock correction.

	Information Element/Group name
	Need
	Multi
	Type and Reference
	Semantics description

	C/A or P on L2
	MP
	
	Bit string(2)
	Code(s) on L2 Channel [12]

	URA Index
	MP
	
	Bit string(4)
	User Range Accuracy [12]

	SV Health
	MP
	
	Bit string(6)
	[12]

	IODC
	MP
	
	Bit string(10)
	Issue of Data, Clock [12]

	L2 P Data Flag
	MP
	
	Bit string(1)
	[12]

	SF 1 Reserved
	MP
	
	Bit string(87)
	[12]

	TGD
	MP
	
	Bit string(8)
	Estimated group delay differential [12]

	toc
	MP
	
	Bit string(16)
	apparent clock correction [12]

	af2
	MP
	
	Bit string(8)
	apparent clock correction [12]

	af1
	MP
	
	Bit string(16)
	apparent clock correction [12]

	af0
	MP
	
	Bit string(22)
	apparent clock correction [12]

	Crs
	MP
	
	Bit string(16)
	Amplitude of the Sine Harmonic Correction Term to the Orbit Radius (meters) [12]

	n
	MP
	
	Bit string(16)
	Mean Motion Difference From Computed Value (semi-circles/sec) [12]

	M0
	MP
	
	Bit string(32)
	Mean Anomaly at Reference Time (semi-circles) [12]

	Cuc
	MP
	
	Bit string(16)
	Amplitude of the Cosine Harmonic Correction Term To The Argument Of Latitude (radians) [12]

	e
	MP
	
	Bit string(32)
	c

	Cus
	MP
	
	Bit string(16)
	Amplitude of the Sine Harmonic Correction Term To The Argument Of Latitude (radians) [12]

	(A)1/2
	MP
	
	Bit string(32)
	Semi-Major Axis (meters)1/2 [12]

	toe
	MP
	
	Bit string(16)
	Reference Time Ephemeris [12]

	Fit Interval Flag
	MP
	
	Bit string(1)
	[12]

	AODO
	MP
	
	Bit string(5)
	Age Of Data Offset [12]

	Cic
	MP
	
	Bit string(16)
	Amplitude of the Cosine Harmonic Correction Term To The Angle Of Inclination (radians) [12]

	OMEGA0
	MP
	
	Bit string(32)
	Longitude of Ascending Node of Orbit Plane at Weekly Epoch (semi-circles) [12]

	Cis
	MP
	
	Bit string(16)
	Amplitude of the Sine Harmonic Correction Term To The Angle Of Inclination (radians) [12]

	i0
	MP
	
	Bit string(32)
	Inclination Angle at Reference Time (semi-circles) [12]

	Crc
	MP
	
	Bit string(16)
	Amplitude of the Cosine Harmonic Correction Term to the Orbit Radius (meters) [12]

	(
	MP
	
	Bit string(32)
	Argument of Perigee (semi-circles) [12]

	OMEGAdot
	MP
	
	Bit string(24)
	Longitude of Ascending Node of Orbit Plane at Weekly Epoch (semi-circles/sec) [12]

	Idot
	MP
	
	Bit string(14)
	Rate of Inclination Angle (semi-circles/sec) [12]


10.3.7.91b
UE positioning DGANSS corrections
This IE contains DGANSS corrections to be used by the UE.

	Information Element/Group name
	Need
	Multi
	Type and Reference
	Semantics description
	Version

	DGANSS Reference TIme
	MP
	
	Integer(0..3570 by step of 30)
	Seconds.

Time in GNSS system time (modulo 3600 s) when the DGANSS corrections were calculated 
	REL-7

	DGANSS information
	MP
	1 to <maxSgnType>
	
	
	REL-7

	>GANSS Signal ID
	OP
	
	GANSS Signal Id 10.3.3.45a
	Absence of this field means the default value as defined in 10.3.3.45a for the GANSS identified by GANSS_ID.
	REL-7

	>Status/Health
	MP
	
	Enumerated(UDRE scale 1.0, UDRE scale 0.75, UDRE scale 0.5, UDRE scale 0.3, UDRE scale 0.2, UDRE scale 0.1, no data, invalid data)
	
	REL-7

	>DGANSS signal information
	CV-Status/Health
	1 to <maxGANSSSat>
	
	If the Cipher information is included these fields are ciphered.
	REL-7

	>>SatID
	MP
	
	Integer (0…63)
	Identifies the satellite and is as defined in Note 2 of 10.3.7.88b.
	REL-7

	>>IOD
	MP
	
	Bit string(10)
	10 LSBs of Issue of Data field, which contains the identity of the GANSS Navigation Model.
	REL-7

	>>UDRE
	MP
	
	Enumerated(UDRE  1.0 m,

1.0m < UDRE  4.0m,

4.0m < UDRE  8.0m,

8.0m < UDRE)
	The value in this field shall be multiplied by the UDRE Scale Factor in the IE Status/Health to determine the final UDRE estimate for the particular satellite.
	REL-7

	>>PRC
	MP
	
	Real(-655.04..655.04 by step of 0.32)
	meters

Pseudo-range corrections are provided with respect to GNSS specific geodetic datum (e.g., PZ-90.02 if GANSS ID indicates GLONASS).
	REL-7

	>>RRC
	MP
	
	Real(-4.064..4.064 by step of 0.032)
	meters/sec

Pseudo-range rate corrections are provided with respect to GNSS specific geodetic datum (e.g., PZ-90.02 if GANSS ID indicates GLONASS).
	REL-7

	>>UDRE Growth Rate
	OP
	
	Enumerated(UDRE growth 1.5, UDRE growth 2,

UDRE growth 4, UDRE growth 6, UDRE growth 8, UDRE growth 10, UDRE growth 12, UDRE growth 16)
	This field provides an estimate of the growth rate of uncertainty (1-) in the corrections. The UDRE at time value specified in the Time of Validity for UDRE Growth Rate field is the value of this field times the value of UDRE.
	REL-9

	>>Time of Validity for UDRE Growth Rate
	OP
	
	Enumerated(val20sec, val40sec, val80sec, val160sec, val320sec, val640sec, val1280sec, val2560sec)
	This field specifies the time when the UDRE Growth Rate field applies. 
	REL-9


	Condition
	Explanation

	Status/Health
	This IE is mandatory present if "status" is not equal to "no data" or "invalid data", otherwise the IE is not needed.


10.3.7.91c
UE positioning GANSS orbit model
This IE contains information for GANSS orbit model parameters.

	Information Element/Group name
	Need
	Multi
	Type and Reference
	Semantics description
	Version

	Keplerian Parameters

(“Model 1”)
	OP
	
	
	NOTE
	REL-7

	>toe
	MP
	
	Bit String(14)
	Time-of-Ephemeris in seconds, scale factor 60 [61]
	REL-7

	(
	MP
	
	Bit string(32)
	Argument of Perigee (semi-circles) [61]
	REL-7

	n
	MP
	
	Bit string(16)
	Mean Motion Difference From Computed Value (semi-circles/sec) [61]
	REL-7

	>M0
	MP
	
	Bit string(32)
	Mean Anomaly at Reference Time (semi-circles) [61]
	REL-7

	>OMEGAdot
	MP
	
	Bit string(24)
	Longitude of Ascending Node of Orbit Plane at Weekly Epoch (semi-circles/sec) [61]
	REL-7

	>e
	MP
	
	Bit string(32)
	Eccentricity, scale factor 2-33 [61]
	REL-7

	>Idot
	MP
	
	Bit string(14)
	Rate of Inclination Angle (semi-circles/sec) [61]
	REL-7

	>sqrtA
	MP
	
	Bit String(32)
	Semi-Major Axis in (meters)1/2 , scale factor 2-19 [61]
	REL-7

	>i0
	MP
	
	Bit string(32)
	Inclination Angle at Reference Time (semi-circles) [61]
	REL-7

	>OMEGA0
	MP
	
	Bit string(32)
	Longitude of Ascending Node of Orbit Plane at Weekly Epoch (semi-circles) [61]
	REL-7

	>Crs
	MP
	
	Bit string(16)
	Amplitude of the Sine Harmonic Correction Term to the Orbit Radius (meters) [61]
	REL-7

	>Cis
	MP
	
	Bit string(16)
	Amplitude of the Sine Harmonic Correction Term To The Angle Of Inclination (radians) [61]
	REL-7

	>Cus
	MP
	
	Bit string(16)
	Amplitude of the Sine Harmonic Correction Term To The Argument Of Latitude (radians) [61]
	REL-7

	>Crc
	MP
	
	Bit string(16)
	Amplitude of the Cosine Harmonic Correction Term to the Orbit Radius (meters) [61]
	REL-7

	>Cic
	MP
	
	Bit string(16)
	Amplitude of the Cosine Harmonic Correction Term To The Angle Of Inclination (radians) [61]
	REL-7

	>Cuc
	MP
	
	Bit string(16)
	Amplitude of the Cosine Harmonic Correction Term To The Argument Of Latitude (radians) [61]
	REL-7


NOTE:
This IE shall contain exactly one of the optional fiels indicated by "NOTE".

10.3.7.91d

UE positioning GANSS clock model
The IE contains fields needed to model the GANSS clock parameters.

	Information Element/Group name
	Need
	Multi
	Type and Reference
	Semantics description
	Version

	Satellite clock model

(“Model 1”)
	MP
	1 to <maxSatClockModels>
	
	There may be more than one clock model included if defined in SIS ICD (e.g. two for Galileo)
	REL-7

	>toc
	MP
	
	BIT STRING(14)
	Time-of-Clock in seconds.

Scale factor 60 seconds.
	REL-7

	>af2
	MP
	
	BIT STRING (12)
	sec/sec2, scale factor 2-65 for Galileo
	REL-7

	>af1
	MP
	
	BIT STRING (18)
	sec/sec, scale factor 2-45
	REL-7

	>af0
	MP
	
	BIT STRING (28)
	sec, scale factor 2-33
	REL-7

	>TGD
	OP
	
	BIT STRING (10)
	sec, scale factor 2-32  for Gaileo
	REL-7

	>Model ID
	OP
	
	Integer(0..1)
	NOTE 1
	REL-7


NOTE 1:
Coding of Model ID:

	GNSS
	Value
	Explanation

	Galileo
	0
	I/Nav

	
	1
	F/Nav


10.3.7.91e
UE positioning GANSS additional orbit models

This IE contains information for GANSS orbit model parameters.

	Information Element/Group name
	Need
	Multi
	Type and Reference
	Semantics description
	Version

	NAV-Keplerian Parameters

(“Model 2”)
	OP
	
	
	NOTE
	REL-8

	>URA Index
	MP
	
	Bit String(4)
	SV accuracy

(dimensionless) [72]
	REL-8

	>Fit Interval Flag
	MP
	
	Bit String(1)
	Fit interval indication

(dimensionless) [72]
	REL-8

	>toe
	MP
	
	Bit String(16)
	Time of ephemeris

(seconds) [72]
	REL-8

	>(
	MP
	
	Bit String(32)
	Argument of perigee

(semi-circles) [72]
	REL-8

	>(n
	MP
	
	Bit String(16)
	Mean motion difference from computed value

(semi-circles/sec) [72]
	REL-8

	>M0
	MP
	
	Bit String(32)
	Mean anomaly at reference time

(semi-circles) [72]
	REL-8

	>OMEGAdot
	MP
	
	Bit String(24)
	Rate of right ascension

(semi-circles/sec) [72]
	REL-8

	>e
	MP
	
	Bit String(32)
	Eccentricity

(dimensionless) [72]
	REL-8

	>Idot
	MP
	
	Bit String(14)
	Rate of inclination angle

(semi-circles/sec) [72]
	REL-8

	>sqrtA
	MP
	
	Bit String(32)
	Square root of semi-major axis

(meters1/2) [72]
	REL-8

	>i0
	MP
	
	Bit String(32)
	Inclination angle at reference time

(semi-circles) [72]
	REL-8

	>OMEGA0
	MP
	
	Bit String(32)
	Longitude of ascending node of orbit plane at weekly epoch

(semi-circles) [72]
	REL-8

	>Crs
	MP
	
	Bit String(16)
	Amplitude of sine harmonic correction term to the orbit radius

(meters) [72]
	REL-8

	>Cis
	MP
	
	Bit String(16)
	Amplitude of sine harmonic correction term to the angle of inclination

(radians) [72]
	REL-8

	>Cus
	MP
	
	Bit String(16)
	Amplitude of sine harmonic correction term to the argument of latitude

(radians) [72]
	REL-8

	>Crc
	MP
	
	Bit String(16)
	Amplitude of cosine harmonic correction term to the orbit radius

(meters) [72]
	REL-8

	>Cic
	MP
	
	Bit String(16)
	Amplitude of cosine harmonic correction term to the angle of inclination

(radians) [72]
	REL-8

	>Cuc
	MP
	
	Bit String(16)
	Amplitude of cosine harmonic correction term to the argument of latitude

(radians) [72]
	REL-8

	CNAV/CNAV-2 Keplerian Parameters

(“Model 3”)
	OP
	
	
	NOTE
	REL-8

	>top
	MP
	
	Bit String(11)
	Data predict time of week

(seconds) [68,69,70,72]
	REL-8

	>URAoe Index
	MP
	
	Bit String(5)
	SV accuracy

(dimensionless) [68,69,70,72]
	REL-8

	>A
	MP
	
	Bit String(26)
	Semi-major axis difference at reference time

(meters) [68,69,70,72]
	REL-8

	>A_dot
	MP
	
	Bit String(25)
	Chane rate in semi-major axis

(meters/sec) [68,69,70,72]
	REL-8

	>n0
	MP
	
	Bit String(17)
	Mean motion difference from computed value at reference time

(semi-circles/sec) [68,69,70,72]
	REL-8

	>n0_dot
	MP
	
	Bit String(23)
	Rate of mean motion difference from computed value

(semi-circles/sec2) [68,69,70,72]
	REL-8

	>M0-n
	MP
	
	Bit String(33)
	Mean anomaly at reference time

(semi-circles) [68,69,70,72]
	REL-8

	>en
	MP
	
	Bit String(33)
	Eccentricity

(dimensionless) [68,69,70,72]
	REL-8

	>n
	MP
	
	Bit String(33)
	Argument of perigee

(semi-circles) [68,69,70,72]
	REL-8

	>0-n
	MP
	
	Bit String(33)
	Reference right ascension angle

(semi-circles) [68,69,70,72]
	REL-8


	>_dot
	MP
	
	Bit String(17)
	Rate of right ascension difference

(semi-circles/sec) [68,69,70,72]
	REL-8

	>io-n
	MP
	
	Bit String(33)
	Inclination angle at reference time

(semi-circles) [68,69,70,72]
	REL-8

	>I0-n_dot
	MP
	
	Bit String(15)
	Rate of inclination angle

(semi-circles/sec) [68,69,70,72]
	REL-8

	>Cis-n
	MP
	
	Bit String(16)
	Amplitude of sine harmonic correction term to the angle of inclination

(radians) [68,69,70,72]
	REL-8

	>Cic-n
	MP
	
	Bit String(16)
	Amplitude of cosine harmonic correction term to the angle of inclination

(radians) [68,69,70,72]
	REL-8

	>Crs-n
	MP
	
	Bit String(24)
	Amplitude of sine harmonic correction term to the orbit radius

(meters) [68,69,70,72]
	REL-8

	>Crc-n
	MP
	
	Bit String(24)
	Amplitude of cosine harmonic correction term to the orbit radius

(meters) [68,69,70,72]
	REL-8

	>Cus-n
	MP
	
	Bit String(21)
	Amplitude of sine harmonic correction term to the argument of latitude

(radians) [68,69,70,72]
	REL-8

	>Cuc-n
	MP
	
	Bit String(21)
	Amplitude of cosine harmonic correction term to the argument of latitude

(radians) [68,69,70,72]
	REL-8

	GLONASS Earth-Centered, Earth-fixed Parameters

(“Model 4”)
	OP
	
	
	NOTE
	REL-8

	>En
	MP
	
	Bit String(5)
	Age of data

(days) [73]
	REL-8

	>P1
	MP
	
	Bit String(2)
	Time interval between two adjacent values of tb

(minutes) [73]
	REL-8

	>P2
	MP
	
	Bit String(1)
	Change of tb flag

(dimensionless) [73]
	REL-8

	>M
	OP
	
	Bit String(2)
	Type of satellite

(dimensionless) [73]
	REL-8
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	MP
	
	Bit String(27)
	x-coordinate of satellite at time tb

(kilometers) [73]
	REL-8
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	MP
	
	Bit String(24)
	x-coordinate of satellite velocity at time tb

(kilometers/sec) [73]
	REL-8
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	MP
	
	Bit String(5)
	x-coordinate of satellite acceleration at time tb

(kilometers/sec2) [73]
	REL-8
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	MP
	
	Bit String(27)
	y-coordinate of satellite at time tb

(kilometers) [73]
	REL-8
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	MP
	
	Bit String(24)
	y-coordinate of satellite velocity at time tb

(kilometers/sec) [73]
	REL-8
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	MP
	
	Bit String(5)
	y-coordinate of satellite acceleration at time tb

(kilometers/sec2) [73]
	REL-8
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	Bit String(27)
	z-coordinate of satellite at time tb

(kilometers) [73]
	REL-8
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	MP
	
	Bit String(24)
	z-coordinate of satellite velocity at time tb

(kilometers/sec) [73]
	REL-8
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	MP
	
	Bit String(5)
	z-coordinate of satellite acceleration at time tb

(kilometers/sec2) [73]
	REL-8

	SBAS Earth-Centered, Earth-fixed Parameters

(“Model 5”)
	OP
	
	
	NOTE
	REL-8

	>t0
	CV‑ClockModel
	
	Bit String(13)
	Time of applicability

(seconds) [71]
	REL-8

	>Accuracy
	MP
	
	Bit String(4)
	(dimensionless) [71]
	REL-8

	>XG
	MP
	
	Bit String(30)
	(meters) [71]
	REL-8

	>YG
	MP
	
	Bit String(30)
	(meters) [71]
	REL-8

	>ZG
	MP
	
	Bit String(25)
	(meters) [71]
	REL-8

	>XG Rate‑of‑Change
	MP
	
	Bit String(17)
	(meters/sec) [71]
	REL-8

	>YG Rate‑of‑Change
	MP
	
	Bit String(17)
	(meters/sec) [71]
	REL-8

	>ZG Rate‑of‑Change
	MP
	
	Bit String(18)
	(meters/sec) [71]
	REL-8

	>XG Acceleration
	MP
	
	Bit String(10)
	(meters/sec2) [71]
	REL-8

	>YG Acceleration
	MP
	
	Bit String(10)
	meters/sec2) [71]
	REL-8

	>ZG Acceleration
	MP
	
	Bit String(10)
	meters/sec2) [71]
	REL-8

	BDS Keplerian Parameters
(“Model 6”)
	OP
	
	
	NOTE
	REL-12

	>URA Index
	MP
	
	Bit String(4)
	SV accuracy

(dimensionless) [XX]
	REL-12

	>toe
	MP
	
	BIT STRING (17)
	Ephemeris reference time
(seconds) [XX]
	REL-12

	>A1/2
	MP
	
	BIT STRING (32)
	Square root of semi-major axis 
(meters1/2) [XX]
	REL-12

	>e
	MP
	
	BIT STRING (32)
	Eccentricity
(dimensionless) [XX]
	REL-12

	>(
	MP
	
	BIT STRING (32)
	Argument of perigee
(semi-circles) [XX]
	REL-12

	>n
	MP
	
	BIT STRING (16)
	Mean motion difference from computed value
(semi-circles/sec) [XX]
	REL-12

	>M0
	MP
	
	BIT STRING (32)
	Mean anomaly at reference time
(semi-circles) [XX]
	REL-12

	>0
	MP
	
	BIT STRING (32)
	Longitude of ascending node of orbital of plane computed according to reference time 
(semi-circles) [XX]
	REL-12

	>_dot
	MP
	
	BIT STRING (24)
	Rate of right ascension
(semi-circles/sec) [XX]
	REL-12

	>i0
	MP
	
	BIT STRING (32)
	Inclination angle at reference time
(semi-circles) [XX]
	REL-12

	>Idot
	MP
	
	BIT STRING (14)
	Rate of inclination angle
(semi-circles/sec) [XX]
	REL-12

	>Cuc
	MP
	
	BIT STRING (18)
	Amplitude of cosine harmonic correction term to the argument of latitude
(radians) [XX]
	REL-12

	>Cus
	MP
	
	BIT STRING (18)
	Amplitude of sine harmonic correction term to the argument of latitude
(radians) [XX]
	REL-12

	>Crc
	MP
	
	BIT STRING (18)
	Amplitude of cosine harmonic correction term to the orbit radius 
(meters) [XX]
	REL-12

	>Crs
	MP
	
	BIT STRING (18)
	Amplitude of sine harmonic correction term to the orbit radius
(meters) [XX]
	REL-12

	>Cic
	MP
	
	BIT STRING (18)
	Amplitude of cosine harmonic correction term to the angle of inclination
(radians) [XX]
	REL-12

	>Cis
	MP
	
	BIT STRING (18)
	Amplitude of sine harmonic correction term to the angle of inclination
(radians) [XX]
	REL-12


NOTE:
This IE shall contain exactly one of the optional fiels indicated by "NOTE".

	Condition
	Explanation

	ClockModel
	This IE is mandatory present if UE positioning GANSS additional clock models “Model 5” is not included in UE positioning GANSS additional navigation models, otherwise the IE is not needed.


10.3.7.91f

UE positioning GANSS additional clock models
The IE contains fields needed to model the GANSS clock parameters.

	Information Element/Group name
	Need
	Multi
	Type and Reference
	Semantics description
	Version

	NAV-Clock Model

(“Model 2”)
	OP
	
	
	NOTE
	REL-8

	>toc
	MP
	
	Bit String(16)
	Time of clock 

(seconds) [72]
	REL-8

	>af2
	MP
	
	Bit String(8)
	Clock correction polynomial coefficient

(sec/sec2) [72]
	REL-8

	>af1
	MP
	
	Bit String(16)
	Clock correction polynomial coefficient

(sec/sec) [72]
	REL-8

	>af0
	MP
	
	Bit String(22)
	Clock correction polynomial coefficient

(seconds) [72]
	REL-8

	>TGD
	MP
	
	Bit String(8)
	Group delay

(seconds) [72]
	REL-8

	CNAV/CNAV-2 Clock Model

(“Model 3”)
	OP
	
	
	NOTE
	REL-8

	>toc
	MP
	
	Bit String(11)
	Clock data reference time of week

(seconds) [68, 69, 70, 72]
	REL-8

	>top
	MP
	
	Bit String(11)
	Clock data predict time of week

(seconds) [68, 69, 70, 72]
	REL-8

	>URAoc Index
	MP
	
	Bti String(5)
	SV clock accuracy index

(dimensionless) [68, 69, 70, 72]
	REL-8

	>URAoc1 Index
	MP
	
	Bit String(3)
	SV clock accuracy change index

(dimensionless) [68, 69, 70, 72]
	REL-8

	>URAoc2 Index
	MP
	
	Bit String(3)
	SV clock accuracy change rate index

(dimensionless) [68, 69, 70, 72]
	REL-8

	>af2-n
	MP
	
	Bit String(10)
	SV clock drift rate correction coefficient

(sec/sec2) [68, 69, 70, 72]
	REL-8

	>af1-n
	MP
	
	Bit String(20)
	SV clock drift correction coefficient

(sec/sec) [68, 69, 70, 72]
	REL-8

	>af0-n
	MP
	
	Bit String(26)
	SV clock bias correction coefficient

(seconds) [68, 69, 70, 72]
	REL-8

	>TGD
	MP
	
	Bit String(13)
	Group delay correction

(seconds) [68, 69, 70, 72]
	REL-8

	>ISCL1CP
	OP
	
	Bit String(13)
	Inter signal group delay correction

(seconds) [70, 72]
	REL-8

	>ISCL1CD
	OP
	
	Bit String(13)
	Inter signal group delay correction

(seconds) [70, 72]
	REL-8

	>ISCL1C/A
	OP
	
	Bit String(13)
	Inter signal group delay correction

(seconds) [68, 69, 72]
	REL-8

	>ISCL2C
	OP
	
	Bit String(13)
	Inter signal group delay correction

(seconds) [68, 69, 72]
	REL-8

	>ISCL5I5
	OP
	
	Bit String(13)
	Inter signal group delay correction

(seconds) [69, 72]
	REL-8

	>ISCL5Q5
	OP
	
	Bit String(13)
	Inter signal group delay correction

(seconds) [69, 72]
	REL-8

	GLONASS Satellite Clock Model

(“Model 4”)
	OP
	
	
	NOTE
	REL-8

	n(tb)
	MP
	
	Bit String(22)
	Satellite clock offset

(seconds) [73]
	REL-8

	n(tb)
	MP
	
	Bit String(11)
	Relative frequency offset from nominal value

(dimensionless) [73]
	REL-8

	n
	OP
	
	Bit String(5)
	Time difference between transmission in G2 and G1

(seconds) [73]
	REL-8

	SBAS Satellite Clock Model

(“Model 5”)
	OP
	
	
	NOTE
	REL-8

	>t0
	MP
	
	Bit String(13)
	(seconds) [71]
	REL-8

	>aGfo
	MP
	
	Bit String(12)
	(seconds) [71]
	REL-8

	>aGf1
	MP
	
	Bit String(8)
	(sec/sec) [71]
	REL-8

	BDS Satellite Clock Model
(“Model 6”)
	OP
	
	
	NOTE
	REL-12

	>toc
	MP
	
	BIT STRING (17)
	Time of clock 

(seconds) [XX]
	REL-12

	>a0
	MP
	
	BIT STRING (24)
	Clock correction polynomial coefficient

(seconds) [XX]
	REL-12

	>a1
	MP
	
	BIT STRING (22)
	Clock correction polynomial coefficient

(sec/sec) [XX]
	REL-12

	>a2
	MP
	
	BIT STRING (11)
	Clock correction polynomial coefficient

(sec/sec2) [XX]
	REL-12

	>TGD1
	MP
	
	BIT STRING (10)
	Equipment Group Delay Differential
(seconds) [XX]
	REL-12


NOTE:
This IE shall contain exactly one of the optional fiels indicated by "NOTE".

10.3.7.92
UE positioning GPS ionospheric model
The IE contains fields needed to model the propagation delays of the GPS signals through the ionosphere.

	Information Element/Group name
	Need
	Multi
	Type and Reference
	Semantics description

	(0
	MP
	
	Bit string(8)
	Note 1

	(1
	MP
	
	Bit string(8)
	Note 1

	(2
	MP
	
	Bit string(8)
	Note 1

	(3
	MP
	
	Bit string(8)
	Note 1

	(0
	MP
	
	Bit string(8)
	Note 2

	(1
	MP
	
	Bit string(8)
	Note 2

	(2
	MP
	
	Bit string(8)
	Note 2

	(3
	MP
	
	Bit string(8)
	Note 2


NOTE 1:
The parameters n are the coefficients of a cubic equation representing the amplitude of the vertical delay [12].

NOTE 2:
The parameters n are the coefficients of a cubic equation representing the period of the ionospheric model [12].

10.3.7.92a
UE positioning GANSS ionospheric model

The IE contains fields needed to model the propagation delays of the GANSS signals through the ionosphere.

	Information Element/Group name
	Need
	Multi
	Type and Reference
	Semantics description
	Version

	ai0
	MP
	
	Bit string(12)
	This parameter is used as defined in [61]
	REL-7

	ai1
	MP
	
	Bit string(12)
	This parameter is used as defined in [61]
	REL-7

	ai2
	MP
	
	Bit string(12)
	This parameter is used as defined in [61]
	REL-7

	GANSS Ionosphere Regional Storm Flags
	OP
	
	
	
	REL-7

	>Storm Flag 1
	MP
	
	Boolean
	This parameter is used as defined in [61]
	REL-7

	>Storm Flag 2
	MP
	
	Boolean
	This parameter is used as defined in [61]
	REL-7

	>Storm Flag 3
	MP
	
	Boolean
	This parameter is used as defined in [61]
	REL-7

	>Storm Flag 4
	MP
	
	Boolean
	This parameter is used as defined in [61]
	REL-7

	>Storm Flag 5
	MP
	
	Boolean
	This parameter is used as defined in [61]
	REL-7


10.3.7.92b
UE positioning GANSS additional ionospheric model

This IE contains parameters to model the propagation delays of the GANSS signals through the ionosphere. 

	Information Element/Group name
	Need
	Multi
	Type and Reference
	Semantics description
	Version

	Data ID
	MP
	
	Bit String(2)
	The value ‘11’ indicates that the parameters have been generated by QZSS, and the parameters have been specialized and are applicable within the area defined in [72]. The value ‘01’ indicates that the parameters have been generated by BDS, and UE shall use these parameters according to the description given in 5.2.4.7 in [XX]. When Data ID has the value ‘00’ it indicates the parameters are applicable worldwide [72]. All other values for Data ID are reserved.
	REL-8

	(0
	MP
	
	Bit string(8)
	seconds [72]
	REL-8

	(1
	MP
	
	Bit string(8)
	sec/semi-circle [72]
	REL-8

	(2
	MP
	
	Bit string(8)
	sec/(semi-circle)2 [72]
	REL-8

	(3
	MP
	
	Bit string(8)
	sec/(semi-circle)3 [72]
	REL-8

	(0
	MP
	
	Bit string(8)
	seconds [72]
	REL-8

	(1
	MP
	
	Bit string(8)
	sec/semi-circle [72]
	REL-8

	(2
	MP
	
	Bit string(8)
	sec/(semi-circle)2 [72]
	REL-8

	(3
	MP
	
	Bit string(8)
	sec/(semi-circle)3  [72]
	REL-8


10.3.7.92c
UE positioning GANSS Earth orientation parameters

This IE  provides parameters to construct the ECEF and ECI coordinate transformation as defined in [68]. The Earth Orientation Parameters (EOP) indicate the relationship between the Earth’s rotational axis and WGS-84 reference system.

	Information Element/Group name
	Need
	Multi
	Type and Reference
	Semantics description
	Version

	tEOP
	MP
	
	Bit String(16)
	EOP data reference time

(seconds) [68]
	REL-8

	PM_X
	MP
	
	Bit String(21)
	X-axis polar motion value at reference time

(arc-seconds) [68]
	REL-8

	PM_X_dot
	MP
	
	Bit String(15)
	X-axis polar motion drift at reference time

(arc-seconds/day) [68]
	REL-8

	PM_Y
	MP
	
	Bit String(21)
	Y-axis polar motion value at reference time

(arc-seconds) [68]
	REL-8

	PM_Y_dot
	MP
	
	Bit String(15)
	Y-axis polar motion drift at reference time

(arc-seconds/day) [68]
	REL-8

	UT1
	MP
	
	Bit String(31)
	UT1-UTC difference at reference time

(seconds) [68]
	REL-8

	UT1_dot
	MP
	
	Bit String(19)
	Rate of UT1-UTC difference at reference time

(seconds/day) [68]
	REL-8


10.3.7.92d
UE positioning BDS Ionospheric Grid Model
This IE contains BDS Ionospheric Grid information to calculate the propagation delays of the B1I signal through the ionosphere. 

	Information Element/Group name
	Need
	Multi
	Type and Reference
	Semantics description
	Version

	BDS Reference Time
	MP
	
	Integer(0..3570 by step of 30)
	Seconds.

Time in BDS system time (modulo 3600 s) when the BDS Ionospheric Grid Information is valid. 
	REL-12

	BDS Ionospheric Grid Information
	MP
	1 to <maxIGPInfo>
	
	Ionospheric information for upto 16 grid points will be included in this version of the specification.
	REL-12

	>IGP number
	MP
	
	INTEGER (1..320)
	Ionospheric grid point number

(dimensionless) [XX].
	REL-12

	>Vertical Delay
	MP
	
	BIT STRING (9)
	Vertical Delay at Ionospheric Grid Points ,(meters) [XX]
	REL-12

	>GIVEI
	MP
	
	BIT STRING (4)
	Grid Ionospheric Vertical Error Index
(dimensionless) [XX].
	REL-12


10.3.7.92e
UE positioning DBDS corrections
This IE contains the BDS differential corrections to be used by UE. 

	Information Element/Group name
	Need
	Multi
	Type and Reference
	Semantics description
	Version

	DBDS Reference Time
	MP
	
	Integer(0..3570 by step of 30)
	Seconds.

Time in BDS system time (modulo 3600 s) when the DBDS corrections are valid. 
	REL-12

	DBDS information
	MP
	1 to <maxSgnType>
	
	
	REL-12

	>DBDS Signal ID
	OP
	
	GANSS Signal Id 10.3.3.45a
	Absence of this field means the B1I
	REL-12

	>DBDS signal information
	MP
	1 to <maxGANSSSat>
	
	
	REL-12

	>>SatID
	MP
	
	Integer (0…63)
	Identifies the satellite and is as defined in Note 2 of 10.3.7.88b.
	

	>>UDREI
	MP
	
	Integer (0…15)
	User Differential Range Error Index (dimensionless) [XX].
	REL-12

	>>RURAI


	MP
	
	Integer (0…15)
	BDS Regional User Range Accuracy Index, (dimensionless) [XX].
	REL-12

	>>Δt 


	MP
	
	BIT STRING (13)
	Equivalent Clock Correction 

(meters) [XX]
	REL-12


10.3.7.93
UE positioning GPS measured results
	Information Element/Group name
	Need
	Multi
	Type and Reference
	Semantics description
	Version

	CHOICE Reference Time
	MP
	
	
	
	

	>UTRAN reference time
	
	
	
	
	

	>>UE GPS timing of cell frames 
	MP
	
	Integer(0.. 37158911999999
	GPS Time of Week in units of 1/16th UMTS chips according to [19].

33209832177664 spare values are needed.
	

	>>CHOICE mode
	MP
	
	
	
	

	>>>FDD
	
	
	
	
	

	>>>>Primary CPICH Info
	MP
	
	Primary CPICH Info 10.3.6.60
	Identifies the reference cell for the GPS TOW-SFN relationship.
	

	>>>TDD
	
	
	
	
	

	>>>>cell parameters id
	MP
	
	Cell parameters id 10.3.6.9
	Identifies the reference cell for the GPS TOW-SFN relationship.
	

	>>Reference SFN
	MP
	
	Integer(0..4095)
	The SFN for which the location is valid. This IE indicates the SFN at which the UE timing of cell frames is captured.
	

	>GPS reference time only
	
	
	
	
	

	>>GPS TOW msec
	MP
	
	Integer(0..6.048*108-1)
	GPS Time of Week in milliseconds (rounded down to the nearest millisecond unit).
	

	UE Positioning GPS ReferenceTime Uncertainty
	OP
	
	UE positioning GPS reference time uncertainty 10.3.7.96a
	
	REL-7

	Measurement Parameters
	MP
	1 to <maxSat>
	
	
	

	>Satellite ID
	MP
	
	Enumerated(0..63)
	Identifies the satellite and is equal to (SV ID No - 1) where SV ID No is defined in [12].
	

	>C/No
	MP
	
	Integer(0..63)
	the estimate of the carrier-to-noise ratio of the received signal from the particular satellite used in the measurement. It is given in units of dB-Hz (typical levels will be in the range of 20 – 50 dB-Hz).
	

	>Doppler
	MP
	
	Integer(-32768..32768)
	Hz, scale factor 0.2.
	

	>Whole GPS Chips
	MP
	
	Integer(0..1022)
	Unit in GPS chips.

Whole value of the UE GPS code-phase measurement, where increasing binary values of the field signify increasing measured pseudoranges.The UE GPS code-phase measurement is divided into the fields “Whole GPS Chips” and “Fractional GPS Chips”.
	

	>Fractional GPS Chips
	MP
	
	Integer(0..(210-1))
	Scale factor 2-10

Fractional value of the UE GPS code-phase measurement.
	

	>Multipath Indicator
	MP
	
	Enumerated(NM, low, medium, high)
	Note 1.
	

	>Pseudorange RMS Error
	MP
	
	Enumerated(range index 0..range index 63)
	Note 2.
	


NOTE 1:
The following table gives the mapping of the multipath indicator field.

	Value
	Multipath Indication

	NM
	Not measured

	Low
	MP error < 5m

	Medium
	5m < MP error < 43m

	High
	MP error > 43m


NOTE 2:
The following table gives the bitmapping of the Pseudorange RMS Error field.

	Range Index
	Mantissa
	Exponent
	Floating-Point value, xi
	Pseudorange value, P

	0
	000
	000
	0.5
	P < 0.5

	1
	001
	000
	0.5625
	0.5 <= P < 0.5625

	I
	X
	Y
	0.5 * (1 + x/8) * 2y
	xi-1 <= P < xi

	62
	110
	111
	112
	104 <= P < 112

	63
	111
	111
	--
	112 <= P


10.3.7.93a

UE positioning GANSS measured results
	Information Element/Group name
	Need
	Multi
	Type and Reference
	Semantics description
	Version

	CHOICE Reference Time
	MP
	
	
	
	REL-7

	>UTRAN reference time
	
	
	
	
	REL-7

	>>UE GANSS timing of cell frames 
	MP
	
	Integer(0.. 86399999999750 by step of 250)
	GANSS Time of Day in ns
	REL-7

	>>GANSS Time Id
	OP
	
	INTEGER (0..7)
	Absence means Galileo.

For coding description see NOTE 2.
	

	>>GANSS TOD Uncertainty
	OP
	
	Integer(0..127)
	Coding as in 10.3.7.96a
	REL-7

	>>CHOICE mode
	MP
	
	
	
	REL-7

	>>>FDD
	
	
	
	
	REL-7

	>>>>Primary CPICH Info
	MP
	
	Primary CPICH Info 10.3.6.60
	Identifies the reference cell for the GANSS TOD-SFN relationship.
	REL-7

	>>>TDD
	
	
	
	
	REL-7

	>>>>cell parameters id
	MP
	
	Cell parameters id 10.3.6.9
	Identifies the reference cell for the GANSS TOD-SFN relationship.
	REL-7

	>>Reference SFN
	MP
	
	Integer(0..4095)
	The SFN for which the location is valid. This IE indicates the SFN at which the UE timing of cell frames is captured.
	REL-7

	>GANSS reference time only
	
	
	
	
	REL-7

	>>GANSS Time Id
	OP
	
	INTEGER (0..7)
	Absence means Galileo.

For coding description see NOTE 2.
	

	>>GANSS TOD msec
	MP
	
	Integer(0..3599999)
	GANSS Time of Day (modulo 1 hour) in milliseconds (rounded down to the nearest millisecond unit).
	REL-7

	>>GANSS TOD Uncertainty
	OP
	
	Integer(0..127)
	Coding as in 10.3.7.96a
	REL-7

	GANSS Generic Measurement Information
	MP
	1 to <maxGANSS>
	
	
	REL-7

	>GANSS ID
	OP
	
	Integer(0..7)
	Absence of this IE means Galileo.

For coding description, see Note 1 in 10.3.7.90b.
	REL-7

	>GANSS Signal Measurement Information
	MP
	1 to <maxSgnType>
	
	
	REL-7

	>>GANSS Signal ID
	OP
	
	GANSS Signal Id 10.3.3.45a
	Absence of this field means the default value as defined in 10.3.3.45a for the GANSS identified by GANSS_ID.
	REL-7

	>>GANSS Code Phase Ambiguity
	OP
	
	Integer (0..31)
	The "GANSS Code Phase Ambiguity" field gives the ambiguity of the code phase measurement. It is given in ms and is an integer between 0 and 31. The Total Code Phase for a satellite k (Satk) is given modulo this "GANSS Code Phase Ambiguity" and is reconstructed with:

Code_Phase_Tot(Satk) = Code_Phase (Satk)+ Integer Code Phase(Satk)

If there is no code phase ambiguity, the "GANSS Code Phase Ambiguity" shall be set to 0.

The field is optional. If "GANSS Code Phase Ambiguity” and “GANSS Code Phase Ambiguity Extension” is absent, the default value is 1ms.
	REL-7

	>>GANSS Code Phase Ambiguity Extension
	OP
	
	Integer(32..127)
	If the total GANSS code phase ambiguity is greater than 31 ms, then this field shall be used. The definition is the same as for the "GANSS Code Phase Ambiguity" field except the value range is from 32 to 127 ms.
	REL-8

	>>GANSS Measurement Parameters
	MP
	1 to <maxGANSSSat>
	
	
	REL-7

	>>>Satellite ID
	MP
	
	Integer (0..63)
	Identifies the satellite and is  as defined in Note 2 of 10.3.7.88b.
	REL-7

	>>>C/No
	MP
	
	Integer(0..63)
	The estimate of the carrier-to-noise ratio of the received signal from the particular satellite used in the measurement. It is given in units of dB-Hz (typical levels will be in the range of 20 – 50 dB-Hz).
	REL-7

	>>>Multipath Indicator
	MP
	
	Enumerated(NM, low, medium, high)
	Coding as in 10.3.7.93
	REL-7

	>>>Carrier Quality Indicaton
	OP
	
	Bit string(2)
	Note 1
	REL-7

	>>>GANSS Code Phase
	MP
	
	Integer(0..221-1)
	Scale factor 2-21 

Code phase for the particular satellite signal at the time of measurement in the units of milliseconds. Increasing binary values of the field signify increasing measured pseudoranges. GNSS specific code phase measurements (e.g. chips) are converted into unit of ms by dividing the measurements by the nominal values of the measured signal chipping rate.
	REL-7

	>>>GANSS Integer Code Phase
	OP
	
	Integer(0..63)
	In ms

Indicates the integer millisecond part of the code phase, that is expressed modulo the GANSS Code Phase Ambiguity.
	REL-7

	>>>GANSS Integer Code Phase Extension
	OP
	
	Integer(64..127)
	If the total GANSS integer code phase is greater than 63 ms, then this field shall be used. The definition is the same as for the GANSS Integer Code Phase field except the value range is from 64 to 127 ms.
	REL-8

	>>>Code Phase RMS Error
	MP
	
	Enumerated(range index 0..range index 63)
	Coding as in Note 2 of 10.3.7.93
	REL-7

	>>>Doppler
	MP
	
	Integer(-32768..32767)
	m/s, scale factor 0.04. Doppler measured by the UE for the particular satellite signal
	REL-7

	>>>ADR
	OP
	
	Integer(0..33554431)
	Meters, scale factor 2-10

ADR measurement measured by the UE for the particular satellite signal.
	REL-7


NOTE 1:
Coding of Carrier quality indication:

	MSB
	LSB
	Explanation

	0
	
	Carrier phase not continuous

	1
	
	Carrier phase continuous

	
	0
	Data direct

	
	1
	Data Inverted


NOTE 2:
Coding of GANSS Time Id:

	Value of GANSS Time id
	Explanation
	Version

	0
	GPS system time
	REL-8

	1
	QZSS system time
	

	2
	GLONASS system time
	

	3
	BDS system time
	REL-12

	4-7
	Reserved
	


10.3.7.94
UE positioning GPS navigation model
This IE contain information required to manage the transfer of precise navigation data to the GPS-capable UE.

	Information Element/Group name
	Need
	Multi
	Type and Reference
	Semantics description

	Satellite information
	MP
	1 to <maxSat>
	
	

	>SatID
	MP
	
	Enumerated(0..63)
	Identifies the satellite and is equal to (SV ID No - 1) where SV ID No is defined in [12].

	>Satellite Status
	MP
	
	Enumerated(NS_NN,

ES_SN,

ES_NN,

REVD)
	NOTE

	>GPS Ephemeris and Clock Correction parameters
	CV-Satellite status
	
	UE positioning GPS Ephemeris and Clock Correction parameters 10.3.7.91a
	


NOTE:
The UE shall interpret enumerated symbols as follows.

	Value
	Indication

	NS_NN
	New satellite, new Navigation Model

	ES_SN 
	Existing satellite, same Navigation Model

	ES_NN
	Existing satellite, new Navigation Model

	REVD
	Reserved


	Condition
	Explanation

	Satellite status
	The IE is not needed if the IE "Satellite status" is ES_SN and mandatory present otherwise.


10.3.7.94a

UE positioning GANSS navigation model
This IE contains information required to manage the transfer of precise navigation data to the GANSS-capable UE.

	Information Element/Group name
	Need
	Multi
	Type and Reference
	Semantics description
	Version

	Non-Broadcast Indication
	OP
	
	Enumerated (TRUE)
	If this IE is present, GANSS navigation model is not derived from satellite broadcast
	REL-7

	Satellite information
	MP
	1 to <maxGANSSSat>
	
	
	REL-7

	>SatID
	MP
	
	Integer (0..63)
	Identifies the satellite and is as defined in Note 2 of 10.3.7.88b.
	REL-7

	>SV Health
	MP
	
	Bit string(5)
	NOTE
	REL-7

	>IOD
	MP
	
	Bit string(10)
	
	REL-7

	>GANSS Clock Model
	MP
	
	UE positioning GANSS clock model 10.3.7.91d
	
	REL-7

	> GANSS Orbit Model
	MP
	
	UE positioning GANSS orbit model 10.3.7.91c
	
	REL-7


NOTE:
The Health values are GNSS specific. For Galileo, the UE shall interpret bit string as follows:

	Parameter
	Bit
	Type
	Explanation

	E5a Data Validity Status
	0
	Boolean
	

	E5b Data Validity Status
	1
	Boolean
	

	E1-B Data Validity Status
	2
	Boolean
	

	E5a Signal Health Status
	3-4
	Bit string
	See [61], Table 67


10.3.7.94b

UE positioning GANSS additional navigation models
This IE contains information required to manage the transfer of precise navigation data to the GANSS-capable UE.

	Information Element/Group name
	Need
	Multi
	Type and Reference
	Semantics description
	Version

	Non-Broadcast Indication
	OP
	
	Enumerated (TRUE)
	If this IE is present, GANSS navigation model is not derived from satellite broadcast
	REL-8

	Satellite information
	MP
	1 to <maxGANSSSat>
	
	
	REL-8

	>SatID
	MP
	
	Integer (0..63)
	Identifies the satellite and is as defined in Note 2 of 10.3.7.88b.
	REL-8

	>SV Health
	MP
	
	Bit string(6)
	NOTE 1
	REL-8

	>IOD
	MP
	
	Bit string(11)
	NOTE 2
	REL-8

	>GANSS additional clock models
	MP
	
	UE positioning GANSS additional clock models 10.3.7.91f
	
	REL-8

	>GANSS additional orbit models
	MP
	
	UE positioning GANSS additional orbit models 10.3.7.91e
	
	REL-8


NOTE 1:
The SV Health values are GNSS specific as identified by the GANSS ID :

	GANSS
	SV Health Bit String(6)

	
	Bit 1 (MSB)
	Bit 2
	Bit 3
	Bit 4
	Bit 5
	Bit 6 (LSB)

	Modernized GPS
	L1C Health

[70]
	L1 Health [68,69]
	L2 Health

[68,69]
	L5 Health [68,69]
	‘0’

(reserved)
	‘0’

(reserved)

	SBAS
	Ranging On (0), Off(1) [71]
	Corrections On (0), Off (1) [71]
	Integrity On (0), Off(1) [71]
	‘0’

(reserved)
	‘0’

(reserved)
	‘0’

(reserved)

	QZSS

QZS-L1
	SV Health [72]

	QZSS

QZS-L1C/L2C/L5
	L1C Health

[72]
	L1 Health

[72]
	L2 Health

[72]
	L5 Health

[72]
	‘0’

(reserved)
	‘0’

(reserved)

	GLONASS
	Bn (MSB)

[73, page 23]
	FT [73, Table 4.4]
	‘0’

(reserved)

	BDS
	B1I Health (SatH1) [XX]
	‘0’

(reserved)
	‘0’

(reserved)
	‘0’

(reserved)
	‘0’

(reserved)
	‘0’

(reserved)


NOTE 2:
The IOD values are GNSS specific as identified by the GANSS ID :

	GANSS
	IOD Bit String(11)

	
	Bit 1

(MSB)
	Bit 2
	Bit 3
	Bit 4
	Bit 5
	Bit 6
	Bit 7
	Bit 8
	Bit 9
	Bit 10
	Bit 11

(LSB)

	Modernized GPS
	toe (seconds, scale factor 300, range 0 – 604500) [68, 69, 70]

	SBAS
	‘0’
	‘0’
	‘0’
	Issue of Data ([71], Message Type 9)

	QZSS QZS-L1
	‘0’
	Issue of Data, Clock [72]

	QZSS

QZS-L1C/L2C/L5
	toe (seconds, scale factor 300, range 0 – 604500) [72]

	GLONASS
	‘0’
	‘0’
	‘0’
	‘0’
	tb (minutes, scale factor 15, range 0 – 1425) [73]

	BDS
	‘0’
	Issue of data, clock (IODC) [XX]
	Issue of data, ephemeris (IODE) [XX]


10.3.7.95
UE positioning GPS real-time integrity
This IE contains parameters that describe the real-time status of the GPS constellation.

	Information Element/Group name
	Need
	Multi
	Type and Reference
	Semantics description

	Satellite information
	MP
	1 to <maxSat>
	
	

	>BadSatID
	MP
	
	Enumerated(0..63)
	Identifies the satellite and is equal to (SV ID No - 1) where SV ID No is defined in [12].


10.3.7.95a
Void
10.3.7.95b

UE positioning GANSS real-time integrity

This IE contains parameters that describe the real-time status of the GANSS constellation.

	Information Element/Group name
	Need
	Multi
	Type and Reference
	Semantics description
	Version

	Satellite information
	MP
	1 to <maxGANSSSat>
	
	
	REL-7

	>Bad GANSS SatID
	MP
	
	Integer (0..63)
	Identifies the satellite and is as defined in Note 2 of 10.3.7.88b.
	REL-7

	>Bad GANSS Signal ID
	OP
	
	Bit string (8)
	Absence of this IE means that all signals of the specific SV are bad.  NOTE
	REL-7


NOTE:
Coding of Bad GANSS Signal ID
	GNSS
	Bit
	Explanation
	Version

	Galileo
	1
	E1
	REL-7

	
	2
	E5A
	

	
	3
	E5B
	

	
	4
	E6
	

	
	5
	E5A + E5B
	

	
	6-8
	Spare
	

	Modernized GPS
	1
	L1C
	REL-8

	
	2
	L2C
	

	
	3
	L5
	

	
	4-8
	Spare
	

	SBAS
	1
	L1
	

	
	2-8
	Spare
	

	QZSS
	1
	QZS-L1
	

	
	2
	QZS-L1C
	

	
	3
	QZS-L2C
	

	
	4
	QZS-L5
	

	
	5-8
	Spare
	

	GLONASS
	1
	G1
	

	
	2
	G2
	

	
	3
	G3
	

	
	4-8
	Spare
	

	BDS
	1
	B1I
	REL-12

	
	2-8
	Spare
	


10.3.7.96
UE positioning GPS reference time
	Information Element/Group name
	Need
	Multi
	Type and Reference
	Semantics description
	Version

	GPS Week
	MP
	
	Integer(0..1023)
	
	

	GPS Week Cycle Number
	OP
	
	Integer(0..7)
	This field  provides the number of 1024 GPS week cycles occurred since the GPS zero time-point (midnight of the night of January 5, 1980/morning of January 6, 1980). The first 1024 GPS weeks since the zero time-point is GPS Week Cycle Number 0.
	REL-10

	GPS TOW msec
	MP
	
	Integer(0..6.048*108-1)
	GPS Time of Week in milliseconds (rounded down to the nearest millisecond unit).
	

	UTRAN GPS reference time
	OP
	
	
	
	

	>UTRAN GPS timing of cell frames
	MP
	
	Integer(0.. 2322431999999)
	UTRAN GPS timing of cell frames in steps of 1 chip
	

	>CHOICE mode
	OP
	
	
	
	

	>>FDD
	
	
	
	
	

	>>>Primary CPICH Info
	MP
	
	Primary CPICH Info 10.3.6.60
	Identifies the reference cell for the GPS TOW-SFN relationship
	

	>>TDD
	
	
	
	
	

	>>>cell parameters id 
	MP
	
	Cell parameters id 10.3.6.9 
	Identifies the reference cell for the GPS TOW-SFN relationship
	

	>SFN
	MP
	
	Integer(0..4095)
	The SFN which the UTRAN GPS timing of cell frames time stamps.
	

	UE Positioning GPS ReferenceTime Uncertainty
	OP
	
	UE positioning GPS reference time uncertainty 10.3.7.96a
	NOTE 1
	REL-7

	SFN-TOW Uncertainty
	OP
	
	Enumerated (lessThan10, moreThan10)
	This field indicates the uncertainty of the relation GPS TOW/SFN. lessThan10 means the relation is accurate to at least 10 ms. NOTE 1
	

	TUTRAN-GPS drift rate
	OP
	
	Integer (0, 1, 2, 5, 10, 15, 25, 50, -1, -2, -5, -10, -15, -25, -50)
	in 1/256 chips per sec.
	

	GPS TOW Assist
	OP
	1 to <maxSat>
	
	
	

	>SatID
	MP
	
	Enumerated(0..63)
	Identifies the satellite and is equal to (SV ID No - 1) where SV ID No is defined in [12].
	

	>TLM Message
	MP
	
	Bit string(14)
	
	

	>TLM Reserved
	MP
	
	Bit string(2)
	
	

	>Alert
	MP
	
	Boolean
	
	

	>Anti-Spoof 
	MP
	
	Boolean


	
	

	NOTE 1:
If the IE "UE Positioning GPS ReferenceTime Uncertainty" is present, the IE "SFN-TOW Uncertainty" is not needed and shall be ignored.


10.3.7.96o

UE positioning GANSS reference time
	Information Element/Group name
	Need
	Multi
	Type and Reference
	Semantics description
	Version

	GANSS Day
	OP
	
	Integer(0..8191)
	The sequential number of days from the origin of the GNSS system time indicated by GANSS Time ID modulo 8192 days (about 22 years). NOTE.
	REL-7

	GANSS Day Cycle Number
	OP
	
	Integer(0..7)
	This field  provides the number of 8192 day cycles occurred since the GANSS zero time-point defined in NOTE below. The first 8192 GANSS days since the zero time-point is GANSS Day Cycle Number 0. When this field is included, the GANSS Day field shall be included as well.
	REL-10

	GANSS TOD
	MP
	
	Integer(0..86399)
	GANSS Time of Day in seconds
	REL-7

	GANSS TOD Uncertainty
	OP
	
	Integer(0..127)
	Coding as in subclause 10.3.7.96a
	REL-7

	GANSS Time ID
	OP
	
	Integer (0..7)
	Absense of this IE means Galileo, values 0-7 are reserved for future use
	REL-7

	
	
	
	
	Absense of this IE means Galileo,

For coding description see NOTE 2 in 10.3.7.93a.
	REL-8

	UTRAN GANSS reference time
	OP
	
	
	
	REL-7

	>UTRAN GANSS timing of cell frames
	MP
	
	Integer(0.. 999999750 by step of 250)
	UTRAN GANSS timing of cell frames in steps of 250 ns. Indicates sub-second part of GANSS TOD
	REL-7

	>CHOICE mode
	MP
	
	
	
	REL-7

	>>FDD
	
	
	
	
	REL-7

	>>>Primary CPICH Info
	MP
	
	Primary CPICH Info 10.3.6.60
	Identifies the reference cell for the GANSS TOD-SFN relationship
	REL-7

	>>TDD
	
	
	
	
	REL-7

	>>>cell parameters id 
	MP
	
	Cell parameters id 10.3.6.9 
	Identifies the reference cell for the GANSS TOD-SFN relationship
	REL-7

	>SFN
	MP
	
	Integer(0..4095)
	The SFN which the UTRAN GANSS timing of cell frames time stamps.
	REL-7

	TUTRAN-GANSS drift rate
	OP
	
	ENUMERATED (0, 1, 2, 5, 10, 15, 25, 50, -1, -2, -5, -10, -15, -25, -50)
	in 1/256 chips per sec.

One spare value needed.
	REL-7


NOTE: 
Definition of GNSS system time origin:

	GANSS
	GNSS System Time Origin

	Galileo System Time
	August 22, 1999; 00:00:00 UTC(BIPM)

	GPS System Time
	January 6, 1980; 00:00:00 UTC(USNO)

	QZSS System Time
	January 6, 1980; 00:00:00 UTC(USNO)

	GLONASS System Time
	January 1, 1996; 03:00:00 UTC(RU)

	BDS System Time
	January 1, 2006; 00:00:00 UTC(NTSC)


10.3.7.96a
UE positioning GPS reference time uncertainty
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	UE Positioning GPS Reference Time Uncertainty
	MP
	
	Integer (0..127)
	This element provides the accuracy of the provided GPS time, or alternatively the accuracy of the provided relation between GPS and UTRAN time. If "GPS TOW" is the provided GPS time, or alternatively the GPS time corresponding to the UTRAN time provided, then the true GPS time lies in the interval ["GPS TOW" ( "GPS Reference Time Uncertainty", "GPS TOW" + "GPS Reference Time Uncertainty"].

The uncertainty r, expressed in microseconds, is mapped to a number K with the following formula:

r = C*(((1+x)K)-1)

with C = 0.0022 and x = 0.18. 

To encode any higher value of the uncertainty than that corresponding to K=127 in the formula above, or to indicate an undefined value of the "GPS TOW", the same value, K=127, shall be used.
	REL-7


NOTE:
This IE is not needed in the SRNS RELOCATION INFO message.
10.3.7.97
UE positioning GPS UTC model
The UTC Model field contains a set of parameters needed to relate GPS time to Universal Time Coordinate (UTC).

	Information Element/Group name
	Need
	Multi
	Type and Reference
	Semantics description

	A1
	MP
	
	Bit string(24)
	sec/sec [12]

	A0
	MP
	
	Bit string(32)
	seconds [12]

	tot
	MP
	
	Bit string(8)
	seconds [12]

	WNt
	MP
	
	Bit string(8)
	weeks [12]

	(tLS
	MP
	
	Bit string(8)
	seconds [12]

	WNLSF
	MP
	
	Bit string(8)
	weeks [12]

	DN
	MP
	
	Bit string(8)
	days [12]

	(tLSF
	MP
	
	Bit string(8)
	seconds [12]


10.3.7.97a

UE positioning GANSS time model
The GANSS time model field contains a set of parameters needed to relate GANSS time for the GANSS indicated by "GANSS ID" to selected time reference indicated by "GNSS_TO_ID".

	Information Element/Group name
	Need
	Multi
	Type and Reference
	Semantics description
	Version

	GANSS Time  Model Reference Time
	MP
	
	Integer(0..604784 by step of 16)
	GANSS reference time of week for GANSS Time Model, given in GNSS specific system time, with a 16s scale factor.
	REL-7

	TA0
	MP
	
	Integer (-2147483648 .. 2147483647)
	Seconds, scale factor 2-35
	REL-7

	TA1
	OP
	
	Integer (-8388608 .. 8388607)
	sec/sec, scale factor 2-51
	REL-7

	TA2
	OP
	
	Integer (-64 .. 63)
	sec/sec2 , scale factor 2-68
	REL-7

	GNSS_TO_ID
	MP
	
	Enumerated (GPS,
	GNSS Time Offset ID

Seven spare values needed.
	REL-7

	
	
	
	Galileo, QZSS, GLONASS,
	GNSS Time Offset ID

Four spare values needed.
	REL-8

	
	
	
	BDS)
	GNSS Time Offset ID

Three spare values needed.
	REL-12

	Week Number
	OP
	
	Integer(0..8191)
	Reference week of GANSS Time Model given in GNSS specific system time
	REL-7

	Delta_T
	OP
	
	Integer(-128..127)
	This field specifies the integer seconds of the GNSS-GNSS Time Offset.

Scale factor 1 second.
	REL-10


10.3.7.97b

UE positioning GANSS data bit assistance
This element provides data bit assistance data for specific satellite signals for data wipe-off.
	Information Element/Group name
	Need
	Multi
	Type and Reference
	Semantics description
	Version

	GANSS TOD
	MP
	
	Integer(0..59)
	Refererence time (modulo 1 minute) of the first bit of the data in IE “Data Bits”, in seconds
	REL-7

	Data Bit Assistance List
	MP
	1 to <maxGANSSSat>
	
	The following fields are present N_Sat times, with 1 ≤ N_Sat ≤ maxGANSSSat
	REL-7

	>Satellite ID
	MP
	
	Integer (0..63)
	Identifies the satellite and is as defined in Note 2 of 10.3.7.88b.
	REL-7

	>Data bit assistance Sgn List
	MP
	1 to <maxSgnType>
	
	The following fields are present N_Sgn times, with 1 ≤ N_Sgn ≤ maxSgnType
	REL-7

	>>GANSS Signal ID
	MP
	
	GANSS Signal ID 10.3.3.45a
	
	REL-7

	>>Data Bits
	MP
	
	Bit string (1..1024)
	Raw data bits as transmitted from a specific satellite at the time indicated by GANSS_TOD.

In case of Galileo, it contains the FEC encoded and interleaved modulation symbols. The logical levels 1 and 0 correspond to signal levels -1 and +1, respectively.

N_BIT is the actual number of elements in Data bits: 1 ≤ N_BIT ≤ 1024.
	REL-7

	
	
	
	
	In case of Modernized GPS L1C, it contains the encoded and interleaved modulation symbols as defined in [70] section 3.2.3.1.

In case of Modernized GPS L2C, it contains either the NAV data modulation bits, the FEC encoded NAV data modulation symbols, or the FEC encoded CNAV data modulation symbols, dependent on the current signal configuration of this satellite as defined in [68, Table 3-III].

In case of Modernized GPS L5, it contains the FEC encoded CNAV data modulation symbols as defined in [69].

In case of SBAS, it contains the FEC encoded data modulation symbols as defined in [71].

In case of QZSS QZS-L1, it contains the NAV data modulation bits as defined in [72] section 5.2. In case of QZSS QZS-L1C, it contains the encoded and interleaved modulation symbols as defined in [72] section 5.3. In case of QZSS QZS-L2C, it contains the encoded modulation symbols as defined in [72] section 5.5. In case of QZSS QZS-L5, it contains the encoded modulation symbols as defined in [72] section 5.6. 

In case of GLONASS, it contains the 100 sps differentially Manchester encoded modulation symbols as defined in [73] section 3.3.2.2.
	REL-8

	
	
	
	
	In case of BDS, it contains the encoded and interleaved modulation symbols as defined in [XX] section 5.1.3.
	REL-12


10.3.7.97c
UE positioning GANSS UTC model
The UTC Model field contains a set of parameters needed to relate GANSS time to Universal Time Coordinate (UTC).

	Information Element/Group name
	Need
	Multi
	Type and Reference
	Semantics description

	A1
	MP
	
	Bit string(24)
	

	A0
	MP
	
	Bit string(32)
	

	tot
	MP
	
	Bit string(8)
	

	(tLS
	MP
	
	Bit string(8)
	

	WNt
	MP
	
	Bit string(8)
	

	WNLSF
	MP
	
	Bit string(8)
	

	DN
	MP
	
	Bit string(8)
	

	(tLSF
	MP
	
	Bit string(8)
	


For a GANSS Id referring to Galileo, the definition and the unit of the elements are provided in [61].

10.3.7.97d
UE positioning GANSS additional UTC models
This element contains contains several sets of parameters needed to relate GNSS system time to Universal Time Coordinate (UTC), as defined in [68, 69, 70, 71, 72, 73]. Only one parameter set can be included in one UE positioning GANSS additional UTC models and which set of parameters to include depends on the GANSS-ID and UE capabilities.

The UTC time standard, UTC(k), is GNSS specific. E.g., if GANSS ID indicates QZSS, UE positioning GANSS additional UTC models contains a set of parameters needed to relate QZST to UTC(NICT). If GANSS ID indicates Modernized GPS, UE positioning GANSS additional UTC models contains a set of parameters needed to relate GPS system time to UTC(USNO). If GANSS ID indicates GLONASS, UE positioning GANSS additional UTC models contains a set of parameters needed to relate GLONASS system time to UTC(RU). If GANSS ID indicates SBAS, UE positioning GANSS additional UTC models contains a set of pameters needed to relate SBAS network time for the SBAS indicated by SBAS ID to the UTC standard defined by the UTC Standard ID. If GANSS ID indicates BDS, UE positioning GANSS additional UTC models contains a set of parameters needed to relate BDS system time to UTC (NTSC).
	Information Element/Group name
	Need
	Multi
	Type and Reference
	Semantics description
	Version

	Model-1
	OP
	
	
	NOTE
	REL-8

	>A0-n
	MP
	
	Bit String(16)
	Bias coefficient of GNSS time scale relative to UTC time scale

(seconds) [68,69,70,72]
	REL-8

	>A1-n
	MP
	
	Bit String(13)
	Drift coefficient of GNSS time scale relative to UTC time scale

(sec/sec) [68,69,70,72]
	REL-8

	>A2-n
	MP
	
	Bit String(7)
	Drift rate correction coefficient of GNSS time scale relative to UTC time scale

(sec/sec2) [68,69,70,72]
	REL-8

	>(tLS
	MP
	
	Bit String(8)
	Current or past leap second count

(seconds) [68,69,70,72]
	REL-8

	>tot
	MP
	
	Bit String(16)
	Time data reference time of week

(seconds) [68,69,70,72]
	REL-8

	>WNot
	MP
	
	Bit String(13)
	Time data reference week number

(weeks) [68,69,70,72]
	REL-8

	>WNLSF
	MP
	
	Bit String(8)
	Leap second reference week number

(weeks) [68,69,70,72]
	REL-8

	>DN
	MP
	
	Bit String(4)
	Leap second reference day number 

(days) [68,69,70,72]
	REL-8

	>(tLSF
	MP
	
	Bit String(8)
	Current or future leap second count

(seconds) [68,69,70,72]
	REL-8

	Model-2
	OP
	
	
	NOTE
	REL-8

	>NA
	MP
	
	Bit String(11)
	Callendar day number within four-year period beginning since the leap year

(days) [73]
	REL-8

	c
	MP
	
	Bit String(32)
	GLONASS time scale correction to UTC(SU)

(seconds) [73]
	REL-8

	>Delta UT1
	OP
	
	
	
	

	>>B1
	MP
	
	Bit String(11)
	Coefficient to determine UT1

(seconds) [73]
	REL-8

	>>B2
	MP
	
	Bit String(10)
	Coefficient to determine UT1

(seconds/msd) [73]
	REL-8

	>KP
	OP
	
	Bit String(2)
	Notification of expected leap second correction

(dimensionless) [73]
	REL-8

	Model-3
	OP
	
	
	NOTE
	REL-8

	>A1WNT
	MP
	
	Bit String(24)
	sec/sec

([71], Message Type 12)
	REL-8

	>A0WNT
	MP
	
	Bit String(32)
	seconds 

([71], Message Type 12)
	REL-8

	>tot
	MP
	
	Bit String(8)
	seconds

([71], Message Type 12)
	REL-8

	>WNt
	MP
	
	Bit String(8)
	weeks

([71], Message Type 12)
	REL-8

	>(tLS
	MP
	
	Bit String(8)
	seconds

([71], Message Type 12)
	REL-8

	>WNLSF
	MP
	
	Bit String(8)
	weeks

([71], Message Type 12)
	REL-8

	>DN
	MP
	
	Bit String(8)
	days

([71], Message Type 12)
	REL-8

	>(tLSF
	MP
	
	Bit String(8)
	seconds

([71], Message Type 12)
	REL-8

	>UTC Standard ID
	MP
	
	Bit String(3)
	dimensionless

NOTE 1
	REL-8

	Model-4
	OP
	
	
	NOTE
	REL-12

	>A0UTC
	MP
	
	Bit String (32)
	Seconds [XX]
	REL-12

	>A1UTC
	MP
	
	Bit String (24)
	sec/sec [XX]
	REL-12

	>(tLS
	MP
	
	Bit String (8)
	Seconds [XX]
	REL-12

	>WNLSF
	MP
	
	Bit String (8)
	Weeks [XX]
	REL-12

	>DN
	MP
	
	Bit String (8)
	Days [XX]
	REL-12

	>(tLSF
	MP
	
	Bit String (8)
	Seconds [XX]
	REL-12


NOTE:
This IE shall contain exactly one of the optional fiels indicated by "NOTE".

NOTE 1:
Coding of UTC Standard ID:

	Value of UTC Standard ID
	UTC Standard

	0
	UTC as operated by the Communications Research Laboratory (CRL), Tokyo, Japan

	1
	UTC as operated by the National Institute of Standards and Technology (NIST)

	2
	UTC as operated by the U. S. Naval Observatory (USNO)

	3
	UTC as operated by the International Bureau of Weights and Measures (BIPM)

	4-7
	Reserved for future definition


10.3.7.97e
UE positioning GANSS SBAS ID
	Information Element/Group name
	Need
	Multi
	Type and Reference
	Semantics description
	Version

	SBAS ID
	MP
	
	Enumerated(

WAAS, 

EGNOS,

MSAS,

GAGAN)
	Four spare values are needed.
	REL-8


10.3.7.97f
UE positioning GANSS auxiliary information

	Information Element/Group name
	Need
	Multi
	Type and Reference
	Semantics description
	Version

	CHOICE GANSS-ID
	
	
	
	
	REL-8

	>GANSS-ID-1
	
	
	
	This choice may only be present if GANSS ID indicated “Modernized GPS”
	REL-8

	>>Aux Info List
	MP
	1 to <maxGANSSSat>
	
	
	REL-8

	>>>Sat ID
	MP
	
	Integer(0..63)
	Identifies the satellite and is as defined in Note 2 of 10.3.7.88b.
	REL-8

	>>>Signals Available
	MP
	
	Bit String(8)
	This field indicates the ranging signals supported by the satellite indicated by Sat ID. This field is given as a bit string as shown in NOTE 1 for Modernized GPS. If a bit is set to ‘1’ it indicates that the satellite identified by Sat ID transmits ranging signals according to the signal correspondence in NOTE 1. If a bit is set to ‘0’ it indicates that the corresponding signal is not supported on the satellite identified by Sat ID
	REL-8

	>GANSS-ID-3
	
	
	
	This choice may be present if GANSS ID indicated “GLONASS”
	REL-8

	>>Aux Info List
	MP
	1 to <maxGANSSSat>
	
	
	REL-8

	>>>Sat ID
	MP
	
	Integer(0..63)
	Identifies the satellite and is as defined in Note 2 of 10.3.7.88b.
	REL-8

	>>>Signals Available
	MP
	
	Bit String(8)
	This field indicates the ranging signals supported by the satellite indicated by Sat ID. This field is given as a bit string as shown in NOTE 1 for GLONASS. If a bit is set to ‘1’ it indicates that the satellite identified by Sat ID transmits ranging signals according to the signal correspondence in NOTE 1. If a bit is set to ‘0’ it indicates that the corresponding signal is not supported on the satellite identified by Sat ID.
	REL-8

	>>>Channel Number
	MP
	
	Integer(‑7..13)
	This field indicates the GLONASS carrier frequency number of the satellite identified by Sat ID, as defined in [73].
	REL-8


NOTE 1:
Coding of Signals Available

	GANSS ID
	Signals Avaialble Bit String(8)

	
	Bit 1 (MSB)
	Bit 2
	Bit 3
	Bit 4
	Bit 5
	Bit 6
	Bit 7
	Bit 8 (LSB)

	1

Modernized GPS
	L1C
	L2C
	L5
	‘0’

Spare
	‘0’

Spare
	‘0’

Spare
	‘0’

Spare
	‘0’

Spare

	3

GLONASS
	G1
	G2
	G3
	‘0’

Spare
	‘0’

Spare
	‘0’

Spare
	‘0’

Spare
	‘0’

Spare


------------------------------------------------------- Next change ---------------------------------------------------------------------
10.3.7.109
UE positioning position estimate info
The purpose of this IE is to provide the position estimate from the UE to the network, if the UE is capable of determining its own position.

	Information Element/Group name
	Need
	Multi
	Type and Reference
	Semantics description
	Version

	CHOICE Reference Time
	MP
	
	
	
	

	>UTRAN GPS reference time
	
	
	
	
	

	>>UE GPS timing of cell frames 
	MP
	
	Integer(0.. 37158911999999)
	GPS Time of Week in units of 1/16th UMTS chips according to [19].

33209832177664 spare values are needed.
	

	>>CHOICE mode
	MP
	
	
	
	

	>>>FDD
	
	
	
	
	

	>>>>Primary CPICH Info
	MP
	
	Primary CPICH Info 10.3.6.60
	Identifies the reference cell for the GPS TOW-SFN relationship
	

	>>>TDD
	
	
	
	
	

	>>cell parameters id
	MP
	
	Cell parameters id 10.3.6.9
	Identifies the reference cell for the GPS TOW-SFN relationship.
	

	>>Reference SFN
	MP
	
	Integer(0..4095)
	The SFN for which the location is valid. This IE indicates the SFN at which the UE timing of cell frame is captured.
	

	>GPS reference time only
	
	
	
	
	

	>>GPS TOW msec
	MP
	
	Integer(0..6.048*108-1)
	GPS Time of Week in milliseconds (rounded down to the nearest millisecond unit).
	

	>Cell timing
	
	
	
	
	

	>>SFN
	MP
	
	Integer(0..4095)
	SFN during which the position was calculated.
	

	>>CHOICE mode
	MP
	
	
	
	

	>>>FDD
	
	
	
	
	

	>>>>Primary CPICH Info
	MP
	
	Primary CPICH Info 10.3.6.60
	Identifies the reference cell for SFN
	

	>>>TDD
	
	
	
	
	

	>>cell parameters id
	MP
	
	Cell parameters id 10.3.6.9
	Identifies reference cell for SFN
	

	>UTRAN GANSS reference time
	
	
	
	
	REL-7

	>>UE GANSS timing of cell frames 
	MP
	
	Integer(0.. 86399999999750 by step of 250)
	GANSS Time of Day in ns
	REL-7

	>>GANSS Time ID
	OP
	
	Integer(0..7)
	Absence of this field means Galileo.

For coding description see NOTE 2 in 10.3.7.93a.
	REL-7

	>>GANSS TOD Uncertainty
	OP
	
	Integer(0..127)
	Coding as in 10.3.7.96a
	REL-7

	>>CHOICE mode
	MP
	
	
	
	REL-7

	>>>FDD
	
	
	
	
	REL-7

	>>>>Primary CPICH Info
	MP
	
	Primary CPICH Info 10.3.6.60
	Identifies the reference cell for the GANSS TOD-SFN relationship
	REL-7

	>>>TDD
	
	
	
	
	REL-7

	>>>>cell parameters id
	MP
	
	Cell parameters id 10.3.6.9
	Identifies the reference cell for the GANSS TOD-SFN relationship.
	REL-7

	>>Reference SFN
	MP
	
	Integer(0..4095)
	The SFN for which the location is valid. This IE indicates the SFN at which the UE timing of cell frame is captured.
	REL-7

	>GANSS reference time only
	
	
	
	
	REL-7

	>>GANSS TOD msec
	MP
	
	Integer(0..3599999)
	GANSS Time of Day in milliseconds (rounded down to the nearest millisecond unit).
	REL-7

	>>GANSS Time ID
	OP
	
	Integer(0..7)
	Absence of this field means Galileo.

For coding description see NOTE 2 in 10.3.7.93a.
	REL-7

	CHOICE Position estimate
	MP
	
	
	The position estimate is provided in WGS-84 reference system.
	

	>Ellipsoid Point
	
	
	Ellipsoid Point; 10.3.8.4a
	
	

	>Ellipsoid point with uncertainty circle
	
	
	Ellipsoid point with uncertainty circle 10.3.8.4d
	
	

	>Ellipsoid point with uncertainty ellipse
	
	
	Ellipsoid point with uncertainty ellipse 10.3.8.4e
	
	

	>Ellipsoid point with altitude
	
	
	Ellipsoid point with altitude 10.3.8.4b
	
	

	>Ellipsoid point with altitude and uncertainty ellipsoid
	
	
	Ellipsoid point with altitude and uncertainty ellipsoid 10.3.8.4c
	
	

	Position Data
	MP
	
	Bit string(16)
	For each bit, if set to ‘1’, indicates that respective GNSS or position system was used for position calculation.

Bit 0: OTDOA

bit 1: GPS

bit 2: Galileo

bit 3-15: reserved
	REL-7

	
	
	
	
	bit 3: SBAS

bit 4: Modernized GPS

bit 5: QZSS

bit 6: GLONASS

bit 7-15: reserved
	REL-8

	
	
	
	
	bit 7: BDS
	REL-12

	
	
	
	
	bit 8-15: reserved
	

	CHOICE Velocity estimate
	OP
	
	
	
	REL-7

	>Horizontal Velocity
	
	
	Horizontal Velocity 10.3.8.4h
	
	REL-7

	>Horizontal with Vertical Velocity
	
	
	Horizontal with Vertical Velocity 10.3.8.4i
	
	REL-7

	>Horizontal Velocity with Uncertainty
	
	
	Horizontal Velocity with Uncertainty 10.3.8.4j
	
	REL-7

	>Horizontal with Vertical Velocity and Uncertainty
	
	
	Horizontal with Vertical Velocity and Uncertainty 10.3.8.4k
	
	REL-7

	UE Positioning GPS ReferenceTime Uncertainty
	CV-Tutran-gps
	
	UE positioning GPS reference time uncertainty 10.3.7.96a
	
	REL-7


	Condition
	Explanation

	Tutran-gps
	This IE is optionally present if "UTRAN GPS reference time" is included and not needed otherwise.


------------------------------------------------------- Next change ---------------------------------------------------------------------
10.3.7.111
UE positioning reporting quantity
The purpose of the element is to express the allowed/required location method(s), and to provide information desired QoS.

	Information Element/Group name
	Need
	Multi
	Type and Reference
	Semantics description
	Version

	Method Type
	MP
	
	Enumerated(UE assisted, UE based, UE based is preferred but UE assisted is allowed, UE assisted is preferred but UE based is allowed)
	
	

	Positioning Methods
	MP
	
	Enumerated(OTDOA, GPS, OTDOA or GPS, Cell ID)
	
	

	Response Time
	MP
	
	Integer(1,2,4, 8, 16, 32, 64, 128)
	This IE shall be ignored.
	

	Horizontal Accuracy
	CV-MethodType
	
	Bit string(7)
	The uncertainty is derived from the "uncertainty code" k by

r = 10*(1.1k-1) in meters.
	

	Vertical Accuracy
	CV-MethodType
	
	Bit string(7)
	The uncertainty is derived from the "uncertainty code" k by

r = 45*(1.025k-1) in meters.
	

	GPS timing of Cell wanted
	MP
	
	Boolean
	If TRUE the SRNC wants the UE to report the SFN-GPS timing of the reference cell. This is however optional in the UE.
	

	Multiple Sets
	MP
	
	Boolean
	This IE shall be ignored.
	

	Additional Assistance Data Request
	MP
	
	Boolean
	TRUE indicates that the UE is requested to send the IE "GPS Additional Assistance Data Request" and/or the “IE "GANSS Additional Assistance Data Request" (if the IE “GANSS Positioning Methods” is included) when the IE "UE positioning Error" is present in the UE positioning measured results. FALSE indicates that the UE shall use the assistance data available.
	

	Environment Characterisation
	OP
	
	Enumerated(possibly heavy multipath and NLOS conditions,

no or light multipath and usually LOS conditions,

not defined or mixed environment)


	One spare value is needed.
	

	Velocity Requested
	OP
	
	Enumerated (TRUE)
	If this element is present the UE is requested to send a velocity estimate
	REL-7

	GANSS Positioning Methods
	OP
	
	Bit string(16)
	For each bit, if set to ‘1’, indicates that respective GNSS is allowed.

bit 0: GPS

bit 1: Galileo

bit 2-15: reserved for future GNSSes

Note 1
	REL-7

	
	
	
	
	bit 2: SBAS (WAAS, EGNOS,

         MSAS, GAGAN)

bit 3: Modernized GPS (L1C, 
         L2C, L5)

bit 4: QZSS

bit 5: GLONASS

bit 6-15: reserved for future GNSSes

Note 1
	REL-8

	
	
	
	
	bit 6: BDS

bit 7-15: reserved for future GNSSes

Note 1
	REL-12

	GANSS timing of Cell wanted
	OP
	
	Bit string(8)
	Each bit refers to a GANSS. Bit 0 is for Galileo. Other bits are reserved.

If one bit is set to one the SRNC wants the UE to report the SFN-GANSS timing of the reference cell. This is however optional in the UE.
	REL-7

	
	
	
	
	Bit 1 is for Modernized GPS;

Bit 2 is for QZSS;

Bit 3 is for GLONASS;

Other bits are reserved.

If one bit is set to one the SRNC wants the UE to report the SFN-GANSS timing of the reference cell. This is however optional in the UE. 

If more than one bit is set to one, the UE will select the GANSS among the allowed GANSS for the SFN-GANSS timing of the reference cell in the measurement report.
	Rel-8

	
	
	
	
	Bit 4 is for BDS;

Other bits are reserved.

If one bit is set to one the SRNC wants the UE to report the SFN-GANSS timing of the reference cell. This is however optional in the UE. 

If more than one bit is set to one, the UE will select the GANSS among the allowed GANSS for the SFN-GANSS timing of the reference cell in the measurement report.
	REL-12

	GANSS Carrier-Phase Measurement Requested
	OP
	
	Bit string(8)
	Each bit refers to a GANSS. Bit 0 is for Galileo. Other bits are reserved.

 This is however optional in the UE.
	REL-7

	
	
	
	
	Bit 1 is for SBAS;

Bit 2 is for Modernized GPS;

Bit 3 is for QZSS;

Bit 4 is for GLONASS;

Other bits are reserved.

This is however optional in the UE.
	Rel-8

	
	
	
	
	Bit 5 is for BDS;
Other bits are reserved.

This is however optional in the UE.
	REL-12

	GANSS Multi-frequency Measurement Requested
	OP
	
	Bit String(8)
	Each bit refers to a GANSS. Bit 0 is for Galileo;

Bit 1 is for SBAS;

Bit 2 is for Modernized GPS;

Bit 3 is for QZSS;

Bit 4 is for GLONASS;

Other bits are reserved.

This is however optional in the UE.
	REL-8

	
	
	
	
	Bit 5 is for BDS;

Other bits are reserved.

This is however optional in the UE.
	REL-12


	Condition
	Explanation

	Method Type
	The IE is optional if the IE "Method Type" is "UE assisted"; otherwise it is mandatory present.


NOTE 1:
Bit 0 of this bitmap shall not be the only one set to 1.

------------------------------------------------------- Next change ---------------------------------------------------------------------
10.3.8.18c
SIB type extension2
The SIB type identifies a specific extension system information block.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	SIB type extension2
	MP
	
	Enumerated, see below
	Two spare values are needed
	REL-8


	List of enumerated values
	Version

	System Information Type 19
	REL-8

	System Information Type 15.2ter
	

	System Information Type 20
	

	System Information Type 21
	REL-11

	System Information Type 22
	REL-11

	System Information Type 15.1ter
	REL-12


------------------------------------------------------- Next change ---------------------------------------------------------------------
10.3.10
Multiplicity values and type constraint values
The following table includes constants that are either used as multi bounds (name starting with "max") or as high or low value in a type specification (name starting with "lo" or "hi"). Constants are specified only for values appearing more than once in the RRC specification. In case a constant is related to one or more other constants, an expression is included in the "value" column instead of the actual value.

	Constant
	Explanation
	Value
	Version

	CN information
	
	
	

	maxCNdomains
	Maximum number of CN domains
	4
	

	UTRAN mobility information
	
	
	

	maxRAT
	Maximum number or Radio Access Technologies
	maxOtherRAT + 1
	

	maxOtherRAT
	Maximum number or other Radio Access Technologies
	15
	

	maxURA
	Maximum number of URAs in a cell
	8
	

	maxInterSysMessages
	Maximum number of Inter System Messages
	4
	

	maxRABsetup
	Maximum number of RABs to be established
	16
	

	maxDedicatedCSGFreq
	Maximum number of dedicated CSG frequencies
	4
	REL-8

	UE information
	
	
	

	maxtransactions
	Maximum number of parallel RRC transactions in downlink
	25
	

	maxPDCPalgoType
	Maximum number of PDCP algorithm types
	8
	

	maxMultipleFrequencyBandsFDD
	Maximum number of additional frequency bands broadcasted in SIB5, SIB6, SIB11, SIB11bis, SB12
	8
	REL-10

	maxMultipleFrequencyBandsEUTRA
	Maximum number of additional frequency bands broadcasted in SIB19
	8
	REL-10

	maxFreqBandsFDD
	Maximum number of frequency bands as defined in [21] and treated by RRC
	8
	

	maxFreqBandsFDD2
	Maximum number of frequency bands as defined in [21] and treated by RRC
	22
	REL-6

	maxFreqBandsFDD3
	Maximum number of frequency bands as defined in [21] and treated by RRC
	86
	REL-10

	maxFreqBandsFDD-ext
	Used in asn.1 to signal additional bands maxFreqBandsFDD2 – (maxFreqBandsFDD-1)
	15
	REL-6

	maxFreqBandsFDD-ext2
	Used in asn.1 to signal additional bands maxFreqBandsFDD3 – maxFreqBandsFDD2
	64
	REL-10

	maxFreqBandsFDD-ext3
	Used in asn.1 to signal additional bands maxFreqBandsFDD3 – maxFreqBandsFDD
	78
	REL-10

	maxFreqBandsTDD
	Maximum number of frequency bands supported by the UE as defined in [22]
	4
	

	maxFreqBandsTDD-ext
	Maximum number of frequency bands supported by the UE as defined in [22]
	16
	REL-8

	maxFreqBandsGSM
	Maximum number of frequency bands supported by the UE as defined in [45]
	16
	

	maxFreqBandsEUTRA
	Maximum number of frequency bands supported by the UE as defined in [36.101]
	16
	REL-8

	maxFreqBandsEUTRA-ext
	Maximum number of frequency bands supported by the UE as defined in [36.101]
	48
	REL-11

	maxFreqBandsIndicatorSupport
	Maximum number of frequency bands broadcasted in SIB5/5bis
	2
	REL-10

	maxPage1
	Number of UEs paged in the Paging Type 1 message
	8
	

	maxSystemCapability
	Maximum number of system specific capabilities that can be requested in one message.
	16
	

	MaxURNTIgroup
	Maximum number of U-RNTI groups in one message
	8
	REL-5

	maxCommonHRNTI
	Maximum number of common H-RNTI per cell
	4
	REL-7

	maxERNTIgroup
	Maximum number of common E-RNTI group per cell (1.28 Mcps TDD)
	32
	REL-8

	maxERNTIperGroup
	Maximum number of common E-RNTI in a group (1.28 Mcps TDD)
	2
	REL-8

	RB information
	
	
	

	maxPredefConfig
	Maximum number of predefined configurations
	16
	

	maxRB
	Maximum number of RBs
	32
	

	maxSRBsetup
	Maximum number of signalling RBs to be established 
	8
	

	maxRBperRAB
	Maximum number of RBs per RAB
	8
	

	maxRBallRABs
	Maximum number of non signalling RBs
	27
	

	maxRBperTrCh
	Maximum number of RB per TrCh
	16
	REL-6

	maxRBMuxOptions
	Maximum number of RB multiplexing options
	8
	

	maxLoCHperRLC
	Maximum number of logical channels per RLC entity
	2
	

	maxRLCPDUsizePerLogChan
	Maximum number of RLC PDU sizes per logical channel mapped on E-DCH
	32
	REL-6

	MaxROHC-PacketSizes
	Maximum number of packet sizes that are allowed to be produced by ROHC.
	16
	

	MaxROHC-Profiles
	Maximum number of profiles supported by ROHC on a given RB.
	8
	

	maxRFC 3095-CID
	Maximum number of available CID values per radio bearer
	16384
	REL-5

	TrCH information
	
	
	

	maxCommonQueueID
	Maximum number of common Mac-ehs queues
	2
	REL-7

	maxE-DCHMACdFlow
	Maximum number of E-DCH MAC-d flows
	8
	REL-6

	MaxHProcesses
	Maximum number of H-ARQ processes
	8
	REL-5

	MaxHSDSCH_TB_index
	Maximum number of TB set size configurations for the HS-DSCH.
	64 (FDD and 1.28 MCPS TDD); 512 (3.84 Mcps TDD);

1024 (7.68 Mcps TDD)
	REL-5

	maxMACdPDUSizes
	Maximum number of MAC-d PDU sizes per queue permitted for MAC-hs
	8
	REL-5

	maxTrCH
	Maximum number of transport channels used in one direction (UL or DL)
	32
	

	maxTrCHpreconf
	Maximum number of preconfigured Transport channels, per direction
	16
	

	maxCCTrCH
	Maximum number of CCTrCHs
	8
	

	maxQueueID
	Maximum number of Mac-hs queues
	8
	REL-5

	MaxTF
	Maximum number of different transport formats that can be included in the Transport format set for one transport channel
	32
	

	maxTFC
	Maximum number of Transport Format Combinations
	1024
	

	maxTFCsub
	Maximum number of Transport Format Combinations Subset
	1024
	

	maxSIBperMsg
	Maximum number of complete system information blocks per SYSTEM INFORMATION message
	16
	

	maxSIB
	Maximum number of references to other system information blocks.
	32
	

	maxSIB-FACH
	Maximum number of references to system information blocks on the FACH
	8
	

	PhyCH information
	
	
	

	maxHSSCCHs
	Maximum number of HSSCCH codes that can be assigned to a UE
	4
	REL-5

	maxHS-SCCHLessTrBlk
	Maximum number of HS-DSCH Transport Block Sizes used for HS-SCCH-less operation
	[4]
	REL-7

	maxTDD128Carrier
	The maximum number of carriers for 1.28 Mcps TDD
	6
	REL-7

	maxAC
	Maximum number of access classes
	16
	

	maxASC
	Maximum number of access service classes
	8
	

	maxASCmap
	Maximum number of access class to access service classes mappings
	7
	

	maxASCpersist
	Maximum number of access service classes for which persistence scaling factors are specified
	6
	

	maxPRACH
	Maximum number of PRACHs in a cell
	16
	

	maxEDCHs
	Maximum number of common E-DCH resources in a cell
	32
	REL-8

	maxPRACH_EUL
	Maximum number of PRACH preamble control parameters (for Enhanced Uplink) in a cell
	4
	REL-11

	MaxPRACH_FPACH
	Maximum number of PRACH / FPACH pairs in a cell (1.28 Mcps TDD)
	8
	REL-4

	maxFACHPCH
	Maximum number of FACHs and PCHs mapped onto one secondary CCPCHs
	8
	

	maxRL
	Maximum number of radio links
	8
	

	maxEDCHRL
	Maximum number of E-DCH radio links
	4
	REL-6

	maxSCCPCH
	Maximum number of secondary CCPCHs per cell
	16
	

	maxDPDCH-UL
	Maximum number of DPDCHs per cell
	6
	

	maxDPCH-DLchan
	Maximum number of channelisation codes used for DL DPCH


	8
	

	maxPUSCH
	Maximum number of PUSCHs
	(8)
	

	maxPDSCH
	Maximum number of PDSCHs
	8
	

	maxTS
	Maximum number of timeslots used in one direction (UL or DL)
	14 (3.84 Mcps TDD and 7.68 Mcps TDD)
	

	
	
	6 (1.28 Mcps TDD)
	REL-4

	hiPUSCHidentities
	Maximum number of PUSCH Identities
	64
	

	hiPDSCHidentities
	Maximum number of PDSCH Identities
	64
	

	maxNumE-AGCH
	Maximum number of E-AGCHs (TDD)
	4
	REL-7

	maxNumE-HICH
	Maximum number of E-HICHs (1.28 Mcps TDD)
	4
	REL-7

	maxERUCCH
	Maximum number of E-RUCCH on primary frequency (1.28Mcps TDD)
	256
	REL-8

	Measurement information
	
	
	

	maxTGPS
	Maximum number of transmission gap pattern sequences 
	6
	

	maxAdditionalMeas
	Maximum number of additional measurements for a given measurement identity
	4
	

	maxExcludedDetectedSetCells
	Maximum number of cells that can be excluded from a detected set measurement
	64
	REL-11

	maxNonContiguousMultiCellCombinations
	Maximum number of non-contiguous multi-cell HSDPA combinations in one band
	3
	REL-10

	maxMeasEvent
	Maximum number of events that can be listed in measurement reporting criteria
	8
	

	maxMeasEventOnSecULFreq
	Maximum number of events that can be listed in measurement reporting criteria on the downlink frequency associated with secondary uplink frequency
	8
	REL-9

	maxMeasParEvent
	Maximum number of measurement parameters (e.g. thresholds) per event
	2
	

	maxMeasIntervals
	Maximum number of intervals that define the mapping function between the measurements for the cell quality Q of a cell and the representing quality value
	1
	

	maxCellMeas
	Maximum number of cells to measure
	32
	

	maxMeasCSGRange
	Maximum number of ranges of cells for CSG measurement 
	4
	REL-9

	maxSIrequest
	Maximum number of cell request for reading System Information
	4
	REL-9

	maxCellMeasOnSecULFreq
	Maximum number of cells to measure on the downlink frequency associated with the secondary uplink frequency
	32
	REL-9

	maxReportedGSMCells
	Maximum number of GSM cells to be reported
	8
	

	maxReportedEUTRAFreqs
	Maximum number of E-UTRA frequencies to report
	4
	REL-8

	maxReportedEUTRACellperFreq
	Maximum number of E-UTRA cells to report per frequency
	4
	REL-8

	maxFreq
	Maximum number of frequencies to measure
	8
	

	maxFreqMeasWithoutCM
	Maximum number of inter frequencies to measure without CM
	2
	REL-10

	maxNumPrio
	Maximum number of priorities to store
	11
	REL-8

	maxPrio
	Maximum number of RAT or Frequency Priority levels
	8
	REL-8

	maxEUTRACellPerFreq
	Maximum number of E-UTRA cells per frequency
	16
	REL-8

	maxSat
	Maximum number of satellites to measure
	16
	

	maxGANSSSat
	Maximum number of GANSS satellites to measure
	64
	REL-7

	maxGANSS
	Maximum number of GANSS supported
	8
	REL-7

	maxSgnType
	Maximum number of additional signals in GANSS to measure
	8
	REL-7

	maxSatClockModels
	Maximum number of clock models in a GANSS
	4
	REL-7

	maxSatAlmanacStorage
	Maximum number of satellites for which to store GPS Almanac information
	32
	

	HiRM
	Maximum number that could be set as rate matching attribute for a transport channel
	256
	

	maxDCHMeasurementOccasionPatternSequence
	Maximum number of CELL_DCH measurement occasion pattern sequences
	5
	REL-9

	maxIGPInfo
	Maximum number of ionospheric grid points for BDS as defined in [XX].
	320
	REL-12

	Frequency information
	
	
	

	MaxFDDFreqList
	Maximum number of FDD carrier frequencies to be stored in USIM
	4 
	

	MaxTDDFreqList
	Maximum number of TDD carrier frequencies to be stored in USIM
	4
	

	MaxFDDFreqCellList
	Maximum number of neighbouring FDD cells to be stored in USIM
	32
	

	MaxTDDFreqCellList
	Maximum number of neighbouring TDD cells to be stored in USIM
	32
	

	MaxGSMCellList
	Maximum number of GSM cells to be stored in USIM
	32
	

	Other information
	
	
	

	MaxGERANSI
	Maximum number of GERAN SI blocks that can be provided as part of NACC information
	8
	REL-5

	maxNumGSMFreqRanges
	Maximum number of GSM Frequency Ranges to store
	32
	

	MaxNumFDDFreqs
	Maximum number of FDD centre frequencies to store
	8
	

	MaxNumTDDFreqs
	Maximum number of TDD centre frequencies to store
	8
	

	maxNumCDMA200Freqs
	Maximum number of CDMA2000 centre frequencies to store
	8
	

	maxGSMTargetCells
	Maximum number of GSM target cells
	32
	REL-6

	maxNumGSMCellGroup
	Maximum number of GSM frequency groups to store
	16
	REL-8

	maxNumEUTRAFreqs
	Maximum number of EUTRA centre frequencies to store
	8
	REL-8

	maxNumEUTRAFreqs_FACH
	Maximum number of EUTRA centre frequencies to store when in CELL_FACH
	4
	REL-11

	maxEUTRATargetFreqs
	Maximum number of target E-UTRA frequencies
	8
	REL-8

	maxHNBNameSize
	Maximum number of octets for the HNB Name
	48
	REL-8

	MBMS information
	
	
	

	maxMBMS-CommonCCTrCh
	Maximum number of CCTrCh configurations included in the MBMS COMMON P-T-M RB Information message
	32
	REL-6

	maxMBMS-CommonPhyCh
	Maximum number of PhyCh configurations included in the MBMS COMMON P-T-M RB Information message
	32
	REL-6

	maxMBMS-CommonRB
	Maximum number of RB configurations included in the MBMS COMMON P-T-M RB Information message
	32
	REL-6

	maxMBMS-CommonTrCh
	Maximum number of TrCh configurations included in the MBMS COMMON P-T-M RB Information message
	32
	REL-6

	maxMBMS-Freq
	Maximum number of MBMS preferred frequencies
	4
	REL-6

	maxMBMS-L1CP
	Maximum number of periods in which layer 1 combining applies
	4
	REL-6

	maxMBMSservCount
	Maximum number of MBMS services in a Access Info message
	8
	REL-6

	maxMBMSservModif
	Maximum number of MBMS services in a MBMS Modified Services Information message
	32
	REL-6

	maxMBMSservSched
	Maximum number of MBMS services in a MBMS Scheduling Information message
	16
	REL-6

	maxMBMSservSelect
	Maximum number of MBMS Selected Services in a CELL UPDATE or RRC CONNECTION REQUEST message
	8
	REL-6

	maxMBMSservUnmodif
	Maximum number of MBMS services in a MBMS Unmodified Services Information message
	64
	REL-6

	maxMBMSTransmis
	Maximum number of transmissions for which scheduling information is provided within a scheduling period
	4
	REL-6

	maxMBMS-Services
	Maximum number of MBMS services the UE stores in the variable MBMS_ACTIVATED_SERVICES
	64
	REL-6

	maxMBSFNclusters
	Maximum number of MBSFN clusters indicated in system information
	16
	REL-7

	Logged Measurement information
	
	
	REL-10

	MaxnumLoggedMeas
	Maximum number of Cells or Frequencies that can be listed in Logged Measurement Report.
	8
	REL-10

	MaxLoggedMeas
	Maximum number of logged measurements entries that can be stored by the UE
	4405
	REL-10

	MaxLoggedMeasReport
	Maximum number of Logged Measurment Info sent in LoggedMeasReport
	128
	REL-10

	MaxnumMDTPLMN
	Maximum number of PLMNs in PLMN list for MDT
	15
	REL-11

	ANR information
	
	
	REL-10

	MaxNumANRLoggedItems
	Maximum number of entries in Logged ANR Report info
	4
	REL-10


-------------------------------------------------------next change---------------------------------------------------------------------

11.2
PDU definitions

--**************************************************************

--

-- TABULAR: The message type and integrity check info are not

-- visible in this module as they are defined in the class module. 

-- Also, all FDD/TDD specific choices have the FDD option first 

-- and TDD second, just for consistency.

--

--**************************************************************

PDU-definitions DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

--**************************************************************

--

-- IE parameter types from other modules

--

--**************************************************************

IMPORTS

-- Core Network IEs :


CN-DomainIdentity,


CN-InformationInfo,


CN-InformationInfo-r6,


CN-InformationInfoFull,


NAS-Message,


PagingRecordTypeID,


PLMN-Identity,

-- UTRAN Mobility IEs :


CellIdentity,


CellIdentity-PerRL-List,


DedicatedPriorityInformation,


DedicatedPriorityInformation-r11,


URA-Identity,

-- User Equipment IEs :


AccessStratumReleaseIndicator,


ActivationTime,


C-RNTI,


CapabilityUpdateRequirement,


CapabilityUpdateRequirement-r4,


CapabilityUpdateRequirement-r4-ext,


CapabilityUpdateRequirement-r5,


CapabilityUpdateRequirement-v770ext,


CapabilityUpdateRequirement-v860ext,


CapabilityUpdateRequirement-r7,


CapabilityUpdateRequirement-r8,


CellUpdateCause,


CellUpdateCause-ext,


CipheringAlgorithm,


CipheringAlgorithm-r7,


CipheringModeInfo,


CipheringModeInfo-r7,


DelayRestrictionFlag,


DL-PhysChCapabilityFDD-v380ext,


DSCH-RNTI,


E-RNTI,


EstablishmentCause,


ExtendedWaitTime,


FailureCauseWithProtErr,


FailureCauseWithProtErrTrId,


FrequencyBandsIndicatorSupport,


GroupReleaseInformation,


H-RNTI,


High-MobilityDetected,

InitialUE-Identity,


IntegrityProtActivationInfo,


IntegrityProtectionModeInfo,


IntegrityProtectionModeInfo-r7,


N-308,


PagingCause,


PagingRecordList,


PagingRecord2List-r5,


PDCP-Capability-r4-ext,


PDCP-Capability-v770ext,

Pre-RedirectionInfo,


ProtocolErrorIndicator,


ProtocolErrorIndicatorWithMoreInfo,


RadioFrequencyBandTDDList,


Rb-timer-indicator,


RedirectionInfo,


RedirectionInfo-r6,


RedirectionInfo-v860ext,


RejectionCause,


ReleaseCause,


RF-CapabBandListFDDComp-ext2,


RF-CapabilityComp,


RRC-StateIndicator,


RRC-TransactionIdentifier,


RSR-VCC-Info,


SecurityCapability,


SR-VCC-Info,


SR-VCC-SecurityRABInfo-v860ext,


START-Value,


STARTList,


SystemSpecificCapUpdateReq-v590ext,


U-RNTI,


U-RNTI-Short,


UESpecificBehaviourInformation1idle,


UESpecificBehaviourInformation1interRAT,


UE-CapabilityContainer-IEs,


UE-ConnTimersAndConstants,


UE-ConnTimersAndConstants-v3a0ext,


UE-ConnTimersAndConstants-v860ext,


UE-ConnTimersAndConstants-r5,


UE-ConnTimersAndConstants-r11,


UE-HSPA-Identities-r6,

UE-RadioAccessCapabBandFDDList2,


UE-RadioAccessCapabBandFDDList-ext,


UE-RadioAccessCapabBand-va40ext,

UE-RadioAccessCapability,


UE-RadioAccessCapability-v370ext,


UE-RadioAccessCapability-v380ext,


UE-RadioAccessCapability-v3a0ext,


UE-RadioAccessCapability-v3g0ext,

UE-RadioAccessCapability-v4b0ext,

UE-RadioAccessCapability-v590ext,

UE-RadioAccessCapability-v5c0ext,

UE-RadioAccessCapability-v650ext,


UE-RadioAccessCapability-v680ext,


UE-RadioAccessCapability-v7e0ext,

UE-RadioAccessCapability-v7f0ext,


UE-RadioAccessCapability-v860ext,


UE-RadioAccessCapability-v880ext,


UE-RadioAccessCapability-v890ext,


UE-RadioAccessCapability-v920ext,


UE-RadioAccessCapability-va40ext,


UE-RadioAccessCapability-va80ext,


UE-RadioAccessCapability-va60ext,

UE-RadioAccessCapability-vb50ext,

UE-RadioAccessCapability-vb70ext,

UE-RadioAccessCapabilityComp,


UE-RadioAccessCapabilityComp-ext,

UE-RadioAccessCapabilityComp-v770ext,

UE-RadioAccessCapabilityComp2,

UE-RadioAccessCapabilityComp2-v770ext,


UE-RadioAccessCapabilityComp2-v7f0ext,


UE-RadioAccessCapabilityComp2-v860ext,


UE-RadioAccessCapabilityComp2-v920ext,


UE-RadioAccessCapabilityComp2-va40ext, 


UE-RadioAccessCapabilityComp2-vb50ext,


UE-RadioAccessCapabilityComp-TDD128,


UE-RadioAccessCapabilityInfo-v770ext,

UE-RadioAccessCapabilityInfo-TDD128-v8b0ext,

UE-RadioAccessCapabilityInfo-TDD128-vb50ext,

UE-SecurityInformation,


UE-SecurityInformation2,

UE-SpecificCapabilityInformation-LCRTDD,

URA-UpdateCause,


UTRAN-DRX-CycleLengthCoefficient,


UTRAN-DRX-CycleLengthCoefficient-r7,


WaitTime,

-- Radio Bearer IEs :


DefaultConfigIdentity,


DefaultConfigIdentity-r4,


DefaultConfigIdentity-r5,


DefaultConfigIdentity-r6,


DefaultConfigForCellFACH,


DefaultConfigMode,


DL-CounterSynchronisationInfo,


DL-CounterSynchronisationInfo-r5,


PDCP-ROHC-TargetMode,


PredefinedConfigIdentity,


PredefinedConfigStatusList,


PredefinedConfigStatusListComp,


PredefinedConfigSetWithDifferentValueTag,


RAB-Info,


RAB-Info-r6,


RAB-Info-r7,

RAB-Info-Post,


RAB-InformationList,


RAB-InformationList-r6,


RAB-InformationReconfigList,


RAB-InformationReconfigList-r8,


RAB-InformationMBMSPtpList,


RAB-InformationSetup-r7,


RAB-InformationSetup-r8,


RAB-InformationSetup-v820ext,

RAB-InformationSetup-r11,


RAB-InformationSetupList,


RAB-InformationSetupList-r4,


RAB-InformationSetupList-r5,


RAB-InformationSetupList-r6-ext,

RAB-InformationSetupList-r6,


RAB-InformationSetupList-v6b0ext,

RAB-InformationSetupList-r7,


RAB-InformationSetupList-r8,


RAB-InformationSetupList-v820ext,


RAB-InformationSetupList-r11,


RB-ActivationTimeInfoList,


RB-COUNT-C-InformationList,


RB-COUNT-C-MSB-InformationList,


RB-IdentityList,


RB-InformationAffectedList,


RB-InformationAffectedList-r5,


RB-InformationAffectedList-r6,


RB-InformationAffectedList-r7,


RB-InformationAffectedList-r8,


RB-InformationChangedList-r6,


RB-InformationReconfigList,


RB-InformationReconfigList-r4,


RB-InformationReconfigList-r5,


RB-InformationReconfigList-r6,


RB-InformationReconfigList-r7,


RB-InformationReconfigList-r8,


RB-InformationReconfigList-r11,


RB-InformationReleaseList,


RB-PDCPContextRelocationList,

SRB-InformationSetupList,


SRB-InformationSetupList-r5,


SRB-InformationSetupList-r6,


SRB-InformationSetupList-r7,


SRB-InformationSetupList-r8,


SRB-InformationSetupList-r11,


SRB-InformationSetupList2,


SRB-InformationSetupList2-r6,


SRB-InformationSetupList2-r7,


SRB-InformationSetupList2-r8,


UL-AMR-Rate,


UL-CounterSynchronisationInfo,

-- Transport Channel IEs:


CPCH-SetID,


DL-AddReconfTransChInfo2List,


DL-AddReconfTransChInfoList,


DL-AddReconfTransChInfoList-r4,


DL-AddReconfTransChInfoList-r5,


DL-AddReconfTransChInfoList-r7,


DL-AddReconfTransChInfoList-r9,


DL-AddReconfTransChInfoList-TDD128-v9c0ext,


DL-AddReconfTransChInfoList-r11,


DL-CommonTransChInfo,


DL-CommonTransChInfo-r4,


DL-DeletedTransChInfoList,


DL-DeletedTransChInfoList-r5,


DL-DeletedTransChInfoList-r7,


DRAC-StaticInformationList,


HARQ-Info-r7,


HARQ-Info-r11,


PowerOffsetInfoShort,

TFC-Subset,


TFCS-Identity,


UL-AddReconfTransChInfoList,


UL-AddReconfTransChInfoList-r6,


UL-AddReconfTransChInfoList-r7,


UL-AddReconfTransChInfoList-r8,


UL-CommonTransChInfo,


UL-CommonTransChInfo-r4,


UL-DeletedTransChInfoList,


UL-DeletedTransChInfoList-r6,

-- Physical Channel IEs :


AdditionalDLSecCellInfoListFDD,


AdditionalDLSecCellInfoListFDD-r11,


AdditionalDLSecCellInfoListFDD2,


Alpha,


BEACON-PL-Est,


CCTrCH-PowerControlInfo,


CCTrCH-PowerControlInfo-r4,

CCTrCH-PowerControlInfo-r5,

CCTrCH-PowerControlInfo-r7,


CommonERGCHInfoFDD,


ConstantValue,


ConstantValueTdd,


ControlChannelDRXInfo-TDD128-r8,


CPCH-SetInfo,


DHS-Sync,


DL-CommonInformation,


DL-CommonInformation-r4,


DL-CommonInformation-r5,

DL-CommonInformation-r6,


DL-CommonInformation-r7,


DL-CommonInformation-r8,


DL-CommonInformation-r10,


DL-CommonInformation-r11,


DL-CommonInformationPost,


DL-HSPDSCH-Information,


DL-HSPDSCH-Information-r6,

DL-HSPDSCH-Information-r7,


DL-HSPDSCH-Information-r8,


DL-HSPDSCH-Information-r8-ext,


DL-HSPDSCH-Information-r9,


DL-HSPDSCH-Information-r8-ext2,


DL-HSPDSCH-Information-r11,


DL-HSPDSCH-MultiCarrier-Information,


DL-InformationPerRL-List,


DL-InformationPerRL-List-r4,


DL-InformationPerRL-List-r5,

DL-InformationPerRL-List-r5bis,

DL-InformationPerRL-List-r6, 


DL-InformationPerRL-List-r7,


DL-InformationPerRL-List-r8,


DL-InformationPerRL-List-v6b0ext,

DL-InformationPerRL-List-r11,


DL-InformationPerRL-ListPostFDD,


DL-InformationPerRL-PostTDD,


DL-InformationPerRL-PostTDD-LCR-r4,

DL-MultiCarrier-Information,


DL-PDSCH-Information,


DL-SecondaryCellInfoFDD,


DL-SecondaryCellInfoFDD-v890ext,


DL-SecondaryCellInfoFDD-r9,


DL-SecondaryCellInfoFDD-r10,


DL-SecondaryCellInfoFDD-r11,


DL-TPC-PowerOffsetPerRL-List,


DLUL-HSPA-Information-r8,


DLUL-HSPA-Information-r9,


DLUL-HSPA-Information-r10,


DPC-Mode,


DPCH-CompressedModeStatusInfo,


DPCH-CompressedModeStatusInfo-r10,


DTX-DRX-TimingInfo-r7,


DTX-DRX-Info-r7,


DynamicPersistenceLevel,


E-DCH-ReconfigurationInfo,


E-DCH-ReconfigurationInfo-SecULFrequency,


E-DCH-ReconfigurationInfo-r7,


E-DCH-ReconfigurationInfo-r11,


E-DCH-RL-InfoSameServingCell,


E-TFC-Boost-Info-r7,

E-DPDCH-PowerInterpolation,

EUTRA-TargetFreqInfoList-vb50ext,


EXT-UL-TimingAdvance,


Feedback-cycle-r7,

FrequencyInfo,


FrequencyInfoFDD,


FrequencyInfoTDD,


F-TPICH-ReconfigurationInfo,


HARQ-Preamble-Mode,

HS-DSCH-TBSizeTable,


HS-SCCH-LessInfo-r7,


HS-SICH-Power-Control-Info-TDD384,

HS-SICH-Power-Control-Info-TDD768,


MaxAllowedUL-TX-Power,


MIMO-Parameters-r7,


MIMO-Parameters-v7f0ext,


MIMO-Parameters-v7g0ext,


MIMO-Parameters-r8,


MIMO-Parameters-r9,


MIMO4x4-Parameters,


Multi-frequencyInfo-LCR-r7,


MU-MIMO-Info-TDD128,


OpenLoopPowerControl-IPDL-TDD-r4,


PDSCH-CapacityAllocationInfo,

PDSCH-CapacityAllocationInfo-r4,

PDSCH-CapacityAllocationInfo-r7,


PDSCH-Identity,


PrimaryCPICH-Info,


PrimaryCCPCH-TX-Power,


PUSCH-CapacityAllocationInfo,


PUSCH-CapacityAllocationInfo-r4, 


PUSCH-CapacityAllocationInfo-r7,


PUSCH-Identity,


PUSCH-SysInfoList-HCR-r5,


PDSCH-SysInfoList-HCR-r5,


RL-AdditionInformationList,


RL-AdditionInformationList-r6,


RL-AdditionInformation-list-v6b0ext,


RL-AdditionInformationList-r7,


RL-AdditionInformationList-r8,


RL-AdditionInformationList-v890ext,


RL-AdditionInformationList-r9,


RL-AdditionInformationList-v950ext,


RL-AdditionInformationList-r10,


RL-AdditionInformationList-vb50ext,

RL-AdditionInformationList-r11,

RL-AdditionInformationList-SecULFreq,


RL-RemovalInformationList,


RL-RemovalInformationList-SecULFreq,


SecondaryCellMIMOparametersFDD-v950ext,


Serving-HSDSCH-CellInformation,


Serving-HSDSCH-CellInformation-r7,


Serving-HSDSCH-CellInformation-r8,


Serving-HSDSCH-CellInformation-r9,


Serving-HSDSCH-CellInformation-r11,


ServingCellChangeParameters,

SpecialBurstScheduling,


SPS-Information-TDD128-r8,


SSDT-Information,


SSDT-Information-r4,

SSDT-UL,


StandaloneMidambleInfo-TDD128,


TFC-ControlDuration,


TimeslotList,


TimeslotList-r4,


TimingMaintainedSynchInd,

TX-DiversityMode,


UL-16QAM-Config,


UL-64QAM-Config,


UL-ChannelRequirement,


UL-ChannelRequirement-r4,


UL-ChannelRequirement-r5,

UL-ChannelRequirementWithCPCH-SetID,


UL-ChannelRequirementWithCPCH-SetID-r4,


UL-ChannelRequirementWithCPCH-SetID-r5,


UL-CLTD-InfoFDD,


UL-MIMO-InfoFDD,


UL-DPCH-Info,


UL-DPCH-Info-r4, 


UL-DPCH-Info-r5,


UL-DPCH-Info-r6,


UL-DPCH-Info-r7,

UL-DPCH-Info-r11,


UL-DPCH-InfoPostFDD,


UL-DPCH-InfoPostTDD,


UL-DPCH-InfoPostTDD-LCR-r4,


UL-EDCH-Information-ext,

UL-EDCH-Information-r6,


UL-EDCH-Information-r7,


UL-EDCH-Information-r8,


UL-EDCH-Information-r9,


UL-EDCH-Information-r11,


UL-MulticarrierEDCHInfo-TDD128,


UL-OLTD-InfoFDD,


UL-SecondaryCellInfoFDD,

UL-SynchronisationParameters-r4,


UL-TimingAdvance,


UL-TimingAdvanceControl,


UL-TimingAdvanceControl-r4,


UL-TimingAdvanceControl-r7,

UpPCHposition-LCR,

-- Measurement IEs :


AdditionalMeasurementID-List,


AdditionalMeasurementID-List-r9,


CellDCHMeasOccasionInfo-TDD128-r9,


CSGProximityIndication,

CSGProximityIndication-vb50ext,


DeltaRSCP,


Frequency-Band,


EventResults,


EventResults-v770ext,


EventResults-v860ext,


EventResults-va40ext,


EventResultsOnSecUlFreq,


EUTRA-EventResults,


EUTRA-EventResults-vb50ext,


EUTRA-MeasuredResults,


EUTRA-MeasuredResults-v920ext,


EUTRA-MeasuredResults-vb50ext,


EUTRA-EventResultsForCELLFACH,


Inter-FreqEventCriteriaList-v590ext,


Intra-FreqEventCriteriaList-v590ext,

IntraFreqReportingCriteria-1b-r5,


IntraFreqEvent-1d-r5,

IntraFreqCellID,

InterFreqEventResults-LCR-r4-ext,

InterRATCellInfoIndication,


InterRATMeasurement-r11,


InterRAT-TargetCellDescription,


MeasuredResults,


MeasuredResults-v390ext,


MeasuredResults-v590ext,

MeasuredResults-v770ext,


MeasuredResults-v860ext,


MeasuredResults-v920ext,

MeasuredResults-vcxyext,

MeasuredResultsOnSecUlFreq,


MeasuredResultsListOnSecUlFreq,


MeasuredResultsList,


MeasuredResultsList-LCR-r4-ext,


MeasuredResultsList-v770xet,

MeasuredResultsList-v860ext,

MeasuredResultsList-v920ext,

MeasuredResultsList-vcxyext,


MeasuredResultsOnRACH,


MeasuredResultsOnRACHFDD-r11,


MeasuredResultsOnRACH-v7g0ext,


MeasuredResultsOnRACHinterFreq,


MeasuredResultsOnRACH-EUTRAFreq,


MeasurementCommand,


MeasurementCommand-r4,

MeasurementCommand-r6,

MeasurementCommand-r7,

MeasurementCommand-r8,


MeasurementCommand-r9,


MeasurementCommand-r10,


MeasurementCommand-r11,

MeasurementCommand-r12,

MeasurementIdentity,


MeasurementIdentity-r9,


MeasurementIdentityExt,


MeasurementReportingMode,


NewInterFreqCellList-v7b0ext,


NewInterFreqCellList-LCR-v8a0ext,


NewIntraFreqCellList-LCR-v8a0ext,


PeriodicalWithReportingCellStatusOnSecULFreq,


PrimaryCCPCH-RSCP,


SFN-Offset-Validity,

TimeslotListWithISCP,


TrafficVolumeMeasuredResultsList,


UE-Positioning-GPS-AssistanceData,


UE-Positioning-GPS-AssistanceData-v770ext,


UE-Positioning-GPS-AssistanceData-v920ext,


UE-Positioning-GPS-AssistanceData-va40ext,


UE-Positioning-GPS-ReferenceTimeUncertainty,

UE-Positioning-Measurement-v390ext,


UE-Positioning-OTDOA-AssistanceData,


UE-Positioning-OTDOA-AssistanceData-r4ext,


UE-Positioning-OTDOA-AssistanceData-UEB,


UE-Positioning-OTDOA-AssistanceData-UEB-ext,


UE-Positioning-OTDOA-MeasuredResultsTDD-ext,


UE-Positioning-GANSS-AssistanceData,

UE-Positioning-GANSS-AssistanceData-v860ext,


UE-Positioning-GANSS-AssistanceData-v920ext,


UE-Positioning-GANSS-AssistanceData-va40ext,

UE-Positioning-GANSS-AssistanceData-vcxyext,
-- Other IEs :


BCCH-ModificationInfo,


CDMA2000-MessageList,


ETWS-Information,


ETWS-WarningSecurityInfo,


GSM-TargetCellInfoList,

GERANIu-MessageList,


GERAN-SystemInformation,


GSM-MessageList,


InterRAT-ChangeFailureCause,


InterRAT-HO-FailureCause,


InterRAT-UE-RadioAccessCapabilityList,


InterRAT-UE-RadioAccessCapability-v590ext,


InterRAT-UE-SecurityCapList,


IntraDomainNasNodeSelector,


MasterInformationBlock,


MIB-ValueTag,


ProtocolErrorMoreInformation,


Rplmn-Information,


Rplmn-Information-r4,

SegCount,


SegmentIndex,


SFN-Prime,


SIB-Data-fixed,


SIB-Data-variable,


SIB-Type,


SysInfoType1,


SysInfoType3,


SysInfoType5,


SysInfoType7,


SysInfoType11,


SysInfoType11bis,


SysInfoType12,


SysInfoTypeSB1,


SysInfoTypeSB2,


SysInfoType22,

-- MBMS IEs:


MBMS-CellGroupIdentity-r6,


MBMS-CommonRBInformationList-r6,


MBMS-CurrentCell-SCCPCHList-r6,


MBMS-JoinedInformation-r6,

MBMS-MICHConfigurationInfo-r6,


MBMS-MICHConfigurationInfo-v770ext,


MBMS-MICHConfigurationInfo-v890ext,


MBMS-ModifedServiceList-r6,

MBMS-ModifiedServiceList-LCR-v7c0ext,


MBMS-ModifiedServiceList-v770ext,


MBMS-MSCH-ConfigurationInfo-r6,


MBMS-NeighbouringCellSCCPCHList-r6,


MBMS-NeighbouringCellSCCPCHList-v770ext,


MBMS-NumberOfNeighbourCells-r6,

MBMS-PhyChInformationList-r6,


MBMS-PhyChInformationList-r7,


MBMS-PhyChInformationList-IMB384,


MBMS-PL-ServiceRestrictInfo-r6,


MBMS-PreferredFrequencyList-r6,


MBMS-PTMActivationTime-r6,


MBMS-SelectedServiceInfo,


MBMS-SelectedServicesShort,


MBMS-ServiceAccessInfoList-r6,


MBMS-ServiceIdentity-r6,


MBMS-ServiceSchedulingInfoList-r6,


MBMS-SIBType5-SCCPCHList-r6,


MBMS-TimersAndCounters-r6,


MBMS-TranspChInfoForEachCCTrCh-r6,


MBMS-TranspChInfoForEachTrCh-r6,


MBMS-UnmodifiedServiceList-r6,


MBMS-UnmodifiedServiceList-v770ext,

MBSFN-ClusterFrequency-r7,


MBSFN-InterFrequencyNeighbourList-r7,


MBSFN-InterFrequencyNeighbourList-v860ext,


MBMS-NetworkStandardTimeInformation-LCR-v890ext,


MBSFN-TDDInformation-LCR,


MBSFN-TDM-Info-List,

-- MDT IEs


LoggedMeasurementsConfigurationInfo,


LoggedMeasurementsConfigurationInfo-r11,


LoggedMeasReport,


LoggedMeasReport-vb50ext,


ConnectionEstablishmentFailureReport,

-- UTRAN ANR IEs


LoggedANRConfigurationInfo,


LoggedANRReportInfoList,


LoggedANRReportInfoList-vb50ext
FROM InformationElements


maxSIBperMsg,


maxURNTI-Group
FROM Constant-definitions;

-------------------------------------------------------next change---------------------------------------------------------------------

-- ***************************************************

--

-- ASSISTANCE DATA DELIVERY--

-- ***************************************************

AssistanceDataDelivery ::= CHOICE {


r3







SEQUENCE {



assistanceDataDelivery-r3

AssistanceDataDelivery-r3-IEs,



v3a0NonCriticalExtensions

SEQUENCE {




assistanceDataDelivery-v3a0ext
AssistanceDataDelivery-v3a0ext,




laterNonCriticalExtensions

SEQUENCE {





-- Container for additional R99 extensions





assistanceDataDelivery-r3-add-ext

BIT STRING

OPTIONAL,





v4b0NonCriticalExtensions

SEQUENCE { 






assistanceDataDelivery-v4b0ext
AssistanceDataDelivery-v4b0ext-IEs,






v770NonCriticalExtension

SEQUENCE {







assistanceDataDelivery-v770ext
AssistanceDataDelivery-v770ext-IEs,







v860NonCriticalExtension

SEQUENCE {








assistanceDataDelivery-v860ext
AssistanceDataDelivery-v860ext-IEs,








v920NonCriticalExtension


SEQUENCE {









assistanceDataDelivery-v920ext
AssistanceDataDelivery-v920ext-IEs,









va40NonCriticalExtension

SEQUENCE {










assistanceDataDelivery-va40ext


















AssistanceDataDelivery-va40ext-IEs,











vcxyNonCriticalExtension

SEQUENCE {











assistanceDataDelivery-vcxyext


















AssistanceDataDelivery-vcxyext-IEs,











nonCriticalExtensions


SEQUENCE {}

OPTIONAL










}
OPTIONAL








}
OPTIONAL








}
OPTIONAL







}
OPTIONAL






}
OPTIONAL





}
OPTIONAL




}
OPTIONAL



}
OPTIONAL


},


later-than-r3




SEQUENCE {



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



criticalExtensions



SEQUENCE {}


}

}

AssistanceDataDelivery-r3-IEs ::=

SEQUENCE {


-- User equipment IEs


rrc-TransactionIdentifier



RRC-TransactionIdentifier,


-- Measurement Information Elements


ue-positioning-GPS-AssistanceData

UE-Positioning-GPS-AssistanceData


OPTIONAL,


ue-positioning-OTDOA-AssistanceData-UEB
UE-Positioning-OTDOA-AssistanceData-UEB

OPTIONAL

}

AssistanceDataDelivery-v3a0ext ::= SEQUENCE {


sfn-Offset-Validity




SFN-Offset-Validity

OPTIONAL
}

AssistanceDataDelivery-v4b0ext-IEs ::= SEQUENCE {


ue-Positioning-OTDOA-AssistanceData-r4ext
UE-Positioning-OTDOA-AssistanceData-r4ext
OPTIONAL

}

AssistanceDataDelivery-v770ext-IEs ::= SEQUENCE {


ue-Positioning-OTDOA-AssistanceData-UEB-ext











UE-Positioning-OTDOA-AssistanceData-UEB-ext

OPTIONAL,


ue-Positioning-GPS-AssistanceData
UE-Positioning-GPS-AssistanceData-v770ext

OPTIONAL,


ue-positioning-GANSS-AssistanceData
UE-Positioning-GANSS-AssistanceData



OPTIONAL

}

AssistanceDataDelivery-v860ext-IEs ::= SEQUENCE {


ue-positioning-GANSS-AssistanceData-v860ext











UE-Positioning-GANSS-AssistanceData-v860ext

OPTIONAL

}

AssistanceDataDelivery-v920ext-IEs ::= SEQUENCE {


ue-positioning-GPS-AssistanceData-v920ext 










UE-Positioning-GPS-AssistanceData-v920ext


OPTIONAL,


ue-positioning-GANSS-AssistanceData-v920ext










UE-Positioning-GANSS-AssistanceData-v920ext


OPTIONAL

}

AssistanceDataDelivery-va40ext-IEs ::= SEQUENCE {


ue-positioning-GPS-AssistanceData-va40ext 










UE-Positioning-GPS-AssistanceData-va40ext


OPTIONAL,


ue-positioning-GANSS-AssistanceData-va40ext










UE-Positioning-GANSS-AssistanceData-va40ext


OPTIONAL

}

AssistanceDataDelivery-vcxyext-IEs ::= SEQUENCE {


ue-positioning-GANSS-AssistanceData-vcxyext










UE-Positioning-GANSS-AssistanceData-vcxyext


OPTIONAL

}
-------------------------------------------------------next change---------------------------------------------------------------------

-- ***************************************************

--

-- MEASUREMENT CONTROL

--

-- ***************************************************

MeasurementControl ::= CHOICE {


-- The Rel-4 functionality of UE Positioning OTDOA AssistanceData TDD is only available


-- in the later-than-r3 branch of this message (i.e. through the use of the IE


-- ue-Positioning-OTDOA-AssistanceData-r4)

r3







SEQUENCE {



measurementControl-r3


MeasurementControl-r3-IEs,



v390nonCriticalExtensions

SEQUENCE {




measurementControl-v390ext

MeasurementControl-v390ext,




v3a0NonCriticalExtensions


SEQUENCE {





measurementControl-v3a0ext


MeasurementControl-v3a0ext,




laterNonCriticalExtensions

SEQUENCE {






-- Container for additional R99 extensions






measurementControl-r3-add-ext

BIT STRING
OPTIONAL,






v4b0NonCriticalExtensions


SEQUENCE{






-- The content of the v4b0 non-critical extension has been removed. If sent 







-- to a UE of AS release 4, the UE behaviour is unspecified. A UE of AS 







-- release 5 onward shall comply with the v4b0 and later extensions in this 







-- branch of the message.







v590NonCriticalExtensions

SEQUENCE {








measurementControl-v590ext

MeasurementControl-v590ext-IEs,








v5b0NonCriticalExtensions

SEQUENCE {









measurementControl-v5b0ext

MeasurementControl-v5b0ext-IEs,









nonCriticalExtensions


SEQUENCE {}

OPTIONAL








}





OPTIONAL







}





OPTIONAL






}





OPTIONAL





}





OPTIONAL




}





OPTIONAL



}





OPTIONAL


},


later-than-r3




SEQUENCE {



-- Least significant part of extended "RRC transaction identifier" (Rel-5 onward)



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



criticalExtensions



CHOICE {




r4







SEQUENCE {





measurementControl-r4


MeasurementControl-r4-IEs,





v4d0NonCriticalExtensions


SEQUENCE {






-- Container for adding non critical extensions after freezing REL-5






measurementControl-r4-add-ext

BIT STRING

OPTIONAL,






v590NonCriticalExtensions

SEQUENCE{






measurementControl-v590ext

MeasurementControl-v590ext-IEs,






v5b0NonCriticalExtensions

SEQUENCE {








measurementControl-v5b0ext

MeasurementControl-v5b0ext-IEs,








nonCriticalExtensions


SEQUENCE {}

OPTIONAL







}
OPTIONAL






}
OPTIONAL




}
OPTIONAL




},




later-than-r4




SEQUENCE {





-- Most significant part of extended "RRC transaction identifier" (MSP):





-- extended "RRC transaction identifier" =




-- rrc-TransactionIdentifier-MSP * 4 + rrc-TransactionIdentifier




rrc-TransactionIdentifier-MSP

RRC-TransactionIdentifier,





criticalExtensions



CHOICE {






r6







SEQUENCE {







measurementControl-r6


MeasurementControl-r6-IEs,







v6a0NonCriticalExtensions

SEQUENCE {








measurementControl-v6a0ext

MeasurementControl-v6a0ext-IEs,








nonCriticalExtensions


SEQUENCE {}

OPTIONAL







}
OPTIONAL






},






criticalExtensions



CHOICE {







r7







SEQUENCE {








measurementControl-r7


MeasurementControl-r7-IEs,








-- Container for adding non critical extensions after freezing REL-7








measurementControl-r7-add-ext
BIT STRING

OPTIONAL,








v7b0NonCriticalExtensions

SEQUENCE {









measurementControl-v7b0ext

MeasurementControl-v7b0ext-IEs,









nonCriticalExtensions


SEQUENCE {}

OPTIONAL








}
OPTIONAL







},







criticalExtensions



CHOICE {








r8







SEQUENCE {









measurementControl-r8


MeasurementControl-r8-IEs,









-- Container for adding non critical extensions after freezing REL-9









measurementControl-r8-add-ext
BIT STRING

OPTIONAL,









v8a0NonCriticalExtensions

SEQUENCE {










measurementControl-v8a0ext

MeasurementControl-v8a0ext-IEs,










vb50NonCriticalExtensions
SEQUENCE {











measurementControl-vb50ext
MeasurementControl-vb50ext-IEs,











nonCriticalExtensions


SEQUENCE {}

OPTIONAL










}
OPTIONAL









}
OPTIONAL








},








criticalExtensions



CHOICE {









r9







SEQUENCE {









measurementControl-r9


MeasurementControl-r9-IEs,









-- Container for adding non critical extensions after freezing REL-10










measurementControl-r9-add-ext
BIT STRING

OPTIONAL,









v970NonCriticalExtensions


SEQUENCE {











measurementControl-v970ext

















MeasurementControl-v970ext-IEs,










vb50NonCriticalExtensions
SEQUENCE {












measurementControl-vb50ext


















MeasurementControl-vb50ext-IEs,












nonCriticalExtensions
SEQUENCE {}

OPTIONAL












}

OPTIONAL










}

OPTIONAL








},









criticalExtensions



CHOICE
{










r10







SEQUENCE
{












measurementControl-r10


MeasurementControl-r10-IEs, 












-- Container for adding non critical extensions after












-- freezing REL-11











measurementControl-r10-add-ext
BIT STRING

OPTIONAL, 










vaa0NonCriticalExtensions


SEQUENCE {












measurementControl-vaa0ext

















MeasurementControl-vaa0ext-IEs,












vab0NonCriticalExtensions


SEQUENCE {












measurementControl-vab0ext


















MeasurementControl-vab0ext-IEs,













vb50NonCriticalExtensions
SEQUENCE {














measurementControl-vb50ext

















MeasurementControl-vb50ext-IEs,














nonCriticalExtensions
SEQUENCE {}

OPTIONAL













}
OPTIONAL












}
OPTIONAL











}
OPTIONAL










},









criticalExtensions



CHOICE
{











r11







SEQUENCE
{













measurementControl-r11
























MeasurementControl-r11-IEs, 













-- Container for adding non critical extensions after













-- freezing REL-12












measurementControl-r11-add-ext
BIT STRING

























OPTIONAL,











nonCriticalExtensions


SEQUENCE {}

OPTIONAL











},





















criticalExtensions



CHOICE
{












r12







SEQUENCE
{













measurementControl-r12























MeasurementControl-r12-IEs, 













-- Container for adding non critical extensions 













-- after freezing REL-13













measurementControl-r12-add-ext
BIT STRING

























OPTIONAL,













nonCriticalExtensions

SEQUENCE {}

OPTIONAL












},












criticalExtensions



SEQUENCE {}











}









}









}








}







}





}





}




}



}


}

}

MeasurementControl-r3-IEs ::= SEQUENCE {


-- User equipment IEs



rrc-TransactionIdentifier

RRC-TransactionIdentifier,


-- Measurement IEs



measurementIdentity

MeasurementIdentity,



-- TABULAR: The measurement type is included in MeasurementCommand.



measurementCommand



MeasurementCommand,



measurementReportingMode

MeasurementReportingMode


OPTIONAL,



additionalMeasurementList

AdditionalMeasurementID-List

OPTIONAL,


-- Physical channel IEs



dpch-CompressedModeStatusInfo
DPCH-CompressedModeStatusInfo

OPTIONAL

}

MeasurementControl-v390ext ::= SEQUENCE {



ue-Positioning-Measurement-v390ext

UE-Positioning-Measurement-v390ext
OPTIONAL
}

MeasurementControl-v3a0ext ::= SEQUENCE {


sfn-Offset-Validity



SFN-Offset-Validity

OPTIONAL
}

MeasurementControl-r4-IEs ::= SEQUENCE {


-- Measurement IEs



measurementIdentity

MeasurementIdentity,



-- TABULAR: The measurement type is included in measurementCommand.



measurementCommand



MeasurementCommand-r4,



measurementReportingMode

MeasurementReportingMode


OPTIONAL,



additionalMeasurementList

AdditionalMeasurementID-List

OPTIONAL,


-- Physical channel IEs



dpch-CompressedModeStatusInfo
DPCH-CompressedModeStatusInfo

OPTIONAL

}

MeasurementControl-v590ext-IEs ::= SEQUENCE {


measurementCommand-v590ext 


CHOICE {



-- the choice "intra-frequency" shall be used for the case of intra-frequency measurement,



-- as well as when intra-frequency events are configured for inter-frequency measurement



intra-frequency





Intra-FreqEventCriteriaList-v590ext,



inter-frequency





Inter-FreqEventCriteriaList-v590ext


}

OPTIONAL,


intraFreqReportingCriteria-1b-r5

IntraFreqReportingCriteria-1b-r5
OPTIONAL,

intraFreqEvent-1d-r5




IntraFreqEvent-1d-r5



OPTIONAL,


-- Most significant part of extended "RRC transaction identifier" (MSP):


-- extended "RRC transaction identifier" =

-- rrc-TransactionIdentifier-MSP-v590ext * 4 + rrc-TransactionIdentifier

rrc-TransactionIdentifier-MSP-v590ext
RRC-TransactionIdentifier
}

MeasurementControl-v5b0ext-IEs ::= 
SEQUENCE {


interRATCellInfoIndication


InterRATCellInfoIndication


OPTIONAL

}

MeasurementControl-r6-IEs ::= SEQUENCE {


-- Measurement IEs



measurementIdentity



MeasurementIdentity,



-- TABULAR: The measurement type is included in measurementCommand.



measurementCommand



MeasurementCommand-r6,



measurementReportingMode

MeasurementReportingMode


OPTIONAL,



additionalMeasurementList

AdditionalMeasurementID-List

OPTIONAL,


-- Physical channel IEs



dpch-CompressedModeStatusInfo
DPCH-CompressedModeStatusInfo

OPTIONAL

}

MeasurementControl-v6a0ext-IEs ::= SEQUENCE {


intraFreqReportingCriteria-1b-r5

IntraFreqReportingCriteria-1b-r5
OPTIONAL
}

MeasurementControl-r7-IEs ::= SEQUENCE {


-- Measurement IEs



measurementIdentity



MeasurementIdentity,



-- TABULAR: The measurement type is included in measurementCommand.



measurementCommand



MeasurementCommand-r7,



measurementReportingMode

MeasurementReportingMode


OPTIONAL,



additionalMeasurementList

AdditionalMeasurementID-List

OPTIONAL,


-- Physical channel IEs



dpch-CompressedModeStatusInfo
DPCH-CompressedModeStatusInfo

OPTIONAL

}

MeasurementControl-v7b0ext-IEs ::= SEQUENCE {


-- Measurement IEs



newInterFreqCellList


NewInterFreqCellList-v7b0ext

OPTIONAL

}

MeasurementControl-r8-IEs ::= SEQUENCE {


-- Measurement IEs



measurementIdentity



MeasurementIdentity,



-- TABULAR: The measurement type is included in measurementCommand.



measurementCommand



MeasurementCommand-r8,



measurementReportingMode

MeasurementReportingMode


OPTIONAL,



additionalMeasurementList

AdditionalMeasurementID-List

OPTIONAL,


-- Physical channel IEs



dpch-CompressedModeStatusInfo
DPCH-CompressedModeStatusInfo

OPTIONAL

}

MeasurementControl-v8a0ext-IEs ::= SEQUENCE {


-- Measurement IEs



newIntraFreqCellList


NewIntraFreqCellList-LCR-v8a0ext

OPTIONAL,



newInterFreqCellList


NewInterFreqCellList-LCR-v8a0ext

OPTIONAL

}

MeasurementControl-r9-IEs ::= SEQUENCE {


-- Measurement IEs


-- if the UE supports extended measurements, "measurementIdentity" 


-- shall be ignored if "measurementIdentity" in MeasurementControl-v970ext-IEs


-- is present, and the value of that element shall be used instead.



measurementIdentity



MeasurementIdentity,



-- TABULAR: The measurement type is included in measurementCommand.



measurementCommand



MeasurementCommand-r9,



measurementReportingMode

MeasurementReportingMode


OPTIONAL,


-- if the UE supports extended measurements, "additionalMeasurementList" 


-- shall be ignored if "additionalMeasurementList" in MeasurementControl-v970ext-IEs


-- is present, and the value of that element shall be used instead.



additionalMeasurementList

AdditionalMeasurementID-List

OPTIONAL,



cellDCHMeasOccasionInfo-TDD128
CellDCHMeasOccasionInfo-TDD128-r9
OPTIONAL,


-- Physical channel IEs


dpch-CompressedModeStatusInfo
DPCH-CompressedModeStatusInfo

OPTIONAL

}

MeasurementControl-v970ext-IEs ::= SEQUENCE {


-- Measurement IEs



measurementIdentity



MeasurementIdentity-r9




OPTIONAL,



additionalMeasurementList

AdditionalMeasurementID-List-r9


OPTIONAL

}

MeasurementControl-r10-IEs ::=
SEQUENCE {


-- Measurement IEs


-- if the UE supports extended measurements, "measurementIdentity" 


-- shall be ignored if "measurementIdentity" in MeasurementControl-vab0ext-IEs


-- is present, and the value of that element shall be used instead.



measurementIdentity



MeasurementIdentity,



-- TABULAR: The measurement type is included in measurementCommand.



measurementCommand



MeasurementCommand-r10,



measurementReportingMode

MeasurementReportingMode


OPTIONAL,


-- if the UE supports extended measurements, "additionalMeasurementList" 


-- shall be ignored if "additionalMeasurementList" in MeasurementControl-vab0ext-IEs


-- is present, and the value of that element shall be used instead.



additionalMeasurementList

AdditionalMeasurementID-List

OPTIONAL,



cellDCHMeasOccasionInfo-TDD128
CellDCHMeasOccasionInfo-TDD128-r9
OPTIONAL,


-- Physical channel IEs


dpch-CompressedModeStatusInfo
DPCH-CompressedModeStatusInfo-r10

OPTIONAL

}

MeasurementControl-vaa0ext-IEs ::= SEQUENCE {


-- Measurement IEs


periodicalReportingCriteriaOnSecULFreq











PeriodicalWithReportingCellStatusOnSecULFreq
OPTIONAL

}

MeasurementControl-vab0ext-IEs ::= MeasurementControl-v970ext-IEs

MeasurementControl-r11-IEs ::=
SEQUENCE {


-- Measurement IEs



measurementIdentity



MeasurementIdentity-r9,



-- TABULAR: The measurement type is included in measurementCommand.



measurementCommand



MeasurementCommand-r11,



measurementReportingMode

MeasurementReportingMode


OPTIONAL,



additionalMeasurementList

AdditionalMeasurementID-List-r9

OPTIONAL,



cellDCHMeasOccasionInfo-TDD128
CellDCHMeasOccasionInfo-TDD128-r9
OPTIONAL,


-- Physical channel IEs


dpch-CompressedModeStatusInfo
DPCH-CompressedModeStatusInfo-r10

OPTIONAL

}

MeasurementControl-vb50ext-IEs ::= SEQUENCE {


-- Measurement IEs


interRATMeasurement




InterRATMeasurement-r11




OPTIONAL

}

MeasurementControl-r12-IEs ::=
SEQUENCE {


-- Measurement IEs



measurementIdentity



MeasurementIdentity-r9,



-- TABULAR: The measurement type is included in measurementCommand.



measurementCommand



MeasurementCommand-r12,



measurementReportingMode

MeasurementReportingMode


OPTIONAL,



additionalMeasurementList

AdditionalMeasurementID-List-r9

OPTIONAL,



cellDCHMeasOccasionInfo-TDD128
CellDCHMeasOccasionInfo-TDD128-r9
OPTIONAL,


-- Physical channel IEs



dpch-CompressedModeStatusInfo
DPCH-CompressedModeStatusInfo-r10

OPTIONAL

}
-------------------------------------------------------next change---------------------------------------------------------------------

-- ***************************************************

--

-- MEASUREMENT REPORT

--

-- ***************************************************

MeasurementReport ::= SEQUENCE {


-- Measurement IEs


-- if the UE supports extended measurements, "measurementIdentity" 


-- shall be ignored if "measurementIdentity" in MeasurementReport-v970ext-IEs


-- is present, and the value of that element shall be used instead.



measurementIdentity



MeasurementIdentity,



measuredResults




MeasuredResults





OPTIONAL,



measuredResultsOnRACH


MeasuredResultsOnRACH



OPTIONAL,



additionalMeasuredResults

MeasuredResultsList




OPTIONAL,



eventResults




EventResults





OPTIONAL,


-- Non-critical extensions



v390nonCriticalExtensions


SEQUENCE {




measurementReport-v390ext

MeasurementReport-v390ext,




laterNonCriticalExtensions

SEQUENCE {





-- Container for additional R99 extensions





measurementReport-r3-add-ext

BIT STRING

OPTIONAL,





v4b0NonCriticalExtensions

SEQUENCE {





measurementReport-v4b0ext

MeasurementReport-v4b0ext-IEs,






-- Extension mechanism for non-Rel4 information






v590NonCriticalExtensions
SEQUENCE {







measurementReport-v590ext

MeasurementReport-v590ext-IEs,







v5b0NonCriticalExtensions

SEQUENCE {








measurementReport-v5b0ext

MeasurementReport-v5b0ext-IEs,








v690NonCriticalExtensions


SEQUENCE {









measurementReport-v690ext

MeasurementReport-v690ext-IEs,









v770NonCriticalExtensions

SEQUENCE {










measurementReport-v770ext

MeasurementReport-v770ext-IEs,










v860NonCriticalExtensions

SEQUENCE {











measurementReport-v860ext
MeasurementReport-v860ext-IEs,











v920NonCriticalExtensions

SEQUENCE {












measurementReport-v920ext
MeasurementReport-v920ext-IEs,












v970NonCriticalExtensions

SEQUENCE {













measurementReport-v970ext-IE


















MeasurementReport-v970ext-IEs,













va40NonCriticalExtensions

SEQUENCE {














measurementReport-va40ext


















MeasurementReport-va40ext-IEs,














vb50NonCriticalExtensions

SEQUENCE {















measurementReport-vb50ext



















MeasurementReport-vb50ext-IEs,

















vcxyNonCriticalExtensions

SEQUENCE {
















measurementReport-vcxyext



















MeasurementReport-vcxyext-IEs,
















nonCriticalExtensions


















SEQUENCE {}

OPTIONAL















}


OPTIONAL













}


OPTIONAL













}


OPTIONAL












}

OPTIONAL











}

OPTIONAL










}

OPTIONAL








}

OPTIONAL








}

OPTIONAL







}

OPTIONAL






}

OPTIONAL





}

OPTIONAL



}

OPTIONAL


}

OPTIONAL

}

MeasurementReport-v390ext ::= SEQUENCE {



measuredResults-v390ext


MeasuredResults-v390ext



OPTIONAL

}

MeasurementReport-v4b0ext-IEs ::= SEQUENCE {


interFreqEventResults-LCR

InterFreqEventResults-LCR-r4-ext

OPTIONAL,


-- additionalMeasuredResults-LCR shall contain measurement results and additional measurement


-- results list.


additionalMeasuredResults-LCR
MeasuredResultsList-LCR-r4-ext


OPTIONAL,

-- dummy is not used in this version of the specification. It should not be sent and


-- if received it should be ignored.


dummy






PrimaryCPICH-Info





OPTIONAL

}

MeasurementReport-v590ext-IEs ::= SEQUENCE {


measuredResults-v590ext



MeasuredResults-v590ext



OPTIONAL

}

MeasurementReport-v5b0ext-IEs ::= 
SEQUENCE {


interRATCellInfoIndication


InterRATCellInfoIndication


OPTIONAL

}

MeasurementReport-v690ext-IEs ::= SEQUENCE {


measuredResultsOnRACHinterFreq

MeasuredResultsOnRACHinterFreq

OPTIONAL

}
MeasurementReport-v770ext-IEs ::= SEQUENCE {

measuredResults





MeasuredResults-v770ext



OPTIONAL,


additionalMeasuredResults


MeasuredResultsList-v770xet


OPTIONAL,

eventResults





EventResults-v770ext



OPTIONAL,


ue-Positioning-OTDOA-MeasuredResults











UE-Positioning-OTDOA-MeasuredResultsTDD-ext

OPTIONAL

}
MeasurementReport-v860ext-IEs ::= SEQUENCE {


activationTime





ActivationTime





OPTIONAL,


measuredResults





MeasuredResults-v860ext



OPTIONAL,


additionalMeasuredResults


MeasuredResultsList-v860ext


OPTIONAL,

eventResults





EventResults-v860ext



OPTIONAL,


eutra-MeasuredResults



EUTRA-MeasuredResults



OPTIONAL,


eutra-EventResults




EUTRA-EventResults




OPTIONAL

}

MeasurementReport-v920ext-IEs ::= SEQUENCE {


cSGProximityIndication



CSGProximityIndication



OPTIONAL,


measuredResults





MeasuredResults-v920ext



OPTIONAL,


measuredResultsOnSecUlFreq


MeasuredResultsOnSecUlFreq


OPTIONAL,

additionalMeasuredResults


MeasuredResultsList-v920ext


OPTIONAL,


additionalMeasuredResultsOnSecUlFreq











MeasuredResultsListOnSecUlFreq

OPTIONAL,


eventResultsOnSecUlFreq



EventResultsOnSecUlFreq



OPTIONAL,

eutra-MeasuredResults



EUTRA-MeasuredResults-v920ext

OPTIONAL

}

MeasurementReport-v970ext-IEs ::= SEQUENCE {


measurementIdentity




MeasurementIdentityExt


OPTIONAL

}
MeasurementReport-va40ext-IEs ::= SEQUENCE {


eventResults





EventResults-va40ext



OPTIONAL,


loggedMeasAvailable




ENUMERATED { true }




OPTIONAL,


loggedANRResultsAvailable


ENUMERATED { true }




OPTIONAL

}
MeasurementReport-vb50ext-IEs ::= SEQUENCE {


-- Measurement IEs


measuredResultsOnRACHEUTRAFreq

MeasuredResultsOnRACH-EUTRAFreq

OPTIONAL,


eutra-EventResultsForCELLFACH


EUTRA-EventResultsForCELLFACH



OPTIONAL,


cSGProximityIndication




CSGProximityIndication-vb50ext



OPTIONAL,


eutra-MeasuredResults




EUTRA-MeasuredResults-vb50ext



OPTIONAL,


eutra-EventResults





EUTRA-EventResults-vb50ext




OPTIONAL

}

MeasurementReport-vcxyext-IEs ::= SEQUENCE {


-- Measurement IEs


measuredResults




MeasuredResults-vcxyext


OPTIONAL,

    additionalMeasuredResults

MeasuredResultsList-vcxyext

OPTIONAL

}
-------------------------------------------------------next change---------------------------------------------------------------------

11.3
Information element definitions

InformationElements DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


hiPDSCHidentities,


hiPUSCHidentities,


hiRM,


maxAC,


maxAdditionalMeas,


maxMultipleFrequencyBandsEUTRA,


maxMultipleFrequencyBandsFDD,


maxASC,


maxASCmap,


maxASCpersist,


maxCCTrCH,


maxCellMeas,


maxCellMeas-1,


maxCellMeasOnSecULFreq,


maxCellMeasOnSecULFreq-1,


maxCNdomains,


maxCommonHRNTI,


maxCommonQueueID,


maxCPCHsets,


maxDedicatedCSGFreq,


maxDPCH-DLchan,


maxDPDCH-UL,


maxDRACclasses,


maxE-DCHMACdFlow,


maxE-DCHMACdFlow-1,


maxEDCHs,


maxEDCHs-1,


maxEDCHTxPattern-TDD128,


maxEDCHTxPattern-TDD128-1,


maxERNTIgroup,


maxERNTIperGroup,


maxERUCCH,


maxEUTRACellPerFreq,


maxEUTRATargetFreqs,


maxExcludedDetectedSetCells,


maxFACHPCH,


maxFreq,


maxFreqBandsEUTRA,

maxFreqBandsEUTRA-ext,


maxFreqBandsFDD,


maxFreqBandsFDD2,


maxFreqBandsFDD3,


maxFreqBandsFDD-ext,


maxFreqBandsFDD-ext2,


maxFreqBandsFDD-ext3,


maxFreqBandsIndicatorSupport,

maxFreqBandsTDD,


maxFreqBandsTDD-ext,

maxFreqBandsGSM,

maxFreqMeasWithoutCM,


maxGANSS,


maxGANSS-1,


maxGANSSSat,


maxGANSSSat-1,


maxGERAN-SI,


maxHNBNameSize,


maxHProcesses,


maxHSDSCHTBIndex,


maxHSDSCHTBIndex-tdd384,


maxHSSCCHs,


maxHSSCCHs-1,


maxHSSICH-TDD128,


maxHSSICH-TDD128-1,


maxHS-SCCHLessTrBlk,

maxIGPInfo,

maxInterSysMessages,


maxLoCHperRLC,


maxLoggedMeasReport,


maxnumLoggedMeas,


maxMAC-d-PDUsizes,


maxMBMS-CommonCCTrCh,


maxMBMS-CommonPhyCh,


maxMBMS-CommonRB,


maxMBMS-CommonTrCh,


maxMBMS-Freq,


maxMBMS-L1CP,


maxMBMSservCount,


maxMBMSservModif,


maxMBMSservSched,


maxMBMSservSelect,


maxMBMSservUnmodif,


maxMBMSTransmis,


maxMBSFNClusters,


maxMeasCSGRange,


maxMeasEvent,


maxMeasEventOnSecULFreq,


maxMeasIntervals,


maxMeasParEvent,


maxNonContiguousMultiCellCombinations,


maxMeasOccasionPattern,


maxMeasOccasionPattern-1,


maxNumCDMA2000Freqs,

maxNumE-AGCH,


maxNumE-HICH,


maxNumEUTRAFreqs,

maxNumEUTRAFreqs-FACH,


maxNumFDDFreqs,


maxNumGSMCellGroup,

maxNumGSMFreqRanges,


maxGSMTargetCells,


maxNumMDTPLMN,


maxNumTDDFreqs,


maxNumANRLoggedItems,


maxOtherRAT,

maxOtherRAT-16,


maxPage1,


maxPCPCH-APsig,


maxPCPCH-APsubCh,


maxPCPCH-CDsig,


maxPCPCH-CDsubCh,


maxPCPCH-SF,


maxPCPCHs,


maxPDCPAlgoType,


maxPDSCH,


maxPDSCH-TFCIgroups,


maxPRACH,


maxPRACH-EUL,


maxPRACH-FPACH,


maxPredefConfig,


maxPrio,

maxPrio-1,


maxPUSCH,


maxQueueIDs,


maxRABsetup,


maxRAT,


maxRB,


maxRBallRABs,


maxRBperTrCh,


maxRBMuxOptions,


maxRBperRAB,


maxReportedEUTRAFreqs,


maxReportedEUTRACellPerFreq,


maxReportedGSMCells,


maxRLCPDUsizePerLogChan,

maxSRBsetup,


maxRL,


maxRL-1,


maxEDCHRL,


maxEDCHRL-1,


maxROHC-PacketSizes-r4,


maxROHC-Profile-r4,


maxRxPatternForHSDSCH-TDD128,

maxRxPatternForHSDSCH-TDD128-1,


maxSat,


maxSatClockModels,


maxSCCPCH,


maxSgnType,


maxSIB,


maxSIB-FACH,


maxSIrequest,


maxSystemCapability,


maxTDD128Carrier,


maxTDD128Carrier-1,


maxTbsForHSDSCH-TDD128,

maxTbsForHSDSCH-TDD128-1,


maxTF,


maxTF-CPCH,


maxTFC,


maxTFCsub,


maxTFCI-2-Combs,


maxTGPS,


maxTrCH,


maxTrCHpreconf,


maxTS,


maxTS-1,


maxTS-2,


maxTS-LCR,


maxTS-LCR-1,


maxURA,


maxURNTI-Group
FROM Constant-definitions;

-------------------------------------------------------next change---------------------------------------------------------------------

NeighCellSI-AcquisitionCapability ::= SEQUENCE {


supportOfIntraFreqSIAcquisitionForHO
ENUMERATED { true }





OPTIONAL,


supportOfInterFreqSIAcquisitionForHO
ENUMERATED { true }





OPTIONAL,


supportOfE-UtraSIAcquisitionForHO

ENUMERATED { true }





OPTIONAL

}

NetworkAssistedGANSS-Supported-List ::= SEQUENCE (SIZE (1..maxGANSS)) OF SEQUENCE {


gANSS-Id






ENUMERATED {












sbas, modernizedGPS, qzss, glonass, bds,












spare3, spare2, spare1 }

OPTIONAL,


gANSS-Mode






GANSS-Mode,


gANSS-SignalId





GANSS-Signal-Id





OPTIONAL,


supportForUE-GANSS-TimingOfCellFrames

BOOLEAN,


supportForUE-GANSS-CarrierPhaseMeasurement
BOOLEAN





OPTIONAL

}

-- Each element in the NetworkAssistedGANSS-Supported-List-v860ext provides extension information

-- to the corresponding element (position) in the NetworkAssistedGANSS-Supported-List

NetworkAssistedGANSS-Supported-List-v860ext ::= SEQUENCE (SIZE (1..maxGANSS)) OF SEQUENCE {


sbas-Ids






BIT STRING (SIZE (8))



OPTIONAL,


gANSS-SignalIds





BIT STRING (SIZE (8))



OPTIONAL,


non-native-AD-choices-supported

ENUMERATED { true }




OPTIONAL

}
-------------------------------------------------------next change---------------------------------------------------------------------

AlmanacSatInfoList ::=



SEQUENCE (SIZE (1..maxSat)) OF











AlmanacSatInfo

ALM-BDSKeplerianSet
::=


SEQUENCE {


sat-info-BDSkpList




GANSS-SAT-Info-Almanac-BDSkpList

}

ALM-ECEFsbasAlmanacSet ::=


SEQUENCE {


sat-info-SBASecefList



GANSS-SAT-Info-Almanac-SBASecefList

}
-------------------------------------------------------next change---------------------------------------------------------------------

BCCH-ARFCN ::=





INTEGER (0..1023)

BDSclockModel ::=


SEQUENCE {


bdsToc



BIT STRING (SIZE (17)),


bdsa0



BIT STRING (SIZE (24)),


bdsa1



BIT STRING (SIZE (22)),


bdsa2



BIT STRING (SIZE (11)),


bdsTgd1



BIT STRING (SIZE (10))

}

BDS-IGPInfoList ::= SEQUENCE (SIZE (1..maxIGPInfo)) OF SEQUENCE {


bds-IGPNumber



INTEGER (1..320),


bds-VerticalDelay


BIT STRING (SIZE (9)),


bds-GIVEI




BIT STRING (SIZE (4))

}

DBDS-InfoList ::= SEQUENCE (SIZE (1..maxSgnType)) OF DBDS-Info

DBDS-Info ::= SEQUENCE {


bds-SignalID


GANSS-Signal-Id

OPTIONAL,



dbds-SignalInfoList

DBDS-SignalInfoList

}

DBDS-SignalInfoList ::= SEQUENCE (SIZE (1..maxGANSSSat)) OF 










DBDS-SignalInfo

DBDS-SignalInfo ::= SEQUENCE {


svID 



INTEGER(0..63),


bds-UDREI


INTEGER (0..15),


bds-RURAI


INTEGER (0..15),


bds-ECC-DeltaT

BIT STRING (SIZE (13))

}
BLER-MeasurementResults ::=


SEQUENCE {


transportChannelIdentity


TransportChannelIdentity,


dl-TransportChannelBLER



DL-TransportChannelBLER



OPTIONAL

}

-------------------------------------------------------next change---------------------------------------------------------------------

GANSSGenericData-va40ext ::=

SEQUENCE {


ganssTimeModelsList




GANSSTimeModelsList-va40ext





OPTIONAL,


uePositioningGANSSReferenceMeasurementInfo











UE-Positioning-GANSS-ReferenceMeasurementInfo-va40ext























OPTIONAL,


uePositioningGANSSAlmanac


UE-Positioning-GANSS-Almanac-va40ext


OPTIONAL

}
GANSSGenericData-vcxyext ::=

SEQUENCE {


uePositioningDBDSCorrections


UE-Positioning-DBDSCorrections



OPTIONAL,

uePositioningBDSIonoGridModel


UE-Positioning-BDS-IonoGridModel



OPTIONAL,

ue-positioning-GANSS-AddNavigationModels 
UE-Positioning-GANSS-AddNavigationModels-vcxyext,

ue-Positioning-GANSS-Almanac


UE-Positioning-GANSS-Almanac-vcxyext,


ue-Positioning-GANSS-AddUTCModels

UE-Positioning-GANSS-AddUTCModels-vcxyext
}
GANSSGenericData-r10 ::=


SEQUENCE {


ganssId







INTEGER (0..7)








OPTIONAL,


uePositiningGANSSsbasID



UE-Positioning-GANSS-SBAS-ID




OPTIONAL,


ganssTimeModelsList




GANSSTimeModelsList-r10






OPTIONAL,


uePositioningDGANSSCorrections

UE-Positioning-DGANSSCorrections-r9



OPTIONAL,


uePositioningGANSSNavigationModel
UE-Positioning-GANSS-NavigationModel


OPTIONAL,


uePositioningGANSSAddNavigationModels











UE-Positioning-GANSS-AddNavigationModels

OPTIONAL,


uePositioningGANSSRealTimeIntegrity
UE-Positioning-GANSS-RealTimeIntegrity


OPTIONAL,


uePositioningGANSSDataBitAssistance
UE-Positioning-GANSS-Data-Bit-Assistance

OPTIONAL,


uePositioningGANSSReferenceMeasurementInfo











UE-Positioning-GANSS-ReferenceMeasurementInfo-r10























OPTIONAL,


uePositioningGANSSAlmanac


UE-Positioning-GANSS-Almanac-r10



OPTIONAL,


uePositioningGANSSUTCModel


UE-Positioning-GANSS-UTCModel




OPTIONAL,


uePositioningGANSSAddUTCModels

UE-Positioning-GANSS-AddUTCModels



OPTIONAL,


uePositioningGANSSAuxiliaryInfo

UE-Positioning-GANSS-AuxiliaryInfo



OPTIONAL

}

GANSSGenericData-r12 ::=


SEQUENCE {


ganssId








INTEGER (0..7)







OPTIONAL,


uePositiningGANSSsbasID




UE-Positioning-GANSS-SBAS-ID




OPTIONAL,


ganssTimeModelsList





GANSSTimeModelsList-r10





OPTIONAL,


uePositioningDGANSSCorrections


UE-Positioning-DGANSSCorrections-r9


OPTIONAL,


uePositioningDBDSCorrections



UE-Positioning-DBDSCorrections



OPTIONAL,

uePositioningBDSIonoGridModel


UE-Positioning-BDS-IonoGridModel



OPTIONAL,

uePositioningGANSSNavigationModel

UE-Positioning-GANSS-NavigationModel


OPTIONAL,


uePositioningGANSSAddNavigationModels
UE-Positioning-GANSS-AddNavigationModels-r12
OPTIONAL,


uePositioningGANSSRealTimeIntegrity

UE-Positioning-GANSS-RealTimeIntegrity

OPTIONAL,


uePositioningGANSSDataBitAssistance

UE-Positioning-GANSS-Data-Bit-Assistance

OPTIONAL,


uePositioningGANSSReferenceMeasurementInfo












UE-Positioning-GANSS-ReferenceMeasurementInfo-r10























OPTIONAL,


uePositioningGANSSAlmanac



UE-Positioning-GANSS-Almanac-r12



OPTIONAL,


uePositioningGANSSUTCModel



UE-Positioning-GANSS-UTCModel



OPTIONAL,


uePositioningGANSSAddUTCModels


UE-Positioning-GANSS-AddUTCModels-r12

OPTIONAL,


uePositioningGANSSAuxiliaryInfo


UE-Positioning-GANSS-AuxiliaryInfo


OPTIONAL

}

GANSSGenericDataList ::=


SEQUENCE (SIZE (1..maxGANSS)) OF











GANSSGenericData

GANSSGenericDataList-v860ext ::=
SEQUENCE (SIZE (1..maxGANSS)) OF











GANSSGenericData-v860ext

GANSSGenericDataList-r8 ::=


SEQUENCE (SIZE (1..maxGANSS)) OF











GANSSGenericData-r8

GANSSGenericDataList-r9 ::=


SEQUENCE (SIZE (1..maxGANSS)) OF











GANSSGenericData-r9

GANSSGenericDataList-v920ext ::=
SEQUENCE (SIZE (1..maxGANSS)) OF











GANSSGenericData-v920ext

GANSSGenericDataList-va40ext ::=
SEQUENCE (SIZE (1..maxGANSS)) OF











GANSSGenericData-va40ext
GANSSGenericDataList-vcxyext ::=
SEQUENCE (SIZE (1..maxGANSS)) OF











GANSSGenericData-vcxyext
GANSSGenericDataList-r10 ::=

SEQUENCE (SIZE (1..maxGANSS)) OF











GANSSGenericData-r10

GANSSGenericDataList-r12 ::=

SEQUENCE (SIZE (1..maxGANSS)) OF











GANSSGenericData-r12

GANSSGenericMeasurementInfo ::=

SEQUENCE (SIZE (1..maxGANSS)) OF SEQUENCE {


ganssId







INTEGER (0..7)





OPTIONAL,


ganssMeasurementSignalList


GANSSMeasurementSignalList

}
-------------------------------------------------------next change---------------------------------------------------------------------

GanssReqGenericData-v860ext ::=

SEQUENCE {


sbasId







UE-Positioning-GANSS-SBAS-ID

OPTIONAL,


ganssAddNavigationModel



ENUMERATED { true }




OPTIONAL,


ganssAddUTCmodel




ENUMERATED { true }




OPTIONAL,


ganssAuxInfo





ENUMERATED { true }




OPTIONAL,


ganssAddADchoices




SEQUENCE {



orbitModelID





INTEGER (0..7)




OPTIONAL,



clockModelID





INTEGER (0..7)




OPTIONAL,



utcModelID






INTEGER (0..7)




OPTIONAL,



almanacModelID





INTEGER (0..7)




OPTIONAL


}

OPTIONAL

}

GanssReqGenericData-vcxyext ::=

SEQUENCE {


bdsIonoGridModelReq


ENUMERATED { true }

OPTIONAL,

bdsCorrectionsReq


DGANSS-Sig-Id-Req

OPTIONAL


}

GanssRequestedGenericAssistanceDataList ::= SEQUENCE (SIZE (1..maxGANSS)) OF











GanssReqGenericData

GanssRequestedGenericAssistanceDataList-v860ext ::= SEQUENCE (SIZE (1..maxGANSS)) OF











GanssReqGenericData-v860ext

GanssRequestedGenericAssistanceDataList-vcxyext ::= SEQUENCE (SIZE (1..maxGANSS)) OF











GanssReqGenericData-vcxyext

GANSSSatelliteInformation ::=

SEQUENCE {


ganssSatId






INTEGER (0..63),


dopplerZeroOrder




INTEGER (-2048..2047),


-- scale factor 0.5m/s


extraDoppler





ExtraDoppler





OPTIONAL,


codePhase






INTEGER (0..1023),


integerCodePhase




INTEGER (0..127),


codePhaseSearchWindow



BIT STRING (SIZE (5)),


azimuthandElevation




AzimuthAndElevation




OPTIONAL

}
-------------------------------------------------------next change---------------------------------------------------------------------

GANSSTimeModelsList-r10 ::=


SEQUENCE (SIZE (1..maxGANSS-1)) OF











UE-Positioning-GANSS-TimeModel-r10

GANSS-SAT-Info-Almanac-BDSkp ::=
SEQUENCE {


svID




INTEGER(0..63),


bdsAlmToa



BIT STRING (SIZE (8)),



bdsAlmSqrtA



BIT STRING (SIZE (24)),


bdsAlmE




BIT STRING (SIZE (17)),


bdsAlmW




BIT STRING (SIZE (24)),


bdsAlmM0



BIT STRING (SIZE (24)),


bdsAlmOmega0


BIT STRING (SIZE (24)),


bdsAlmOmegaDot


BIT STRING (SIZE (17)),


bdsAlmDeltaI


BIT STRING (SIZE (16)),


bdsAlmA0



BIT STRING (SIZE (11)),


bdsAlmA1



BIT STRING (SIZE (11)),


bdsSvHealth



BIT STRING (SIZE(9))
OPTIONAL
}

GANSS-SAT-Info-Almanac-GLOkp ::=
SEQUENCE {


gloAlmNA






BIT STRING (SIZE (11)),


gloAlmnA






BIT STRING (SIZE (5)),


gloAlmHA






BIT STRING (SIZE (5)),


gloAlmLambdaA





BIT STRING (SIZE (21)),


gloAlmTlambdaA





BIT STRING (SIZE (21)),


gloAlmDeltaIA





BIT STRING (SIZE (18)),


gloAkmDeltaTA





BIT STRING (SIZE (22)),


gloAlmDeltaTdotA




BIT STRING (SIZE (7)),


gloAlmEpsilonA





BIT STRING (SIZE (15)),


gloAlmOmegaA





BIT STRING (SIZE (16)),


gloAlmTauA






BIT STRING (SIZE (10)),


gloAlmCA






BIT STRING (SIZE (1)),


gloAlmMA






BIT STRING (SIZE (2))



OPTIONAL

}
-------------------------------------------------------next change---------------------------------------------------------------------

GANSS-SAT-Info-Almanac-SBASecef ::=
SEQUENCE {


sbasAlmDataID





BIT STRING (SIZE (2)),


svID







INTEGER (0..63),


sbasAlmHealth





BIT STRING (SIZE (8)),


sbasAlmXg






BIT STRING (SIZE (15)),


sbasAlmYg






BIT STRING (SIZE (15)),


sbasAlmZg






BIT STRING (SIZE (9)),


sbasAlmXgdot





BIT STRING (SIZE (3)),


sbasAlmYgDot





BIT STRING (SIZE (3)),


sbasAlmZgDot





BIT STRING (SIZE (4)),


sbasAlmTo






BIT STRING (SIZE (11))

}

GANSS-SAT-Info-Almanac-BDSkpList ::=
SEQUENCE (SIZE (1..maxGANSSSat)) OF












GANSS-SAT-Info-Almanac-BDSkp

GANSS-SAT-Info-Almanac-GLOkpList ::=
SEQUENCE (SIZE (1..maxGANSSSat)) OF












GANSS-SAT-Info-Almanac-GLOkp
-------------------------------------------------------next change---------------------------------------------------------------------

Ganss-Sat-Info-AddNav ::=


SEQUENCE {


satId







INTEGER (0..63),


svHealth






BIT STRING (SIZE (6)),


iod








BIT STRING (SIZE (11)),


ganssClockModel





UE-Positioning-GANSS-AddClockModels,


ganssOrbitModel





UE-Positioning-GANSS-AddOrbitModels

}

Ganss-Sat-Info-AddNav-r12 ::=


SEQUENCE {


satId







INTEGER (0..63),


svHealth






BIT STRING (SIZE (6)),


iod








BIT STRING (SIZE (11)),


ganssClockModel





UE-Positioning-GANSS-AddClockModels-r12,


ganssOrbitModel





UE-Positioning-GANSS-AddOrbitModels-r12

}

Ganss-Sat-Info-AddNav-vcxyext ::=


SEQUENCE {


ganssClockModel



UE-Positioning-GANSS-AddClockModels-vcxyext,


ganssOrbitModel



UE-Positioning-GANSS-AddOrbitModels-vcxyext 

}

Ganss-Sat-Info-Nav ::=



SEQUENCE {


satId







INTEGER (0..63),


svHealth






BIT STRING (SIZE (5)),


iod








BIT STRING (SIZE (10)),


ganssClockModel





UE-Positioning-GANSS-ClockModel,


ganssOrbitModel





UE-Positioning-GANSS-OrbitModel

}

Ganss-Sat-Info-AddNavList ::= 

SEQUENCE (SIZE (1..maxGANSSSat)) OF











Ganss-Sat-Info-AddNav

Ganss-Sat-Info-AddNavList-r12 ::= 
SEQUENCE (SIZE (1..maxGANSSSat)) OF











Ganss-Sat-Info-AddNav-r12

Ganss-Sat-Info-AddNavList-vcxyext ::= 
SEQUENCE (SIZE (1..maxGANSSSat)) OF











Ganss-Sat-Info-AddNav-vcxyext

Ganss-Sat-Info-NavList ::=


SEQUENCE (SIZE (1..maxGANSSSat)) OF











Ganss-Sat-Info-Nav
-------------------------------------------------------next change---------------------------------------------------------------------

MeasuredResults-v860ext ::= CHOICE {


ue-positioning-MeasuredResults

UE-Positioning-MeasuredResults-v860ext

}

MeasuredResults-vcxyext ::= SEQUENCE {


ue-positioning-MeasuredResults

UE-Positioning-MeasuredResults-vcxyext

}

MeasuredResultsList-v920ext ::=

SEQUENCE (SIZE (1..maxAdditionalMeas)) OF 











MeasuredResults-v920ext
-------------------------------------------------------next change---------------------------------------------------------------------

MeasuredResultsList-v860ext ::=

SEQUENCE (SIZE (1..maxAdditionalMeas)) OF SEQUENCE {


-- The 'measuredResults' element shall be present, if 'v860' extended measurement results


-- associated with the corresponding element in the IE 'MeasuredResultList' shall be


-- provided, otherwise it is not needed


measuredResults





MeasuredResults-v860ext




OPTIONAL

}

MeasuredResultsList-vcxyext ::=

SEQUENCE (SIZE (1..maxAdditionalMeas)) OF SEQUENCE {


-- The 'measuredResults' element shall be present, if 'vcxy' extended measurement results


-- associated with the corresponding element in the IE 'MeasuredResultList' shall be


-- provided, otherwise it is not needed


measuredResults





MeasuredResults-vcxyext




OPTIONAL

}

MeasuredResultsOnRACH ::=


SEQUENCE {


currentCell 





SEQUENCE {



modeSpecificInfo




CHOICE {




fdd








SEQUENCE {





measurementQuantity




CHOICE {






cpich-Ec-N0






CPICH-Ec-N0,






cpich-RSCP






CPICH-RSCP,






pathloss






Pathloss,






spare







NULL 





}




},




tdd








SEQUENCE {





-- For 3.84 Mcps, 7.68 Mcps and 1.28 Mcps TDD





timeslotISCP





TimeslotISCP-List

OPTIONAL,





primaryCCPCH-RSCP




PrimaryCCPCH-RSCP

OPTIONAL




}



}


},


monitoredCells





MonitoredCellRACH-List



OPTIONAL

}
-------------------------------------------------------next change---------------------------------------------------------------------

MeasurementCommand-r11 ::=


CHOICE {


setup







MeasurementType-r11,


modify







SEQUENCE {



measurementType





MeasurementType-r11



OPTIONAL


},


release







NULL

}

MeasurementCommand-r12 ::=


CHOICE {


setup







MeasurementType-r12,


modify







SEQUENCE {



measurementType





MeasurementType-r12



OPTIONAL


},


release







NULL

}

MeasurementControlSysInfo ::=

SEQUENCE {


-- CHOICE cellSelectQualityMeasure represents PCCPCH-RSCP in TDD mode.


use-of-HCS






CHOICE {



hcs-not-used 





SEQUENCE {




cellSelectQualityMeasure


CHOICE {





cpich-RSCP






SEQUENCE {






intraFreqMeasurementSysInfo


IntraFreqMeasurementSysInfo-RSCP
OPTIONAL,






interFreqMeasurementSysInfo


InterFreqMeasurementSysInfo-RSCP
OPTIONAL





},





cpich-Ec-N0






SEQUENCE {






intraFreqMeasurementSysInfo


IntraFreqMeasurementSysInfo-ECN0
OPTIONAL,






interFreqMeasurementSysInfo


InterFreqMeasurementSysInfo-ECN0
OPTIONAL





}




},




interRATMeasurementSysInfo


InterRATMeasurementSysInfo-B

OPTIONAL



},



hcs-used






SEQUENCE {




cellSelectQualityMeasure


CHOICE {





cpich-RSCP






SEQUENCE {






intraFreqMeasurementSysInfo


IntraFreqMeasurementSysInfo-HCS-RSCP
OPTIONAL,






interFreqMeasurementSysInfo


InterFreqMeasurementSysInfo-HCS-RSCP
OPTIONAL





},





cpich-Ec-N0






SEQUENCE {






intraFreqMeasurementSysInfo


IntraFreqMeasurementSysInfo-HCS-ECN0
OPTIONAL,






interFreqMeasurementSysInfo


InterFreqMeasurementSysInfo-HCS-ECN0
OPTIONAL





}




},




interRATMeasurementSysInfo


InterRATMeasurementSysInfo

OPTIONAL



}


},


trafficVolumeMeasSysInfo


TrafficVolumeMeasSysInfo


OPTIONAL,


-- dummy is not used in this version of specification and it shall be ignored by the UE.


dummy

UE-InternalMeasurementSysInfo

OPTIONAL

}
-------------------------------------------------------next change---------------------------------------------------------------------

MeasurementType-r11 ::=



CHOICE {


intraFrequencyMeasurement


IntraFrequencyMeasurement-r11,


interFrequencyMeasurement


InterFrequencyMeasurement-r11,


interRATMeasurement




InterRATMeasurement-r11,


up-Measurement





UE-Positioning-Measurement-r10,


trafficVolumeMeasurement


TrafficVolumeMeasurement,


qualityMeasurement




QualityMeasurement,


ue-InternalMeasurement



UE-InternalMeasurement-r4,


csgProximityDetection



CSGProximityDetection,


eutraMeasurementForCELLFACH


EUTRA-MeasurementForCELLFACH

}

MeasurementType-r12 ::=



CHOICE {


intraFrequencyMeasurement


IntraFrequencyMeasurement-r11,


interFrequencyMeasurement


InterFrequencyMeasurement-r11,


interRATMeasurement




InterRATMeasurement-r11,


up-Measurement





UE-Positioning-Measurement-r12,


trafficVolumeMeasurement



TrafficVolumeMeasurement,


qualityMeasurement




QualityMeasurement,


ue-InternalMeasurement



UE-InternalMeasurement-r4,


csgProximityDetection



CSGProximityDetection,


eutraMeasurementForCELLFACH


EUTRA-MeasurementForCELLFACH

}

MeasurementValidity ::=



SEQUENCE {


ue-State






ENUMERATED {












cell-DCH, all-But-Cell-DCH, all-States }

}
-------------------------------------------------------next change---------------------------------------------------------------------

NavigationModelSatInfoList ::=

SEQUENCE (SIZE (1..maxSat)) OF











NavigationModelSatInfo

NavModel-BDSKeplerianSet ::= 

SEQUENCE {


bdsURAI



BIT STRING (SIZE (4)),


bdsToe



BIT STRING (SIZE (17)),


bdsAPowerHalf

BIT STRING (SIZE (32)),


bdsE



BIT STRING (SIZE (32)),


bdsW



BIT STRING (SIZE (32)),


bdsDeltaN


BIT STRING (SIZE (16)),


bdsM0



BIT STRING (SIZE (32)),


bdsOmega0


BIT STRING (SIZE (32)),


bdsOmegaDot


BIT STRING (SIZE (24)),


bdsI0



BIT STRING (SIZE (32)),


bdsIDot



BIT STRING (SIZE (14)),


bdsCuc



BIT STRING (SIZE (18)),


bdsCus



BIT STRING (SIZE (18)),


bdsCrc



BIT STRING (SIZE (18)),


bdsCrs



BIT STRING (SIZE (18)),


bdsCic



BIT STRING (SIZE (18)),


bdsCis



BIT STRING (SIZE (18))

}

NavModel-CNAVKeplerianSet ::= 

SEQUENCE {


cnavTop







BIT STRING (SIZE (11)),


cnavURAindex





BIT STRING (SIZE (5)),


cnavDeltaA






BIT STRING (SIZE (26)),


cnavAdot






BIT STRING (SIZE (25)),


cnavDeltaNo






BIT STRING (SIZE (17)),


cnavDeltaNoDot





BIT STRING (SIZE (23)),


cnavMo







BIT STRING (SIZE (33)),


cnavE







BIT STRING (SIZE (33)),


cnavOmega






BIT STRING (SIZE (33)),


cnavOMEGA0






BIT STRING (SIZE (33)),


cnavDeltaOmegaDot




BIT STRING (SIZE (17)),


cnavIo







BIT STRING (SIZE (33)),


cnavIoDot






BIT STRING (SIZE (15)),


cnavCis







BIT STRING (SIZE (16)),


cnavCic







BIT STRING (SIZE (16)),


cnavCrs







BIT STRING (SIZE (24)),


cnavCrc







BIT STRING (SIZE (24)),


cnavCus







BIT STRING (SIZE (21)),


cnavCuc







BIT STRING (SIZE (21))

}

-------------------------------------------------------next change---------------------------------------------------------------------

UE-Positioning-Accuracy ::=




BIT STRING (SIZE (7))

UE-Positioning-DBDSCorrections ::= SEQUENCE {


bds-RefTime



INTEGER (0..119),


bds-DBDS-InfoList

DBDS-InfoList 
}

UE-Positioning-CipherParameters ::=


SEQUENCE {


cipheringKeyFlag




BIT STRING (SIZE (1)),


cipheringSerialNumber



INTEGER (0..65535)

}
-------------------------------------------------------next change---------------------------------------------------------------------

UE-Positioning-Error-v860ext ::=
SEQUENCE {


ue-positioning-GANSS-additionalAssistanceDataRequest







UE-Positioning-GANSS-AdditionalAssistanceDataRequest-v860ext
OPTIONAL

}

UE-Positioning-Error-vcxyext ::=
SEQUENCE {


ue-positioning-GANSS-additionalAssistanceDataRequest







UE-Positioning-GANSS-AdditionalAssistanceDataRequest-vcxyext
OPTIONAL

}

UE-Positioning-ErrorCause ::=

ENUMERATED {











notEnoughOTDOA-Cells,











notEnoughGPS-Satellites,











assistanceDataMissing,











notAccomplishedGPS-TimingOfCellFrames,











undefinedError,











requestDeniedByUser,











notProcessedAndTimeout,











referenceCellNotServingCell }

-------------------------------------------------------next change---------------------------------------------------------------------

-- This IE, if included,  shall contain exactly one of the optional elements

UE-Positioning-GANSS-AddUTCModels ::= SEQUENCE {


utcModel1






UTCmodelSet1






OPTIONAL,


utcModel2






UTCmodelSet2






OPTIONAL,


utcModel3






UTCmodelSet3






OPTIONAL

}

-- This IE, if included,  shall contain exactly one of the optional elements

UE-Positioning-GANSS-AddUTCModels-r12 ::= SEQUENCE {


utcModel1






UTCmodelSet1






OPTIONAL,


utcModel2






UTCmodelSet2






OPTIONAL,


utcModel3






UTCmodelSet3






OPTIONAL,


utcModel4






UTCmodelSet4






OPTIONAL

}

UE-Positioning-GANSS-AddUTCModels-vcxyext ::= SEQUENCE {


utcModel4






UTCmodelSet4


OPTIONAL
}

UE-Positioning-GANSS-Almanac ::=
SEQUENCE{


ganss-wk-number





INTEGER (0..255),


alm-keplerianParameters



ALM-keplerianParameters




OPTIONAL

}
-------------------------------------------------------next change---------------------------------------------------------------------

UE-Positioning-GANSS-Almanac-r10 ::=
SEQUENCE{


ganss-wk-number





INTEGER (0..255),


complete-Almanac-Provided


BOOLEAN








OPTIONAL,


alm-keplerianParameters



ALM-keplerianParameters




OPTIONAL,


alm-keplerianNAVAlmanac
 


ALM-NAVKeplerianSet





OPTIONAL,


alm-keplerianReducedAlmanac


ALM-ReducedKeplerianSet




OPTIONAL,


alm-keplerianMidiAlmanac


ALM-MidiAlmanacSet





OPTIONAL,


alm-keplerianGLONASS



ALM-GlonassAlmanacSet




OPTIONAL,


alm-ecefSBASAlmanac




ALM-ECEFsbasAlmanacSet




OPTIONAL

}

UE-Positioning-GANSS-Almanac-r12 ::=
SEQUENCE{


ganss-wk-number





INTEGER (0..255),


complete-Almanac-Provided


BOOLEAN








OPTIONAL,


alm-keplerianParameters



ALM-keplerianParameters




OPTIONAL,


alm-keplerianNAVAlmanac
 


ALM-NAVKeplerianSet





OPTIONAL,


alm-keplerianReducedAlmanac


ALM-ReducedKeplerianSet




OPTIONAL,


alm-keplerianMidiAlmanac



ALM-MidiAlmanacSet





OPTIONAL,


alm-keplerianGLONASS




ALM-GlonassAlmanacSet




OPTIONAL,


alm-ecefSBASAlmanac




ALM-ECEFsbasAlmanacSet




OPTIONAL,


alm-keplerianBDSAlmanac



ALM-BDSKeplerianSet





OPTIONAL

}

UE-Positioning-GANSS-Almanac-vcxyext ::= SEQUENCE {


alm-keplerianBDSAlmanac



ALM-BDSKeplerianSet


OPTIONAL
}

UE-Positioning-GANSS-AdditionalAssistanceDataRequest ::= SEQUENCE {


ganssReferenceTime




BOOLEAN,


ganssreferenceLocation



BOOLEAN,


ganssIonosphericModel



BOOLEAN,


ganssRequestedGenericAssistanceDataList
GanssRequestedGenericAssistanceDataList

}

UE-Positioning-GANSS-AdditionalAssistanceDataRequest-v860ext ::= SEQUENCE {


ganssAddIonoModelReq



BIT STRING (SIZE (2))




OPTIONAL,


ganssEOPreq






ENUMERATED { true }





OPTIONAL,


ganssRequestedGenericAssistanceDataList











GanssRequestedGenericAssistanceDataList-v860ext

}

UE-Positioning-GANSS-AdditionalAssistanceDataRequest-vcxyext ::= SEQUENCE {


ganssRequestedGenericAssistanceDataList











GanssRequestedGenericAssistanceDataList-vcxyext

}

UE-Positioning-GANSS-AddIonoModel ::= SEQUENCE {


dataID







BIT STRING (SIZE (2)),


alpha-beta-parameters



UE-Positioning-GPS-IonosphericModel

}

UE-Positioning-GANSS-AddNavigationModels ::= SEQUENCE {


non-broadcastIndication



ENUMERATED { true }





OPTIONAL,


ganssSatInfoNavList




Ganss-Sat-Info-AddNavList

}

UE-Positioning-GANSS-AddNavigationModels-r12 ::= SEQUENCE {


non-broadcastIndication



ENUMERATED { true }





OPTIONAL,


ganssSatInfoNavList




Ganss-Sat-Info-AddNavList-r12

}

UE-Positioning-GANSS-AddNavigationModels-vcxyext ::= SEQUENCE {


ganssSatInfoNavList




Ganss-Sat-Info-AddNavList-vcxyext

}

UE-Positioning-GANSS-AssistanceData ::= SEQUENCE {


ue-positioning-GANSS-ReferenceTime
UE-Positioning-GANSS-ReferenceTime

OPTIONAL,


uePositioningGanssReferencePosition
ReferenceLocationGANSS




OPTIONAL,


uePositioningGanssIonosphericModel
UE-Positioning-GANSS-IonosphericModel
OPTIONAL,


ganssGenericDataList



GANSSGenericDataList




OPTIONAL

}

UE-Positioning-GANSS-AssistanceData-v860ext ::= SEQUENCE {


uePositioningGanssAddIonoModel


UE-Positioning-GANSS-AddIonoModel

OPTIONAL,


uePositioningGanssEarthOrientationPara
UE-Positioning-GANSS-EarthOrientPara
OPTIONAL,


ganssGenericDataList




GANSSGenericDataList-v860ext


OPTIONAL

}

UE-Positioning-GANSS-AssistanceData-r8 ::= SEQUENCE {


ue-positioning-GANSS-ReferenceTime
UE-Positioning-GANSS-ReferenceTime

OPTIONAL,


uePositioningGanssReferencePosition
ReferenceLocationGANSS




OPTIONAL,


uePositioningGanssIonosphericModel
UE-Positioning-GANSS-IonosphericModel
OPTIONAL,


uePositioningGanssAddIonoModel

UE-Positioning-GANSS-AddIonoModel

OPTIONAL,


uePositioningGanssEarthOrientationPara











UE-Positioning-GANSS-EarthOrientPara
OPTIONAL,


ganssGenericDataList



GANSSGenericDataList-r8




OPTIONAL

}

UE-Positioning-GANSS-AssistanceData-r9 ::= SEQUENCE {


ue-positioning-GANSS-ReferenceTime
UE-Positioning-GANSS-ReferenceTime

OPTIONAL,


uePositioningGanssReferencePosition
ReferenceLocationGANSS




OPTIONAL,


uePositioningGanssIonosphericModel
UE-Positioning-GANSS-IonosphericModel
OPTIONAL,


uePositioningGanssAddIonoModel

UE-Positioning-GANSS-AddIonoModel

OPTIONAL,


uePositioningGanssEarthOrientationPara











UE-Positioning-GANSS-EarthOrientPara
OPTIONAL,


ganssGenericDataList



GANSSGenericDataList-r9




OPTIONAL

}

UE-Positioning-GANSS-AssistanceData-v920ext ::= SEQUENCE {


ganssGenericDataList



GANSSGenericDataList-v920ext


OPTIONAL

}

UE-Positioning-GANSS-AssistanceData-va40ext ::= SEQUENCE {


ue-positioning-GANSS-ReferenceTime
UE-Positioning-GANSS-ReferenceTime-va40ext
OPTIONAL,


ganssGenericDataList



GANSSGenericDataList-va40ext



OPTIONAL

}

UE-Positioning-GANSS-AssistanceData-vcxyext ::= SEQUENCE {


ganssGenericDataList



GANSSGenericDataList-vcxyext



OPTIONAL

}
UE-Positioning-GANSS-AssistanceData-r10 ::= SEQUENCE {


ue-positioning-GANSS-ReferenceTime
UE-Positioning-GANSS-ReferenceTime-r10
OPTIONAL,


uePositioningGanssReferencePosition
ReferenceLocationGANSS




OPTIONAL,


uePositioningGanssIonosphericModel
UE-Positioning-GANSS-IonosphericModel
OPTIONAL,


uePositioningGanssAddIonoModel

UE-Positioning-GANSS-AddIonoModel

OPTIONAL,


uePositioningGanssEarthOrientationPara











UE-Positioning-GANSS-EarthOrientPara
OPTIONAL,


ganssGenericDataList



GANSSGenericDataList-r10



OPTIONAL

}

UE-Positioning-GANSS-AssistanceData-r12 ::= SEQUENCE {


ue-positioning-GANSS-ReferenceTime
UE-Positioning-GANSS-ReferenceTime-r10
OPTIONAL,


uePositioningGanssReferencePosition
ReferenceLocationGANSS




OPTIONAL,


uePositioningGanssIonosphericModel
UE-Positioning-GANSS-IonosphericModel
OPTIONAL,


uePositioningGanssAddIonoModel

UE-Positioning-GANSS-AddIonoModel

OPTIONAL,


uePositioningGanssEarthOrientationPara 
UE-Positioning-GANSS-EarthOrientPara
OPTIONAL,


ganssGenericDataList





GANSSGenericDataList-r12



OPTIONAL

}

UE-Positioning-GANSS-AuxiliaryInfo ::= CHOICE {


-- This choice may only be present if GANSS ID indicates Modernized GPS


ganssID1
AuxInfoGANSS-ID1,


-- This choice may only be present if GANSS ID indicates GLONASS


ganssID3
AuxInfoGANSS-ID3

}

UE-Positioning-GANSS-ClockModel ::=
SEQUENCE {


satellite-clock-modelList


Satellite-clock-modelList

}

-- This IE, if included,  shall contain exactly one of the optional elements

UE-Positioning-GANSS-AddClockModels ::= SEQUENCE {


navClockModel


 


NAVclockModel






OPTIONAL,


cnavClockModel


 


CNAVclockModel






OPTIONAL,


glonassClockModel

 


GLONASSclockModel





OPTIONAL,


sbasClockModel


 


SBASclockModel






OPTIONAL

}

-- This IE, if included,  shall contain exactly one of the optional elements
UE-Positioning-GANSS-AddClockModels-r12 ::= SEQUENCE {


navClockModel


 

NAVclockModel





OPTIONAL,


cnavClockModel


 

CNAVclockModel





OPTIONAL,


glonassClockModel

 

GLONASSclockModel




OPTIONAL,


sbasClockModel


 

SBASclockModel





OPTIONAL,


bdsClockModel


 

BDSclockModel





OPTIONAL

}

UE-Positioning-GANSS-AddClockModels-vcxyext ::= SEQUENCE {


bdsClockModel


 

BDSclockModel





OPTIONAL
}

-- This IE, if included,  shall contain exactly one of the optional elements

UE-Positioning-GANSS-AddOrbitModels ::= SEQUENCE {


navKeplerianSet
 



NavModel-NAVKeplerianSet



OPTIONAL,


cnavKeplerianSet




NavModel-CNAVKeplerianSet


OPTIONAL,


glonassECEF





NavModel-GLONASSecef



OPTIONAL,


sbasECEF






NavModel-SBASecef




OPTIONAL

}

UE-Positioning-GANSS-AddOrbitModels-r12 ::= SEQUENCE {


navKeplerianSet
 



NavModel-NAVKeplerianSet



OPTIONAL,


cnavKeplerianSet



NavModel-CNAVKeplerianSet


OPTIONAL,


glonassECEF





NavModel-GLONASSecef




OPTIONAL,


sbasECEF





NavModel-SBASecef




OPTIONAL,


bdsKeplerianSet




NavModel-BDSKeplerianSet



OPTIONAL

}

UE-Positioning-GANSS-AddOrbitModels-vcxyext ::= SEQUENCE {


bdsKeplerianSet




NavModel-BDSKeplerianSet



OPTIONAL
}

UE-Positioning-GANSS-Data ::=

SEQUENCE {


ganssDataCipheringInfo



UE-Positioning-CipherParameters


OPTIONAL,


ganssDecipheringKeys



GANSSDecipheringKeys




OPTIONAL,


uePositioningGanssReferenceTime

UE-Positioning-GANSS-ReferenceTime

OPTIONAL,


uePositioningGanssReferencePosition
ReferenceLocationGANSS




OPTIONAL,


uePositioningGanssIonosphericModel
UE-Positioning-GANSS-IonosphericModel
OPTIONAL,


ganssGenericDataList



GANSSGenericDataList




OPTIONAL

}

UE-Positioning-GANSS-Data-Bit-Assistance ::= SEQUENCE {


ganss-tod






INTEGER (0..59),


dataBitAssistanceList



DataBitAssistanceList

}

UE-Positioning-GANSS-EarthOrientPara ::= SEQUENCE {


teop







BIT STRING (SIZE (16)),


pmX








BIT STRING (SIZE (21)),


pmXdot







BIT STRING (SIZE (15)),


pmY








BIT STRING (SIZE (21)),


pmYdot







BIT STRING (SIZE (15)),


deltaUT1






BIT STRING (SIZE (31)),


deltaUT1dot






BIT STRING (SIZE (19))

}

UE-Positioning-GANSS-IonosphericModel ::= SEQUENCE {


alpha-zero-ionos




BIT STRING (SIZE (12)),


alpha-one-ionos





BIT STRING (SIZE (12)),


alpha-two-ionos





BIT STRING (SIZE (12)),


gANSS-storm-flags




GANSS-Storm-Flag




OPTIONAL

}

UE-Positioning-BDS-IonoGridModel ::= SEQUENCE {


bds-RefTime




INTEGER (0..119),

bds-IGPInfoList



BDS-IGPInfoList

}

UE-Positioning-GANSS-MeasuredResults ::= SEQUENCE {


referenceTime





CHOICE {



utran-GANSSReferenceTimeResult

UTRAN-GANSSReferenceTime,



ganssReferenceTimeOnly



GANSSReferenceTimeOnly


},


ganssGenericMeasurementInfo


GANSSGenericMeasurementInfo

}
-------------------------------------------------------next change---------------------------------------------------------------------

UE-Positioning-GANSS-TimeModel-va40ext ::= SEQUENCE {


deltaT







INTEGER (-128..127)




OPTIONAL

}

UE-Positioning-GANSS-TimeModel-r10 ::=
SEQUENCE {


ganss-timeModelreferenceTime

INTEGER (0..37799),





-- scale factor 16s


ganss-t-a0






INTEGER (-2147483648..2147483647),

-- scale factor 2-35


-- 'ganss-t-al' scale factor 2-51


ganss-t-a1






INTEGER (-8388608..8388607)


OPTIONAL,


-- 'ganss-t-a2' scale factor 2-68


ganss-t-a2






INTEGER (-64..63)




OPTIONAL,


gnss-to-id






ENUMERATED { gps, galileo, qzss,












glonass, bds, spare3, spare2, spare1 },


ganss-wk-number





INTEGER (0..8191)




OPTIONAL,


deltaT







INTEGER (-128..127)




OPTIONAL

}

UE-Positioning-GANSS-TimeModels ::= SEQUENCE (SIZE (1..maxGANSS-1)) OF











UE-Positioning-GANSS-TimeModel

-------------------------------------------------------next change---------------------------------------------------------------------

UE-Positioning-MeasuredResults-v860ext ::= SEQUENCE {


ue-positioning-Error




UE-Positioning-Error-v860ext



OPTIONAL,


ue-positioning-Ganss-MeasurementResults
UE-Positioning-GANSS-MeasuredResults-v860ext
OPTIONAL

}

UE-Positioning-MeasuredResults-vcxyext ::= SEQUENCE {


ue-positioning-Error




UE-Positioning-Error-vcxyext

OPTIONAL
}

UE-Positioning-Measurement ::=


SEQUENCE {


ue-positioning-ReportingQuantity

UE-Positioning-ReportingQuantity,


reportCriteria






UE-Positioning-ReportCriteria,


ue-positioning-OTDOA-AssistanceData

UE-Positioning-OTDOA-AssistanceData


OPTIONAL,


ue-positioning-GPS-AssistanceData

UE-Positioning-GPS-AssistanceData



OPTIONAL

}
-------------------------------------------------------next change---------------------------------------------------------------------

UE-Positioning-Measurement-r10 ::=

SEQUENCE {


ue-positioning-ReportingQuantity

UE-Positioning-ReportingQuantity-r8,


measurementValidity





MeasurementValidity





OPTIONAL,


reportCriteria






UE-Positioning-ReportCriteria-r7,


ue-positioning-OTDOA-AssistanceData

UE-Positioning-OTDOA-AssistanceData-r7
OPTIONAL,


ue-positioning-GPS-AssistanceData

UE-Positioning-GPS-AssistanceData-r10
OPTIONAL,


ue-positioning-GANSS-AssistanceData

UE-Positioning-GANSS-AssistanceData-r10
OPTIONAL

}

UE-Positioning-Measurement-r12 ::=

SEQUENCE {


ue-positioning-ReportingQuantity


UE-Positioning-ReportingQuantity-r8,


measurementValidity





MeasurementValidity





OPTIONAL,


reportCriteria






UE-Positioning-ReportCriteria-r7,


ue-positioning-OTDOA-AssistanceData

UE-Positioning-OTDOA-AssistanceData-r7
OPTIONAL,


ue-positioning-GPS-AssistanceData

UE-Positioning-GPS-AssistanceData-r10
OPTIONAL,


ue-positioning-GANSS-AssistanceData

UE-Positioning-GANSS-AssistanceData-r12 
OPTIONAL

}

UE-Positioning-MeasurementEventResults ::= CHOICE {


-- In case of 'event7a' reporting, if IE 'UE-Positioning-PositionEstimateInfo' is not needed,


-- CHOICE shall be set to 'additionalOrReplacedPosMeasEvent'and the 'event7a' shall be included


-- in IE 'UE-Positioning-MeasurementEventResults-v770ext'.


event7a







UE-Positioning-PositionEstimateInfo,


event7b







UE-Positioning-OTDOA-Measurement,


event7c







UE-Positioning-GPS-MeasurementResults,


-- If CHOICE is set to 'additionalOrReplacedPosMeasEvent',


-- IE 'UE-Positioning-MeasurementEventResults-v770ext' shall be present.


additionalOrReplacedPosMeasEvent
NULL

}

-------------------------------------------------------next change---------------------------------------------------------------------

UTCmodelSet3 ::=





SEQUENCE {


utcA1wnt







BIT STRING (SIZE (24)),


utcA0wnt







BIT STRING (SIZE (32)),


utcTot








BIT STRING (SIZE (8)),


utcWNt








BIT STRING (SIZE (8)),


utcDeltaTls







BIT STRING (SIZE (8)),


utcWNlsf







BIT STRING (SIZE (8)),


utcDN








BIT STRING (SIZE (8)),


utcDeltaTlsf






BIT STRING (SIZE (8)),


utcStandardID






BIT STRING (SIZE (3))

}

UTCmodelSet4 ::=

SEQUENCE {


utcA0


BIT STRING (SIZE (32)),


utcA1


BIT STRING (SIZE (24)),


utcDeltaTls

BIT STRING (SIZE (8)),


utcWNlsf

BIT STRING (SIZE (8)),


utcDN


BIT STRING (SIZE (8)),


utcDeltaTlsf
BIT STRING (SIZE (8))

}

-- SPARE: UTRA-CarrierRSSI, Max = 76

-- Values above Max are spare

UTRA-CarrierRSSI ::=



INTEGER (0..127)
-------------------------------------------------------next change---------------------------------------------------------------------

SIB-TypeExt ::=





CHOICE {


systemInfoType11bis




NULL,


systemInfoType15bis




NULL,


systemInfoType15-1bis



NULL,


systemInfoType15-2bis



NULL,


systemInfoType15-3bis



NULL,


systemInfoType15-6




NULL,


systemInfoType15-7




NULL,


systemInfoType15-8




NULL

}

SIB-TypeExt2 ::=




CHOICE {


systemInfoType19




NULL,


systemInfoType15-2ter



NULL,


systemInfoType20




NULL,


systemInfoType21




NULL,


systemInfoType22




NULL,


systemInfoType15-1ter



NULL,


spare2







NULL,


spare1







NULL

}

SIB-TypeExtGANSS ::=



CHOICE {


systemInfoType15-1bis



NULL,


systemInfoType15-2bis



NULL,


systemInfoType15-2ter



NULL,


systemInfoType15-3bis



NULL,


systemInfoType15-6




NULL,


systemInfoType15-7




NULL,


systemInfoType15-8




NULL,


spare9







NULL,


spare8







NULL,


spare7







NULL,


spare6







NULL,


spare5







NULL,


spare4







NULL,


spare3







NULL,


spare2







NULL,


spare1







NULL

}
-------------------------------------------------------next change---------------------------------------------------------------------

SysInfoType15-1bis ::=



SEQUENCE {


-- Measurement IEs



ue-positioning-GANSS-DGANSS-Corrections
UE-Positioning-DGANSSCorrections,


-- Extension mechanism for non-release99 information




v920NonCriticalExtensions

SEQUENCE { 





sysInfoType15-1bis-v920ext

SysInfoType15-1bis-v920ext-IEs,





nonCriticalExtensions


SEQUENCE {}



OPTIONAL



}
OPTIONAL

}

SysInfoType15-1bis-v920ext-IEs ::=
SEQUENCE {


-- Measurement IEs


ue-positioning-GANSS-DGANSS-Corrections

UE-Positioning-DGANSSCorrections-v920ext 

}

SysInfoType15-1ter ::=



SEQUENCE {


-- Measurement IEs



uePositioning-BDSCorrections

UE-Positioning-DBDSCorrections

OPTIONAL,


uePositioningBDSIonoGridModel

UE-Positioning-BDS-IonoGridModel

OPTIONAL,

-- Extension mechanism for non-release12 information



nonCriticalExtensions


SEQUENCE {}



OPTIONAL 
}

SysInfoType15-2 ::=




SEQUENCE {


-- Ephemeris and clock corrections



transmissionTOW




GPS-TOW-1sec,



satID






SatID,



ephemerisParameter



EphemerisParameter,


-- Extension mechanism for non- release99 information



nonCriticalExtensions


SEQUENCE {}


OPTIONAL

}

SysInfoType15-2bis ::=



SEQUENCE {


-- Measurement IEs



ue-positioning-GANSS-navigationModel
UE-Positioning-GANSS-NavigationModel,


-- Extension mechanism for non-release99 information



nonCriticalExtensions


SEQUENCE {}



OPTIONAL
}

SysInfoType15-2ter ::=



SEQUENCE {


-- Measurement IEs



ue-positioning-GANSS-AddNavigationModels
UE-Positioning-GANSS-AddNavigationModels,


-- Extension mechanism for non-release99 information




vcxyNonCriticalExtensions

SEQUENCE { 




sysInfoType15-2ter-vcxyext

SysInfoType15-2ter-vcxyext-IEs,




nonCriticalExtensions


SEQUENCE {}



OPTIONAL



}
OPTIONAL
}
SysInfoType15-2ter-vcxyext-IEs ::=
SEQUENCE {


-- Measurement IEs



ue-positioning-GANSS-AddNavigationModels 
UE-Positioning-GANSS-AddNavigationModels-vcxyext

}
SysInfoType15-3 ::=




SEQUENCE {


-- Almanac and other data



transmissionTOW





GPS-TOW-1sec,



ue-positioning-GPS-Almanac


UE-Positioning-GPS-Almanac



OPTIONAL,



ue-positioning-GPS-IonosphericModel
UE-Positioning-GPS-IonosphericModel

OPTIONAL,



ue-positioning-GPS-UTC-Model

UE-Positioning-GPS-UTC-Model


OPTIONAL,



satMask







BIT STRING (SIZE (1..32))



OPTIONAL,



lsbTOW







BIT STRING (SIZE (8))




OPTIONAL,


-- Extension mechanism for non- release99 information



va40NonCriticalExtensions


SEQUENCE {




sysInfoType15-3-va40ext



SysInfoType15-3-va40ext-IEs,




nonCriticalExtensions



SEQUENCE {}




OPTIONAL



}
OPTIONAL

}

SysInfoType15-3-va40ext-IEs ::=

SEQUENCE {


-- Measurement IEs



ue-positioning-GPS-Almanac


UE-Positioning-GPS-Almanac-va40ext


OPTIONAL

}

SysInfoType15-3bis ::=



SEQUENCE {


-- Measurement IEs



ue-positioning-GANSS-Almanac
UE-Positioning-GANSS-Almanac

OPTIONAL,



ue-positioning-GANSS-TimeModels
UE-Positioning-GANSS-TimeModels

OPTIONAL,



ue-positioning-GANSS-UTC-Model
UE-Positioning-GANSS-UTCModel

OPTIONAL,


-- Extension mechanism for non-release99 information



v860NonCriticalExtensions

SEQUENCE {




sysInfoType15-3bis-v860ext

SysInfoType15-3bis-v860ext-IEs,




va40NonCriticalExtensions
SEQUENCE {





sysInfoType15-3bis-va40ext
SysInfoType15-3bis-va40ext-IEs,






vcxyNonCriticalExtensions
SEQUENCE {






sysInfoType15-3bis-vcxyext

SysInfoType15-3bis-vcxyext-IEs,






nonCriticalExtensions


SEQUENCE {}



OPTIONAL





}
OPTIONAL



}
OPTIONAL


}
OPTIONAL

}
SysInfoType15-3bis-v860ext-IEs ::= SEQUENCE {


-- Measurement IEs



ue-Positioning-GANSS-Almanac

UE-Positioning-GANSS-Almanac-v860ext
OPTIONAL,



ue-Positioning-GANSS-AddUTCModels
UE-Positioning-GANSS-AddUTCModels

OPTIONAL,



ue-Positioning-GANSS-AuxiliaryInfo
UE-Positioning-GANSS-AuxiliaryInfo

OPTIONAL

}

SysInfoType15-3bis-va40ext-IEs ::= SEQUENCE {


-- Measurement IEs



ue-Positioning-GANSS-Almanac

UE-Positioning-GANSS-Almanac-va40ext
OPTIONAL,



ue-positioning-GANSS-TimeModels

UE-Positioning-GANSS-TimeModels-va40ext
OPTIONAL

}

SysInfoType15-3bis-vcxyext-IEs ::= SEQUENCE {


-- Measurement IEs



ue-Positioning-GANSS-Almanac


UE-Positioning-GANSS-Almanac-vcxyext
,



ue-Positioning-GANSS-AddUTCModels

UE-Positioning-GANSS-AddUTCModels-vcxyext
}
SysInfoType15-4 ::=




SEQUENCE {


-- Measurement IEs



ue-positioning-OTDOA-CipherParameters
UE-Positioning-CipherParameters


OPTIONAL,



ue-positioning-OTDOA-AssistanceData

UE-Positioning-OTDOA-AssistanceData,



v3a0NonCriticalExtensions


SEQUENCE {




sysInfoType15-4-v3a0ext



SysInfoType15-4-v3a0ext,


-- Extension mechanism for non- release99 information




v4b0NonCriticalExtensions


SEQUENCE {





sysInfoType15-4-v4b0ext



SysInfoType15-4-v4b0ext,





nonCriticalExtensions



SEQUENCE {}

OPTIONAL




}
OPTIONAL



}
OPTIONAL

}

-------------------------------------------------------next change---------------------------------------------------------------------

11.4
Constant definitions

Constant-definitions DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

hiPDSCHidentities


INTEGER ::= 64

hiPUSCHidentities


INTEGER ::= 64

hiRM





INTEGER ::= 256

maxAC





INTEGER ::= 16

maxAdditionalMeas 


INTEGER ::= 4

maxASC





INTEGER ::= 8

maxASCmap




INTEGER ::= 7

maxASCpersist



INTEGER ::= 6

maxCCTrCH




INTEGER ::= 8

maxCellMeas 



INTEGER ::= 32

maxCellMeasOnSecULFreq 

INTEGER ::= 32

maxCellMeas-1



INTEGER ::= 31

maxCellMeasOnSecULFreq-1
INTEGER ::= 31

maxCNdomains



INTEGER ::= 4

maxCommonHRNTI



INTEGER ::= 4

maxCommonQueueID


INTEGER ::= 2

maxCPCHsets




INTEGER ::= 16

maxDedicatedCSGFreq


INTEGER ::= 4

maxDPCH-DLchan



INTEGER ::= 8

maxDPDCH-UL




INTEGER ::= 6

maxDRACclasses



INTEGER ::= 8

maxExcludedDetectedSetCells
INTEGER ::= 64
maxE-DCHMACdFlow


INTEGER ::= 8

maxE-DCHMACdFlow-1


INTEGER ::= 7

maxMultipleFrequencyBandsFDD
INTEGER ::= 8

maxMultipleFrequencyBandsEUTRA
INTEGER ::= 8

maxEUTRACellPerFreq


INTEGER ::= 16

maxEUTRATargetFreqs


INTEGER ::= 8

maxEDCHRL




INTEGER ::= 4

maxEDCHRL-1




INTEGER ::= 3

maxEDCHs




INTEGER ::= 32

maxEDCHs-1




INTEGER ::= 31

maxEDCHTxPattern-TDD128

INTEGER ::= 4 -- maxEDCHTxPattern-TDD128
should be 3

maxEDCHTxPattern-TDD128-1
INTEGER ::= 3 -- maxEDCHTxPattern-TDD128-1
should be 2
maxERNTIgroup



INTEGER ::= 32

maxERNTIperGroup


INTEGER ::= 2

maxERUCCH




INTEGER ::= 256

maxFACHPCH




INTEGER ::= 8

maxFreq





INTEGER ::= 8

maxFreqBandsEUTRA


INTEGER ::= 16
maxFreqBandsEUTRA-ext

INTEGER ::= 48
maxFreqBandsFDD



INTEGER ::= 8

maxFreqBandsFDD2


INTEGER ::= 22

maxFreqBandsFDD3


INTEGER ::= 86

maxFreqBandsFDD-ext


INTEGER ::= 15
-- maxFreqBandsFDD-ext ::= 22 - (maxFreqBandsFDD - 1)

maxFreqBandsFDD-ext2

INTEGER ::= 64
-- maxFreqBandsFDD-ext2 ::= 86 - maxFreqBandsFDD2

maxFreqBandsFDD-ext3

INTEGER ::= 78
-- maxFreqBandsFDD-ext3 ::= 86 - maxFreqBandsFDD

maxFreqBandsIndicatorSupport
INTEGER ::= 2

maxFreqBandsTDD



INTEGER ::= 4

maxFreqBandsTDD-ext


INTEGER ::= 16

maxFreqBandsGSM



INTEGER ::= 16

maxFreqMeasWithoutCM

INTEGER ::= 2

maxGANSS




INTEGER ::= 8

maxGANSS-1




INTEGER ::= 7
maxGANSSSat




INTEGER ::= 64

maxGANSSSat-1



INTEGER ::= 63
maxGERAN-SI




INTEGER ::= 8

maxGSMTargetCells


INTEGER ::= 32

maxHNBNameSize



INTEGER ::= 48

maxHProcesses 



INTEGER ::= 8

maxHS-SCCHLessTrBlk


INTEGER ::= 4

maxHSDSCHTBIndex


INTEGER ::= 64

maxHSDSCHTBIndex-tdd384

INTEGER ::= 512

maxHSSCCHs




INTEGER ::= 4

maxHSSCCHs-1



INTEGER ::= 3

maxHSSICH-TDD128


INTEGER ::= 4

maxHSSICH-TDD128-1


INTEGER ::= 3
maxIGPInfo




INTEGER ::= 320
maxInterSysMessages


INTEGER ::= 4

maxLoCHperRLC



INTEGER ::= 2

maxLoggedMeasReport


INTEGER
::=
128

maxMAC-d-PDUsizes


INTEGER ::= 8
maxMBMS-CommonCCTrCh

INTEGER ::= 32

maxMBMS-CommonPhyCh


INTEGER ::= 32

maxMBMS-CommonRB


INTEGER ::= 32

maxMBMS-CommonTrCh


INTEGER ::= 32

maxMBMS-Freq



INTEGER ::= 4

maxMBMS-L1CP



INTEGER ::= 4

maxMBMSservCount


INTEGER ::= 8

maxMBMSservModif


INTEGER ::= 32

maxMBMSservSched


INTEGER ::= 16

maxMBMSservSelect


INTEGER ::= 8

maxMBMSservUnmodif


INTEGER ::= 64

maxMBMSTransmis



INTEGER ::= 4

maxMBSFNClusters


INTEGER ::= 16

maxMeasCSGRange



INTEGER ::= 4

maxMeasEvent



INTEGER ::= 8

maxMeasEventOnSecULFreq

INTEGER ::= 8

maxMeasIntervals


INTEGER ::= 3

maxMeasOccasionPattern

INTEGER ::= 5

maxMeasOccasionPattern-1
INTEGER ::= 4

maxMeasParEvent



INTEGER ::= 2
maxNonContiguousMultiCellCombinations
INTEGER ::= 3

maxNumCDMA2000Freqs


INTEGER ::=  8

maxNumE-AGCH



INTEGER ::= 4

maxNumE-HICH



INTEGER ::= 4

maxNumEUTRAFreqs


INTEGER ::= 8

maxNumEUTRAFreqs-FACH

INTEGER ::= 4

maxNumGSMCellGroup


INTEGER ::= 16

maxNumGSMFreqRanges


INTEGER ::= 32

maxNumFDDFreqs



INTEGER ::=  8

maxNumANRLoggedItems

INTEGER ::= 4

maxnumLoggedMeas


INTEGER ::=  8
maxNumMDTPLMN               INTEGER ::= 15

maxNumTDDFreqs



INTEGER ::=  8
maxNoOfMeas




INTEGER ::= 16

maxOtherRAT




INTEGER ::= 15

maxOtherRAT-16



INTEGER ::= 16

maxPage1




INTEGER ::= 8

maxPCPCH-APsig



INTEGER ::= 16

maxPCPCH-APsubCh


INTEGER ::= 12

maxPCPCH-CDsig



INTEGER ::= 16

maxPCPCH-CDsubCh


INTEGER ::= 12

maxPCPCH-SF




INTEGER ::= 7

maxPCPCHs




INTEGER ::= 64

maxPDCPAlgoType



INTEGER ::= 8

maxPDSCH




INTEGER ::= 8

maxPDSCH-TFCIgroups
 

INTEGER ::= 256

maxPRACH




INTEGER ::= 16

maxPRACH-EUL



INTEGER ::= 4

maxPRACH-FPACH



INTEGER ::= 8

maxPredefConfig



INTEGER ::= 16

maxPrio





INTEGER ::= 8

maxPrio-1




INTEGER ::= 7

maxPUSCH




INTEGER ::= 8

maxQueueIDs




INTEGER ::= 8

maxRABsetup




INTEGER ::= 16

maxRAT





INTEGER ::= 16

maxRB





INTEGER ::= 32

maxRBallRABs



INTEGER ::= 27

maxRBMuxOptions



INTEGER ::= 8

maxRBperRAB




INTEGER ::= 8

maxRBperTrCh



INTEGER ::= 16

maxReportedEUTRACellPerFreq
INTEGER ::= 4

maxReportedEUTRAFreqs

INTEGER ::= 4

maxReportedGSMCells


INTEGER ::= 8

maxRL





INTEGER ::= 8

maxRL-1





INTEGER ::= 7

maxRLCPDUsizePerLogChan

INTEGER ::= 32
maxRFC3095-CID



INTEGER ::= 16384

maxROHC-PacketSizes-r4

INTEGER ::= 16

maxROHC-Profile-r4


INTEGER ::= 8

maxRxPatternForHSDSCH-TDD128
INTEGER ::= 4 -- maxRxPatternForHSDSCH-TDD128
should be 3

maxRxPatternForHSDSCH-TDD128-1
INTEGER ::= 3 -- maxRxPatternForHSDSCH-TDD128-1 should be 2

maxSat





INTEGER ::= 16

maxSatClockModels


INTEGER ::= 4

maxSCCPCH




INTEGER ::= 16

maxSgnType




INTEGER ::= 8
maxSIB





INTEGER ::= 32

maxSIB-FACH




INTEGER ::= 8

maxSIBperMsg



INTEGER ::= 16

maxSIrequest



INTEGER ::= 4

maxSRBsetup




INTEGER ::= 8

maxSystemCapability


INTEGER ::= 16

maxTDD128Carrier


INTEGER ::= 6

maxTDD128Carrier-1


INTEGER ::= 5

maxTbsForHSDSCH-TDD128

INTEGER ::= 4
maxTbsForHSDSCH-TDD128-1
INTEGER ::= 3

maxTF





INTEGER ::= 32

maxTF-CPCH




INTEGER ::= 16

maxTFC





INTEGER ::= 1024

maxTFCsub




INTEGER ::= 1024

maxTFCI-2-Combs
 


INTEGER ::= 512

maxTGPS





INTEGER ::= 6

maxTrCH





INTEGER ::= 32

-- maxTrCHpreconf should be 16 but has been set to 32 for compatibility

maxTrCHpreconf



INTEGER ::= 32

maxTS





INTEGER ::= 14

maxTS-1





INTEGER ::= 13 

maxTS-2





INTEGER ::= 12

maxTS-LCR




INTEGER ::= 6

maxTS-LCR-1




INTEGER ::= 5 

maxURA





INTEGER ::= 8

maxURNTI-Group



INTEGER ::= 8

END

-------------------------------------------------------next change---------------------------------------------------------------------

11.5
RRC information between network nodes

Internode-definitions DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


HandoverToUTRANCommand,


MeasurementReport,


PhysicalChannelReconfiguration,


RadioBearerReconfiguration,


RadioBearerRelease,


RadioBearerSetup,


RRCConnectionSetupComplete-r3-add-ext-IEs,


RRC-FailureInfo,


TransportChannelReconfiguration,


UECapabilityInformation-r3-add-ext-IEs
FROM PDU-definitions

-- Core Network IEs :


CN-DomainIdentity,

CN-DomainInformationList,


CN-DomainInformationListFull,


CN-DRX-CycleLengthCoefficient,


NAS-SystemInformationGSM-MAP,

-- UTRAN Mobility IEs :


CellIdentity,


URA-Identity,

-- User Equipment IEs :


AccessStratumReleaseIndicator,


C-RNTI,


ChipRateCapability,


DL-CapabilityWithSimultaneousHS-DSCHConfig,


DL-PhysChCapabilityFDD-v380ext,


DL-PhysChCapabilityTDD,


DL-PhysChCapabilityTDD-LCR-r4,


GSM-Measurements,


HSDSCH-physical-layer-category,


FailureCauseWithProtErr,

MaxHcContextSpace,


MaximumAM-EntityNumberRLC-Cap,


MaximumRLC-WindowSize,


MaxNoPhysChBitsReceived,


MaxNoDPDCH-BitsTransmitted,


MaxPhysChPerFrame,


MaxPhysChPerSubFrame-r4,


MaxPhysChPerTS,


MaxROHC-ContextSessions-r4,


MaxTS-PerFrame,


MaxTS-PerSubFrame-r4,


MinimumSF-DL,


MultiModeCapability,

MultiRAT-Capability,


NetworkAssistedGPS-Supported,


PhysicalChannelCapability-edch-r6,


RadioFrequencyBandTDDList,


RLC-Capability,


RRC-MessageSequenceNumber,


SecurityCapability,


SimultaneousSCCPCH-DPCH-Reception,


STARTList,


STARTSingle,


START-Value,


SupportOfDedicatedPilotsForChEstimation,


T-305,


TransportChannelCapability,


TxRxFrequencySeparation,


U-RNTI,


UE-CapabilityContainer-IEs,

UE-GANSSPositioning-Capability,


UE-MultiModeRAT-Capability,


UE-PowerClassExt,


UE-RadioAccessCapabBandFDDList,


UE-RadioAccessCapabBandFDDList2,


UE-RadioAccessCapabBandFDDList-ext,


UE-RadioAccessCapability,


UE-RadioAccessCapability-v370ext,

UE-RadioAccessCapability-v380ext,


UE-RadioAccessCapability-v3a0ext,


UE-RadioAccessCapability-v3g0ext,

UE-RadioAccessCapability-v4b0ext,

UE-RadioAccessCapability-v590ext,

UE-RadioAccessCapability-v5c0ext,

UE-RadioAccessCapability-v7e0ext,

UE-RadioAccessCapability-v7f0ext,


UL-PhysChCapabilityFDD,


UL-PhysChCapabilityFDD-r6,


UL-PhysChCapabilityTDD,


UL-PhysChCapabilityTDD-LCR-r4,

-- Radio Bearer IEs :


PDCP-ROHC-TargetMode,


PredefinedConfigStatusList,


PredefinedConfigValueTag,


RAB-InformationSetupList,


RAB-InformationSetupList-r4,


RAB-InformationSetupList-r5,


RAB-InformationSetupList-r6-ext,

RAB-InformationSetupList-r6,


RAB-InformationSetupList-v6b0ext,

RAB-InformationSetupList-r7,


RAB-InformationSetupList-r8,


RAB-InformationSetupList-v820ext,


RAB-InformationSetupList-r11,


RB-Identity,


SRB-InformationSetupList,


SRB-InformationSetupList-r5,


SRB-InformationSetupList-r6,


SRB-InformationSetupList-r7,


SRB-InformationSetupList-r8,


SRB-InformationSetupList-r11,

-- Transport Channel IEs :


CPCH-SetID,


DL-CommonTransChInfo,


DL-CommonTransChInfo-r4,


DL-AddReconfTransChInfoList,


DL-AddReconfTransChInfoList-r4,


DL-AddReconfTransChInfoList-r5,


DL-AddReconfTransChInfoList-r7,


DL-AddReconfTransChInfoList-r9,


DL-AddReconfTransChInfoList-TDD128-v9c0ext,


DL-AddReconfTransChInfoList-r11,


DRAC-StaticInformationList,


UL-CommonTransChInfo,


UL-CommonTransChInfo-r4,


UL-AddReconfTransChInfoList,

UL-AddReconfTransChInfoList-r6,


UL-AddReconfTransChInfoList-r7,


UL-AddReconfTransChInfoList-r8,

-- Physical Channel IEs :


FrequencyInfo,


PrimaryCPICH-Info,


TPC-CombinationIndex,


ScramblingCodeChange,


TGCFN,


TGPSI,


TGPS-ConfigurationParams,


TGPS-ConfigurationParams-r8,

-- Measurement IEs :


Event1j-r6,


Hysteresis,


Inter-FreqEventCriteriaList-v590ext,


Intra-FreqEventCriteriaList-v590ext,


IntraFreqEvent-1d-r5,


IntraFreqReportingCriteria-1b-r5,


InterRATCellInfoIndication,


MeasuredResultsOnRACHinterFreq,

MeasurementIdentity,


MeasurementIdentity-r9,


MeasurementReportingMode,


MeasurementType,


MeasurementType-r4,


MeasurementType-r6,


MeasurementType-r7,


MeasurementType-r8,


MeasurementType-r9,


MeasurementType-r10,


MeasurementType-r11,

MeasurementType-r12,

AdditionalMeasurementID-List,


AdditionalMeasurementID-List-r9,


PositionEstimate,

ReportingCellStatus,


ThresholdSFN-GPS-TOW-us,


TimeToTrigger,

-- MBMS IEs :


MBMS-JoinedInformation-r6,


MBMS-SelectedServiceInfo,
-- Other IEs :


GERANIu-RadioAccessCapability,


GSM-MS-RadioAccessCapability,


InterRAT-UE-RadioAccessCapabilityList,


InterRAT-UE-RadioAccessCapability-v590ext,


InterRAT-UE-RadioAccessCapability-v690ext,


InterRAT-UE-RadioAccessCapability-v860ext,


UE-HistoryInformation,


UESpecificBehaviourInformation1idle,


UESpecificBehaviourInformation1interRAT

FROM InformationElements


maxCNdomains,

maxEDCHRL,


maxGANSS,

maxNoOfMeas,


maxRB,


maxRBallRABs,


maxRFC3095-CID,


maxSRBsetup,


maxRL,


maxTGPS

FROM Constant-definitions;

-------------------------------------------------------next change---------------------------------------------------------------------

-- ***************************************************

--

-- SRNC Relocation information

--

-- ***************************************************
SRNC-RelocationInfo-r3 ::= CHOICE {


r3







SEQUENCE {



sRNC-RelocationInfo-r3


SRNC-RelocationInfo-r3-IEs,



v380NonCriticalExtensions


SEQUENCE {




sRNC-RelocationInfo-v380ext
SRNC-RelocationInfo-v380ext-IEs,




-- Reserved for future non critical extension




v390NonCriticalExtensions


SEQUENCE {





sRNC-RelocationInfo-v390ext


SRNC-RelocationInfo-v390ext-IEs,





v3a0NonCriticalExtensions


SEQUENCE {






sRNC-RelocationInfo-v3a0ext


SRNC-RelocationInfo-v3a0ext-IEs,





v3b0NonCriticalExtensions


SEQUENCE {







sRNC-RelocationInfo-v3b0ext


SRNC-RelocationInfo-v3b0ext-IEs,







v3c0NonCriticalExtensions


SEQUENCE {








sRNC-RelocationInfo-v3c0ext


SRNC-RelocationInfo-v3c0ext-IEs,








laterNonCriticalExtensions


SEQUENCE {









sRNC-RelocationInfo-v3d0ext


SRNC-RelocationInfo-v3d0ext-IEs,









-- Container for additional R99 extensions









sRNC-RelocationInfo-r3-add-ext

BIT STRING













(CONTAINING
SRNC-RelocationInfo-v3h0ext-IEs)
OPTIONAL,









v3g0NonCriticalExtensions


SEQUENCE {










sRNC-RelocationInfo-v3g0ext


SRNC-RelocationInfo-v3g0ext-IEs,










v4b0NonCriticalExtensions


SEQUENCE {











sRNC-RelocationInfo-v4b0ext


SRNC-RelocationInfo-v4b0ext-IEs,











v590NonCriticalExtensions


SEQUENCE {












sRNC-RelocationInfo-v590ext




















SRNC-RelocationInfo-v590ext-IEs,












v5a0NonCriticalExtensions


SEQUENCE {













sRNC-RelocationInfo-v5a0ext




















SRNC-RelocationInfo-v5a0ext-IEs,













v5b0NonCriticalExtensions


SEQUENCE {














sRNC-RelocationInfo-v5b0ext




















SRNC-RelocationInfo-v5b0ext-IEs,














v5c0NonCriticalExtensions


SEQUENCE {















sRNC-RelocationInfo-v5c0ext




















SRNC-RelocationInfo-v5c0ext-IEs,















v690NonCriticalExtensions

SEQUENCE {
















sRNC-RelocationInfo-v690ext




















SRNC-RelocationInfo-v690ext-IEs,
















v6b0NonCriticalExtensions

SEQUENCE {

















sRNC-RelocationInfo-v6b0ext




















SRNC-RelocationInfo-v6b0ext-IEs,

















v770NonCriticalExtensions
SEQUENCE {


















sRNC-RelocationInfo-v770ext




















SRNC-RelocationInfo-v770ext-IEs,


















v7e0NonCriticalExtensions
SEQUENCE {



















sRNC-RelocationInfo-v7e0ext




















SRNC-RelocationInfo-v7e0ext-IEs,



















v7f0NonCriticalExtensions
SEQUENCE {




















sRNC-RelocationInfo-v7f0ext




















SRNC-RelocationInfo-v7f0ext-IEs,




















nonCriticalExtensions























SEQUENCE {}
OPTIONAL



















}

OPTIONAL


















}

OPTIONAL

















}

OPTIONAL
















}

OPTIONAL















}

OPTIONAL














}

OPTIONAL













}

OPTIONAL












}

OPTIONAL











}

OPTIONAL










}

OPTIONAL









}

OPTIONAL








}

OPTIONAL







}

OPTIONAL






}

OPTIONAL





}

OPTIONAL




}

OPTIONAL


}

OPTIONAL


},


later-than-r3




CHOICE {



r4







SEQUENCE {




sRNC-RelocationInfo-r4


SRNC-RelocationInfo-r4-IEs,




v4d0NonCriticalExtensions

SEQUENCE {





sRNC-RelocationInfo-v4d0ext

SRNC-RelocationInfo-v4d0ext-IEs,





-- Container for adding non critical extensions after freezing REL-5





sRNC-RelocationInfo-r4-add-ext

BIT STRING

OPTIONAL,





v590NonCriticalExtensions


SEQUENCE {






sRNC-RelocationInfo-v590ext


SRNC-RelocationInfo-v590ext-IEs,






v5a0NonCriticalExtensions


SEQUENCE {







sRNC-RelocationInfo-v5a0ext


SRNC-RelocationInfo-v5a0ext-IEs,







v5b0NonCriticalExtensions


SEQUENCE {








sRNC-RelocationInfo-v5b0ext


SRNC-RelocationInfo-v5b0ext-IEs,








v5c0NonCriticalExtensions


SEQUENCE {









sRNC-RelocationInfo-v5c0ext


SRNC-RelocationInfo-v5c0ext-IEs,









v690NonCriticalExtensions


SEQUENCE {










sRNC-RelocationInfo-v690ext

SRNC-RelocationInfo-v690ext-IEs,










v6b0NonCriticalExtensions


SEQUENCE {











sRNC-RelocationInfo-v6b0ext


















SRNC-RelocationInfo-v6b0ext-IEs,











v770NonCriticalExtensions


SEQUENCE {












sRNC-RelocationInfo-v770ext


















SRNC-RelocationInfo-v770ext-IEs,












v7e0NonCriticalExtensions


SEQUENCE {













sRNC-RelocationInfo-v7e0ext


















SRNC-RelocationInfo-v7e0ext-IEs,













v7f0NonCriticalExtensions


SEQUENCE {














sRNC-RelocationInfo-v7f0ext


















SRNC-RelocationInfo-v7f0ext-IEs,














nonCriticalExtensions


SEQUENCE {}
OPTIONAL













}
OPTIONAL












}
OPTIONAL











}
OPTIONAL










}
OPTIONAL









}
OPTIONAL








}
OPTIONAL







}
OPTIONAL






}
OPTIONAL





}
OPTIONAL




}
OPTIONAL



},



criticalExtensions



CHOICE {




r5







SEQUENCE {





sRNC-RelocationInfo-r5


SRNC-RelocationInfo-r5-IEs,





sRNC-RelocationInfo-r5-add-ext
BIT STRING

OPTIONAL,





v5a0NonCriticalExtensions

SEQUENCE {






sRNC-RelocationInfo-v5a0ext

SRNC-RelocationInfo-v5a0ext-IEs,






v5b0NonCriticalExtensions

SEQUENCE {







sRNC-RelocationInfo-v5b0ext

SRNC-RelocationInfo-v5b0ext-IEs,







v5c0NonCriticalExtensions


SEQUENCE {








sRNC-RelocationInfo-v5c0ext


SRNC-RelocationInfo-v5c0ext-IEs,








v690NonCriticalExtensions


SEQUENCE {









sRNC-RelocationInfo-v690ext


SRNC-RelocationInfo-v690ext-IEs,









v6b0NonCriticalExtensions


SEQUENCE {










sRNC-RelocationInfo-v6b0ext

SRNC-RelocationInfo-v6b0ext-IEs,











v770NonCriticalExtensions

SEQUENCE {












sRNC-RelocationInfo-v770ext


















SRNC-RelocationInfo-v770ext-IEs,












v7e0NonCriticalExtensions


SEQUENCE {













sRNC-RelocationInfo-v7e0ext


















SRNC-RelocationInfo-v7e0ext-IEs,













v7f0NonCriticalExtensions


SEQUENCE {














sRNC-RelocationInfo-v7f0ext


















SRNC-RelocationInfo-v7f0ext-IEs,














nonCriticalExtensions


SEQUENCE {}

OPTIONAL












}
OPTIONAL











}
OPTIONAL










}
OPTIONAL









}
OPTIONAL








}
OPTIONAL







}
OPTIONAL






}
OPTIONAL





}
OPTIONAL




},




criticalExtensions



CHOICE {





r6







SEQUENCE {






sRNC-RelocationInfo-r6


SRNC-RelocationInfo-r6-IEs,






sRNC-RelocationInfo-r6-add-ext
BIT STRING










(CONTAINING SRNC-RelocationInfo-r6-add-ext-IEs)

OPTIONAL,






v6b0NonCriticalExtensions

SEQUENCE {







sRNC-RelocationInfo-v6b0ext

SRNC-RelocationInfo-v6b0ext-IEs,







v770NonCriticalExtensions

SEQUENCE {








sRNC-RelocationInfo-v770ext

SRNC-RelocationInfo-v770ext-IEs,








v820NonCriticalExtensions

SEQUENCE {









srnc-RelocationInfo-v820ext

SRNC-RelocationInfo-v820ext-IEs,









v860NonCriticalExtensions

SEQUENCE {










sRNC-RelocationInfo-v860ext

SRNC-RelocationInfo-v860ext-IEs,










nonCriticalExtensions


SEQUENCE {}

OPTIONAL









}
OPTIONAL








}
OPTIONAL






}
OPTIONAL





}
OPTIONAL





},





criticalExtensions



CHOICE {






r7







SEQUENCE {







sRNC-RelocationInfo-r7


SRNC-RelocationInfo-r7-IEs,







sRNC-RelocationInfo-r7-add-ext
BIT STRING










(CONTAINING SRNC-RelocationInfo-r7-add-ext-IEs)

OPTIONAL,







v820NonCriticalExtensions

SEQUENCE {








srnc-RelocationInfo-v820ext

SRNC-RelocationInfo-v820ext-IEs,








v860NonCriticalExtensions

SEQUENCE {









sRNC-RelocationInfo-v860ext

SRNC-RelocationInfo-v860ext-IEs,









nonCriticalExtensions


SEQUENCE {}
OPTIONAL








}
OPTIONAL







}
OPTIONAL






},






criticalExtensions



CHOICE {







r8







SEQUENCE {








sRNC-RelocationInfo-r8


SRNC-RelocationInfo-r8-IEs,








sRNC-RelocationInfo-r8-add-ext
BIT STRING

OPTIONAL,








v7e0NonCriticalExtensions

SEQUENCE {









sRNC-RelocationInfo-v7e0ext

SRNC-RelocationInfo-v7e0ext-IEs,









v7f0NonCriticalExtensions

SEQUENCE {










sRNC-RelocationInfo-v7f0ext
















SRNC-RelocationInfo-v7f0ext-IEs,










v8d0NonCriticalExtensions

SEQUENCE {











sRNC-RelocationInfo-v8d0ext
















SRNC-RelocationInfo-v8d0ext-IEs,











nonCriticalExtensions


SEQUENCE {}
OPTIONAL










}
OPTIONAL









}
OPTIONAL








}
OPTIONAL







},







criticalExtensions



CHOICE {








r9







SEQUENCE {









sRNC-RelocationInfo-r9


SRNC-RelocationInfo-r9-IEs,









sRNC-RelocationInfo-r9-add-ext
BIT STRING

OPTIONAL,









v8d0NonCriticalExtensions

SEQUENCE {










sRNC-RelocationInfo-v8d0ext

SRNC-RelocationInfo-v8d0ext-IEs,










v970NonCriticalExtensions


SEQUENCE {











sRNC-RelocationInfo-v970ext

















SRNC-RelocationInfo-v970ext-IEs,











v9c0NonCriticalExtensions

SEQUENCE {












sRNC-RelocationInfo-v9c0ext


















SRNC-RelocationInfo-v9c0ext-IEs,












nonCriticalExtensions
SEQUENCE {}
OPTIONAL











}
OPTIONAL










}
OPTIONAL









}
OPTIONAL








},








criticalExtensions



CHOICE {









r10







SEQUENCE {










sRNC-RelocationInfo-r10


SRNC-RelocationInfo-r10-IEs,










sRNC-RelocationInfo-r10-add-ext
BIT STRING

OPTIONAL,










v9c0NonCriticalExtensions

SEQUENCE {











sRNC-RelocationInfo-v9c0ext

















SRNC-RelocationInfo-v9c0ext-IEs,











vab0NonCriticalExtensions


SEQUENCE {












sRNC-RelocationInfo-vab0ext

















SRNC-RelocationInfo-vab0ext-IEs,












nonCriticalExtensions


SEQUENCE {}
OPTIONAL











}
OPTIONAL










}
OPTIONAL









},









criticalExtensions



CHOICE {










r11







SEQUENCE {











sRNC-RelocationInfo-r11


SRNC-RelocationInfo-r11-IEs,











sRNC-RelocationInfo-r11-add-ext
BIT STRING

OPTIONAL,











nonCriticalExtensions
SEQUENCE {}
OPTIONAL










},











criticalExtensions



CHOICE {











r12







SEQUENCE {












sRNC-RelocationInfo-r12

SRNC-RelocationInfo-r12-IEs,












sRNC-RelocationInfo-r12-add-ext
BIT STRING

OPTIONAL,












nonCriticalExtensions
SEQUENCE {}
OPTIONAL











},











criticalExtensions



SEQUENCE {}










}








}








}







}






}





}




}



}


}

}

-------------------------------------------------------next change---------------------------------------------------------------------

SRNC-RelocationInfo-r11-IEs ::=


SEQUENCE {


-- Non-RRC IEs



-- IE rb-IdentityForHOMessage includes the identity of the RB used by the source SRNC



-- to send the message contained in the IE "TargetRNC-ToSourceRNC-Container".



-- Only included if type is "UE involved"



rb-IdentityForHOMessage


RB-Identity






OPTIONAL,



stateOfRRC





StateOfRRC,



stateOfRRC-Procedure


StateOfRRC-Procedure,


-- Ciphering related information IEs



cipheringStatusList



CipheringStatusList-r4,



latestConfiguredCN-Domain

CN-DomainIdentity,



calculationTimeForCiphering

CalculationTimeForCiphering


OPTIONAL,



count-C-List




COUNT-C-List





OPTIONAL,



cipheringInfoPerRB-List


CipheringInfoPerRB-List-r4


OPTIONAL,


-- Integrity protection related information IEs



integrityProtectionStatus

IntegrityProtectionStatus,



srb-SpecificIntegrityProtInfo
SRB-SpecificIntegrityProtInfoList
OPTIONAL,



implementationSpecificParams
ImplementationSpecificParams

OPTIONAL,


-- User equipment IEs



u-RNTI






U-RNTI,



c-RNTI






C-RNTI







OPTIONAL,



-- IE 'UE-RadioAccessCapability-r6' includes the Rel-5 radio access capability extensions



-- and earlier. Rel-6 and later extensions are included in IE 'UE-CapabilityContainer-IEs'.



ue-RadioAccessCapability

UE-RadioAccessCapability-r6,



ue-RadioAccessCapability-ext
UE-RadioAccessCapabBandFDDList

OPTIONAL,



ue-Positioning-LastKnownPos

UE-Positioning-LastKnownPos


OPTIONAL,



uESpecificBehaviourInformation1idle











UESpecificBehaviourInformation1idle

OPTIONAL,



uESpecificBehaviourInformation1interRAT











UESpecificBehaviourInformation1interRAT

OPTIONAL,



-- IE ueCapabilityContainer is used for the transparent transfer of capability information



-- received from the UE



ueCapabilityContainer


BIT STRING












(CONTAINING UE-CapabilityContainer-IEs)
OPTIONAL,



-- IE ueCapabilityContainer-RSC and IE ueCapabilityContainer-UCI are used for the 



-- transparent transfer of capability information received from the UE that was introduced 



-- in a release independent manner, i.e., transferred within a VLEC. These UE capabilities 



-- are included both in the RRC CONNECTION SETUP COMPLETE and the UE CAPABILITY INFORMATION 



-- messages. Only the VLEC of one message needs to be included i.e. the one from these



-- messages that was last received.



-- Case 1: If the last received message was a RRC CONNECTION SETUP COMPLETE (RSC)



ueCapabilityContainer-RSC

BIT STRING








(CONTAINING RRCConnectionSetupComplete-r3-add-ext-IEs)
OPTIONAL,



-- Case 2: If the last received message was a UE CAPABILITY INFORMATION (UCI)



ueCapabilityContainer-UCI

BIT STRING








(CONTAINING UECapabilityInformation-r3-add-ext-IEs)

OPTIONAL,


-- Other IEs



ue-RATSpecificCapability

InterRAT-UE-RadioAccessCapabilityList-r5
OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,



srns-t-305





T-305







OPTIONAL,


-- Core network IEs



cn-CommonGSM-MAP-NAS-SysInfo
NAS-SystemInformationGSM-MAP,



cn-DomainInformationList

CN-DomainInformationListFull

OPTIONAL,


-- Measurement IEs



ongoingMeasRepList



OngoingMeasRepList-r11



OPTIONAL,



interRATCellInfoIndication

InterRATCellInfoIndication


OPTIONAL,


-- Radio bearer IEs



predefinedConfigStatusList

PredefinedConfigStatusList,



srb-InformationList



SRB-InformationSetupList-r11,



rab-InformationList



RAB-InformationSetupList-r11


OPTIONAL,



pdcp-ROHC-TargetMode


PDCP-ROHC-TargetMode



OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,



ul-TransChInfoList



UL-AddReconfTransChInfoList-r8

OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-TransChInfoList



DL-AddReconfTransChInfoList-r11

OPTIONAL,


-- PhyCH IEs



tpc-CombinationInfoList


TPC-CombinationInfoList



OPTIONAL,



e-RGCH-CombinationInfoList

E-RGCH-CombinationInfoList


OPTIONAL,



storedCompressedModeInfo

StoredCompressedModeInfo-r8


OPTIONAL,



secondary-tpc-CombinationInfoList

TPC-CombinationInfoList-r9

OPTIONAL,



secondary-e-RGCH-CombinationInfoList
E-RGCH-CombinationInfoList-r9
OPTIONAL,


-- Measurement report



measurementReport



BIT STRING








(CONTAINING MeasurementReport)




OPTIONAL,


-- Other IEs



failureCause




FailureCauseWithProtErr



OPTIONAL,



ue-HistoryInformation


UE-HistoryInformation



OPTIONAL,


-- MBMS IEs



mbms-JoinedInformation


MBMS-JoinedInformation-r6


OPTIONAL,



mbmsSelectedServiceInfo


MBMS-SelectedServiceInfo


OPTIONAL

}
SRNC-RelocationInfo-r12-IEs ::=


SEQUENCE {


-- Non-RRC IEs



-- IE rb-IdentityForHOMessage includes the identity of the RB used by the source SRNC



-- to send the message contained in the IE "TargetRNC-ToSourceRNC-Container".



-- Only included if type is "UE involved"



rb-IdentityForHOMessage


RB-Identity






OPTIONAL,



stateOfRRC





StateOfRRC,



stateOfRRC-Procedure


StateOfRRC-Procedure,


-- Ciphering related information IEs



cipheringStatusList



CipheringStatusList-r4,



latestConfiguredCN-Domain

CN-DomainIdentity,



calculationTimeForCiphering

CalculationTimeForCiphering


OPTIONAL,



count-C-List




COUNT-C-List





OPTIONAL,



cipheringInfoPerRB-List


CipheringInfoPerRB-List-r4


OPTIONAL,


-- Integrity protection related information IEs



integrityProtectionStatus

IntegrityProtectionStatus,



srb-SpecificIntegrityProtInfo
SRB-SpecificIntegrityProtInfoList
OPTIONAL,



implementationSpecificParams
ImplementationSpecificParams

OPTIONAL,


-- User equipment IEs



u-RNTI






U-RNTI,



c-RNTI






C-RNTI







OPTIONAL,



-- IE 'UE-RadioAccessCapability-r6' includes the Rel-5 radio access capability extensions



-- and earlier. Rel-6 and later extensions are included in IE 'UE-CapabilityContainer-IEs'.



ue-RadioAccessCapability

UE-RadioAccessCapability-r6,



ue-RadioAccessCapability-ext
UE-RadioAccessCapabBandFDDList

OPTIONAL,



ue-Positioning-LastKnownPos

UE-Positioning-LastKnownPos


OPTIONAL,



uESpecificBehaviourInformation1idle











UESpecificBehaviourInformation1idle

OPTIONAL,



uESpecificBehaviourInformation1interRAT











UESpecificBehaviourInformation1interRAT

OPTIONAL,



-- IE ueCapabilityContainer is used for the transparent transfer of capability information



-- received from the UE



ueCapabilityContainer


BIT STRING












(CONTAINING UE-CapabilityContainer-IEs)
OPTIONAL,



-- IE ueCapabilityContainer-RSC and IE ueCapabilityContainer-UCI are used for the 



-- transparent transfer of capability information received from the UE that was introduced 



-- in a release independent manner, i.e., transferred within a VLEC. These UE capabilities 



-- are included both in the RRC CONNECTION SETUP COMPLETE and the UE CAPABILITY INFORMATION 



-- messages. Only the VLEC of one message needs to be included i.e. the one from these



-- messages that was last received.



-- Case 1: If the last received message was a RRC CONNECTION SETUP COMPLETE (RSC)



ueCapabilityContainer-RSC

BIT STRING








(CONTAINING RRCConnectionSetupComplete-r3-add-ext-IEs)
OPTIONAL,



-- Case 2: If the last received message was a UE CAPABILITY INFORMATION (UCI)



ueCapabilityContainer-UCI

BIT STRING








(CONTAINING UECapabilityInformation-r3-add-ext-IEs)

OPTIONAL,


-- Other IEs



ue-RATSpecificCapability

InterRAT-UE-RadioAccessCapabilityList-r5
OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,



srns-t-305





T-305







OPTIONAL,


-- Core network IEs



cn-CommonGSM-MAP-NAS-SysInfo
NAS-SystemInformationGSM-MAP,



cn-DomainInformationList

CN-DomainInformationListFull

OPTIONAL,


-- Measurement IEs



ongoingMeasRepList



OngoingMeasRepList-r12



OPTIONAL,



interRATCellInfoIndication

InterRATCellInfoIndication


OPTIONAL,


-- Radio bearer IEs



predefinedConfigStatusList

PredefinedConfigStatusList,



srb-InformationList



SRB-InformationSetupList-r11,



rab-InformationList



RAB-InformationSetupList-r11


OPTIONAL,



pdcp-ROHC-TargetMode


PDCP-ROHC-TargetMode



OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,



ul-TransChInfoList



UL-AddReconfTransChInfoList-r8

OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-TransChInfoList



DL-AddReconfTransChInfoList-r11

OPTIONAL,


-- PhyCH IEs



tpc-CombinationInfoList


TPC-CombinationInfoList



OPTIONAL,



e-RGCH-CombinationInfoList

E-RGCH-CombinationInfoList


OPTIONAL,



storedCompressedModeInfo

StoredCompressedModeInfo-r8


OPTIONAL,



secondary-tpc-CombinationInfoList

TPC-CombinationInfoList-r9

OPTIONAL,



secondary-e-RGCH-CombinationInfoList
E-RGCH-CombinationInfoList-r9
OPTIONAL,


-- Measurement report



measurementReport



BIT STRING








(CONTAINING MeasurementReport)




OPTIONAL,


-- Other IEs



failureCause




FailureCauseWithProtErr



OPTIONAL,



ue-HistoryInformation


UE-HistoryInformation



OPTIONAL,


-- MBMS IEs



mbms-JoinedInformation


MBMS-JoinedInformation-r6


OPTIONAL,



mbmsSelectedServiceInfo


MBMS-SelectedServiceInfo


OPTIONAL

}
-- IE definitions

CalculationTimeForCiphering ::=

SEQUENCE {


cell-Id







CellIdentity,


sfn








INTEGER (0..4095)

}

-------------------------------------------------------next change---------------------------------------------------------------------

MeasurementCommandWithType-r11 ::=
CHOICE {


setup







MeasurementType-r11,


modify







NULL,


release







NULL

}
MeasurementCommandWithType-r12 ::=
CHOICE {


setup







MeasurementType-r12,


modify







NULL,


release







NULL

}
OngoingMeasRep ::=




SEQUENCE {


measurementIdentity




MeasurementIdentity,


-- TABULAR: The CHOICE Measurement in the tabular description is included


-- in MeasurementCommandWithType


measurementCommandWithType


MeasurementCommandWithType,


measurementReportingMode


MeasurementReportingMode


OPTIONAL,


additionalMeasurementID-List

AdditionalMeasurementID-List

OPTIONAL

}

OngoingMeasRep-r4 ::=



SEQUENCE {


measurementIdentity




MeasurementIdentity,


-- TABULAR: The CHOICE Measurement in the tabular description is included


-- in MeasurementCommandWithType-r4.


measurementCommandWithType


MeasurementCommandWithType-r4,


measurementReportingMode


MeasurementReportingMode


OPTIONAL,


additionalMeasurementID-List

AdditionalMeasurementID-List

OPTIONAL

}

OngoingMeasRep-r5 ::=



SEQUENCE {


measurementIdentity




MeasurementIdentity,


-- TABULAR: The CHOICE Measurement in the tabular description is included


-- in MeasurementCommandWithType-r4.


measurementCommandWithType


MeasurementCommandWithType-r4,


measurementReportingMode


MeasurementReportingMode


OPTIONAL,


additionalMeasurementID-List

AdditionalMeasurementID-List

OPTIONAL,


measurementCommand-v590ext


CHOICE {



-- the choice "intra-frequency" shall be used for the case of intra-frequency measurement,



-- as well as when intra-frequency events are configured for inter-frequency measurement



intra-frequency





Intra-FreqEventCriteriaList-v590ext,



inter-frequency





Inter-FreqEventCriteriaList-v590ext


}

OPTIONAL,


intraFreqReportingCriteria-1b-r5

IntraFreqReportingCriteria-1b-r5
OPTIONAL,

intraFreqEvent-1d-r5




IntraFreqEvent-1d-r5



OPTIONAL

}

OngoingMeasRep-r6 ::=



SEQUENCE {


measurementIdentity




MeasurementIdentity,


measurementCommandWithType


MeasurementCommandWithType-r6,


measurementReportingMode


MeasurementReportingMode


OPTIONAL,


additionalMeasurementID-List

AdditionalMeasurementID-List

OPTIONAL

}

OngoingMeasRep-r7 ::=



SEQUENCE {


measurementIdentity




MeasurementIdentity,


measurementCommandWithType


MeasurementCommandWithType-r7,


measurementReportingMode


MeasurementReportingMode


OPTIONAL,


additionalMeasurementID-List

AdditionalMeasurementID-List

OPTIONAL

}

OngoingMeasRep-r8 ::=



SEQUENCE {


measurementIdentity




MeasurementIdentity,


measurementCommandWithType


MeasurementCommandWithType-r8,


measurementReportingMode


MeasurementReportingMode


OPTIONAL,


additionalMeasurementID-List

AdditionalMeasurementID-List

OPTIONAL

}

OngoingMeasRep-r9 ::=



SEQUENCE {


measurementIdentity




MeasurementIdentity,


measurementCommandWithType


MeasurementCommandWithType-r9,


measurementReportingMode


MeasurementReportingMode


OPTIONAL,


-- if any of the additional measurement ID is within the range 17 to 32,


-- "OngoingMeasRep-v970ext-IEs" should be present and should include 


-- the IE "measurementIdentity" and "additionalMeasurementID-List".


-- The value of the IE "measurementIdentity" in "OngoingMeasRep-v970ext-IEs"


-- should be the same as the "measurementIdentity" value in "OngoingMeasRep-r9",


-- and "additionalMeasurementID-List" should contain the complete list.


-- The IE "additionalMeasurementID-List" in "OngoingMeasRep-r9" should still 


-- contain the additional measurement ID which value is within the range 1 to 16.


additionalMeasurementID-List

AdditionalMeasurementID-List

OPTIONAL

}

-- The IE "OngoingMeasRep-v970ext-IEs" should be included to report 

-- measurementIdentity values within the range 17 to 32 and when a 

-- "measurementIdentity" in "OngoingMeasRep-r9" needs to contain one of the 

-- values within the range 17 to 32 in the IE "additionalMeasurementID-List".

OngoingMeasRep-v970ext-IEs ::=

SEQUENCE {


measurementIdentity




MeasurementIdentity-r9



OPTIONAL,


additionalMeasurementID-List

AdditionalMeasurementID-List-r9

OPTIONAL

}

OngoingMeasRep-r10 ::=



SEQUENCE {


measurementIdentity




MeasurementIdentity,


measurementCommandWithType


MeasurementCommandWithType-r10,


measurementReportingMode


MeasurementReportingMode


OPTIONAL,


-- if any of the additional measurement ID is within the range 17 to 32,


-- "OngoingMeasRep-v970ext-IEs" (in SRNC-RelocationInfo-vab0ext-IEs)should be present 


-- and should include the IE "measurementIdentity" and 


-- "additionalMeasurementID-List". In this case, the value of the IE "measurementIdentity" in


-- "OngoingMeasRep-v970ext-IEs" (in SRNC-RelocationInfo-vab0ext-IEs) should be the same as the 


-- "measurementIdentity" value in "OngoingMeasRep-r10", and "additionalMeasurementID-List"


-- should contain the complete list.


-- The IE "additionalMeasurementID-List" in "OngoingMeasRep-r10" should still 


-- contain the additional measurement ID which value is within the range 1 to 16. 


additionalMeasurementID-List

AdditionalMeasurementID-List

OPTIONAL

}
OngoingMeasRep-r11 ::=



SEQUENCE {


measurementIdentity




MeasurementIdentity-r9,


measurementCommandWithType


MeasurementCommandWithType-r11,


measurementReportingMode


MeasurementReportingMode


OPTIONAL,


additionalMeasurementID-List

AdditionalMeasurementID-List-r9

OPTIONAL

}

OngoingMeasRep-r12 ::=



SEQUENCE {


measurementIdentity



MeasurementIdentity-r9,


measurementCommandWithType

MeasurementCommandWithType-r12,


measurementReportingMode


MeasurementReportingMode


OPTIONAL,


additionalMeasurementID-List

AdditionalMeasurementID-List-r9

OPTIONAL

}
OngoingMeasRepList ::=



SEQUENCE (SIZE (1..maxNoOfMeas)) OF











OngoingMeasRep

OngoingMeasRepList-r4 ::=


SEQUENCE (SIZE (1..maxNoOfMeas)) OF











OngoingMeasRep-r4

OngoingMeasRepList-r5 ::=


SEQUENCE (SIZE (1..maxNoOfMeas)) OF











OngoingMeasRep-r5

OngoingMeasRepList-r6 ::=


SEQUENCE (SIZE (1..maxNoOfMeas)) OF











OngoingMeasRep-r6

OngoingMeasRepList-r7 ::=


SEQUENCE (SIZE (1..maxNoOfMeas)) OF











OngoingMeasRep-r7

OngoingMeasRepList-r8 ::=


SEQUENCE (SIZE (1..maxNoOfMeas)) OF











OngoingMeasRep-r8

OngoingMeasRepList-r9 ::=


SEQUENCE (SIZE (1..maxNoOfMeas)) OF











OngoingMeasRep-r9

OngoingMeasRepList-v970ext-IE ::=
SEQUENCE (SIZE (1..maxNoOfMeas)) OF











OngoingMeasRep-v970ext-IEs

OngoingMeasRepList-r10 ::=


SEQUENCE (SIZE (1..maxNoOfMeas)) OF











OngoingMeasRep-r10

OngoingMeasRepList-r11 ::=


SEQUENCE (SIZE (1..maxNoOfMeas)) OF











OngoingMeasRep-r11

OngoingMeasRepList-r12 ::=


SEQUENCE (SIZE (1..maxNoOfMeas)) OF











OngoingMeasRep-r12
PDCP-Capability-r4 ::=



SEQUENCE {


losslessSRNS-RelocationSupport

BOOLEAN,


supportForRfc2507




CHOICE {



notSupported





NULL,



supported






MaxHcContextSpace


},


supportForRfc3095




CHOICE {



notSupported





NULL,



supported






SEQUENCE {




maxROHC-ContextSessions



MaxROHC-ContextSessions-r4
DEFAULT s16,




reverseCompressionDepth



INTEGER (0..65535)


DEFAULT 0



}


}

}

-------------------------------------------------------next change---------------------------------------------------------------------

13.4.28d
UE_POSITIONING_GANSS_DATA

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	GANSS Data ciphering info
	OP
	
	UE positioning Ciphering info 10.3.7.86
	
	REL-7

	GANSS Deciphering Keys
	OP
	
	
	
	REL-7

	>Current deciphering key
	MP
	
	Bit string(56)
	
	REL-7

	>Next deciphering key
	MP
	
	Bit string(56)
	
	REL-7

	UE positioning GANSS reference time
	OP
	
	UE positioning GANSS reference time 10.3.7.96o
	
	REL-7

	UE positioning GANSS reference UE position
	OP
	
	Ellipsoid point with altitude and uncertainty ellipsoid 10.3.8.4c
	A priori knowledge of UE 3-D position.
	REL-7

	UE positioning GANSS additional ionospheric model
	OP
	
	UE positioning GANSS ionospheric model 10.3.7.92b
	
	REL-8

	UE positioning GANSS Earth orientation parameters
	OP
	
	UE positioning GANSS Earth orientation parameters 10.3.7.92c
	
	REL-8

	UE positioning GANSS ionospheric model
	OP
	
	UE positioning GANSS ionospheric model 10.3.7.92a
	
	REL-7

	GANSS Generic DataList
	OP
	1 to <maxGANSS>
	
	
	REL-7

	>GANSS ID
	OP
	
	Integer (0..7)
	Same as IE in 10.3.7.90b
	REL-7

	>SBAS ID
	CV-GANSS‑ID‑SBAS
	
	UE positioning GANSS SBAS ID 10.3.7.97e
	
	REL-8

	>GANSS Time Models List
	
	1 to <maxGANSS-1>
	
	
	REL-7

	>>Positioning GANSS Time Model
	OP
	
	UE positioning GANSS time model 10.3.7.97a 
	
	

	>UE positioning DGANSS corrections
	OP
	
	UE positioning DGANSS corrections 10.3.7.91b
	
	REL-7

	>UE positioning DBDS corrections
	CV-GANSS‑ID‑BDS
	
	UE positioning DBDS corrections 10.3.7.92e
	
	REL-12

	>UE positioning BDS Ionospheric Grid Model
	CV-GANSS‑ID‑BDS
	
	UE positioning BDS Ionospheric Grid Model 
10.3.7.92d
	
	REL-12

	>UE positioning GANSS navigation model
	OP
	
	UE positioning GANSS navigation model 10.3.7.94a
	
	REL-7

	>UE positioning GANSS  additional navigation models
	OP
	
	UE positioning GANSS additional navigation models 10.3.7.94b
	
	REL-8

	>UE positioning GANSS real-time integrity
	OP
	
	UE positioning GANSS real-time integrity 10.3.7.95a
	
	REL-7

	>UE positioning GANSS data bit assistance
	OP
	
	UE positioning GANSS data bit assistance 10.3.7.97b
	
	REL-7

	>UE positioning GANSS reference measurement information
	OP
	
	UE positioning GANSS reference measurement information 10.3.7.88b
	
	REL-7

	>UE positioning GANSS almanac
	OP
	
	UE positioning GANSS almanac 10.3.7.89a
	
	REL-7

	>UE positioning GANSS UTC model
	OP
	
	UE positioning GANSS UTC model
10.3.7.97c
	
	REL-7

	>UE positioning GANSS additional UTC models
	OP
	
	UE positioning GANSS additional UTC models 10.3.7.97d
	
	REL-8

	>UE positioning GANSS auxiliary information
	OP
	
	UE positioning GANSS auxiliary information 10.3.7.97f
	
	REL-8


	Condition
	Explanation

	GANSS-ID-SBAS
	The IE is mandatory present if the IE "GANSS ID" is "SBAS" and never stored otherwise.

	GANSS-ID-BDS
	The IE is optionally present if the IE "GANSS ID" is "BDS" and never stored otherwise.


-------------------------------------------------------next change---------------------------------------------------------------------

13.4.32
VALUE_TAG
This variable contains information about the value tag for the last received system information block of a given type, for all system information blocks using value tags. The UE shall maintain one instance of this variable for the current selected cell. The UE may store several instances of this variable, one for each cell, to be used if the UE returns to these cells.

All IEs in this variable shall be cleared when switched off. All IEs in this variable except for the IE "SIB 16 value tag list" shall be cleared at selection of a new cell and this cell broadcasts an IE "PLMN Identity" in the MIB which is different from the IE "PLMN Identity" broadcast in the MIB in the previously selected cell. The IE "SIB 16 value tag list" is cleared when NAS informs AS about a new selected PLMN.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	MIB value tag
	OP
	
	MIB value tag 10.3.8.9
	Value tag for the master information block
	

	SB 1 value tag
	OP
	
	Cell value tag 10.3.8.4
	Value tag for the scheduling block type 1
	

	SB 2 value tag
	OP
	
	Cell value tag 10.3.8.4
	Value tag for the scheduling block type 2
	

	SIB 1 value tag
	CV-GSM
	
	PLMN value tag 10.3.8.10
	Value tag for the system information block type 1

Note: IE ‘PLMN value tag’ is used for SIB1 but the area scope for SIB 1 is Cell.
	

	SIB 2 value tag
	OP
	
	Cell value tag 10.3.8.4
	Value tag for the system information block type 2
	

	SIB 3 value tag
	OP
	
	Cell value tag 10.3.8.4
	Value tag for the system information block type 3
	

	SIB 4 value tag
	OP
	
	Cell value tag 10.3.8.4
	Value tag for the system information block type 4
	

	SIB 5 value tag
	OP
	
	Cell value tag 10.3.8.4
	Value tag for the system information block type 5 or 5bis
	

	SIB 6 value tag
	OP
	
	Cell value tag 10.3.8.4
	Value tag for the system information block type 6
	

	CHOICE mode
	MP
	
	
	
	

	>FDD
	
	
	
	
	

	>TDD
	
	
	
	(no data)
	

	SIB 11 value tag
	OP
	
	Cell value tag 10.3.8.4
	Value tag for the system information block type 11
	

	SIB 11bis value tag
	OP
	
	Cell value tag 10.3.8.4
	Value tag for the system information block type 11bis
	REL-6

	SIB 12 value tag
	OP
	
	Cell value tag 10.3.8.4
	Value tag for the system information block type 12
	

	SIB 13 value tag
	CV-ANSI
	
	Cell value tag 10.3.8.4
	Value tag for the system information block type 13
	

	SIB 13.1 value tag
	CV-ANSI
	
	Cell value tag 10.3.8.4
	Value tag for the system information block type 13.1
	

	SIB 13.2 value tag
	CV-ANSI
	
	Cell value tag 10.3.8.4
	Value tag for the system information block type 13.2
	

	SIB 13.3 value tag
	CV-ANSI
	
	Cell value tag 10.3.8.4
	Value tag for the system information block type 13.3
	

	SIB 13.4 value tag
	CV-ANSI
	
	Cell value tag 10.3.8.4
	Value tag for the system information block type 13.4
	

	SIB 15 value tag
	OP
	
	Cell value tag 10.3.8.4
	Value tag for the system information block type 15
	

	SIB 15bis value tag
	OP
	
	Cell value tag 10.3.8.4
	Value tag for the system information block type 15bis
	REL-7

	SIB 15.1 value tag
	OP
	
	Cell value tag 10.3.8.4
	Value tag for the system information block type 15.1
	

	SIB 15.1ter value tag
	OP
	
	Cell value tag 10.3.8.4
	Value tag for the system information block type 15.1ter
	

	SIB 15.2 value tag list
	OP
	1 to <maxSat>
	
	List of value tags for all stored occurrences of system information block type 15.2
	

	>SIB 15.2 value tag
	MP
	
	Cell value tag 10.3.8.4
	
	

	>SIB occurrence identity and value tag
	MP
	
	SIB occurrence identity and value tag 10.3.8.20b
	
	

	SIB 15.3 value tag list
	OP
	1 to <maxSat>
	
	List of value tags for all stored occurrences of system information block type 15.3
	

	>SIB 15.3 value tag
	MP
	
	PLMN value tag 10.3.8.10
	Value tag for the system information block type 15.3
	

	>SIB occurrence identity and value tag
	MP
	
	SIB occurrence identity and value tag 10.3.8.20b
	
	

	SIB 15.4 value tag
	OP
	
	Cell value tag 10.3.8.4
	Value tag for the system information block type 15.4
	

	SIB 15.5 value tag
	OP
	
	Cell value tag 10.3.8.4
	Value tag for the system information block type 15.5
	

	GANSS specific SIBs
	OP
	1 to <maxGANSS>
	
	
	REL-7

	>GANSS ID
	MD
	
	Integer(0..7)
	Identifier for GANSS, absence of this IE means Galileo.

For coding description see NOTE 1 in 10.3.7.90b.
	REL-7

	>SBAS ID
	CV-GANSS‑ID‑SBAS
	
	UE positioning GANSS SBAS ID 10.3.7.97e
	
	REL-8

	>SIB 15.1bis value tag
	OP
	
	Cell value tag 10.3.8.4
	Value tag for the system information block type 15.1bis
	REL-7

	>SIB 15.2bis value tag list
	OP
	1 to <maxSat>
	
	List of value tags for all stored occurrences of system information block type 15.2bis
	REL-7

	>>SIB 15.2bis value tag
	MP
	
	Cell value tag 10.3.8.4
	
	REL-7

	>>SIB occurrence identity and value tag
	MP
	
	SIB occurrence identity and value tag 10.3.8.20b
	
	REL-7

	>SIB 15.2ter value tag list
	OP
	1 to <maxSat>
	
	List of value tags for all stored occurrences of system information block type 15.2ter
	REL-8

	>>SIB 15.2ter value tag
	MP
	
	Cell value tag 10.3.8.4
	
	REL-8

	>>SIB occurrence identity and value tag
	MP
	
	SIB occurrence identity and value tag 10.3.8.20b
	
	REL-8

	>SIB 15.3bis value tag list
	OP
	1 to <maxSat>
	
	List of value tags for all stored occurrences of system information block type 15.3bis
	REL-7

	>>SIB 15.3bis value tag
	MP
	
	PLMN value tag 10.3.8.10
	Value tag for the system information block type 15.3bis
	REL-7

	>>SIB occurrence identity and value tag
	MP
	
	SIB occurrence identity and value tag 10.3.8.20b
	
	REL-7

	>SIB 15.6 value tag
	OP
	
	Cell value tag 10.3.8.4
	Value tag for the system information block type 15.6
	REL-7

	>SIB 15.7 value tag
	OP
	
	Cell value tag 10.3.8.4
	Value tag for the system information block type 15.7
	REL-7

	>SIB 15.8 value tag
	OP
	
	Cell value tag 10.3.8.4
	Value tag for the system information block type 15.8
	REL-7

	SIB 16 value tag list
	OP
	1 to <maxPredefConfig>
	
	List of value tags for all stored occurrences of the system information block type 16
	

	>Predefined configuration identity and value tag
	MP
	
	Predefined configuration identity and value tag 10.3.8.11
	
	

	SIB 18 value tag
	OP
	
	Cell value tag 10.3.8.4
	Value tag for the system information block type 18
	

	SIB 19 value tag
	OP
	
	Cell value tag 10.3.8.4
	Value tag for the system information block type 19
	REL-8

	SIB 20 value tag
	OP
	
	Cell value tag 10.3.8.4
	Value tag for the system information block type 20
	REL-8

	SIB 21 value tag
	OP
	
	Cell value tag 10.3.8.4
	Value tag for the system information block type 21
	REL-11

	SIB 22 value tag
	OP
	
	Cell value tag 10.3.8.4
	Value tag for the system information block type 22
	REL-11


	Condition
	Explanation

	GSM
	This information is optional when the UE is operating in "GSM-MAP mode" and never stored otherwise.

	ANSI
	This information is optional when the UE is operating in "ANSI-41 mode" and never stored otherwise.

	GANSS‑ID‑SBAS
	The IE is mandatory present if the IE "GANSS ID" is "SBAS" and never stored otherwise.


-------------------------------------------------------next change---------------------------------------------------------------------

13.5.2
RRC procedure performance values
NOTE: Times indicated in the table do not include cell reselection.

	Procedure title:
	UTRAN -> UE
	UE -> UTRAN
	N1
	N2
	Notes

	RRC Connection Management Procedures
	
	
	
	
	

	Broadcast of system information
	SYSTEM INFORMATION
	
	
	
	N2 is not applicable for any system information messages, because there is no response message from the UE.

	Master Information Block
	SYSTEM INFORMATION
	
	5
	NA
	No system information data shall be lost due to processing of a MIB received with no detectable errors. This means that the UE shall buffer all system information data received after the MIB until the data can be processed according to the information in the MIB, unless the MIB was received erroneously.

	System Information Block type 1
	SYSTEM INFORMATION
	
	10
	NA
	

	System Information Block type 2
	SYSTEM INFORMATION
	
	10
	NA
	

	System Information Block type 3
	SYSTEM INFORMATION
	
	10
	NA
	

	System Information Block type 4
	SYSTEM INFORMATION
	
	10
	NA
	

	System Information Block type 5 or System Information Block type 5bis
	SYSTEM INFORMATION
	
	10
	NA
	

	System Information Block type 6
	SYSTEM INFORMATION
	
	10
	NA
	

	System Information Block type 7
	SYSTEM INFORMATION
	
	5
	NA
	 

	System Information Block type 11 or System Information Block type 11bis
	SYSTEM INFORMATION
	
	10
	NA
	

	System Information Block type 12
	SYSTEM INFORMATION
	
	10
	NA
	

	System Information Block type 13
	SYSTEM INFORMATION
	
	10
	NA
	

	System Information Block type 14
	SYSTEM INFORMATION
	
	10
	NA
	

	System Information Block type 15 or 15bis or 15.1 or 15.1bis or 15.1ter or 15.2 or 15.2bis or 15.2ter or 15.3 or 15.3bis or 15.4 or 15.5 or 15.6 or 15.7 or 15.8
	SYSTEM INFORMATION
	
	10
	NA
	

	System Information Block type 16
	SYSTEM INFORMATION
	
	10
	NA
	

	System Information Block type 18
	SYSTEM INFORMATION
	
	10
	NA
	

	System Information Block type 19
	SYSTEM INFORMATION
	
	10
	NA
	

	System Information Block type 20
	SYSTEM INFORMATION
	
	10
	NA
	

	System Information Block type 21
	SYSTEM INFORMATION
	
	10
	NA
	

	System Information Block type 22
	SYSTEM INFORMATION
	
	10
	NA
	

	System Information Change Indication
	SYSTEM INFORMATION
	
	10
	NA
	

	RRC connection establishment

Target state CELL_DCH
	RRC CONNECTION SETUP
	RRC CONNECTION SETUP COMPLETE
	10
	NA
	N1 measures time to the start of tx / rx on DPCH. N2 cannot be specified, because RRC CONNECTION SETUP COMPLETE message is transmitted only after physical layer synchronisation, which also depends on the Node B.

The performance of the physical layer synchronisation procedure is specified in [19] and [20]

	RRC connection establishment

Target state CELL_FACH
	RRC CONNECTION SETUP
	RRC CONNECTION SETUP COMPLETE
	10
	11
	N1 and N2 applicable as defined (N2 can be tested from the initiation of the power ramp on RACH).

	RRC connection release

From CELL_DCH state
	RRC CONNECTION RELEASE
	RRC CONNECTION RELEASE COMPLETE
	5
	8
	N1 sets the requirement for the time from the completion of the last repetition of the RRC CONNECTION RELEASE COMPLETE message to the release of the physical channel.

N2 sets the requirement from the end of successful reception of the RRC CONNECTION RELEASE message to the start of the first transmission of the RRC CONNECTION RELEASE COMPLETE message.

	RRC connection release

From CELL_FACH state
	RRC CONNECTION RELEASE
	RRC CONNECTION RELEASE COMPLETE
	NA
	11
	N1 represents UE internal configuration that cannot be externally observed.

	Paging
	PAGING TYPE 1
	CELL UPDATE
	10
	11+T
	T is the repetition period of SIB7 (applicable for FDD) and SIB14 (applicable for TDD)

	UE capability enquiry
	UE CAPABILITY ENQUIRY
	UE CAPABILITY INFORMATION
	NA
	8
	N1 is not applicable because the UE configuration does not change. 

	Security mode control
	SECURITY MODE COMMAND
	SECURITY MODE COMPLETE
	5
	8
	

	Signalling connection release procedure
	SIGNALLING CONNECTION RELEASE
	
	5
	NA
	N2 is not applicable because there is no response message.

	Counter check
	COUNTER CHECK
	COUNTER CHECK RESPONSE
	NA
	8
	N1 is not applicable because the UE configuration does not change.

	ETWS Primary Notification with Security
	ETWS PRIMARY NOTIFICATION

WITH SECURITY

	
	10
	NA
	N2 is not applicable because there is no response message.

	Radio Bearer control procedures
	
	
	
	
	

	Radio bearer establishment

Target state CELL_DCH
	RADIO BEARER SETUP
	RADIO BEARER SETUP COMPLETE / FAILURE
	10
	NA
	N2 cannot be specified, because the RADIO BEARER SETUP COMPLETE / FAILURE message is transmitted only after physical layer synchronisation, which depends also on Node B.

	Radio bearer establishment

From state CELL_FACH to state CELL_FACH
	RADIO BEARER SETUP
	RADIO BEARER SETUP COMPLETE / FAILURE
	10
	11
	

	Radio bearer establishment

From CELL_DCH to CELL_FACH
	RADIO BEARER SETUP
	RADIO BEARER SETUP COMPLETE 
	NA
	NA
	N1 and N2 cannot be specified, because UE need to read SIBs on BCH before sending RADIO BEARER SETUP COMPLETE

	Radio bearer reconfiguration

Target state CELL_DCH
	RADIO BEARER RECONFIGURATION
	RADIO BEARER RECONFIGURATION COMPLETE / FAILURE
	5 or 10
	NA
	N2 cannot be specified, because the RADIO BEARER RECONFIGURATION COMPLETE / FAILURE message is transmitted only after physical layer synchronisation, which depends also on Node B.

NOTE 1

	Radio bearer reconfiguration

From Idle Mode and state CELL_FACH to state CELL_DCH
	RADIO BEARER RECONFIGURATION
	RADIO BEARER RECONFIGURATION COMPLETE / FAILURE
	10
	11
	This requirement applies when the UE has a common E-DCH resource and is not required to perform any synchronization. 

	Radio bearer reconfiguration

From state CELL_FACH to state CELL_FACH
	RADIO BEARER RECONFIGURATION
	RADIO BEARER RECONFIGURATION COMPLETE / FAILURE
	10
	11
	

	Radio bearer reconfiguration

From state CELL_DCH to state CELL_FACH
	RADIO BEARER RECONFIGURATION
	RADIO BEARER RECONFIGURATION COMPLETE
	NA
	NA
	N1 and N2 cannot be specified, because UE need to read SIBs on BCH before sending RADIO BEARER RECONFIGURATION COMPLETE

	Radio bearer release

Target state CELL_DCH
	RADIO BEARER RELEASE
	RADIO BEARER RELEASE COMPLETE / FAILURE
	10
	11
	

	Radio bearer release

From state CELL_FACH to state CELL_FACH
	RADIO BEARER RELEASE
	RADIO BEARER RELEASE COMPLETE / FAILURE
	10
	11
	

	Radio bearer release

From state CELL_DCH to state CELL_FACH
	RADIO BEARER RELEASE
	RADIO BEARER RELEASE COMPLETE 
	NA
	NA
	N1 and N2 cannot be specified, because UE need to read SIBs on BCH before sending RADIO BEARER RECONFIGURATION COMPLETE

	Transport channel reconfiguration

Target state CELL_DCH
	TRANSPORT CHANNEL RECONFIGURATION
	TRANSPORT CHANNEL RECONFIGURATION COMPLETE / FAILURE
	5 or 10
	NA
	N2 cannot be specified, because the TRANSPORT CHANNEL RECONFIGURATION COMPLETE / FAILURE message is transmitted only after physical layer synchronisation, which depends also on Node B.

NOTE 1

	Transport channel reconfiguration

From state CELL_FACH to state CELL_FACH
	TRANSPORT CHANNEL RECONFIGURATION
	TRANSPORT CHANNEL RECONFIGURATION COMPLETE / FAILURE
	10
	11
	

	Transport channel reconfiguration

From state CELL_DCH to state CELL_FACH
	TRANSPORT CHANNEL RECONFIGURATION
	TRANSPORT CHANNEL RECONFIGURATION COMPLETE 
	NA
	NA
	N1 and N2 cannot be specified, because UE need to read SIBs on BCH before sending TRANSPORT CHANNEL RECONFIGURATION COMPLETE

	Transport format combination control

AM or UM RLC mode
	TRANSPORT FORMAT COMBINATION CONTROL
	TRANSPORT FORMAT COMBINATION CONTROL FAILURE
	5
	8
	

	Transport format combination control

Transparent mode
	TRANSPORT FORMAT COMBINATION CONTROL
	
	5
	NA
	N2 is not applicable because no response message is defined.

	Physical channel reconfiguration

Target state CELL_DCH
	PHYSICAL CHANNEL RECONFIGURATION
	PHYSICAL CHANNEL RECONFIGURATION COMPLETE / FAILURE
	5 or 8
	NA
	N2 cannot be specified, because the PHYSICAL CHANNEL RECONFIGURATION COMPLETE / FAILURE message is transmitted only after physical layer synchronisation, which depends also on Node B.

NOTE 1

	Physical channel reconfiguration

From state CELL_FACH to state CELL_FACH
	PHYSICAL CHANNEL RECONFIGURATION
	PHYSICAL CHANNEL RECONFIGURATION COMPLETE / FAILURE
	8
	9
	

	Physical channel reconfiguration

From state CELL_DCH to state CELL_FACH
	PHYSICAL CHANNEL RECONFIGURATION
	PHYSICAL CHANNEL RECONFIGURATION COMPLETE 
	NA
	NA
	N1 and N2 cannot be specified, because UE need to read SIBs on BCH before sending PHYSICAL CHANNEL RECONFIGURATION COMPLETE

	Physical Shared Channel Allocation [TDD only]
	PHYSICAL SHARED CHANNEL ALLOCATION
	
	5
	NA
	N2 is not applicable because no response message is defined.

	Uplink Physical Channel Control [TDD only]
	UPLINK PHYSICAL CHANNEL CONTROL
	
	8
	NA
	Requirements for outer loop and timing advance adjustments are defined in [22] and [20]. N2 is not applicable because there is no response message.

	RRC connection mobility procedures
	
	
	
	
	

	Cell update
	CELL UPDATE CONFIRM
	UTRAN MOBILITY INFORMATION CONFIRM
	5
	8
	

	· 
	· 
	PHYSICAL CHANNEL RECONFIGURATION COMPLETE

Target state CELL_FACH
	8
	9
	

	· 
	· 
	PHYSICAL CHANNEL RECONFIGURATION COMPLETE

Target state CELL_DCH
	8
	NA
	N2 cannot be specified, because the PHYSICAL CHANNEL RECONFIGURATION COMPLETE / FAILURE message is transmitted only after physical layer synchronisation, which depends also on Node B.

	· 
	· 
	TRANSPORT CHANNEL RECONFIGURATION COMPLETE

Target state CELL_FACH
	10
	11
	

	· 
	· 
	TRANSPORT CHANNEL RECONFIGURATION COMPLETE

Target state CELL_DCH
	10
	NA
	N2 cannot be specified, because the PHYSICAL CHANNEL RECONFIGURATION COMPLETE / FAILURE message is transmitted only after physical layer synchronisation, which depends also on Node B.

	· 
	· 
	RADIO BEARER RECONFIGURATION COMPLETE

Target state CELL_FACH
	10
	11
	

	· 
	· 
	RADIO BEARER RECONFIGURATION COMPLETE

Target state CELL_DCH
	10
	NA
	N2 cannot be specified, because the PHYSICAL CHANNEL RECONFIGURATION COMPLETE / FAILURE message is transmitted only after physical layer synchronisation, which depends also on Node B.

	· 
	· 
	RADIO BEARER RELEASE COMPLETE

Target state CELL_DCH
	10
	11
	

	URA update
	URA UPDATE CONFIRM
	UTRAN MOBILITY INFORMATION CONFIRM
	5
	8
	

	UTRAN mobility information
	UTRAN MOBILITY INFORMATION
	UTRAN MOBILITY INFORMATION CONFIRM / FAILURE
	5
	8
	

	Active set update
	ACTIVE SET UPDATE
	ACTIVE SET UPDATE COMPLETE / FAILURE
	NA
	5
	The requirements on UE combining and power control performance for both UL and DL are specified by RAN WG4 in [21] and [19].

Also in case of branch addition the COMPLETE / FAILURE message is transmitted without waiting for the new branch to stabilise, therefore N2 is specified.



	Inter-RAT handover to UTRAN
	HANDOVER TO UTRAN COMMAND (other system)
	HANDOVER TO UTRAN COMPLETE
	NA
	NA
	The performance of this procedure is specified in 3GPP TS 45.010 in case of handover from GSM and 3GPP TS 36.133 in case of handover from E-UTRA.

	Inter-RAT handover from UTRAN
	HANDOVER FROM UTRAN COMMAND
	HANDOVER FROM UTRAN FAILURE
	NA
	NA
	The performance of this procedure is specified in [19] and [20].

	Measurement procedures
	
	
	
	
	

	Measurement control
	MEASUREMENT CONTROL
	MEASUREMENT CONTROL FAILURE
	5
	8
	Response to measurement inquiry depends on physical layer measurement. Response time is defined in [19] and [20]. N1 and N2 only define the processing of the message.

	UE INFORMATION
	
	
	
	
	

	UE INFORMATION
	UE INFORMATION REQUEST
	UE INFORMATION RESPONSE
	5
	8
	


NOTE 1:
The lower value applies when the UE is ordered to do a serving HS-DSCH cell change, changing no other information than contained in the IE "H-RNTI", the IE "Downlink HS-PDSCH information", the IE "Uplink DPCH power control info" and/or the IE "Serving HS-DSCH radio link indicator" (FDD only).

------------------------------------------------------END OF CHANGE-----------------------------------------------------------------
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