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< Start of Modified Section>
4
Recommended test case applicability

The applicability of each individual test is identified in the table 1. This is just a recommendation based on the purpose for which the test case was written.

The applicability of every test is formally expressed by the use of Boolean expression that are based on parameters (ICS) included in annex A of the present document and of TS 51.010-2 [52].

The columns in table 1 have the following meaning:

Clause

The clause column indicates the clause number in TS 34.123-1 that contains the test body.

Title

The title column describes the name of the test.

Release

The release column indicates the earliest release from which each testcase is applicable, except if otherwise stated of an individual test case.
Applicability 

The following notations are used for the applicability column:

R
recommended – the test case is recommended

O
optional – the test case is optional

N/A
not applicable – in the given context, the test case is not recommended.

Ci
conditional – the test is recommended (“R”) or not (“N/A”) depending on the support of other items. “i” is an integer identifying an unique conditional status expression which is defined immediately following the table. For nested conditional expressions, the syntax “IF  … THEN (IF ... THEN ... ELSE...) ELSE  ”.." is used to avoid ambiguities. 

Status column

The following notations, defined in ISO/IEC 9646‑7, are used for the status column:

A
applicable – the applicability is required to be supported.

O
optional – the capability may be supported or not.

N/A
not applicable – in the given context, it is impossible to use the capability.

X
prohibited (excluded) – there is a requirement not to use this capability in the given context.

O.i
qualified optional – for mutually exclusive or selectable options from a se“.”"i" is an integer which identifies an unique group of related optional items and the logic of their selection which is defined immediately following the table.

Ci
conditional – the requirement on the capabilit“ ”"M“,”"O“,”"X" “r "”/A") depends on the support of other optional or conditional item“.”"i" is an integer identifying an unique conditional status expression which is defined immediately following the table. For nested conditional expressions, the synt“x "IF ... THEN (IF ... THEN ... ELSE...) ELSE  ”.." shall be used to avoid ambiguities.

Comments 

This column contains a verbal description of the condition included in the applicability column.

Number of TC Executions

This column indicates the recommended number of TC executions. In case this recommended number is less than the number of TC executions imposed by the individual TC applicability, this column also indicates the preferred domain for testing. The different entries shall be read as follows:

1 Execution:

px_CN_DomainTested is not applicable in any case.
CS





-
TC is recommended to execute in CS domain

CS+PS



-
TC is recommended to execute CS+PS with pc_CS and pc_PS set to TRUE

CS+PS ( only if CS call establishment is supported )
-
TC is recommended to execute CS+PS with pc_CS and pc_CS_CallEst and pc_PS set to TRUE

CS+PS preferred

-
If pc_CS and pc_PS set to TRUE TC is recommended for CS+PS






else if pc_CS or pc_PS set to FALSE, TC is recommended in the relevant domain.

PS





-
TC is recommended to execute in PS domain

PS preferred


-
TC is recommended to execute in PS domain unless UE supports only CS domain.

2 Executions:

CS+PS, PS+CS

-
With pc_CS and pc_PS set to TRUE, TC is recommended to execute CS+PS with CS 






domain first (by specifying px_CN_DomainTested = cs_domain), and PS+CS with PS 






domain first (by specifying px_CN_DomainTested= ps_domain)

1 or 2 Executions:

CS, PS




-
If pc_CS and pc_PS set to TRUE, TC is recommended for 2 executions







in CS domain (by specifying px_CN_DomainTested = cs_domain) and







in PS domain (by specifying px_CN_DomainTested = ps_domain),






else if pc_CS or pc_PS set to FALSE, TC is recommended for 1 execution in the relevant domain.

CS ( only if CS call establishment is supported ), PS -










If pc_CS and pc_CS_CallEst and pc_PS set to TRUE, TC is recommended for 2 executions







in CS domain (by specifying px_CN_DomainTested = cs_domain) and







in PS domain (by specifying px_CN_DomainTested = ps_domain),






else if (pc_CS and pc_CS_CallEst) or pc_PS set to FALSE, TC is recommended for 1 execution in the relevant domain.

CS+ PS or (CS, PS)
-
If Operation Mode A is supported by the UE (pc_SupportOpModeA=TRUE), then the TC 






is recommended to execute once CS+PS,






else the TC follows the above (CS, PS) recommendations.

CS+PS (only if CS Speech or Transparent data is supported ) or (CS ( only if CS call establishment is supported ), PS)

- TC is recommended to execute CS+PS with pc_CS and (pc_Speech or pc_CS_T_data) and pc_PS set to TRUE






else the TC follows the above (CS (only if CS call establishment is supported), PS) recommendations.

NOTE: The execution guideline for interRAT TCs of GERAN to UTRAN can be found in TS 51.010-5.
Additional Information - Release RAT

-
In regard to a particular test case, this column provides information on the release which is used by the simulated network where applicable. For each applicable RAT the release shall be indicated in the format 'Rel-X RAT'. When multiple RATs are applicable the entries per RAT shall be separated by a comma. When a value for a 3GPP RAT is not provided but the RAT is in the scope of the test case then for this RAT the release indicated in the Release column applies (per default).

EXAMPLES:

Rel-9 UTRA FDD, Rel-8 GERAN 
(meaning that the UTRA FDD will simulate Rel-9 and the GERAN Rel-8 behaviours)

Rel-9 UTRA TDD
(meaning that the UTRA LCR TDD network will simulate Rel-9 behaviours)

Table 1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Comments
	Number of TC Executions (informative)
	Release RAT

	6
	IDLE MODE
	
	
	
	
	

	6.1.1.1
	PLMN selection of RPLMN, HPLMN, UPLMN and OPLMN; Manual mode
	R99
	C01
	UEs supporting FDD
	
	

	
	
	
	C02
	UEs supporting TDD
	
	

	
	< ROWS SKIPPED>
	
	
	
	
	

	14.7.11a
	Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] SRBs for DCCH on common E-DCH and HS-DSCH for enhanced CELL_FACH with DRX configured
	Rel-8
	C732
	UEs supporting FDD and HS-DSCH DRX in CELL_FACH and Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] SRBs for DCCH on common E-DCH and HS-DSCH for enhanced CELL_FACH
	1 Execution: PS
	

	15.9.1
	ProcessUnstructuredSS-request/accepted
	Rel-8
	Cxxx
	UE supporting FDD and a CS bearer service and speech  and capable of performing USSD
	1 Execution: CS
	

	15.9.3
	UnstructuredSS-Notify/accepted
	Rel-8
	Cxxx
	UE supporting FDD and a CS bearer service and speech and capable of performing USSD
	1 Execution: CS
	

	15.9.6
	MMI input for USSD
	Rel-8
	Cyyy
	UE supporting FDD and a CS bearer service and speech and capable of performing USSD 
	1 Execution: CS
	

	16
	SMS
	
	
	
	
	

	16.1.1
	SMS on CS mode / SMS mobile terminated
	R99
	C18
	UE capable of receiving Short Message at any time on CS mode.
	1 Execution: CS
	

	16.1.2
	SMS on CS mode / SMS mobile originated
	R99
	C20
	UE capable of submitting Short Message at any time on CS mode.
	1 Execution: CS
	

	16.1.3
	SMS on CS mode / Test of memory full condition and memory available notification
	R99
	C21
	UE capable of sending the correct acknowledgement of memory full condition on CS mode.
	
	

	16.1.4
	SMS on CS mode / Test of the status report capabilities and of SMS-COMMAND
	R99
	C22
	UEs supporting the status report capabilities on CS mode.
	
	

	16.1.5.1
	SMS on CS mode / Short message class 0
	R99
	C23
	UE capable of displaying short messages on CS mode
	
	

	
	< ROWS SKIPPED>
	
	
	
	
	


Table 1a: Applicability of tests Conditions

	C01
IF A.1/1 THEN R ELSE N/A

	C01a
IF A.1/1 AND A.1/12 THEN R ELSE N/A

	C01d
IF A.1/1 AND ( (A.3/1 AND A.20/81) OR A.3/2 )THEN R ELSE N/A

	C02
IF A.1/2 OR A.1/3 OR A.1/8 THEN R ELSE N/A

	C03
IF A.1/3 THEN R ELSE N/A

	C04
IF A.1/1 AND A.2/2 THEN R ELSE N/A

	C05
IF A.1/1 AND A.1/4 THEN R ELSE N/A

	< ROWS SKIPPED>

	C866
IF A.3/2 AND A.10/33 THEN R ELSE N/A

	C867
IF A.3/2 AND A.10/34 THEN R ELSE N/A

	C868
IF A.3/2 AND A.10/31 THEN R ELSE N/A

	C869
IF A.1/3 AND A.1/4 AND A.3/2 THEN R ELSE N/A

	C870
IF A.1/1 AND A.18a/29 AND (NOT A.20/86 ) THEN R ELSE N/A

	C871
IF A.1/1 AND A.18a/29 AND A.20/86 THEN R ELSE N/A

	C872
IF A.20/87 THEN R ELSE N/A

	C872a
IF A.20/87 AND A.8a/4 THEN R ELSE N/A

	C873
IF A.1/4 AND A.20/87 THEN R ELSE N/A

	C874
IF A.1/13 AND A.20/87 THEN R ELSE N/A

	Cxxx
IF A.7/35 THEN R ELSE N/A

	Cyyy
IF A.7/35 AND A.20/4 THEN R ELSE N/A

	NOTE 1:
A reference to and item in TS 51.010-2 is preceded with the normative reference [52]

NOTE 2:
eCall is a Rel-8 feature but conformance testing of early implementations of eCall shall be tested if supported in Rel-7 UEs.


< Start of Modified Section>
A.4.2.1.3
Supplementary Services

Table A.7: Supplementary Services

	Item
	Supplementary services
	Ref.
	Release
	Mnemonic
	Comments

	1
	Call Deflection 
	22.072; 22.004, 4
	R99
	
	

	2
	Calling Line Identification Presentation
	22.081, 1; 22.004, 4
	R99
	
	

	3
	Calling Line Identification Restriction
	22.081, 2; 22.004, 4
	R99
	
	

	4
	Connected Line Identification Presentation
	22.081, 3; 22.004, 4
	R99
	
	

	5
	Connected Line Identification Restriction
	22.081, 4; 22.004, 4
	R99
	
	

	6
	Call Forwarding Unconditional
	22.082, 1; 22.004, 4
	R99
	
	

	7
	Call Forwarding on Mobile Subscriber Busy
	22.082, 2; 22.004, 4
	R99
	
	

	8
	Call Forwarding on No Reply
	22.082, 3; 22.004, 4
	R99
	
	

	9
	Call Forwarding on Mobile Subscriber Not Reachable
	22.082, 4; 22.004, 4
	R99
	
	

	10
	Call Waiting
	22.083, 1; 22.004, 4
	R99
	pc_CallWaitingSupp
	

	11
	Call Hold
	22.083, 2

22.004, 4
	R99
	
	

	12
	Multi Party Service
	22.084; 22.004, 4
	R99
	
	

	13
	Closed User Group
	22.085; 22.004, 4
	R99
	
	

	14
	User-to-user signalling 
	22.087; 22.004, 4
	R99
	
	

	15
	Advice of Charge (Information)
	22.086, 1; 22.004, 4
	R99
	
	

	16
	Advice of Charge (Charging)
	22.086, 2; 22.004, 4
	R99
	
	

	17
	Barring of All Outgoing Calls
	22.088, 1; 22.004, 4
	R99
	
	

	18
	Barring of Outgoing International Calls
	22.088, 1; 22.004, 4
	R99
	
	

	19
	Barring of Outgoing International Calls except those directed to the Home PLMN Country
	22.088, 1; 22.004, 4
	R99
	
	

	20
	Barring of All Incoming Calls
	22.088, 2; 22.004, 4
	R99
	
	

	21
	Barring of Incoming Calls when Roaming Outside the Home PLMN Country
	22.088, 2; 22.004, 4
	R99
	
	

	22
	Explicit call transfer
	22.091; 22.004, 4
	R99
	
	

	23
	Call Completion to Busy Subscriber
	22.093; 22.004, 4
	R99
	
	

	24
	Call Completion to Busy Subscriber Request 
	22.093; 22.004, 4
	R99
	
	

	25
	Follow Me
	22.094
	R99
	
	

	26
	Calling name presentation (CNAP)
	22.096; 22.004, 4
	R99
	
	

	27
	Multiple Subscriber Profile (MSP)
	22.097;

22.004, A
	R99
	
	

	28
	Multicall
	22.135;

22.004, 4
	R99
	pc_Multicall
	

	29
	enhanced Multi-Level Precedence and Pre-emption
	22.067;

22.004, 4
	R99
	
	

	30
	At least one non-call related Supplementary Service supported
	
	R99
	pc_NonCallRelSS
	

	31
	Support of MO-LR request for assistance data
	
	
	
	Refer to 3GPP TS 37.571-3 [57], Table A.4.3-3/5

	32
	Support of MO-LR request for a position estimate
	
	
	
	Refer to 3GPP TS 37.571-3 [57], Table A.4.3-3/6

	33
	Support of MO-LR request for transfer to 3rd party
	
	
	
	Refer to 3GPP TS 37.571-3 [57], Table A.4.3-3/7

	34
	Support of MT-LR LCS value added location request notification capability
	
	
	
	Refer to 3GPP TS 37.571-3 [57], Table A.4.3-3/8

	35
	Unstructured SS Data
	22.030, 6.5.3.2
	R99
	pc_SS_USSD
	

	NOTE:
Test cases for features in items 1 to 30 will not be include in R99 of TS 34.123-1.


<End of modified section>

