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7.1.5
E-UTRAN FDD - UE Transmit Timing Accuracy Tests for 5MHz Bandwidth


· 
· 
7.1.5.1
Test purpose

Same test purpose as defined in clause 7.1.1.1.
7.1.5.2
Test applicability
This test applies to all types of E-UTRA FDD UE release 8 and forward that only support band 31.

7.1.5.3
Minimum conformance requirements

Same minimum conformance requirements as in clause 7.1.1.3 with the following exceptions:

-
Instead of A.7.1.1 ( use A.7.1.5.

7.1.5.4
Test description

7.1.5.4.1
Initial conditions

Same initial conditions as defined in 7.1.1.4.1 except that the Channel Bandwidth to be tested is 5MHz as defined in TS 36.508 [7] clause 4.3.1.
7.1.5.4.2
Test procedure

The test consists of a single cell. The transmit timing accuracy is verified related to the downlink frame timing of Cell 1. The downlink timing of Cell 1 is changed and the changes in UE transmit timing are observed. The transmit timing is verified by the UE transmitting SRS (Sounding Reference Symbols) used as a measurement reference facilitating the SS timing estimation.
1.
Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 7.2A.3.

2.
Set the parameters according to Test 1 in Tables 7.1.5.5-1 and 7.1.5.5-2 as appropriate. Propagation conditions are set according to Annex B clause B.1.1.
3.
SS shall transmit an RRCConnectionReconfiguration message.

4.
The UE shall transmit RRCConnectionReconfigurationComplete message.

5.
The SS shall check that the UE transmit timing offset is within the limits specified in Table 7.1.5.5-3  with respect to the first detected path (in time) of the corresponding downlink frame of Cell 1.

6.
The SS adjusts the downlink timing for Cell 1 to a delay of +64 × TS (approximately +2 µs).

7.
The test system samples the UE Transmit Timing once per SRS transmission (periodicity 2 subframes). To check Rule 1, the SS shall check that the maximum time adjustment step size Tq between one SRS transmission (subframe n) to next (subframe n+2) is within Rule 1 as specified in clause 7.1.5.5. To check that the minimum adjustment rate is within Rule 2 as specified in clause 7.1.5.5, the SS shall measure the change in SRS transmission timing over a 1.572s sliding window, with step size 2ms. To check that the maximum adjustment rate is within Rule 3 as specified in clause 7.1.5.5, the SS shall measure the change in SRS transmission timing over a 198ms sliding window, with step size 2ms. The three rules apply until the UE transmit timing offset is within the limits specified in Table 7.1.5.5-3  with respect to the first detected path (in time) of the corresponding downlink frame of Cell 1.
8.
The SS shall check that the UE transmit timing offset stays within the limits specified in Table 7.1.5.5-3  with respect to the first detected path (in time) of the corresponding downlink frame of Cell 1.
7.1.5.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions:

Table 7.1.5.4.3-1: Common Exception messages for UE transmit timing accuracy for E-UTRAN FDD test requirement

	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.4-2


Table 7.1.5.4.3-2: RRCConnectionReconfiguration: Additional UE transmit timing accuracy for E-UTRAN FDD test requirement
	Derivation Path: TS 36.331 [5] clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL 
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        radioResourceConfigDedicated SEQUENCE {
	
	
	

	          mac-MainConfig CHOICE {
	
	
	

	            explicitValue
	MAC-MainConfig-RBC
	
	

	        }
	
	
	

	        physicalConfigDedicated 
	PhysicalConfigDedicated- DEFAULT
	
	RBC

	      }
	
	
	

	        nonCriticalExtension SEQUENCE {}
	Not present
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 7.1.5.4.3-3: SoundingRS-RL-ConfigCommon-DEFAULT: Additional UE transmit timing accuracy for E-UTRAN FDD test requirement

	Derivation Path: TS 36.508 [7] clause 4.6.3, Table 4.6.3-21 SoundingRS-UL-ConfigCommon-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	SoundingRS-UL-ConfigCommon-DEFAULT ::= SEQUENCE {
	
	
	

	setup SEQUENCE {
	
	
	

	  srs-BandwidthConfig
	bw5
	
	

	  srs-SubframeConfig
	sc1
	
	

	  ackNackSRS-SimultaneousTransmission
	FALSE
	
	

	  srsMaxUpPts
	Not present
	
	

	}
	
	
	


Table 7.1.5.4.3-4: SoudingRS-UL-ConfigDedicated-DEFAULT: Additional UE transmit timing accuracy for E-UTRAN FDD test requirement

	Derivation Path: TS 36.508 [7] clause  4.6.3, Table 4.6.3-22 SoundingRS-UL-ConfigDedicated-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	SoundingRS-UL-ConfigDedicated-DEFAULT ::= CHOICE {
	
	
	

	  setup SEQUENCE {
	
	
	

	    srs-Bandwidth
	bw0
	bw0 used with no frequency hopping. bw3 used with frequency hopping
	

	    srs-HoppingBandwidth
	hbw0
	
	

	    freqDomainPosition
	0
	
	

	    duration
	TRUE
	Indefinite duration
	

	    srs-ConfigIndex
	0
	
	

	    transmissionComb
	0
	
	

	    cyclicShift
	cs0
	No cyclic shift
	

	  }
	
	
	

	 }
	
	
	


Table 7.1.5.4.3-5: CQI-ReportConfig-DEFAULT: Additional UE transmit timing accuracy for E-UTRAN FDD test requirement
	Derivation Path: TS 36.508 [7] clause 4.6.3, Table 4.6.3-2 CQI-ReportConfig-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	CQI-ReportConfig-DEFAULT ::= SEQUENCE {
	
	
	

	  cqi-ReportModeAperiodic
	rm30
	This IE should be omitted for test 3
	

	  nomPDSCH-RS-EPRE-Offset
	0
	
	

	  cqi-ReportPeriodic CHOICE {
	
	
	

	    release
	NULL
	
	

	}
	
	
	


Table 7.1.5.4.3-6: MAC-MainConfig-RBC: Additional UE transmit timing accuracy for E-UTRAN FDD test requirement
	Derivation Path: TS 36.508 [7] clause 4.8.2, Table 4.8.2.1.5-1 MAC-MainConfig-RBC

	Information Element
	Value/remark
	Comment
	Condition

	MAC-MainConfig-RBC ::= SEQUENCE {
	
	
	

	  timeAlignmentTimerDedicated
	Infinity
	
	

	}
	
	
	


7.1.5.5
Test requirement

Tables 7.1.5.5-1 and 7.1.5.5-2 define the primary settings including test tolerances for UE transmit timing accuracy for E-UTRAN FDD test.

Tables 7.1.5.5-3, 7.1.5.5-4 and 7.1.5.5-5 define the rules for adjustments made to the UE uplink timing include Test Tolerances.

Table 7.1.5.5-1: Cell Specific Test requirement Parameters for UE transmit timing accuracy for E-UTRAN FDD test case for 5MHz bandwidth

	Parameter
	Unit
	Value

	
	
	Test 1

	Channel Bandwidth (BWchannel)
	MHz
	5

	PDCCH/PCFICH/PHICH Reference measurement channelNote1
	
	R.11 FDD

	OCNG PatternNote2
	
	OP.16 FDD

	IoNote4
	dBm/4.5 MHz
	-68.27

	Note 1:
For the reference measurement channels, see clause A.2.1.

Note 2:
For the OCNG pattern, see clause D.1.16.

Note 3:
See Table 7.1.1.5-1 for the other parameters.

Note 4:
This test is according to the principle defined in TS 36.133[4] section A.3.7.2.


Table 7.1.5.5-2: Sounding Reference Symbol Configuration to be used in UE transmit timing accuracy for E-UTRAN FDD test case for 5MHz bandwidth

	Field
	Test 1
	Comment

	
	Value
	

	srs-BandwidthConfig 
	bw5
	

	srs-SubframeConfig 
	sc1
	

	ackNackSRS-SimultaneousTransmission
	FALSE
	

	srsMaxUpPts
	N/A
	Not applicable for FDD

	srs-Bandwidth 
	0
	No hopping

	srs-HoppingBandwidth
	hbw0
	

	freqDomainPosition
	0
	

	duration
	TRUE
	Indefinite duration

	srs-ConfigIndex
	0
	SRS periodicity of 2ms and 80 ms for Test 1 and 2, respectively.

	transmissionComb
	0
	

	cyclicShift
	cs0
	No cyclic shift


The UE transmit timing offset shall be within the requirements in Table 7.1.5.5-3.

The reference point for the UE initial transmit timing control test requirement shall be the downlink timing minus 
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Table 7.1.5.5-3: Test requirement for Te Timing Error Limit

	Downlink Bandwidth (MHz)
	Te_

	≥3
	15*TS

	Note:
TS is the basic timing unit defined in TS 36.211 [9].


The UE shall be capable of changing the transmission timing according to the received downlink frame. When the transmission timing error between the UE and the reference cell exceeds (Te the UE is required to adjust its timing to within (Te.

All adjustments made to the UE uplink timing shall follow these rules:

1)
The maximum adjustment step size Tq shall be within the requirements in Table 7.1.5.5-4

2)
The minimum aggregate adjustment rate shall be 5.7 × TS per 1.572 s.
3)
The maximum aggregate adjustment rate shall be within the requirements  in Table 7.1.5.5-5.

Table 7.1.5.5-4: Test requirement for Tq Maximum Autonomous Time Adjustment Step

	Downlink Bandwidth (MHz)
	Tq_

	5
	6.0*Ts

	Note: TS is the basic timing unit defined in TS 36.211 [9]


Table 7.1.5.5-5: Test requirement for maximum aggregate adjustment rate per 198 ms
	Downlink Bandwidth (MHz)
	Maximum adjustment per 198 ms

	5
	6.6*Ts

	Note: TS is the basic timing unit defined in TS 36.211 [9]


An illustration of the measurement principle is shown in Figure

<Next Changed Sections>
F.1.2
Measurement of RRM requirements

Table F.1.2-1: Maximum Test System Uncertainty for RRM Requirements

	Subclause
	Maximum Test System Uncertainty1
	Derivation of Test System Uncertainty

	4.2.1 E-UTRA FDD - FDD cell re-selection intra frequency
	Noc ±1.0 dB averaged over BWConfig
Ês1 / Noc ±0.3 dB averaged over BWConfig
Ês2 / Noc ±0.3 dB averaged over BWConfig
	Note:

Ês1 / Noc is the ratio of cell 1 signal / AWGN

Ês2 / Noc is the ratio of cell 2 signal / AWGN

	<Unchanged Items Skipped>

	7.1.1 E-UTRAN FDD - UE Transmit Timing Accuracy
	Noc ±3.0 dB averaged over BWConfig
Ês / Noc ±0.3 dB

±3Ts Uplink signal  transmit timing relative to downlink

±0.5Ts relative during UE timing adjustment
	Note:

Ês / Noc is the ratio of cell 1 signal / AWGN

TS = 1/(15000 x 2048) seconds, the basic timing unit defined in TS 36.211 [9]

	7.1.2 E-UTRAN TDD - UE Transmit Timing Accuracy
	Same as 7.1.1
	Same as 7.1.1

	7.1.5 E-UTRAN FDD - UE Transmit Timing Accuracy Tests for 5MHz Bandwidth
	Same as 7.1.1
	Same as 7.1.1

	7.2.1 E-UTRAN FDD - UE Timing Advance Adjustment Accuracy
	Noc1 ±3.0 dB averaged over BWConfig
Ês1 / Noc1 ±0.3 dB 

Timing Advance Adjustment: ±0.5Ts
	Note:

Ês1 / Noc1 is the ratio of cell 1 signal / AWGN

The timing unit TS = 1/(15000 * 2048 ) seconds, as defined in TS.36.211 [9]

	7.2.2 E-UTRAN TDD - UE Timing Advance Adjustment Accuracy
	Same as 7.2.1
	Same as 7.2.1

	<Unchanged Items Skipped>

	9.6.2 GSM RSSI accuracy for E-UTRAN TDD
	E-UTRA Cell

Noc ±1.0 dB averaged over BWConfig
Ês / Noc ±0.3 dB averaged over BWConfig
GSM cell BCCH1

Signal level ±0.7 dB

GSM cell BCCH 2 to 6

Signal level ±2.0 dB
	Note:

Noc is the AWGN  on cell 1 frequency 

Ês / Noc is the ratio of cell 1 signal / AWGN

GSM cells BCCH 1 to 6 have only the wanted signal, without AWGN

	In addition, the following Test System uncertainties and related constraints apply.

Any additional constraints are defined in the specific tests. 
	

	AWGN Bandwidth
	≥ 1.08MHz, 2.7MHz, 4.5MHz, 9MHz, 13.5MHz, 18MHz;

NRB x 180kHz according to BWConfig

	AWGN absolute power uncertainty
	Test-specific

	AWGN flatness and signal flatness, max deviation for any Resource Block, relative to average over BWConfig
	±2 dB

	AWGN peak to average ratio
	≥10 dB @0.001%

	Signal-to noise ratio uncertainty
	Test-specific

	Fading profile power uncertainty
	±0.5 dB

	Fading profile delay uncertainty, relative to frame timing
	±5 ns (excludes absolute errors related to baseband timing)


F.2
Interpretation of measurement results (normative)

See TS 36.521-1[10] Annex F2.

F.3
Test Tolerance and Derivation of Test Requirements (informative)

See TS 36.521-1[10] Annex F3.

F.3.1
Measurement of test environments
See TS 36.521-1[10] Annex F3.1.

F.3.2
Measurement of RRM requirements

Because the relationships between the Test system uncertainties and the Test Tolerances are often complex, it is not always possible to give a simple derivation of the Test Requirement in this document. The analysis is recorded in 3GPP TR 36 903 [20].

Table F.3.2-1: Derivation of Test Requirements (RRM tests)

	Test 
	Minimum Requirement in TS 36.133
	Test Tolerance
(TT)
	Test Requirement in TS 36.521-3

	4.2.1 E-UTRA FDD – FDD cell re-selection intra frequency
	During T1:

Noc: -98dBm/15kHz
Ês1 / Noc: +16.00dB

Ês2 / Noc: -infinity

During T2:

Noc: -98dBm/15kHz
Ês1 / Noc: +13.00dB

Ês2 / Noc: +16.00dB

During T3:

Noc: -98dBm /15kHz
Ês1 / Noc: +16.00dB

Ês2 / Noc: +13.00dB
	During T1:

0dB
0dB

0dB

During T2:

0dB
0dB

+0.45dB

During T3:

0dB
+0.45dB

0dB
	During T1:

Noc: -98dBm/15kHz
Ês1 / Noc: +16.00dB

Ês2 / Noc: -infinity

During T2:

Noc: -98dBm/15kHz
Ês1 / Noc: +13.00dB

Ês2 / Noc: +16.45dB

During T3:

Noc: -98dBm /15kHz
Ês1 / Noc: +16.45dB

Ês2 / Noc: +13.00dB

	<Unchanged Items Skipped>

	7.1.1 E-UTRAN FDD - UE Transmit Timing Accuracy
	Test 1 (10MHz Ch BW):

Uplink timing: ±12Ts
Max step size Tq: 3.5Ts
Min adjust rate: 7Ts
Max adjust rate: 3.5Ts
Ês / Noc: +3.00dB

Test 2 (10MHz Ch BW):

Uplink timing: ±12Ts
Ês / Noc: +3.00dB

Test 3: (1.4MHz Ch BW)

Uplink timing: ±24Ts
Max step size Tq: 17.5Ts
Max adjust rate: 17.5Ts 

Ês / Noc: +3.00dB
	±3Ts
+0.5Ts
-3.6Ts
+1.1Ts
+0.3dB

±3Ts
+0.3dB

±3Ts
+0.5Ts
 +1.1Ts
+0.3dB
	Test 1 (10MHz Ch BW):

Uplink timing: ±15Ts
Max step size Tq: 4.0Ts
Min adjust rate: 3.4Ts
Max adjust rate: 4.6Ts
Ês / Noc: +3.30dB

Test 2 (10MHz Ch BW):

Uplink timing: ±15Ts
Ês / Noc: +3.30dB

Test 3: (1.4MHz Ch BW)

Uplink timing: ±27Ts
Max step size Tq: 18Ts
Max adjust rate: 18.6Ts

Ês / Noc: +3.30dB

	7.1.1_1 E-UTRAN FDD - UE Transmit Timing Accuracy (Non DRx UE)
	Test 1 (10MHz Ch BW):

Uplink timing: ±12Ts
Max step size Tq: 3.5Ts
Min adjust rate: 7Ts
Max adjust rate: 3.5Ts
Ês / Noc: +3.00dB

Test 2 not applicable
Test 3: (1.4MHz Ch BW)

Uplink timing: ±24Ts
Max step size Tq: 17.5Ts
Max adjust rate: 17.5Ts 

Ês / Noc: +3.00dB
	±3Ts
+0.5Ts
-3.6Ts
+1.1Ts
+0.3dB

±3Ts
+0.5Ts
+1.1Ts
+0.3dB
	Test 1 (10MHz Ch BW):

Uplink timing: ±15Ts
Max step size Tq: 4Ts
Min adjust rate: 3.4Ts
Max adjust rate: 4.6Ts
Ês / Noc: +3.30dB

Test 2 not applicable
Test 3: (1.4MHz Ch BW)

Uplink timing: ±27Ts
Max step size Tq: 18Ts
Max adjust rate: 18.6Ts

Ês / Noc: +3.30dB

	7.1.2 E-UTRAN TDD - UE Transmit Timing Accuracy
	Test 1 (10MHz Ch BW):

Uplink timing: (624 ±12) x Ts
Max step size Tq: 3.5Ts
Min adjust rate: 7Ts
Max adjust rate: 3.5Ts
Ês / Noc: +3.00dB

Test 2 (10MHz Ch BW):

Uplink timing: (624 ±12) x Ts
Ês / Noc: +3.00dB

Test 3: (1.4MHz Ch BW)

Uplink timing: (624 ±24) x Ts
Max step size Tq: 17.5Ts
Max adjust rate: 17.5Ts 

Ês / Noc: +3.00dB
	±3Ts
+0.5Ts
-3.6Ts
+1.1Ts
+0.3dB

±3Ts
+0.3dB

±3Ts
+0.5Ts
+1.1Ts
+0.3dB
	Test 1 (10MHz Ch BW):

Uplink timing: (624 ±15) x Ts
Max step size Tq: 4Ts
Min adjust rate: 3.4Ts
Max adjust rate: 4.6Ts
Ês / Noc: +3.30dB

Test 2 (10MHz Ch BW):

Uplink timing: (624 ±15) x Ts
Ês / Noc: +3.30dB

Test 3: (1.4MHz Ch BW)

Uplink timing: (624 ±27) x Ts
Max step size Tq: 18Ts
Max adjust rate: 18.6Ts

Ês / Noc: +3.30dB

	7.1.2_1 E-UTRAN TDD - UE Transmit Timing Accuracy  (Non DRx UE)
	Test 1 (10MHz Ch BW):

Uplink timing: (624 ±12) x Ts
Max step size Tq: 3.5Ts
Min adjust rate: 7Ts
Max adjust rate: 3.5Ts
Ês / Noc: +3.00dB

Test 2 not applicable
Test 3: (1.4MHz Ch BW)

Uplink timing: (624 ±24) x Ts
Max step size Tq: 17.5Ts
Max adjust rate: 17.5Ts 

Ês / Noc: +3.00dB
	±3Ts
+0.5Ts
-3.6Ts

+1.1Ts
+0.3dB

±3Ts
+0.5Ts
+1.1Ts
+0.3dB
	Test 1 (10MHz Ch BW):

Uplink timing: (624 ±15) x Ts
Max step size Tq: 4Ts
Min adjust rate: 3.4Ts
Max adjust rate: 4.6Ts
Ês / Noc: +3.30dB

Test 2 not applicable
Test 3: (1.4MHz Ch BW)

Uplink timing: (624 ±27) x Ts
Max step size Tq: 18Ts
Max adjust rate: 18.6Ts

Ês / Noc: +3.30dB

	7.1.5 E-UTRAN FDD - UE Transmit Timing Accuracy Tests for 5MHz Bandwidth
	Test 1 (5MHz Ch BW):

Uplink timing: ±12Ts
Max step size Tq: 5.5Ts
Min adjust rate: 11Ts in 1.57s 
Max adjust rate: 5.5Ts
Ês / Noc: +3.00dB
	±3Ts
+0.5Ts
-5.3Ts
+1.1Ts
+0.3dB
	Test 1 (5MHz Ch BW):

Uplink timing: ±15Ts
Max step size Tq: 6.0Ts
Min adjust rate: 5.7Ts in 1.57s
Max adjust rate: 6.6Ts
Ês / Noc: +3.30dB

	7.2.1 E-UTRAN FDD - UE Timing Advanced Adjustment Accuracy
	Timing Advance Adjustment:
±4Ts
	0.5TS
	Timing Advance Adjustment:

±4.5Ts

	<Unchanged Items Skipped>

	9.6.2, GSM RSSI accuracy for E-UTRAN TDD
	Same as 9.6.1
	Same as 9.6.1
	Same as 9.6.1


<End of Changes>
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