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	Reason for change:
	The TT analysis for Test case 8.5.7 was agreed at RAN5#61 in R5-135062, and at the same time Test cases 8.5.1 and 8.6.1 were updated to cover bands >3GHz. The Test Requirements and analyses for all three Test cases are now based on an Noc uncertainty value of +/-1dB, valid up to 4.2GHz. However the corresponding 36.521-3 CR in R5-135044 did not increase the Noc uncertainty value in Table F.1.2-1, currently at +/-0.7dB.
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	a) Updated Noc uncertainty in Table F.1.2-1: Maximum Test System Uncertainty for RRM Requirements.
b) Uncertainties for 8.5.3 uncoupled from 8.5.1 and specified separately for this test case (editorial change only). As Test tolerances are all zero, Test Case 8.5.3 in Table F.3.2-1 can continue to refer back to 8.5.1.
c) Updated the test cases status in the Editor’s note.
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	Other comments:
	TR 36.903 Analyses for Test cases 8.5.1, 8.5.7, 8.6.1 are already based on Noc uncertainty +/-1dB.


<< Unchanged sections omitted >>
8.5.1
E-UTRAN FDD - UTRAN FDD event triggered reporting under fading propagation conditions


· 
· 
8.5.1.1
Test purpose

To verify the UE’s ability to make a correct reporting of an event under fading propagation conditions within the E-UTRA FDD - UTRA FDD cell search requirements.

<< Unchanged sections omitted >>
8.5.7
E-UTRAN FDD - UTRAN FDD event triggered reporting under fading propagation conditions for 5MHz Bandwidth


· 
· 
8.5.7.1
Test purpose

Same test purpose as defined in clause 8.5.1.1.

<< Unchanged sections omitted >>
8.6.1
E-UTRAN TDD - UTRAN FDD event triggered reporting under fading propagation conditions


· 
· 
8.6.1.1
Test purpose

To verify the UE’s ability to make a correct reporting of an event under fading propagation conditions within the E-UTRA TDD - UTRA FDD cell search requirements.

<< Unchanged sections omitted >>
Annex F (normative):
Measurement uncertainties and Test Tolerances

The requirements of this clause apply to all applicable tests in the present document.

F.1
Acceptable uncertainty of Test System (normative)

See TS 36.521-1[10] Annex F1.

F.1.1
Measurement of test environments
See TS 36.521-1[10] Annex F1.1.

F.1.2
Measurement of RRM requirements

Table F.1.2-1: Maximum Test System Uncertainty for RRM Requirements

	Subclause
	Maximum Test System Uncertainty1
	Derivation of Test System Uncertainty

	<< Many rows skipped >> 
	
	

	8.5.1 E-UTRAN FDD - UTRAN FDD event triggered reporting under fading propagation conditions
	E-UTRAN cell

Noc ±1.0 dB averaged over BWConfig
Ês / Noc ±0.6 dB averaged over BWConfig
UTRA cell

Ioc ±0.7 dB
Ior/Ioc ±0.6 dB

CPICH Ec/Ior ±0.1 dB
	Note:

Noc is the AWGN on Cell 1 frequency

Ês / Noc is the ratio of Cell 1 signal / AWGN

Ês / Noc uncertainty or Ior/Ioc uncertainty for fading condition comprises two quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty

Items 1 and 2 are assumed to be uncorrelated so can be root sum squared:

Ês / Noc uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.5 dB

Ioc is the AWGN on Cell 2 (UTRA) frequency

Ior/Ioc is the ratio of Cell 2 signal/AWGN

CPICH Ec/Ior is the fraction of Cell 2 power assigned to the CPICH physical channel

	8.5.2 E-UTRAN FDD - UTRAN FDD SON ANR cell search reporting under AWGN propagation conditions
	E-UTRA cell

Noc ±0.7 dB averaged over BWConfig
Ês / Noc ±0.3 dB averaged over BWConfig
UTRA cell

Ioc ±0.7 dB
Ior/Ioc ±0.3 dB

CPICH Ec/Ior ±0.1 dB

SCH Ec/Ior ±0.1 dB
	Note:

Noc is the AWGN  on cell 1 frequency 

Ês / Noc is the ratio of cell 1 signal / AWGN

Ioc is the AWGN on Cell 2 (UTRA) frequency

Ior/Ioc is the ratio of Cell 2 signal/AWGN

CPICH Ec/Ior is the fraction of Cell 2 power assigned to the CPICH physical channel

SCH Ec/Ior is the fraction of Cell 2 power assigned to the SCH physical channel

	8.5.3 E-UTRAN FDD - UTRAN FDD event triggered reporting when DRX is used under fading propagation conditions
	E-UTRAN cell

Noc ±0.7 dB averaged over BWConfig
Ês / Noc ±0.6 dB averaged over BWConfig
UTRA cell

Ioc ±0.7 dB
Ior/Ioc ±0.6 dB

CPICH Ec/Ior ±0.1 dB
	Note:

Noc is the AWGN on Cell 1 frequency

Ês / Noc is the ratio of Cell 1 signal / AWGN
Ês / Noc uncertainty or Ior/Ioc uncertainty for fading condition comprises two quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty

Items 1 and 2 are assumed to be uncorrelated so can be root sum squared:

Ês / Noc uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.5 dB

Ioc is the AWGN on Cell 2 (UTRA) frequency

Ior/Ioc is the ratio of Cell 2 signal/AWGN

CPICH Ec/Ior is the fraction of Cell 2 power assigned to the CPICH physical channel

	8.5.4  E-UTRAN FDD - UTRAN FDD enhanced cell identification under AWGN propagation conditions
	E-UTRA cell

Noc ±1.0 dB averaged over BWConfig
Ês / Noc ±0.3 dB averaged over BWConfig
UTRA cell

Ioc ±0.7 dB

Ior/Ioc ±0.3 dB

CPICH Ec/Ior ±0.1 dB

SCH Ec/Ior ±0.1 dB
	Note:

Noc is the AWGN  on cell 1 frequency 

Ês / Noc is the ratio of cell 1 signal / AWGN

Ioc is the AWGN on Cell 2 (UTRA) frequency

Ior/Ioc is the ratio of Cell 2 signal/AWGN

CPICH Ec/Ior is the fraction of Cell 2 power assigned to the CPICH physical channel

SCH Ec/Ior is the fraction of Cell 2 power assigned to the SCH physical channel

	8.5.7 E-UTRAN FDD - UTRAN FDD event triggered reporting under fading propagation conditions for 5MHz Bandwidth
	Same as 8.5.1
	Same as 8.5.1

	8.6.1 E-UTRAN TDD - UTRAN FDD event triggered reporting under fading propagation conditions
	Same as 8.5.1
	Same as 8.5.1

	<< Many rows skipped >> 
	
	


<< End of changes >>
























