Page 1



3GPP TSG-RAN WG5 Testing 
R5s140024
01 Jan – 31 Dec 2014
	CR-Form-v11

	CHANGE REQUEST

	

	
	           34.123-3
	CR
	3146
	rev
	-
	Current version:
	11.1.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	Addition of  GCF WI-170 UTRA DB_DC_HSDPA test case 8.2.2.75 to HSPA9_ENH ATS

	
	

	Source to WG:
	Anite

	Source to TSG:
	R5

	
	

	Work item code:
	TEI9_Test
	
	Date:
	2014-01-17

	
	
	
	
	

	Category:
	B
	
	Release:
	Rel-11

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)

	
	

	Reason for change:
	To add WI-170 UTRA DB_DC_HSDPA test case 8.2.2.75 to HSPA9_ENH ATS

	
	

	Summary of change:
	This document lists all changes applied to test case 8.2.2.75 required for agreement.

See detailed change description for further information.

	
	

	Consequences if not approved:
	Test case will not be added to HSPA9_ENH  ATS.

	
	

	Clauses affected:
	8.2.2.75

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


3GPP TSG RAN WG5 Testing 
(
R5s140024
01 Jan – 31 Dec 2014
Title:
Changes to test case 8.2.2.75 required for approval
Source:
Anite
Agenda Item:
TTCN Issues

Document for:
Approval

Contact:
Jerry Wang

Jerry.Wang@anite.com

Tel. +44 1252 775442
1 Overview

This document lists all the changes needed to correct problems in the TTCN implementation of test case 8.2.2.75 which is part of the HSPA9_ENH ATS test suite. Only essential changes to the TTCN are applied and documented in section 4.

With these changes applied the test case can be demonstrated to run with one or more 3G UEs 
(see section 6). Execution log files are provided as evidence. 

2 Table of Contents
11
Overview

2
Table of Contents
1
3
Verification Test Summary
3
4
Corrections required for test case 8.2.2.75
3
4.1
Introduction
3
4.2
Change 1
3
4.3
Change 2
5
4.4
Change 3
7
4.5
Change 4
8
4.6
Change 5
10
4.7
Change 6
14
4.8
Change 7
15
4.9
Change 8
18
4.10
Change 9
20
4.11
Change 10
24
4.12
Change 11
26
4.13
Change 12
34
4.14
Change 13
36
4.15
Change 14
43
4.16
Change 15
46
4.17
Change 16
47
4.18
Change 17
49
4.19
Change 18
50
4.20
Change 19
55
4.21
Change 20
60
4.22
Change 21
61
5
Branches executed in test case 8.2.2.75
63
6
Execution Log Files
63
6.1
Qualcomm 9x25
63
7
References
63



3 Verification Test Summary

Test Case:
TC_8_2_2_75
Test Group:
WI- 170 UTRA DB_DC_HSDPA
ATS Version:
iwd-B2012-03_DfM13wk48 + essential modifications.

System Simulator used:
Anite Conformance Toolset solution
UE used:
Qualcomm 9x25 UE
Verification Status:
PASS
4 Corrections required for test case 8.2.2.75
4.1 Introduction

This section describes the changes required to make test case 8.2.2.75 run correctly with a 3G UE. All modifications are marked with label “@Anite@82275” in the TTCN comments column of the enclosed ATS [1].

The ATS version used as basis was HSPA9_ENH_wk34.mp which is part of iwd-B2012-03_DfM13wk48 release. This ATS provided by MCC160 contains Rel-9 test cases. 
4.2 Change 1
	Object name 
	tc_8_2_2_75, Nr. 2

	Reason for change
	UL MAC Header is set to MAC e/es, in the RadioBearerSetup message used in Preamble of the test case to take device to state 6-18 PS-DCCH+DTCH E-DCH/HS-DSCH. Also, as per section 8.2.2.75.4 for specific Message contents for test case 8.2.2.75 in 34.123-1, UL MAC Header type shall be set to MAC-i/is for transition from FACH to DCH. Since there is no Handover applied at this step of the test case and it is expected not to change the UL MAC Header of the existing cell through a reconfiguration, it is proposed to set the UL MAC Header to MACi/is in the preamble of the test case.  

	Summary of change
	Se the maciis_Configured variable to TRUE as shown below tcv_Rel8_Cfg.maciis_Configured := TRUE

	Label
	Anite@82275
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After:
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4.3 Change 2

	Object name 
	lt_InitVariablesRel9, tc_8_2_2_75, Nr. 12

	Reason for change
	In DC-HSDPA  feature both primary and secondary cells need to be created Time Synchronised. However TTCN doesn’t take care of this. Without this change Primary and Secondary cells will get created with the default Tcell offsets based on the pixit parameters for the cells (Cell A & Cell F). This will lead to device finding difficult to achieve sync with the secondary cell.

	Summary of change
	1. A new test step ‘ts_InitCellDBDC’ is defined to update the Primary and Secondary cell configuration parameters for (tcell & sfnOffset) to have the same value, irrespective of the pixit values for these Cells.

2. New test step ‘ts_InitCellDBDC’ is called at line #12 of the test case in local tree lt_InitVariablesRel9 to update the cell params before the cells are created.

	Label
	Anite@82275


Before:
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New Test Step ts_InitCellDBDC:
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4.4 Change 3
	Object name 
	tc_8_2_2_75, lt_TestBody, Nr. 16 

	Reason for change
	Constraint cbs_108_RB_Reconfig_PS_DCH_HS_to_FACH_r9 is used to send RadioBearerReconfiguration Message at step #1 of the test case for transition from Cell DCH to Cell FACH.  Parameter p_PrimaryScramblingCode  of this constraint is used to set the IE dl_InformationPerRL_List ->primaryCPICH_Info -> primaryScramblingCode, which is a mandatory information. However, TTCN sets the parameter to OMIT, which leads to ASN.1 violation error. It is proposed to set the value of the parameter p_PrimaryScramblingCode to tcv_CellInfoA.priScrmCode in constraint ‘cbs_108_RB_Reconfig_PS_DCH_HS_to_FACH_r9’ at step #1.

	Summary of change
	Changed parameter value for p_PrimaryScramblingCode from OMIT to tcv_CellInfoA.priScrmCode in the constraint call cbs_108_RB_Reconfig_PS_DCH_HS_to_FACH_r9 at step #1.

	Label
	Anite@82275
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4.5 Change 4
	Object name 
	TC_8_2_2_75, lt_TestBody, Nr. 17

	Reason for change
	At step #1 of the test case Device shall be transitioned from Cell DCH to Cell FACH through the RadioBearerReconfiguration message. Since HSDSCH/EDCH channels shall be removed during the transition to reconfigure to RACH/FACH, it is required to wait for the RLC Confirmation from the device for the RadioBearerReconfiguration message before starting the SS configuration.

	Summary of change
	Added new line after Nr 16 to wait for the RLC_AM_DATA_CNF before SS applies the DCH to FACH configuration changes.

	Label
	Anite@82275
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After:
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4.6 Change 5
	Object name 
	lt_LocalTest, Nr 18

	Reason for change
	Test step ts_HO_SS_Reconf_DCH_E_HS_ToFACH  used in the test case for the SS Local end configuration for Cell DCH to FACH transition has the following issues:

1. Configures the MAC for the new configuration before applying the changes for the old configuration.
2. When HS-DSCH is moved from the old configuration, only Trch and PHY channels are removed, however, corresponding MAC configurations are not removed.
3.  UL & DL DPCHs are not removed. 

	Summary of change
	· A New test step ts_HO_SS_Reconf_DCH_E_HS_ToFACH_DBDC is defined and used to reconfigure the cell from DCH to FACH.
· New test step ts_HO_SS_Reconf_DCH_E_HS_ToFACH_DBDC is defined with configurations in the following order.
1.  Release E-DCH associated Channels (CMAC, CPHY)
2. Release HS-DSCH associated channels in the following order ( CMAC, TRCH (Primary) , CPHY(Primary), TRCH (Secondary) , CPHY(Secondary))
3. Release UL DPCH (PHY)
4. Configure MAC to move DCCH and DTCH onto RACH.
5. Release DL-DPCH associated Channels  (CMAC, CPHY)
6. Configure MAC to move DCCH and DTCH onto FACH.

	Label
	Anite@82275
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After: 
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New Test step ts_HO_SS_Reconf_DCH_E_HS_ToFACH_DBDC:
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4.7 Change 6
	Object name 
	lt_LocalTest

	Reason for change
	At step #4, SS shall send a RadioBearerReconfiguration message to Reconfigure the PS RB + SRB from CELL_FACH state to CELL_DCH on DCH/HSDPA, using DC-HSDPA configuration. MAC-iis variables need to be initialized before starting the procedure to ensure that SS send the correct message and SS configure the local end correctly.

	Summary of change
	Test step ts_HSUPA_Cfg_SetupMACiis is called with parameter RB_ConfigType set to cell_E_HS, before calling RadioBearerReconfigrutaion message at step #4.
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4.8 Change 7
	Object name 
	lt_LocalTest

	Reason for change
	1. Normal practice for SS is to apply RLC Configurations part of a Reconfiguration message after corresponding CPHY/TRCH/MAC configurations for UL & DL. However After Step #4, RLC Configuration is applied prior to PHY/TRCH/MAC configurations.
2. At step #4, SS shall send a RadioBearerReconfiguration message to Reconfigure the PS RB + SRB from CELL_FACH state to CELL_DCH on DCH/HSDPA, using DC-HSDPA configuration. As per the specific message contents of this message,  DL RLC shall be configured as flexible for RB25. However, corresponding RLC Reconfiguration test step used at this step  (ts_SS_RLC_ReconfigureAM_FACHtoHSU_r7) configures RB25 as Fixed DL RLC.

	Summary of change 2
	1. Moved RLC Configuration after the PHY/TRCH/MAC configurations after Step #4.

2. New test step ts_SS_RLC_ReconfigureAM_FACHtoHSU_MACiis_r7 is defined for the above purpose and used for RLC Config after Step #4.

	Label
	Anite@82275
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New test Step ts_SS_RLC_ReconfigureAM_FACHtoHSU_MACiis_r7:
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4.9 Change 8
	Object name 
	lt_TestBody

	Reason for change
	IE value for ‘HS_SCCH_Info_r9’ is set to c_HS_SCCH_Info_r9 when test step ts_HO_SS_ReconfFACH_ToDCH_Activate_DB_DC_HSDPA_r9 is called to configure the SS local end for RadioBearerReconfiguration at step #4, which uses only 1 HSSCCH code. However, for 64 QAM it is required to use 2 HSSCCH codes 

	Summary of change
	Call to test step ts_HO_SS_ReconfFACH_ToDCH_Activate_DB_DC_HSDPA_r9 is modified to use correct Constraint c _HS_SCCH_Info_64qam_r9 for setting the value of IE ‘HS_SCCH_Info_r9’’

	Label
	Anite@82275
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4.10 Change 9
	Object name 
	lt_Send_RBReconf_Step4

	Reason for change
	Constraint cbs_108_RB_Reconfig_PS_FACH_to_DCH_DB_DC_HSDPA_64QAM_r9 used at step #4 to send RadioBearerReConfiguration message, sets the value of the parameter ‘p_UL_ScramblingCode’ to OMIT. This parameter is used to set the value of IE ‘ul_DPCH_Info ->modeSpecificInfo-> fdd->scramblingCode’, which is a mandatory IE.

	Summary of change
	Parameter ‘p_UL_SramblingCode’ is set to tcv_CellInfoA.uL_ScramblingCode instead of OMIT in Constraint cbs_108_RB_Reconfig_PS_FACH_to_DCH_DB_DC_HSDPA_64QAM_r9 used at step #4.

	Label
	Anite@82275
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4.11 Change 10
	Object name 
	pr_GoToState6_18_MO_DB_DC_HSDPA_r9, Nr #8

	Reason for change
	In Test step pr_GoToState6_18_MO_DB_DC_HSDPA_r9,  Before calling the test step ts_RRC_SetupRAB_A25_DB_HSDPA_r9 to send the RadioBearerSetup message to Device, test step ts_HSUPA_Cfg_Setup_r7 is called to initialize the HSUPA variables. However, this will lead to overwriting the already initiazed HSUPA variables with wrong values. Note that HSUPA variables are initialized in the test body through local tree lt_InitVariablesRel9.

	Summary of change
	Removed calls to test step ts_HSUPA_Cfg_Setup_r7 from the test step pr_GoToState6_18_MO_DB_DC_HSDPA_r9 at line #8. 
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4.12 Change 11
	Object name 
	ts_RRC_SetupRAB_A25_DB_HSDPA_r9

	Reason for change
	1. UL MAC Header is set to MAC e/es, in the RadioBearerSetup message used in Preamble of the test case to take device to state state 6-18 PS-DCCH+DTCH E-DCH/HS-DSCH. However, as per section 8.2.2.75.4 for specific Message contents for test case 8.2.2.75 in 34.123-1, UL MAC Header type shall be set to MAC-i/is for transition from FACH to DCH. Since there is no Handover applied at this step of the test case and it is expected not to change the UL MAC Header of the existing cell through a reconfiguration, Hence it is proposed to set the UL MAC Header to MACi/is in the preamble of the test case.  

2. There are also few more issues with the constraint ‘cbs_108_RB_SetUpA25_64QAM_r9’ used for sending RBSetup message, which makes it not in align with the specific message contents for the message.

· RB25 RLC Configuration for DL is set to Fixed, where as it should be flexible.

· UL & DL DCH Transport Channels are not deleted.

· SRB’s are not mapped to E-DCH/HS-DSCH

· HS-SCCH information with 2 Channelization codes for 64QAM is not used.

· HS-SCCH information with 2 Channelization codes for 64QAM is not used for Secondary Cell Information.

	Summary of change
	1. New Constraint cbs_108_RB_SetUpA25_64QAM_MACiis_r9 is defined to send RadioBearerSetup message with Mac-i/is configuration and used to replace the old constraint cbs_108_RB_SetUpA25_64QAM_r9.
2. New Constraint c_RAB_InfoSetupHSUPA_RB25_MaciisFlexNoPDCP_DBDC is defined to be used in the above constraint for RB25 RLC Configuration for DL Flexible.
3. The above constraint cbs_108_RB_SetUpA25_64QAM_MACiis_r9 is updated also to 
· Newly defined constraint c_RAB_InfoSetupHSUPA_RB25_MaciisFlexNoPDCP_DBDC is used to configure DL RLC for RB25 to flexible.
· delete the UL & DL DCH Transport Channels, 
· Add SRB’s to the IE ‘rb_InformationAffectedList’ to map them to E-DCH/HS-DSCH.
· Correct the dl_HSPDSCH_Information with correct HS-SCCH information for 64QAM.
· Correct the dl_SecondaryCellInfoFDD with correct HS-SCCH information for the Secondary Cell in case of 64QAM 
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Added New Constraint (cbs_108_RB_SetUpA25_64QAM_MACiis_r9):
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Added New Constraint c_RAB_InfoSetupHSUPA_RB25_MaciisFlexNoPDCP_DBDC:
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4.13 Change 12

	Object name 
	c_DL_SecondaryCellInfoDef_64QAM_r9

	Reason for change
	As per the Specification There shall be a minimum of 2 HS-SCCH codes for 64QAM configuration. However, the above constraint used for reconfiguring the secondary cell from FACH to DCH (64QAM DB-DC-HSDPA) uses only 1 HS-SCCH code

	Summary of change
	Corrected the constraint to use 2 HS-SCCH codes.
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4.14 Change 13
	Object name 
	ts_RRC_SetupRAB_A25_DB_HSDPA_r9

	Reason for change
	UL MAC Header is set to MAC e/es, in the RadioBearerSetup message used in Preamble of the test case to take device to state state 6-18 PS-DCCH+DTCH E-DCH/HS-DSCH. However, as per section 8.2.2.75.4 for specific Message contents for test case 8.2.2.75 in 34.123-1, UL MAC Header type shall be set to MAC-i/is for transition from FACH to DCH. Since there is no Handover applied at this step of the test case and it is expected not to change the UL MAC Header of the existing cell through a reconfiguration, Hence it is proposed to set the UL MAC Header to MACi/is in the preamble of the test case.  

1. Test step ts_SS_HSU_ConfigModifyA25_FromA1_r9 called to configure the EDCH/HSD channels with MAC e/es instead of MAC i/is.

	Summary of change
	New Test step ts_SS_HSU_ConfigModifyA25_FromA1_Maciis_r9 is defined to configure the EDCH/HSD channels with MAC i/is in allign with RadioBearerSetup Message.


Before:
[image: image37.png]N Label || BehavowDescrpton || ComstamtRer || veit ]| Comments
1 +1ts_SetTmpCellinfo ( p_SecondaryC
elly
2 {tev_TmpCellinfo_Second = tev_Tm Store the secondary cell inf |
sCaiintey ointer TmpGein.Seca
I
3 +ts_SetTmpCellinfo { p_ServingCel
[:3
. Vis_85_CreateBecondancell_ ( Creao the sscondaryseni
. secondanen) nace
5 +ts_CalculateActTime_r7 ( p_Servi
ngCellld )
. I end_Rosep
7 A7 RLCAV_OATAGNF  car_AW_DatabuiCr Gsc_Cel
Scceats e RB2, e ol
)
8 +ts_HSUPA_Cfy_Setup_r7 (cell
_E_HS)
9 +ts_S5_HSU_ConfighodifyA25_
Froma1_rd {
. Seninaceld, p_secondancel,
T AcTime,
8. O,
tev_HSUPA_Cfg,
(Relr. O,
Dl séom
)
10 +15_S5_RLC_Setup_HSU_r8
{ec_Colbedicated,
ec_rezs
(80P, RcParam,
oL Do,
oL b
)
T 7o +s_RRC_RoceeR6_SetioC

mpl_r8 (p_ServingCellid, cell_E_HS
)

No change for rel-8





After:

[image: image38.png]Test Step
Teststep 1o 1s_RRC_SelupRAB_A25_DB_HSDPA 18 (
p_SenvingCellld, p_SecondarCell: INTEGER;
p_DL_64QAM  BOOLEAN
)
Test Step Group Ref: RRC_Reld_Specifc/

Objctve 7o scablish RAD e wihconion 426 and dual el actvated

Detauts RRC. Def

G it condiiors SR are sstabished i the eringcell i configuraton A o WAGsh and WAG-sfes

N | abel | cenevourbesoigton || Corstairel || Ve || comments

1 +1s_SetTmpCellinfo ( p_Second
aryCell)

2 {tev_TmpCellinfo_Second = toy Store the secondary ¢
Smaceiine) oo o TrpCol

i Second

3 +ts_SetTmpCellinfa { p_Servin
gCellld)

. *1o.85_CreateSscondanCel Creae the scondary
_18 {p_SecondaryCell ) senving cell

5 +ts_CalculateActTime_r7 (p_

ServingCellld )
. "\ SendRosep
7 A7 RLC_AV_DATA_CNF  car_AW_Databuicri (¢
e eDadctet o 02
L tsc_Mui)

8 +ts_HSUPA_Cfo_Setup_r7
cell_E_HS)

f o 86_HSU_Confihodiy Jnio@ez2Ti,

25_FremA MacTo 9. Ane@82275 - Macl
o emingCl p_Sesonciry 8
cai
o Acime,
8. O,
tev_HSUPA_Cfg,
(Relr. O,
Dl séom
)

0 +15_85_RLG_setup_HEU_ Anio@ez2rs,
oo ( ne@82275 - Mac
ec_Colbsdieaed, 1< Pl A or K62
foe_eze h

©_DL_AM_RLC_HSU_FlexLIT(t
v_HSUPA_RIcParam.neindaw
size),
©_UL_AM_RLC_H8U(icy_HSUP,
A_RIcParam.bnindowSize),
©_RB_LogCH_Mapping(tsc_UL
_DTCH!, tsc_DL_DTCHI))





Added New Test Step ts_SS_HSU_ConfigModifyA25_FromA1_Maciis_r9:
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4.15 Change 14
	Object name 
	ts_RRC_SetupRAB_A25_DB_HSDPA_r9

	Reason for change
	UL MAC Header is set to MAC e/es, in the RadioBearerSetup message used in Preamble of the test case to take device to state state 6-18 PS-DCCH+DTCH E-DCH/HS-DSCH. However, as per section 8.2.2.75.4 for specific Message contents for test case 8.2.2.75 in 34.123-1, UL MAC Header type shall be set to MAC-i/is for transition from FACH to DCH. Since there is no Handover applied at this step of the test case and it is expected not to change the UL MAC Header of the existing cell through a reconfiguration, Hence it is proposed to set the UL MAC Header to MACi/is in the preamble of the test case.  

1. Test step ts_SS_RLC_Setup_HSU_r8 used to configure the RLC for RB25, configures the RLC on dl_RLC_PDU_size set to Fixed instead of Flexible, as per the specific message contents.

	Summary of change
	Test step ts_SS_RLC_Setup_HSU_AM_Flexible_r8 is called to configure RLC for RB25 to AM Flexible.
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4.16 Change 15
	Object name 
	ts_SS_E_DCH_ConfigMACiis_r9

	Reason for change
	Cell ID parameter used to Handle the CMAC_MACis_Config_CNF shall be tsc_CellDedicated. However in the above test step actual cell ID is used , which is wrong.

	Summary of change 
	Modified line #24 of the test step to modify the cell ID to tsc_CellDedicated.
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4.17 Change 16
	Object name 
	ts_SS_HS_DSCH_PDSCH_Cfg_MAC_ehs_DB_DC_HSDPA_r9

	Reason for change
	Parameter tcv_Rel8_Cfg.hspdsch_PhyLayCategory_ext2 is passed in call to constraint c_DL_Cell_DCH_HS_DSCH_PS_RAB_DC_MIMO_r9 in parameter position of HSDSCH_physical_layer_category_ext.

	Summary of change 1
	Parameter tcv_Rel8_Cfg.hspdsch_PhyLayCategory_ext2 is passed at the correct parameter position in call to constraint c_DL_Cell_DCH_HS_DSCH_PS_RAB_DC_MIMO_r9
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4.18 Change 17
	Object name 
	ts_HO_SS_ReconfFACH_ToDCH_Activate_DB_DC_HSDPA_r9

	Reason for change
	As per the RadioBearerReconfiguration message at step #3 of the test case to move from FACH to DCH state, MAC-iis shall be configured instead of Mac-es. However SS local end configuration is applied with test step ts_SS_E_DCH_ConfigCommon_r9, which will configure the SS with Mac-es, which is wrong. 

	Summary of change
	Modified the above test step to call test step ‘ts_SS_E_DCH_ConfigMACiis_r9’ at line #17 instead of ts_SS_E_DCH_ConfigCommon_r9 to configure Mac-iis.
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4.19 Change 18
	Object name 
	cbs_108_RB_Reconfig_PS_DCH_HS_to_FACH_r9

	Reason for change
	1. Constraint cbs_108_RB_Reconfig_PS_DCH_HS_to_FACH_r9 used for sending RadioBearerReconfiguration message at step #1 set the IE ‘new_C_RNTI’ to OMIT. However, device would require C_RNTI value when moving from DCH to FACH. Also as per the condition A5 "Packet to CELL_FACH from CELL_DCH in PS" in [9] TS 34.108 clause 9, IE ‘C_RNTI’ should be set to a valid value. 

2. Constraint cbs_108_RB_Reconfig_PS_DCH_HS_to_FACH_r9 used for sending RadioBearerReconfiguration message at step #1 uses c_DL_InformationPerRL_r8 for setting IE ‘dl_InformationPerRL_List’. Which will set IE ‘dl_dpchInfo-> dl_DPCH_InfoPerRL’ with c_DL_DPCH_InfoPerRL_SRB_r7(p_Sf, p_SecondaryScramblingCode). However as per the Specific message contents for the above message, this IE shall be set to OMIT.

	Summary of change
	1. IE ‘new_C_RNTI’ is set to tcv_CellInfoA.cRNTI.
2. New Constraint c_DL_InformationPerRL_FACH_r8, defined by setting the IE ‘Downlink DPCH info for each RL’ to OMIT.
3. Newly Defined constraint c_DL_InformationPerRL_FACH_r8 is used in the above constraint instead of c_DL_InformationPerRL_r8 to set IE ‘dl_InformationPerRL_List’.
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Added New Constraint c_DL_InformationPerRL_FACH_r8:
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4.20 Change 19
	Object name 
	cbs_108_RB_Reconfig_PS_FACH_to_DCH_DB_DC_HSDPA_64QAM_r9

	Reason for change
	Constraint cbs_108_RB_Reconfig_PS_FACH_to_DCH_DB_DC_HSDPA_64QAM_r9 used for sending RadioBearerReconfiguration message at step #4 sets the DL_RLC_PDU on RB25 to Fixed. However as per the specific message contents of the message it shall be set to Flexible.
As per the Specification There shall be a minimum of 2 HS-SCCH codes for 64QAM configuration. However, the above constraint used for reconfiguring the cell from FACH to DCH (64QAM DB-DC-HSDPA) uses only 1 HS-SCCH code.

	Summary of change
	Constraint cbs_108_RB_Reconfig_PS_FACH_to_DCH_DB_DC_HSDPA_64QAM_r9 is modified to set the DL RLC PDU as flexible instead of Fixed. Used constraint c_RLC_InfoFlexibleRAB_LI7, instead of c_RLC_InfoAM_HSU_PS_Def_r7.
Corrected the constraint to use 2 HS-SCCH codes by replacing the constraint c_HS_SCCH_Info_r9 with _HS_SCCH_Info_64qam_r9.
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p_DL_InformationPerRL_List: DL_InformationPerRL_List_17;
P_DTX_DRX Tiringinfo : DTX_DRY_Timinglnfo_t7;
P_DTX_DRCInfo : DTX_DRX_Info_t7;
p_HS_SCCH_Lessinfo : HS_SCCH_Lessinfo_t7;
p_HSDPA_Config :HSDPA_ConfigType;

p_HSUPA_Config : HSUPA_ConfigType ;

p_Rel7_Confiy : Rel7_ConfigType;

p_FDPCH_SlotFormat: FOPCH_SlotFormat;
p_SecCell_PrimaryScramblingCode : PrimaryScramblingCode;
p_SecondryCel_UARFCN : UARFCN

)

_DCH_DB_DC_HSDPA_BAQAM 13 (

Group,

PDU Name: DL_DCCH_Message
Derivation Path;

Encoding Rule Narme:

Encotling Variation

Comments:

Canstraint Value

¢
intsgrityCheckino p_Integrityinfo,
message radioBearerReconfiguration - later_than_r3
¢
fre_Transactionidentifier p_RRC_Ti,
eriicalExtensions criticalExtensions : erficalExtensions : erificalExtensions : erificalExtensions : eriicalExensions
¢
radioBearerReconfiguration_ra
¢
integrityProtectiontodelnfo OMIT,
cipheringModelnfo OMIT,
activationTime p_ActTime,
new_U_RNTI OMIT,
new_C_RNTI OMIT,
new_H_RNTI p_HSDPA_Config hRNTI,
newPrimary_E_RNTI p_HSUPA_Config prime_RNTI,
newSecondary_E_RNTI OMIT,
re_Statelndicator cell_ DCH,
ueMobiliyStatelndicator OMIT,
ulran_DRX_CycleLengthCoeff OMIT,
en_infarmationinia OMIT,
ura_ldentity OMIT,
supporiForChangsOfUE_Capability OMIT,
responseToChangsOfUE_Capability OMIT,
specificationtode complete
{
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After:
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p_ActTime  ActivationTime ;

D_Freainfo Frequencyinio;

p_UL_SeramblingCode : UL_ScramblingCode;
p_PrimaryScramblingCode : PrimaryScramblingCods;
p_SecondanySeramblingCode : SecondaryScramblingCode;
p_UL_DPCH_Info : UL_DFCH_nfo_r7;
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p_HS_SCCH_Lessinfo : HS_SCCH_Lessinfo_t7;
p_HSDPA_Config :HSDPA_ConfigType;
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p_FDPCH_SlotFormat: FOPCH_SlotFormat;
p_SecCell_PrimaryScramblingCode : PrimaryScramblingCode;
p_SecondryCel_UARFCN : UARFCN
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Group,

PDU Name: DL_DCCH_Message
Derivation Path;

Encoding Rule Narme:

Encotling Variation

Camments: @Anite

1. ¢_RB_InformationReconfig_ré -» RB25
2.d_HSPDSCH_Infarmation ->c_HS_SCCH_info_B4uam_rd

Canstraint Value

¢

intsgrityCheckino p_Integrityinfo,
message radioBearerReconfiguration - later_than_r3
¢
fre_Transactionidentifier p_RRC_Ti,
eriicalExtensions criticalExtensions : erficalExtensions : erificalExtensions : erificalExtensions : eriicalExensions
¢
radioBearerReconfiguration_ra
¢
integrityProtectiontodelnfo OMIT,
cipheringModelnfo OMIT,
activationTime p_ActTime,
new_U_RNTI OMIT,
new_C_RNTI OMIT,
new_H_RNTI p_HSDPA_Config hRNTI,
newPrimary_E_RNTI p_HSUPA_Config prime_RNTI,
newSecondary_E_RNTI OMIT,
re_Statelndicator cell_ DCH,
ueMobiliyStatelndicator OMIT,
ulran_DRX_CycleLengthCoeff OMIT,
en_infarmationinia OMIT,
ura_ldentity OMIT,
supporiForChangsOfUE_Capability OMIT,
responseToChangsOfUE_Capability OMIT,
specificationtode complete
{
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4.21 Change 20
	Object name 
	cr_108_RB_ReconfCmpl_r7

	Reason for change
	IE ‘ul_CounterSynchronisationInfo’ is not set in the constraint cr_108_RB_ReconfCmpl_r7 used to handle RadioBearerReconfigurationComplete. This could lead to mismatches, if the device sends the message with the above IE set.

	Summary of change
	Modified constraint cr_108_RB_ReconfCmpl_r7 to set value for IE ‘ul_CounterSynchronisationInfo’’ as * (Any)


Before:

[image: image62.png]ConstraintName:  cr_108_RB_ReconfCmpl_7
«
p_RRC_Ti: RRC_Transactionldentifier,
p_Count_C_ActivationTime  ActivationTime
)

Group,

PDU Name: UL_DCCH_Message

Derivation Path;

Encoding Rule Narme:

Encotling Variation

Camments: Defined in 34.123-1 annex &

Added cul_CounterSynchronisationinfo *, - Anite@82274, Anite@82275 new change.

Canstraint Value

(
integrityCheckinfo *,
message radioBearerReconfigurationComplete : { --RadioBearerReconfigurationComplete
ne_Transactionldentiter p_RRC_Ti,
ul_IntegProtActivationinfo *,
ul_TimingAdvance *,
count_C_ActvationTime p_Count_C_ActivationTime ,
dummy*, ~ @sic BaselineMoving R55060183 R65090107 sic@
IaterNonCriticalExensions — @sic RE-085424 sic@
(- @sic R5-085424 50@
radioBearerReconfigurationComplete_r3_add_ext*,
wT7ONonCriticalExtensions ({
radioBearerReconfigurationComplete_v770ext {
ex_UL_Timingadvance
deferredMeasurementControlReading OMIT ),
nonCriicalExtensions *
)
, OMIT) -~ @sic R8S080318 v770NonCitcalExtensions present with deferredMeasurementControlReading OMITTED sic@
@sit orv7TONanCritcalExensions OMITTED sic@

OMIT) -~ @sic R65080318 laterNonCriticalExtensions presentwith specific content or OMITTED sic@





After:

[image: image63.png]ConsiraintName:  cr_108_RB_Reconfcrmpl_t7
«
p_RRC_Ti: RRC_Transactionldentifier,
p_Count_C_ActivationTime  ActivationTime
)
Group,
PDU Name: UL_DCCH_Message
Derivation Path;
Encoding Rule Narme:
Encotling Variation
Camments: Defined in 34.123-1 annex &
Added cul_CounterSynchronisationinfo *, - Anite@82274, Anite@82275 new change.

Canstraint Value

(
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message radioBearerReconfigurationComplete : { --RadioBearerReconfigurationComplete
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ul_TimingAdvance *,
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@sit orv770NonCrilcalExensians OMITTED sic@

)
 OMIT) - @sic REs030318 laferNonCriealExtensions present with specifc conent or OMITTED sic@





4.22 Change 21
	Object name 
	ts_CalculateActTime_r6

	Reason for change
	Test step ts_CalculateActTime_r6 doesn’t handle the cellconfig state cell_FACH_HS. Hence when the test step is called to find out the new ActivationTime during Cell FACH to DCH state in DBDC test cases, tcv_ActTime shall not be updated.

	Summary of change
	Added condition check for ( tcv_TmpCellInfo.cellConfig  = cell_FACH_HS )  at line #6 of the test step.


Before:
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After:
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5 Branches executed in test case 8.2.2.75
The test case implementation was executed with Integrity and ciphering enabled.

6 Execution Log Files
6.1 Qualcomm 9x25 
The Qualcomm 9x25 UE Handset passed this test case on Anite Conformance Toolset solution. The documentation below is enclosed as evidence of the successful test case run [1]:

· Execution log files 8_2_2_75-QC-log.html
In the log files (in html format) the complete test case execution can be seen. All message contents are fully decoded and can be verified. Preliminary verdicts and the final test case verdict can be seen in the log files
· PICS/PIXIT file 8_2_2_75-QC-pixit.xml
Text file containing all PICS/PIXIT parameters used for testing.

7 References

	[1]
	R5s140025
This archive comprises HTML Execution log files, PICS/PIXIT files and the TTCN MP file
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