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	As per TS24.301 clause 5.3.5
If the UE is attached for emergency bearer services, and timer T3412 expires, the UE shall not initiate a periodic tracking area updating procedure, but shall locally detach from the network.

UE will be in UNREGISTERED state in the postamble.
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	Other comments:
	


Change 1
	Reason for change
	[TS24.301 clause5.3.5]

If the UE is attached for emergency bearer services, and timer T3412 expires, the UE shall not initiate a periodic

tracking area updating procedure, but shall locally detach from the network.

UE will be in UNREGISTERED state in the postamble.

	Summary of change
	Modified Postamble state to UNREGISTERED.

	TTCN module
	/LTE/11/IMS_EmergencyCall.ttcn


	  function f_TC_11_2_4_EUTRA() runs on EUTRA_PTC

  { /* Emergency bearer services / Normal cell / NO-IMSI / Attach / No EPS security context  / PDN connect / Service request / timer T3412 expires */

    f_EUTRA_NAS_Init (LTE_AllCellsOnSamePLMN, c1);   // @sic R5-131470 sic@

    // Create cell and send out system information

    f_EUTRA_CellConfig_DRB_Common(eutra_CellA, 0, 1, DISCARD_UM_DATA);    /* @sic R5s130681: DISCARD_UM_DATA sic@ @sic R5s130917 sic@ */

    // remove the USIM

    f_UT_USIM_Remove (UT);

    // power on the cell

    f_EUTRA_SetCellPower(eutra_CellA, tsc_ServingCellRS_EPRE);

    f_EUTRA_TestBody_Set(true);

    fl_TC_11_2_4_Body();

    // Postamble

    f_EUTRA_TestBody_Set(false);

    f_EUTRA_Postamble(eutra_CellA, E1_IDLE);
  }


After change:

	    function f_TC_11_2_4_EUTRA() runs on EUTRA_PTC

  { /* Emergency bearer services / Normal cell / NO-IMSI / Attach / No EPS security context  / PDN connect / Service request / timer T3412 expires */

    f_EUTRA_NAS_Init (LTE_AllCellsOnSamePLMN, c1);   // @sic R5-131470 sic@

    // Create cell and send out system information

    f_EUTRA_CellConfig_DRB_Common(eutra_CellA, 0, 1, DISCARD_UM_DATA);    /* @sic R5s130681: DISCARD_UM_DATA sic@ @sic R5s130917 sic@ */

    // remove the USIM

    f_UT_USIM_Remove (UT);

    // power on the cell

    f_EUTRA_SetCellPower(eutra_CellA, tsc_ServingCellRS_EPRE);

    f_EUTRA_TestBody_Set(true);

    fl_TC_11_2_4_Body();

    // Postamble

    f_EUTRA_TestBody_Set(false);

    f_EUTRA_Postamble(eutra_CellA, E4_DEREGISTERED);

  }
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